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Permit Modification
This permit is issued under the provisions of Chapter(s) 403, Florida Statutes, and Florida Administrative Code Rule(s) 62-210, 62-212, 62-272, 62-296, 62-297 and 62-4.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents attached hereto or on file with the department and made a part hereof and specifically described as follows:

Project

Permit Modification.
Project Description

For the revision of Permit No.0750014-002-AV and Permit No. AC 38-263165.

The proposed revisions include the modification or removal of existing permit conditions as indicated below:
· Specific condition 4 of permit No. AC 38-263165
· Specific condition 5 of permit No. AC 38-263165

· Specific condition 8 of permit No. AC 38-263165

· Specific condition 6.I of permit No. AC 38-263165

· Specific condition 10 of permit No. AC 38-263165
· Section III, Subsection A, condition A.4.a. – Styrene emissions factors
· Section III, Subsection A, condition A.4.c. – Single VOC emissions factor
Operating Location

Located at 20653 N.E. Highway 27, Williston, Florida 32696.
Facility Regulatory Classifications

Based on the Title V permit renewal/revision application received October 14, 2008, this facility is a major source of HAPs.

Rule Applicability

The facility is subject to 40 CFR 63 Subpart WWWW--National Emissions Standards for Hazardous Air Pollutants: Reinforced Plastic Composites Production, adopted and incorporated by reference in Rule 62-204.800, F.A.C.

Emissions Unit Description

Regulated Unit. The permitted regulated emissions unit is as defined below.

	E.U. ID No.
	Emissions Unit Description

	001 
	Fiberglass Products Manufacturing Facility


Relevant Documents

The documents listed below are the basis of the permit.  They are specifically related to this permitting action.  These documents are on file with the Department.

Application for Air Permit – Long Form received October 14, 2008.

The following permit conditions are revised as follows. Deleted text is shown as strikethrough and new added text is shown with highlight. All other conditions are unchanged and the affected emissions unit (s) remains subject to applicable requirements.
Specific condition No.4 of Permit No. AC 38-263165

4. The maximum total usage rate of raw materials shall not exceed 572 tons per any 12 consecutive month period. [Rule 62-296.200 (141) and 62-4.070 (3), F.A.C.] 
Specific condition No.5 of Permit No. AC 38-263165
5. Pursuant to Rule 62-212.300, F.A.C., Rule 62-296.320 (1), F.A.C., and the construction application dated December 16, 1994, the facility shall not exceed the following VOC/OS emission limitations:
	Emission
	Lbs/hour *
	Lbs/month
	Tons/any 12 consecutive month period

	Acetone
	15.23
	3230
	19.38

	Styrene from resin and gelcoat
	18.97
	3952
	23.71

	Miscellaneous solvents from catalyst, putty, fillers (styrene), clean-up, etc.
	3.04
	728
	4.37

	Total
	N/A
	N/A
	47.46


*The values in the column are based on a monthly average.
Change to:
5. Volatile Organic Compounds (VOC) Emissions Limitation: The facility wide VOC emissions shall not exceed 28.08 tons per any 12 consecutive month periods.
Specific condition No.A.4.a of Subsection A, Section III of Permit No. 0750014-002-AV
A.4.  Recordkeeping-Emission Calculation Equations.  

a.  Styrene emissions shall be determined using the following equations:




Emissions, in tons = Amount of material used (in pounds)




x styrene monomer content (percent/100)




x emission factor for styrene monomer content (from table below)




x ton/2000 pounds

The applicable styrene emission factor* shall be obtained (interpolated/extrapolated, if applicable) from the following table, in conjunction with the percent of available non-vapor suppressed (NVS) styrene monomer in the resin/gelcoat:

	Application Method
	NVS Monomer 35%
	NVS Monomer 38%
	NVS Monomer 42%

	Resin Non-Spray Lay-up
	11%
	11%
	12%

	Tooling/Pigmented/ Based Gelcoats 
	44%
	47%
	51%

	Resin Closed Molding
	1.5%
	1.5%
	1.5%


b.  MMA emissions shall be determined by the following equations:



Emissions, in tons = Amount of material used (in pounds)




 x MMA content (percent/100)




 x 0.75*




 x ton/2000 pounds

c. 
Other VOC emissions shall be determined by the following equation for each material.  These values shall be used in conjunction with the above Styrene and MMA emissions to determine total VOC:



Emissions, in tons = Amount of material used (in pounds)




 x other VOC content (percent/100)




 x 1.00




 x ton/2000 pounds

*Should more accurate emission factors be developed in the future, the permittee will submit this information for consideration by the Department prior to implementation.

Change to:

VOC Emissions Limitation Compliance Demonstration: To demonstrate compliance with the VOC emissions limitation, the owner or operator shall 

a. Estimate the HAP emissions from the open molding operation using Table 1 to Subpart WWWW of Part 63.
b. Estimate the VOC emissions (not from open molding) using mass balance calculations by assuming all the pollutants contained in any material used are emitted. 
Specific condition No.10 of Permit No. AC 38-263165

10. Pursuant to Rule 62-4.070(3), F.A.C., logs shall be kept for the facility to demonstrate compliance with the limitations of specific condition No. 4 and 5 and shall be retained on file at the facility for at least 5 years.  At a minimum, the daily logs shall be similar to attachment 1 of this permit and shall record at a minimum the following:

Daily Logs
A.
Date and hours of operation.

Monthly Logs
B.
The total of raw materials used in tons.

C.
The most recent 12 consecutive month total of raw materials used in tons.

D.
The total quantity of each chemical specie emitted in lbs.

E.
The total quantity of each chemical (Styrene & Misc. Solvents) emitted in lbs. as shown in Condition No. A.3.

F.
The total quantity of each chemical (Styrene & Misc. Solvents) emitted in tons as shown in Condition No. A.3.

G.
The most recent 12 consecutive month total of emissions from both chemicals (Styrene & Misc. Solvents) in tons as shown in Condition No. A.3.

H.
Record the total monthly hours of operation.

I.
The total quantity, of each chemical (Styrene & Misc. Solvents) emitted in lbs./hr. (monthly average) as shown in Condition No. A.3.

General Requirements
J.
Each log shall have the appropriate footnotes listing any emission factors used.

K.
Each log, where applicable, shall have attached the documentation for all chemicals captured for disposal or recycle.

L.
The daily logs shall be completed by the next business day and the monthly logs shall be completed by the end of the following month.  Supporting documentation (MSDS sheets, purchase orders, etc.) shall be kept for each material, which includes sufficient information to determine VOC/OS emissions.

Change to:

Recordkeeping: The owner or operator shall keep records to demonstrate compliance with Condition No. A.2. At the minimum, the records shall include the followings:

a. The monthly VOC emissions (ton/month).

b. The VOC emissions for the most recent 12 consecutive month.

c. The monthly VOC containing material usage.

d. The purchase receipts, records and sales receipts, the beginning and ending VOC inventories, the amount of VOC purchased during the computational period as supporting documents for material usage records.

e. The material safety data sheet (MSDS) or manufacturer provided product specification sheet for each VOC containing material used.

f. Detail calculations or excel spreadsheet to demonstrate how the emissions are estimated. 

Specific condition No.6.I of Permit No. AC 38-263165
The airflow from each of the 2 exhaust stacks shall not be less than 5,500 ACFM and 29.1 ft./sec.

Specific condition No.A.5 of Subsection A, Section III of Permit No. 0750014-002-AV
A.5.  To demonstrate compliance with Facility-wide Condition 6.I., test each of the 2 stacks during normal operation using EPA Methods 1 and 2.  The EPA Methods 1 and 2 are contained in 40 CFR 60, Appendix A, and are adopted by reference in Rule 62-204.800(7), F.A.C.  The minimum requirements for stationary point source test procedures and reporting shall be in accordance with Chapter 297, F.A.C. and 40 CFR 60, Appendix A.  The test shall be conducted during the 8 to 12 month time period prior to the expiration date of this permit.  Submit a copy of the test report to the Air Compliance Section of the Department’s Northeast District Branch Office within 45 days of testing.  Be sure a copy of at least 1 recent month of logs as required by Condition No. A.6 is attached to the test report.







