PERMITTEE
	Alliance Dairies
4951 NW 170th Street
Trenton, Florida 32693

Authorized Representative:
Jan Henderson, Owner/Manager
	Air Permit No. 0750091-004-AO
Air Operating Permit


PROJECT
This is the final air operation permit, which authorizes the operation of Alliance Dairies, which is a Dairy Farm (Standard Industrial Classification No. 0241).  The facility is located in Levy County at 4951 NW 170th Street, Trenton, Florida.  The UTM coordinates are Zone 17, 319.62 km E; 3274.45 km N.
This final permit is organized into the following sections:  Section 1 (General Information); Section 2 (Administrative Requirements); Section 3 (Emissions Unit Specific Conditions); and Section 4 (Appendices).  Because of the technical nature of the project, the permit contains numerous acronyms and abbreviations, which are defined in Appendix A of Section 4 of this permit.
Permitting Authority:  Applications for air operation permits are subject to review in accordance with the provisions of Chapter 403, Florida Statutes (F.S.) and Chapters 62-4 and 62-210 of the Florida Administrative Code (F.A.C.).  The Permitting Authority responsible for making a permit determination for this project is the Northeast District Office.  The Permitting Authority’s physical address is:  8800 Baymeadows Way West, Suite 100, Jacksonville, Florida 32256.  The Permitting Authority’s mailing address is: 8800 Baymeadows Way West, Suite 100, Jacksonville, Florida 32256.  The Permitting Authority’s telephone number is 904) 256-1700.
Petitions.  A person whose substantial interests are affected by the proposed decision may petition for an administrative hearing in accordance with Sections 120.569 and 120.57, F.S.  The petition must contain the information set forth below and must be filed (received) in the Department’s Office of General Counsel, MS #35, 3900 Commonwealth Boulevard, Tallahassee, Florida 32399-3000, Agency_Clerk@dep.state.fl.us.  Petitions filed by the applicant or any of the parties listed below must be filed within 14 days of receipt of this notice.  Petitions filed by any other person must be filed within 14 days of receipt of this proposed action.  A petitioner must mail a copy of the petition to the applicant at the address indicated above, at the time of filing.  The failure of any person to file a petition within the appropriate time period shall constitute a waiver of that person’s right to request an administrative determination (hearing) under Sections 120.569 and 120.57, F.S., or to intervene in this proceeding and participate as a party to it.  Any subsequent intervention will be only at the approval of the presiding officer upon the filing of a motion in compliance with Rule 28-106.205, F.A.C.
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Letterhead
A petition that disputes the material facts on which the Department’s action is based must contain the following information:  (a) The name and address of each agency affected and each agency’s file or identification number, if known; (b) The name, address, and telephone number of the petitioner; the name, address and telephone number of the petitioner’s representative, if any, which shall be the address for service purposes during the course of the proceeding; and an explanation of how the petitioner’s substantial interests will be affected by the agency 
determination; (c) A statement of how and when each petitioner received notice of the agency action or proposed action; (d) A statement of all disputed issues of material fact.  If there are none, the petition must so indicate; (e) A concise statement of the ultimate facts alleged, as well as the rules and statutes which entitle the petitioner to relief; (f) A statement of the specific rules or statutes the petitioner contends require reversal or modification of the agency’s proposed action; and, (g) A statement of the relief sought by the petitioner, stating precisely the action petitioner wishes the agency to take with respect to the agency’s proposed action.  
A petition that does not dispute the material facts upon which the permitting authority’s action is based shall state that no such facts are in dispute and otherwise shall contain the same information as set forth above, as required by Rule 28-106.301, F.A.C.
Because the administrative hearing process is designed to formulate final agency action, the filing of a petition means that the Department’s final action may be different from the position taken by it in this notice.  Persons whose substantial interests will be affected by any such final decision of the permitting authority on the application have the right to petition to become a party to the proceeding, in accordance with the requirements set forth above.
Mediation:  Mediation is not available in this proceeding.
Effective Date:  This permitting decision is final and effective on the date filed with the clerk of the Permitting Authority unless a petition is filed in accordance with the above paragraphs or unless a request for extension of time in which to file a petition is filed within the time specified for filing a petition pursuant to Rule 62-110.106, F.A.C., and the petition conforms to the content requirements of Rules 28-106.201 and 28-106.301, F.A.C.  Upon timely filing of a petition or a request for extension of time, this action will not be effective until further order of the Permitting Authority.
Judicial Review:  Any party to this permitting decision (order) has the right to seek judicial review of it under Section 120.68, F.S., by filing a notice of appeal under Rule 9.110 of the Florida Rules of Appellate Procedure with the clerk of the Department of Environmental Protection in the Office of General Counsel, Mail Station #35, 3900 Commonwealth Boulevard, Tallahassee, Florida, 32399-3000, and by filing a copy of the notice of appeal accompanied by the applicable filing fees with the appropriate District Court of Appeal.  The notice must be filed within 30 days after this order is filed with the clerk of the Department.
0750091-004-AO Effective Date:  December 13, 2016
Renewal Application Due Date:  October 14, 2021
Expiration Date:  December 13, 2021

Executed in Jacksonville, Florida


______________________________________
Julie R. Hudson
Environmental Manager
Permitting Program

FINAL AIR OPERATION PERMIT
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FILING AND ACKNOWLEDGEMENT & CERTIFICATE OF SERVICE
The undersigned duly designated deputy agency clerk hereby certifies that this Air Permit package was sent by electronic mail, or a link to these documents made available electronically on a publicly accessible server, with received receipt requested before the close of business on the date indicated below to the following persons.
Jan Henderson, Owner/Manager, Alliance Dairies, (jhenderson@alliancedairies.com)
Adelbert Bottcher, PE, Soil and Water Engineering Technology, Inc., (dbottcher@swet.com)
Steven Gotham, DEP, (Steven.Gotham@dep.state.fl.us)

[bookmark: _GoBack]
____________________      December 13, 2016
Clerk				Date
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FACILITY DESCRIPTION
Biogas from the facility’s methane digester will be used to fuel the engine to generate power for the facility and deliver excess power to the grid.  Two flares will be installed as a backup relief mechanism to flare off any excess biogas.  The flares are only expected to operate when the Genset is down for service or maintenance.  The Genset does not have a manufacturer’s certification as described in 40 CFR 60, Subpart JJJJ.
The existing facility consists of the following emissions unit (EU).
	EU No.
	Emission Unit Description

	001
	1000 kW Caterpillar Genset

Make: Caterpillar
Model No.: G3516
RPM: 1200 rpm
Date of Manufacture: 2014



APPLICABLE REGULATIONS
A summary of applicable regulations is shown in the following table.
	Regulation
	EU No(s).

	Federal Rule Citations 

	40 CFR 60, Subpart A, NSPS General Provisions
	001

	40 CFR 60, Subpart JJJJ
	001

	40 CFR 63, Subpart ZZZZ
	001

	State Rule Citations

	Rule 62-210.300, F.A.C., Permits Required; Rule 62-204.800(7)(b)81., F.A.C.
	001


FACILITY REGULATORY CLASSIFICATION
· The facility is not a major source of hazardous air pollutants (HAP).
· The facility does not operate units subject to the acid rain provisions of the Clean Air Act (CAA).
· The facility is not a Title V major source of air pollution in accordance with Chapter 62-213, F.A.C.
· The facility is not a major stationary source in accordance with Rule 62-212.400, F.A.C. for the Prevention of Significant Deterioration (PSD) of Air Quality.

(1) 
(1) 
SECTION 1.  GENERAL INFORMATION
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1. Permitting Authority:  The permitting authority for this project is the Northeast District Office. The Northeast District Office mailing address, 8800 Baymeadows Way West, Suite 100, Jacksonville, Florida 32256.  All documents related to applications for permits to operate an emissions unit shall be submitted to the Northeast District Office.
2. Compliance Authority:  All documents related to compliance activities such as reports, tests, and notifications shall be submitted to the Northeast District, Compliance Assurance at:  8800 Baymeadows Way West, Suite 100, Jacksonville, Florida 32256.
3. Appendices:  The following Appendices are attached as a part of this permit:  Appendix A (Citation Formats and Glossary of Common Terms); Appendix B (General Conditions); Appendix C (Common Conditions); and Appendix D (Common Testing Requirements; Appendix E (40 CFR 60, Subpart A, NSPS General Provisions); Appendix F (40 CFR 60, Subpart JJJJ); and Appendix G (40 CFR 63, Subpart ZZZZ).
4. Applicable Regulations, Forms and Application Procedures:  Unless otherwise specified in this permit, the construction and operation of the subject emissions units shall be in accordance with the capacities and specifications stated in the application.  The facility is subject to all applicable provisions of: Chapter 403, F.S.; and Chapters 62-4, 62-204, 62-210, 62-212, 62-213, 62-296 and 62-297, F.A.C.  Issuance of this permit does not relieve the permittee from compliance with any applicable federal, state, or local permitting or regulations.
5. New or Additional Conditions:  For good cause shown and after notice and an administrative hearing, if requested, the Department may require the permittee to conform to new or additional conditions.  The Department shall allow the permittee a reasonable time to conform to the new or additional conditions, and on application of the permittee, the Department may grant additional time.  [Rule 62-4.080, F.A.C.]
6. Modifications:  No new emissions unit shall be constructed and no existing emissions unit shall be modified without obtaining an air construction permit from the Department.  Such permit shall be obtained prior to beginning construction or modification.  [Rules 62-210.300(1) and 62-212.300(1)(a), F.A.C.]
7. Renewal:  Prior to 60 days before the expiration date of this permit, the permittee shall apply for a renewal of the permit.  A renewal application shall be timely and sufficient.  If the application is submitted prior to 60 days before expiration of the permit, it will be considered timely and sufficient.  If the renewal application is submitted at a later date, it will not be considered timely and sufficient unless it is submitted and made complete prior to the expiration of the operation permit.  When the application for renewal is timely and sufficient, the existing permit shall remain in effect until the renewal application has been finally acted upon by the Department.  [Rule 62-4.090, F.A.C.]

(1) 
(1) 
SECTION 2.  ADMINISTRATIVE REQUIREMENTS

This section of the permit addresses the following emissions unit.
	

E.U.  ID No.
	Brief Description

	001
	1000 kW Caterpillar Genset

Two flares.

Make: Caterpillar
Model No.: G3516
RPM: 1200 rpm
Date of Manufacture: 2014


Genset Stack Height: 18’ above ground.

This unit is subject to the following regulations:  NSPS, Subpart JJJJ-Standards of Performance for Stationary Spark Ignition Internal Combustion Engines; Rule 62-204.800(7)(b)81., F.A.C. Adopted by reference; 40 CFR 63 (NESHAP), Subpart ZZZZ-National Emissions Standards for Hazardous Air Pollutants for Stationary Reciprocating Internal Combustion Engines; Rule 62-204.800(11)(b)82., F.A.C. Adopted by reference.

{Permitting note: According to 40 CFR 63.6590(c)(1), compliance with NSPS, Subpart JJJJ shall be considered compliance with NESHAP, Subpart ZZZZ for this emissions unit.  No other requirements of NESHAP, Subpart ZZZZ are applicable.}

The following specific conditions apply to the emissions unit(s) listed above:

Essential Potential to Emit (PTE) Parameters

1. Hours of Operation.  The hours of operation are not restricted.
[Rules 62-4.160(2), 62-210.200(PTE), F.A.C.]

2. Permitted Capacity.  The engine shall have a maximum 1,412 brake horsepower mechanical output at 100 percent load (approximate design heat input rate is 8.28 MMBtu/hour equivalent to 14,280 cubic feet of biogas per hour).
	[Rules 62-4.070(3), 62-204.800, 62-210.200(PTE), F.A.C., and Rules 2.1401, 2.201, 2.301, JEPB, Application No. 0310610-001-AC]

3. Authorized Fuel/Maximum Operating Rate.  The engine shall be fired with biogas only.  The maximum biogas fuel consumption rate is 14,280 cubic feet/hour.
[Rules 62-4.160(2), 62-210.200(PTE), F.A.C.]

Emissions Limitations and Work Practice Standards
{Permitting Note:  Unless otherwise specified, the averaging times for Condition 4 is based on the specified averaging time of the applicable test method.}

4. [bookmark: _Ref469031728]Emissions Limits.  The unit is subject to the emissions limit as stated in Table 1 below.

	


No. 4. Continued:
Table 1:  Pollutant Emissions Limits.
	Pollutant
	Emissions Limit in g/HP-hr (ppmvd @ 15% O2)
	Rule

	VOC
	1.0 (80)
	40 CFR 60.4233(e) and Table 1 to Subpart JJJJ of NSPS

	NOx
	2.0 (150)
	

	CO
	5.0 (610)
	


The permittee may choose to comply with the emission standards in units of either g/HP-hr or ppmvd at 15 percent O2.

5. Operation and Maintenance.  The permittee shall operate and maintain the stationary SI ICE such that it achieves the emission standards as required in Specific Condition 4 over the entire life of the engine.
[40 CFR 60.4234; Rule 62-204.800(7)(b)81., F.A.C. Adopted by reference]
Compliance Demonstration and Testing Requirements

6. The permitee shall demonstrate compliance according to paragraphs a. and b. of this Condition:
a. Maintenance Plan:  The permittee shall keep a maintenance plan and records of conducted maintenance and shall, to the extent practicable, maintain and operate the engine in a manner consistent with good air pollution control practice for minimizing emissions.  
b. Performance Tests:  The permittee shall conduct performance tests for each pollutant specified in Specific Condition 7 every 8,760 operating hours or 3 years, whichever comes first, to demonstrate compliance.
[40 CFR 60.4243(b)(2)(ii), 40 CFR 60.8(a); Rule 62-204.800(7)(b)81., F.A.C. Adopted by reference]

7. [bookmark: _Ref469034140]Test Method.  The permitee shall conduct the performance tests according to procedures as described below:
	(a) Each performance test must be conducted within 10 percent of 100 percent peak (or the highest achievable) load and according to the requirements in 40 CFR 60.8 (Appendix E of this permit) and under the specific conditions that are specified by Table 2 of Subpart JJJJ and this Specific Condition.
	(b) You may not conduct performance tests during periods of startup, shutdown, or malfunction, as specified in 40 CFR 60.8(c) (Appendix E of this permit).  If your stationary SI internal combustion engine is non-operational, you do not need to startup the engine solely to conduct a performance test; however, you must conduct the performance test immediately upon startup of the engine.
	(c) You must conduct three separate test runs for each performance test required in this section, as specified in 40 CFR 60.8(f) (Appendix E of this permit).  Each test run must be conducted within 10 percent of 100 percent peak (or the highest achievable) load and last at least 1 hour.
SECTION 3.  EMISSIONS UNIT SPECIFIC CONDITIONS
1000 kW Caterpillar Genset
	(d) To determine compliance with the NOX mass per unit output emission limitation, convert the concentration of NOX in the engine exhaust using Equation 1 of this section:
No. 7. Continued:
Where:
ER = Emission rate of NOX in g/HP-hr.
Cd= Measured NOX concentration in parts per million by volume (ppmv).
1.912×10−3 = Conversion constant for ppm NOX to grams per standard cubic meter at 20 degrees Celsius.
Q = Stack gas volumetric flow rate, in standard cubic meter per hour, dry basis.
T = Time of test run, in hours.
HP-hr = Brake work of the engine, horsepower-hour (HP-hr).
(e) To determine compliance with the CO mass per unit output emission limitation, convert the concentration of CO in the engine exhaust using Equation 2 of this section:


Where:
ER = Emission rate of CO in g/HP-hr.
Cd= Measured CO concentration in ppmv.
1.164×10−3 = Conversion constant for ppm CO to grams per standard cubic meter at 20 degrees Celsius.
Q = Stack gas volumetric flow rate, in standard cubic meters per hour, dry basis.
T = Time of test run, in hours.
HP-hr = Brake work of the engine, in HP-hr.
(f) For purposes of this subpart, when calculating emissions of VOC, emissions of formaldehyde should not be included. To determine compliance with the VOC mass per unit output emission limitation, convert the concentration of VOC in the engine exhaust using Equation 3 of this section:



No. 7. Continued:
Where:
ER = Emission rate of VOC in g/HP-hr.
Cd= VOC concentration measured as propane in ppmv.
1.833×10−3 = Conversion constant for ppm VOC measured as propane, to grams per standard cubic meter at 20 degrees Celsius.
Q = Stack gas volumetric flow rate, in standard cubic meters per hour, dry basis.
T = Time of test run, in hours.
HP-hr = Brake work of the engine, in HP-hr.
(g) If the permittee chooses to measure VOC emissions using either Method 18 of 40 CFR part 60, appendix A, or Method 320 of 40 CFR part 63, appendix A, then it has the option of correcting the measured VOC emissions to account for the potential differences in measured values between these methods and Method 25A.  The results from Method 18 and Method 320 can be corrected for response factor differences using Equations 4 and 5 of this section.  The corrected VOC concentration can then be placed on a propane basis using Equation 6 of this section.


Where:
RFi= Response factor of compound i when measured with EPA Method 25A.
CMi= Measured concentration of compound i in ppmv as carbon.
CAi= True concentration of compound i in ppmv as carbon.

Where:
Cicorr= Concentration of compound i corrected to the value that would have been measured by EPA Method 25A, ppmv as carbon.
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Cimeas= Concentration of compound i measured by EPA Method 320, ppmv as carbon.

Where:
CPeq= Concentration of compound i in mg of propane equivalent per DSCM.
[40 CFR 60.4244; Rule 62-204.800(7)(b)81., F.A.C. Adopted by reference]
Notification, Reporting and Recordkeeping Requirements

8. Compliance Test Notification:  The permittee shall notify the Compliance Authority in writing at least 15 days prior to any required tests.  Tests shall be conducted in accordance with the applicable requirements specified in Appendix D (Common Testing Requirements) of this permit.
[Rule 62-297.310(9), F.A.C.]

9. The permittee shall keep records of the following information:

(1) All notifications submitted to comply with 40 CFR 60 Subpart JJJJ and all documentation supporting any notification.
	(2) Maintenance conducted on the engine.
(3) Documentation that the engine meets the emission standards.
(4)	 The occurrence and duration of the Genset being down for service or maintenance and operation of the flares.
[40 CFR 60.4245(a)(1), (2), (4); Rule 62-204.800(7)(b)81., F.A.C. Adopted by reference; Rule 62-4.070, F.A.C.]
10. A copy of each performance test as conducted in Specific Condition 7 shall be submitted within 45 days after the test has been completed.
[40 CFR 60.4245(d) Rule 62-204.800(7)(b)81., F.A.C. Adopted by reference; Rule 62-297.310(10), F.A.C.]	

11. Test Reports:  The permittee shall prepare and submit reports for all required tests in accordance with the requirements specified in Appendix D (Common Testing Requirements) of this permit.  For each test run, the report shall also indicate the Genset {MMBtu/hour}.  [Rule 62-297.310(10), F.A.C.]

12. Table 3 to Subpart JJJJ shows which parts of the General Provisions in Appendix F apply to you.
[40 CFR 60.4246; Rule 62-204.800(7)(b)81., F.A.C. Adopted by reference]

[bookmark: Table2]
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Table 2: Test Methods [Specific Condition 7(a)]
	
For each
	Complying with the requirement to
	You must
	Using
	According to the following requirements

	1. Stationary SI internal combustion engine demonstrating compliance according to 40 CFR 60.4244
	a. limit the concentration of NOX in the stationary SI internal combustion engine exhaust
	i. Select the sampling port location and the number of traverse points;
	(1) Method 1 or 1A of 40 CFR part 60, Appendix A or ASTM Method D6522–00(2005)
	(a) If using a control device, the sampling site must be located at the outlet of the control device.

	  
	
	ii. Determine the O2 concentration of the stationary internal combustion engine exhaust at the sampling port location;
	(2) Method 3, 3A, or 3B of 40 CFR part 60, appendix A or ASTM Method D6522–00(2005)
	(b) Measurements to determine O2 concentration must be made at the same time as the measurements for NOX concentration.

	  
	
	iii. If necessary, determine the exhaust flow rate of the stationary internal combustion engine exhaust;
	(3) Method 2 or 19 of 40 CFR part 60
	

	  
	
	iv. If necessary, measure moisture content of the stationary internal combustion engine exhaust at the sampling port location; and
	(4) Method 4 of 40 CFR part 60, appendix A, Method 320 of 40 CFR part 63, appendix A, or ASTM D 6348–03 (incorporated by reference, see 40 CFR 60.17)
	(c) Measurements to determine moisture must be made at the same time as the measurement for NOX concentration.

	  
	
	v. Measure NOX at the exhaust of the stationary internal combustion engine
	(5) Method 7E of 40 CFR part 60, appendix A, Method D6522–00(2005), Method 320 of 40 CFR part 63, appendix A, or ASTM D 6348–03 (incorporated by reference, see 40 CFR 60.17)
	(d) Results of this test consist of the average of the three 1-hour or longer runs.

	  
	b. limit the concentration of CO in the stationary SI internal combustion engine exhaust
	i. Select the sampling port location and the number of traverse points;
	(1) Method 1 or 1A of 40 CFR part 60, Appendix A or ASTM Method D6522–00(2005)
	(a) If using a control device, the sampling site must be located at the outlet of the control device.

	  
	
	ii. Determine the O2 concentration of the stationary internal combustion engine exhaust at the sampling port location;
	(2) Method 3, 3A, or 3B of 40 CFR part 60, appendix A or ASTM Method D6522–00(2005)
	(b) Measurements to determine O2 concentration must be made at the same time as the measurements for CO concentration.

	  
	
	iii. If necessary, determine the exhaust flow rate of the stationary internal combustion engine exhaust;
	(3) Method 2 or 19 of 40 CFR part 60
	

	  
	
	iv. If necessary, measure moisture content of the stationary internal combustion engine exhaust at the sampling port location; and
	(4) Method 4 of 40 CFR part 60, appendix A, Method 320 of 40 CFR part 63, appendix A, or ASTM D 6348–03 (incorporated by reference, see 40 CFR 60.17)
	(c) Measurements to determine moisture must be made at the same time as the measurement for CO concentration.

	  
	
	v. Measure CO at the exhaust of the stationary internal combustion engine
	(5) Method 10 of 40 CFR part 60, appendix A, ASTM Method D6522–00(2005), Method 320 of 40 CFR part 63, appendix A, or ASTM D 6348–03 (incorporated by reference, see 40 CFR 60.17)
	(d) Results of this test consist of the average of the three 1-hour or longer runs.

	  
	c. limit the concentration of VOC in the stationary SI internal combustion engine exhaust
	i. Select the sampling port location and the number of traverse points;
	(1) Method 1 or 1A of 40 CFR part 60, Appendix A
	(a) If using a control device, the sampling site must be located at the outlet of the control device.

	  
	
	ii. Determine the O2 concentration of the stationary internal combustion engine exhaust at the sampling port location;
	(2) Method 3, 3A, or 3B of 40 CFR part 60, appendix A or ASTM Method D6522–00(2005)
	(b) Measurements to determine O2 concentration must be made at the same time as the measurements for VOC concentration.

	  
	
	iii. If necessary, determine the exhaust flow rate of the stationary internal combustion engine exhaust;
	(3) Method 2 or 19 of 40 CFR part 60
	

	  
	
	iv. If necessary, measure moisture content of the stationary internal combustion engine exhaust at the sampling port location; and
	(4) Method 4 of 40 CFR part 60, appendix A, Method 320 of 40 CFR part 63, appendix A, or ASTM D 6348–03 (incorporated by reference, see 40 CFR 60.17)
	(c) Measurements to determine moisture must be made at the same time as the measurement for VOC concentration.

	  
	
	v. Measure VOC at the exhaust of the stationary internal combustion engine
	(5) Methods 25A and 18 of 40 CFR part 60, appendix A, Method 25A with the use of a methane cutter as described in 40 CFR 1065.265, Method 18 or 40 CFR part 60, appendix A, Method 320 of 40 CFR part 63, appendix A, or ASTM D 6348–03 (incorporated by reference, see 40 CFR 60.17)
	(d) Results of this test consist of the average of the three 1-hour or longer runs.
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Table 3: General Provision Applicability

	General provisions citation
	Subject of citation
	Applies to subpart
	Explanation

	§60.1
	General applicability of the General Provisions
	Yes
	

	§60.2
	Definitions
	Yes
	Additional terms defined in §60.4248.

	§60.3
	Units and abbreviations
	Yes
	

	§60.4
	Address
	Yes
	

	§60.5
	Determination of construction or modification
	Yes
	

	§60.6
	Review of plans
	Yes
	

	§60.7
	Notification and Recordkeeping
	Yes
	Except that §60.7 only applies as specified in §60.4245.

	§60.8
	Performance tests
	Yes
	Except that §60.8 only applies to owners and operators who are subject to performance testing in subpart JJJJ.

	§60.9
	Availability of information
	Yes
	

	§60.10
	State Authority
	Yes
	

	§60.11
	Compliance with standards and maintenance requirements
	Yes
	Requirements are specified in subpart JJJJ.

	§60.12
	Circumvention
	Yes
	

	§60.13
	Monitoring requirements
	No
	

	§60.14
	Modification
	Yes
	

	§60.15
	Reconstruction
	Yes
	

	§60.16
	Priority list
	Yes
	

	§60.17
	Incorporations by reference
	Yes
	

	§60.18
	General control device requirements
	No
	

	§60.19
	General notification and reporting requirements
	Yes
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