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(1) 
By Electronic Mail – Received Receipt Requested
ksparks@rex-lumber.com
PERMITTEE:
	[bookmark: _Hlk517085731]Rex Lumber, Bristol, LLC
Highway 12 South
Bristol, Florida 32321
Authorized Representative:
Mr. Kenny Sparks, General Manager
	Air Permit No. 0770007-024-AC
Permit Expires:  August 8, 2023
Minor Air Construction Permit
[bookmark: _Hlk517259448]Bristol Lumber Mill
[bookmark: _Hlk517088309][bookmark: _Hlk517104049]Replace the Multi-clones on Boiler No. 1


Facility and Location
[bookmark: _Hlk517260137]Rex Lumber, Bristol, LLC, Bristol Lumber Mill is an existing softwood lumber mill, which is categorized under Standard Industrial Classification Code No. 2421, Sawmills and Planing Mills.  The facility is located in Liberty County on Highway 12 South in Bristol, Florida.  The UTM coordinates of the existing facility are Zone 16, 689.54 km East and 3358.88 km North.
Corporate Name Change: Based on information submitted with the application, the corporate name for this facility was changed from North Florida Lumber, Inc. to Rex Lumber, Bristol, LLC, effective February 1, 2018.  The ownership and management of Rex Lumber, Bristol, LLC is the same as that of North Florida Lumber, Inc.  Information retrieved from the Florida Division of Corporations supports this name change.
Facility Regulatory Classification
· The facility is a major source of hazardous air pollutants (HAP).
· The facility is a Title V major source of air pollution in accordance with Chapter 62-213, F.A.C.
· The facility is a major stationary source in accordance with Rule 62-212.400(PSD), F.A.C.
· The facility operates units subject to the New Source Performance Standards (NSPS) of Title 40 Part 60 of the Code of Federal Regulations (40 CFR 60).
· The facility operates units subject to the National Emissions Standards of Hazardous Air Pollutants (NESHAP) of 40 CFR 63.
EMISSIONS UNITS AND CONDITIONS
[bookmark: _Hlk517958324]Note: Some specific conditions noted in this permit refer to permit conditions in Title V Permit No. 0770007-023-AV.  Highlighted strikethrough text denotes deletions, double underline text denotes additions.
A. [bookmark: _Hlk517944081]Emissions Unit 001 – Boiler No. 1 and Boiler No. 3:
This project authorizes the Permittee to replace the two existing in-series multi-clones on Boiler No. 1 with two new multi-clones of equivalent design.  No changes are proposed for Boiler No. 3.  Facility-wide emissions and product throughput are not changed by this project.
[bookmark: _Hlk517953964]Boiler No. 1 was manufactured by Industrial Boiler and has a maximum heat input capacity of 29.6 Million British Thermal Units per hour (MMBtu/hr).  Particulate Matter (PM) emissions in the boiler combustion gases are controlled by two in-series multiple-tube dry collectors (multi-clones).  Ash collected by the collection system is emptied into containers located under the units.  Due to its age and size (built before June 1989 and less than 30 MMBtu/hr), Boiler 1 is not subject to 40 CFR 60 Subpart Dc, but the boiler is subject to emissions limitations required by Rule 62-296.410(2)(a), F.A.C., Carbonaceous Fuel Burning Equipment.
Permit No. 0770007-018-AC changed the continuous Kilns 1 and 2 from steam-heated kilns to hybrid combination direct-fired/steam-heated kilns by routing the combustion gases from the boilers to the central drying chambers of the kilns.  As a result, combustion gases from the boilers now vent to the atmosphere through Kilns 1 and 2; and Kilns 1 and 2 are subject to emissions limitations for Carbonaceous Fuel Burning Equipment required by Rule 62-296.410, F.A.C.
[bookmark: _Hlk517946749][bookmark: _Hlk517350646]SPECIFIC CONDITIONS
A.1. Previous Permits:  This permit supplements all previously issued air construction and operation permits for this emissions unit. Except for the changes noted below, the unit remains subject to the conditions of all other legally binding air construction and operating permits.  [Rules 62-4.070(3) and 62-210.300(1), F.A.C.]
A.2. New Equipment:  Except for the changes noted below, the new equipment authorized by this permit shall be subject to the same requirements, such as, but not limited to; emissions standards, recordkeeping, compliance testing and fuels limitations previously established for this emissions unit in all other legally binding air construction and operating permits.  [Rules 62-4.070(3) and 62-210.300(1), F.A.C.]
EQUIPMENT
A.3. Replacement of Multi-clones at Boiler No. 1.  The permittee is authorized to replace the two existing in-series multi-clones on Boiler No. 1 with two new in-series multi-clones of equivalent design.  The new multi-clones shall be Zurn dust collectors, Model MTSA-30-9-CYT-A, or equivalent units.  [Rules 62-4.030 and 62-4.070(3), F.A.C.; and Application No. 0770007-024-AC]
[bookmark: _Hlk517946569]EMISSIONS STANDARDS
A.4. [bookmark: _Hlk517959021]Specific Condition A.5. in Title V Permit No. 0770007-023-AV is changed as follows:
Visible Emissions.  The boilers making up this emissions unit are subject to the following:
a. [bookmark: _Hlk501358761]If boiler is venting through a kiln:  When venting through a kiln, a boiler in this emissions unit is subject to the facility-wide visible emissions standard of 20 percent opacity.  [Rule 62-296.320(4)(b), F.A.C.]
b. If boiler is not venting through a kiln:  When not venting through a kiln, visible emissions from a boiler shall not exceed 20 percent opacity except that visible emissions not exceeding 27 percent opacity shall be allowed for one six-minute period in any one-hour period.
a. Visible emissions shall not exceed 20 percent opacity except that visible emissions not exceeding 27 percent opacity shall be allowed for one-six-minute period in any one-hour period.
b. [bookmark: _Hlk518026942][bookmark: _Hlk517959390]When a boiler in this emission unit is venting through a kiln, compliance with the VE limitation shall be demonstrated through VE testing at the exit opening of Kiln 1 or Kiln 2 having the appearance of highest opacity.
c. When a boiler in this emission unit is not venting through a kiln, compliance with the VE limitation is demonstrated through VE testing at the individual boiler’s exhaust stack.
[bookmark: _Hlk497220969][Rules 62-296.410(2)(a) and 62-4.070(3), F.A.C.]
{Permitting Note:  During normal operation of the boilers, combustion gases are vented to the atmosphere through the open ends of Kilns 1 and 2.  Consequently, visible emissions should be read at the end of the kiln having the appearance of greatest opacity.  Otherwise, the individual boiler’s exhaust vent should be used.}
A.5. [bookmark: _Hlk517951229][bookmark: _Hlk517944007]Specific Condition A.11. in Title V Permit No. 0770007-023-AV is changed as follows:
Compliance Tests for Visible Emissions.  Periodic compliance tests for visible emissions are not required for this emissions unit.  The Department reserves the right to require a visible emissions test for cause.  [Rule 62-4.070(3), F.A.C., and Permit No. 0770007-018-AC]
{Permitting Note:  During normal operation the boiler combustion gases are vented to the atmosphere through continuous Kilns 1 and 2.  Therefore, periodic compliance tests for VE are not required for these boilers.}

a.	Boiler 1 Initial Compliance Tests.  Initial compliance testing for VE is required for Boiler 1 to show compliance with the emissions standards of the Department.  The initial tests shall be conducted within 60 days after achieving permitted capacity, but not later than 180 days after initial operation of the unit.  Notification of compliance testing and completed test reports may be submitted by electronic mail to nwdair@dep.state.fl.us .  [Rules 62-4.070(3) and 62-297.310(8)(a), F.A.C.]
b.	Annual Compliance Tests.  During each calendar year (January 1st to December 31st), the boilers in this emission unit shall be tested to demonstrate compliance with the emissions standards for VE.  Notification of compliance testing and completed test reports may be submitted by electronic mail to nwdair@dep.state.fl.us .  [Rule 62-297.310(8)(a), F.A.C.]
B. Emissions Unit 002 – Boiler No. 2 (42.9 MMBtu/hr):
Boiler No. 2 was manufactured before June 1989 by Industrial Boiler and has a maximum heat input capacity of 42.9 MMBtu/hr.  PM emissions in the boiler combustion gases are controlled by two (in series) multiple tube dry collectors (Model MTSA-30-9-CYT-A) manufactured by Zurn.  Ash collected by the collection system (multi-clones) is emptied into containers located under the unit.
[bookmark: _Hlk517952842]SPECIFIC CONDITIONS
B.1. Previous Permits:  This permit supplements all previously issued air construction and operation permits for this emissions unit.  Except for the changes noted below, the unit remains subject to the conditions of all other legally binding air construction and operating permits.  [Rules 62-4.070(3) and 62-210.300(1), F.A.C.]
[bookmark: _Hlk517952406]EMISSIONS STANDARDS
B.2. [bookmark: _Hlk517960238]Specific Condition B.5. in Title V Permit No. 0770007-023-AV is changed as follows:
The boiler in this emissions unit is subject to the following:
If the boiler is venting through a kiln:  When venting through a kiln, this boiler is subject to the facility-wide visible emissions standard of 20 percent opacity.  [Rule 62-296.320(4)(b), F.A.C.]
If the boiler is not venting through a kiln:  When not venting through a kiln, visible emissions from the boiler shall not exceed 30 percent opacity except that visible emissions not exceeding 33 percent opacity shall be allowed for one six-minute period in any one-hour period.  [Rule 62-296.410(2)(b)1., F.A.C.]
{Permitting Note:  During normal operation of the boiler, combustion gases are vented to the atmosphere through the open ends of Kilns Nos. 1 and/or 2.  Consequently, visible emissions should be read at the end of the kiln having the appearance of greatest opacity.  Otherwise, the individual boiler’s exhaust vent should be used.}
[bookmark: _Hlk517966779]Visible Emissions.  Visible emissions shall not exceed 30 percent opacity except that visible emissions not exceeding 33 percent opacity shall be allowed for one six-minute period in any one-hour period.  Compliance with the VE limitation shall be demonstrated through VE testing at the boiler stack.   [Rule 62-296.410(2)(b)1, F.A.C.]
[bookmark: _Hlk517960329]B.3.	Specific Conditions B.12. in Title V Permit No. 0770007-023-AV is removed from the Title V Permit:
[bookmark: _Hlk517951347]Compliance Tests for Visible Emissions.  Periodic compliance tests for visible emissions are not required for this emissions unit.  The Department reserves the right to require a visible emissions test for cause.  [Rule 62-4.070(3), F.A.C., and Permit No. 0770007-018-AC]
{Permitting Note:  During normal operation the boiler combustion gases are vented to the atmosphere through continuous Kilns 1 and 2.  Therefore, periodic compliance tests for VE are not required for these boilers.}
B.4. [bookmark: _Hlk518037881][bookmark: _Hlk517962723]Specific Condition B.13. in Title V Permit No. 0770007-023-AV is changed as follows:
[bookmark: _Hlk517949932]Annual Compliance Tests for VE and PM.  During each calendar year (January 1st to December 31st), this emission unit shall be tested to demonstrate compliance with the emissions standards for VE and PM.  Notification of compliance testing and completed test reports may be submitted by electronic mail to nwdair@dep.state.fl.us .  [Rule 62-297.310(8)(a), F.A.C.]
[bookmark: _Hlk501365862]Additional Conditions
B.5. Specific Condition B.17. in Title V Permit No. 0770007-023-AV is removed from the Title V Permit:
Stack Sampling.  Permittee shall install and maintain permanent stack sampling facilities including sampling ports, work platforms, access to work platforms, electrical power, and sampling equipment support as required to sample emissions of particulate matter from this source.  [Rule 62-297.310(6), F.A.C. and Permit No. 0770007-018-AC]
{Permitting Note:  this specific condition is redundant as it is already required in the appendices}
C. [bookmark: _Hlk517953131][bookmark: _Hlk517944181]Emissions Unit 015 – Four Lumber Drying Kilns:
This emissions unit consists of four lumber drying kilns.  Kilns Nos. 1 and 2 are continuous, open-ended, countercurrent kilns used to dry lumber produced at the Rex sawmill.  Kilns Nos. 3 and 4 are batch-process kilns used to dry de-barked and peeled poles from the Apalachee Pole Company (adjacent property owner).
During normal operation of the kilns, combustion gases from the boilers are vented to the atmosphere through the open ends of Kilns 1 and 2.  Therefore, Kilns 1 and 2 are subject to the VE emissions limitations for carbonaceous fuel burning equipment required by Rule 62-296.410, F.A.C.  Kilns 3 and 4 are not subject to Rule 62-296.410, F.A.C. because they are heated with steam and receive no combustion gases from the boilers.
SPECIFIC CONDITIONS
C.1. Previous Permits:  This permit supplements all previously issued air construction and operation permits for this emissions unit.  Except for the changes noted below, the unit remains subject to the conditions of all other legally binding air construction and operating permits.  [Rules 62-4.070(3) and 62-210.300(1), F.A.C.]
EMISSIONS STANDARDS
C.2. [bookmark: _Hlk518025536][bookmark: _Hlk517962907]Specific Condition C.4. in Title V Permit No. 0770007-023-AV is changed as follows:
Visible Emissions.  Visible emissions from Kilns Nos. 1, 2, 3 and 4 are subject to the facility-wide standard of 20 percent opacity.  [Rule 62-296.320(4)(b)1, F.A.C.]
{Permitting Note:  During normal operation of the kilns, emissions are vented to the atmosphere through the open ends of Kilns 1 and 2; and through roof vents at Kilns 3 and 4.  Consequently, any required visible emissions readings should be taken at the end of Kiln 1 or 2 and at the roof vent at Kiln 3 or 4 exhibiting the appearance of highest opacity.}
Visible emissions from Kilns 1 and 2 shall not exceed 20 percent opacity except that visible emissions not exceeding 27 percent opacity shall be allowed for one-six-minute period in any one-hour period.  [Rule 62-296.410(2)(a), F.A.C.]
{Permitting Note:  During normal operation of the kilns, boiler combustion gases are vented to the atmosphere through the open ends of Kilns 1 and 2.  Therefore, Kilns 1 and 2 are subject to the VE emissions limitations for carbonaceous fuel burning equipment required by Rule 62-296.410(2)(a), F.A.C.}
C.3. Specific Condition C.8. in Title V Permit No. 0770007-023-AV is changed as follows:
Compliance Tests.  A compliance test shall be performed for VE prior to obtaining a renewed operation permit to demonstrate compliance with the emission limits in Specific Condition C.4.  Testing shall be conducted on one of the continuous kilns from the group, either Kiln 1 or Kiln 2.  The kiln being tested shall be the one with the highest visible emissions.  Notification of compliance testing and completed test reports may be submitted by electronic mail to nwdair@dep.state.fl.us.  [Rule 62-4.070(3), F.A.C.]
Annual Compliance Tests.  During each calendar year (January 1st to December 31st), the lumber drying Kilns 1 and 2 shall be tested to demonstrate compliance with the emissions standards for VE.  Testing shall be conducted while boiler combustion gases are being routed to the kilns.  Testing shall be conducted on one of the continuous kilns from the group, either Kiln 1 or Kiln 2.  The kiln being tested shall be the one with the highest visible emissions.  Notification of compliance testing and completed test reports may be submitted by electronic mail to nwdair@dep.state.fl.us .  [Rule 62-297.310(8)(a), F.A.C.]
D. 	Appendices.  The attached appendices A, B, C and D are made a part of this permit.  [Rule 62-4.070(3), F.A.C.]
STATEMENT OF BASIS
This air pollution construction permit is issued under the provisions of:  Chapter 403 of the Florida Statutes (F.S.) and Chapters 62-4, 62-204, 62-210, 62-212, 62-296 and 62-297 of the Florida Administrative Code (F.A.C.).
Executed in Pensacola, Florida.
[image: C:\Users\allen_k\AppData\Local\Microsoft\Windows\INetCache\Content.Word\sig.jpg]	8/3/2018
_________________________________	___________________
Kimberly R. Allen	Date
Permitting Program Administrator



CERTIFICATE OF SERVICE

The undersigned duly designated agency clerk hereby certifies that this Air Permit package was sent by electronic mail, or a link to these documents made available electronically on a publicly accessible server, with received receipt requested before the close of business on the date indicated below to the following persons.

Mr. Kenny Sparks, Rex Lumber, Bristol, Florida, ksparks@rex-lumber.com
Mr. Vernon Adams, PLE Consulting, vernonadams@hotmail.com
Mr. Richard Brinker, PLE Consulting, richardbrinker@bellsouth.net

FILING AND ACKNOWLEDGMENT FILED, on this date, pursuant to Section 120.52(7), Florida Statutes, with the designated agency clerk, receipt of which is hereby acknowledged.
[bookmark: _GoBack][image: ]						8/3/2018
________________________________	____________________
Clerk	Date
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