Permittee:                                                           


                   Permit No.:  0810090-005-AO

Strategic Materials, Inc. 


Project:  Glass-Crushing Lines


PERMITTEE:

Permit No: 0810090-005-AO

Strategic Materials, Inc.
County: Manatee

6420 19th Street East
Effective Date:  01/18/2006

Sarasota, Florida   34243
Expiration Date:  01/18/2011


Project:  Glass-Processing Lines

This permit is issued under the provisions of Chapter 403, Florida Statutes, and Florida Administrative Code Chapters 62-4, 62-204, 62-210, 62-212, 62-213, 62-296, and 62-297.  The above-named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans and other documents, attached hereto or on file with the Florida Department of Environmental Protection:

FACILITY DESCRIPTION:

This facility operates two glass-processing lines (Glass Processing Line Nos. 1 & 2) used for recycling glass.  Raw glass material is brought in by trucks and put into concrete-walled storage bunkers and open storage piles.  A front-end loader is used to move the glass from the storage areas to a hopper, from which it is conveyed to a crusher and then to a screening device.  The finished, sized material is then conveyed to and stacked in a storage bunker for loading into trucks by a front-end loader.  The oversized material from the screening operation is conveyed to an oversized-material storage bunker and then back to raw-material storage or loading hopper to be re-processed.

For each line, the emissions (plastic, paper, glass dust, etc.) from the screening operation, oversized-product conveyor and finished-product conveyor are collected by a vacuum pick-up system and pneumatically transported to a settling chamber (velocity trap) and low-velocity cyclone for removal from the air-stream.  The cleaned air-stream is then sent to a baghouse for final removal of any entrained dust.  

Entrance roads and high traffic areas between 19th Street East and the storage bunkers are paved with asphalt.  Low vehicle-speed limits and watering are used to control generation of fugitive emissions from vehicle traffic and loader activities.

FACILITY INFORMATION SUMMARY:

Location: 6420 19th Street East, Sarasota

Facility UTM Coordinates:  17-349.25 E   3034.48 N


Latitude: 270 25’ 36.9”


Longitude; 820 32’ 25.5”
Facility ID No.: 0810090


	E.U. ID No.
	Description

	001
	Glass Processing Line No. 1

	002
	Glass Processing Line No. 2


Note: Please provide the Permit No. and Emission Unit ID No. in all correspondence, test-report submittals, applications, etc.                                                                                    
PERMIT HISTORY:
Replaces Permit No.:  0810090-004-AO

SPECIFIC CONDITIONS:

1. General Conditions - A part of this permit is the attachment with 15 General Conditions.

[Rule 62-4.160, F.A.C.]
2. Other Requirements - Issuance of this permit does not relieve the permittee from complying with applicable emission-limiting standards or other requirements of Chapters 62-204, 62-210, 62-212, 62-213, 62-296 and 62-297, or any other requirements under federal, state or local law. [Rule 62-210.300, F.A.C.]

3. New Emission Units - Any stationary installation which will reasonably be expected to be a source of pollution shall not be operated, maintained, constructed, expanded, or modified without the appropriate and valid permits issued by the Department, unless the source is exempted by Department rule. The Department may issue a permit only after it receives reasonable assurance that the installation will not cause pollution in violation of any of the provisions of Chapter 403, F.S., or the rules promulgated thereunder. Unless exempt from permitting pursuant to Rule 62-210.300(3)(a) or (b), F.A.C., or Rule 62-4.040, F.A.C., an air construction permit shall be obtained by the owner or operator of any proposed new or modified facility or emissions unit prior to the beginning of construction or modification, in accordance with all applicable provisions of Chapters 62-4, 62-210, and 62-212, F.A.C.  [Rules 62-4.030 and 62–210.300(1)(a), F.A.C.]

Operation and Emission Limitations

4. Operational Limits - The maximum-permitted, finished-glass-production rates are limited to the following:

	E.U. ID

No.
	Description
	Maximum

Operating Hours

(Hours/year)
	Maximum

Production Rate

(Tons/hour)
	Maximum

Production Rate

(Tons/year)

	001  
	Glass Processing Line No. 1
	6552
	17.25*
	113,022

	002  
	Glass Processing Line No. 2
	6552
	8.0*
	52,416


* Daily average basis.

[Construction permits AC41-244333 and 0810090-002-AC]

5. Particulate Matter Emissions - The maximum-permitted, particulate-matter-emission rate from the exhaust stack of the baghouses shall not exceed the following: 

(a) For Line No. 1:  21.0 pounds/hour (while operating at the maximum-permitted process rate of 17.25 tons/hour); or, at lower process rates, the lower allowable emission rate that applies based upon the appropriate equation in the Process Weight Rule (Rule 62-296.320(4)(a)2., F.A.C. (General Particulate Emission Limiting Standards - Process Weight Table)) in which the finished-glass-material process rate is used as the process rate. 

(b) For Line No. 2:  13.0 pounds/hour (while operating at the maximum-permitted process rate of 8.0 tons/hour); or, at lower process rates, the lower allowable emission rate that applies based upon the appropriate equation in the Process Weight Rule (Rule 62-296.320(4)(a)2., F.A.C. (General Particulate Emission Limiting Standards - Process Weight Table)) in which the finished-glass-material process rate is used as the process rate. 

[Rule 62-296.320(4)(a)2., F.A.C.]

6. Visible Emissions (VE)  - Because of the expense and complexity of conducting stack tests on minor sources of particulate matter, and because these emission units are equipped with dust-control baghouse devices, the Department—in accordance with the authority granted under Rule 62-297.620(4), F.A.C.—hereby establishes, for each emission unit, a visible emission limitation not to exceed an opacity of 5% in lieu of particulate-matter stack tests.  

[Rule 62-297.620(4), F.A.C.]

7. Reasonable Precautions – No person shall cause, let, permit, suffer or allow the emission of unconfined particulate matter from any activity, including vehicular movement; transportation of materials; construction, alteration, demolition or wrecking; or industrially related activities such as loading, unloading, storing or handling; without taking reasonable precautions to prevent such emissions. 

[Rule 62-926.320(4)(c)1, F.A.C.]

All reasonable precautions shall be taken to prevent and control generation of unconfined emissions of particulate matter in accordance with the provisions in Rule 62-296.320(4)(c), F.A.C.  These provisions are applicable to any source, including—but not limited—to industrial-related activities such as loading, unloading, storing and handling of materials.  Reasonable precautions for this facility shall include:

(a) The use of water sprays as necessary to minimize unconfined particulate-matter emissions from raw and finished stockpiled materials and the area of the yard between the raw material storage piles and the conveyor system.

(b) The permittee shall ensure that water shall be available in sufficient flow rate and pressure to ensure that all stockpiles would be sufficiently wetted each day by sprinkler, if necessary. Install and maintain a rain gauge at the facility.

(c) High traffic areas and storage-piles access paths will be handled by either daily sweeping and/or daily watering. Privacy fences or similar barriers shall be maintained along public roadways to reduce the movement of fine particles and/or litter from the facility’s property.

(d) Post and enforce a 5-MPH vehicle speed limit.

(e) Work practices will include product management (housekeeping) at all times to assure that stockpiled materials are contained within bunkers and do not exceed the height of the containment bunkers.

(f) The drop height of the material from the front-end loader into the trucks, trailers, or railcars will be minimized and operators trained accordingly.

(g) Inform facility personnel of the requirements of this permit.

Should the Department have reason to believe that the reasonable precautions taken by the permittee are not adequate to prevent or limit unconfined emissions of particulate matter that is injurious to human health and safety, injurious to plant and animal life and property, or that interferes with the enjoyment of the surrounding area and interferes with the comfort and convenience of people, the Department may require that additional precautions be taken.

[Rule 62-296.320(4)(c), F.A.C.: construction permits AC41-244333 & 0810090-002-AC]

8. Circumvention - The permittee shall not circumvent any air-pollution-control device or allow the emissions of air pollutants without the applicable air-pollution-control device (i.e. baghouse) operating properly. 

[Rule 62-210.650, F.A.C.]

9. Stockpile Heights – Stockpile heights shall be managed as follows:

A. No material shall be stockpiled to a height greater than 15 feet except material-stockpiles exceeding 15 feet in height on the date of issuance of this permit.

B. For material-stockpiles exceeding 15 feet, the following conditions must be met:

1. The height of such stockpiles shall not increase from one week to the next. 

2. The permittee shall meet the recordkeeping requirements of Specific Condition No 18. 

[Rule 62-4.070(3), F.A.C.]

Compliance Testing Requirements

10. Test Frequency - The exhaust stack for each glass-processing line’s baghouse shall be tested for visible emissions (VE) annually [once per federal fiscal year between October 1 – September 30].  Copies of the test report shall be submitted to the Air Compliance Section of the Southwest District Office of the Department with a copy to the Manatee County Environmental Management Department (MCEMD) within 45 days after each test is finished. 

[Rules 62-297.310(7)(a)4 & 62-297.310(8)(b),F.A.C.]

11. VE Test Method - Compliance with the visible-emission limitation of Specific Condition No. 6 shall be determined using EPA Method 9 (contained in 40 CFR 60, Appendix A, and adopted by reference in Rule 62-204.800, F.A.C.). The visible-emissions tests shall be conducted by a certified observer and be a minimum of thirty (30) minutes in duration.  The test-observation period shall include the period during which the highest opacity can reasonably be expected to occur.  The minimum requirements for the conduct and report of stationary point-source-emissions tests shall be in accordance with Rule 62-297, F.A.C. and 40 CFR 60, Appendix A.    

[Rule 62-297.310(4)(a)(2), F.A.C.]

12. Test Notification - The permittee shall notify the Air Compliance Section of the Southwest District Office and the MCEMD - at least 15 days prior to the date on which each formal compliance test is to begin - of the date, time, and place of each such test, and name of the person responsible for having such test conducted. 

[Rule 62-297.310(7)(a)9, F.A.C.]

13. Operation During Testing - Each emission test must be accomplished at 90 to 100% of the maximum-permitted, finished-material-production rate (17.25 tons/hour for Line No. 1 and 8.0 tons/hour for Line No. 2) of glass from raw-material storage, if feasible.  Any compliance tests submitted for operation at less than 90% of maximum-permitted rate will automatically amend the permit to reflect that test rate plus 10% as the currently permitted production rate.  To increase the currently permitted process rate, another compliance test at a higher rate shall be performed within 30 days of commencement of the higher rate and the results submitted to the Department within 45 days of the test.  Acceptance of the test by the Department will automatically amend the permit to the new rate plus 10%.  In no case shall the production rate exceed the maximum permitted rate of 17.25 tons/hour or 8.0 tons/hour for Line Nos. 1 or 2, respectively.  The production line number and the actual production rate (in tons per hour of finished glass material) during each test shall be included in each test report.  Failure to include the actual process rate in the test report may invalidate the test.  

[Rule 62-297.310(2), F.A.C.]

14. Particulate Matter Emission Standards - Should the Department have reason to believe the particulate-matter-emission standard is not being met, the Department may require that compliance with the particulate-matter-emission standard be demonstrated by stack testing in accordance with Rule 62-297, F.A.C.    

[Rule 62-297.620(4), F.A.C.] 

Inspection and Recordkeeping Requirements

15. Daily Operation Records - The permittee shall maintain daily records to document compliance with the operation limitations of Specific Condition No. 4.  The log shall be kept at the facility and shall include, but is not limited to, the following information for each day of operation:

(a) Daily operating hours;

(b) Daily production rate (total tons of finished glass material produced).

Within 15 days of the end of the month, these daily values shall be totaled for the month and these monthly totals shown in the log.  The log shall be kept for at least the most recent three years and be made available for inspection by the Department or MCEMD upon request.    

[Rule 62-4.160(14)(b), F.A.C.]

16. Daily Inspection Records - The permittee shall continue its inspection program.  The frequency of inspections shall be at least once per day to ensure that the reasonable precautions taken to minimize emissions of particulate matter from the facility are carried out and are still adequate.  A recordkeeping system of inspections shall be capable of tracking the following information:

(a) Day, month, and year;

(b) Inspector’s name;

(c) Problem areas (deficiencies) noted;

(d) Corrective actions taken.

(continued)

16.  Continued
These records shall be retained on file at the facility for at least three years and shall be made available to the Department or MCEMD upon request. 

[Rule 62-4.160(14)(b), F.A.C.; construction permit AC41-244333]

17. Daily Stockpile Records - The permittee shall maintain daily records to document compliance with of Specific Condition No. 7. The following shall be recorded at the end of the work shift or by 5PM (whichever is sooner) for all stockpiles:

(a) Weather or not dust emissions were observable during the day;

(b) Amount of rainfall, if any, in the past 24 hours (by gauge installed on site);

(c) Whether or not water had been sprayed, and for how long;

(d) The name and signature of the person who recorded the observation of items above, along with the date and time.

These logs shall be retained on file at the facility for at least three years and shall be made available to the Department or MCEMD upon request. 

[Rule 62-4.160(14)(b), F.A.C.]

18. Weekly Stockpile Records – The permittee shall maintain weekly records to document compliance with Specific Condition No. 9.  The following shall be prepared for all stockpiles of material that exceeds 15 feet in height. 

(a) Weekly Site Map - A site map that shows the location of each stockpile of material that exceeds 15 feet in height shall be prepared, and such stockpiles shall be identified on the site map. 

(b) Weekly Log - During each week a log sheet shall be prepared and updated to list the identity of each stockpile and approximate dimension of each stockpile (height, length, and width in feet). 

These logs shall be retained on file at the facility for at least three years and shall be made available to the Department or MCEMD upon request. 

[Rule 62-4.160(14)(b), F.A.C.]

Permit-Renewal

19. Operation Permit Renewal – A completed applications to renew this operation permit shall be submitted to the Air Program of the Southwest District Office of the Department, with a copy also sent to the Manatee County Environmental Management Department, no later than 60 days prior to the expiration date of this permit.  To properly apply for an operation permit, the applicant shall submit the following:

(a) The appropriate operation permit application form (see current version of Rule 62-210.900, F.A.C. and /or FDEP Division of Air Resource management website at: http://www.dep.state.fl.us/air/)

(b) The appropriate operation permit application fee (see Rule 62-4.050(4)(a), F.A.C.)
(c) A copy of the records of operating hours and production rates for the most recent month (Specific Condition No. 15)

[Rules 62-4.090, 62-210.300(2), 62-210.900, 62-4.070(3) and 62-4.050, F.A.C.]  

Note:  Mailing address for “Manatee County Environmental Management Department”: 202 Sixth Avenue East, Bradenton, Florida 34208.
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