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Project:  Natural Gas Pipeline 

                          Interconnection Station
This permit is issued under the provisions of Chapter 403, Florida Statutes, and Florida Administrative Code (F.A.C.) Chapters 62-204, 62-210, 62-212, 62-213, 62-296, 62-297, and Chapter 62-4.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the department and made a part hereof and specifically described as follows:

This permit authorizes the construction and initial operation of a natural gas pipeline Interconnection Station as described below:

Natural gas from the Port Dolphin Deepwater Port offshore unloading facility will be transported via subsea pipeline to a proposed valve station at the onshore pipeline landing site at Port Manatee (Port Manatee Valve Station).  From there the natural gas will be piped approximately 3.6 miles to the proposed Interconnection Station located adjacent to the existing Gulfstream Pipeline Project at Station 200.  The natural gas will pass through one of two gas filter coalescers and then to the natural gas sales delivery pipeline.  Condensate from the bottom of the two gas filter/coalescers will be purged (pigged) approximately once a year to the 350 barrel (bbl) (14,700 gallon) capacity condensate storage tank (Condensate Tank T-100).  Condensate in Condensate Tank T-100 will be trucked off-site at a maximum rate of 70 bbl/day as needed.

The following equipment is proposed at the Interconnection Station:


Pressure reduction station


Meter station


Gas filter/coalescers


350-barrel condensate tank (T-100) (Emission Unit (EU) 001)

Pipeline launcher/receiver


91 hp stand-by emergency diesel generator (final unit not selected yet)


750 gallon diesel fuel storage tank (for the emergency generator)

Air pollutant emissions from this facility occur from the condensate and diesel tanks (VOC), equipment leaks (VOC), and the emergency generator (products of combustion of diesel fuel).

Permitted Emissions Unit(s)


VOC emissions from the Condensate Tank T-100 (EU 001) consist of standing/breathing losses from the tank being in service, and working and flashing losses during pigging (purging of condensate from the gas filter/coalescers) and tank loading/unloading.  These emissions are associated with maintenance, startup and shutdown. They are estimated at 39.8 TPY (0.96 TPY HAPs), thereby requiring an air construction permit.  
Emission Sources/Activities Exempt from Air Permitting

The emissions from the following emission sources at this facility are deemed insignificant and exempt from air permitting:
VOC emissions from equipment leaks at the Interconnection Station are estimated at 1.55 TPY (0.051 TPY HAPs).  Based on this level of potential emissions, this emissions source  is exempt from air permitting in accordance with the provisions of Rule 62-210.300(3)(b), F.A.C. (Generic Emissions Unit Exemption).

The emergency standby diesel generator (a 91hp (approximately 0.64 MMBtu/hour heat input rate) Caterpillar D75-4s (or equivalent - the final unit has not been selected) unit) will meet the permit exemption requirements of Rule 62-210.300(3)(a)36, F.A.C. (categorical permit exemption for emergency generators).  The diesel generator will be operated approximately 2 hours per week (104 hours/year) to insure that it is in operating condition when needed for an emergency situation.  It will be subject to NSPS 40 CFR 60 Subpart IIII (Standards of Performance for Stationary Compression Ignition Internal Combustion Engines).  In accordance with the provisions of Subpart IIII, as long as the permittee maintains the manufacturer’s certification, and operates and maintains the engine according to the written instructions or procedures, the engine is not required to demonstrate compliance with the Subpart IIII emission limits.  Based on the above, this emergency generator is exempt from air permitting.

Working and standing loss emissions from the diesel fuel storage tank for the emergency generator are estimated at 0.0001 TPY of VOC.  Due to its 750 gallon capacity, this tank is not subject to NSPS 40 CFR 60 Subpart Kb.  Based on the above, this tank is exempt from air permitting in accordance with the provisions of Rule 62-210.300(3)(b) (Generic Emissions Unit Exemption), F.A.C..

Additional Associated Onshore Facility (Exempt from Air Permitting)

The onshore facilities associated with the Port Dolphin Deepwater Port offshore natural gas unloading facility also include a proposed valve station at the deep sea transport pipeline onshore landing point near Port Manatee (Port Manatee Valve Station).  This facility is located approximately 3.6 miles from the Interconnection Station.  Potential emissions from this valve station consist only of VOC from equipment leaks, estimated to be 1.55 TPY (0.051 TPY HAPs).  Based on this, the proposed Port Manatee Valve Station is exempt from air permitting in accordance with the provisions of Rule 62-210.300(3)(b), F.A.C. (Generic Emissions Unit Exemption).

Facility Title V Major Source Applicability
On the basis of the equipment to be installed and the nature of the operations, potential emissions from this facility are below the major source emission criteria that would require a Title V Major Source operation permit.  This facility is therefore considered as a natural minor non-Title V source.
Facility Information Summary
Location:  Buckeye Road, at Oneil Road, Gillette, Manatee County
UTM Coordinates:  17-350.50 East     3056.53 North
Latitude:   27( 37' 28.5" North

Longitude: 82( 30' 54.5" West

Facility ID No.:  0810224
Emission Unit ID No. and Description:   001 - Condensate Tank T-100
NOTE: 
Please reference the Permit No., Facility ID, and Emission Unit ID in all correspondence, test report submittals, applications, etc.

Permit History/Affected Permits:
This is the initial air permit for this facility.
Attachment(s) to this permit:

General Conditions, version dated 11/01/2005

Specific Conditions:
1.  General Conditions - A part of this permit is the attached 15 General Conditions.

[Rule 62-4.160, F.A.C.]

2.  Other Requirements - Issuance of this permit does not relieve the permittee from complying with the applicable emission limiting standards or other requirements of Chapters 62-204, 62-210, 62-212, 62-213, 62-296, and 62-297, F.A.C. or any other requirement under federal, state, or local law.

[Rule 62-210.300, F.A.C.]

Operation and Emission Limitations 

3.  Operating Hours - This facility is permitted for continuous operation (i.e., 8760 hours/year)] 

[Rule 62-210.200, F.A.C. (Definitions - Potential to Emit); as requested in construction permit application received 10/06/08]
4.  Maximum Condensate Tank T-100 Truck Loading Rate - The maximum loading rate of condensate from the Condensate Tank T-100 to trucks shall not exceed a maximum of 70 barrels/day.  (See Specific Condition No. 11 for associated recordkeeping requirement.)

[Rule 62-210.200, F.A.C. (Definitions - Potential to Emit); construction permit application received 10/06/08] 
5.  Fugitive Organic Solvents, and Volatile Organic Compounds - The permittee shall not store, pump, handle, process, load, unload, or use in any process or installation, OS, or VOCs without applying known and existing vapor emission control devices or systems deemed necessary and ordered by the Department. 

[Rule 62-296.320(1), FAC]

6.  General Pollutant Emission Limiting Standards: Objectionable Odor - No person shall cause, suffer, allow or permit the discharge of air pollutants, which cause or contribute to an objectionable odor. An objectionable odor is any odor present in the outdoor atmosphere, which by itself or in combination with other odors, is or may be harmful or injurious to human health or welfare, which unreasonably interferes with the comfortable use and enjoyment of life or property, or which creates a nuisance. 

[Rules 62-210.200 (Definition “Objectionable Odor”) and 62-296.320(2), F.A.C.] 
7.  General Pollutant Emission Limiting Standards: Visible Emissions - Except for emissions units that are subject to a particulate matter or opacity limit set forth or established by rule, no person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any activity, the density of which is equal to or greater than that designated as Number 1 on the Ringelmann Chart (20 percent opacity).   EPA Method 9 is the method of compliance pursuant to Rule 62-297.401, F.A.C.     [Rules 62-296.320(4)(b)1, 62-296.320(4)(b)4 and 62-297.401, F.A.C.]
8.  General Pollutant Emission Limiting Standards: Unconfined Particulates - All reasonable precautions shall be taken to prevent and control generation of unconfined emissions of particulate matter in accordance with the provisions in Rule 62-296.320, F.A.C.  These provisions are applicable to any source, including but not limited to, vehicular movement, transportation of materials, construction, alteration, demolition or wrecking, or industrial related activities such as loading, unloading, storing and handling.  Reasonable precautions to prevent emissions of unconfined particulate matter at this facility shall include, but not be limited to the measures shown below,  on an as- needed basis. 
A. 
Paving and maintenance of roads, parking areas and yards. 

B.
Application of asphalt, water, oil, chemicals or other dust suppressants to unpaved roads. 

C. 
Removal of particulate matter from roads and other paved areas under the control of the owner or operator of the facility to prevent reentrainment, and from buildings or work areas to prevent particulate from becoming airborne. 

[Rules 62-4.070(3) and 62-296.320(4)(c), F.A.C.] 
9.  Excess emissions - Excess emissions resulting from startup, shutdown, or malfunction shall be permitted providing (1) best operational practices to minimize emissions are adhered to, and (2) the duration of excess emissions shall be minimized but in no case exceed two hours in any 24 hour period unless specifically authorized by the Department for a longer duration.  Excess emissions which are caused entirely or in part by poor maintenance, poor operation, or any other equipment or process failure which may be reasonably prevented during startup, shutdown, or malfunction shall be prohibited.

[Rules 62-210.700(1) and (4), F.A.C.]
Compliance Testing Requirements

10.  Special Compliance Tests - When the Department, after investigation, has good reason (such as complaints, increased visible emissions, or questionable maintenance of control equipment) to believe that any applicable emission standard contained in a Department rule or in a permit issued pursuant to those rules is being violated, it may require the owner or operator of the emissions unit to conduct compliance tests which identify the nature and quantity of pollutant emissions from the emission unit and to provide a report on the results of said tests to the Department. 

[Rule 62-297.310(7)(b), F.A.C.]
Recordkeeping and Reporting Requirements
11.  Condensate Tank T-100 Operating Records - The permittee shall keep the following operating records for the Condensate T-100 Tank:

A.
date of each time condensate is purged (pigged) from the gas filter/coalescers to Condensate Tank T-100; and, 

B.
date of each time condensate is loaded from Condensate Tank T-100 to trucks for transport off-site, and the quantity of condensate transferred (bbl/day).
[Rule 62-4.070(3), F.A.C.]
12.  Start of Operation Notification - The permittee shall notify the Department of the date of start of operation of the Interconnection Station (defined as start of flow of natural gas through the equipment).  The notification shall be made in writing within 15 days of initial operation.   
[Rule 62-4.070(3), F.A.C.]
Operation Permit
13.  Operation Permit Application - A completed application for an initial operation permit shall be submitted to the Air Permitting Section of the Department’s Southwest District Office no later than 90 days after start of operation of the Interconnection Station.  To properly apply for an operation permit, the applicant shall submit the following: 

A.
 the appropriate permit application form (see current version of Rule 62-210.900, F.A.C. (Forms and Instructions), and/or FDEP Division of Air Resource Management website at: http://www.dep.state.fl.us/air/); 

B. 
the appropriate operation permit application fee from Rule 62-4.050(4)(a), F.A.C.; and,
C. 
a copy of the Condensate Tank T-100 operating records since start of operation (see Specific Condition No. 11).
[Rules 62-4.030, 62-4.050, 62-4.070(3), 62-4.090, 62-210.300(2), and 62-210.900, F.A.C.] 
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