NOTICE OF PERMIT
ELECTRONIC MAIL
Jruddell@franklinind.com
Franklin Industrial Minerals

612 Tenth Avenue North

Nashville TN  37203

Attention:  Jim Ruddell, Environmental Director



Marion County - AP



Limestone Production Plant
Dear Mr. Ruddell:


Enclosed is Permit Number 0830016-005-AF to operate the above referenced source issued pursuant to Section(s) 403.087, Florida Statutes.


Any party to the Order has the right to seek judicial review of the Order pursuant to Section 120.68, Florida Statutes, by the filing of a Notice of Appeal pursuant to Rule 9.110, Florida Rules of Appellate Procedure, with the Clerk of the Department in the Office of General Counsel, 3900 Commonwealth Boulevard, Mail Station 35, Tallahassee, Florida 32399-3000; and by filing a copy of the Notice of Appeal accompanied by the applicable filing fees with the appropriate District Court of Appeal.  The Notice of Appeal must be filed within 30 days from the date the Final Order is filed with the Clerk of the Department.


Executed in Orlando, Florida.



STATE OF FLORIDA DEPARTMENT




OF ENVIRONMENTAL PROTECTION


L.T. Kozlov, P.E.


Program Administrator




Air Resources Management




Date:  


LTK/aze

Copies furnished to:

M.S. Soroka, (Msoroka@citlink.net)

Mr. Gregg Worley – USEPA Region 4


     FILING AND ACKNOWLEDGEMENT FILED, on this date, pursuant to §120.52(11), Florida Statutes, with the designated Department Clerk, receipt of which is hereby acknowledged.




             Clerk   

          Date

CERTIFICATE OF SERVICE


This is to certify that this NOTICE OF PERMIT and all copies were mailed before the close of business on 

 to the listed persons, by 


.

Rev. 4/91

Permittee:
I.D. Number: 0830016

Franklin Industrial Minerals

Permit Number: 0830016-005-AF

Post Office Box 10

Expiration Date: January 30, 2008

Lowell, Florida 32663-0010
County: Marion



Latitude/Longitude:

Attn:  Jim Ruddell
29° 19' 30"N/82° 11'30"W


 Environmental Director
UTM: 17-384.8 KmE; 3244 KmN



Project: Limestone Production Plant

This permit is issued under the provisions of Chapter(s) 403, Florida Statutes, and Florida Administrative Code Rule(s) 62-210.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents attached hereto or on file with the department and made a part hereof and specifically described as follows:

The permittee may operate a limestone production plant as follows:

a)  Limestone Fluidized Bed Dryer fired by No. 2, No. 5, No. 6 fuel oil, propane or natural gas.  The dryer is equipped with a MAC Equip. Model 144RPT728 baghouse having an air to cloth ratio of 5.5 to 1 to control particulate emissions (emission unit 014).

b)  Rotary Dryer whose particulate emissions are controlled by two cyclones and a wet scrubber with an efficiency of approximately 99 percent (emission unit 014).

c)  Conical Ball Mill, a 50 ton separator, two ball mill feed silo, and a free flow bag house and a Griffin bag house, having an air to cloth ratio of 5 to 1 to control particulate emissions.  The emission is subject to 40 CFR 60.672, Subpart 000 (emission unit 013).

d)  66" Raymond Mill equipped with a Flex-Kleen, Model 100 WRBS-48 III baghouse with 99% efficiency, a 73" Raymond Mill equipped with a Model 100 WRBS-64 Arrangement III Flex Kleen baghouse with a 99% efficiency (emission unit 015).

e)  Truck Blow-Off Bin equipped with a free flow model PJ‑P25‑EB‑10 baghouse having an air to cloth ratio of 4 to 1 to control particulate emissions (emission unit 015).

f)  Baghouse D-1, a Todd, Model MP 10‑126, having an air to cloth ratio of 4.04 to 1 and baghouse D‑2, a MAC Equip. Model 96LST144, having an air to cloth ratio of 4.1 to 1 to control particulate emissions at the silo/truck and rail loading areas and a silo equipped with a Flex-Kleen, Model 100 BUBS-25 baghouse (emission unit 015).
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Permittee:

Franklin Industrial Minerals



I.D. Number:  0830016









Permit No.  0830016-005-AF

Attention:  Jim Ruddell,



Expiration Date:  January 30, 2008



Environmental Director


County:  Marion

g)  Wet System - The dust collection system to control particulate emissions from 11 points of conveyer transfer dust consisting of a cyclone at approximately 60% efficiency and a wet scrubber, Fuller No. CAA51, at approximately 98% efficiency in the range of 4 to 60 microns (emission unit 015).

h)  Dry System - The dry limestone crushing operation utilizing a Mikro-Pulsaire Model 196 TRH‑8‑20 baghouse having an air to cloth ratio of 4 to 1 to control particulate emissions from 19 locations (emission unit 015).

i)  Bagger System - The dry limestone crushing operation utilizing a Mikro-Pulsaire Model 144 TRH‑8‑20 baghouse to control particulate emissions from 10 locations (emission unit 015).

Franklin Industial Minerals facility is designated as a synthetic minor for Title V permitting purposes.

The facility is located at 11661 NW Gainesville Road, Ocala, Marion County, Florida.

General Conditions, which are pages 2 and 3, are mailed only to the permittee.
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SPECIFIC CONDITIONS:

 1.
The facility is subject to the following provisions of 40 CFR 60, Subchapter C - Air Programs, Subpart A - General Provisions, the complete text of which is provided in Appendix A:

      a)   40 CFR 60.8   - Performance tests;

      b)   40 CFR 60.9   - Availability of information;

      c)   40 CFR 60.10  - State authority;

      d)   40 CFR 60.11  - Compliance with standards and maintenance requirements;

e) 40 CFR 60.12  - Circumvention; and

f) 40 CFR 60.14 -  Modification;

g) 40 CFR 60.672 - Standards for particulate matter from nonmetallic mineral





   emission units;

      h)   40 CFR 60.673 - Reconstruction;


i)   40 CFR 60.674 - Monitoring of operation;

      j)   40 CFR 60.675 - Test methods and procedures;

      k)   40 CFR 60.676 - Reporting and recordkeeping.

Operating Conditions
 2.
The plant is permitted to operate, not to exceed these maximum rates per consecutive twelve months.


[Rule 62‑210.200, (PTE) F.A.C.,and requested by applicant]


   UNIT


PROCESS RATE
*FUEL OIL USAGE

SULFUR

 
 (Tons)

(Million Gallons)

   %

  a)
Fluid Bed Dryer
946,080


2.85


1.95

  b)
Rotary Dryer
215,000


0.60


1.95

*
Natural gas or propane may be fired at an equivalent maximum annual heat input 
rate.

 3.
No person shall cause, let, permit, suffer or allow the emissions of unconfined particulate matter from any source whatsoever, including, but not limited to, vehicular movement, transportation of materials, construction alteration, demolition or wrecking, or industrially related activities such as loading, unloading, storing or handling, without taking reasonable precautions to prevent such emission [Rule 62-296.320(4)(c)1., F.A.C.]. The area must be watered down should unconfined emissions occur.

 4.
No person shall circumvent any pollution control device or allow the emissions of air pollutants without the applicable air pollution control device operating properly [Rule 62-210.650, F.A.C.].

 5.
The permittee shall not cause, suffer, allow or permit the discharge of air pollutants, which cause or contribute to an objectionable odor


[Rule 62‑296.320(2), F.A.C.].

Emission Limits
 6.
The rotary dryer is subject to Rule 62-296.320(4)(a)(2), Process Weight Table 296.320-1, F.A.C. For process weight rates less than 30 tons per hour, P1, and greater than 30 tons per hour, P2, the respective allowable emission rates, E1 and E2 in pounds per hour are given below:


E1 = 3.59 (P10.62)



E2 = 17.31 (P20.16)


The allowable particulate emission rate is capped at 32.1 lbs./hr., as requested by the applicant.  Total particulate emissions from both dryers are capped at 50.0 tons per consecutive twelve months as requested by the applicant.

 7.
The fluidized bed dryer is subject to Rule 62-296.320(4)(a)(2), Process Weight Table 296.320-1, F.A.C. For process weight rates less than 30 tons per hour, P1, and greater than 30 tons per hour, P2, the respective allowable emission rates, E1 and E2 in pounds per hour are given below:


E1 = 3.59 (P10.62)



E2 = 17.31 (P20.16)


The allowable particulate emission rate is capped at 7.0 lbs./hr., as requested by the applicant. Total particulate emissions from both dryers are capped at 50.0 tons per consecutive twelve months as requested by the applicant.

8.
Total particulate emissions from the combined emission units, excluding the two dryers, shall not exceed 45.0 tons per consecutive twelve months as requested by the applicant.


[Rule 62-210.200(PTE), F.A.C. and permit application received June 8, 1998.]

 9.
The facility emissions shall not exceed the following as requested by the applicant:

a)  SO2
23.8 Tons per consecutive 12 months

b)  NOX
95.0 Tons per consecutive 12 months




10.
See permit Appendix A (40 CFR 60.672) regarding NSPS emission limits for the Conical Ball Mill.

11.
The visible emissions for each non-NSPS unit must comply with Rule 62‑296.320(4)(b)1., F.A.C. (limited to less than 20% opacity), and the compliance test must be conducted in accordance with DEP Method 9 [Rule 62‑297.401, F.A.C.].

Compliance Testing
12.
Each emission unit must be tested for visible emissions in accordance with DEP Method 9 [Rule 62-297.401, F.A.C.] at yearly intervals on or within 60 days prior to February 22 [Rule 62-297.310(7)(a)4., F.A.C.]. The DEP Method 9 test shall last thirty minutes or the length of the batch/cycle.

13.
The rotary dryer and fluid bed dryer must be tested for particulate emissions in accordance with EPA Method 5 and concurrently for visible emissions in accordance with DEP Method 9 prior to submittal of the renewal application (Rule 62-297.310,(7)(a)4., F.A.C.) while being fired by the heaviest fuel fired for more than 400 hours in the previous year. [Rule 62-297.310(4)(a)2., F.A.C.]

14.
The rotary dryer and fluid bed dryer must be tested for SO2 in accordance with EPA Method 6 at least 60 days prior to permit expiration date while being fired by the heaviest fuel fired for more than 400 hours in the previous year. This test is not required if the dryers are fired with fuel oil for less than 400 hours in the previous year. [Rule 62-297.310(7)(a)3.b., F.A.C.]

15.
Compliance with the annual SO2 and  NOX emission limit shall be demonstrated by calculations submitted in the Annual Operations Report and based on appropriate emission factors. [Rule 62-4.070(3), F.A.C.]

16.
At least 15 days prior to the date on which each formal compliance test is due to begin, the permittee shall provide written notification of the test to the air compliance section of this office.  The notification must include the following information: the date, time and location of each test; the name and telephone number of the facility's contact person who will be responsible for coordinating the test; and the name, company, and telephone number of the person conducting the test [Rule 62-297.310(7)(a)9, F.A.C.].

17.
Testing of emissions shall be conducted with the emissions unit operation at permitted capacity.  The maximum operating rate for the fluid bed dryer is 112 tons per hour and for the rotary dryer it is 47 tons per hour.  Permitted capacity is defined as 90 to 100 percent of the maximum operation rate allowed by the permit.  If it is impractical to test at permitted capacity, an emissions unit may be tested at less than the minimum permitted capacity; in this case, subsequent emissions unit operation is limited to 110 percent of the test load until a new test is conducted.  Once the unit is so limited, operation at higher capacities is allowed for no more than 15 consecutive days for the purpose of additional compliance testing to regain the authority to operate at the permitted capacity [Rule 62-297.310(2), F.A.C.].

18.
A water flow meter, water pressure gauge and a differential pressure gauge are required to measure water flow and pressure to the scrubber and pressure drop through the scrubber a minimum of 10 days before the test is performed [Rule 62-297.310(5)(a), F.A.C.].

19.
The stack sampling facility must comply with Rule 62-297.310(6), F.A.C., regarding minimum requirements that include but are not limited to: location of sampling ports, work platform area hand rails and toe rails, caged ladder, access and electrical power.

20.
A differential pressure gauge is required to measure the pressure drop across the baghouse, a minimum of 10 days before the stack test is performed on the fluid bed dryer [Rule 62‑297.310(5)(a), F.A.C.].

Recordkeeping and Document Submittal
21.
The owner or operator shall submit a copy of the compliance test results to the air compliance section of this office within 45 days after the last sampling run of each test is completed [Rule 62-297.310(8), F.A.C].

22.
The fuel sulfur content, percent by weight, for liquid fuels shall be evaluated using one of ASTM D2622-94, ASTM D4294-90 (95), ASTM 1552-95, ASTM D1266-91, or both ASTM D4057-88 and ASTM D129-95 or latest editions.


[Rule 62-296.406(3), and Rule 62-297.440(1), F.A.C].

23.
Pursuant to Rule 62-4.070(3), F.A.C., a monthly log shall be kept for this facility to document compliance with the limitations of Specific Conditions 2, 6, 7, 8, and 9.  The log shall be completed by the end of the following month and retained on file at the facility for at least three years.

PERMIT APPLICATION
24.
At least sixty days prior to the expiration date of this permit, the permittee shall submit to this office four air permit applications, DEP Form No. 62-210.900(4), along with the processing fee established in Rule 62-4.050(4), F.A.C. 

      [Rule 62-4.090, F.A.C.]



STATE OF FLORIDA DEPARTMENT




OF ENVIRONMENTAL PROTECTION


L.T. Kozlov, P.E.


Program Administrator




Air Resources Management




Issued: 




CERTIFICATION

Application Number: 0830059-005-AF
APPLICANT: Franklin Industrial Minerals

PROJECT: Limestone Production Plant


I HEREBY CERTIFY that the engineering features described in the referenced application for an Air Operation Permit provide reasonable assurance of compliance with the applicable provisions of Chapter 403, Florida Statutes, and Florida Administrative Code Title 62.  However, I have not evaluated and I do not certify aspects of the proposal outside of my area of expertise (including but not limited to the electrical, mechanical, structural, hydrological, and geological features).




______________________________




ALAN ZAHM, P.E.




SEAL 36903

