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1. GENERAL PROJECT INFORMATION
Air Pollution Regulations
Projects at stationary sources with the potential to emit air pollution are subject to the applicable environmental laws specified in Section 403 of the Florida Statutes (F.S.).  The statutes authorize the Department of Environmental Protection (Department) to establish regulations regarding air quality as part of the Florida Administrative Code (F.A.C.), which includes the following applicable chapters:  62-4 (Permits); 62-204 (Air Pollution Control – General Provisions); 62-210 (Stationary Sources – General Requirements); 62-212 (Stationary Sources – Preconstruction Review); 62-213 (Operation Permits for Major Sources of Air Pollution); 62-296 (Stationary Sources - Emission Standards); and 62-297 (Stationary Sources – Emissions Monitoring).  Specifically, air construction permits are required pursuant to Chapters 62-4, 62-210 and 62-212, F.A.C.
In addition, the U. S. Environmental Protection Agency (EPA) establishes air quality regulations in Title 40 of the Code of Federal Regulations (CFR).  Part 60 specifies New Source Performance Standards (NSPS) for numerous industrial categories.  Part 61 specifies National Emission Standards for Hazardous Air Pollutants (NESHAP) based on specific pollutants.  Part 63 specifies NESHAP based on the Maximum Achievable Control Technology (MACT) for numerous industrial categories.  The Department adopts these federal regulations in Rule 62-204.800, F.A.C.
Glossary of Common Terms
Because of the technical nature of the project, the permit contains numerous acronyms and abbreviations, which are defined in Appendix A of this permit.
Facility Description and Location
Lowell Plant is an existing limestone mining, drying, and processing facility, which is categorized under Standard Industrial Classification Code No. 1422.  The existing Lowell Plant is located in Marion County at 11661 NW Gainesville Rd. in Lowell, Florida.  The UTM coordinates of the existing facility are Zone 17, 384.70 km East, and 3244.20 km North.  This site is in an area that is in attainment (or designated as unclassifiable) for all air pollutants subject to Ambient Air Quality Standards (AAQS).
Facility Regulatory Categories
· The facility is not a major source of hazardous air pollutants (HAP).
· The facility has no units subject to the acid rain provisions of the Clean Air Act (CAA).
· The facility is not a Title V major source of air pollution in accordance with Chapter 62-213, F.A.C.
· This facility is classified as a synthetic minor source for particulate matter.
· The facility is not a major stationary source in accordance with Rule 62-212.400, F.A.C. for the Prevention of Significant Deterioration (PSD) of Air Quality.
Project Description
This project, Permit No. 0830016-015-019-AF, is the renewal of Permit No. 0830016-015-AF, which expires June 30, 2017.  (Permit No. 0830016-015-AF was administratively corrected by Permit No. 0830016-016-AF.) 
Additionally, this permit incorporates actions and particulate matter emission limits authorized by Permit No. 0830016-017-AC: 
· The particulate emissions from the EU 005, Limestone Fluidized Bed Dryer (including emissions from the baghouse and fuel usage), shall not exceed 30 tons per consecutive 12-month period. 
· All the material handling system emission units at the facility (EU 001, EU 002, EU 004, EU 007, EU 008, EU 011, EU 012, and EU 013) have a combined total particulate matter emission limit of 55 tons per consecutive 12-month period.  (This excludes the Limestone Fluidized Bed Dryer (EU 005), whose emission limit is 30 tons per consecutive 12-month.)	
· The removal of the rotary dryer and associated equipment and some changes in material transfer authorized in Permit No. 0830016-017-AC were completed.  
· The applicant has indicated in the cover letter to Permit Application No. 0830016-019-AF that no other actions described in Permit No. 0830016-017-AC will be accomplished.  If market conditions improve, a new construction permit application will be submitted for any additional changes.
Processing Schedule
November 7, 2016 	Received the application for a minor source air pollution construction permit.
November 23, 2016    	Received additional information (monthly logs); application complete.

2. PSD APPLICABILITY
The project is located in Marion County which is in an area that is currently in attainment with the AAQS or is otherwise designated as unclassifiable.  The proposed project will not increase emissions for any PSD pollutant; therefore, the project is not subject to a PSD preconstruction review.  
DEPARTMENT REVIEW
Brief Discussion of proposed project, equipment, controls etc.
The facility is a limestone mining, drying, and processing facility.  
The limestone drying system consists of a Limestone Fluidized Bed Dryer with Baghouse, EU 005.  The dryer is fired by fuel oil (No. 2, No. 5, or No. 6), propane or natural gas; it is equipped with a MAC Equipment Model 144RPT728 baghouse having an air to cloth ratio of 5.5 to 1 to control particulate emissions.
The material handling system consists of the following:
EU-001     66” Raymond Mill. Emissions controlled by baghouse DC-1.
EU-002     #1 Granular System Crushing Screening. Emissions controlled by baghouse DC-2
EU-004     Granular System #2 with Baghouse. Emissions controlled by baghouse DC-4.
EU-007     Fine Grind Loadout. Emissions controlled by baghouses DC-7, DC-15, DC-16.
EU-008     73” Raymond Mill. Emissions controlled by baghouse DC-8, DC-21.
EU-011     Granular Loadout D-2 Area with dust collector. Emissions controlled by baghouses DC-11, DC-17, DC-18, DC-19, DC-20.
EU-012     Silo 5. Emissions controlled by baghouse DC-12. (currently inactive as of date of permit issuance)
EU-013     Ball Mill and Feed Silo. Emissions controlled by baghouses DC-13, DC-14.

Brief Discussion of Emissions
The current potential to emit for the Lhoist North America, Lowell Plant is the following:

	Pollutant
	EU No.
and brief description
	Potential Emissions (tons/year)

	Emissions from baghouses

	PM
	Material Handling System (all EUs except EU 005)
	50.2* 

	PM
	EU 005, Fluid Bed Dryer 
	28.1**

	Emissions from Fuel Use

	SO2
	EU 005, Fluid Bed Dryer (using natural gas)
	0.1**

	NOx
	EU 005, Fluid Bed Dryer (using natural gas)
	20.0**

	CO
	EU 005, Fluid Bed Dryer (using natural gas)
	16.8**

	VOC
	EU 005, Fluid Bed Dryer (using natural gas
	1.1**

	SO2
	EU 005, Fluid Bed Dryer (using fuel oil)
	20.4**

	NOx
	EU 005, Fluid Bed Dryer (using fuel oil)
	73.3**

	CO
	EU 005, Fluid Bed Dryer (using fuel oil)
	6.7**

	VOC
	EU 005, Fluid Bed Dryer (using fuel oil)
	1.7**


	
*based on 8,760 hours of operation and PTE Summary – Material Handling System Attachment with 0830016-017-AC Application dated 8/25/14 and received 8/28/14.
** based on 8,000 hours of operation and PTE Summary – Drying System Attachment with 0830016-017-AC Application dated 8/25/14 and received 8/28/14.

The particulate emission factor of 0.020 grains/DSCF*** used in calculations (see Potential to Emit Summary Attachment of Application No. 0830016-017-AC) is an industry standard for filling silos (material handling) equipped with baghouses.
		
	      *** Previously listed as DSCFM instead of DSCF, correction made on 11/10/2014.

State Requirements
a. Rules 62-4 and 62-210.300, F.A.C.
This project is subject to air permitting.

b. Rule 62-296.711(2), F.A.C.
Materials Handling, Sizing, Screening, Crushing and Grinding Operations – Emission Limitations 

c. Rule 62-297.620(4), F.A.C.
Exceptions and Approval of Alternate Procedures and Requirements 

Federal NSPS Provisions apply to EU 002, 004, 013
· 40 CFR 60, Subpart A, NSPS General Provisions
· 40 CFR 60, Subpart OOO, NSPS Nonmetallic Mineral Processing Plants
EU 002, 004, 013 (Table 3 to 40 CFR Part 60, Subpart OOO limits emissions of 7 and 12 percent opacity)
Federal NESHAP Provisions
There are no applicable NESHAP provisions. 


Other Draft Permit Requirements
· The Limestone Fluidized Bed Dryer (EU 005) shall not exceed a process rate of 946,080 tons of material per any consecutive 12-month period.
· The Limestone Fluidized Bed Dryer (EU 005) shall not operate more than 8,000 hours per any consecutive 12-month period.
	
3. PRELIMINARY DETERMINATION
The Department makes a preliminary determination that the proposed project will comply with all applicable state and federal air pollution regulations as conditioned by the draft permit.  This determination is based on a technical review of the complete application, reasonable assurances provided by the applicant, and the conditions specified in the draft permit.  No air quality modeling analysis is required because the project does not result in a significant increase in emissions.  Mr. Jeff Rustin, P.E., is the project engineer responsible for reviewing the application and drafting the permit.  Additional details of this analysis may be obtained by contacting the project engineer at the Department’s Central District Office, 3319 Maguire Blvd., Ste. 232, Orlando, FL 32803-3767, phone (407) 897-2930, or by email jeff.rustin@dep.state.fl.us.
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