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1. GENERAL PROJECT INFORMATION
Air Pollution Regulations
Projects at stationary sources with the potential to emit air pollution are subject to the applicable environmental laws specified in Section 403 of the Florida Statutes (F.S.).  The statutes authorize the Department of Environmental Protection (Department) to establish regulations regarding air quality as part of the Florida Administrative Code (F.A.C.), which includes the following applicable chapters:  62-4 (Permits); 62-204 (Air Pollution Control – General Provisions); 62-210 (Stationary Sources – General Requirements); 62-212 (Stationary Sources – Preconstruction Review); 62-213 (Operation Permits for Major Sources of Air Pollution); 62-296 (Stationary Sources - Emission Standards); and 62-297 (Stationary Sources – Emissions Monitoring).  Specifically, air construction permits are required pursuant to Chapters 62-4, 62-210 and 62-212, F.A.C.
In addition, the U. S. Environmental Protection Agency (EPA) establishes air quality regulations in Title 40 of the Code of Federal Regulations (CFR).  Part 60 specifies New Source Performance Standards (NSPS) for numerous industrial categories.  Part 61 specifies National Emission Standards for Hazardous Air Pollutants (NESHAP) based on specific pollutants.  Part 63 specifies NESHAP based on the Maximum Achievable Control Technology (MACT) for numerous industrial categories.  The Department adopts these federal regulations in Rule 62-204.800, F.A.C.
Glossary of Common Terms
Because of the technical nature of the project, the permit contains numerous acronyms and abbreviations, which are defined in Appendix A of this permit.
Facility Description and Location
Seminole Stores is an existing animal feed manufacturing facility (other food production), which is categorized under Standard Industrial Classification Code No. 2048.  The existing Seminole Stores facility is located in Marion County at 335 NE Watula Ave. in Ocala, Florida.  The UTM coordinates of the existing facility are Zone 17, 389.70 km East, and 3229.40 km North.  This site is in an area that is in attainment for all air pollutants subject to Ambient Air Quality Standards (AAQS).
Facility Regulatory Categories
· The facility is not a major source of hazardous air pollutants (HAP).
· The facility does not operate units subject to the acid rain provisions of the Clean Air Act (CAA).
· The facility is not a Title V major source of air pollution in accordance with Chapter 62-213, F.A.C.
· The facility is not a major stationary source in accordance with Rule 62-212.400, F.A.C. for the Prevention of Significant Deterioration (PSD) of Air Quality.
Project Description
This is a minor source air operation permit renewal.
Processing Schedule
06/11/15	Received the application for a minor source air pollution construction permit-includes processing fee.
06/16/15	Requested additional information (not a formal RAI).
06/30/15	Received additional information; application complete.




2. PSD APPLICABILITY
PSD Applicability for Project
The project is located in Marion County which is in an area that is currently in attainment with the AAQS.  The proposed project will not increase emissions; therefore, the project is not subject to a PSD preconstruction review.
3. DEPARTMENT REVIEW
Brief Discussion of proposed project, equipment, controls etc.
Seminole Stores is a facility that produces equine feed products from grains, oils, and additives.  There are six permitted emission units, three of the six emission units have the following pollution control devices:		  
Emission Unit 004, Grain Cleaning and Cracking - Donaldson Model 64PJD baghouse, 
Emission Unit 005, Grain Flaking (Cooler) - Techmastaal Shouten Model 324T dual cyclone (A&B),
Emission Unit 007 Animal Feed Pelleting - Kice Model 2CH28 dual cyclone
The facility operates a small, natural gas-fired boiler that is exempt from permitting requirements (Rule 62-210.300(3)(a)33., F.A.C., because of its size (6.7 million BTU per hour).  It is not subject to the provisions of 40 CFR Part 63, Subpart JJJJJJ, because it burns natural gas.
Because the facility potential to emit is approximately 25 tons per year of particulate matter (original construction permit application, No. 0830131-001-AC), the facility is considered to be a natural minor source.  A more efficient cyclone replaced an earlier cyclone on Emission Unit 007, but other equipment at the facility has essentially remained the same.
Brief Discussion of Emissions
Emission Unit 001 includes ingredient receiving (rail receiving and truck receiving), grain grinding (hammermill) that has a cyclone (within building), animal feed mixing (within building), and animal feed shipping (bulk shipping and bag shipping).  EU 002 includes ingredient and product bins, which have bin vents, are filled from rail or truck receiving at the maximum throughput rate of 45 tons per hour.  EU 004, Grain Cleaning and Cracking, has a Donaldson Model 64PJD baghouse with Fabric Filter Low Temperature (T<180F) to control particulate emissions.  Grain cleaning throughput is 15 TPH; grain cracking throughput at 10 TPH.  Both operations vent through a common baghouse.  EU 005, Grain Flaking (cooler) has a Techmastaal Shouten Model 324 T dual cyclone (centrifugal collector medium efficicency) to control particulate emissions.  EU 007, Animal Feed Pelleting, has a Kice Model 2CH28 dual cyclone (centrifugal collector high efficiency) to control particulate emissions, which was installed in 2011 as an in-kind replacement of the previous dual cyclone (centrifugal collector medium efficiency).  EU 008, Animal Feed Bagging, has no controls, but fugitive emissions are contained within the building.
	EU No.
	Emission Unit Description

	001
	Ingredient Receiving, Grain Grinding (hammermill), Animal Feed Mixing, and Animal Feed Shipping 

	002
	Ingredient & Product Bins

	004
	Grain Cleaning & Cracking

	005
	Grain Flaking (Cooler)

	007
	Animal Feed Pelleting

	008
	Animal Feed Bagging



The following is an excerpt from 0830131-001-AC (initial air construction permit):
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The current rule 62-296.320(4)(a)2, F.A.C., uses the same formula as the previous version of the rule.  Therefore, the emission limits established in 0830131-001-AC are still valid.
Recent particulate emission testing results for EPA Method 5 tests conducted on March 26, 2015 are 0.3 lb./hr. of particulate emissions for the grain flaking cooler (EU 005) and 0.06 lb./hr. of particulate emissions for the animal feed pelleting (EU 007).  The visible emission testing results were 0 percent opacity for EU 001, EU 002, EU 004, EU 005, and EU 007. 
State Requirements
· Rule 62-296.320(4)(a), F.A.C., applies to EU 004, EU 005, and EU 007.  
· Rule 62-296.320(4)(b)1., F.A.C. applies to the facility.  
· Rule 62-297.620(4), F.A.C., applies to EU 004 because it has a baghouse for emissions control and the applicant has accepted this alternate standard for EU 004.  This rule states the following, “In the case of an emissions unit which has the potential to emit less than 100 tons per year of particulate matter and is equipped with a baghouse, the Secretary or the appropriate Director of District Management may waive any particulate matter compliance test requirements for such emissions unit specified in any otherwise applicable rule, and specify an alternative standard of 5 percent opacity.  The waiver of compliance test requirements for a particulate emissions unit equipped with a baghouse, and the substitution of the visible emissions standard, shall be specified in the permit issued to the emissions unit.  If the Department has reason to believe that the particulate weight emission standard applicable to such an emissions unit is not being met, it shall require that compliance be demonstrated by the test method specified in the rule.”  The recent visible emission test result for EU 004 was 0 percent opacity. 
· Rule 62-297.310(8)(b), F.A.C., applies to EU 004, EU 005, and EU 007.
Federal NSPS Provisions
The facility is not subject to any Federal NSPS Provisions.
Federal NESHAP Provisions
Since the last renewal, the facility became subject to the provisions of 40 CFR Part 63, Subpart DDDDDDD - NESHAP for Area Sources: Prepared Feeds Manufacturing.  At this time, the State of Florida has not adopted  this regulation; therefore, the requirements of this Federal Regulation are not incorporated into this air operation permit.  However, EPA still requires the facility to demonstrate compliance with the requirements.  All required reports pertaining to this rule should be submitted to EPA at the following address: 
Director, Air, Pesticides and Toxics Management Division
Atlanta Federal Center
61 Forsyth Street
Atlanta, GA 30303-3104

To see an example, please go to the following link: http://www.epa.gov/ttn/atw/area/feedmfg_example.pdf.   

Some of these requirements include the following:
1. Housekeeping Measures:  The permittee shall manually sweep production areas to reduce the amount of dust and at least monthly, remove dust from walls, ledges, and equipment.    [40 CFR 63.11621(a)(1)]
2. Monitoring Requirements:  The permittee shall perform and document quarterly inspections of the cyclone (Kice Model 2CH28 dual cyclone) for corrosion, erosion, or any other damage that could result in air leakage.   The permittee must perform a weekly visual inspection of the operating cyclone to ensure it is operating consistent with good air pollution control practices.   [40 CFR 63.11622(b)(1) and 40 CFR 63.11622(b)(3)] 
3. Weekly Log:  Keep records of weekly visual inspections of the Kice Model 2CH28 dual cyclone, including a record of any corrective action taken as a result of the inspection.   The records shall be completed by the end of the following week.  [40 CFR 63.11624(c)(5)(ii) and Rule 62-4.070(3), F.A.C.]

4. Quarterly Log:  Keep the following records relating to quarterly inspections of the Kice Model 2CH28 dual cyclone.   The records shall be completed by the end of the following month.
a) Date, place, and time of inspection;
b) Person performing the inspection; and
c) Results of the inspection, including the date, time, and duration of the corrective action period from the time the inspection indicated a problem to the time when the cyclone was restored to proper operation. 
[40 CFR 63.11624(c)(5)(i))]

5. Other Records required by 40 CFR 63.11624(c):  The permitttee must maintain the following records:
a. The facility must keep a copy of each notification and all documentation supporting any Initial Notification or Notification of Compliance Status that you submitted; and
b. You must keep a copy of each Annual Compliance Certification Report (see No. 6. below) prepared in accordance with 40 CFR 63.11624(b).
[40 CFR 63.11624(c)]
6. Annual Compliance Certification Report:  The permittee shall prepare an annual compliance certification report by March 1 of each year for the previous calendar year containing the following information specified in this specific condition.  The report shall be submitted to the Compliance Authority if there was an instance described in No. 6.c. and 6.d. below.
a. Company’s name and address;
b. A statement by a responsible official with that official's name, title, phone number, e-mail address and signature, certifying the truth, accuracy, and completeness of the notification and a statement of whether the source has complied with all the relevant standards and other requirements of 40 CFR 63 Subpart DDDDDDD;
c. If the source is not in compliance, include a description of deviations from the applicable requirements, the time periods during which the deviations occurred, and the corrective actions taken; and
d. Identify all instances when the cyclone was not operating properly.  Cyclone must be maintained in accordance with good air pollution control practices and manufacturer's specifications and operating instructions.  
[40 CFR 63.11624(b)]
With regard to another Federal Regulation, the small, natural gas-fired boiler at the facility is not subject to 40 CFR Part 63, Subpart JJJJJJ, because it burns natural gas.
Other Permit Requirements
The requirement to submit an Annual Operating Report for the facility was removed, because the facility is considered to be a natural minor source of particulate matter emissions.
4. PRELIMINARY DETERMINATION
The Department makes a preliminary determination that the proposed project will comply with all applicable state and federal air pollution regulations as conditioned by the draft permit.  This determination is based on a technical review of the complete application, reasonable assurances provided by the applicant, and the conditions specified in the draft permit.  No air quality modeling analysis is required because the project does not result in a significant increase in emissions.  Jeff Rustin, P.E. is the project engineer responsible for reviewing the application and drafting the permit.  Additional details of this analysis may be obtained by contacting the project engineer at the Department’s Central District Office, 3319 Maguire Blvd., Ste. 232, Orlando, FL 32803-3767, phone (407) 897-2930, or by email jeff.rustin@dep.state.fl.us .

Branch Properties, Inc.	Air Permit No. 0830131-005-AO
Seminole Stores	Air Operation Permit
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The maximun process weight is 5.0 toms/mour, resulting in an allowable
emission rate Of 5.74 pounds per hour. hanual emissions are capped at 1.6
tons per any consecutive twelve month period as requested by the applicant.

The Animal Feed Pelleting umit is subject to Rule 62-296.320(4) (a) Process
Weight Table 296.320-1, F.A.C. ¥or process weight rates up to 30 toms per

Bour, ?, the respective allowable emission rates, E in pounds per hour is
given below:

B=3.59 (p )

The maximum process weight is 15.0 toms/hour, resulting in an allowable
emission rate of 19.24 pounds per hour. Amnual emissions are capped at 11
tons per any consecutive twelve month period as requested by the applicant.

The facility particulate emission rate shall mot exceed 25.0 toms per
consecutive twelve months as requested by the applicant.
[Construction permit application received July 7, 1998.1
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Emission Limits

The visible emissions from each emission unit must comply with Rule 62-
296.320(4) (b)1., F.A.C. (limited to less than 20% opacity).

The Grain Cleaning and Cracking uait is subject to Rule 62-296.320(4) (a)
Process Weight Table 296.320-1, F.A.C. For process weight rates up to 30 tons
per hour, B, the respective allowable emission rates, E in pounds per hour is
given below!

B =39 (p 0

The maximum process weight is 25.0 tons/hour, resulting in an allowable
emission rate of 26.41 pounds per hour. Annual emissions are capped at 1.8
tons per any consecutive twelve month period as requested by the applicant.

The Grain Flaking (Cooler) unit is subject to Rule 62-296.320(4) (a) Process
Weight Table 296.320-1, F.A.C. For process weight rates up to 30 tons per
houz, ?, the respective allowable emission rates, E in pounds per hour is
given bal

=359 (0
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