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1. GENERAL PROJECT INFORMATION
Air Pollution Regulations
Projects at stationary sources with the potential to emit air pollution are subject to the applicable environmental laws specified in Section 403 of the Florida Statutes (F.S.).  The statutes authorize the Department of Environmental Protection (Department) to establish regulations regarding air quality as part of the Florida Administrative Code (F.A.C.), which includes the following applicable chapters:  62-4 (Permits); 62-204 (Air Pollution Control – General Provisions); 62-210 (Stationary Sources – General Requirements); 62-212 (Stationary Sources – Preconstruction Review); 62-213 (Operation Permits for Major Sources of Air Pollution); 62-296 (Stationary Sources - Emission Standards); and 62-297 (Stationary Sources – Emissions Monitoring).  Specifically, air construction permits are required pursuant to Chapters 62-4, 62-210 and 62-212, F.A.C.
In addition, the U. S. Environmental Protection Agency (EPA) establishes air quality regulations in Title 40 of the Code of Federal Regulations (CFR).  Part 60 specifies New Source Performance Standards (NSPS) for numerous industrial categories.  Part 61 specifies National Emission Standards for Hazardous Air Pollutants (NESHAP) based on specific pollutants.  Part 63 specifies NESHAP based on the Maximum Achievable Control Technology (MACT) for numerous industrial categories.  The Department adopts these federal regulations in Rule 62-204.800, F.A.C.
Glossary of Common Terms
Because of the technical nature of the project, the permit contains numerous acronyms and abbreviations, which are defined in Appendix A of this permit.
Facility Description and Location
UniFirst-Ocala is a Industrial Launderer, which uses conventional industrial equipment and methods e.g., washing machines (or washers) and natural gas-fired dryers, to launder the apparel, mats, mops, and shop towels that it rents to customers.  In addition to the equipment utilized in processing the laundy, the facility also has a boiler and wastewater treatment system (process wastewater from washer prior to discharge).  This facility is categorized under Standard Industrial Classification No. 7218, Industrial Launderer  
The facility is located in Marion County at 317 Northeast 2nd Street in Ocala, Florida.  The UTM coordinates are Zone 17, 389.77 km East and 3229.457 km North.  This site is in an area that is in attainment for all air pollutants subject to Ambient Air Quality Standards (AAQS).
Facility Regulatory Categories
· The facility is not a major source of hazardous pollutants (HAPs), based on the current potential to emit calculations.
· The applicant has requested to take federally enforceable permit limits in order to be a non-Title V source of regulated pollutants.  
· The facility has no units subject to the acid rain provisions of the Clean Air Act (CAA).
· The facility is not a Title V source of air pollution in accordance with Chapter 62-213, F.A.C.
· The facility is not a major stationary source in accordance with Rule 62-212.400, F.A.C., for the Prevention of Significant Deterioration (PSD) of Air Quality.

Project Description
This is the intial air operation permit for the facility.  It incorporates air construction permit No. 0830179-001-AC, which was issued on August 14, 2015.  As stated on page 8 of the application, UniFirst proposes to take federally enforceable permit limits in order to be a non-Title V source of regulated pollutants.  Jeff Rustin confirmed that the UniFirst Corporation is requesting a Federally Enforceable State Operation Permit (FESOP) during a phone conversation with Cristina Chiera of Geosyntec Consultants, Inc. 
Processing Schedule
November 2, 2015	Received the application for an air operation permit.
November 3, 2015	Received processing fee
November 9, 2015 		Application considered to be complete.

2. PSD APPLICABILITY

General PSD Applicability
The project is located in Marion County which is in an area that is currently in attainment with the AAQS.  The proposed project will not increase emissions for any PSD pollutant.  Therefore, the project is not subject to a PSD preconstruction review.
3. DEPARTMENT REVIEW
Brief Discussion of proposed project, equipment, controls etc.
This is the initial air operation permit for the facility. The Facility will operate under a facility-wide emission limit for volatile organic compounds (VOCs) and hazardous air pollutants (HAPs) from laundering shop towels.  The Facility utilizes conventional industrial laundry equipment (washers, dryers, etc.) to launder apparel, mats, mops, and shop towels.  Compared to apparel, shop towels constitute a minor proportion of the volume of materials laundered at the facility.  From receipt and throughout the washing and drying process, shop towels are  segrrgated from apparel items and processed separately.  The air permit will allow for year-round operation of process equipment to launder the Company’s products for its customers, including shop towels.
Brief Discussion of Emissions 
Based on Attachment 4 of Application No. 0830179-003-AF. the potential to emit for the facility based on processing 3,500,000 pounds of shop towels annually is the following:
a. VOC: 14.99 tpy
b. Total HAPS: 2.78 tpy
c. Individual/Single HAP (Highest), which is Tetrachloroethylene: 1.4 tpy
d. Nitrogen Oxide: 8.46
e. Carbon Monoxide: 7.10 tpy
f. Particulate Matter: 0.64 tpy
g. Sulfur Dioxide: 0.05 tpy

The applicant is taking a limit of 15 tons per consecutive 12-month period for VOCs (the PTE is 14.99 tpy); a limit of 3 tons per consecutive 12-month period for total HAPS (the PTE is 2.78 tpy); and a limit of 2 tons per consecutive 12-month period for single HAP (the PTE is 1.4 tpy).
The maximum throughput rate, 3,500,000 pounds of shop towels processed, is associated with the processing of shop towels (sorting, washing, drying, and processing wastewater).  This rate was used to calculate the VOCs and HAPs emissions from the processing the shop towels, as presented in Table 2 of Attachment 4, Application No. 0830179-003-AF.
Pages 22, 23, and 24 of Application No. 0830179-003-AF show the emission factors used to calculate VOC, total HAPS, and individual HAP emissions.  Detailed potential emission calculations for natural gas combustion of the dryers (segment 1 of Table 1) and processing of shop towels (segment 2 of Table 2) are presented in Attachment 4 of the application.
The potential emissions associated with washing (processing of shop towels) are vented through three area vents located on the roof.  The potential emissions associated with the dryers (bothshop towelprocessing and natural gas combiustion) are vented through vertical stacks associated with each dryer.  Other emissions from the processing of shop towels (wastewater treatment, sorting, etc.) are considered fugitive emission, because they do not vent to a single stack.
State Requirements 
a. Rules 62-4 and 62-210.300, F.A.C.
This project is subject to air permitting.

b. Rule 62-210.370(3), F.A.C.
“Emissions Computation and Reporting”. Annual Operating Report submittal is required by April 1st of the year following each calendar year.

Federal NSPS Provisions
There are no applicable NSPS provisions.  The requirements of 40 CFR 60, Subpart Dc do not apply to the natural gas-fired boiler at the facility because the boiler was constructed in 1979, which is before the applicability date of June 9, 1989, and it has not been modified or reconstructed.	
Federal NESHAP Provisions
There are no applicable NESHAP provisions.  The requirements of 40 CFR 63, Subpart JJJJJJ does not apply to the boiler because, as a gas-fired boiler defined under 40 CFR Part 63.11237, the boiler is exempt from the regulation.
Other Draft Permit Requirements
a. Restricted Operation: The maximum process rate of shop towels processed (sorting, washing, and drying) is limited to 3,500,000 pounds of shop towels per year.
The maximum throughput rate is associated with the processing of shop towels (sorting, washing, drying, and processing wastewater.  This limit was used to calculate the VOCs and HAPs emissions from the processing the shop towels, as presented in Table 2 of Attachment 4, Application No. 0830179-003-AF.
b. VOC/HAP Emissions.  The maximum facility-wide VOC/HAP emissions shall not exceed the following:

	Pollutant
	Emissions 
(tons per any consecutive 12-month period)

	Total VOC
	15

	Combined HAP
	 3

	Single HAP (tetrachloroethene)
	 2



The following was listed in the permitting note under Condition No. 3.b. in the permit: “The Facility total of VOC, total HAP, and individual HAPs emissions are based on the emissions from EU 001.  Facility total emission limits for VOCs and HAPs do not include fuel burning emissions from the boiler, dryers, and space heaters.”
It was felt that it would be better to exclude the recordkeeping requirements for the fuel burning emissions, because the potential to emit for VOCs and total HAPs is small, 0.47 tpy and 0.16 tpy, respectively (Attachment 4, Table No. 1 of the application).  Additionally, the amount of natural gas burned would need to be recorded, an additional parameter to be monitored.	The amount of effort to calculate VOC and HAP emissions is greatly reduced by eliminating the need to include the fuel burning related emissions.
Facility-wide shop towel laundering VOC and HAP emission factors were developed from a December 2012 emissions testing program conducted at UniFirst’s Portland, Maine Facility.  
4.	PRELIMINARY DETERMINATION
The Department makes a preliminary determination that the proposed project will comply with all applicable state and federal air pollution regulations.  This determination is based on a technical review of the complete application, reasonable assurances provided by the applicant, and the conditions specified in the permit.  No air quality modeling analysis is required because the project does not result in a significant increase in emissions.  Mr. Jeff Rustin, P.E., is the project engineer responsible for reviewing the application and drafting the permit.  Additional details of this analysis may be obtained by contacting the project engineer at the Department’s Central District Office, 3319 Maguire Blvd., Ste. 232, Orlando, FL 32803-3767, phone (407) 897-2930, or by email jeff.rustin@dep.state.fl.us.
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