FINAL DETERMINATION


PERMITTEE

Indiantown Cogeneration, L.P.

P.O. Box 1799

13303 SW Silver Fox Lane

Indiantown, Florida  34956

Permitting Authority

Florida Department of Environmental Protection

Division of Air Resource Management

Bureau of Air Regulation, Permitting South Section

2600 Blair Stone Road, MS 5505

Tallahassee, Florida  32399-2400

PROJECT

Air Permit No. 0850102-009-AC

Indiantown Cogeneration Plant

This air construction permit modifies the lime unloading system, originally permitted under PSD-FL-168, at the Indiantown Cogeneration Plant in Indiantown, Martin County.  Specifically, the permit authorizes installation of a railcar lime unloading sub-system as an integral part of the total system.  It also establishes these changes as applicable Title V air operation permit conditions.

NOTICE AND PUBLICATION

The Department distributed an “Intent to Issue Permit” package on May 23, 2007.  The applicant published the “Public Notice of Intent to Issue” in the Stuart News on May 29, 2007.  No petitions for administrative hearings or extensions of time to petition for an administrative hearing were filed.  No comments were received from the applicant, EPA Region 4, or the public at large on the Intent to Issue the Air Construction Permit package. 

CONCLUSION

The final action of the Department is to issue the permit with minor corrections to Specific Conditions 3, 7, 10, and 11 as noted below (underline indicates additions and strikethrough indicates deletions to the original text):

3.
Visible Emissions (VE):  Visible emissions from each of the three lime handling system baghouses shall not exceed 5% opacity.  

[PSD-FL-168, Specific Condition No. 8. Rule 62-297.620(4), F.A.C.]


Comment:  Department Rule 62-297.620(4), F.A.C., allows the use of a visible emissions (VE) surrogate test with a 5% opacity limit in lieu of annual PM emissions testing.  Reference to a prior PSD permit condition is not necessary. 

7.
Annual Compliance Tests:  During each federal fiscal year (October 1st to September 30th), each unit shall be tested to demonstrate compliance with the VE and PM emissions standards specified in this permit.  
[Rule 62-297.310(7)(a)4, F.A.C.]

Comment:  See comment above.
10.
Opacity:  Tests must be conducted with a lime railcar unloading into the lime handling system, from start to finish.  Emissions shall not be visible more than two minutes in any fifteen minute period.  Compliance with fugitive emissions limitations from all transfer points will be determined by EPA/DEP reference Method 22 and opacity Method 9.

[PSD-FL-168, Specific Conditions No. 12. and 19.; and Rule 62-4.070(3), F.A.C.]

Comment:  The deleted text is duplicative of language already existing in an applicable PSD permit condition.

11. Particulate Matter:  EPA Method 5 shall be used to determine initial compliance with the particulate matter

emissions limitation specified in Specific Condition 4.  Thereafter, the annual VE test shall serve as a surrogate for the PM emissions test.
[PSD-FL-168, Specific Condition No. 19.; and Rule 62-297.620(4), F.A.C.]


Comment:  Department Rule 62-297.620(4), F.A.C., allows the use of a visible emissions (VE) surrogate test with a 5% opacity limit in lieu of annual PM emissions testing.
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