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This section of the permit addresses the following emissions unit.

	AIR RESOURCE MANAGEMENT SYSTEM (ARMS) Emissions Unit 006

	The Lime Handling System is comprised of different conveying and storage units.  Currently, lime arrives at the facility in powdered form via truck.  Lime is slaked into a slurry for use in the pulverized coal (PC) boiler spray dryer absorber.  The lime silo has a bin vent fabric filter baghouse.  The lime handling system is enclosed to the extent practical.  The overall capacity is 25 tons per hour. Because the potential to emit particulate matter (PM) is below the major source threshold, this emissions unit is not subject to CAM.


{Permitting Note:  The unit remains subject to the applicable requirements of current Title V Air Operation Permit No. 0850102-007-AV.}

Previous Applicable Requirements

1. Other Permits:  The conditions of this permit supplement all previously issued air construction and operation permits for this emissions unit.  Unless otherwise specified, these conditions are in addition to all other applicable permit conditions and regulatory requirements.  The permittee shall continue to comply with the conditions of these permits, which include restrictions and standards regarding capacities, production, operation, fuels, emissions, monitoring, record keeping, reporting, etc.  
[Rule 62-4.070, F.A.C.]

Equipment and Performance Restrictions

2. Railcar Lime Unloading System:  This permit authorizes the construction activities necessary to add a railcar lime unloading system to ARMS Emissions Unit 006.  In general, the equipment consists of a system that allows the unloading of the gravity flow-type railcars through a dilute phase, combination vacuum and pressure pneumatic transfer system at a rate of 25 tons per hour (TPH) of lime.  It is estimated that it will take approximately 4 hours to unload a 100-ton railcar.
The modified Lime Handling System includes an existing lime silo bin vent filter baghouse, a new filter receiver baghouse, and a new surge hopper baghouse. [Applicant request.]

{Permitting Note:  This permit does not alter any previous requirements for other methods of operation or allowable hours of operation.}

Emissions Standards

3. Visible Emissions (VE):  Visible emissions from each of the three lime handling system baghouses shall not exceed 5% opacity.


[Rule 62-297.620(4), F.A.C.]

4. Particulate Matter (PM):  Particulate matter emissions from each bag filter exhaust of the lime handling system shall be limited to 0.010 grains per actual cubic foot.

[PSD-FL-168, Specific Condition No. 11; and Applicant request.]

5. Visible Emissions:  A visible emission reading of 5% opacity or less may be used to establish compliance with the emission limit in Specific Condition 4.  A visible emission reading greater than 5% opacity will not create a presumption that the 0.010 grains per actual cubic foot emission limit is being violated.  However, a visible emission reading greater than 5% opacity will require the permittee to perform a stack test.

[PSD-FL-168, Specific Condition No. 11.]

EMISSIONS PERFORMANCE TESTING

6. Initial Compliance Tests:  Each unit shall be tested to demonstrate initial compliance with the VE and PM emissions standards specified in this permit.  The initial tests shall be conducted within 60 days after completing construction of the project and achieving maximum production capacity, but not later than 180 days after initial operation of the unit with the railcar lime unloading system.  [Rule 62-297.310(7)(a)1., F.A.C.]

7. Annual Compliance Tests:  During each federal fiscal year (October 1st to September 30th), each unit shall be tested to demonstrate compliance with the VE standards specified in this permit.  
[Rule 62-297.310(7)(a)4, F.A.C.]

8. Test Notifications:  At least 15 days prior to the date on which each required test is to begin, the permittee shall notify the Compliance Authority of the date, time, and place of each test.  The notification shall also include the name and phone number of the contact person who will be responsible for coordinating and having the tests conducted.  [Rule 62-297.310(7)(a)9, F.A.C.]
9. Visible Emissions:  EPA Method 9 shall be used to determine opacity compliance pursuant to Chapter 62-297, F.A.C.

[PSD-FL-168, Specific Condition No. 19.]

10. Opacity:  Tests must be conducted with a lime railcar unloading into the lime handling system, from start to finish.  

[Rule 62-4.070(3), F.A.C.]

11. Particulate Matter:  EPA Method 5 shall be used to determine initial compliance with the particulate matter emissions limitation specified in Specific Condition 4.  Thereafter, the annual VE test shall serve as a surrogate for the PM emissions test.
[PSD-FL-168, Specific Condition No. 19.; and Rule 62-297.620(4), F.A.C.]

Notifications, Records and Reports

12. Construction Notifications:  Within 15 days of beginning construction, the permittee shall notify the Compliance Authority that construction has commenced.  Within 15 days of completing construction, the permittee shall notify the Compliance Authority that construction has concluded.  Each notification shall include an updated proposed schedule of activities through the initial shakedown period and initial testing.  [Rule 62-4.070(3), F.A.C.]

13. Test Reports:  The permittee shall prepare and submit reports for all required tests in accordance with the requirements specified in the facility’s current Title V Air Operation Permit.  
[Rule 62-297.310(8), F.A.C.]
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