
NOTICE OF AIR POLLUTION PERMIT

ELECTRONIC CORRESPONDENCE
JPOLLEY@MARTIN.FL.US

ISSUED TO:

Martin County Utilities and Solid Waste Dept.  CO. NAME
Permit Number: 0850120-004-AC

P.O. Box 9000  CO. ADDRESS
Issue Date: January 08, 2004
Stuart, Florida 34995-9000
Expiration Date: January 7, 2005 

Authorized Representative:

Mr. John Polley, Director REPRESENTATIVE’S NAME
REPRESENTATIVE’S TITLE
PROJECT:
Project:  
A new 2000 scfm landfill gas open flare  COMPLETELY SUMMARIZE PROJECT
Facility Description: 
A Municipal Solid Waste Landfill (SIC # 4953)

Location:  

9101 SW Busch Street, Palm City, Martin County, FL 34990

Lat./Long.:  
27(10'57" N / 80(22'37" W

UTM:  Zone 17; 
561.11 Km. E; 3006.63 Km. N

Dear Mr. Polley:

This is Permit Number 0850120-004-AC to construct an air pollution source issued pursuant to Chapter 403.087, Florida Statutes (F.S.).  ADD PURPOSE -- EXAMPLE: OR This is a new construction permit to authorize construction of the emissions unit(s) described in this permit.

NOTICE OF RIGHTS:

Any party to this Order has the right to seek judicial review of the permit under Section 120.68 of the Florida Statutes, by filing a Notice of Appeal under Rule 9.110 of the Florida Rules of Appellate Procedure, with the Clerk of the Department of Environmental Protection in the Office of General Counsel of the Department at 3900 Commonwealth Boulevard, Mail Station 35, Tallahassee, Florida 32399-3000, and by filing a copy of the Notice of Appeal accompanied by the applicable filing fees with the appropriate District Court of Appeal.  The Notice of Appeal must be filed within 30 days from the date this Order is filed with the Clerk of the Department.

STATEMENT OF BASIS:

This permit is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Rules 62-4, and 62-204 through 62-297, and in conformance with all existing regulations of the Florida Department of Environmental Protection.  The above named owner or operator is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents attached hereto or on file with the Department, in accordance with the terms and conditions of this permit.

PART I -- SUMMARY INFORMATION

PERMIT CONTENTS:

Part I -- Summary Information

Part II -- Facility-Wide Specific Conditions

Part III -- Emission Unit Specific Conditions

Appendix A -- General Conditions

Appendix B-- General Provisions of 40 CFR 60 and Definitions of 40 CFR 60 Subpart WWW

Appendix C: General Provisions of 40 CFR 63 and Definitions of 40 CFR 63 Subpart AAAA

CONSTRUCT:  This permit addresses the following air pollution emission unit:

Emission Unit Number
Emission Unit Description

002
A 2,000 scfm non-assisted open flare

SIGNIFICANT DATES:
Application Received: March 13, 2003

Additional Information Requested: April 11, & August 06, 2003 

Additional Information received date: July 10, 17, & September 10, 2003

Public Notice of Intent Published: November 26, 2003

Proof of publication received: December 31, 2003

PERMIT HISTORY:

Permit No. 0850120-001-AV issued September 14, 1998.

Permit No. 0850120-002-AC issued June 25, 1998.

PART II -- FACILITY-WIDE SPECIFIC CONDITIONS

Conditions in this part generally apply to all emission units and activities covered under this permit.

1.0
Administrative Requirements

1.1
Regulating Agencies: All applications, tests, reports, notifications, or other submittals required by this permit shall be submitted to the Florida Department of Environmental Protection, Southeast District Office, Air Program at 400 North Congress Avenue, Suite 200, West Palm Beach, Florida, 33401, phone 561-681-6600).  

1.2
Citation Format: In this permit, references to F.A.C. Rule 62-xxx refer to rules promulgated under Title 62 of the Florida Administrative Code; references (if any) to 40 CFR 60.xx (or 61.xx or 63.xx) refer to regulations codified under Part 60 (or 61 or 63) of Title 40 of the Code of Federal Regulations.

1.3 Specific and General Conditions: The owner or operator shall be subject to the specific conditions of this permit and the owner or operator shall be aware of, and operate under, the attached General Conditions, attached as Appendix A of this permit.  General Conditions are binding and enforceable pursuant to Chapter 403, F.S.  

[Rule 62-4.160, F.A.C.]

1.4
Applicable Regulations: This facility is subject to regulation of Florida Administrative Code (F.A.C.) Rules 62-4 and 62-204 through 62-297 and 40 CFR 60.  Issuance of this permit does not relieve the facility owner or operator from compliance with any other applicable federal, state or local permitting requirements or other regulations.

1.5
Other Permits: This air pollution permit does not preclude the owner or operator from obtaining any other types of required permits, licenses or certifications from this Department or other departments or agencies.

1.6
Title V Permit Required: This permit authorizes construction and/or installation of the permitted emission unit and initial operation to determine compliance with Department rules.  The facility has already applied for Title V permit as part of renewal/revision and it is being processed.

[Rules 62-4.030, 62-4.050, F.A.C.]

1.7
Extension of This Permit: A permittee may request that a permit be extended as a modification of the permit. Such a request must be submitted to the Department in writing before the expiration of the permit. Upon timely submittal of a request for extension, unless the permit automatically expires by statute or rule, the permit will remain in effect until final agency action is taken on the request. For construction permits, an extension shall be granted if the applicant can demonstrate reasonable assurances that, upon completion, the extended permit will comply with the standards and conditions required by applicable regulation.
[Rules 62-4.080(3), F.A.C.]

 2.0
General Pollutant Emission Limiting Standards

2.1 Objectionable Odor Prohibited: No person shall cause, suffer, allow or permit the discharge of air pollutants which cause or contribute to an objectionable odor.  

[Rule 62-296.320(2), F.A.C.]

{Permitting note: Objectionable odor is defined as any odor present in the outdoor atmosphere which by itself or in combination with other odors, is or may be harmful or injurious to human health or welfare, which unreasonably interferes with the comfortable use and enjoyment of life or property, or which creates a nuisance}.
2.2 General Visible Emission Standard: Unless otherwise specified by permit or rule, no person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emission of air pollutants from any activity, the density of which is equal to or greater than 20 percent opacity.  

[Rule 62-296.320(4)(b), F.A.C.]

2.3
Volatile Organic Compounds/Organic Solvents Emission: No person shall store, pump, handle, process, load, unload or use in any process or installation, volatile organic compounds or organic solvents without applying known and existing vapor emission control devices or systems deemed necessary and ordered by the Department.

Such controls include the following: ^DELETE ALL THAT DO NOT APPLY AND DELETE ABOVE IF NONE APPLY
· Tightly cover or close all VOC containers when they are not in use.

· Tightly cover all open tanks that contain VOCs when they are not in use.

· Maintain all pipes, valves, fittings, etc., which handle VOCs in good operating condition.

· Confine rags used with VOCs to tightly closed, fireproof containers when not in use.

· Immediately confine and clean up VOC spills and make sure wastes are placed in closed containers for reuse, recycling or proper disposal.


[Rule 62-296.320(1), F.A.C.]

2.4
Unconfined Emission of Particulate Matter: No person shall cause, let, permit, suffer or allow the emission of unconfined particulate matter from any activity, including vehicular movement; transportation of materials; construction, alteration, demolition or wrecking; or industrially related activities such as loading, unloading, storing or handling; without taking reasonable precautions to prevent such emission.

Reasonable precautions include the following: ^DELETE ALL THAT DO NOT APPLY AND DELETE ABOVE IF NONE APPLY
· Paving and maintenance of roads, parking areas and yards.

· Application of water or chemicals to control emission from such activities as demolition of buildings, grading roads, construction, and land clearing.

· Application of asphalt, water, chemicals or other dust suppressants to unpaved roads, yards, open stock piles and similar activities.

· Removal of particulate matter from roads and other paved areas under the control of the owner or operator of the facility to prevent reentrainment, and from buildings or work areas to prevent particulate from becoming airborne.

· Landscaping or planting of vegetation.

· Confining abrasive blasting where possible.

 [Rule 62-296.320(4)(c), F.A.C.]

3.0
Operation Requirements

3.1 Circumvention:  No person shall circumvent any air pollution control device, or allow the emission of air pollutants without the applicable air pollution control device operating properly.  

[Rule 62-210.650, F.A.C.]

3.2
Excess Emission: Excess emission resulting from startup, shutdown or malfunction of any emission unit shall be permitted providing best operational practices to minimize emission are adhered to, and the duration of excess emission shall be minimized but in no case exceeds two hours in any 24 hour period unless specifically authorized by the Department for longer duration.  Excess emission which are caused entirely or in part by poor maintenance, poor operation, or any other equipment or process failure which may reasonably be prevented during startup, shutdown, or malfunction shall be prohibited.

[Rule 62-210.700, F.A.C.]

4.0
Compliance Testing Requirements

4.1 Test Notification: Unless otherwise specified in this permit, the Department of Environmental Protection, Southeast District Office, Air Program shall be notified in writing of expected compliance test dates at least fifteen (15) days prior to compliance testing.  The notification shall include the following information: the date, time, and location of each test, and the test contact person who will be responsible for coordinating and having such test conducted for the owner.  

[Rule 62-297.310(7)(a), F.A.C.]

4.2 Special Compliance Tests: When the Department, after investigation, has good reason (such as complaints, increased visible emission or questionable maintenance of control equipment) to believe that any applicable emission standard in Rules 62-204 through 62-297 or in a permit issued pursuant to those rules is being violated, it shall require the owner or operator of the emission unit to conduct compliance tests which identify the nature and quantity of pollutant emission from the emission unit and to provide a report on the results of said tests to the Department.  

[Rule 62-297.310(7)(b), F.A.C.]

5.0
Reporting and Record Keeping Requirements
5.1 Report Excess Emission: In case of excess emission resulting from malfunctions, each owner or operator shall notify the Department in accordance with Rule 62-4.130, F.A.C. (condition 5.2 below).  A full written report on the malfunctions shall be submitted in a quarterly report, if requested by the Department.  

[Rule 62-210.700(6), F.A.C.]

5.2 Report Plant Operation Problems: If the owner or operator is temporarily unable to comply with any of the conditions of the permit due to breakdown of equipment or destruction by hazard of fire, wind or by other cause, the owner or operator shall immediately notify the Department.  Notification shall include pertinent information as to the cause of the problem, and what steps are being taken to correct the problem and to prevent its recurrence, and where applicable, the owner's intent toward reconstruction of destroyed facilities.  Such notification does not release 

the owner or operator from any liability for failure to comply with Department rules.  

[Rule 62-4.130, F.A.C.]

5.3
Retain Records: All records required by this permit shall be kept by the owner or operator and made available for Department inspection for a minimum of   USE TWO YEARS FOR NON-SYNTHETIC MINOR  five (5) years from the date of such records.  

[Rule 62-4.070(3), F.A.C.]

5.4
Compliance Test Reports: Compliance test reports shall be submitted to the Department of Environmental Protection, Southeast District Office, Air Compliance Section, as soon as practical, but no later than 45 days after the last sampling run of each test is completed.  

Test reports shall provide sufficient detail on the emission unit tested and the test procedures used to allow the Department to determine if the test was properly conducted and the test results properly computed.  Test reports, other than for an EPA or DEP Method 9 test, shall include the following information and other information as necessary to make a complete report required pursuant to Rule 62-297.310(8)(c), F.A.C.:

· The normal type and amount of fuels used and materials processed, and the types and amounts of fuels used and material processed during each test run.

· The means, raw data and computations used to determine the amount of fuels used and materials processed, if necessary to determine compliance with an applicable emission limiting standard.

· The type of air pollution control devices installed on the emission unit, their general condition, their normal operating parameters (pressure drops, total operating current and GPM scrubber water), and their operating parameters during each test run.

· All measured and calculated data required to be determined by each applicable test procedure for each run.

· The detailed calculations for one run that relate the collected data to the calculated emission rate.

· The applicable emission standard and the resulting maximum allowable emission rate for the emission unit, plus the test result in the same form and unit of measure.

[Rules 62-297.310(8)(a) &(b), F.A.C.]

5.5 Annual Report Required: On or before March 1 of each calendar year, a completed DEP Form 62-210.900(5), Annual Operating Report (AOR) Form for Air Pollutant Emitting Facility, shall be submitted to the Department of Environmental Protection, Southeast District Office, Air Program.  Included with this report shall be additional reports, if any, required by this permit in Part III -- Emission Unit Specific Conditions.  

[Rule 62-210.370(3), F.A.C.]

PART III USE “A” IF MORE THAN ONE PART III REQD.-- EMISSION UNIT SPECIFIC CONDITIONS

USE ADDITIONAL LETTERS -- EX. PART III B, PART III C, ETC. -- FOR ADDITIONAL SECTIONS
This part of this permit addresses the following emission unit:

Emission Unit Number
Emission Unit Description

002
A 2,000 scfm, non-assisted open flare

This open flare has maximum heat input rate of 60 mmBtu/hr, and is manufactured by LFG Specialties, Inc. (Model No. CF103018). 

[This emissions unit is regulated under: NSPS - 40 CFR Part 60, Subpart Cc/WWW, adopted and incorporated by reference in Rule 62-204.800, (8)(b)72., F.A.C. and NESHAPs - 40 CFR Part 63, Subpart AAAA] 

1.0
Emission Limiting Standards and Operation Restrictions

TIME PERIODS BELOW SHOULD BE ONE OF: consecutive 12-month period, consecutive 365-day period, month, day -- DO NOT USE year!  EMISSION LIMITS MUST BE BASED ON A RULE OR A REQUEST BY THE APPLICANT!
1.1
This flare shall be designed and operated in accordance with 40 CFR 60.18.  This flare shall be in compliance with the provisions of 40 CFR 60.753, 60.755 and 60.756.


[Rule 62-204.800(8)(b), F.A.C., and 40 CFR 60.752(b)(2)(iii)]

1.2
40 CFR 60.18 Control Device Requirements: The owner or operator shall comply with the following requirements for flares.

(1) Flares shall be designed for and operated with no visible emissions as determined by the methods specified in paragraph (f), except for periods not to exceed a total of 5 minutes during any 2 consecutive hours.

(2) Flares shall be operated with a flame present at all times, as determined by the methods specified in paragraph (f).

(3) Flares shall be used only with the net heating value of the gas being combusted being 7.45 MJ/scm (200 Btu/scf) or greater if the flare is non-assisted.  The net heating value of the gas being combusted shall be determined by the methods specified in paragraph (f).

(4) (iii)  Nonassisted flares designed for and operated with an exit velocity, as determined by the methods specified in paragraph (f)(4), less than the velocity, Vmax, as determined by the method specified in paragraph (f)(5), and less than 122 m/sec (400 ft/sec) are allowed.

[Rule 62-204.800(8)(d), F.A.C., and 40 CFR 60.18(c)]

1.3
Owners or operators of flares used to comply with the provisions of this subpart shall monitor these control devices to ensure that they are operated and maintained in conformance with their designs.  Applicable subparts will provide provisions stating how owners or operators of flares shall monitor these control devices.

[Rule 62-204.800(8)(d), F.A.C., and 40 CFR 60.18(d)]

1.4
Flares used to comply with provisions of this subpart shall be operated at all times when emissions may be vented to them.

[Rule 62-204.800(8)(d), F.A.C., and 40 CFR 60.18(e)]

1.5
Testing Requirements
(1)
Reference Method 22 shall be used to determine the compliance of flares with the visible emission provisions of this subpart.  The observation period is 2 hours and shall be used according to Method 22.

(2)
The presence of a flare pilot flame shall be monitored using a thermocouple or any other equivalent device to detect the presence of a flame.

(3)
The net heating value of the gas being combusted in a flare shall be calculated using the following equation:


   n

HT = K  (    Ci Hi

   i = 1

where:

HT = 
Net heating value of the sample, MJ/scm; where the net enthalpy per mole of off gas is based on combustion at 25ºC and 760 mm Hg, but the standard temperature for determining the volume corresponding to one mole is 20ºC;

K = 
Constant, 1.740 x 10-7 (1/ppm) (g mole/scm) (MJ/kcal) where the standard temperature for (g mole/scm) is 20(C;

Ci = 
Concentration of sample component i in ppm on a wet basis, as measured for organics by Reference Method 18 and measured for hydrogen and carbon monoxide by ASTM D1946–77 (Incorporated by reference as specified in 40 CFR 60.17); and

Hi = 
Net heat of combustion of sample component i, kcal/ g mole at 25ºC and 760 mm Hg.  The heats of combustion may be determined using ASTM D2382–76 (incorporated by reference as specified in 40 CFR 60.17) if published values are not available or cannot be calculated.

(4)
The actual exit velocity of a flare shall be determined by dividing the volumetric flow rate (in units of standard temperature and pressure), as determined by Reference Methods 2, 2A, 2C, or 2D as appropriate; by the unobstructed (free) cross sectional area of the flare tip.

(5)
 The maximum permitted velocity, Vmax, for flares complying with paragraph (c)(4)(iii) shall be determined by the following equation. 

Log10 (Vmax)=(HT+28.8)/31.7 

Vmax=Maximum permitted velocity, M/sec 

28.8=Constant 

31.7=Constant 

HT=The net heating value as determined in paragraph (f)(3).

(6) The maximum permitted velocity, Vmax, for air-assisted flares shall be determined by the following equation. 

Vmax=8.706+0.7084 (HT) 

Vmax
=
Maximum permitted velocity, m/sec 

8.706
=
Constant 

0.7084
=
Constant 

HT
=
The net heating value as determined in paragraph (f)(3).

[Rule 62-204.800(8)(d), F.A.C., and 40 CFR 60.18(f)]

1.6
Closure of landfill.

When a MSW landfill subject to 40 CFR 60, Subpart WWW is closed, the owner or operator is no longer subject to the requirement to maintain an operating permit under 40 CFR 70 for the landfill if the landfill is not otherwise subject to the requirements of either 40 CFR 70 and if either of the following conditions are met:

(1) The landfill was never subject to the requirement for a control system under 40 CFR 60.752(b)(2); or

(2) The owner or operator meets the conditions for control system removal specified in 40 CFR 60.752(b)(2)(v).

[Rule 62-204.800, F.A.C.; 40 CFR 60.752(d)]

2.0 Operational Standards

2.1    
Collection system venting requirements.
Operate the system such that all collected gases are vented to a control system designed and operated in compliance with 40 CFR 60.752(b)(2)(iii).  In the event the collection or control system is inoperable, the gas mover system shall be shut down and all valves in the collection and control system contributing to venting of the gas to the atmosphere shall be closed within 1 hour.

[Rule 62-204.800, F.A.C.; 40 CFR 60.753(e)]

2.2    
Requirement for continuous operation.
Operate the control or treatment system at all times when the collected gas is routed to the system. 

[Rule 62-204.800, F.A.C.; 40 CFR 60.753(f)]

3.0 Compliance Provisions


3.1  
Testing Frequency.  The owner or operator shall annually determine and report the actual exit velocity of each flare using the methods specified in 40 CFR 60.18. The actual exit velocity shall be reported to the Department as an attachment to the facility’s annual report. 

[Rule 62-4.070(3), F.A.C.,]

3.1    
Applicability of permit provisions.

The provisions of 40 CFR 60, Subpart WWW apply at all times, except during periods of start-up, shutdown, or malfunction, provided that the duration of start-up, shutdown, or malfunction shall not exceed 5 days for collection systems and shall not exceed 1 hour for treatment or control devices.

[Rule 62-204.800, F.A.C.; 40 CFR 60.755(e)]

4.0 Monitoring of Operations

4.1    
Each owner or operator seeking to comply with 40 CFR 60.752(b)(2)(iii) using an open flare shall install, calibrate, maintain, and operate according to the manufacturer's specifications the following equipment:

(1) A heat sensing device, such as an ultraviolet beam sensor or thermocouple, at the pilot light or the flame itself to indicate the continuous presence of a flame.

(2) A device that records flow to or bypass of the flare.  The owner or operator shall either:

(i) Install, calibrate, and maintain a gas flow rate measuring device that shall record the flow to the control device at least every 15 minutes; or

(ii) Secure the bypass line valve in the closed position with a car-seal or a lock-and-key type configuration.  A visual inspection of the seal or closure mechanism shall be performed at least once every month to ensure that the valve is maintained in the closed position and that the gas flow is not diverted through the bypass line.

[Rule 62-204.800, F.A.C.; 40 CFR 60.756(c)]

5.0 Reporting Requirements

5.1    
Closure report.

Each owner or operator of a controlled landfill shall submit a closure report to the Administrator within 30 days of waste acceptance cessation.  The Administrator may request additional information as may be necessary to verify that permanent closure has taken place in accordance with the requirements of 40 CFR 258.60.  If a closure report has been submitted to the Administrator, no additional wastes may be placed into the landfill without filing a notification of modification as described under 40 CFR 60.7(a)(4). 

[Rule 62-204.800, F.A.C.; 40 CFR 60.757(d)]

5.2    
Equipment removal report.
(e)  Each owner or operator of a controlled landfill shall submit an equipment removal report to the Administrator 30 days prior to removal or cessation of operation of the control equipment.

(1) The equipment removal report shall contain all of the following items:

(i) A copy of the closure report submitted in accordance with 40 CFR 60.757(d);

(ii) A copy of the initial performance test report demonstrating that the 15 year minimum control period has expired; and

(iii) Dated copies of three successive NMOC emission rate reports demonstrating that the landfill is no longer producing 50 megagrams or greater of NMOC per year.

(2) The Administrator may request such additional information as may be necessary to verify that all of the conditions for removal in 40 CFR 60.752(b)(2)(v) have been met.

[Rule 62-204.800, F.A.C.; 40 CFR 60.757(e)]

5.3
Active collection system annual reports.

Each owner or operator of a landfill seeking to comply with 40 CFR 60.752(b)(2) using an active collection system designed in accordance with 40 CFR 60.752(b)(2)(ii) shall submit to the Administrator annual reports of the recorded information in (f)(1) through (f)(6) of this paragraph.  The initial annual report shall be submitted within 180 days of installation and start-up of the collection and control system, and shall include the initial performance test report required under 40 CFR 60.8.  For enclosed combustion devices and flares, reportable exceedances are defined under 40 CFR 60.758(c).

(1) Value and length of time for exceedance of applicable parameters monitored under 40 CFR 60.756(a), (b), (c), and (d). 

(2) Description and duration of all periods when the gas stream is diverted from the control device through a bypass line or the indication of bypass flow as specified under 40 CFR 60.756.

(3) Description and duration of all periods when the control device was not operating for a period exceeding 1 hour and length of time the control device was not operating.

[Rule 62-204.800, F.A.C.; 40 CFR 60.757(f)]

6.0 Record Keeping Requirements

6.1    
Control equipment test results.

(b)  Except as provided in 40 CFR 60.752(b)(2)(i)(B), each owner or operator of a controlled landfill shall keep up-to-date, readily accessible records for the life of the control equipment of the data listed in paragraphs (b)(1) through (b)(4) below as measured during the initial performance test or compliance determination.  Records of subsequent tests or monitoring shall be maintained for a minimum of 5 years.  Records of the control device vendor specifications shall be maintained until removal.

(4) Where an owner or operator subject to the provisions of this subpart seeks to demonstrate compliance with 40 CFR 60.752(b)(2)(iii)(A) through use of an open flare, the flare type (i.e., steam-assisted, air-assisted, or nonassisted), all visible emission readings, heat content determination, flow rate or bypass flow rate measurements, and exit velocity determinations made during the performance test as specified in 40 CFR 60.18; continuous records of the flare pilot flame or flare flame monitoring and records of all periods of operations during which the pilot flame of the flare flame is absent.

[Rule 62-204.800, F.A.C.; 40 CFR 60.758(b)]

6.2    
Equipment operating parameters.

(c)  Except as provided in 40 CFR 60.752(b)(2)(i)(B), each owner or operator of a controlled landfill subject to the provisions of this subpart shall keep for 5 years up-to-date, readily accessible continuous records of the equipment operating parameters specified to be monitored in 40 CFR 60.756 as well as up-to-date, readily accessible records for periods of operation during which the parameter boundaries established during the most recent performance test are exceeded.

Each owner or operator seeking to comply with the provisions of this subpart by use of an open flare shall keep up-to-date, readily accessible continuous records of the flame or flare pilot flame monitoring specified under 40 CFR 60.756(c), and up-to-date, readily accessible records of all periods of operation in which the flame or flare pilot flame is absent.

[Rule 62-204.800, F.A.C.; 40 CFR 60.758(c)]

6.3    
Exceedances.

(e)  Except as provided in 40 CFR 60.752(b)(2)(i)(B), each owner or operator subject to the provisions of 40 CFR 60, Subpart WWW shall keep for at least 5 years up-to-date, readily accessible records of all collection and control system exceedances of the operational standards in 40 CFR 60.753, the reading in the subsequent month whether or not the second reading is an exceedance, and the location of each exceedance.

[Rule 62-204.800, F.A.C.; 40 CFR 60.758(e)]

7.0
This emission unit is subject to the following requirements from 40 CFR Part 60 (see attached Appendix B):


40 CFR 60.7
Notification and record keeping.


40 CFR 60.8
Performance tests 


40 CFR 60.11
Compliance with standards and maintenance requirements 

40 CFR 60.13

Monitoring requirements 


40 CFR 60.14

Modification


40 CFR 60.15
Reconstruction 

8.0
Following specific conditions are from 40 CFR 63 Subpart AAAA "National Emission Standards for Hazardous Air Pollutants: Municipal Waste Landfills".

8.1
The facility shall comply with the applicable requirements of 40 CFR 63 Subpart AAAA by January 16, 2004.


[40 CFR 63.1945(b)]

8.2
The facility shall comply with the requirements of 40 CFR 60 Subpart WWW.


[40 CFR 63.1955(a)(1)]

8.3
Compliance is determined in the same way it is determined for 40 CFR part 60, subpart WWW, including performance testing, monitoring of the collection system, continuous parameter monitoring, and other credible evidence. 

In addition, continuous parameter monitoring data, collected under 40 CFR 60.756(b)(1) (see specific condition 4.1) of subpart WWW, are used to demonstrate compliance with the operating conditions for control systems. 

If a deviation occurs, the facility has failed to meet the control device operating conditions described in this subpart and has deviated from the requirements of this subpart. 

Finally, the facility must develop and implement a written SSM plan according to the provisions in 40 CFR 63.6(e)(3). A copy of the SSM plan must be maintained on site. Failure to write, implement, or maintain a copy of the SSM plan is a deviation from the requirements of this subpart. 

[40 CFR 63.1960]

What is a Deviation?

8.4
For the purposes of the landfill monitoring and SSM plan requirements, deviations include the items in paragraphs (a) through (c) of this section. 

(a) A deviation occurs when the control device operating parameter boundaries described in 40 CFR 60.758(c)(1) of subpart WWW (see specific condition #6.2) are exceeded. 

(b) A deviation occurs when 1 hour or more of the hours during the 3-hour block averaging period does not constitute a valid hour of data. A valid hour of data must have measured values for at least three 15-minute monitoring periods within the hour. 

(c) A deviation occurs when a SSM plan is not developed, implemented, or maintained on site. 

[40 CFR 63.1965]

How to calculate the 3-hour block average used to demonstrate compliance? 

8.5
Averages are calculated in the same way as they are calculated in 40 CFR part 60, subpart WWW, except that the data collected during the events listed below are not to be included in any average computed under this subpart: 

(a) Monitoring system breakdowns, repairs, calibration checks, and zero (low-level) and high-level adjustments. 

(b) Startups. 

(c) Shutdowns. 

(d) Malfunctions

[40 CFR 63.1975]


What records and reports must the facility keep and submit? 

8.6 Keep records and reports as specified in 40 CFR part 60, subpart WWW with one exception: The facility must submit the annual report described in 40 CFR 60.757(f)  (see sp. Condition #5.3) every 6 months. 

The facility must also keep records and reports as specified in the general provisions of 40 CFR part 60 and this part (see Appendix C). Applicable records in the general provisions include items such as SSM plans and the SSM plan reports. 


[40 CFR 63.1980]

8.7
This emission unit is subject to the following requirements from Title 40 of the Code of Federal Regulations part 60 (see Appendix C): 



40 CFR 63.1(a), (b) & (e)
Applicability. 
40 CFR 63.2 
Definitions.

40 CFR 63.4 
Prohibited activities and circumvention.

40 CFR 63.5 (b)
Preconstruction review and notification requirements.

40 CFR 63.6 (e) & (f)
Compliance with standards and maintenance requirements.

40 CFR 63.10 (b)(2)(i)-(v) & (d)(5)
Recordkeeping and reporting requirements.

40 CFR 63.12 (a)
State authority and delegations.

40 CFR 63.15 
Availability of information and confidentiality.


[40 CFR 63.1980(b)]

Executed in West Palm Beach, Florida.

STATE OF FLORIDA DEPARTMENT

OF ENVIRONMENTAL PROTECTION

________________________________​​​_____________

Thomas Tittle
             Date

District Air Program Administrator

Southeast District

TT/LT/bf

cc:
Scott D. Trainor, PE, Camp Dresser & McKee Inc.
e-mail

TrainorSD@cdm.com LOCAL PROGRAM

Virginia P. Sherlock, Littman, Sherlock & Heims, P.A.
e-mail

LSHlaw@bellsouth.net
Sam Marx, President, Stuart West POA Board of Directors
Stuart West Property Owners Association, Inc., P.O. Box 1335, Palm City, FL 34991

Raisa Neginsky, DEP, Compliance 
Raisa.Neginsky@dep.state.fl.us
Stanley Ganthier, DEP, Compliance 
Stanley.Ganthier@dep.state.fl.us
FILING AND ACKNOWLEDGMENT: FILED, on this date, pursuant to § 120.52(7), F.S., with the designated Department Clerk, receipt of which is hereby acknowledged.


_____________________________
________________


Clerk
Date
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