Permittee:
Facility Number: 0950067 

Orlando Regional Healthcare Systems
Permit Number: 0950067-001-AF

65 Sturtevant Street, Suite B, 

Expiration Date: June 30, 2012

Mail Point 71
County: Orange 

Orlando, Florida 32806
Latitude/Longitude:




28° 31’ 33"N/81° 22' 56"W

Attn.:
Karl Hodges,  
Project: 3 steam boilers and 8 emergency


Vice President Business Development
generators (initial FESOP)

This permit is issued under the provisions of Chapter(s) 403, Florida Statutes, and Florida Administrative Code Rule(s) 62-210.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents attached hereto or on file with the department and made a part hereof and specifically described as follows:

This is the initial FESOP (Federally Enforceable State Operating Permit) for the facility, which is the Orlando Regional Healthcare Systems, Downtown Campus.

The permittee may operate fuel-burning equipment (including three natural gas-fired steam boilers and eight internal combustion diesel driven emergency generators).  Additionally, the permittee may operate the following insignificant sources: 2 diesel driven emergency fire water pumps; numerous small (i.e., less than 150,000 British thermal unit [Btu] each) natural gas-fired kitchen dryers, stoves, ovens, steamers, and grills with a total heat input capacity of 2.0 million British thermal units per hour [MMBtu/hr]); various diesel fuel storage tanks; one ethylene oxide sterilizer; and miscellaneous laboratory equipment.

This facility, Orlando Regional Healthcare Systems, Downtown Campus, is located at 1414 Kuhl Avenue, Orlando, Orange County, Florida.
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Operating Conditions

 1.  

Capacity. The total annual fuel consumption for the permitted package steam boilers at the facility is limited to 733.2 million standard cubic feet of natural gas or 3.540 million gallons of fuel oil containing no more than 0.05 percent sulfur, or an equivalent prorated amount if multiple fuels are used.

[Rules 62-210.200, (Potential Emissions or Potential to Emit, PTE), F.A.C., and 62-4.070(3), F.A.C., and application received on March 30, 2007]

 2. 
Hours of Operation.  The package steam boilers are limited to less than 6000 operational hours of utilizing low sulfur no. 2 fuel oil per consecuive twelve-month period.  The steam boilers may operate continuously when utilizing natural gas as a fuel.  Emergency generators are limited to 250 non-emergency operation hours per consecutive 12-month period. Emergency generators operational hours are not limited during emergency operation.  Other emission sources are permitted to operate continuously.

[Rules 62-210.200, (Potential Emissions or Potential to Emit, PTE), F.A.C., and 62-4.070(3), F.A.C., and application received on March 30, 2007]

Emission Limitations and Standards
 3. 
The maximum facility nitrogen oxides (NOx), Carbon monoxide (CO), sulfur dioxide (SO2), and volatile organic compound (VOCs) emission rates are each limited to less than 88.7 tons, 38.9 tons, 13.4 tons, and 3.2 tons per consecutive twelve-month period.  Additionally, total hazardous air pollutant (HAP) emissions are limited to less than 25.0 tons per consecutive 12 months, and each HAP emission is limited to less than 10.0 tons per consecutive 12 months.  

[Rule 62-210.200, (Potential Emissions or Potential to Emit, PTE), F.A.C., and the permit application received on March 30, 2007]

 4.
Visible emissions from the facility are limited to less than 20% opacity  [Rule 62-296.320(4)(b)1., F.A.C.].  
Compliance
 5. 
Each of the three largest natural-gas-fired package steam boilers at the facility must be tested for visible emissions in accordance with DEP Method 9 at least 90 days prior to permit expiration date.  The required minimum period of observation for a compliance test shall be sixty (60) minutes for boilers which emit or have the potential to emit 100 tons per year or more of particulate matter, and thirty (30) minutes for boilers which have potential emissions less than 100 tons per year of particulate matter.  The opacity test observation period shall include the period during which the highest opacity emissions can reasonably be expected to occur.


[Rules 62-296.320(4)(b)4.a. and 62-297.310(4)(a)2., F.A.C.]


 6. 
The owner or operator shall notify the air compliance section of the Orange County Environmental Protection Division, at least 15 days prior to the date on which each formal compliance test is to begin, of the date, time, and place of each such test, and the test contact person who will be responsible for coordinating and having such test conducted for the owner or operator.
      [Rule 62-297.310(7)(a)9., F.A.C.]

7.
The owner or operator shall submit a copy of the compliance test results to the air compliance section of the Orange County Environmental Protection Division as soon as practical but no later than 45 days after the last sampling run of each test is completed.    


[Rule 62-297.310(8)(b), F.A.C]

 8.
The owner or operator shall complete DEP Form No. 62-210.900(5), F.A.C. “Annual Operating Report for Air Pollutant Emitting Facility”, including the Emissions Report, for each calendar year and submit to the air compliance section of the Orange County Environmental Protection Division on or before March 1 of the following year.

      [Rule 62‑210.370(3)(a), F.A.C.]

 9.  
For the purpose of submitting well-organized Annual Operating Reports, there shall be two (2) emission sources for the facility as designated:

      Emission Unit 1 - Three steam boilers
      Emission Unit 2 – Eight diesel-fired emergency generators

[Rule 62-4.070(3), F.A.C.]

10.
In order to demonstrate compliance with condition numbers 1 and 3, the permittee shall maintain a log at the facility for a period of at least 5 years from the date the data is recorded.  The log at a minimum shall contain the following:

Monthly

a)
designation of month and year of operation for which records are being tabulated

b) consecutive 12-month total of NOx emissions

c) consecutive 12-month total of CO  emissions

d) consecutive 12-month total of SO2  emissions 

e) consecutive 12-month total of VOC emissions
f) steam boilers natural gas consumption (consecutive 12-month total)

g) steam boilers diesel fuel consumption (consecutive 12-month total)

h) emergency generators diesel fuel consumption (consecutive 12-month total)

i)
emergency generators operational hours (consecutive 12-month total); make a notation whether the operational hours are emergency or non-emergency

j) consecutive 12-month total of total HAPs emissions and each HAP emission

[Rule 62-4.070(3), F.A.C.]

Record keeping is not required for insignificant sources at the facility including the following: 2 diesel driven emergency fire water pumps; numerous small (i.e., less than 150,000 British thermal unit [Btu] each) natural gas-fired kitchen dryers, stoves, ovens, steamers, and grills with a total heat input capacity of 2.0 million British thermal units per hour [MMBtu/hr]); various diesel fuel storage tanks; one ethylene oxide sterilizer; and miscellaneous laboratory equipment.

Note:  A consecutive 12-month total is equal to the total for the month in question plus the totals for the eleven months previous to the month in question.  A consecutive 12-month total treats each month of the year as the end of a 12-month period.  A 12-month total is not a year-to-date total.  Facilities that have not been operating for 12 months should retain 12-month totals using whatever number of months of data are available until such a time as a consecutive 12-month total can be maintained each month.

Supporting documentation (chemical usage tracking logs, MSDS sheets, purchase orders, EPA "As Supplied” data sheets, etc.) shall be kept for each chemical and associated products which includes sufficient information to determine usage rates and emissions. These records shall be made available to the Department upon request. Documentation of each chemical reclaimed will use a mass balance method to determine usage/emissions (amount used minus amount collected for disposal or recycle). The log and documents shall be kept at the facility for at least 5 years and made available to the Department.  Monthly logs shall be completed by the end of the following month.

[Rule 62-4.070(3), F.A.C.]

Permit Application
11. 
At least sixty days prior to the expiration date of this permit, the permittee shall submit to the Orange County Environmental Protection Division this office four air permit applications, DEP Form No. 62-210.900(1), along with the processing fee established in Rule 62-4.050(4), F.A.C.


[Rule 62-4.090, F.A.C.]

12.  
If a new or larger steam boiler or emergency generator is to be installed, then the permittee shall submit to the Orange County Environmental Protection Division four air construction permit applications, DEP Form No. 62-210.900(1)- Form (effective 02/02/06), or DEP Form No. 62-210.900(3) – Form (effective 2/11/99), along with the processing fee established in Rule 62-4.050(4), F.A.C., and obtain a permit, prior to installation of the new or larger unit. 

[Rule 62-4.070(3), F.A.C.] 

STATE OF FLORIDA DEPARTMENT

OF ENVIRONMENTAL PROTECTION

James N. Bradner, P.E.

Program Administrator

Air Resources Management

Issued: 




