Permittee:  Orlando Regional Healthcare Systems     
Permit Number:  0950067-002-AC



Permit Expiration Date:  December 31, 2008

SPECIFIC CONDITIONS
Operating Conditions

1. Emergency generators are limited to 250 non-emergency operating hours per consecutive 12-month period.  Emergency generator operating hours are not limited during emergency conditions.

 
[Rule 62-210.200(243), Potential to Emit (PTE), F.A.C. and permit 0950067-001-AF]

2.
The emergency generator is limited to using fuel with a maximum sulfur content of 0.05 percent.


[Rule 62-210.200(243), Potential to Emit (PTE), F.A.C. and permit 0950067-001-AF]

3.  No person shall cause, suffer, allow or permit the discharge of air pollutants that cause or contribute to an objectionable odor.  An objectionable odor is defined as any odor present in the outdoor atmosphere that by itself or in combination with other odors, is or may be harmful or injurious to human health or welfare, which unreasonably interferes with the comfortable use and enjoyment of life or property, or which creates a nuisance.


[Rules 62-296.320(2) and 62-210.200, F.A.C., Orange County Ordinance Chapter 15 Article III]

Emission Limits
4. Visible emissions from the emergency generator are limited to 20 percent opacity.

[Rule 62-296.320(4)(b)1., F.A.C.]

5. The maximum permitted facility-wide emissions shall be:

a. for nitrogen oxides (NOx), 89.1 tons per consecutive 12 month period; 

b. for carbon monoxide (CO), 39.2 tons per consecutive 12 month period; 

c. for sulfur dioxide (SO2), 13.5 tons per consecutive 12 month period; 

d. for volatile organic compounds (VOC), 3.3 tons per consecutive 12 month period.


[Rule 62-210.200, PTE, F.A.C.]

Record Keeping 
6. A log shall be kept for this facility to document compliance with the limitations of specific condition numbers 1 and 5.  The log shall contain monthly and consecutive 12-month totals of the emergency generator hours of operation and the pollutants listed in condition 5.  The log shall be completed within 30 days of the end of the month reported, and shall be retained on file at the facility for at least five years.  The log shall contain the following for each month:

a. month and year for which data was recorded;

b. hours of operation of the emergency generator;

c. facility total of emissions of NOx, CO, SO2 and VOC, in tons per year.

[Rule 62-4.070(3), F.A.C.]

Note:  A consecutive 12-month total is equal to the total for the month in question plus the totals for the eleven months previous to the month in question.  A consecutive 12-month total treats each month of the year as the end of a 12-month period.  A 12-month total is not a year-to-date total.  Facilities that have not been operating for 12 months should retain 12 month totals using whatever number of months of data are available until such a time as a consecutive 12-month total can be maintained each month.

Compliance Testing
7. The emergency generator must be tested for visible emissions in accordance with FDEP Method 9 within 90 days after the generator is installed.  The FDEP Method 9 test shall last 30 minutes.

[Rules 62-297.310(4)(a)2. and 62-297.310(7)(a)1., F.A.C.]

8. At least 15 days prior to the date on which each formal compliance test is due to begin, the permittee shall provide written notification of the test to EPD. The notification must include the following information: the date, time, and location of each test; the name and telephone number of the facility’s contact person who will be responsible for coordinating the test; and the name, company, and telephone number of the person conducting the test.

[Rule 62-297.310(7)(a)9., F.A.C.]

9. Testing of emissions shall be conducted with the emissions unit operating at permitted capacity.  Permitted capacity is defined as 90 to 100 percent of the maximum operating rate allowed by the permit.  If it is impractical to test at permitted capacity, subsequent emissions unit operation is limited to 110 percent of the test load until a new test is conducted.  Once the unit is so limited, operation at higher capacities is allowed for no more than 15 consecutive days for the purpose of additional compliance testing to regain the authority to operate at the permitted capacity.

[Rule 62-297.310(2), F.A.C]

10. The owner or operator shall submit a copy of the compliance test results to EPD within 45 days after the last sampling run of each test is completed.

[Rule 62-297.310(8)(b), F.A.C]

Permit Application 
11. The construction shall reasonably conform to the plans and schedule submitted in the application.  If the permittee is unable to complete construction on schedule, he must notify EPD in writing at least 90 days prior to the expiration of this construction permit and submit an application for an extension of this permit.
12. An operating permit is required for this source.  To obtain an operating permit, the permittee must demonstrate compliance with the conditions of this construction permit and submit to EPD four copies of an air permit application, the appropriate fee listed in Rule 62-4.050(4), the compliance test results, and records demonstrating compliance.  The application shall be submitted no later than 90 days before the expiration of this permit.
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