Permittee:
Facility Number: 0970077

Florida Gas Transmission Company
Permit Number: 0970077-002-AO

P.O. Box 1188

Expiration Date: August 30, 2008

Houston, TX 77251
County: Osceola 


Latitude/Longitude:


Atten:
Rick Craig, Vice President,
28° 16' 59"N/81° 35' 21"W 



Southeastern Operations
Project: Compressor Station No. 31







This permit is issued under the provisions of Chapter(s) 403, Florida Statutes, and Florida Administrative Code Rule(s) 62-210.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents attached hereto or on file with the department and made a part hereof and specifically described as follows:

The permittee can operate a new pipeline compressor station consisting of a new natural gas-fired Caterpillar G3608 reciprocating compressor engine rated at 2225 bhp (brake horse power), a natural gas-fired Cummins-Onan Model GTA-12 emergency generator rated at 184 bhp (break horse power), a pipeline condensate tank, an oily water storage tank, and two facility buildings.

The emergency generator, pipeline condensate tank, oily water storage tank, and fugitive emisssions from component leaks (valves, connectors, open-ended lines, flanges) are exempt from air permitting requirements.

[Rule 62-210.300(3), F.A.C.] 

This source is located at South Old Lake Wilson Road, just south of intersection with Interstate 4 in Osceola County, Florida.

General Conditions, which are pages 2 and 3, are mailed only to the permittee.
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OPERATING CONDITIONS
1. The maximum heat input rate to the compressor engine shall not exceed 16.7 MMBtu per hour while producing approximately 2225 bhp based on a lower heating value (LHV) of 905 Btu per SCF for natural gas.


[Rule 62-210.200(PTE), F.A.C.]

2. The compressor engine is allowed to operate continuously.


[Rule 62-210.200(PTE), F.A.C]

3. The compressor engine is allowed to use natural gas only.


[Rule 62-210.200(PTE), F.A.C.]

 4.
No person shall circumvent any pollution control device or allow the emissions of air pollutants without the applicable air pollution control device operating properly.

      [Rule 62-210.650, F.A.C.]

 5.
Excess emissions resulting from startup, shutdown, or malfunction of any emission unit shall be permitted providing (1) best operational practices to minimize emissions are adhered to and (2) the duration of excess emissions shall be minimized but in no case exceed 2 hours in any 24 hour period unless specifically authorized by the Department for a longer duration.


[Rule 62-210.700(1), F.A.C.]

EMISSION LIMITS

 6.
No person shall store, pump, handle, process, load, unload or use in any process or installation, volatile organic compounds or organic solvents without applying known and existing vapor emission control devices or systems deemed necessary and ordered by the Department [Rule 62‑296.320(1)(a), F.A.C.].  To comply, procedures to minimize pollutant emissions should include but not be limited to the following:

a)
Tightly cover or close all VOC containers when they are not in use;

b)
Tightly cover, where possible, all open troughs, basins, baths, tanks, etc. when they are not in use;

c)
Maintain all piping, valves, fittings, etc. in good operating condition;

d)
Prevent excessive air turbulence across exposed VOCs;

e)
Immediately confine and clean up VOC spills and make sure certain wastes are placed in closed containers for reuse, recycling or proper disposal.

 7.
No person shall cause, suffer, allow or permit the discharge of air pollutants which cause or contribute to an objectionable odor.  An objectionable odor is defined as any odor present in the outdoor atmosphere which by itself or in combination with other odors, is or may be harmful or injurious to human health or welfare, which unreasonably interferes with the comfortable use and enjoyment of life or property, or which creates a nuisance.


[Rules 62‑296.320(2) and 62-210.200(203), F.A.C.]

 8. 
The visible emission limitation for each emission unit, which emits particulates, must comply with Rule 62‑296.320(4)(b)1., F.A.C. (limited to less than 20% opacity).

 9. 
Excess emissions caused entirely or in part by poor maintenance, poor operation, or any other equipment or process failure that may reasonably be prevented during startup, shutdown or malfunction shall be prohibited.

[Rule 62-210.700(4), F.A.C.]

COMPLIANCE
10.  A DEP Form No. 62-210.900(5), "Annual Operating Report for Air Pollutant Emitting Facility" including the Emissions Report, shall be completed for each calendar year on or before March 1 of the following year and submitted to the Compliance Authority.

      [Rule 62-210.370(3)(a), F.A.C.]

11. If temporarily unable to comply with any of the conditions of the permit due to breakdown of equipment or destruction by fire, wind or other cause, the permittee shall notify each Compliance Authority as soon as possible, but at least within one working day, excluding weekends and holidays. The notification shall include: pertinent information as to the cause of the problem; steps being taken to correct the problem and prevent future recurrence; and, where applicable, the owner’s intent toward reconstruction of destroyed facilities.  Such notification does not release the permittee form any liability for failure to comply with the conditions of this permit or the regulations.


[Rule 62-4.130, F.A.C.]

12. In case of excess emissions resulting from malfunctions, the permittee shall notify the Compliance Authority in accordance with Rule 62-4.130, F.A.C.  A full written report on the malfunctions shall be submitted in a quarterly report, if requested by the Department.


[Rule 62-210.700(6), F.A.C.]

RECORD KEEEPING

13.
In order to demonstrate compliance with condition number 1, the permittee shall maintain a log at the facility for a period of at least 3 years from the date the data is recorded.  The log at a minimum shall contain the following:

      Monthly
a)
designation of the month and year of operation for which the records are being tabulated

b)
consecutive 12-month total of natural gas (MMSCF) burned by the compressor engine  

      [Rules 62-4.070, F.A.C. and 62-4.160(14), F.A.C.]

Note:  A consecutive 12 month total is equal to the total for the month in question plus the totals for the eleven months previous to the month in question.  A consecutive 12-month total treats each month of the year as the end of a 12-month period.  A 12-month total is not a year-to-date total.  Facilities that have not been operating for 12 months should retain 12 month totals using whatever number of months of data are available until such a time as a consecutive 12 month total can be maintained each month.

PERMIT APPLICATION
14.
At least sixty days prior to the expiration date of this permit, the permittee shall submit to this office four air permit applications, DEP Form No. 62-210.900(3), along with the processing fee established in Rule 62-4.050(4), F.A.C. 

      [Rule 62-4.090, F.A.C.]



STATE OF FLORIDA DEPARTMENT




OF ENVIRONMENTAL PROTECTION


L.T. Kozlov, P.E.


Program Administrator




Air Resources Management




Issued: 



CERTIFICATION

Application Number 0970077-002-AO

APPLICANT: Florida Gas Transmission Company

PROJECT: Compressor Station No. 31


I HEREBY CERTIFY that the engineering features described in the referenced application for an Air Construction Permit provide reasonable assurance of compliance with the applicable provisions of Chapter 403, Florida Statutes, and Florida Administrative Code Title 62.  However, I have not evaluated and I do not certify aspects of the proposal outside of my area of expertise (including but not limited to the electrical, mechanical, structural, hydrological, and geological features).




______________________________




ALAN ZAHM, P.E.




SEAL 36903

