FINAL DETERMINATION


PERMITTEE

Osceola Farms Company
32298 State Road 700
Pahokee, Florida  33476

Permitting Authority

Florida Department of Environmental Protection

Engineering and Permitting Section

South District Office

2295 Victoria Avenue, Suite 364

Fort Myers, Florida  33901-2549

PROJECT

Air Permit No. 0990019-013-AC

Air Construction Permit

Osceola Farms
This air construction permit authorizes Osceola Farms to independently stack test each of the exhaust stacks on the two scrubbers associated with Boiler No. 2 and on the two scrubbers associated with Boiler No. 5.  The stack tests are performed for the purpose of demonstrating compliance with permitted emissions limits for particulate matter (PM), volatile organic compounds (VOC) and nitrogen oxides (NOX).
NOTICE AND PUBLICATION

The Department distributed a draft minor source air construction permit package on March 15, 2013.  The applicant published the Public Notice in the Palm Beach Post on April 12, 2013.  The Department received the proof of publication on April 19, 2013.  No requests for administrative hearings or requests for extensions of time to file a petition for administrative hearing were received.  
Applicant
On April 8, 2013, the Department received comments from the applicant.  The following summarizes the comments and the Department’s response:
1. Comment.  Changes were requested to the language in Specific Condition 1.d.ii.
Response:  Agreed.  Additionally, the Department has also two sentences at the end of Specific Condition 1.d.i. to clarify ambiguity relating to operating rate during testing and operating rate after testing.  Specific Conditions 1.d.i. and 1.d.ii. have been changed as indicated below:
1.d.i. During the second and any subsequent days of testing either the South scrubber or the North scrubber, the steam flow achieved by Boiler No. 2 during the testing shall be within +15 percent of the steam flow achieved during the first day of testing for the boiler.  The operating rate during testing shall comply with Rule 62-297.310(2), F.A.C.  For purposes of determining compliance with Rule 62-297.310(2), the average steam flow for the boiler during all test runs conducted on the north and south scrubbers shall be the determining rate for subsequent boiler operation until a new test is conducted.
1.d.ii. During the second and any subsequent days of testing either the South scrubber or the North scrubber, the pressure drop and water flow rate achieved by each scrubber (i.e., South or North scrubber) during the testing shall be within +15 percent of the scrubber minimum and maximum pressure drop and water flow rates achieved by each individual scrubber (South or North) during the first test run runs on the first day of testing, regardless of which scrubber stack is being tested.
2. Comment.  Changes were requested to the language in Specific Condition 1.e.ii.

Response:  Agreed.  Additionally, the Department has also two sentences at the end of Specific Condition 1.e.i. to clarify ambiguity relating to operating rate during testing and operating rate after testing.  Specific Condition 1.e.i. and 1.e.ii. have been changed as indicated below:
1.e.i. During the second and any subsequent days of testing either the East scrubber or the West scrubber, the steam flow achieved by Boiler No. 5 during the testing shall be within +15 percent of the steam flow achieved during the first day of testing for the boiler.  The operating rate during testing shall comply with Rule 62-297.310(2), F.A.C.  For purposes of determining compliance with Rule 62-297.310(2), the average steam flow rate for the boiler during all test runs conducted on the east and west scrubbers shall be the determining rate for subsequent boiler operation until a new test is conducted.
1.e.ii. During the second and any subsequent days of testing either the East scrubber or the West scrubber, the pressure drop and water flow rate achieved by each scrubber (i.e., East or West scrubber) during the testing shall be within +15 percent of the scrubber minimum and maximum pressure drop and water flow rates achieved by each individual scrubber (East or West) during the first test run runs on the first day of testing, regardless of which scrubber stack is being tested.

3. Comment.  Changes were requested to the permitting note at the end of Specific Condition 1.
Response:  Agreed.  The permitting note has been changed as follows:

{Permitting Note:  If the facility is not able to meet condition 1.d. or 1.e. above, the facility is to submit in the test report the reasons why the operating parameters during the second scrubber stack test could not be maintained within 15% of the first test run runs for the first scrubber’s stack test.  The Department will review with discretion in determining acceptance of the test report.}
CONCLUSION

The final action is to issue the permit with the minor changes, corrections and clarifications as described above.
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