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Permittee
	Sugar Cane Growers Cooperative of Florida

1500 West Sugar House Road / P.O. Box 666

Belle Glade, Florida  33430-0666

Authorized Representative:

Mr. Jose F. Alvarez
Senior V.P. of Planning and Operations
	Air Permit No. 0990026-014-AC

Expiration Date:  November 1, 2009
Sugar Cane Growers Cooperative of Florida

Glades Sugar House

BART Project

	
	


Plant and Location

The Sugar Cane Growers Cooperative of Florida operates the Glades Sugar House, which is located in Palm Beach County at 1500 West Sugar House Road in Belle Glade, Florida.  The facility is an existing sugar mill, which is identified by Standard Industrial Classification code No. 2061.
Statement of Basis
This air pollution construction permit is issued under the provisions of Chapter 403 of the Florida Statutes (F.S.), and Chapters 62-4, 62-204, 62-210, 62-212, 62-296 and 62-297 of the Florida Administrative Code (F.A.C.).  Pursuant to Rule 62-296.340, F.A.C., the permittee shall implement the air pollution control measures specified in this permit as the Best Available Retrofit Technology (BART).
Effective Date

Unless otherwise specified by this permit, the BART-eligible sources shall comply with the conditions of this permit as expeditiously as practicable, but not later than December 31, 2013.  [Rule 62-296.340(3)(b)2, F.A.C.]
Executed in Tallahassee, Florida
(DRAFT)

___________________________________
_______________

Joseph Kahn, Director
(Date)

Division of Air Resource Management

Facility Description
The facility consists of a sugar mill and boiling house where sugar cane is milled and pressed to extract the raw juice, which is then clarified, crystallized and centrifuged.  Process steam for the mill and boiling house operations is furnished by six boilers fired with bagasse as the primary fuel.  Bagasse is the residual vegetative matter remaining after sugar cane is milled and processed.  The boilers fire No. 6 residual fuel oil as a startup fuel and to supplement bagasse.  The facility also includes a spray booth to apply petroleum-based protective coatings to sugar cane trailers and to sugar cane wagons.
Facility Regulatory Classifications
· The facility is a major source of hazardous air pollutants (HAP).

· The facility does not operate units subject to the acid rain provisions of the Clean Air Act.

· The facility is a Title V major source of air pollution in accordance with Chapter 213, F.A.C.

· The facility is a major stationary source pursuant to Rule 62-212.400, F.A.C. for the Prevention of Significant Deterioration (PSD) of Air Quality.

BART-Eligible Emissions Units
This permitting action affects the following BART-eligible emissions units at the plant.
	EU No.
	Emission Unit Description

	1
	Boiler 1

	2
	Boiler 1

	3
	Boiler 3

	4
	Boiler 4

	5
	Boiler 5
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1. Permitting Authority:  The Permitting Authority for this project is the Bureau of Air Regulation in the Division of Air Resource Management of the Florida Department of Environmental Protection.  The mailing address for the Bureau of Air Regulation is 2600 Blair Stone Road, MS #5505, Tallahassee, Florida  32399-2400.

2. Compliance Authority:  All documents related to compliance activities such as reports, tests, and notifications shall be submitted to the Palm Beach County Health Department’s Air Pollution Control Section in the Division of Environmental Health and Engineering at P.O. Box 29, West Palm Beach, Florida  33402.  Copies of these documents shall also be submitted to the Air Resource Section of the Department’s South District Office at 2295 Victoria Avenue, Suite 364, Fort Myers, Florida  33901-3381.
3. Appendices:  The following Appendices are attached as part of this permit:  Appendix A (Citation Formats) and Appendix B (General Conditions).
4. Applicable Regulations, Forms and Application Procedures:  Unless otherwise specified in this permit, the construction and operation of the subject emissions units shall be in accordance with the capacities and specifications stated in the application.  The facility is subject to the applicable provisions of: Chapter 403, F.S.; Chapters 62-4, 62-204, 62-210, 62-212, 62-213, 62-296 and 62-297, F.A.C.; and the applicable parts and subparts of Title 40, Code of Federal Regulations (CFR).  Issuance of this permit does not relieve the permittee from compliance with any applicable federal, state, or local permitting or regulations.

5. Title V Permit:  This permit authorizes specific modifications and/or new construction on the affected emissions units as well as initial operation to determine compliance with conditions of this permit.  A Title V operation permit is required for regular operation of the permitted emissions unit.  The permittee shall apply for a revised Title V operation permit at least 90 days prior to expiration of this permit.  To apply for a Title V operation permit, the applicant shall submit the appropriate application form, compliance test results, and such additional information as the Department may by law require.  The application shall be submitted to the Air Resource Section of the Department’s South District Office with copies to the Palm Beach County Health Department’s Air Pollution Control Section.  [Rules 62-4.030, 62-4.050, 62-4.220, and Chapter 62-213, F.A.C.]

6. Records Retention:  All measurements, records, and other data required by this permit shall be documented in a permanent, legible format and retained for at least 5 years following the date on which such measurements, records, or data are recorded.  Records shall be made available to the Department upon request.  [Rule 62-213.440(1)(b)2, F.A.C.]

7. Annual Operating Report:  The permittee shall submit an annual report that summarizes the actual operating rates and emissions from this facility.  Annual operating reports shall be submitted to the Compliance Authority by March 1st of each year.  [Rule 62-210.370(3), F.A.C.]

This subsection addresses the following affected emissions units.

	EU No.
	Emission Unit Description

	1
	Boiler 1 is a traveling grate boiler fired with a permitted heat input rate of 266.7 MMBtu per hour.  Particulate emissions are controlled by a multiple cyclone dust collector followed by a Joy Turbulaire Type D wet impingement scrubber.

	2
	Boiler 2 is a traveling grate boiler fired with a permitted heat input rate of 269 MMBtu per hour.  Particulate emissions are controlled by a multiple cyclone dust collector followed by two Joy Turbulaire Type D wet impingement scrubbers in parallel.

	3
	Boiler 3 is a water-cooled, pinhole grate boiler fired with a maximum heat input rate of 229 MMBtu per hour.  Particulate emissions are controlled by a Joy Turbulaire Type D wet impingement scrubber.

	4
	Boiler 4 is a traveling grate boiler fired with a maximum heat input rate of 572.7 MMBtu per hour.  Particulate emissions are controlled by a low efficiency cyclone dust collector followed by two Joy Turbulaire Type D wet impingement scrubbers in parallel.

	5
	Boiler 5 is a traveling grate boiler fired with a maximum heat input rate of 439.1 MMBtu per hour.  Particulate emissions are controlled by a multiple cyclone dust collector followed by two Joy Turbulaire Type D wet impingement scrubbers in parallel.


All boilers fire bagasse as the primary fuel and fuel oil as a startup and supplemental fuel.  This permit does not change any of the capacities specified for these units in the current Title V air operation permit.
Performance restrictions

1. Authorized Fuels:  All BART-eligible boilers are authorized to fire bagasse, residual oil, distillate oil and on-specification used oil.  Upon issuance of this permit, “bagasse residue” is no longer authorized as a fuel.  [Rule 62-296.340(BART), F.A.C.]
BART Standards

{Permitting Note:  Pursuant to Rule 62-296.340 (BART), F.A.C., the following standards represent the Best Available Retrofit Technology.  These standards apply to each BART-eligible unit and are in addition to any other applicable standards.}

2. Fuel Oil Sulfur Specification:  The maximum sulfur content of any fuel oil fired in any BART-eligible boiler shall not exceed 1.0% by weight.  “Fuel oil” includes residual oil, distillate oil and on-specification used oil.
3. Compliance Deadlines:
a. Fuel Oil Purchases:  Beginning no later than June 1, 2012, any fuel oil purchased for a BART-eligible boiler shall comply with the fuel sulfur limit specified by this permit.

b. Tank Fuel Sulfur Levels:  Beginning on January 1, 2014, the actual tested fuel sulfur level of any tank supplying a BART-eligible boiler shall also comply with the fuel sulfur limit specified by this permit.  It may take several tank turnovers or even cleanings to purge higher sulfur oil from an existing tank.  The permittee is responsible for planning, scheduling, monitoring and implementing procedures to ensure that the fuel sulfur levels in the tanks comply with the fuel sulfur specification by this deadline.
[Rule 62-296.340(BART), F.A.C.]
Monitoring Requirements
4. Fuel Sulfur Monitoring:  The actual sulfur content of all fuel oils shall be determined by either ASTM Method D 129-91, or D1552, or D 2622-94, or D 4294-90, the most recent versions of these ASTM methods, or methods with prior approval of the Department.  At least once each federal fiscal year, the permittee shall take a representative sample of oil from each tank supplying a BART-eligible boiler and have it analyzed for the sulfur content with an approved method.  In addition, for each delivery of oil supplying a BART-eligible boiler, the permittee shall maintain records of the fuel supplier certification, which shall include:  the name of the oil supplier, the date of delivery, the quantity of oil delivered, the actual fuel sulfur level and the methods used to determine the sulfur content.  As an alternative to the fuel supplier certification, the permittee may take a representative sample of oil for each delivery of oil and have it analyzed for the sulfur content with an approved method.  [Rules 62-296.340(BART) and 62-4-070(3), F.A.C.]
Notifications, Records and Reports

5. Notification:  Beginning on January 1, 2014, the permittee shall notify the Compliance Authority within one working day of discovering that a tank supplying a BART-eligible boiler may contain oil with a sulfur content greater that the BART specification.  Notification may be made by e-mail, phone of facsimile.  The Compliance Authority may request a full written report on the incident.  [Rules 62-296.340(BART) and 62-4-070(3), F.A.C.]
6. Fuel Oil Records:  The permittee shall maintain a written record of the fuel oil deliveries, supplier certifications and fuel oil sulfur analyses.  Records shall be made available to the Department and Compliance Authority upon request.  Records shall be kept for a minimum of five years.  [Rules 62-296.340(BART) and 62-4-070(3), F.A.C.]
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