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SECTION 2.  PERMIT REVISIONS (FINAL)

OCTOBER 26, 2017
ELECTRONIC CORRESPONDENCE
Danny.schedule@nextenergy.com

PERMITTEE
	Florida Power and Light Company
2445 Port West Blvd.
West Palm Beach, Florida 33407
Authorized Representative:
Danny Schedule, Sr. Director Midstream Ops & Construction
	Air Permit No. 0990123-016-AC
Permit Expires:  10/26/2018
Minor Air Construction Permit 

West Palm Beach Oil Storage Facility and Physical Distribution Center
Project: Removal of the use of Fuel Oil No. 6.
and 12.5 mmbtu/hr fuel oil boiler (EU001).


Project
[bookmark: _GoBack]This is the FINAL air construction permit, which modifies Permit No. 0990123-001-AC to remove Auxiliary Boiler 1254A (EU001 - fossil fuel-fired steam generating boiler with a design heat input of 12.5 mmBTU/hour), which is permanently out-of-service and No. 6 Fuel Oil capability for EU002 (also a fossil fuel-fired steam generating boiler5 with a design heat input of 12.5 mmBTU/hour).  This permit also removes the annual fuel cap restriction for No. 2 fuel oil and/or on-specification used mineral and the annual emissions cap 
for SO2 of 90 TPY, since the facility is a true minor.  Florida Power & Light, West Palm Beach Oil Storage Facility and Physical Distribution Center is classified as Special Warehousing and Storage categorized under Standard Industrial Classification No. 4226 and NAICS 493190. The existing facility is located in Palm Beach County at 2445 Port West Blvd. in West Palm Beach, Florida on the southwest corner of I-95 and SR710, Riviera Beach, Florida. The UTM coordinates are Zone 17, 589.7 kilometers (km) East, and 2961.2 km North.

This FINAL permit is organized into the following sections:  Section 1 (General Information) and Section 2 (Permit Revisions).  As noted in the Final Determination provided with this final permit, only minor changes and clarifications were made to the draft permit.
STATEMENT OF BASIS
This air pollution construction permit is issued under the provisions of:  Chapter 403 of the Florida Statutes (F.S.) and Chapters 62-4, 62-204, 62-210, 62-212, 62-296 and 62-297 of the Florida Administrative Code (F.A.C.).  This project is subject to the general preconstruction review requirements in Rule 62-212.300, F.A.C. and is not subject to the preconstruction review requirements for major stationary sources in Rule 62-212.400, F.A.C. for the Prevention of Significant Deterioration (PSD) of Air Quality.  A copy of this permit modification shall be filed with the referenced permit and shall become part of the permit.  
Upon issuance of this final permit, any party to this order has the right to seek judicial review of it under Section 120.68, F.S., by filing a notice of appeal under Rule 9.110 of the Florida Rules of Appellate Procedure with the clerk of the Permitting Authority located at 800 Clematis Street, 4th Floor, West Palm Beach, Florida, 33401 (Telephone: (561) 671-4000, Fax (561) 837-5295).  The Permitting Authority’s telephone number is 561-837-5900, and by filing a copy of the notice of appeal accompanied by the applicable filing fees with the appropriate District Court of Appeal.  The notice must be filed within 30 days after this order is filed with the clerk of the Department.
Executed in West Palm Beach, Florida
Florida Department of Health Palm Beach County



______________________________________________ 
Laxmana Tallam, P.E., Environmental Administrator
Air & Waste Section
Division of Environmental Public Health
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	Mission:
To protect, promote & improve the health
of all people in Florida through integrated
state, county & community efforts.
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	Rick Scott
Governor

Celeste Philip, MD, MPH
 State Surgeon General & Secretary

	Vision: To be the Healthiest State in the Nation
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CERTIFICATE OF SERVICE
The undersigned duly designated deputy agency clerk hereby certifies that this Final Air Permit package (including the Final Air Construction Permit and Technical Evaluation) were sent by electronic mail, (with received receipt) requested before the close of business on the date indicated below to the following persons.

Danny Schedule, Sr. Dir. Midstream Ops & Construction		email:	Danny.schedule@nextenergy.com
Jeffrey Zuczek, Environmental Specialist 		email:	Jeffrey.Zuczek@fpl.gov
Diane Pupa, FDEP- SED 		email: 	Diane.Pupa@dep.state.fl.us
Jaimes Morales, Environmental Compliance Mgr., FDOH	email:	Jaimes.Morales@flhealth.gov

FILING AND ACKNOWLEDGMENT FILED, on this date, pursuant to Section 120.52(7), F.S., with the designated agency Clerk, receipt of which is hereby acknowledged.  

_______________________________________________		____________________________
			           (Clerk)								    					(Date)


			FINAL PERMIT

Florida Power & Light Company	Air Permit No. 0990123-016-AC
West Palm Beach Oil Storage Facility and Physical Distribution Center					     Air Construction Permit Revision

Page 6 of 6
FACILITY REGULATORY CLASSIFICATION
· The facility is a “true minor” source of air pollutants in accordance 62-210.300, F.A.C.
· The facility is not a major source of hazardous air pollutants (HAP).
· The facility does not operate units subject to the acid rain provisions of the Clean Air Act (CAA).
· The facility is not a Title V major source of air pollution in accordance with Chapter 62-213, F.A.C.
· The facility is not a major stationary source in accordance with Rule 62-212.400(PSD), F.A.C.

PROPOSED PROJECT
The FINAL Air Construction Permit 0990123-016-AC will modify permit 0990123-001-AC to:
· Remove Auxiliary Boiler 1254A (EU001 - fossil fuel-fired steam generating unit (boiler) with a design heat input of 12.5 mmBTU/hour), which is permanently out-of-service,
· Remove No. 6 Fuel Oil capability for EU002, also a fossil fuel-fired steam generating unit (boiler) with a design heat input of 12.5 mmBTU/hour.  EU002 will operate on No. 2 fuel oil and/or on-specification used mineral oil with no restrictions on total annual fuel burn. 
· Remove the annual fuel cap restriction for No. 2 fuel oil and/or on-specification used mineral. 
· Remove the 90 TPY annual emissions cap for SO2.



















	


SECTION 1.  GENERAL INFORMATION (FINAL)
	
The following permit conditions are revised as indicated.  Strikethrough is used to denote the deletion of text.  Double-underlines are used to denote the addition of text.  All changes are emphasized with yellow highlight.
Permit Being Modified:  Permit No. 0990123-001-AC
Affected Emissions Unit:  
EU001 & EU002 – (2) Fossil fuel-fired steam generating unit (boiler) with a design heat input of 12.5 mmBTU/hour
From:
	ID No.
	Emission Unit Description

	001
	Fossil fuel-fired steam generating unit (boiler) with a design heat input of 12.5 mmBTU/hour

	002
	Fossil fuel-fired steam generating unit (boiler) with a design heat input of 12.5 mmBTU/hour


To:
	EU No.
	Emission Unit Description

	001
INACTIVE
	Fossil fuel-fired steam generating unit (boiler) with a design heat input of 12.5 mmBTU/hour. 

	002
ACTIVE
	Fossil fuel-fired steam generating unit (boiler) with a design heat input of 12.5 mmBTU/hour.



Subsection 3A, These conditions are revised as follows.
2.	Methods of Operation:  The permittee shall not allow, cause, suffer or permit any change in the method(s) of operation resulting in increased short-term or long-term emissions, without prior authorization from the Permitting Authority.  The authorized methods of operation include the following: [Rules 62-4.160(2), 62-210.200 and 62-210.300, F.A.C.]
(a) Steam Generator Operation: The permittee is authorized to operate the emissions units as fossil fuel fired steam generators.  [Permit 0990123-001-AC]
(b) Fuels:  The permittee is authorized to fire No. 6 residual oil containing no more than 2.5% sulfur by weight; and on-specification mineral oils and No. 2 Fuel oil containing no more than 0.5% sulfur by weight and less than 50 ppm of polychlorinated biphenyls (PCBs). Appendix E (On-Specification Used Oil Fuel Requirements) of this permit specifies the contaminant and constituent limits for on-specification used oil fuels (mineral oil), as well as notification, sampling, analysis, and record keeping requirements for this fuel type.
(c) Hours of Operation:  The boilers are authorized to operate continuously 8760 hours per year. 
[Permit 0990123-001-AC]
(d) Fuel Consumption Limits: 
· If both boilers burn only No. 6 fuel oil with the maximum sulfur content of 2.5% sulfur by weight, then no more than 438,000 gallons shall be consumed during any consecutive (12) month period, rolling total. 
· If both boilers burn only No. 2 fuel oil (or on-specification used mineral oil) with a maximum sulfur content of 0.5% sulfur by weight, then no more than 1,610,088 gallons shall be consumed during any consecutive (12) month period, rolling total. 
· If the boilers burns a combination of fuels with varying sulfur contents, the operator shall use the Monthly Summary Log of potential SO2 emissions to adjust the current fuel consumption rate and fuel type in order to meet the potential SO2 emission limiting standard of this permit.  [Permit 0990123-001-AC]
{Permit Note: The potential emissions for SO2 using only fuel oil at 0.5% sulfur content at 8,760 hours is 28 tons per year.}
3.	Visible Emissions: Visible Emissions from this unit shall not exceed 20 percent opacity except for one six-minute period per one-hour period during which opacity shall not exceed 27 percent. [Rule 62-296.406(1), F.A.C.]
4.	Sulfur Dioxide Emissions:  The combined potential sulfur dioxide emissions from the two boilers shall not exceed 90.00 28.00 tons in any consecutive (12) month period, rolling total.  Compliance shall be determined by the recordkeeping requirements of this permit.  [Rule 62-4.070(3) and Permit 0990123-001-AC] 
{Permit Note: The SO2 emissions cap of 90 tons per year will be removed in permit 0990123-017-AO, because the facility is a true minor}
5.	Excess Emissions:  Excess visible emissions from the boilers are is allowed in accordance with Specific Condition 3. of this subsection and for existing fossil fuel steam generators, excess emissions resulting from boiler cleaning (soot blowing) and load change are permitted provided the duration of such excess emissions shall not exceed 3 hours in any 24-hour period and visible emissions shall not exceed (60) percent opacity, and provided best operational practices to minimize emissions are adhered to; and the duration of excess emissions shall be minimized. [Rule 62-210.700(3), F.A.C.] 
{Permitting Note:  A load change occurs when the operational capacity of a unit is in the 10 percent to 100 percent capacity range, other than startup or shutdown, which exceeds 10 percent of the unit's rated capacity and which occurs at a rate of 0.5 percent per minute or more.}
7.	Visible Emissions:  All visible emissions tests performed pursuant to the requirements of this permit shall comply with the following provisions:
(a) Test Method:  The test method for visible emissions shall be EPA Reference Method 9, 62-297.310(5)(b), F.A.C., and the required minimum period of observation for a compliance test shall be sixty (60) minutes.  The opacity test observation period shall include the period during which the highest opacity emissions can reasonably be expected to occur.  [Permit 0990123-001-AC and Rule 62-297.310(5)(b), F.A.C.]
(b) Test Procedures: Each test shall be conducted while burning No. 6 fuel oil, unless No. 6 fuel oil was burned for less than 400 hours during the previous (12) months. Test procedures shall meet all applicable requirements of Chapter 62-297, F.A.C. [Permit 0990123-001-AC and Rule 62-297.310(8)(a)f., F.A.C.]
13.	Fuel Flow Monitoring:  In accordance with the manufacturer's recommendations, the permittee shall install, calibrate, maintain, and operate a fuel flow meter with a totalizer for the each one boiler to continuously record the gallons of fuel consumed.  The monitoring equipment shall be on line and functioning properly during boiler operation.  [Permit 0990123-001-AC]

14.	Boiler Fuel Consumption Log:  For each the boiler fuel flow meter, the operator shall maintain a written log including the following information:  [Permit 0990123-001-AC]
(a) At the beginning of each month, record:  the date, the time fuel was first burned, the initial allowable fuel type, the fuel sulfur content, and the initial totalizer reading on fuel flow meter.
(b) Prior to switching allowable fuels or altering the sulfur content of the current fuel, record:  the date, the time, the new fuel type, the new sulfur content, and the totalizer reading on the flow meter.
(c) At the end of each month, record:  the date, the time, and final totalizer reading on fuel flow meter.
(d) For any calibrations, adjustments, repairs, and maintenance performed on the fuel flow meters, record the date and a brief summary.	

15.	Monthly SO2 Emissions Log:  By the tenth day of each month, the permittee shall calculate and record the following information regarding the previous month of operation in a written log:  

(a) Total fuel consumption of both the boilers for each combination of allowable fuel type and sulfur content. 
(b) Calculated combined potential emissions of sulfur dioxide from both the boilers in tons per month, to the nearest hundredth of a ton. 
(c) Calculated combined potential emissions of sulfur dioxide from both the boilers in tons per consecutive (12) months, rolling total, to the nearest hundredth of a ton.
{Permitting Note: Potential emissions of sulfur dioxide shall be based on:  the sulfur content of the fuel from the corresponding fuel analysis; the maximum density of the fuel given below; the consumption of each fuel type with a given sulfur content based on data from the fuel flow meters; and the conservative assumption that (2.0) pounds of sulfur dioxide are generated per pound of sulfur in the fuel.  For calculation purposes, the maximum density for an allowable fuel type defined as follows:
· 8.21 pounds per gallon for No. 6 fuel oil.
· 7.21 pounds per gallon for No. 2 fuel oil and on-specification used mineral oil.}
  [Permit 0990123-001-AC]

16.   	Visible Emissions Test Reports:  Test reports for each the boiler shall include the following items: Visible Emissions Observation Form; Observer Certification; Fuel analysis indicating type and sulfur content of fuel burned during test; Quantity (gallons) of fuel burned during test; Calculated heat input rate boiler during test in MMbtu/hour; Highest and second highest (6) minute average opacity; and Highest (2) minute average opacity.
 		[Permit 0990123-001-AC]
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