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FINAL DETERMINATION 

South Florida Shavings, Inc. 
Air Permit No. 0990562‐004‐AO 

PERMITTEE: 

South Florida Shavings, Inc. 
10191 Lantana Road 
Lake Worth, FL  33467 
 
Authorized Representative:  Hillel Frishman, President 

PROJECT:   Air operation permit renewal 

FACILITY LOCATION: 10191 Lantana Road, Lake Worth, FL  33467 
UTM:  Zone 17; 2941.48 km E; 578.79 km N; Latitude/Longitude:  26° 35’ 30.72" N/ 80° 12' 31.50" W 
 

COMMENTS  

The Health Department received proof of publication on December 14, 2011 that the required PUBLIC NOTICE was 
published  in  the December 13, 2011  issue of The Palm Beach Post Newspaper.   No comments were made by  the 
applicant,  third  parties,  the  general  public,  or  the  Florida  Department  of  Environmental  Protection.  The  Health 
Department corrected typographical errors. 
 
Typographical error was corrected as follows: 
 
FROM: 
5.6 Dust Screens:   The permittee shall  install and maintain the dust screens at the wet shavings  loading area, east 

side the building where set shavings are stored, and dry shavings storage area.  The screens shall be monitored 
on a  regular basis.   The screens shall be  repaired within  two working days after a  leak  is  identified.    [Rule 62‐
4.070(3), F.A.C.] 

 
TO: 
5.6 Dust Screens:   The permittee shall  install and maintain the dust screens at the wet shavings  loading area, east 

side  of  the  building  where  wet  shavings  are  stored,  and  dry  shavings  storage  area.    The  screens  shall  be 
monitored on a regular basis.   The screens shall be repaired within two working days after a  leak  is  identified.  
[Rule 62‐4.070(3), F.A.C.] 

 

FINAL ACTION 

The final action of the Health Department is to issue the air pollution operation permit, with the above correction. 
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FACILITY DESCRIPTION: 

The facility operates a wood shavings dryer consisting of:  a shavings planers, a wet chip conveyor;  a combustion 
furnace;  a rotary drum dryer;  a cyclone;  a waste wood screen;  a waste wood storage silo;  a dry chip conveyor;  
and an induced draft fan.   

Pine logs are planed into wood shavings inside the production building and conveyed to the rotary drum dryer.  An 
induced draft fan pulls the shavings through three concentric chambers in the rotary dryer exposing wet shavings 
to a temperature of about 200°F.   Shavings then pass through the fan and are roughly chopped.   A dry cyclone 
removes the shavings from the exhaust stream.   

Shavings drop  from the bottom of the cyclone onto a screen that removes waste wood too small to use as the 
final product.   The dry wood  shavings are  conveyed back  into  the production building  for bagging.   The waste 
wood  falls  through  the  screen and  is  transferred  to a  storage  silo.   Waste wood  is  transferred by auger  to  the 
combustion furnace where it is burned as a fuel, providing heat to the rotary drum dryer.   

Exhaust gas  leaves  the  combustion  furnace at ~1000°F and  is mixed with ambient air  to provide a heated gas 
stream of ~ 200°F to the rotary drum dryer.  The initial fire in the combustion furnace is started by hand with dry 
kindling and no solvent‐containing fuel. 

 

PERMIT HISTORY 

 08/08/2010:    Application for air operation permit with correct fee is received. 

 09/15/2010:    Request for Information is sent 

 10/06/2010:    Received response from the facility 

 11/02/2010:    Request for information is sent 

 01/19/2011:    Received response from the facility 

 02/09/2011:    Request for information is sent 

 05/17/2011:    Extension to provide response is granted 

 08/05/2011    Extension to provide response is granted 

 11/17/2011:    Received response from the facility 

 12/09/2011:    Intent to Issue along with Draft permit issued to permittee and third parties 

 12/13/2011:    Public notice published 
 
 
PERMIT CONTENT 

 Section I:  Summary Information 

 Section II:  Facility‐Wide Specific Conditions 

 Section III: Emissions Unit Specific Conditions 

 Section IV: Appendices 
Appendix A:  General Permit Conditions 
Appendix B:  Citation Format 
Appendix C:  Test Procedures 
Appendix OP: Operating Procedures 
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REGULATORY CLASSIFICATION 

This facility is classified as a synthetic (name pollutant), non‐Title V, minor source of air pollution.   
 
 
EMISSIONS UNITS SUMMARY 

This permit addresses the following emissions units: 

EMISSIONS 
UNIT NO. 

EMISSIONS UNIT DESCRIPTION 

001  A wood shavings dryer 
This emissions unit consists of a wet chip conveyor;  a combustion furnace;  a rotary drum dryer;  
a  cyclone;    a waste wood  screen;    a waste wood  storage  silo;    a dry  chip  conveyor;    and  an 
induced draft fan. 

 
 
Following emission units or activities are exempt from air permitting pursuant to Rule 62‐210.300(3)(c)36, F.A.C. 
 

EXEMPT EMISSIONS UNIT/ACTIVITY DESCRIPTION 

A tub grinder  [EXEMPT ACTIVITY] 
This  grinder  is  a Morback   Model  1000,  Serial Number  846080,  uses    a  Caterpillar Model  3306  –  300 HP 
engine.   Serial number of the engine  is 64216723.   This unit  is exempt from permitting pursuant to Rule 62‐
210.300(3)(c)36, F.A.C., which allows the unit burn not more than 64,000 gallons of diesel fuel per year. 
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1.0  ADMINISTRATIVE REQUIREMENTS 

1.1  Regulating Agencies:  All applications, reports, tests, and notifications shall be submitted to the Air & Waste 
Section (4th floor) of the Palm Beach County Health Department at P.O. Box 29 (800 Clematis Street), West 
Palm  Beach,  Florida,  33402‐0029,  and  phone  number  (561)  837‐5900.    [Specific  Operating  Agreement 
(SOA)]  

1.2  General Permit Conditions:   The owner and operators shall be aware of, and operate under, the attached 
General Permit Conditions  listed  in Appendix A of this permit.   General Permit Conditions are binding and 
enforceable pursuant to Chapter 403 of the Florida Statutes.  [Rule 62‐4.160, F.A.C.] 

1.3  Citation Format:  The format for citing applicable regulations is provided in Appendix B of this permit. 

1.4  Application for Operation Permit:   The permittee shall apply for a renewal permit at  least 60 days prior to 
the expiration of this operation permit.  The application shall include:  the Application Form [DEP Form No. 
62‐210.900(4)];    the correct application processing  fee;   all  required  test  reports;   and a  summary of any 
changes  or  substitutions  to  the  original  equipment,  processes,  fuels,  controls,  etc.   When  the  renewal 
application is timely and sufficient, the existing permit shall remain in effect until final action is taken by the 
Health Department.  [Rules 62‐4.090 and 62‐210.900, F.A.C.] 

1.5  Applicable Regulations:   This facility  is subject to the following regulations:  Chapters 62‐4, 62‐210, 62‐212, 
62‐296, and 62‐297, F.A.C.  Specifically, the emissions units are subject to:  Rule 62‐296.410, F.A.C.  Issuance 
of this permit does not relieve the facility owner or operator from compliance with any applicable federal, 
state, or local permitting requirements or regulations.  [Rule 62‐210.300(2), F.A.C. and the SOA] 

 
2.0  EMISSION LIMITING AND PERFORMANCE STANDARDS 

2.1  General VOC Standards:  The owner or operator shall not store, pump, handle, process, load, unload or use 
in any process or installation, volatile organic compounds (VOC) or organic solvents without applying known 
and existing vapor emission control devices or systems.  This includes:  [Rule 62‐296.320(1), F.A.C.] 

 Regular  inspection and maintenance of piping, valves, flanges, tanks, and containers used for storage 
and transfer of organic liquids in order to minimize fugitive VOC emissions. 

 When not in use, directing solvent‐containing materials to containers that prevent evaporation. 

2.2  Objectionable Odors:   No person shall cause, suffer, allow or permit  the discharge of air pollutants which 
cause or contribute to an objectionable odor.  [Rule 62‐296.320(2), F.A.C.] 

Note:   An objectionable odor  is defined as any odor present in the outdoor atmosphere which by itself or in 
combination  with  other  odors,  is  or  may  be  harmful  or  injurious  to  human  health  or  welfare,  which 
unreasonably  interferes with  the  comfortable  use  and  enjoyment  of  life  or  property,  or which  creates  a 
nuisance.  [Rule 62‐210.200(200), F.A.C.] 

2.3  General Visible Emissions Standard:  Unless otherwise specified by permit, no person shall cause, let, permit, 
suffer or  allow  to be discharged  into  the  atmosphere  any  air pollutants  from new, or  existing  emissions 
units, the opacity of which is equal to or greater than 20 percent.  [Rule 62‐296.320(4)(b), F.A.C.] 

2.4  Unconfined Emissions of Particulate Matter:  No person shall cause, let, permit, suffer or allow the emissions 
of  unconfined  particulate  matter  from  any  activity,  including  vehicular  movement;  transportation  of 
materials; construction, alteration, demolition or wrecking; or industrially related activities such as loading, 
unloading,  storing  or  handling;  without  taking  reasonable  precautions  to  prevent  such  emissions.  
Reasonable precautions include the following:  [Rule 62‐296.320(4)(c), F.A.C.] 

(a) Paving and maintenance of roads, parking areas and yards. 
(b) Application of water or chemicals to control emissions from such activities as demolition of buildings, 

grading roads, construction, and land clearing. 
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(c) Application  of  asphalt, water,  chemicals  or  other dust  suppressants  to unpaved  roads,  yards, open 
stock piles and similar activities. 

(d) Removal of particulate matter  from  roads and other paved areas under  the control of  the owner or 
operator  of  the  facility  to  prevent  reentrainment,  and  from  buildings  or  work  areas  to  prevent 
particulate from becoming airborne. 

(e) Landscaping or planting of vegetation. 
(f) Use of hoods, fans, filters, and similar equipment to contain, capture and/or vent particulate matter. 
(g) Confining abrasive blasting where possible. 
(h) Enclosure or covering of conveyor systems.  The wet shavings’ conveyor shall be covered.  
(i) The permittee shall control unconfined particulate matter from the fugitive sources at the facility using 

water sprinklers, dust screens, or any other dust control methods. The permittee shall install additional 
water  sprinklers,  if  the existing  sprinklers do not provide adequate  control of unconfined particular 
emissions. 

(j) The stockpiled material, excluding logs, shall be covered using tarps or any other dust control methods. 

Note:  Facilities that cause frequent, valid complaints will be required by the Health Department to take these 
or other  reasonable precautions.    In determining what  constitutes  reasonable precautions  for a particular 
facility,  the  Health  Department  shall  consider  the  cost  of  the  control  technique  or  work  practice,  the 
environmental impacts of the technique or practice, and the degree of reduction of emissions expected from 
a particular technique or practice. 

 
3.0  OPERATION AND MAINTENANCE REQUIREMENTS 

3.1  Circumvention:   The owner or operator  shall not  circumvent air pollution  control equipment/methods or 
allow the emission of air pollutants without the equipment/methods operating properly.  [Rule 62‐210.650, 
F.A.C.] 

3.2  Excess Emissions Requirements  [Rule 62‐210.700, F.A.C.] 

(a) Excess emissions  resulting  from  start‐up,  shutdown or malfunction of  these emissions units  shall be 
permitted providing  (1) best operational practices  to minimize emissions are adhered  to and  (2)  the 
duration of excess emissions shall be minimized, but in no case exceed two hours in any 24 hour period 
unless  specifically  authorized  by  the Health Department  for  longer  duration.    [Rule  62‐210.700(1), 
F.A.C.] 

(b) Excess emissions which are  caused entirely or  in part by poor maintenance, poor operation, or any 
other equipment or process failure which may reasonably be prevented during start‐up, shutdown, or 
malfunction are prohibited.  [Rule 62‐210.700(4), F.A.C.] 

(c) In  case of  excess  emissions  resulting  from malfunctions,  the owner or operator  shall notify  the Air 
Pollution Control Section of the Palm Beach County Health Department within one working day of:  the 
nature, extent, and duration of  the excess emissions;  the  cause of  the problem; and  the  corrective 
actions being taken to prevent recurrence.  [Rule 62‐210.700(6), F.A.C.] 

 
4.0  COMPLIANCE MONITORING REQUIREMENTS 

4.1  Duration:  Unless otherwise specified, all records and reports required by this permit shall be kept for at least 3 
years from the date the information was recorded.  [Rule 62‐4.160(14)(b), F.A.C.] 

4.2  Test Procedures shall meet all applicable requirements of the Chapter 62‐297, F.A.C.  See Appendix C of this 
permit for a summary of these requirements.  [Rule 62‐297.100, F.A.C.] 

4.3  Operational Rate During Testing:   Unless otherwise stated  in the applicable emission  limiting standard for a 
rule,  testing  of  emissions  shall  be  conducted  with  the  emissions  unit  operating  at  permitted  capacity.  
Permitted capacity is defined as 90 to 100 percent of the maximum operation rate allowed by the permit.  If 
it  is  impracticable to test at permitted capacity, an emissions unit may be tested at less than the minimum 
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permitted capacity;  in  this case, subsequent emissions unit operation  is  limited to 110 percent of the test 
load until a new test is conducted.  Once the unit is so limited, operation at higher capacities is allowed for 
no more than 15 consecutive days for the purpose of additional compliance testing to regain the authority to 
operate at the permitted capacity.  [Rule 62‐297.310(2), F.A.C.] 

4.5  Test Notification:   The owner or operator  shall notify  the Health Department,  in writing, at  least 15 days 
prior to the date on which each formal compliance test is to begin, of the test date, the expected test time, 
the  location of the test, the facility contact person responsible for coordinating the test, and the person or 
company  conducting  test.    The  15  day  notification  requirement may  be waived  at  the  discretion  of  the 
Health  Department.    Likewise,  if  circumstances  prevent  testing  during  the  test  window  specified  for  the 
emissions unit, the owner or operator may request an alternate test date before the expiration of this window.  
[Rule 62‐297.310(7)(a)9., F.A.C.] 

4.6  Special  Compliance  Tests:   When  the  Health  Department,  after  investigation,  has  good  reason  (such  as 
complaints,  increased visible emissions or questionable maintenance of control equipment) to believe that 
any applicable emission  standard  contained  in a DEP  rule or permit  is being violated,  it  shall  require  the 
owner or operator of the emissions unit to conduct compliance tests which identify the nature and quantity 
of pollutant emissions  from  the emissions unit and  to provide a  report on  the  results of said  tests  to  the 
Health Department.  [Rule 62‐297.310(7)(b), F.A.C.] 

5.0  REPORTS REQUIRED 

5.2  Excess Emissions Report:  If excess emissions occur, the owner or operator shall notify the Air Compliance Section 
of the Health Department within one working day of:  the nature, extent, and duration of the excess emissions; 
the  cause of  the excess emissions; and  the actions  taken  to  correct  the problem.    In addition,  the Health 
Department may request a written summary report of the incident.  [Rules 62‐4.130 and 62‐210.700(6), F.A.C.] 

5.3  Emission Compliance Stack Test Reports:   For each required emissions compliance test, a report  indicating the 
results of the test shall be filed with the Health Department as soon as practical, but no later than 45 days after 
the last sampling run is completed.  The report shall provide sufficient detail on the tested emissions unit and the 
procedures used to allow the Health Department to determine if the test was properly conducted and if the test 
results were properly computed.  At a minimum, the test report shall provide the applicable information listed in 
Rule 62‐297.310(8)(c), F.A.C. and summarized in Appendix C of this permit.  Additional report information may 
be specified for a given group of emissions units in this permit. [Rule 62‐297.310(8), F.A.C.] 

 
6.0  WASTE REQUIREMENTS 

6.1  Waste Disposal:   The owner or operator  shall  treat,  store, and dispose of all  liquid,  solid, and hazardous 
wastes in accordance with all applicable Federal, State, and Local regulations.  This air pollution permit does 
not preclude the permittee from securing any other types of required permits, licenses, or certifications. 
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This portion of the permit addresses the following emissions unit: 
 

EMISSION 
UNIT NO. 

 
EMISSIONS UNIT DESCRIPTION 

001  A wood shavings dryer 
This emissions unit consists of a wet chip conveyor; a combustion furnace; a rotary drum dryer; a 
cyclone; a waste wood  screen; a waste wood  storage  silo; a dry  chip  conveyor; and an  induced 
draft  fan.   The maximum dry wood  shavings production  rate of  this dryer  is ~ 3900 pounds per 
hour. 
 

{Permitting Note:  This emission unit is subject to Rule 62‐296.410, F.A.C., “Carbonaceous fuel burning equipment.” 
 

1.0 DEFINITIONS 

1.1  Carbonaceous Fuel:  Solid materials composed primarily of vegetative matter such as tree bark, wood waste, 
or bagasse. 
[Rule 62‐210.200, F.A.C.] 

1.2  Carbonaceous Fuel Burning Equipment:  A firebox, furnace or combustion device which burns carbonaceous 
and  fossil  fuels  for  the primary purpose of producing  steam or  to heat other  liquids or gases.   The  term 
includes bagasse burners, bark burners, and waste wood burners, but does not  include  teepee or conical 
wood burners or incinerators. 
[Rule 62‐210.200, F.A.C.] 

2.0 EQUIPMENT SPECIFICATIONS 

2.1  Process  and  Production  Equipment:    The  permittee  is  authorized  to  install,  operate  and  maintain  the 
following equipment: 

(a)  Model No.  10  combustion  furnace manufactured  by  Energy  Control  Engineering with  the  following 
specifications: 

 A design operating temperature of 1000°F 

 A maximum waste wood  feed rate 500 pounds per hour  (approximately 4 mmBTU per hour of 
heat input); and 

 Equipment to monitor the operating temperature. 

(b)  Model No. 824 rotary drum dryer manufactured by Hiel with the following specifications: 

 A maximum wet wood shavings feed rate of 6000 pounds per hour; 

 A designed drying temperature of 200°F; and 

 Equipment to monitor the drying temperature at inlet and outlet of the dryer.. 

(c)  Induced draft fan with the following specifications: 

 Powered by a 60 hp electric motor; and  

 A maximum flow rate of 12,000 – 14,000 actual cubic feet per minute (acfm). 

(d)  All necessary support equipment including a wood planers, wet chip conveyor, waste wood screen, a 
waste wood storage silo, waste wood storage area, a dry chip conveyor, and connecting ductwork. 

[Air Permit No. 0990562‐001‐AC] 
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3.0 AIR POLLUTION CONTROL EQUIPMENT AND METHODS 

3.1  Dry Cyclone Collector:  The permittee shall install, operate and maintain the dry cyclone operator, to remove 
wood  shavings  and waste wood  from  the  exhaust  gas  stream  before  discharging  to  the  ambient  air,  in 
accordance with the manufacturer’s recommendations and the following specifications: 

 Model No. 8X21 dry cyclone collector manufactured by Jackson Equipment, and 

 A control efficiency of 75% for particles greater than 2.5 microns in diameter. 

[Air Permit No. 0990562‐001‐AC] 

3.2  Good Combustion Practices:   The permittee shall use good combustion practices to minimize air pollutant 
emissions resulting from incomplete combustion in the furnace.  Good combustion practices shall be defined 
by the equipment manufacturer and include monitoring and adjusting parameters such as wood waste feed 
rate, combustion furnace operating temperature, combustion air flow rates, etc.   
[Air Permit No. 0990562‐001‐AC] 

4.0 EMISSION LIMITING AND PERFORMANCE STANDARDS 

4.1  Visible  Emissions:   Visible  emissions  from  the  cyclone  exhaust  stack  shall not  exceed  20 percent opacity 
except that visible emissions not exceeding 40 percent opacity are allowed for up to two minutes in any one 
hour period. 
[Rule 62‐296.410(2)(a), F.A.C.] 

5.0  OPERATING PROCEDURES  

5.1  The permittee shall follow the operating procedures as described in Appendix OP. [Rule 62‐4.070(3), F.A.C.] 

5.2  Fossil fuels: The permittee shall not burn fossil fuels such as gasoline, diesel fuel or any solvent containing 
fuel in the burner. [Rule 62‐4.070(3), F.A.C.] 

5.3  The vent at the top of the furnace shall operate only as an ‘air intake’ during the operation of the dryer.  The 
observation hatch shall be closed completely at all times when the dryer is in operation, except during 
required maintenance and observations. [Rule 62‐4.070(3), F.A.C.] 

5.4  Temperature Monitoring: The permittee shall  install and operate  the  temperature sensors  to monitor  the 
temperatures  of  the  furnace,  inlet  and  outlet  of  the  rotary  drum  dryer.    The  temperature  sensors  shall 
monitor the temperature when the facility is in operation.  The permittee shall operate these sensors within 
the following temperature ranges. 

(a) Furnace Temperature: 1000° F – 1400° F 

(b) Drum Inlet Temperature: 400° F –  800° F  

(c) Drum Exit Temperature: 200° F ± 20° F 

The permittee shall record the temperatures from the above sensors at least twice daily.  
[Rule 62‐4.070(3), F.A.C.] 

5.5 Water Sprinklers: The permittee shall maintain the water sprinklers located at (a) cyclone, (b) top of the saw 
dust storage area, and (c) fuel feed silo.  The permittee shall operate the water sprinklers at all times during 
the operation of  the  facility. The  sprinklers  shall also be operated when ever  the unconfined emissions of 
particulate matter are observed.  [Rule 62‐4.070(3), F.A.C.] 

5.6 Dust Screens:  The permittee shall install and maintain the dust screens at the wet shavings loading area, east 
side  of  the  building where wet  shavings  are  stored,  and  dry  shavings  storage  area.    The  screens  shall  be 
monitored on a regular basis.  The screens shall be repaired within two working days after a leak is identified.  
[Rule 62‐4.070(3), F.A.C.] 
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6.0 COMPLIANCE MONITORING REQUIREMENTS 

6.1  Calibration of the temperature sensors:  The permittee shall calibrate the temperature sensors according to 
the manufacturer’s specifications, and during the compliance test.  [Rule 62‐4.070(3), F.A.C.] 

6.2  Frequency of Compliance Testing:  The permittee shall conduct a compliance test for visible emissions 
annually.  [Rule 62‐4.070(3), F.A.C.] 

6.3  Test Methods and Procedures:   The permittee shall conduct a compliance test to demonstrate compliance 
with  the  visible  emissions  standard,  specified  in  condition  4.1  of  this  section,  in  accordance  with  the 
following methods and requirements. 

(a) The test method for visible emissions shall be DEP Method 9, incorporated in Chapter 62‐297.401(9)(c), 
F.A.C. 

(b) The compliance test shall be conducted for a minimum of 60 minutes. 

(c) The  compliance  test  shall be  conducted while operating between 90  to 100% of  the maximum wet 
wood shavings  feed rate  to the rotary drum dryer.   During testing, the wet wood shavings  feed rate 
shall be determined by weighing the  initial truck  load of  logs, processing  logs for the 60 minute test, 
and  then  weighing  the  remaining  truck  load  of  logs  at  the  end  of  the  test.  This  will  provide  an 
approximate weight of wet wood processed during the DEP Method 9 VE compliance testing.  

(d) The  test observer  shall  also  comment on whether or not  any  emissions were observed, during  the 
compliance test, from the vent supplying the cool ambient air that mixes with the hot furnace exhaust 
gas.  The system shall be checked for leaks prior to and during the compliance test and any corrective 
actions taken shall be included in the VE test report. 

(e) The combustion furnace shall be maintained near the design operating temperature of the combustion 
furnace.  The combustion furnace temperature and the rotary drum dryer (inlet & outlet) temperatures 
shall be manually recorded at the beginning of the compliance test, at each 15 minute interval, and at 
the end of the test. The operating temperatures of the furnace and the dryer (inlet & outlet) shall be 
within the range as specified in specific condition 5.4 of this section.   

(f) The temperature sensors shall be calibrated on the test date prior to commencing the compliance test. 

(g) The  induction  fan  shall  be  inspected  and  verified  that  the  fan  is  operating  according  to  the 
manufacturer’s specification.  

[Air Permit No. 0990562‐001‐AC, Rule 62‐4.070(3), F.A.C.] 

7.0 RECORD KEEPING & REPORTS REQUIRED 

7.1  The permittee shall maintain the records of the following information.  These records shall be maintained for 
three years. This  information shall be available to the Department  inspectors during the  inspections. [Rule 
62‐4.070(3), F.A.C.] 

(a) Number of logs processed for the dryer and the operating hours of the dryer, on each working day with 
date. 

(b) Manufacturer specifications for the temperature sensors, furnace, dryer and the induction fan. 

(c) The daily temperature readings of the furnace, dryer inlet and outlet with date and time 

(d) The calibration results of the temperature sensors with date and time 

(e) The records of inspections and repairs of the dust screens with date and time 

(f) Any maintenance or repairs conducted at the wood shavings dryer and its appurtenances, with date. 

7.2  Visible Emissions Test Report:   The compliance  test report  for visible emissions shall  include the  following 
information: 
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(a) Visible emissions observation form and proof of observer certification; 

(b) A summary of the tested opacity including the highest 2‐minute average opacity, the highest 6‐minute 
average opacity, and the number of 6‐minute average opacities greater than 20%; 

(c) The test report shall follow the provisions of DEP Method 9 as specified in Rule 62‐297.310(9)(c), F.A.C. 

(d) The wet wood shavings feed rate in pounds per hour. This rate, as estimated in specific condition 6.3(c) 
of this section, shall be included in the test report. In addition, the initial and final number of logs on 
the truck shall also be recorded in the report.  The difference in the initial and final weights of logs 
divided by the number of logs processed during the compliance test will provide an approximate 
weight per log that can be used in estimating the amount of wet shavings processed for daily 
monitoring of process rates.  

(e) A written record of the combustion furnace temperature, and the operating temperature of inlet and 
outlet of rotary drum dryer; and 

(f) Observer comments on whether or not any emissions were observed during the compliance  test from 
the vent supplying cool ambient air that mixes with the hot furnace exhaust gas. 

(g) The results of the temperature calibrations. 

(h) The result of the inspection of the induction fan. 

[Air Permit No. 0990562‐001‐AC and Rule 62‐4.070(3), F.A.C.] 
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G.1  The  terms,  conditions,  requirements,  limitations,  and  restrictions  set  forth  in  this  permit  are  "Permit 
Conditions"  and  are  binding  and  enforceable  pursuant  to  Sections  403.161,  403.727,  or  403.859  through  403.861, 
Florida Statutes.   The permittee  is placed on notice that the Department will review this permit periodically and may 
initiate enforcement action for any violation of these conditions. 
 
G.2  This permit  is valid only  for  the specific processes and operations applied  for and  indicated  in  the approved 
drawings or exhibits.  Any unauthorized deviation from the approved drawings or exhibits, specifications, or conditions 
of this permit may constitute grounds for revocation and enforcement action by the Department. 
 
G.3  As provided  in Subsections 403.087(6) and 403.722(5), Florida Statutes, the  issuance of this permit does not 
convey and vested rights or any exclusive privileges.  Neither does it authorize any injury to public or private property 
or any invasion of personal rights, nor any infringement of federal, state or local laws or regulations.  This permit is not 
a waiver or approval or any other Department permit that may be required for other aspects of the total project which 
are not addressed in the permit. 
 
G.4  This permit conveys no title to land or water, does not constitute State recognition or acknowledgment of title, 
and does not constitute authority  for  the use of submerged  lands unless herein provided and  the necessary  title or 
leasehold interests have been obtained from the State.  Only the Trustees of the Internal Improvement Trust Fund may 
express State opinion as to title. 
 
G.5  This permit does not relieve the permittee from liability for harm or injury to human health or welfare, animal, 
or plant life, or property caused by the construction or operation of this permitted source, or from penalties therefore; 
nor does  it allow the permittee to cause pollution  in contravention of Florida Statutes and Department rules, unless 
specifically authorized by an order from the Department. 
 
G.6  The  permittee  shall  properly  operate  and maintain  the  facility  and  systems  of  treatment  and  control  (and 
related appurtenances) that are  installed or used by the permittee to achieve compliance with the conditions of this 
permit,  as  required  by Department  rules.    This  provision  includes  the  operation  of  backup  or  auxiliary  facilities  or 
similar  systems  when  necessary  to  achieve  compliance  with  the  conditions  of  the  permit  and when  required  by 
Department rules. 
 
G.7  The permittee, by accepting this permit, specifically agrees to allow authorized Department personnel, upon 
presentation of credentials or other documents as may be  required by  law and at a  reasonable  time, access  to  the 
premises, where the permitted activity is located or conducted to: 
 
(a)  Have access to and copy and records that must be kept under the conditions of the permit; 
(b)  Inspect the facility, equipment, practices, or operations regulated or required under this permit, and, 
(c)  Sample or monitor any substances or parameters at any  location reasonably necessary to assure compliance 
with this permit or Department rules. 
 
Reasonable time may depend on the nature of the concern being investigated. 
 
G.8  If,  for  any  reason,  the  permittee  does  not  comply with  or will  be  unable  to  comply with  any  condition  or 
limitation  specified  in  this  permit,  the  permittee  shall  immediately  provide  the  Department  with  the  following 
information: 
 
(a)  A description of and cause of non‐compliance; and 
(b)  The period of noncompliance,  including dates and  times; or,  if not corrected,  the anticipated  time  the non‐
compliance  is expected to continue, and steps being taken to reduce, eliminate, and prevent recurrence of the non‐
compliance. 
 
The permittee  shall be  responsible  for  any  and  all damages which may  result  and may be  subject  to enforcement 
action by the Department for penalties or for revocation of this permit. 
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G.9  In accepting  this permit,  the permittee understands and agrees  that all  records, notes, monitoring data and 
other  information  relating  to  the  construction  or  operation  of  this  permitted  source which  are  submitted  to  the 
Department may be used by  the Department  as evidence  in  any enforcement  case  involving  the permitted  source 
arising under  the Florida Statutes or Department rules, except where such use  is prescribed by Sections 403.73 and 
403.111, Florida Statutes.  Such evidence shall only be used to the extend it is consistent with the Florida Rules of Civil 
Procedure and appropriate evidentiary rules. 
 
G.10  The permittee agrees to comply with changes in Department rules and Florida Statutes after a reasonable time 
for  compliance,  provided,  however,  the  permittee  does  not waive  any  other  rights  granted  by  Florida  Statutes  or 
Department rules. 
 
G.11  This permit  is  transferable only upon Department  approval  in  accordance with  Florida Administrative Code 
Rules  62‐4.120  and  62‐730.300,  F.A.C.,  as  applicable.    The permittee  shall be  liable  for  any non‐compliance of  the 
permitted activity until the transfer is approved by the Department. 
 
G.12  This permit or a copy thereof shall be kept at the work site of the permitted activity. 
 
G.13  This permit also constitutes: 
 
G.13  This permit also constitutes: 
 

Standard  Applicabl
e 

Not 
applicable 

Determination of Best Available Control Technology (BACT) 
   

Determination  of  Prevention  of  Significant  Deterioration 
(PSD)     

Compliance with New Source Performance Standards (NSPS) 
   

 
G.14  The permittee shall comply with the following: 
 
(a)  Upon  request,  the  permittee  shall  furnish  all  records  and  plans  required  under Department  rules.   During 
enforcement actions, the retention period for all records will be extended automatically unless otherwise stipulated by 
the Department. 
 
(b)  The permittee shall hold at  the  facility or other  location designated by  this permit  records of all monitoring 
information  (including all  calibration and maintenance  records and all original  strip  chart  recordings  for  continuous 
monitoring  instrumentation)  required by  the permit, copies of all reports required by  this permit, and records of all 
data used to complete the application or this permit.  These materials shall be retained at least three years from the 
date of the sample, measurement, report, or application unless otherwise specified by Department rule. 
 
(c)  Records of monitoring information shall include: 
 
The date, exact place, and time of sampling or measurements; 
The person responsible for performing the sampling or measurements; 
The dates analyses were performed; 
The person responsible for performing the analyses; 
The analytical techniques or methods used; and 
The results of such analyses. 
 
G.15  When requested by the Department, the permittee shall within a reasonable time furnish any information 
required by law which is needed to determine compliance with the permit.  If the permittee becomes aware that 
relevant facts were not submitted or were incorrect in the permit application or in any report to the Department, such 
facts or information shall be corrected promptly. 

Page A-2 
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ABBREVIATIONS: 
 
°F:  Degrees Fahrenheit 
CFR:  Code of Federal Regulations 
DARM:  Division of Air Resource Management, Florida Department of Environmental Protection 
EPA:  United States Environmental Protection Agency 
F.A.C.:  Florida Administrative Code 
FDEP:  Florida Department of Environmental Protection 
F.S.:  Florida Statutes 
Health Unit:  Palm Beach County Public Health Unit, Division of Environmental Science and Engineering 
LAT:  Latitude 
LONG:  Longitude 
NSPS:  New Source Performance Standards 
PBCPHU:  Palm Beach County Public Health Unit, Division of Environmental Science and Engineering 
SOA:  Palm Beach County Specific Operating Agreement 
UTM:  Universal Transverse Measurements 
 
CITATION FORMAT 
 
The  following  examples  illustrate  the methods  used  in  this  permit  to  abbreviate  and  cite  the  references  of  rules, 
regulations, ID numbers, and permit numbers. 
 
 
Florida Administrative Code (F.A.C.) Regulations: 
 
Example:  [F.A.C. 62‐4.070] 
 
Where: 62..................Title 62 
62‐4. .............Chapter 62‐4 
62‐4.070........Rule 62‐4.070 
 
 
Permit or Application File Numbers: 
 
Example:  099‐0095‐001‐AC 
    099‐0095‐002‐AO 
 
Where: 099...............Number code identifying the facility is located and permitted by Palm Beach County 
0095.............Facility Identification Number 
AC...............Air Construction Permit 
AO...............Air Operation Permit 
 
 
Air Resource Management System (ARMS) Identification Number: 
 
Example:  ARMS ID No.:  099‐0095 
 
Where: 099................Number code identifying the facility is located and permitted by Palm Beach County 
0095..............Facility Identification Number 
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C.1  Required Number  of  Test  Runs:    For mass  emission  limitations,  a  compliance  test  shall  consist  of  three 
complete and separate determinations of the total air pollutant emission rate through the test section of the 
stack  or  duct  and  three  complete  and  separate  determinations  of  any  applicable  process  variables 
corresponding  to  the  three  distinct  time  periods  during  which  the  stack  emission  rate  was measured; 
provided, however,  that  three complete and separate determinations shall not be  required  if  the process 
variables are not subject to variation during a compliance test, or if three determinations are not necessary 
in order to calculate the unit's emission rate.   The three required test runs shall be completed within one 
consecutive five‐day period.  In the event that a sample is lost or one of the three runs must be discontinued 
because of  circumstances beyond  the  control of  the owner or operator,  and  a  valid  third  run  cannot be 
obtained within the five‐day period allowed for the test, the Secretary or his or her designee may accept the 
results of two complete runs as proof of compliance, provided that the arithmetic mean of the two complete 
runs is at least 20% below the allowable emission limiting standard.   [Rule 62‐297.310(1), F.A.C.] 

C.2  Operating Rate During Testing:   Unless otherwise stated  in  the applicable emission  limiting standard  rule, 
testing of emissions shall be conducted with the emissions unit operating at permitted capacity as defined 
below.    If  it  is  impractical  to  test at permitted capacity, an emissions unit may be  tested at  less  than  the 
maximum permitted capacity; in this case, subsequent emissions unit operation is limited to 110 percent of 
the  test  rate until a new  test  is  conducted.   Once  the unit  is  so  limited, operation at higher  capacities  is 
allowed for no more than 15 consecutive days for the purpose of additional compliance testing to regain the 
authority to operate at the permitted capacity.  [Rule 62‐297.301(2), F.A.C.] 

C.3  Permitted Capacity:   Permitted  capacity  is defined  as 90  to 100 percent of  the maximum operation  rate 
allowed by the permit. [Rule 62‐297.310(2)(b), F.A.C.] 

C.4   Calculation of Emission Rate:  The indicated emission rate or concentration shall be the arithmetic average of 
the emission  rate or  concentration determined by each of  the  three  separate  test  runs unless otherwise 
specified in a particular test method or applicable rule. [Rule 62‐297.310(3), F.A.C.] 

C.5       Required Sampling Time:   Unless otherwise specified in the applicable rule, the required sampling time for 
each test run shall be no less than one hour and no greater than four hours, and the sampling time at each 
sampling point shall be of equal intervals of at least two minutes. [Rule 62‐297.310(4)(a)1, F.A.C.] 

C.6  Opacity  Compliance  Tests:   When  either  EPA Method  9  or DEP Method  9  is  specified  as  the  applicable 
opacity test method, the required minimum period of observation for a compliance test shall be sixty (60) 
minutes  for  emissions  units  which  emit  or  have  the  potential  to  emit  100  tons  per  year  or  more  of 
particulate matter, and thirty (30) minutes for emissions units which have potential emissions less than 100 
tons per year of particulate matter and are not subject to a multiple‐valued opacity standard.   The opacity 
test observation period shall  include the period during which the highest opacity emissions can reasonably 
be expected to occur. Exceptions to these requirements are as follows: 

(a) For batch, cyclical processes, or other operations, which are normally completed within less than the 
minimum observation period and do not recur within that time, the period of observation shall be 
equal to the duration of the batch cycle or operation completion time. 

(b) The observation period for special opacity tests that are conducted to provide data to establish a 
surrogate standard pursuant to Rule 62‐297.310(5)(k), F.A.C., Waiver of Compliance Test 
Requirements, shall be established as necessary to properly establish the relationship between a 
proposed surrogate standard and an existing mass emission limiting standard.[Rule 62‐297.310(4)(a)2, 
F.A.C.] 

C.7  Minimum Sample Volume:   Unless otherwise specified  in the applicable rule, the minimum sample volume 
per run shall be 25 dry standard cubic feet.  [Rule 62‐297.310(4)(b), F.A.C.] 

C.8  Required Flow Rate Range:   For EPA Method 5 particulate sampling, acid mist/sulfur dioxide, and  fluoride 
sampling which  uses  Greenburg  Smith  type  impingers,  the  sampling  nozzle  and  sampling  time  shall  be 
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selected such that the average sampling rate will be between 0.5 and 1.0 actual cubic feet per minute, and 
the required minimum sampling volume will be obtained.   [Rule 62‐297.310(4)(c), F.A.C.] 

C.9  Allowed Modification  to  EPA Method  5:   When  EPA Method  5  is  required,  the  following modification  is 
allowed: the heated filter may be separated from the  impingers by a flexible tube. [Rule 62‐297.310(4)(e), 
F.A.C.] 

C.10  Required Equipment:   The owner or operator of an emissions unit for which compliance tests are required 
shall install, operate, and maintain equipment or instruments necessary to determine process variables, such 
as process weight  input or heat  input, when  such data are needed  in conjunction with emissions data  to 
determine  the  compliance  of  the  emissions  unit  with  applicable  emission  limiting  standards.  [Rule  62‐
297.310(5)(a), F.A.C.] 

C.11  Calibration of Sampling Equipment:  Calibration of the sampling train equipment shall be conducted in 
accordance with the schedule shown in Table 297.310‐1.  [Rule 62‐297.310(4)(d), F.A.C.]  

 

Table 297.310‐1 
Calibration Schedule 

 
Item 

Minimum 
Calibration 
Frequency 

 
Reference Instrument 

 
Tolerance 

Liquid in glass 
thermometer 

Annually  ASTM Hg in glass ref. Thermometer or 
equivalent, or thermometric points 

+/‐2% 

Bimetallic 
thermometer 

Quarterly  Calib. liq. in glass thermometer  5 degrees F 

Thermocouple  Annually  ASTM Hg in glass ref. thermometer, NBS 
calibrated reference and potentiometer 

5 degrees F 

Barometer  Monthly  Hg barometer or NOAA station  +/‐1% scale 

Pitot Tube  When required or when 
damaged 

By construction or measurements in wind 
tunnel D greater than 16" and standard pitot 
tube 

See EPA 
Method 2, Fig. 
2‐2 &2‐3 

Probe Nozzles  Before each test or when 
nicked, dented, or corroded 

Max. deviation between 
readings 

Micrometer  +/‐0.001" 
mean of at 
least three 
readings 
.004"
 

Dry Gas Meter 
and Orifice 
Meter 

Full Scale: When received, 
When 5% change observed, 
Annually 

1. One Point: Semiannually

2. Check after each test 
series 

Spirometer or calibrated wet test or dry gas 
test meter  

 

 

Comparison check 

2% 

 

 

 
5% 

C.12  Accuracy  of  Equipment:    Equipment  or  instruments  used  to  directly  or  indirectly  determine  process 
variables,  Including  devices  such  as  belt  scales, weight  hoppers,  flow meters,  and  tank  scales,  shall  be 
calibrated and adjusted to indicate the true value of the parameter being measured with sufficient accuracy 
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to  allow  the  applicable  process  variable  to  be  determined  within  10%  of  its  true  value.  [Rule  62‐
297.310(5)(b), F.A.C.] 

C.13  Special Compliance Tests:  When the Department, after investigation, has good reason (such as complaints, 
increased  visible  emissions  or  questionable  maintenance  of  control  equipment)  to  believe  that  any 
applicable emission standard contained in a Department rule or in a permit issued pursuant to those rules is 
being violated, it shall require the owner or operator of the emissions unit to conduct a special compliance 
test. The  special  compliance  test  shall be  conducted within 15 days of operation of  the E.U. outside  the 
design criteria of the AQCS (air quality control system).   The special compliance test shall be conducted to 
document compliance with the emission limitations and to establish a normal range of operation. [Rule 62‐
297.310(7)(b), F.A.C.] 

C.14  Waiver of Compliance Test Requirements:  If the owner or operator of an emissions unit that is subject to a 
compliance  test  requirement demonstrates  to  the Department, pursuant  to  the procedure established  in 
Rule  62‐297.620,  F.A.C.,  that  the  compliance  of  the  emissions  unit  with  an  applicable  weight  emission 
limiting standard can be adequately determined by means other than the designated test procedure, such as 
specifying a surrogate standard of no visible emissions for particulate matter sources equipped with a bag 
house or specifying a fuel analysis for sulfur dioxide emissions, the Department shall waive the compliance 
test requirements for such emissions units and order that the alternate means of determining compliance be 
used, provided, however, the provisions of Rule 62‐297.310(7)(b), F.A.C., shall apply.  [Rule 62‐297.310(7)(c), 
F.A.C.] 

C.15  General Compliance Testing.:  

1. The owner or operator of a new or modified emissions unit that is subject to an emission limiting standard 
shall  conduct  a  compliance  test  that  demonstrates  compliance  with  the  applicable  emission  limiting 
standard prior to obtaining an operation permit for such emissions unit. 

2. For excess emission  limitations  for particulate matter specified  in Rule 62‐210.700, F.A.C., a compliance 
test shall be conducted annually while the emissions unit is operating under soot blowing conditions in each 
federal  fiscal year during which soot blowing  is part of normal emissions unit operation, except  that such 
test shall not be required in any federal fiscal year in which a fossil fuel steam generator does not burn liquid 
and/or solid fuel for more than 400 hours other than during startup. 

3. The owner or operator of an emissions unit that is subject to any emission limiting standard shall conduct 
a  compliance  test  that  demonstrates  compliance with  the  applicable  emission  limiting  standard  prior  to 
obtaining a renewed operation permit. Emissions units that are required to conduct an annual compliance 
test may  submit  the most  recent annual  compliance  test  to  satisfy  the  requirements of  this provision.  In 
renewing an air operation permit pursuant  to sub‐subparagraph 62‐210.300(2)(a)3.b., c., or d., F.A.C.,  the 
Department  shall not  require  submission of emission  compliance  test  results  for any emissions unit  that, 
during the year prior to renewal: 

a. Did not operate; or 

b. In the case of a fuel burning emissions unit, burned liquid and/or solid fuel for a total of no more than 400 
hours, 

4. During each federal fiscal year (October 1 – September 30), unless otherwise specified by rule, order, or 
permit, the owner or operator of each emissions unit shall have a formal compliance test conducted for: 

a. Visible emissions, if there is an applicable standard; 

b. Each of the following pollutants, if there is an applicable standard, and if the emissions unit emits or has 
the potential to emit: 5 tons per year or more of  lead or  lead compounds measured as elemental  lead; 30 
tons per year or more of acrylonitrile; or 100 tons per year or more of any other regulated air pollutant; and 

c. Each NESHAP pollutant, if there is an applicable emission standard. 
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5. An  annual  compliance  test  for particulate matter emissions  shall not be  required  for  any  fuel burning 
emissions unit that, in a federal fiscal year, does not burn liquid and/or solid fuel, other than during startup, 
for a total of more than 400 hours. 

6.  For  fossil  fuel  steam  generators  on  a  semi‐annual  particulate  matter  emission  compliance  testing 
schedule, a compliance test shall not be required for any six‐month period in which liquid and/or solid fuel is 
not burned for more than 200 hours other than during startup. 

7. For emissions units electing to conduct particulate matter emission compliance testing quarterly pursuant 
to paragraph 62‐296.405(2)(a), F.A.C., a compliance test shall not be required for any quarter in which liquid 
and/or solid fuel is not burned for more than 100 hours other than during startup. 

8. Any combustion turbine that does not operate for more than 400 hours per year shall conduct a visible 
emissions  compliance  test  once  per  each  five‐year  period,  coinciding with  the  term  of  its  air  operation 
permit 

C.16  Compliance Test Notification:  The permittee shall notify the Compliance Authority fifteen (15) days prior to 
Emission Unit (E.U.) testing.  [Rule 62‐297.310(7)(a)(9), F.A.C.] 

C.17  Compliance Test Submittal: Copies of the test report(s) shall be submitted to the Permitting Authority and 
the  Compliance  Authority  within  forty‐five  (45)  days  of  completion  of  testing.    [Rule  62‐297.310(8)(b), 
F.A.C.] 

C.18  Test  Reports:    The  test  report  shall  provide  sufficient  detail  on  the  emissions  unit  tested  and  the  test 
procedures used  to  allow  the Department  to determine  if  the  test was properly  conducted  and  the  test 
results properly computed.  As a minimum, the test report, other than for an EPA or DEP Method 9 test, shall 
provide the following information:  [Rule 62‐297.310(8)(c), F.A.C.] 

(a)  The type, location, and designation of the emissions unit tested. 

(b)  The facility at which the emissions unit is located. 

(c)   The owner or operator of the emissions unit. 

(d)   The normal type and amount of fuels used and materials processed, and the types and amounts of 
fuels used and material processed during each test run. 

(e)   The means,  raw data and  computations used  to determine  the amount of  fuels used and materials 
processed, if necessary to determine compliance with an applicable emission‐limiting standard. 

  (f)   The type of air pollution control devices  installed on the emissions unit, their general condition, their 
normal operating parameters (pressure drops, total operating current and GPM scrubber water), and 
their operating parameters during each test run. 

   (g)  A  sketch of  the duct within 8  stack diameters upstream  and 2  stack diameters downstream of  the 
sampling  ports,  including  the  distance  to  any  upstream  and  downstream  bends  or  other  flow 
disturbances. 

  (h)  The date, starting time, and duration of each sampling run. 

  (i)  The  test  procedures  used,  including  any  alternative  procedures  authorized  pursuant  to  Rule 
62‐297.620, F.A.C.     Where optional procedures are authorized  in this chapter,  indicate which option 
was used. 

  (j)  The number of points sampled and configuration and location of the sampling plane. 

  (k)   For each sampling point for each run, the dry gas meter reading, velocity head, pressure drop across 
the stack, temperatures, average meter temperatures and sample time per point. 

  (l)   The type, manufacturer, and configuration of the sampling equipment used. 
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  (m)  Data related to the required calibration of the test equipment. 

  (n)   Data on the identification, processing, and weights of all filters used. 

  (o)  Data on the types and amounts of any chemical solutions used. 

  (p)   Data on  the amount of pollutant collected  from each sampling probe, the  filters, and the  impingers, 
are reported separately for the compliance test. 

  (q)   The names of  individuals, who  furnished the process variable data, conducted the test, analyzed the 
samples and prepared the report. 

  (r)  All measured  and  calculated data  required  to be determined by each  applicable  test procedure  for 
each run. 

  (s)   The detailed calculations for one run that relate the collected data to the calculated emission rate. 

  (t)  The applicable emission  standard,  the  resulting maximum allowable emission  rate  for  the emissions 
unit, plus the test results in the same form and unit of measure. 

  (u)   A certification that, to the knowledge of the owner or his authorized agent, all data submitted are true 
and correct.   When a compliance test  is conducted  for the Department or  its agent, the person who 
conducts the test shall provide the certification with respect to the test procedures used.  The owner or 
his authorized agent shall certify that all data required and provided to the person conducting the test 
are true and correct to his knowledge. 

C.19  Alternate Sampling Procedure:  The owner or operator of any emissions unit subject to the provisions of this 
chapter may request in writing a determination by the Secretary or his/her designee that any requirement of 
this  chapter  (except  for  any  continuous monitoring  requirements)  relating  to  emissions  test  procedures, 
methodology, equipment, or test facilities shall not apply to such emissions unit and shall request approval 
of  an  alternate  procedures  or  requirements.    The  request  shall  set  forth  the  following  information,  at  a 
minimum: 

(a) Specific emissions unit and permit number, if any, for which exception is requested. 

(b) The specific provision(s) of this chapter from which an exception is sought. 

(c) The  basis  for  the  exception,  including  but  not  limited  to  any  hardship  which  would  result  from 
compliance with the provisions of this chapter. 

(d) The alternate procedure(s) or requirement(s) for which approval  is sought and a demonstration that 
such  alternate  procedure(s)  or  requirement(s)  shall  be  adequate  to  demonstrate  compliance with 
applicable emission limiting standards contained in the rules of the Department or any permit issued 
pursuant to those rules. 

The Secretary or his/her designee shall specify by order each alternate procedure or requirement approved 
for an individual emissions unit source in accordance with this section or shall issue an order denying the 
request for such approval.  The Department's order shall be final agency action, reviewable in accordance with 
Section 120.57, Florida Statutes. [Rule 62‐297.620, F.A.C.] 
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CONTROL SETTINGS FOR STARTING OR RE‐STARTING A FIRE 
 

1. Fuel feed auger ON/OFF Switch ‐‐‐‐‐‐‐‐‐‐ OFF 

2. Fuel feed Auger Selector Switch ‐‐‐‐‐‐‐‐‐‐‐ MANUAL 

3. Fuel Feed Auger MANUAL Control 

4. Excess Air Blowers & Fuel Feed Fan ‐‐‐‐‐ STOP 

5. Fuel Feed Auger Automatic control ‐‐‐‐‐‐°F Operating Temp 

 
 

STARTING OR RE‐STARTING A FIRE 
 

6. Do not start a  fire with a  large accumulation of unburned  fuel  in  the burner.   Remove  the excess  fuel before 
starting any fire. 

7. Place approximately 50 lbs of dry kindling on the burner floor.  Add paper and light with a match.  DO NOT use 
any  conventional  fuels  such  as Gasoline,  Kerosene  or  fuel  oil  as  an  aid  to  starting  the  fire.    These  fuels  can 
vaporize in the burner and explode causing great harm to persons and property. 

8. Wait until the kindling is burning well.  Spread the burning kindling so that flames cover the burning floor.  Close 
and secure the burner door. 

9. Turn on the excess air blowers & fuel feed fan by pressing the START button. 

10. Start solid fuel feeding by switching on the fuel feed auger. 

11. Observe the fire and assure the solid fuel is burning well and that the burn chamber temperature is climbing. 

12. When the burn chamber temperature raises above 1,000°F, start the drier drum rotation and the drier exhaust 
fan to preheat the drier.  

13. When the drier has warmed to approximately the operating temperature, start wet product feed to the drier. 

14. Operate the system  in the Manual control mode until stable operation  is achieved at approximately 5°F below 
operating temperature.  Then switch the system to Auto control mode. 

 

SHUT DOWN FOR ANY REASON 
 
‐‐ Switch off the fuel feed auger. 
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