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PERMITTEE
	Rexall Sundown (NBTY) 
901 Broken Sound Pkwy NW
Boca Raton, Florida 33487

Authorized Representative:
Adelino Rivera, Site Director 

	Air Permit No. 0990705-007-AC
Permit Issuance Date: 05/17/2017 
Permit Expiration Date:05/16/2018 

Rexall Sundown (NBTY) 
Air Construction permit to add additional Tablet Compression Machine to Emissions Unit (EU003)


Project
This is the FINAL air construction permit, which authorizes addition of Tablet Compression Machine to Emissions Unit EU003 for Rexall Sundown (NBTY) which produces vitamins and supplements and is categorized under Standard Industrial Classification No. 2833.   The existing facility is located in Palm Beach County at 901 Broken Sound Pkwy NW in Boca Raton, Florida.  The UTM Coordinates of the existing facility are Zone 17; 589.26 km East and 2920.43 km North, Latitude: 26 24’ 4.63” North and   Longitude:  80 6’ 18.1872” West. 
This FINAL air construction permit is organized into the following sections:  Section 1 (General Information); Section 2 (Administrative Requirements); Section 3 (Emissions Unit Specific Conditions); and Section 4 (Appendices).  Because of the technical nature of the project, the permit contains numerous acronyms and abbreviations, which are defined in Appendix A of Section 4 of this permit.  
STATEMENT OF BASIS
This air pollution construction permit is issued under the provisions of:  Chapter 403 of the Florida Statutes (F.S.) and Chapters 62-4, 62-204, 62-210, 62-296 and 62-297 of the Florida Administrative Code (F.A.C.).  The permittee is authorized to conduct the proposed work in accordance with the conditions of this permit.  This project is not subject to the preconstruction review requirements for major stationary sources in Rule 62-212.400, F.A.C. for the Prevention of Significant Deterioration (PSD) of Air Quality.
Upon issuance of this final permit, any party to this order has the right to seek judicial review of it under Section 120.68 of the Florida Statutes by filing a notice of appeal under Rule 9.110 of the Florida Rules of Appellate Procedure with the clerk of the Health Department’s Legal Office is located at 800 Clematis Street in West Palm Beach, Florida and the phone number is (561) 837-5900 and by filing a copy of the notice of appeal accompanied by the applicable filing fees with the appropriate District Court of Appeal.  The notice must be filed within 30 days after this order is filed with the clerk of the Department.
Executed in West Palm Beach, Florida



________________________________________________
Laxmana Tallam, P.E., Environmental Administrator
Air and Waste Section

(1) 
	Mission:
To protect, promote & improve the health
of all people in Florida through integrated
state, county & community efforts.
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	Rick Scott
Governor

Celeste Philip, MD, MPH
 State Surgeon General & Secretary

	Vision: To be the Healthiest State in the Nation



Division of Environmental Public Health 
(1) 
	Florida Department of Health, Palm Beach County
Division of Environmental Public Health
P.O. Box 29, 800 Clematis Street, West Palm Beach, FL 33402
PHONE: 561-837-5900 • FAX :  561-837-5295
FloridaHealth.gov,  Flhealthpalmbeach.org
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CERTIFICATE OF SERVICE
The undersigned duly designated deputy agency clerk hereby certifies that this Air Permit package was sent by electronic mail,  with received receipt requested before the close of business on the date indicated below to the following persons.
Adelino Rivera, Site Director	 								Email		arivera@nbty.com
Rexall Sundown (NBTY)

Geysa Gonzalez, Env. Health and Safety Manager				Email		ggonzalez1@nbty.com
Rexall Sundown (NBTY)

Ron Rosner, PE, Senior Manager				             	     		Email   	        RRosner@ramboll.com		 
Ramboll Environ US Corporation

Russell Kemp, PE, Principal Engineer			             	     		Email   	        rkemp@ramboll.com	 
Ramboll Environ US Corporation

Diane Pupa, FDEP, SED									        Email		Diane.pupa@dep.state.fl.us
Southeast District Office – DEP

Jorge Patino, PE, Supervisor			Email	Jorge.patino@flhealth.gov	
Air & Waste Section, FDOH-PBC
Kajal Bhavsar, Engineering Specialist III			Email	Kajal.bhavsar@flhealth.gov	
Permit Application Reviewer
Air & Waste Section, FDOH-PBC
	
				
Clerk Stamp
FILING AND ACKNOWLEDGMENT FILED, on this date, _____________________, pursuant to Section 120.52(7), Florida Statutes, with the designated agency clerk, receipt of which is hereby acknowledged.

___________________________
(Signature)
(FINAL)
(1) 
(1) 
FINAL AIR CONSTRUCTION PERMIT

Rexall Sundown (NBTY)	Project No. 0990705-007-AC
Adding an additional tablet compression machine to EU003                                                   	Air Construction Permit
Page 8 of 8
FACILITY DESCRIPTION
Rexall Sundown (NBTY) produces vitamins and supplements by blending various raw material powder ingredients. The facility operates the following five emissions units, Blending Operations (EU001), Central Vacuums (EU002), Compression (EU003), Encapsulation (EU004) and Tablet Coating (EU005). These emissions units are controlled by 21 dust collectors utilizing the Downflo DFT series Torit filter cartridge systems [EU001, EU003, EU004 and EU005] and Spencer Model 620B Vacuum system [EU002]. Under permit 0990705-003-AC, the facility expanded Emissions Unit 005 (Tablet Coating) by adding three new coating areas, each controlled by a dust collector that vent outside (dust collectors DC-21, DC-22 and DC-23). 
There are two natural-gas fired boilers [EU006 & EU007], 3.35 mmbtu/hr and 6.0 mmbtu/hr which were categorically exempt under 62-210.300(3)(a)33.b.  The facility also has one 3,000 gallon diesel fuel tank, and 2 wet cooling towers that are exempt under 62-210.300(3)(b).  The facility is a Non-Title V source.    The actual emissions are significantly lower than the allowable emission due to the operation of the dust collectors.
Permit Content
· Section 1:   Summary Information
· Section 2:   Facility-Wide Specific Conditions
· Section 3:   Emissions Unit Specific Conditions
· Section 4:   Appendices
	Appendix A: 
	Citation Formats and Glossary of Common Terms

	Appendix B: 
	General Conditions

	Appendix C: 
	Common Conditions

	Appendix D:
	Common Testing Requirements

	Appendix E:
	Attachments



The existing facility consists of the following emissions units.
	EU ID NO.
	STATUS
	BRIEF DESCRIPTION

	EU001
	Regulated
	Blending and Common Areas
PM emissions controlled by DC-05 and DC-07 (Model Torit DFT2-36), DC-F-16 (Torit SDF-4), DC-20 (Torit DFT2-8).  
Stack Parameters for DC-20: Height Exhaust is 24 feet, Exit Diameter is 1.5 feet, [Emission Points DC-05, DC-09 and DC-07 all vent inside the facility, while DC-20 vents to the roof.]

	EU002
	Regulated
	Central Vacuums
PM emissions controlled by Spencer Model SB-620B for CV1 and CV2. Stack Height Exhaust is 24 feet; Diameter is 1 foot. [Emission Point CV-1 and CV-2 vent on the roof of the building].

	EU003
	Regulated
	Compression 
PM emission controlled by DC-11 (Torit DFT3-6) for Room 13-17, DC-06 (Torit DFT2-16) for Room 18-26 and DC-12 (Torit DF2-8) for Room 8-12. [Emission Points DC-11, DC-06 and DC-12 vent inside the facility]. 

	EU004
	Regulated
	Encapsulation
PM emissions controlled by Fabric filter DC-08 (Torit DFT3-6) for Room 1-3, DC-09 (Torit DFT2-4) for Room 4-5 and DC-10 (Torit DFT2-4) for Room 6-7. [All encapsulation dust collectors vent inside the facility]. 

	EU005
	Regulated
	Tablet Coating
PM emissions controlled by DC-01, DC-02, DC-03, DC-17, DC-18, DC-21, DC-22 and DC-23 (Torit DFT2-8) as well as DC-19 (Torit DFT3-12). [The dust collectors for DC-01, DC-02, DC-03, DC-17, DC-18 and DC-19 vent to the roof with Stack Height Exhaust is 26 feet. Exit Diameter is 1.5 feet.  DC-21, DC-22 and DC-23 vent outside of building with Stack Height Exhaust is 10 feet].



THE FOLLOWING EMISSION UNITS ARE EXEMPT FROM THE PERMITTING REQUIREMENTS:
	EU ID No.
	Brief Description
	FDEP Rule Applicability, F.A.C.

	Exempt
	Natural-Gas fired Boiler maximum heat input capacity at 3.35 mmbtu/hr
	62-210.300(3)(a)33.b.  

	Exempt
	Natural-Gas fired Boiler maximum heat input capacity at 6.0 mmbtu/hr
	62-210.300(3)(a)33.b.  

	Exempt
	3000 Gallon Diesel Oil Storage Tank
	62-210.300(3)(b).

	Exempt
	Two Wet Cooling Towers
	62-210.300(3)(b).



PROPOSED PROJECT
The Rexall Sundown (NBTY) proposes to increase the capacity of EU003 by adding an additional tablet compression machine (Fette/ 3200i). This proposed change will not change the dust collectors at EU003 or other emissions units. The additional equipment will increase the allowable capacity for Compression Emissions Unit EU003 from 10,463 tons per year to 13,290 tons per year (TPY). Due to this modification, the uncontrolled Particulate matter (PM) potential emissions of the facility will be 91.3 TPY, which represents an increase of 2.9 TPY.  Particulate matter emissions are controlled using dust collectors.  The controlled PM potential emissions would be 19.9 TPY.

In addition to this proposed change at EU003, the facility requests one correction at EU001. A small portable dust collector (Torit SDF-4) should be shown as DC-09. To avoid confusion with DC-09 in EU004, the facility has renamed the DC-09 in EU 001 to `DC-F-16` (Table 3 of application).

This project will modify the emissions unit 003 as follows:
	Facility ID No. 0990705

	EU ID No.
	Emission Unit Description
	Status

	EU003
	Compression: 
Unit consisting of the following Manufacturer/model equipment: 
· Manesty / Rotapress 5 (2 machines)
· Manesty / Rotapress MK IV Killian / RX (2 machines)
· DT Industries / Stokes 328 (3 machines)
· Fette / 3200i
· Kikusui / Libra
· Kikusui / Libra 2 (5 machines) 
· Kikusui / Hercules (2 machines) 
· Kikusui / Gemini
PM emission controlled by DC-11 (Torit DFT3-6) for Room 13-17, DC-06 (Torit DFT2-16) for Room 18-26 and DC-12 (Torit DF2-8) for Room 8-12. [Emission Points DC-11, DC-06 and DC-12 vent inside the facility].
	All Existing Equipment

	
	Fette / 3200i
	Proposed Addition


the existing equipment maximum capacity is 10,463 ton/year and proposed additional equipment capacity is 2,827 ton/year so total capacity will be increased to 13,290 ton/year. There will not be any changes to the facility upstream (Blending) capacity and downstream (Coating) capacity.
Facility Regulatory Classification
· This facility is a natural minor source of PM (Potential emissions > 10 tons per year -- permit exemption threshold)
· The facility is not a major source of hazardous air pollutants (HAP).
· The facility does not operate units subject to the acid rain provisions of the Clean Air Act (CAA).
· The facility is not a Title V major source of air pollution in accordance with Chapter 62-213, F.A.C. 
(1) 
(1) 
SECTION 1.  GENERAL INFORMATION (FINAL)
· The facility is not a major stationary source in accordance with Rule 62-212.400(PSD), F.A.C.  

1. Permitting Authority:  The permitting authority for this project is the Florida Department of Health Palm Beach County (Health Department).  The mailing address is Division of Environmental Health, 800 Clematis Street, 4th Floor, P.O. Box 29, West Palm Beach, FL 33402-0029, and telephone number (561) 837-5900. [Specific Operating Agreement - SOA]
2. Compliance Authority:  All documents related to compliance activities such as reports, tests, and notifications shall be submitted to the to the Air & Waste Section of the Department of Health Palm Beach County  (Health Department) at P.O. Box 29 (800 Clematis Street), 4th Floor, West Palm Beach, Florida 33401.

3. Appendices:  The following Appendices are attached as a part of this permit:  Appendix A (Citation Formats and Glossary of Common Terms); Appendix B (General Conditions); Appendix C (Common Conditions); Appendix D (Common Testing Requirements); Appendix E (Attachments)

4. Applicable Regulations, Forms and Application Procedures:  Unless otherwise specified in this permit, the construction and operation of the subject emissions units shall be in accordance with the capacities and specifications stated in the application.  The facility is subject to all applicable provisions of: Chapter 403, F.S.; and Chapters 62-4, 62-204, 62-210, 62-212, 62-213, 62-296 and 62-297, F.A.C.  Issuance of this permit does not relieve the permittee from compliance with any applicable federal, state, or local permitting or regulations.
 [Rule 62-210.300, F.A.C. and the SOA]

5. New or Additional Conditions:  For good cause shown and after notice and an administrative hearing, if requested, the Department may require the permittee to conform to new or additional conditions.  The Department shall allow the permittee a reasonable time to conform to the new or additional conditions, and on application of the permittee, the Department may grant additional time.  [Rule 62-4.080, F.A.C.]

6. Modifications:  The permittee shall notify the Compliance Authority upon commencement of construction.  No new emissions unit shall be constructed and no existing emissions unit shall be modified without obtaining an air construction permit from the Department.  Such permit shall be obtained prior to beginning construction or modification.  [Rules 62-210.300(1) and 62-212.300(1)(a), F.A.C.]

7. Construction and Expiration.  The expiration date shown on the first page of this permit provides time to complete the physical construction activities authorized by this permit, complete any necessary compliance testing, and obtain an operation permit.  Notwithstanding this expiration date, all specific emissions limitations and operating requirements established by this permit shall remain in effect until the facility or emissions unit is permanently shut down.  For good cause, the permittee may request that that a permit be extended.  Pursuant to Rule 62-4.080(3), F.A.C., such a request shall be submitted to the Permitting Authority in writing before the permit expires.  [Rules 62-4.070(4), 62-4.080 & 62-210.300(1), F.A.C.]

8. Operation Permit Required:  This permit authorizes construction and/or installation of the permitted emissions units and initial operation to determine compliance with Department rules.  An operation permit is required for regular operation of the permitted emissions units.  The owner or operator shall apply for and receive an operation permit prior to expiration of this permit.  An application for an operation permit shall be submitted to the Health Department, Air & Waste Section.  To apply for an operation permit, the applicant shall submit the appropriate application fee and, in quadruplicate, the appropriate application form, a certification that construction was completed with a notation of any deviations from the conditions in the construction permit, compliance test results, and such additional information as the Department may by law require. [Rules 62-4.090, 62-4.050, 62-4.220, and 62-210.300, F.A.C.]
9. Extension of This Permit:  The expiration date of this construction permit may be extended upon request of the owner or operator and submission of the appropriate fee to the Health Department, Air and Waste Section at least 60 days prior to the expiration date of this permit.  [Rules 62-4.050, 62-4.080, and 62-4.220, F.A.C.]
SECTION 2.  ADMINISTRATIVE REQUIREMENTS (FINAL)

This section of the permit addresses the following group of emissions units.
	EU ID NO.
	STATUS
	BRIEF DESCRIPTION

	EU001
	Regulated
	Blending and Common Areas
PM emissions controlled by DC-05 and DC-07 (Model Torit DFT2-36), DC-F-16 (Torit SDF-4), DC-20 (Torit DFT2-8).  
Stack Parameters for DC-20: Height Exhaust is 24 feet, Exit Diameter is 1.5 feet, [Emission Points DC-05, DC-09 and DC-07 all vent inside the facility, while DC-20 vents to the roof.]

	EU002
	Regulated
	Central Vacuums
PM emissions controlled by Spencer Model SB-620B for CV1 and CV2. Stack Height Exhaust is 24 feet; Diameter is 1 foot. [Emission Point CV-1 and CV-2 vent on the roof of the building].

	EU003
	Regulated
	Compression: 
Unit consisting of the following Manufacturer/model equipment: 
· Manesty / Rotapress 5 (2 machines)
· Manesty / Rotapress MK IV Killian / RX (2 machines)
· DT Industries / Stokes 328 (3 machines)
· Fette / 3200i (2 machines including proposed addition)
· Kikusui / Libra
· Kikusui / Libra 2 (5 machines) 
· Kikusui / Hercules (2 machines) 
· Kikusui / Gemini
PM emission controlled by DC-11 (Torit DFT3-6) for Room 13-17, DC-06 (Torit DFT2-16) for Room 18-26 and DC-12 (Torit DF2-8) for Room 8-12. [Emission Points DC-11, DC-06 and DC-12 vent inside the facility].

	EU004
	Regulated
	Encapsulation
PM emissions controlled by Fabric filter DC-08 (Torit DFT3-6) for Room 1-3, DC-09 (Torit DFT2-4) for Room 4-5 and DC-10 (Torit DFT2-4) for Room 6-7. [All encapsulation dust collectors vent inside the facility].

	EU005
	Regulated
	Tablet Coating
PM emissions controlled by Torit DFT2-8 for DC-01, DC-02, DC-03, DC-17, DC-18, DC-21, DC-22 and DC-23. Torit DFT3-12 is for DC-19 which vents to the roof. Stack Height Exhaust is 26 feet. Exit Diameter is 1.5 feet. Flow Rate for DC-19 is 9,450 cfm. [The dust collectors for DC-01, DC-02, DC-03, DC-17 and DC-18 vent to the roof. DC-21, DC-22 and DC-23 vent outside of building].



PERFORMANCE RESTRICTIONS
III.A.1	 Permitted Capacity: The permittee shall not allow, cause, suffer or permit the operation of the unit 
in excess of the following without prior authorization from the Permitting Authority: 
(a) The Maximum raw material throughput for each emission unit shall not exceed the following limits in any consecutive 12 months period, rolling total. [Permit No. 0990705-003-AC]
		Emissions Unit
	Process
	Max Material Throughput Allowed (ton/year)

	EU001
	Blending - Total
	17,703

	EU002
	Central Vacuums
	7,066

	EU003
	Compression
	13,290

	EU004
	Encapsulation
	4,417

	EU005
	Tablet Coating
	10,335


{Permitting Note:  The throughput limitation for EU003 is changed from 10,463 to 13,290 tons/year, per this modification.}
III.A.2	Control Equipment:  The permittee is authorized to install the air filter type cartridge/hopper systems, Downflo Torit DFT series or equivalent. The permittee shall maintain the control equipment according to the manufacturer’s specifications.  [Permit No. 0990705-003-AC]
III.A.3	Filter Cartridge Operation: The filter cartridges shall be operated according to the manufacturer’s specification at all times. The permittee shall stop the operation of the emissions units when the filter cartridge system is out of order, or during the regular maintenance works, including the change of filters. 
[Permit No. 0990705-003-AC]
III.A.4	Methods of Operation:  The permittee shall not allow, cause, suffer or permit any change in the method(s) of operation resulting in increased short-term or long-term emissions, without prior authorization from the Permitting Authority.
III.A.5	Restricted Operation:  The hours of operation of are not limited (8760 hours per year).  
[Permit No. 0990705-003-AC]
EMISSIONS STANDARDS
III.A.6	Particulate Matter (PM) allowable Emission Limits:  The following allowable emission limits shall not be exceeded for each emission unit. [Permit No. 0990705-003-AC.]
	Emission Unit
	Process
	Allowable PM by Process Weight Rate Rule 
(lb/hr)

	EU001
	Blending - Total
	5.55

	EU002
	Central Vacuums
	3.14

	EU003
	Compression
	4.65

	EU004
	Encapsulation
	2.35

	EU005
	Tablet Coating
	5.14



TESTING REQUIREMENTS
III.A.7	Visible Emission Standard:  As an alternative to the requirement of a particulate matter compliance test, 
EPA Method 9 observations (visible emissions) from emissions units 001 (dust collector DC-20), 002 (dust collectors CV1 and CV2), and 005 (dust collectors DC-01, DC-02, DC-03, DC-17, DC-18, DC-19, DC-21, DC-22 and DC-23), shall not exceed 5% opacity.  Emissions units 003 and 004 shall not vent outside. These emissions points are shown in 
Appendix E. [Permit No. 0990705-001-AC and 62-297.620(4)., F.A.C.]
III.A.8	Compliance Tests Prior to Renewal.   The permittee shall conduct a visible emissions compliance test during the year prior to renewal of air operation permit from each emissions point, as specified in condition III.A.7.  The test results shall demonstrate compliance with the opacity standard specified in condition III.A.7 of this section. [Rules 62-4.070(3), 62-297.310(7)., F.A.C.]
III.A.9	Test Requirements:  The permittee shall notify the Compliance Authority in writing at least 15 days prior to any required tests.  Tests shall be conducted in accordance with the applicable requirements specified in Appendix D (Common Testing Requirements) of this permit.  [Rule 62-297.310(9), F.A.C.]
III.A.10	Test Methods:  Required tests shall be performed in accordance with the following reference methods.  
	Method
	Description of Method and Comments

	9
	Visual Determination of the Opacity of Emissions from Stationary Sources


The above methods are described in Appendix A of 40 CFR 60 and are adopted by reference in Rule 62-204.800, F.A.C.  No other methods may be used unless prior written approval is received from the Department.  [Rules 62-204.800, F.A.C.; and Appendix A of 40 CFR 60]
MONITORING REQUIREMENTS
III.A.11	Monthly Usage Records: The permittee shall maintain monthly raw material throughput usage records, on or before the 30th day of the following month. These records shall include, as a minimum, the monthly usage and the rolling 12-month total usage. These records shall be kept on site for a period of no less than three years and be made available to the Health Department representatives upon request. 
[Permit No. 0990705-003-AC]
III.A.12	Pressure Differential Records: The permittee shall maintain the following pressure differential records:
	The permittee shall monitor and record from the Torit Checker Board the pressure differential before the start of a shift and after the end of the shift. The permittee shall maintain the records of the pressure differential readings for each shift. The record shall include, as a minimum, date and time when reading was taken, shift number (if multiple shifts of operation are conducted), differential pressure reading, name and signature of the person taking the reading.
[Permit No. 0990705-003-AC]
III.A.13	The permittee shall maintain the record of all the incidents when the pressure differential readings exceed the manufacturer’s recommendation of the normal differential pressure in inches of water. The records shall contain, as a minimum, date, time and duration of the problem, identification of problem and corrective action taken. 
[Permit No. 0990705-003-AC]
III.A.14  	The permittee shall maintain the records of the cleaning cycle system conducted at the filter cartridge area.  The records shall contain, as a minimum, date and time, pressure differential across the filter cartridge after the automatic cleaning cycle system is completed.
[Permit No. 0990705-003-AC]
III.A.15	The records shall be kept on site for a period of no less than three years and made available to the Health Department representatives upon request. 
[Permit No. 0990705-003-AC]
III.A.16    Filter Cartridge, Vacuum, and Hopper Maintenance Records: The permittee shall maintain the records of all the maintenance works conducted at the filter cartridges, hoppers, and vacuums including the periodic change of filter cartridges. The records shall contain, as a minimum, date and descriptions of maintenance works, filter cartridge downtime records etc. These records shall be kept on site for a period of no less than five years and be made available to the Health Department representatives upon request. 
[Permit No. 0990705-003-AC]
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