FINAL DETERMINATION


PERMITTEE

Florida Power Corporation dba Progress Energy Florida, Inc.
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Permitting Authority
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Division of Air Resource Management
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PROJECT

Final Permit No. 1010017-007-AC (PSD-FL-379)
Florida Power Corporation dba Progress Energy Florida, Inc.

Anclote Power Plant – Installation of Helper Cooling Towers
The air permit authorizes the installation of two new mechanical draft helper cooling towers to replace the existing equipment at the Anclote Power Plant, which is located at 1729 Baillies Bluff Road in Holiday, Pasco County, Florida.  The project is subject to PSD preconstruction review for PM emissions.
NOTICE AND PUBLICATION

The Department issued a Draft Permit package on August 29, 2006.  A Public Notice was published in the St. Petersburg Times (North Pinellas and Pasco County editions) on September 9, 2006.  No petitions for administrative hearings or extensions of time to petition for an administrative hearing were filed.
COMMENTS

No comments on the Draft Permit were received from the public, the Department’s Southwest District Office, or EPA Region 4.  As described below, the applicant provided minor comments and clarifications.

1. Comment:  Please note that the name of the permittee is Florida Power Corporation dba Progress Energy Florida, Inc. and update in the documents as needed.
Response:  The permittee’s name is corrected throughout the documents related to this permit.
2. Comment:  In Specific Condition 1 under Section 3 (Emission Unit Specific Conditions) of Page 4, the units for the flow rate per tower are missing and should read as follows:

“Cooling Tower:  The permittee is authorized to construct and operate two new mechanical draft cooling towers, 12 cells each, with the following nominal design characteristics:  a circulating flow rate of 660,000 gallons per minute (330,000 gpm per tower); a design air flow of 36,000,000 acfm for both towers (18,000,000 acfm per tower and 1,500,000 acfm per cell); drift eliminators and a drift rate of no more than 0.0005% of the circulating water flow for each tower.  [Application No. 1010017-007-AC, Design]”
Response:  The condition is corrected as requested.
CONCLUSION

The final action of the Department is to issue the Final Permit with the minor changes as described above.
Florida Power Corporation dba Progress Energy Florida, Inc.
Air Permit No. 1010017-007-AC

Anclote Power Plant, New Helper Cooling Towers
PSD Project No. PSD-FL-379

Page 1

