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PERMITTEE:





Final Permit No.: 1010028-006-AF
Overstreet Paving Company



County:  Pasco

17728 U.S. Highway 41 South



Effective Date:      10/18/2006
Spring Hill, FL 34610




Expiration Date:   10/18/2011
Project:  Spring Hill Asphalt Plant
This permit is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-204 through 62-297 and 62-4.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the Florida Department of Environmental Protection and made a part hereof and specifically described as follows:

For the operation of a drum hot mix asphalt concrete facility at the Spring Hill Asphalt Plant.  This Cedarapids Turbulent Mass Asphalt Concrete Facility has a design capacity of approximately 250 tons per hour asphalt concrete production.  The asphalt concrete plant’s burner is fired with new No. 5 fuel oil or on-specification used (reclaimed) No. 5 oil having a maximum sulfur content not to exceed 0.5% by weight.  The firing of off-specification used (reclaimed) oil is not allowed by this permit.  The maximum fuel oil consumption is approximately 520 gallons per hour, and design maximum heat input rate of 160 MMBTU per hour.  Emissions are controlled by a Gencor Industries, Inc., Model CFS151, baghouse control system. 

The hot oil heating system (or asphalt heater) used to maintain the asphalt in a liquid state is also included in this asphalt plant.  The asphalt heater is considered insignificant, pursuant to Rule 62-4.040, F.A.C.  The fuel input to the asphalt heater shall be included in the facility-wide maximum allowable limit of 1.2 million gallons per any consecutive twelve-month period.

Rule Applicability

1.  This plant is subject to the New Source Performance Standards (NSPS) of 40 CFR 60, Subpart I - Standards of Performance for Hot Mix Asphalt Facilities.  A BACT determination for this plant was issued on July 9, 1980.

2.  The permittee has requested to operate in compliance with the provisions of Rule 62-210.300(3)(c)1.a. through k., F.A.C. (Conditional Exemptions from Title V Air Permitting).
Facility Information Summary

Location: 17728 U.S. Highway 41 South, Spring Hill, Pasco County

UTM Coordinates:  17-357.39 E
3143.71 N
Latitude:  28024’49”
Longitude:  82028’14”

FACILITY ID NO.: 1010028
Emission Unit ID No. and Description


001 – Asphalt Batch Plant with Baghouse

NOTE:  Please reference the Permit No., Facility ID, and Emission Unit ID in all correspondence, test report submittals, applications, etc.

Replaces Permit No.:  1010028-005-AF

Attachments to this permit:

· General Conditions, version dated 11/1/2005

· New Source Performance Standard (NSPS) of Title 40 Code of Federal Regulations (CFR) Part 60, Subpart I – Standards of Performance for Hot Mix Asphalt Facilities

· General Provisions – Title 40 CFR 60, Subpart A

SPECIFIC CONDITIONS:
1.  General Conditions - A part of this permit is the attached 15 General Conditions.

[Rule 62-4.160, F.A.C.]

2.  Other Requirements - Issuance of this permit does not relieve the permittee from complying with applicable emission limiting standards or other requirements of Chapters 62-204, 62-210, 62-212, 62-213, 62-296 and 62-297, or any other requirements under federal, state or local law.

[Rule 62-210.300, F.A.C.]

Operation and Emission Limitations

3.  Operating Rate - The maximum permitted production rate of asphalt concrete for this plant shall not exceed 250 tons per hour (daily average basis).  The total production of asphalt concrete per any consecutive twelve-month period shall not exceed 500,000 tons.

[Rules 62-210.200(PTE) and 62-210.300(3)(c)1.a, F.A.C.]

4.  Circumvention - The permittee shall not circumvent any air pollution control device or allow the emission of air pollutants without the applicable air pollution control device (i.e., baghouse) operating properly.

[Rule 62-210.650, F.A.C.]

5.  General Pollutant Emission Limiting Standards: Objectionable Odor Prohibited – No person shall cause, suffer, allow or permit the discharge of air pollutants that cause or contribute to an objectionable odor.  An objectionable odor is any odor present in the outdoor atmosphere, which by itself or in combination with other odors, is or may be harmful or injurious to human health or welfare, which unreasonably interferes with the comfortable use and enjoyment of life or property, or which creates a nuisance.

[Rules 62-296.320(2), and 62-210.200 F.A.C.]

6.  General Pollutant Emission Limiting Standards: Unconfined Emissions of Particulate Matter - The permittee shall take all reasonable precautions to prevent and control the generation of unconfined emissions of particulate matter from any activity, including vehicular movement; transportation of materials; construction, alternation, demolition or wrecking; or industrially related activities such as loading, unloading, storing or handling.  Reasonable precautions shall include for this facility the following: stockpiles will be kept dampened by sprinkler systems or by water truck to control airborne emissions by prevailing winds; all traffic areas will have an enforced and instructed 5 mph speed limit; all traffic areas will be kept damp by water truck or sprinkler system on an as-needed basis.

[Rule 62-296.320(4)(c). F.A.C.]
7.  NSPS Requirement - This facility is subject to the requirements of 40 CFR 60, Subpart I - Standards of Performance for Hot Mix Asphalt Facilities, which is adopted by reference in Rule 62-204.800, F.A.C. (see attachments NSPS Subpart I and NSPS Subpart A, General Provisions).

[40 CFR 60, Subpart I; Rule 62-204.800, F.A.C.]

8.  Conditional Exemption - This facility is subject to the Conditional Exemptions from Title V Air Permitting requirements of Rule 62-210. 300(3)(c) 1., F.A.C.

[Rule 62-210. 300(3)(c)1., F.A.C.; FESOP Permit No. 1010028-003-AF]

9.  Particulate Matter (PM) emissions and Visible Emissions (VE) - This asphalt plant shall comply with the following:

A.
Particulate matter (PM) emissions shall not exceed 0.04 grains/dscf averaged over a 


3-hour period (this is equivalent to an expected PM emission rate of 11.2 pounds per 


hour, which is not a limitation).


B.
Visible emissions (VE) shall not be equal to or greater than 20% opacity

[40 CFR 60.92(a); Rules 62-204.800, 62-210.300(3)(c)1.d., 62-210.300(3)(c)1.f., F.A.C., (BACT Determination dated 7/9/1980)]

10.  Firing Fuel Sulfur Content - The asphalt plant is permitted to be fired only with virgin No. 5 (or higher grade - lower number) fuel oil or reclaimed/used "on-specification" No. 5 (or higher grade) fuel oil having a maximum sulfur content not to exceed 0.5% by weight.  The hot oil heater (which is considered an insignificant source) is permitted to be fired only with virgin No. 2 fuel oil having a maximum sulfur content not to exceed 0.5% by weight. The total consumption of fuel oil is limited to facility-wide maximum limit of 1.2 million gallons (including but not limited to the hot oil heater) per any consecutive twelve-month period.

[Rule 62-210.300(3)(c)1, F.A.C.]

11.  Used/Reclaimed Fuel Oil Specifications: The permittee shall not burn off-specification used oil.  For each delivery of on-specification used oil, the vendor shall provide an analysis documenting the fuel oil meets the following requirements of 40 CFR 761.20(e)(2) and (3) and 40 CFR 279.11 (July 1, 2004):



Arsenic shall not exceed 5 ppm



Cadmium shall not exceed 2 ppm



Chromium shall not exceed 10 ppm



Lead shall not exceed 100 ppm



Total Halogens shall not exceed 1000 ppm



Flash point shall not be less than 100 degrees F



PCB's shall be less than 2 ppm*

      *
In order to be able to fire on-specification used oil during startup and shutdown. The firing used/reclaimed oil, containing 2 ppm or greater of PCB's is prohibited.

[Rules 62-4.070(3), and 62-710.210, F.A.C.]

Compliance Testing Requirements

12.  Particulate Matter (PM) and Visible Emissions (VE) Testing - This asphalt plant shall be tested for particulate matter (PM) emissions and visible emissions (VE) annually within 60 days prior to or on November 16th.  The permittee shall notify the Air Compliance Section of the Southwest District Office of the Department at least 15 days prior to the date on which each formal compliance test is to begin of the date, time, and place of each such test, and the test contact person who will be responsible for coordinating and having such test conducted.  Within 45 days of testing, submit a copy of the test report containing this compliance test data to the Air Compliance Section of the Department's Southwest District Office.

At a minimum, the following information shall be included in the test report:

A.
production rate;

B.
type of fuel(s) used, with the fuel oil analysis (sulfur content, on-specification concentration, PCB concentration);

C.
baghouse's operating parameters (e.g. pressure drop);

D.
type of material processed (virgin or recycled asphalt pavement, RAP).

Failure to submit any of the information listed above, or operating at conditions during testing which are not representative of normal operating conditions, may invalidate the tests.

[Rules 62-297.310(7)(a) 4., 62-297.310(7)(a) 9., 62-297.310(8), and 62-4.070(3), F.A.C.] 

13.  Compliance Testing Methods - Compliance with the emission limitations specified in Specific Condition No. 10 shall be determined using EPA Methods 1, 2, 3, 4, 5 and 9 contained in 40 CFR 60, Appendix A and adopted by reference in Rule 62-297.401, F.A.C.  The visible emissions compliance test shall be conducted by a certified observer and be a minimum of 60 minutes in duration and shall be conducted in conjunction with a particulate stack test run.  The minimum requirements for stack sampling facilities, source sampling and reporting, shall be in accordance with Chapter 62-297, F.A.C. and 40 CFR 60, Appendix A.

[Chapter 62-297, F.A.C.; 40 CFR 60, Appendix A]

14.  Operating Rate During Testing - The maximum permitted production rate of this source is 250 tons per hour of asphalt concrete (based upon a daily average).  Testing of emissions to show compliance shall be conducted within 90-100% of the above rate.  A compliance test submitted at an operating rate less than 90% of the permitted rate will automatically constitute an amended permit at the lesser rate plus 10% until another test, showing compliance at a higher rate, is submitted.  Any time the permitted rate of the source is exceeded, a compliance test shall be performed within 30 days of initiation of the higher rate and the test results shall be submitted to the Air Compliance Section of the Southwest District Office of the Department within 45 days of testing.  Acceptance of the test by the Department will constitute an amended permit at the higher rate +10%, not to exceed 250 tons per hour of asphalt concrete (based upon a daily average).  Failure to submit the information required in Specific Condition No. 12. in the test report may invalidate the test and fail to provide reasonable assurance of compliance.

[Rules 62-4.070(3) and 62-297.310(2), F.A.C.]

15.  Fuel Sulfur Content Compliance Method - Compliance with the fuel sulfur content requirements of Specific Condition No.11 shall be demonstrated during the compliance test by submitting either of the following with the test report: 

A.
A Certificate of Fuel Oil Analysis from the permittee's fuel oil vendor for the fuel 


used during the compliance test;

B.
A Certificate of Fuel Oil Analysis for a fuel oil sample taken during the compliance test.

The analysis shall be determined by ASTM Methods ASTM D4057-88 and ASTM D129-91, ASTM D2622-94, or ASTM D4294-90 (sulfur) in accordance Rule 62-297.440(1), F.A.C.

[Rules 62-4.070(3) and 62-300(3)(c)1.c., F.A.C.]

16.  Production Restriction - This source is permitted to process recycled asphalt pavement (RAP).  A compliance test conducted when processing RAP shall limit operation to RAP mode only.  Within 30 days of processing virgin materials only, a new compliance test shall be conducted using virgin aggregates.  A compliance test performed when processing virgin aggregates only shall also allow the plant to process RAP.

[Rules 62-4.070(3) and 62-297.310, F.A.C.]

Recordkeeping requirements

17.  To demonstrate compliance, the permittee shall maintain the records indicated below:

A. For Each Shipment of Oil
The permittee shall maintain records to document the sulfur content of the fuel oil burned at this facility.  The records shall indicate the grade of oil used in each application (No. 5 or better in asphalt plant and No. 2 in oil heater) as well as the ASTM methods used.

The permittee shall comply with the analysis requirements of 40 CFR 279.72, if the on-specification used oil burned in the asphalt plant is generated at the facility.  If the on-specification used oil is generated elsewhere, the permittee shall obtain documentation from the marketer, certifying that the used oil meets on-specification requirements.  If used oil is burned during startup or shutdown (and records shall included such a declaration), the permittee shall obtain documentation that the used oil does not contain quantifiable levels of PCBs (< 2 ppm).  The documentation can be tests, personal or special knowledge of the source and composition of the used oil, or a certification from the generator of the used oil claiming that the used oil contains no detectable PCBs (< 2 ppm).


B.
Daily:



Hours of operation



Gallons (and type) of fuel used



Tons asphalt concrete produced

Type of material processed, virgin or recycled asphalt pavement (RAP), if RAP was processed during the most recent compliance test.


C.
Monthly:



Hours of operation



Gallons (and type) of fuel used



Tons of asphalt concrete produced


D.
Twelve (12) consecutive-month period:



Hours of operation



Gallons (and type) of fuel used



Tons of asphalt concrete produced

Daily records shall be completed by the close of the following business day.  Monthly and consecutive twelve -month records shall be completed by the close of the 15th day of the following month.  These records shall be made available to the Air Compliance Section of the Southwest District Office of the Department or federal air pollution agency upon request.

[Rules 62-4.070(3), F.A.C.; 40 CFR 279.72 and 40 CFR 761.20(e)(2)]

Permit Renewal Application
18.  Operation Permit Renewal – An application to renew this operating permit shall be submitted to the Air Permitting Section of the Southwest District Office of the Department prior to sixty (60) days before the expiration date of this permit.  To properly apply for an operation permit, the applicant shall submit the following:


A.
the appropriate application form (DEP Form No. 62-210.900(4) Application for Non-Title V Air Permit Renewal);


B.
the appropriate operation permit application fee;


C.
copy of the compliance test records (Specific Condition No. 12) for the most recent operating 



year;


D.
copy of the operation records (Specific Condition No. 17) for the most recent operating month.

[Rules 62-4.090, 62-210.300(2), 62-210.900, and 62-4.070(3), F.A.C.]

FLORIDA DEPARTMENT OF

ENVIRONMENTAL PROTECTION

______________________________

Mara Grace Nasca

District Air Program Administrator

Southwest District

MGN/QN/pp
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