FINAL DETERMINATION


PERMITTEE

Pasco Cogeneration, Limited

14850 Old State Road 23
Dade City, Florida 33523

Permitting Authority

Florida Department of Environmental Protection (Department)
Division of Air Resource Management

Bureau of Air Regulation, New Source Review Section
2600 Blair Stone Road, MS #5505

Tallahassee, Florida 32399-2400
PROJECT

Air Permit No. PSD-FL-177E
Project No. 1010071-006-AC
Pasco Cogeneration Plant
The Pasco Cogeneration Plant is an electrical generating plant located in Pasco County at 14850 Old State Road 23, Dade City, Florida 33523.  For existing combined cycle Units 1 and 2, this final permit revision authorizes:  an increase in the maximum heat input rate when firing natural gas from 427 to 450 MMBtu per hour based on a compressor inlet temperature of 51° F; installation of continuous emissions monitoring systems (CEMS) for nitrogen oxides (NOX); and revision of the averaging period for the NOX standard and compliance method representing the Best Available Control Technology (BACT) determination to demonstrate compliance by CEMS instead of annual stack tests.  
NOTICE AND PUBLICATION

The Department distributed a Notice of Intent to Issue Air Permit package on November 12, 2008.  The applicant published the Public Notice in The Tampa Tribune on February 20, 2009.  We received the proof of publication on February 26, 2009.  No petitions or requests for extensions of time to file a petition for an administrative hearing were received.
COMMENTS

No comments on the Draft Permit were received from the public or the EPA Region 4 Office.  The applicant submitted three comments, which the Department summarizes and addresses below.
1. Comment:  The revised maximum heat input rate of 450 MMBtu/hour based on a compressor inlet temperature of 51° F is correct.  However, the revised heat input rate of 425 MMBtu/hour based on a compressor inlet temperature of 59° F is not correct.  It should be “429” MMBtu/hour.  
Response:  The Department agrees that this was an error.  The original heat input rate at 59° F should have been increased by a factor of 1.065 to accommodate for the full increase including the original SPRINT project.  Therefore, the final permit was corrected to reflect a heat input rate of 429 MMBtu/hour at 59° F. 
2. Comment:  The applicant requests clarification that compliance with the allowable SO2 emissions rate is demonstrated by actual fuel sulfur data and fuel consumption rates for firing both natural gas and distillate oil.
Response:  For informational purposes, the Department added a permitting note after the emissions table in Condition 1 to clarify.
3. Comment:  The testing frequency for CO emissions was changed from every five years to annual.  The applicant requests changing this back to every five years.

Response:  The test frequency was not revised in the draft permit.  The previous PSD permit revision authorizing the original SPRINT project imposed an annual test for CO emissions to provide data to ensure that CO emissions did not exceed the PSD significant emissions rate.  In addition, pursuant to Rule 62-297.310(7), F.A.C., annual testing may be required for pollutants with potential emissions exceeding 100 tons per year.  No change was made to the final permit.
In addition, the Department’s Southwest District Office pointed out that the oil firing rate in the first bullet of Condition 6 was revised from 2921 to 2191 gallons/hour/combustion turbine.  This was a typographical error and not an intended change.  The project did not address oil firing.  It was corrected back to 2921 gallons/hour/combustion turbine in the final permit.
CONCLUSION

The final action of the Department is to issue the final permit with the corrections and permitting note described above.

Pasco Cogeneration Plant
Air Permit No. 1010071-006-AC

Combined Cycle Units 1 and 2
SPRINT Capacity Increase Project

Page 1 of 2

