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This permit is issued under the provisions of Chapter 403, Florida Statutes (F.S.) and Florida Administrative Code (F.A.C.) Chapters 62-204, 62-210, 62-212, 62-213, 62-296, 62-297, and Chapter 62-4.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority and made a part hereof and specifically described as follows:

This permit authorizes the following modifications at a permitted Title V facility:

The construction modification of the reinforced plastic composites production and associated activities designated as Emission Unit No. 001.  

· The modification will allow installation of a new ventilation system in the 


proposed Mold Lamination Building (Existing Building – Mold Preparation Building) to reduce ambient impacts of the pollutants emitted to levels that do not cause an objectionable odor.  The operating parameters of the ventilation stacks, i.e., number of stacks, height, diameter, fan capacity and maximum air flow will be determined upon completion of an air dispersion modeling for the proposed building.  The ventilation system will be similar to the existing Lamination Building’s ventilation system.

· The modification removes the restrictions on material usage and 


introduces resin/gel coat usage as the basis of HAP emission estimates for 


emission inventory purpose only.

· Increase the maximum allowable VOC emission from 123.3 tons to 


245 tons per any consecutive 12-month period.  This new limit caps the VOC emissions below the Major Source (PSD) threshold of 250 tons per year.

· Increase the maximum allowable total hazardous air pollutants (HAPs) to 

220 tons per any consecutive 12-month period.  HAP emissions, which are also classified as VOCs, are capped through the VOC emission CAP.

-
Incorporates the MACT standard (40 CFR 63, Subpart WWWW) into the permit.  The future effective date of compliance of the MACT standard for the existing facility is April 21, 2006.

· Incorporates the recordkeeping requirements of the MACT standard 


(40 CFR 63, Subpart WWWW) and appropriate HAP calculation methodology to document compliance with the modified and new emission limitations.

Permitting Note:  This construction permit modification is based on Title V Permit 1030162-004-AV.  Changes to the permit are noted as SHADED for additions and STRIKETHROUGH for deletions.

Permitted Emission Unit

	E.U. ID No.
	Brief Description

	-001
	Fiberglass Pool Manufacturing Reinforced Plastic Composites Production Facility and Associated Activities


This emission unit consists of the application and related activities involved in a reinforced plastic composites production that includes the fiberglass pool manufacturing operation.  The mold, after completion, is waxed prior to the application of the gel coat.  The use of polyester resin/gel coat and gel coat are conducted in the Fiberglass Lamination Building and will also be conducted in the proposed Mold Lamination Building after installation of a ventilation system.  The first layer of resin/gel coat is sprayed on with a chopper gun, which also applies the “gun roving” fibers.  The second and fourth coats applied consist of the “Chopped Strand Mat” applied with resin/gel coat; while the third and fifth coats of fiberglass consists of the “Woven Roving Fabric” applied with resin/gel coat.  Upon curing, the pool is removed from the mold and trimmed prior to storage and/or shipping.  Volatile organic compound (VOC) and hazardous air pollutant (HAP) emissions from this area the ventilated area of the Fiberglass Lamination Building are exhausted through two 46-foot high stacks at a rated maximum airflow rate of 30,000 ACFM each.  Volatile organic compound (VOC) and hazardous air pollutant (HAP) emissions from Mold Lamination Building will be exhausted through its stacks ventilation system.  The number of stacks to be installed in the Mold Lamination Building and their operating parameters, i.e., height, diameter, fan capacity and maximum air flow shall be determined based on air dispersion modeling for the proposed building.  The permittee shall submit the modeling results and the proposed stack parameters based on modeling to the Department with copy to the Pinellas County Department of Environmental Management (PCDEM).  Once approved by the Department in writing, the permittee may begin constructing the ventilation system for the proposed Mold Lamination Building.  Miscellaneous VOC materials are used primarily for the preparation and repair of molds, touch up and equipment cleanup.
{Permitting note(s):  This emission unit is regulated under the General Pollutant Emission Limiting Standards, Rule 62-296.320, F.A.C., only until April 21, 2006.  This emission unit will be regulated by both this emission limiting standard and MACT standard after this date.}

Rule Applicability Notes
(1) This facility is a major source under the HAP and Title V Programs based on HAP emissions (Styrene >10 & 25 tons per year) and VOC emission (> 100 tons per year) and a minor source under the PSD program based on VOC emissions (<250 tons per year) in accordance with Rule 62-210.200, F.A.C., (definitions), and therefore the facility will be subject to the requirement of Rule 62-213, F.A.C.

(2) This facility including the use of molds and the application of resin/gel coat is subject to the MACT standards of 40 CFR Part 63, Subpart WWWW – National Emissions Standards for Hazardous Air Pollutants: Reinforced Plastic Composites Production, promulgated by the U.S. EPA on April 21, 2003 for existing facilities.  The new MACT requirements are incorporated in this construction permit.

(3) Total HAP emissions from this facility have been requested by permittee not to exceed 220 tons per year in construction permit application.  VOC emissions will be capped below the 250 tons threshold to avoid being a PSD major.  VOC and HAP emissions emitted through the building ventilation system and fugitively and will be tracked through the record keeping required by this permit.

Exempt / Insignificant Emission Units and/or Activities

1.
Internal combustion engines associated with on-site activities including truck, cars, motorcycles, and forklifts.

2. Vacuum pumps associated with the Mold Setting Activities.

3. Space heating activities.

4. Laboratory equipment used for chemical and/or physical analyses.

5. Fire and Safety equipment.

6. Surface coating activities (architectural) using coatings containing 5% or less of VOCs, by volume, except that such emissions shall be calculated in to the facility-wide emissions for purposes of the VOC emission cap.

7. Non-HAP and Non-VOC Solvent Storage activities in containers of less than 55 gallons. (Excludes Bulk Storage)

8. Janitorial and Office Supplies and Materials containing small amounts of either HAPs or VOCs.

9. Miscellaneous Material Usages of less than 100 pounds per year.

Facility Information Summary
Location:
2055 Blue Hawaiian Drive, Largo, Pinellas County, FL 33771

UTM Coordinates:
Zone 17, 327.5 km East and 3086.9 km North

Latitude:
270 53’ 51” North



Longitude:
820 45’ 08” West

Facility ID No. :  1030162

Emission Unit (EU) ID No. and Description:

001 – Reinforced Plastic Composites Production Facility and Associated Activities

Note: Please reference Permit No. and Emission Unit ID No. in all correspondence, test report submittals, applications, etc.

Permit History
Modifies Permit No.:  1030162-002-AC
Attachments:  (a)  An amended version of 40 CFR 63, Subpart WWWW: National Emissions Standards for Hazardous Air Pollutants:  Reinforced Plastic Composites Production (Version 4/16/2003)

(b)  Unified Emission Factors for Open Molding of Composites Table (Version 7/23/2001)
Specific Conditions
The following conditions apply facility-wide:

1.  General Conditions - A part of this permit is the attached 15 General Conditions.

[Rule 62-4.160, F.A.C.]
2.  Other Requirements - Issuance of this permit does not relieve the permittee from complying with applicable emission limiting standards or other requirements of Chapters 62-204, 62-210, 62-212, 62-213, 62-296 and 62-297, or any other requirements under federal, state or local law.  

[Rule 62-210.300, F.A.C.]

3.  General Pollutant Emission Limiting Standards.  Objectionable Odor Prohibited.
a. The permittee shall not cause, suffer, allow, or permit the discharge of air pollutants, which cause or contribute to an objectionable odor.

b.  If the Department or the Pinellas County Department of Environmental Management (PCDEM) determines objectionable odors are being emitted from this facility, the Permittee shall submit within 45 days of receipt of written notification from the Department or PCDEM an odor remediation plan.  The plan shall include, but is not limited to, the following:

1.  Dispersion modeling analysis to show compliance with ambient acceptable odor threshold value(s).

2.  Strategies to reduce odorous chemical utilization and/or emissions such as the use of masking agents, ceasing operation when certain weather conditions occur, etc.

3.  Modifications of manufacturing production cycles.

4.  Modifications of manufacturing methods.


5.  Modifications of plant exhaust systems.

[Rule 62-296.320(2), F.A.C.; Pinellas County Code, Section 58-178; Air Construction Permits AC52-249263, 1030162-002-AC and 1030162-004-AV]
4.  General Particulate Emission Limiting Standards.  General Visible Emissions Standard - Except for emissions units that are subject to a particulate matter or opacity limit set forth or established by rule and reflected by conditions in this permit, no person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any activity, the density of which is equal to or greater than that designated as Number 1 on the Ringelmann Chart (20 percent opacity).  EPA Method 9 is the method of compliance pursuant to Chapter 62-297, F.A.C.

[Rules 62-296.320(4)(b)1. & 4., F.A.C.]
5.  Excess Emissions – Excess emissions resulting from startup, shutdown or malfunction of any emission unit shall be permitted providing (1) best operational practices to minimize emissions are adhered to and (2) the duration of excess emission shall be minimized but in no case exceed two hours in any 24-hour period unless specifically authorized by the Department for longer duration.  In cases of excess emissions resulting from malfunctions, each owner or operator shall notify the Department or the PCDEM in accordance with the Rule 62-4.130, F.A.C.  A full written report on the malfunctions shall be submitted in a quarterly report, if requested by the Department.

[Rule 62-210.700(1) & (6), F.A.C.]
6. General Pollutant Emission Limiting Standards. Volatile Organic Compounds (VOC) Emissions or Organic Solvents (OS) Emissions.  The permittee shall allow no person to store, pump, handle, process, load, unload or use in any process or installation, volatile organic compounds (VOC) or organic solvents (OS) without applying known and existing vapor emission control devices or systems deemed necessary and ordered by the Department. The facility shall comply with the following operating procedures and work practices relating to VOC/OS use and emissions:

a.
Fans and ventilation systems located in the Fiberglass Lamination Building and Mold Lamination Building shall be operating during periods of resin/gel coat application and curing or when significant amounts of whenever usage of materials containing VOC/OS's occurs are being used and shall remain operating for at least 1 hour after the usage final application of any resins/gel coats has been completed.

b.
Fiberglass fabrication involving the use of polyester resin/gel coat and/or gel coat shall be performed only in the Fiberglass Lamination Building and Mold Lamination Building.

c.
The sliding doors on the west side of the Fiberglass Lamination Building and on the Mold Lamination Building shall be substantially closed during periods of resin/gel coat application and curing or when significant amounts of materials containing VOC/OS's are being used when the fans and/or ventilation systems are operating so as not to interfere with the effective operation of those ventilation systems (e.g. open only enough to allow employees to carry bundles of fiberglass).

d.
All materials containing VOC/OS's shall be stored in closed containers and/or in small automatic closing safety cans.

e.
Clean-up solvent washings shall be directed into containers that prevent evaporation into the atmosphere.

f.
All equipment, pipes, hoses, lids, fittings, etc., shall be operated/maintained in such a manner as to minimize leaks, fugitive emissions and spills of materials containing VOC/OS's.

g.
Employees shall not use HAP or VOC containing solvents Work practice controls shall include requiring all employees to use a non-volatile substance (e.g., acetone) for personal clean up.

h.
Immediately attend to all spills of materials containing VOC/OS's as appropriate.

i. The flow rate and velocity rate of the exhaust gas shall be: 
a.  Lamination Building - through each of the 46-foot high stacks shall not be less than 25,500 ACFM and 63.6 feet per second (based on the outlet diameter of 35 inches), respectively.
b. Mold Lamination Building - The number of stacks to be installed in the Mold Lamination Building including their operating parameters, i.e., height, diameter, fan capacity and maximum air flow, shall be determined based on the air dispersion modeling for the proposed building.  The permittee shall submit the modeling results and the proposed stack parameters based on modeling to the Department with copy to the Pinellas County Department of Environmental Management (PCDEM).  Once approved by the Department in writing, the permittee may begin constructing the ventilation system for the proposed Mold Lamination Building.

j.
Filters shall be maintained and changed regularly to ensure proper operation of the ventilation system., minimize odor, and minimize release of VOC emissions.

[Rules 62-296.320(1)(a) and 62-4.070(3), F.A.C.; Air Construction Permit AC52-249263; Title V Operation Permit Renewal Application received June 10, 2002, Air Construction Permit 1030162-002-AC; Title V Operation Permit Revision Application received August 28, 2003]
4 7.  Insignificant Emissions Units and/or Activities.  Appendix I-1, List of Insignificant Emissions Units and/or Activities, is a part of this permit.

[Rules 62-213.440(1), 62-213.430(6) and 62-4.040(1)(b), F.A.C.]

6 8.  Not Federally Enforceable.  Emissions of Unconfined Particulate Matter -  Reasonable precautions to prevent emissions of unconfined particulate matter from carving, cutting, drilling, routing, sanding, sawing, trimming, machining, surface grinding and turning operations at this facility shall include the use of hoods, fans, filters, and similar equipment to contain, capture and/or vent particulate matter.

[Rule 62-296.320(4)(c)2., F.A.C.; Air Construction Permits 1030162-002-AC, 1030162-005-AC]
{Permitting note:  See Condition 57 of APPENDIX TV-4, TITLE V CONDITIONS.}

9.  MACT Applicability – As an existing major source of HAP emissions, the source will be subject to the emission limiting standards and work practice requirements contained in the Tables 3 and 4 of the promulgated MACT Standard for 40 CFR 63, Subpart WWWW – National Emissions Standards for Hazardous Air Pollutants: Reinforced Plastic Composites Production.  The facility shall comply with the MACT requirements of 40 CFR 63, Subpart WWWW for existing sources by compliance date of April 21, 2006.

[Rule 62-4.070(3), F.A.C., and, 40 CFR 63, Subpart WWWW]
11 10.  Annual Operating Report (AOR).  The permittee shall submit to the Air Compliance Section of Southwest District Office of the Department and Pinellas County Department of Environmental Management Office each calendar year, on or before March 1, a completed DEP Form 62-213.900 (5), an “Annual Operating Report for Air Pollutant Emitting Facility”, for the preceding calendar year containing the following information pursuant to Subsection 403.061(13), F.S.  The Annual Operating Report shall be submitted to the Air Program of the Department’s Southwest District and the Pinellas County Department of Environmental Management office.  See Appendix TV-4, Condition 24.

[Rule 62-210.370(3), F.A.C.]

{Permitting Note:  The permittee has also the option to submit the AOR electronically to Tallahassee along with the signature page being mailed separately.}
7 11.  Report Date - When appropriate, any recording, monitoring, or reporting requirements that are time-specific shall be in accordance with the effective date of the permit, which defines day one.

[Rule 62-213.440, F.A.C.]
8 12. Statement of Compliance.  

a.  Annual Statement of Compliance - The annual statement of compliance pursuant to Rule 62-213.440(3)(a)2., F.A.C., shall be submitted to the PCDEM, Department, and EPA within 60 (sixty) days after the end of the calendar year using DEP Form No. 62-213.900(7), F.A.C.

b.  Semi-Annual Compliance Report - The semi-annual compliance report pursuant to 40 CFR 63.5910 as adopted by Rule 62-204.800(11)(b)70. shall be submitted to the Air Program of Pinellas County Department of Environmental Management (PCDEM), Department and EPA using DEP Form No. 62-213.900(7), F.A.C. after compliance date.  The semi-annual compliance reports must be postmarked or delivered no later than July 31 and January 31 respectively.  The first semi-annual compliance report is due July 31, 2006.
[40 CFR 63.5910, Rules 62-204.800(11)(b)70, 62-213.440(3), 62-213.420(4), and 62-213.900, F.A.C.]

{Permitting Notes:  (1)  The semi-annual compliance report implements the requirements of 40 CFR 63.5910 of Subpart WWWW and specific condition No. 9 and shall be effective on compliance due date of April 21, 2006.}
(2)  See Condition 51 of APPENDIX TV-4, TITLE V CONDITIONS.}

The following specific conditions apply to the emissions unit(s) listed above:
Essential Potential to Emit (PTE) Parameters

A.1.  Not Federally Enforceable. Resin/gel coat Material Usage.  This facility shall not exceed the following material usage limitations total resin/gel coat usage of 2,710 tons per any consecutive 12-month period.  Resin/gel coat Usage above this level will be permitted provided the permittee provides a seven (7) day notification along with documentation to the Department and the PCDEM that the additional resin/gel coat usage will be based on use of a resin/gel coat/gel coat with a reduced VOC content.
	Activity
	Material Usage Limitations

	
	Tons per Month
	Tons per any 12 Consecutive Month Period

	Polyester Resin/gel coat:
	

	NS Resin/gel coat (Roller)
	75.00
	700.00

	VE Resin/gel coat (Spray)
	25.00
	250.00

	Gel Coat
	10.00
	90.00


[As requested by permittee in the construction permit application dated August 28, 2003; Rules 62-4.160(2) and 62-210.200(PTE), F.A.C. – Definition (PTE)]
{Permitting Note:  The resin/gel coat usage is referenced here as the basis of HAP emission estimates for emission inventory purpose only.}
A.2.  Hours of Operation.  This emissions unit is allowed to operate continuously, i.e., 8,760 hours per year.

[Rule 62-210.200(PTE), F.A.C.; Air Construction Permit 1030162-002-AC]

Emission Limitations and Standards

A.3.  The emissions from this facility shall not exceed the following limitations:

	Volatile Organic Compounds (VOCs)
	Emission Limitations

	
	Tons per Month
	Tons per any 12 Consecutive Month Period

	Styrene
	7.6
	69.3

	Non-Styrene VOCs
	6.0
	54.0

	Total VOCs:
	13.6
	123.3

	Note:  The Non-Styrene VOCs includes various HAPs.  For reference purposes only, the following individual HAPs have approximate annual emissions in excess of  (1) one ton per year (TPY): methyl methacrylate (MMA) and dimethyl phthalate.




Emissions shall be determined and calculated based on material usage and species concentration.  See Conditions A.6 and A.7.  Additionally, styrene and methyl methacrylate (MMA) emissions shall be determined and calculated using material usage and concentration as well as the emission factors included in Appendix EF (Composites Fabricators Association’s Unified Emission Factors for Open Molding of Composites (July 23, 2001)).

[Rules 62-212.300, and 62-296.320(1), F.A.C.]

{Permitting Note:  Styrene emissions in the initial Title V operation permit 1030162-001-AV were based on AP-42 factors only, which are no longer considered applicable.  Based on the new method of determining styrene emissions included in Condition A.7, the allowable has changed from 5.4 to 7.6 Tons per Month and from 50.00 to 69.3 Tons per any 12 Consecutive Month Period.} 

A.3.  Not federally enforceable Hazardous Air Pollutant (HAP) – Total hazardous air pollutants emissions from this facility shall not exceed 220 tons per any consecutive 12-month period.

[As requested by permittee in the construction permit application dated August 28, 2003; Rule 62-210.200, F.A.C. – Definition (PTE)]

A.4.  Total Volatile Organic Compound (VOC) – Total VOC emissions from this facility, including Styrene and other HAPs that are VOCs, shall not exceed 245 tons in any consecutive 12-month period.

[As requested by permittee in the construction permit application dated August 28, 2003; Rule 62-210.200, F.A.C. – Definition (PTE)]
Recordkeeping and Reporting Requirements
A.6.  The permittee shall keep logs for the facility to document compliance with the limitations of Conditions A.1 and A.3.  The logs shall be retained on file at the facility for at least 5 years.  The logs shall at a minimum record the following:

Monthly Logs


a.
Record the total quantity, in tons of each material used that contains VOC for each category in Condition A.1 (NS Resin/gel coat, VS Resin/gel coat, gel coat).  Be sure to also record the method of application (where appropriate) for each material used (roller, spray, etc.).


b.
Calculate and record the most recent 12 consecutive month period cumulative material usage rate (in tons/12 consecutive month period) for each category in Condition A.1 (NS Resin/gel coat, VE Resin/gel coat, gel coat).


c.
For each material/product used that contains VOC, record the percentage (%) by weight of VOC, the percentage (%) by weight of styrene, and the percentage (%) by weight of methyl methacrylate (MMA).  Documentation of the VOC used shall be determined by a mass balance method (amount used minus amount captured for disposal or recycle).


d.
Record the total quantity, in pounds for each chemical specie emitted.


e.
Record the monthly total quantity, in tons, for each chemical/chemical category in Condition A.3 (Styrene, Non-styrene VOCs) emitted (see Condition A.7 for method).


f.
Calculate, using the method in Condition A.7, and record the most recent 12 consecutive month period cumulative emission rate (in tons/12 consecutive month period) for each chemical/category in Condition A.3 (Styrene, Non-styrene VOCs).


g.
Each log shall have the appropriate footnotes listing any emission factors used.


h.
Each log, where applicable, shall have attached the documentation for all chemicals removed from the facility.

i. The monthly logs shall be completed by the end of the following month.  Supporting documentation (MSDS sheets, purchase orders, emission factors, etc.) shall be kept for each material, which includes sufficient information to determine VOC emissions and styrene emissions.  These records shall be made available to the Department and the PCDEM upon request.

j.
Record the date and time of each ventilation system filter change as well as the name of the person making the filter change.

[Rules 62-213.440(1)(b)2.b, and 62-4.070(3), F.A.C.]

A.7.  Emissions of styrene, methyl methacrylate (MMA), and non-styrene volatile organic compounds (VOCs) shall be determined using the following method until notified by the Department or the Pinellas County Department of Environmental Management (PCDEM):

A.
Styrene emissions shall be determined as follows:

1. Roller Resin/gel coat, Spray Resin/gel coat and Gel coat Applications. The Composites Fabricators Association's Unified Emission Factors for Open Molding of Composites (July 23, 2001), which are included in Appendix EF of this permit, shall be used for the roller resin/gel coat, spray resin/gel coat and gel coat applications.   

2. Other Miscellaneous Activities.  Styrene emissions from miscellaneous activities as indicated in the Title V Permit Revision Application (Segment 4) shall be estimated using the material usage and amount of styrene in the material as follows:

Styrene Emissions, in tons = Amount of Other Material Used (in pounds)


x styrene monomer content (percent/100)


x 1.00


x ton/2000 pounds

B. 
Methyl methacrylate (MMA) emissions shall be determined based on the Composites Fabricators Association's Unified Emission Factors for Open Molding of Composites (July 23, 2001), which are included in Appendix EF of this permit.  MMA emissions from activities other than gel coat application, shall estimate emissions based on material usage and MMA content. These values along with the other VOC emissions are summed to determine the non-styrene VOC emissions (see Condition A.7.D):

C. 
Other VOC emissions (not including Styrene or MMA) shall be determined by the following equation for each material.  These values shall be used in conjunction with the above styrene and MMA emissions to determine total VOC emissions:

Other VOC Emissions, in tons = Amount of material used (in pounds)





x other VOC content (percent/100)





x ton/2000 pounds

D. 
Total VOC emissions shall be determined by the following equations:

Non-Styrene VOCs, in tons = MMA (tons) + Other VOCs  (tons)

Total VOCs, in tons = MMA (tons) + Other VOCs (tons) + Styrene (tons)

Note: The use of a Flow Coater Application System or a system that is designed as a Low Pressure* (LP) Application System (or other system with the Department’s prior approval) is considered a "resin/gel coat non-spray layup" process.
      * For purposes of this permit, LP is defined as a system with <200 psi fluid pressure or tip pressure.  This value is determined by multiplying the air pressure by the pump ratio (Example: a system with a pump ratio of 15:1 with an air pressure of 10 psi= 15 X 10 psi or 150 psi fluid pressure).  The resultant pressure should be set to provide the minimum pressure to provide the proper spray pattern, without atomizing the spray.

[Rules 62-212.300 and 62-210.200(PTE), F.A.C.]

A.5.  The permittee shall keep monthly logs (electronic logs are allowed) for the facility to document compliance with the limitations of Conditions A.1., and A.3 and A.4.  The logs may be based on the beginning and ending inventories, deliveries, shipments, etc.  At the option of the permittee, “purchases” may be used instead of “usage” in determining VOC/HAP emissions, provided that no materials are used which are not purchased.  Once implemented, the chosen option shall not change without prior written approval of the Department.  Implementation of the monthly logs (recordkeeping system) shall begin upon startup of the facility.  Note, if any month results in total HAPs, and/or total VOCs emissions exceeding 90% of its associated allowable emission limit for the prior consecutive 12-month period, the monthly log required below shall be then kept daily.  The daily logs shall include a cumulative total to demonstrate compliance with Specific Condition Nos. A.1., A.3. and A.4.  The logs shall be retained on file at the facility for the most recent 5 years.  The monthly logs shall include at least the following information:


a.
Facility Name, Facility ID No., Emission Unit ID No. (E.U. 1030162 001) and Description


b.
Month, year, and method used for records (usage or purchase)


c.
The monthly logs shall be completed by the 15th of the following month.  Daily logs (if required) shall be completed within 3 business days.  Supporting documentation (MSD sheets, purchase orders, emission factors, etc.) shall be kept for each material which includes sufficient information to determine HAP emissions and VOC emissions.  These records shall be made available to the Department or PCDEM upon request.


d.
Record the monthly quantity, in tons, of each material used that contains HAP/VOC for each category (Polyester Resin/gel coat, Catalyst, Foam, VOC/HAP cleaning solvents, and miscellaneous materials, etc.) per each application method.

e. Calculate and record the most recent 12-month period cumulative resin/gel coat usage rate (in tons per 12 consecutive month period), as shown in Condition No. A.1.


f.
Calculate and record the most recent consecutive 12-month period cumulative material usage rate (in tons per 12 consecutive month period) for each category (Polyester Resin/gel coat, Catalyst, Foam, non-HAP cleaning solvents, and miscellaneous materials, etc.)


g.
For each material/product used that contains HAP/VOC, record the percentage (%) by weight of individual HAP along with the percentage (%) by weight of VOC.

h.
Record the monthly and the most recent consecutive 12-month total quantity, in tons, for individual HAP emissions per application method and material.  Record the individual HAP emissions to units of pounds per ton of resin/gel coat applied for each method of operation.


i.
Record the monthly and the most recent consecutive 12-month total quantity, in tons, for total HAPs emissions, as shown in Condition No. A.3.


j.
Record the monthly and the most recent consecutive 12-month total quantity, in tons, for VOC emissions per application method and material.


k.
Record the monthly and the most recent consecutive 12-month total quantity, in tons, for VOC emissions, as shown in Condition No. A.4.


l.
Documentation of the individual HAP emission calculation shall be determined by using the emission factors in the Table 1 of 40 CFR Part 63, Subpart WWWW and/or from Unified Emission Factors for Open Molding of Composites Table dated July 23, 2001 (see attached Subpart WWWW and UEF Table).



Documentation of the VOC used shall be determined by a mass balance method, or appropriate emission factors.


m.
Each log shall have the appropriate footnotes listing emission factors used in calculation.


n.
Each log, where applicable, shall have attached the documentation for all chemicals removed from the facility if the permittee seeks emission credits for the wastes.


o.
The emission factors used to calculate individual HAP and VOC emissions for the logs shall be updated upon receiving more accurate emission data, such as updates to Subpart WWWW, UEF Table, AP-42, or other references or methods approved by the Department.

[Rule 62-213.440(1), F.A.C.]
Test Methods and Procedures

A.4 6.  In order to document compliance with the exhaust gas flow rate and velocity requirements of Condition 6.i., the permittee shall conduct an EPA Method 2 test on the exhaust stack on or within 60 days prior to the Title V Operating Permit Renewal submittal date or within 60 days of any system modifications or installations of any new systems application due date of this permit.  The EPA Method 2 test method is contained in 40 CFR 60, Appendix A and adopted by reference in Chapter 62-297, F.A.C.  The minimum requirements for stationary point source test procedures and reporting shall be in accordance with Chapter 62-297, F.A.C. and 

40 CFR 60, Appendix A.  The test report shall be submitted to this office and the PCDEM within 45 days of testing.

[Rules 62-4.070(3) and 62-297.310(8), F.A.C.]

A.5 7.  The permittee shall notify the PCDEM at least 15 days prior to the date on which each formal compliance test is to begin of the date, time, and place of each such test, and the test contact person who will be responsible for coordinating and having such test conducted.  

[Rule 62-297.310(7)(a)9, F.A.C.]

Title V Permit Renewal Revision
A.8.  Prior to 180 days before the expiration of this Title V operation permit, the permittee shall submit to the Department an application to renew this permit. A copy of the most recent one-month of logs as required by Condition A.6 shall be attached to the application to renew this operating permit.

[Rules 62-4.070(3) and 62-4.090, F.A.C.]

{Permitting Note:  See Appendix TV-4, Condition 5.}

{Permitting Note: Title V revision is being processed concurrently with this construction permit pursuant to Rule 62-213.405, F.A.C.}
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