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Project: Operation Permit Renewal
This permit is issued under the provisions of Chapter 403, Florida Statutes, and Florida Administrative Code (F.A.C.) Chapters 62-204, 62-210, 62-212, 62-213, 62-296, 62-297, and Chapter 62-4.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the department and made a part hereof and specifically described as follows:

This permit authorizes the continued operation of the sign materials coating and fabrication facility. On the basis of the emission limitations included in this permit, this facility’s allowable emissions are below the major source emission criteria that would require a Title V Major Source operation permit.  This facility is therefore considered as a synthetic non-Title V source.
Permitted Emissions Unit
Emission Unit ID No. 004:  It consists of four spray paint booths and an outdoor painting area.
Spray Paint Booth Nos. 1, 2, 3, and 4 are Binks spray paint booths.  They are located on the North side of the facility.  These booths are used interchangeably to paint metal sign parts, to apply masking material with zero VOC emissions, and to apply paint to the plastic faces of commercial signs.  The painting of the metal sign parts is subject to the restrictions of the VOC RACT (3.5 pounds VOC per gallon of coating, less water and exempt solvents).  Equipment clean up is performed in a modified sink, which drains solvents into a sealed 5-gallon can.  Solvents are poured, not sprayed.  Vapors are exhausted from the booth through a filter-equipped ventilation system.

The outdoor painting area is used for painting both plastic faces of commercial signs and metal sign structural parts.  The painting of the metal sign parts is subject to the VOC RACT (3.5 pounds VOC per gallon of coating, less water and exempt solvents).  Lacquer thinner is used for surface preparation.  Paints are applied with disposable brushes.
(Permitting Note:  The facility used to have a federally enforceable state operating permit (FESOP).  There was a construction permit co-processed with the revision of FESOP in last permitting action and was public noticed.  Therefore, the permit is changed over to operation permit (AO) from this permit on.)
Rule Applicability Note[s]
This emission unit is regulated under Rules 62-296.500, Reasonably Available Control Technology (RACT) – Volatile Organic Compounds (VOC) and Nitrogen Oxide (NOx) Emitting Facilities, and 62-296.513, F.A.C., Surface Coating of Miscellaneous Metal Parts and Products.
Facility Information Summary

Location: 11351 49th Street North, Clearwater, Pinellas County
UTM Coordinates:  17-332.72 East

3084.54 North
Latitude: 27(52'31" North

Longitude: 82(41'58" West

Facility ID No.: 1030186
Emission Unit ID No. and Description:
004 – Paint Spray Booth Nos. 1, 2, 3, and 4 Screen/Pad Applications; Outdoor Painting Area
NOTE: Please reference the Permit No., Facility ID, and Emission Unit ID in all correspondence, test report submittals, applications, etc.

Permit History/Affected Permits:
Replaces Permit No. 1030186-004-AF
Attachment(s) to this permit:

General Conditions, version dated 11/1/2005

Specific Conditions:

1.  General Conditions - A part of this permit is the attached 15 General Conditions.

[Rule 62-4.160, F.A.C.]

2.  Other Requirements - Issuance of this permit does not relieve the permittee from complying with the applicable emission limiting standards or other requirements of Chapters 62-204, 62-210, 62-212, 62-213, 62-296, and 62-297, F.A.C. or any other requirement under federal, state, or local law.

[Rule 62-210.300, F.A.C.]

Operation and Emission Limitations
3.  Operating Hours - The emission units are permitted for continuous operation (i.e., 8760 hours/year)] 

[Rule 62-210.200, F.A.C. (Definitions - Potential to Emit); Construction Permit 1030186-003-AC] 

4.  Emission Limitations – In order to establish the facility as a non-Title V minor source of VOC and HAP emissions, the following emission operation limits shall apply:

	Pollutant
	Facility-Wide Emission Limits

(tons/consecutive 12 month period)

	Total Volatile Organic Compounds (VOC) 
	48.0

	Individual Hazardous Air Pollutants (HAP)
	9.0

	Total Hazardous Air Pollutants (HAPs)
	20.0


[Rule 62-210.200(PTE), F.A.C., Construction Permit No. 1030186-003-AC]

(Title V Applicability Note:  Based on the above limitation, total facility HAP emissions will not emit the Title V major source threshold of 25 tons per year or more of any combination of HAPs. Any increase in individual HAP emissions, which results in emissions of 10 tons per year or more of any one HAP will require an application for a Title V operation permit.)

5.  VOC RACT.  When coating/painting metal, Emission Unit No. 004 is limited to the use of solvent coatings with a volatile organic compound (VOC) content not to exceed 3.5 pounds VOC per gallon of coating, less water and exempt solvents.  Note that emissions from solvent washings shall be included in the above limitation unless the wash solvent is directed into containers that prevent vapor loss to the atmosphere.

[Rules 62-296.500(4), 62-296.513(2)(a)2 and 62-296.513(2)(c), F.A.C.]
6.  Fugitive Organic Solvents, and Volatile Organic Compounds: The permittee shall not store, pump, handle, process, load, unload, or use in any process or installation, OS, or VOCs without applying known and existing vapor emission control devices or systems deemed necessary and ordered by the Department. The permittee shall comply with the following:
A. All equipment, pipes, hoses, lids, fittings, etc., shall be operated/maintained in such a manner as to minimize leaks, fugitive emissions and spills of solvent materials.

B. All VOC/OS from washings (equipment clean-up) shall be directed into containers that prevent evaporation into the atmosphere.

C. Tightly cover or close all VOC containers when they are not in use.

D. Prevent excessive air turbulence across exposed VOCs.

E. Immediately confine and clean up VOC spills and make sure wastes are placed in closed containers for reuse, recycling or proper disposal.

F. Solvents from paint gun pot cleaning shall be considered to have negligible emissions only if they are directed by pouring into closed containers.  

G. Clean-up solvents are not required with the use of disposable brushes.

[Rule 62-296.320(1), FAC; Construction Permit No. 1030186-003-AC]

7.  Modification: Unless otherwise exempt by rule, the permittee shall not initiate any construction, reconstruction, or modification at the facility and shall not install/modify any pollution control device at the facility without obtaining prior authorization from the Department.  Modification is defined as: Any physical change or changes in the method of operations or addition to a facility that would result in an increase in the actual emissions of any air pollutant subject to air regulations, including any not previously emitted, from any emission unit or facility.

[Rules 62-210.200 - Definition of “Modification” and 62-210.300(1)(a), F.A.C.]

8.  Visible Emissions – Except for emissions units that are subject to a particulate matter or opacity limit set forth or established by rule, no person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any activity, the density of which is equal to or greater than that designated as Number 1 on the Ringelmann Chart (20 percent opacity). EPA Method 9 is the method of compliance pursuant to Rule 62-297.401, F.A.C.  However, in order to provide reasonable assurance the overspray control systems are adequately controlling emissions of uncontrolled particulate matter from the spray booths, visible emissions from the paint spray booth exhausts should not exceed 5% opacity.  Exceedance of the 5% limit shall not be considered a violation in and of itself, but an indication that additional control precautions and/or practices may be necessary.
[Rules 62-4.070(3), 62-296.320(4)(b)1, 62-296.320(4)(b)4 and 62-297.401, F.A.C.; Construction Permit No. 1030186-003-AC]
9.  General Pollutant Emission Limiting Standards: Objectionable Odor - No person shall cause, suffer, allow or permit the discharge of air pollutants, which cause or contribute to an objectionable odor.  An objectionable odor is any odor present in the outdoor atmosphere, which by itself or in combination with other odors, is or may be harmful or injurious to human health or welfare, which unreasonably interferes with the comfortable use and enjoyment of life or property, or which creates a nuisance. 

[Rules 62-210.200 (Definition “Objectionable Odor”) and 62-296.320(2), F.A.C.; Pinellas County Code, Section 58-178]
10.  Excess emissions - resulting from startup, shutdown, or malfunction shall be permitted providing (1) Best operational practices to minimize emissions are adhered to and (2) The duration of excess emissions shall be minimized but in no case exceed two hours in any 24 hour period unless specifically authorized by the Department for a longer duration. Excess emissions which are caused entirely or in part by poor maintenance, poor operation, or any other equipment or process failure which may be reasonably prevented during startup, shutdown, or malfunction shall be prohibited.

[Rule 62-210.700, F.A.C.]
Compliance Monitoring and Testing
11.  Special Compliance Tests - When the Department, after investigation, has good reason (such as complaints, increased visible emissions, or questionable maintenance of control equipment) to believe that any applicable emission standard contained in a Department rule or in a permit issued pursuant to those rules is being violated, it may require the owner or operator of the emissions unit to conduct compliance tests which identify the nature and quantity of pollutant emissions from the emission unit and to provide a report on the results of said tests to the Department. 

[Rule 62-297.310(7)(b), F.A.C.]
Recordkeeping Requirements
12.  VOC Recordkeeping requirements for metal parts - In order to document continuing compliance with Specific Condition Nos. 4 and 5 the permittee shall maintain, at a minimum, the following records:
a) Compliance with Specific Condition Nos. 4 and 5 shall be determined by the VOC content of each coating using EPA Method 24 or 24A contained in 40 CFR 60, Appendix A and adopted by reference in Chapter 62-297, F.A.C. Certification under EPA 450/3-84-019, if properly completed for each affected coating, may be submitted in lieu of the EPA Method 24 or 24A tests.  New coatings or the same coatings supplied by a different manufacturer shall be tested for VOC content using EPA Method 24, 24A, or the above mentioned certification test method prior to use.  For use of coatings different from those included in the operation permit application, submit the new coating(s) test results to the Department's Southwest District office within 30 days of initial use.

[Rule 62-296.513(4) and Chapter 62-297, F.AC.; 40 CFR 60 Appendix A; Construction Permit No. 1030186-003-AC]
b) Compliance with the VOC/OS emission limitations of Specific Condition Nos. 4 and 5 shall be demonstrated by maintaining daily logs. These logs shall be retained on file for at least five (5) years.  These records shall include but not be limited to the following information:
1. The applicable rule - Rule 62-296.513(2)(a)2.and 62-296.513(3), F.A.C.

2. Facility name and ID:  Allen Industries, Inc., Facility ID 1030186

3. The substrate type being coated - metal.

4. The emission unit number and description - EU No.  004, Spray Paint Booth No. 1, 2, 3 or 4 or outdoor painting area

5. Date - month, day, year

6. On a daily basis, what "As Applied" coating (by identification number) was used, indicating the amount of each used in gallons or pounds.

7. On a daily basis, all other VOC and solvents used for surface preparation, indicating the amount of each used.

8. On a daily basis, calculate the amount of emissions from the wash solvents (equipment clean-up) that are not directed into containers that prevent evaporation into the atmosphere for disposal.

9. VOC content as applied (percent by weight) for each type of coating utilized.

10. Monthly, a cumulative 12 consecutive-month running total for all VOC/OS emissions to ensure that annual VOC/OS emission limits are not exceeded.

Supporting documentation (e.g., MSDS sheets, “As Supplied” sheets, “As Applied” sheets, purchase orders, inventory records, production records, etc.) for the records required by Specific Condition Nos. 4 and 5, which shall include sufficient information to determine VOC emissions, shall also be kept.  At the permittee’s option, “quantity purchased” may be reported to satisfy the requirement of “quantity used”, provided no materials are used which are not purchased.

Daily Records shall be completed within five (5) calendar days.  Monthly records shall be completed within 15 days of the end of the month.  The records required in this permit shall be maintained at the facility for a minimum of five years (except where otherwise specified) and made available to the Pinellas County Department of Environmental Management (PCDEM) upon request.
[Rules 62-4.070(3) and Chapter 62-296, F.A.C.; Pinellas County Code 58-90; Construction Permit No. 1030186-003-AC

13.  VOC Recordkeeping requirements for plastic parts - In order to document continuing compliance with Specific Condition No. 4 the permittee shall maintain, at a minimum, the following records:

a) Compliance with Specific Condition No. 4 shall be determined by the VOC content of each coating using EPA Method 24 or 24A contained in 40 CFR 60, Appendix A and adopted by reference in Chapter 62-297, F.A.C. Certification under EPA 450/3-84-019, if properly completed for each affected coating may be submitted in lieu of the EPA Method 24 or 24A tests.  New coatings or the same coatings supplied by a different manufacturer shall be tested for VOC content using EPA Method 24, 24A, or the above mentioned certification prior to use.  For the use of coatings different from those included in the operation permit application, submit the new coating(s) test results to the Department's Southwest District office along with the application for the operation permit.  Testing procedures shall be consistent with the requirements of Chapter 62-297, F.A.C.

[Chapter 62-297, F.AC.; 40 CFR 60 Appendix A; Construction Permit No. 1030186-003-AC]
b) A separate daily usage log shall be kept for each spray paint booth in order to document compliance with the limitations of Specific Condition No. 4.  These logs shall be retained on file for at least five (5) years. These records shall include but not be limited to the following:

1. The applicable rule - Rule 62-296.320, F.A.C.

2. Facility name and ID:  Allen Industries, Inc., Facility ID 1030186

3. The substrate type being coated - plastic.

4. The emission unit number and description - EU No. 004, Spray Paint Booth Nos. 1, 2, 3, or 4 or outdoor painting area.

5. Date - month, day, year.

6. On a daily basis, what "As Applied" coating* (by identification number) was used, indicating the amount of each used in gallons or pounds.

7. On a daily basis, all other VOC and solvents used, indicating the amount of each used.

8. VOC content as applied (percent by weight) for each type of coating utilized.

9. Monthly, a cumulative 12 consecutive-month running total for all VOC/OS emissions to ensure that annual VOC/OS emission limits are not exceeded.

Supporting documentation (e.g., MSDS sheets, “As Supplied” sheets, “As Applied” sheets, purchase orders, inventory records, production records, etc.) for the records required by Specific Condition Nos. 4 and 5, which shall include sufficient information to determine VOC emissions, shall also be kept.  At the permittee’s option, “quantity purchased” may be reported to satisfy the requirement of “quantity used”, provided no materials are used which are not purchased.

Daily Records shall be completed within five (5) calendar days.  Monthly records shall be completed within 15 days of the end of the month.  The records required in this permit shall be maintained at the facility for a minimum of five years (except where otherwise specified) and made available to the PCDEM upon request.
*This includes, but is not limited to, paint, inks, coating, thinner, solvents and other material used in the painting operations which contain VOCs.

[Rules 62-4.070(3) and Chapter 62-296, F.A.C.; Pinellas County Code 58-90; Construction Permit No. 1030186-003-AC]

14.  HAP Recordkeeping requirements - In order to document continuing compliance with Specific Condition No. 4 the permittee shall maintain, at a minimum, the following records:

A monthly recordkeeping log shall be established and maintained.  At a minimum, the log shall identify and quantify each paint, coating, thinner, solvent, and other material used in the painting operations which contain HAPs.  Documentation of solvents consumed, such as during spray paint gun/hose cleanup, may use a mass balance method to determine usage (amount used minus amount collected for disposal or recycle).  The permittee shall record and calculate, at a minimum, the following:

A. Monthly record the following:

1. The amount of each HAP containing material* (by identification number) used** in gallons and/or pounds (all records shall be in the same units).

2. The HAP content (percent by weight if usage recorded in pounds or lbs/gallon if usage recorded in pounds) of coatings and solvents used.

3. Calculated monthly individual HAP and total HAP emissions, in tons.

4. The current consecutive 12-month total of individual HAP and total HAP, in tons.

5. The log shall specify the method used of emission determination (purchased or used).

B. If the cumulative previous 12-month individual HAP or total HAP emissions are greater than 80% of the limit specified in Specific Condition No. 4 (i.e., 7.2 tons individual HAP or 16.0 tons total HAP), the permittee shall implement daily recordkeeping.  The daily records shall be kept as in Specific Condition 14.A. above and shall be added to the previous 11 monthly totals to demonstrate the facility is remaining below the permitted threshold.  Daily recordkeeping shall remain in effect until the previous 12 month individual HAP and/or total HAP emissions are less than 80% of the limit.

C. All records shall include the Facility Name, Facility ID, Emission Unit ID, and Date (Month, Day, and Year) on each page.  Monthly records shall be completed within 15 days of the end of the month.  Daily records (if required) shall be completed within 5 calendar days.  Supporting documentation (“As Supplied”, “As Applied” sheets, MSDS sheets, purchase orders, etc.) shall be kept for each material which includes sufficient information to determine HAP emissions.
*This includes, but is not limited to, paint, inks, coating, thinner, solvents and other material used in the painting operations which contain HAPs.

**At the permittee’s option, materials received (e.g., as determined by purchases provided no materials are used which re not purchased) may be used in lieu of amount of each material used.

[Rule 62-4.070(3), F.A.C.; Pinellas County Code, Section 58-90/94; Construction Permit No. 1030186-003-AC]

15.  Annual Operating Report (AOR) - On or before April 1 of each year, the permittee shall submit a completed DEP Form 62-210.900(5), "Annual Operating Report for Air Pollutant Emitting Facility" (AOR) for the preceding calendar year.  Note, the annual operating report for calendar year 2008 shall be submitted by May 1, 2009.  The report may be submitted electronically in accordance with the instructions received with the AOR package sent by the Department, or a hardcopy may be sent to the Air Compliance section of the PCDEM.
[Rule 62-210.370(3), F.A.C.]
16.  Operation Permit (AO) Renewal Application - A completed application for renewal of the operation permit shall be submitted to the Air Permitting Section of the Department’s Southwest District Office with a copy to PCDEM no later than 60 days prior to the expiration date of the operation permit.  To properly apply for an operation permit, the applicant shall submit the following:
A. the appropriate permit application form (see current version of Rule 62-210.900, F.A.C. (Forms and Instructions), and/or FDEP Division of Air Resource Management website at: http://www.dep.state.fl.us/air/); 

B. the appropriate operation permit application fee from Rule 62-4.050(4)(a), F.A.C.; 

C. copies of the records/logs specified in Specific Condition Nos. 12, 13 & 14 for the most recent 12 months, including requested totals for 12 consecutive month period.
[Rules 62-4.030, 62-4.050, 62-4.070(3), 62-4.090, 62-210.300(2), and 62-210.900, F.A.C.]
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