PERMITTEE
Permit No.: 1030465-002-AF
Spaulding Craft, Inc.
Project:  FESOP Renewal


Permittee:
Effective Date:
Spaulding Craft, Inc.
Permit No:  1030465-002-AF

1053 Harbor Lake Drive
County:  Pinellas

Safety Harbor, FL  34695
Expiration Date:  02/28/2010


Project:  FESOP Renewal
Permitting Authority  
This permit is issued under the provisions of Chapter 403, Florida Statutes (F.S.) and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-204, 62-210, 62-212, 62-213, 62-296, and 62-297.  The permittee (listed above) is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the Department and made a part hereof and specifically described below.

Facility Information Summary

This Federally Enforceable State Operation Permit (FESOP) is for the continued operation of a polyester resin products fabrication facility using various open (spray layup, flowcoating) and closed (rotational) application methods to fabricate columns and other various resin products. The resin and gelcoat materials used by the facility contain styrene, while small amounts of MEK and toluene are found in cleanup and other products used throughout the manufacturing process.  Painting, Sanding, and miscellaneous finishing activities were determined to be exempt during the initial FESOP application for this facility. (See below).

Title V Permitting Note:  Based upon the limitations contained in Specific Condition No. 4, this plant is considered a Non-Title V Synthetic Minor Source in accordance with the definition given in Rule 62-210.200 F.A.C.  Based on the processes involved in manufacturing polyester resin products, styrene is considered the highest possible individual hazardous air pollutant that can be emitted.  Therefore, limiting styrene, total HAPs, and VOC will ensure that facility emissions will not exceed Title V permitting thresholds.

PERMITTED SOURCES:

	Emission Unit ID No.
	Description

	001
	Polyester Resin Fabrication


Note: Please reference Permit No. and appropriate Emissions Unit ID No. in all correspondence, test reports, applications, etc.

EMISSION SOURCES/ACTIVITIES EXEMPT FROM PERMITTING:

	Emission Source
	Exemption

	Paint Spray Booth
	62-210.300(3)(b)

	Sanding, Grinding, Cutting,Trimming activities
	62-210.300(3)(b)


Location:
1053 Harbor Lake Drive, Safety Harbor

Facility ID No:
1030465

UTM Coordinates:
Zone 17, 334.38 km East and 3097.99 km North
Latitude:  270 59’ 54”
 
Longitude:  820 42’ 04”
Permit History:  Replaces permit 1030465-001-AF

SPECIFIC CONDITIONS 
1.  General Conditions.  The attached 14 General Conditions are part of this permit. 

[Rule 62-4.160, F.A.C.]

2.  Other Conditions.  Issuance of this permit does not relieve the permittee from complying with the applicable emission limiting standards or other requirements of Chapters 62-200 through 297, F.A.C., or any other requirement under federal, state, or local law.

[Rule 62-210.300, F.A.C.]

Emission and Operation Limitations

3.  Operating hours.  This facility is allowed to operate 8,760 hours per year.

[Rule 62-210.200 F.A.C. (Def. “Potential to Emit”)]

4.  VOC/HAP/Styrene Emission Limitations.  In order to establish the facility as a non-Title V minor source of VOC and HAP emissions, the following emission limits shall apply facility-wide and based on such, the facility is considered a synthetic minor non-Title V source.

a. Total VOC emissions (including Styrene) shall not exceed 52 Tons in any consecutive 12-month period.

b. Total Styrene emissions shall not exceed 9.7 Tons in any consecutive 12-month period.

c. Total HAP emissions (including Styrene) shall not exceed 12 Tons in any consecutive 12-month period.

 [Rule 62-210.200(Def. “Potential Emissions”), F.A.C.; Permit 1030465-001-AF]

5.  General Standards:  (VOC) Emissions and/or (OS) Emissions.  The permittee shall allow no person to store, pump, handle, process, load, unload or use in any process or installation, volatile organic compounds (VOC) or organic solvents (OS) without applying known and existing vapor emission control devices or systems deemed necessary and ordered by the Department.  The facility shall comply with the following:

a. In order to reduce and minimize emissions from coating operations, the permittee shall have written work practices in place that describe controlled spraying techniques, spray gun calibration procedures and waste minimization procedures.

b. Authorization to use the non-spray lay-up emission factors (Specific Condition No. 10) is contingent upon operation of the facility’s fluid impingement technology (FIT) equipment at low pressure, resulting in a non-atomized spray.  Low pressure is determined by multiplying the pump air pressure by the pump ratio.  The resultant pressure should never be greater than 150 psi.  The current equipment uses a 30 psi air setting with a pump ratio of 3:1, with a resultant tip pressure of 90 psi.  To use the non-spray factor for any other non-spray equipment (flow coater or pressure-fed roller), verify that the resultant tip pressure is at or below 150 psi and utilize the following calibration procedure to verify the resultant spray is not atomized:

1. Verify that the resin is the correct temperature, and has been properly mixed within the manufacturer’s specified period.

2. Verify that the spray tip is in good condition and suitable for producing flow rate range and fan pattern width for the given job.

3. Aim the spray gun at a disposable surface on the floor, maintaining a distance of 12” to 18” and perpendicular to the floor.

4. Turn the pump pressure down to zero and pull the trigger.

5. Slowly begin to increase the pressure in 10 psi increments until the fan pattern is adequate and not atomized.

6. Record this pressure in the spray gun set-up log for each piece of equipment.

7. Do not increase the pressure past this point.  The result will be over-atomization, increased over-spray, and poor transfer efficiency. 

c. All equipment, pipes, hoses, lids, fittings, etc., shall be operated/maintained in such a manner as to minimize leaks, fugitive emissions and spills of solvent materials.

d. All VOC/OS from washings (equipment clean-up) shall be directed into containers that prevent evaporation into the atmosphere.

e. Tightly cover or close all VOC and/or solvent containers when they are not in use.

f. Prevent excessive air turbulence across exposed VOCs.

g. Immediately confine and clean up VOC spills and make sure wastes are  placed in closed containers for reuse, recycling or proper disposal.

[Permit 1030465-001-AF, Rule 62-296.320(1)(a) F.A.C., Pinellas Co. Code, §58-178]

6.  General Standards - Objectionable Odor.   No person shall cause, suffer, allow or permit the discharge of air pollutants, which cause or contribute to an objectionable odor.  An objectionable odor is any odor present in the outdoor atmosphere, which by itself or in combination with other odors, is or may be harmful or injurious to human health or welfare, which unreasonably interferes with the comfortable use and enjoyment of life or property, or which creates a nuisance.

[Rules 62-210.200(Defn. - “Objectionable Odor”), 62-296.320(2), F.A.C. and Pinellas County Code §58-178]

7.  General Standards - Visible Emissions.  Except for emissions units that are subject to a particulate matter or opacity limit set forth or established by rule and reflected by conditions in this permit, no person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any activity, the density of which is equal to or greater than that designated as Number 1 on the Ringelmann Chart (20 percent opacity).  EPA Method 9 is the method of compliance pursuant to Chapter 62-297, F.A.C. 

[Rules 62-296.320(4)(b)1, 62-296.320(4)(b)4, F.A.C. and Pinellas County Code §58-178

8.  General Standards - Unconfined Particulates.  All reasonable precautions shall be taken to prevent and control generation of unconfined emissions of particulate matter in accordance with the provisions in Rule 62-296.320, F.A.C.  These provisions are applicable to any source, including but not limited to, vehicular movement, transportation of materials, construction, alteration, demolition or wrecking, or industrial related activities such as loading, unloading, storing and handling.   Reasonable precautions to prevent emissions of unconfined particulate matter at this facility shall include, but not be limited to the following:

a. Activities such as sanding, trimming, shaping, and grinding shall be controlled by good work practices which may include tarps, continued use of filters on exhaust fans, regular sweeping, and/or the use of “shop-vac” type vacuum collectors or a central vacuum dust collection system.

b. All sand blasting activities are to be conducted within the construction shelter located between Building Nos. 1 and 2.

In order to provide reasonable assurance that the above measures are being implemented and that they are effective in controlling unconfined emissions of particulate matter, visible emissions from this facility shall not exceed 5% opacity.  If this value is exceeded it will not be considered a violation in and of itself, but an indication that additional controls may be required.

[Rules 62-4.070(3), 62-296.320(4)(c) F.A.C. and Pinellas County Code §58-178]

Recordkeeping and Reporting

9(a).  VOC/HAP Records.  In order to document compliance with the VOC/HAP limitations of Specific Condition No. 4, the permittee shall maintain a monthly log based on the tracking of all Styrene, HAP and/or VOC containing material used in association with manufacturing activities.  The logs shall be retained on file at the facility for at least three years, and at a minimum, contain the following:

a. identity and quantity of each resin, coating, solvent, chemical, etc., used at the facility that contains Styrene, HAPs and/or VOC, per application method.  Usage of materials may be based upon an inventory at the beginning of the month, receipt of material during the month, and inventory of the materials at the end of the month;

b. the appropriate emission factor(s) (Specific Condition No. 10) per application method(s) used to determine Styrene, HAP, and/or VOC emissions

c. for use of non-spray emission factors when using flow-type coaters, record the air pressure, pump ratio, and resultant tip pressure (Air Pressure x Pump Ratio).

d. the total tons of facility Styrene emissions for the month and for the most recent consecutive 12 month period.

e. the total tons of facility HAP emissions (including Styrene) for the month and for the most recent consecutive 12 month period.

f. the total tons of facility VOC emissions (including Styrene) for the month and for the most recent consecutive 12 month period.

Documentation of each chemical reclaimed will use a mass balance method to determine usage/emissions (amount used minus amount collected for disposal or recycle).  Supporting documentation such as Styrene/VOC content, Styrene/VOC emission factors used, MSDS sheets, waste disposal records, purchase orders, “As Supplied” data sheets, etc., shall be kept for each chemical and associated products, which includes sufficient information to determine emissions.  The monthly logs shall be completed by the end of the following month.  Daily logs (when utilized) shall be completed within 3 business days.  These records shall be available to the Department and PCDEM upon request.

[Rule 62-4.070(3), F.A.C. and Pinellas Co. Code §58-90]
9(b).  (FIT) Equipment Calibration Records.  In order to document compliance with the procedure referenced in Specific Condition 5(b), record the performance of the calibration procedure whenever it is utilized (for example, when a new type of spray tip is used).  Documentation shall be retained on file at the facility for at least three years.
[Rule 62-4.070(3), F.A.C. and Pinellas Co. Code §58-90]
10.  Emission Calculation Requirements.  Styrene emissions shall be calculated using the following formula and emission factors, or other factors agreed to by the Department and/or the PCDEM.
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Ms = amount of styrene containing material used (in tons)

EF = emission factor (lb/ton) for styrene monomer content (from table below)


Where application emission factor is:



(see Table below) - for spray lay-up resin



0.03 for RTM resin application (rotational closed mold resin application)



(see Table below) for gel coat application (airless spray application)

Styrene emissions from resin applied with an airless system, such as for tooling resin/mold-making, must be estimated using emission factors for spray application, based on the percent styrene.  If a lower percent styrene is used than is presented in the table, contact Pinellas County Air Quality.

	% Styrene

Monomer
	Non-Spray

Layup emission factors
	Spray Layup emission factors
	Gel coat emission factors

	30
	0.123
	0.175
	0.455

	31
	0.124
	0.178
	0.462

	32
	0.126
	0.181
	0.469

	33
	0.127
	0.184
	0.476

	34
	0.129
	0.187
	0.483

	35
	0.130
	0.190
	0.490

	36
	0.137
	0.210
	0.497

	37
	0.143
	0.230
	0.503

	38
	0.150
	0.250
	0.510

	39
	0.153
	0.263
	0.515

	40
	0.155
	0.275
	0.520

	41
	0.158
	0.288
	0.525

	42
	0.160
	0.300
	0.530

	43
	0.163
	0.313
	0.535


[Rule 62-4.070(3), F.A.C, and PCDEM letter to applicant dated 03/13/02, contained in current FESOP application]

11.  Annual Operating Report.  Submit to the Air Quality Division of the Pinellas County Department of Environmental Management (PCDEM) each calendar year, and on or before March 1, an annual operating report [DEP Form 62-210-900(5)] for the preceding calendar year.  The report may be submitted electronically in accordance with the instructions received with the AOR package sent by the Department, or a hardcopy may be submitted.

[Rule 62-210.370(3), F.A.C.]
FESOP Renewal 
12.  Operation Permit Renewal Application.  A completed application to renew this operation permit shall be submitted to the Air Program of the Southwest District Office of the Department no later than 60 days prior to the expiration date of this permit.  To properly apply for an operation permit, the applicant shall submit the following:

a.  the appropriate operation permit application form (see current version of Rule 62-210.900, F.A.C., and/or FDEP Division of Air Resource Management website at: http://www.dep.state.fl.us/air/);
b.
the appropriate operation permit application fee per Rule 62-4.050(3)(c), F.A.C.;

c.
copies of the VOC/HAP records specified in Specific Condition No. 9 for the most recent 2 months.

[Rules 62-4.050, 62-4.070(3), 62-4.090, 62-210.300(2), 62-210.900, and 

62-297.310(7)(a)1., F.A.C.]
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