PERMITTEE:



FINAL PERMIT Nos.: 1030480-002-AF and 1030480-003-AC
Duckworth Steel Boats, Inc.

PROJECT: Sandblasting & Painting Operations

PERMITTEE:




Final Permit Numbers: 1030480-002-AF and 

     
   1030180-003-ACPRIVATE 

Duckworth Steel Boats, Inc.


County: Pinellas
1051 Island Way



Effective Date(s): April 23, 2007
Tarpon Springs, FL 34689


Expiration Date:  April 23, 2012 (AF)
Expiration Date:  December 31, 2007 (AC)






Project: Sandblasting and Painting Operations

This permit is issued under the provisions of Chapter 403, Florida Statutes, and Florida Administrative Code (F.A.C.) Chapters 62-204, 62-210, 62-212, 62-213, 62-296, 62-297, and 62-4.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the Department and made a part hereof and specifically described as follows:.
These permits (one document) allow continued operation of a marine vessel construction and repair facility and an increase of sand usage through an existing sand silo from 67.6 tons to 97.6 tons per any consecutive 12-month period.
FACILITY REGULATORY CLASSIFICATION

This is a synthetic non-Title V facility since its operations limit the potential emissions of volatile organic compounds (VOC), individual hazardous air pollutant (HAP), and total HAPs emissions below the Title V permitting threshold of Chapter 62-213, F.A.C.  The facility is a natural minor facility for particulate matter emissions. 
FACILITY DESCRIPTION
The facility consists of painting operations [Emission Unit (EU) 001] and abrasive blasting operations (EU 002). The painting operations are controlled by work practices including the use of tarps, walls, etc. to contain all paint over-spray.  The abrasive blasting operations consist of blasting pots that use either bulk sand (gravity fed from a storage silo) or bagged sand (manual or forklift loaded).  The blasting operations are also controlled by work practices including the use of tarps, walls, etc.  The sand storage silo is equipped with a particulate filter to control emissions during loading.  
FACILITY INFORMATION SUMMARY
Location: 1051 Island Way, Tarpon Springs

UTM:  17-328.88 E   3115.77 N

Latitude: 28( 09’ 26” 

Longitude: 82( 45’ 45”
Facility ID: 1030480



Emission Unit ID and Description: EU 001: Painting Operations





    EU 002: Abrasive Blasting Operations and Sand Storage Silo

NOTE: Please reference the Permit No., Facility ID, and Emission Unit ID in all correspondence, test report submittals, applications, etc.

Permit History:  Replaces Permit No. 1030480-001-AF
ATTACHMENT TO THIS PERMIT
Attachment: General Conditions, version 11/1/2005

SPECIFIC CONDITIONS:

Facility Wide Conditions
1) General Conditions: A part of this permit is the attached 15 General Conditions. 
 [Rule 62-4.160, F.A.C.]

2) Other Requirements: Issuance of this permit does not relieve the permittee from complying with applicable emission limiting standards or other requirements of Chapters 62-204, 62-210, 62-212, 62-213, 62-296, and 62-297, F.A.C. or any other requirements under federal, state, or local law. 

[Rule 62-210.300, F.A.C.]

3) General Standards – Objectionable Odor: The permittee shall not cause, suffer, allow, or permit the discharge of air pollutants from this facility which cause or contribute to an objectionable odor.  Objectionable odor is defined as any odor present in the outdoor atmosphere which by itself or in combination with other odors, is or may be harmful or injurious to human health or welfare, which unreasonably interferes with the comfortable use and enjoyment of life or property, or which creates a nuisance. 
[Rule 62-296.320(2), F.A.C.; Rule 62-210.200, F.A.C. – Definition of Objectionable Odor; and Pinellas County Code, Section 58-178]

4) General Standards – VOC Emissions: All equipment, pipes, hoses, lids, fittings, etc., shall be operated/maintained in such a manner as to minimize leaks, fugitive emissions and spills of solvent materials 
[Rule 62-296.320(1), F.A.C.].

5) Unconfined Emissions of PM Control and Visible Emission Standard: In order to control emissions of unconfined particulates at the facility, the permittee shall use the reasonable precautions listed in the Environmental Contingency Plan, January 2000 [submitted by the permittee to the Pinellas County Department of Environmental Management (PCDEM) and the Southwest District Office of the Department of Environmental Protection (DEP)] to contain the emissions from facility operations. The permittee shall notify the Air Permitting Sections of the Southwest District of the DEP and the PCDEM of any changes in the Environmental Contingency Plan and receive written approval from the PCDEM of the changes prior to implementation of the changes.  As an indicator that the reasonable precautions are adequate, visible emissions from the tarps and enclosures, required by the Environmental Contingency Plan, January 2000, should not be equal to or greater than 10% opacity, and visible emissions at the property line should not be equal to or greater than 5% opacity.  If either or both of these values are exceeded, it will not be considered a violation in and of itself, but may be a violation of the reasonable precautions required to be taken and/or may require additional precautions be taken.  
[Rules 62-4.070(3) and 62-296.320, F.A.C.; Permit No. 1030480-001-AF]

6) Circumvention: No person shall circumvent any air pollution control device, or allow the emission of air pollutants without the applicable air pollution control device operating properly.
[Rule 62-210.650, F.A.C.]
7) Annual Operating Report: Submit to the Air Compliance Section of the Department’s Southwest District Office and the PCDEM each calendar year on or before March 1, completed DEP Form 17-210.900(5), "Annual Operating Report for Air Pollutant Emitting Facility," for the preceding calendar year. The report may be submitted electronically in accordance with the instructions received with the AOR package sent by the Department, or a hardcopy may be submitted.
[Rule 62-210.370(3)(a)2., F.A.C.]
8) Modification: No emission unit or facility shall be constructed or modified without first obtaining an air construction permit from the Department in accordance with all applicable provisions of Chapters 62-210, 62-212 and 62-4, F.A.C.

9) Operation Permit Renewal: The permittee shall submit a complete application to renew the Operation Permit No. 1030480-002-AF to the Air Permitting Sections of the Department's Southwest District Office and the PCDEM at least 60 days prior to the expiration date of this operation permit. To properly apply for an operation permit renewal, the applicant shall submit the following:

1. The appropriate operation permit application form (see current version of Rule 62-210.900, F.A.C. and/or FDEP Division of Air Resource Management website at http://www.dep.state.fl.us/air/)

2. The appropriate operation permit application fee in accordance with Rule 62-4.050(4)(a), F.A.C.

3. A copy of the operations records for the most recent month of operation (See Specific Conditions Nos. 13 and 22) and a copy of the most recent test report for visible emissions (see Specific Condition No. 19).

[Rules 62-4.070(3), 62‑4.090, 62-210.300(2), and 62-210.900, F.A.C.]
Painting Operation Specific Conditions
Operating Limitations and Standards

10) Operating Hours: The painting operation is permitted to operate continuously, i.e., 8,760 hours/year.

[Rule 62-210.200, F.A.C., Definitions-Potential to Emit; Permit No. 1030480-001-AF]

11) VOC and HAP Emissions: Emissions from the painting operation shall not exceed the following:

4.93 tons per any consecutive 12-month period for VOC, total HAPs and any individual HAP
Permitting Note:  All HAPs are expected to be VOC; therefore, the VOC limit will limit the HAPs below major source thresholds.

[Requested by permittee in permit application dated October 5, 2006; Permit No. 1030480-001-AF]

12) Reasonably Available Control Technology (RACT) for VOC: In order to not subject the facility to the requirements of VOC RACT [Rule 62-296.513, F.A.C.], the permittee shall not paint the following:

1. The interior of any marine vessel (repair, new, or any other operation)

2. Newly fabricated portions of marine vessels.  This includes any portion of a ship or prefabricated portion of a ship.  The facility may paint the exterior of an entire marine vessel.

[Permit No. 1030480-001-AF]

Monitoring and Recordkeeping Requirements
13) VOC Monthly Records: In order to document compliance with VOC emission limitation in Specific Condition No. 11, the permittee shall calculate the painting operation’s total VOC emissions monthly along with a consecutive 12-month total, in tons.  A log shall be maintained to document the consecutive 12-month totals. The log shall be completed by the tenth day of the following month.  The log shall include, at a minimum, the following information:

1. Facility ID number and emission unit ID and description (i.e., 1030480, EU 001-Painting operation).

2. Month and Year.

3. On a monthly basis, the amount of each coating (by identification number) used in gallons and its percent VOC by weight.

4. On a monthly basis, the amount of each clean-up solvent (by identification number) used in gallons and its percent VOC by weight.

5. The monthly VOC emissions, in tons.

6. The current consecutive 12-month total of VOCs, in tons.

These records shall be maintained for a minimum of the most recent three (3) year period and made available to the Department and the PCDEM upon request. 

[Rule 62-4.070(3), F.A.C.]

14) Supporting Documentation: Supporting documentation (MSDS sheets, "As Supplied" sheets, purchase orders, inventory records, production records, etc.) shall be kept for each VOC-containing material used in order to provide sufficient information to document how VOC emissions were calculated.  Documentation for VOC/solvents reclaimed, recycled or disposed, will use a mass balance method to determine net usage.  All of the above records shall be retained for at least three (3) years, and kept on site and made available to the Department and the PCDEM upon request. 

[Rules 62‑296.320(1)(a) and 62‑4.070(3), F.A.C.]

Sandblasting Operation Conditions
Operating Limitations and Standards

15) Operating Hours: The sandblasting operation is limited to operating between the hours of 6:00 A.M. and 8:30 P.M. Eastern Time (Standard or Daylight Savings, determined by which one is currently in effect). 
[Rule 62-4.070, F.A.C., Permit No. 1030480-001-AF]
16) Sand Usage Limit: The sandblasting operation is limited to a maximum sand usage of 97.6 tons per any consecutive 12-month period.

 [Requested by permittee in application dated October 5, 2006]

17) PM Emissions Control: A particulate filter shall control emissions from the Sand Storage Silo during loading. 
[Rule 62-296.320(1)(c)(2)(f), F.A.C.]

18) Visible Emissions: Visible Emissions (VE) from the loading or unloading of the Sand Storage Silo shall not exceed 5% opacity. 
[Rule 62-4.070, F.A.C; Permit No. 1030480-001-AF]

Test Methods and Procedures

19) Visible Emission Test Frequency and Reporting: In order to demonstrate compliance with Specific Condition No. 18, the sand storage silo shall be tested annually between October 1 and September 30 (once per federal fiscal year).  Within 45 days of testing, a copy of the test report must be filed with the Air Compliance Section of PCDEM.  The following information shall be included in the test report:

A) The loading rate of the silo (tons/hour).

B) A copy of the monthly log required in Specific Condition No. 22 for the month when the VE test is conducted.

Failure to submit any of the information listed above or operating at conditions during testing which are not representative of normal operating conditions may invalidate the tests. 
[Rules 62-297.310 and 62-4.070(3), F.A.C.]

20) Visible Emission Test Method: Compliance with the emissions limitation specified in Specific Condition No. 18 shall be determined using EPA Method 9 contained in 40 CFR 60, Appendix A and adopted by reference in Chapter 62-297, F.A.C.  The Method 9 compliance test shall be conducted by a certified observer and be a minimum of 30 minutes in duration.  The minimum requirements for stack sampling facilities, source sampling and reporting, shall be in accordance with Chapter 62-297, F.A.C. and 40 CFR 60, Appendix A.

[Rules 62-297.310(4)(a)2. and 62-297.401(9), F.A.C.]

21) Test Notification: The permittee shall notify the Air Compliance Section of the PCDEM in writing at least 15 days prior to the date on which each formal compliance test is to begin of the date, time, and place of each such test, and the test contact person who will be responsible for coordinating and having such test conducted.

[Rule 62-297.310(7)(a)(9), F.A.C.]

Monitoring and Recordkeeping Requirements

22) Monthly Log: In order to document compliance with Specific Condition No. 16, the permittee shall maintain a monthly log of sand received.  The monthly log shall be completed by the tenth day of the following month.  The log shall include, at a minimum, the following information:

1. Facility ID number and emission unit ID and description (i.e., 1030480, EU 002-Sandblasting operation).

2. Month and Year.

3. On a monthly basis, the tons of sand received.

4. The current consecutive 12-month total of sand received, in tons.

These records shall be maintained for a minimum of the most recent three (3) year period and made available to the Department and the PCDEM upon request. 

[Rule 62-4.070(3), F.A.C.]

23) Filter Operation and Maintenance: The filter for the sand silo shall be operated and maintained in accordance with the Operation and Maintenance (O&M) Plan attached to the additional information letter dated November 10, 2006, and as revised with the approval of the PCDEM. 

O&M Plan: The O&M Plan shall include, at a minimum, the following information:

A) Operating parameters of the pollution control device.

B) Schedule for the routine maintenance of the pollution control device as specified by the manufacturer.

C) Schedule for routine observations of the pollution control device sufficient to ensure proper operation.

D) A list of the type and quantity of the required spare parts for the pollution control device which are stored on the premises of the permittee.

The O&M Plan shall be retained onsite at all times.

O&M Log: The O&M Plan Log shall include, at a minimum, the following information:

A) When maintenance and observations were performed (Date and Time).

B) What maintenance and observations were performed.

C) Who performed the maintenance and observations [Name of Person(s)].

D) Acceptable parameter ranges for each operational check.

These records shall be maintained for a minimum of the most recent three (3) year period and made available to the Department and the PCDEM upon request. 

[Rule 62-4.070(3), F.A.C.]
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