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NOTICE OF ADMINISTRATIVELY CORRECTED AIR CONSTRUCTION PERMIT

In the Matter of a Request for Administrative Correction:

City of St. Petersburg Project No. 1030558-003-AC
3800 54" Avenue South Administrative Correction to:
St. Petersburg, Florida 33711 Permit No. 1030558-002-AC
Southwest Water Reclamation Facility
Authorized Representative: Pinellas County
Mr. Steve Leavitt, P.E., Director

Dear Mr. Steve Leavitt,

Enclosed is an the administratively correction for Air Construction Permit No. 1030558-002-AC for Southwest
Water Reclamation Facility (SWWRF), which is located in Pinellas County at 3800 54th Avenue South, St.
Petersburg, Florida. This action is set to correct a few minor typographical errors recognized in the previously
issued Permit No. 1030558-002-AC.

This administrative correction is issued pursuant to Rule 62-210.360, Florida Administrative Code (F.A.C.), and
Chapter 403, Florida Statutes (F.S.). This change is made at the permit processor’s request dated February 11,
2016. This corrective action does not alter the effective dates of the existing permit.

The Department of Environmental Protection (Department) will consider the above-noted action final unless a
timely petition for an administrative hearing is filed pursuant to Sections 120.569 and 120.57, F.S. Mediation
under Section 120.573, F.S., will not be available for this proposed action.

Should you have questions concerning this change, please contact Lara Rabbath at (850) 717-9082, or by email at:
lara.rabbath@dep.state.fl.us.

Executed in Tallahassee, Florida.

e CL— . David Lyle Read, P.E.
S e K 50160217 12:40:27 -05'00

For:

Syed Arif, P.E., Program Administrator
Office of Permitting and Compliance
Division of Air Resource Management

DLR/lcr

www.dep.state.fl.us
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NOTICE OF ADMINISTRATIVELY CORRECTED AIR CONSTRUCTION PERMIT

CERTIFICATE OF SERVICE

The undersigned duly designated deputy agency clerk hereby certifies that this Air Permit package was sent by
electronic mail, or a link to these documents made available electronically on a publicly accessible server, with
received receipt requested before the close of business on the date indicated below to the following persons.

Mr. Steve Leavitt, P.E., Director, City of St. Pete: steve.leavitt@stpete.org
Mr. Steve Marshall, Project Manager, City of St. Pete: sdmarsha@stpete.org
Mr. George (Ken) Wise, Operator, SWWRF: george.wise@stpete.org

Ms. Sherrill Culliver, Pinellas County: sculliver@co.pinellas.fl.us

Ms. Lynn Scearce, DEP OPC: lynn.scearce@dep.state.fl.us

Clerk Stamp

FILING AND ACKNOWLEDGMENT FILED, on
this date, pursuant to Section 120.52(7), Florida Statutes,
with the designated agency clerk, receipt of which is
hereby acknowledged.

9 9 2016.02.17
P e 13:30:25 -05'00'

City of St. Petersburg Project No. 1030558-003-AC
Southwest Water Reclamation Facility Permit Corrected: 1030558-002-AC
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NOTICE OF ADMINISTRATIVELY CORRECTED AIR CONSTRUCTION PERMIT

The following permit condition is revised as indicated. Strikethrough is used to denote the deletion of test
Double-underlines are used to denote the addition of text. All changes are emphasized with shading.

Permit Being Administratively Corrected: Permit No. 1030558-002-AC
Affected Emissions Unit: 008
1. Specific Condition 3.D.1 of the referenced permit is changed as follows:

1. Emergency Diesel Generator: The permittee is authorized to install and operate an emergency diesel engine
(CAT 3516C) with a maximum engine rating of 2,682 HP at 100% load with a nominal power rating of 2,000
kW manufactured August 31, 2010. [Design, Application 1030558-002-AC]

The following table provides important details for the engine regulated as EU 86+008:

. e Engine Date of Model Displacement Engine
Engine Identification Brake HP Construction | Year | liters/cylinder (l/c) | Manufacturer Model No.
Emergency Diesel 2,682 .
Engine (2000 kW) 2010 2010 <10 Caterpillar 3516C

Affected Emissions Unit: 009
2. Specific Condition 3.E.1 of the referenced permit is changed as follows:

1. Emergency Diesel Generator: The permittee is authorized to operate an emergency diesel engine (CAT
D3516) with a maximum engine rating of 2,6822,347 HP at 100% load with a nominal power rating of 1,750
kW manufactured August 3, 1999. [Design, Application 1030558-002-AC]

The following table provides important details for the engine regulated as EU 808009:
. e . Engine Date of Model Displacement Engine
Engine Identification Brake HP Construction | Year | liters/cylinder (l/c) | Manufacturer Model No.
Emergency Diesel 2,347 .
Engine (1,750 kW) 2000 1999 <10 Caterpillar D3516

For convenience, the affected pages of the referenced permit are corrected and provided in this administrative
correction so that they can be substituted into the referenced permit.

City of St. Petersburg Project No. 1030558-003-AC
Southwest Water Reclamation Facility Permit Corrected: 1030558-002-AC
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SECTION 3. EMISSIONS UNIT SPECIFIC CONDITIONS
D. Emergency Diesel Generator (EU 008)

This section of the permit addresses the following emissions unit.

EU No. | Emission Unit Description

008 |Emergency Diesel Generator (2,682 HP)

EQUIPMENT

1. Emergency Diesel Generator: The permittee is authorized to install and operate an emergency diesel engine
(CAT 3516C) with a maximum engine rating of 2,682 HP at 100% load with a nominal power rating of 2,000
kW manufactured August 31, 2010. [Design, Application 1030558-002-AC]

The following table provides important details for the engine regulated as EU 008:

. e . Engine Date of Model Displacement Engine
Engine Identification Brake HP Construction | Year | liters/cylinder (l/c) | Manufacturer Model No.
Emergency Diesel 2,682 .
Engine (2000 kW) 2010 2010 <10 Caterpillar 3516C

{Permitting Note: This compression ignition (CI) ICE is regulated under 40 CFR 63, Subpart ZZZZ, NESHAP for
Stationary RICE and 40 CFR 60, Subpart 1111, NSPS for Stationary CI ICE, adopted in Rules 62.204.800(11)(b)
& (8)(b), F.A.C., respectively. This CI ICE is not used as a fire pump. This permit section addresses engines that
commence construction after July 11, 2005, that is located at an area source of HAP and that was manufactured
after April 1, 2006. In accordance with provisions of 40 CFR 63.6590(c)(6), meeting the requirements of 40 CFR
60, Subpart I111, satisfies compliance with the requirements of Subpart ZZZZ.}

APPLICABLE REQUIREMENTS

2. Applicable NSPS Provisions: The is subject to, and shall comply with, the applicable provisions in NSPS
Subpart A (General Provisions) and NSPS Subpart I111 (Standards of Performance for Stationary CI ICE) of
40 CFR 60, which are identified in Appendix E and F of this permit, respectively. [Rule 62-204.800(8)(b)80,
F.A.C.; and, NSPS Subparts A and 1111 in 40 CFR 60]

3. Applicable NESHAP Provisions: The CI ICE is subject to, and shall comply with, the applicable provisions
in NESHAP Subpart A (General Provisions) and NESHAP Subpart ZZZZ (RICE) of 40 CFR 63, which are
identified in Appendix G of this permit. Pursuant to 40 CFR 63.6590, the requirements of NESHAP Subpart
ZZZZ are met by complying with the requirements of NSPS Subpart 1111. [Rule 62-204.800(11)(b)82,
F.A.C.; and, NESHAP Subpart ZZZZ of 40 CFR 63]

PERFORMANCE RESTRICTIONS

4. Authorized Fuel: This Stationary RICE must use diesel fuel that meets the following requirements for non-
road diesel fuel:
a. Sulfur Content. The sulfur content shall not exceed = 15 ppm = 0.0015% by weight (ultra-low sulfur).
b. Cetane and Aromatic. The fuel must have a minimum cetane index of 40 or must have a maximum
aromatic content of 35 volume percent.
[Rule 62-204.800, F.A.C.; and, 40 CFR 60.4207(b), 80.510(c), 80.510(f)(2) and 80.510(f)(7)]

5. Restricted Hours of Operation. The following limitations apply individually to each engine:
a. Emergency Situations. There is no time limit on the use of emergency stationary CI ICE in emergency
situations. [40 CFR 60.4211(f)(1)]
b. Other Situations. The permittee may operate these emergency stationary ClI ICE for any combination of
the purposes specified in paragraphs 5.b.(1) through (3) for a maximum of 100 hours per calendar year.
Any operation for non-emergency situations as allowed by paragraph 5.c counts as part of the 100 hours
per calendar year allowed by this paragraph.
Maintenance and Testing. The CI ICE is authorized to operate for the purpose of maintenance checks and
readiness testing, provided that the tests are recommended by federal, state or local government,

City of St. Petersburg Project No. 1030558-002-AC
Southwest Water Reclamation Facility Biosolids-to-Energy Project
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SECTION 3. EMISSIONS UNIT SPECIFIC CONDITIONS

E. Emergency Diesel Generator (EU 009)

This section of the permit addresses the following emissions unit.

EU No. | Emission Unit Description

009 |Emergency Diesel Generator (2,347 HP)

EQUIPMENT

1. Emergency Diesel Generator: The permittee is authorized to operate an emergency diesel engine (CAT
D3516) with a maximum engine rating of 2,347 HP at 100% load with a nominal power rating of 1,750 kW
manufactured August 3, 1999. [Design, Application 1030558-002-AC]

The following table provides important details for the engine regulated as EU 009:

. e . Engine Date of Model Displacement Engine
Engine Identification Brake HP Construction | Year | liters/cylinder (l/c) | Manufacturer Model No.
Emergency Diesel 2,347 .
Engine (1,750 kW) 2000 1999 <10 Caterpillar D3516

{Permitting Note: This RICE is regulated under 40 CFR 63, Subpart ZZZZ, NESHAP for Stationary RICE
adopted in Rule 62.204.800(11)(b), F.A.C. This RICE is not used for fire pumps. This RICE is exempted from
regulations under 40 CFR 60, Subpart 1111 - New Source Performance for Stationary RICE based on the
manufacturer date. This is an “existing” stationary RICE with a site rating of more than 500 HP, with a
displacement of less than 10 liters/cylinder that is located at an area source of HAP and has not been modified or
reconstructed after June 12, 2006.}

PERFORMANCE RESTRICTIONS

2. Hours of Operation:

a. Emergency Situations. There is no time limit on the use of emergency stationary RICE in emergency
situations. [Rule 62-204.800(11)(b)82, F.A.C.; and 40 CFR 63.6640(f)(1)]

b. Other Situations. You may operate your emergency stationary RICE for any combination of the purposes
specified in paragraphs 2.b.(1) through (3) for a maximum of 100 hours per calendar year. Any operation
for non-emergency situations as allowed by paragraphs 2.c. of this section counts as part of the 100 hours
per calendar year allowed by this paragraph 2.b.

(1) Maintenance and Testing. Each RICE is authorized to operate for the purpose of maintenance checks
and readiness testing, provided that the tests are recommended by federal, state or local government,
the manufacturer, the vendor, or the insurance company associated with the engine. Maintenance
checks and readiness testing of such units is limited to 100 hours/year. The owner or operator may
petition the Administrator for approval of additional hours to be used for maintenance checks and
readiness testing, but a petition is not required if the owner or operator maintains records indicating
that Federal, State, or local standards require maintenance and testing of emergency RICE beyond
100 hours/year. [Rule 62-204.800(11)(b)82, F.A.C.; and 40 CFR 63.6640(f)(2)()]

(2) Emergency Demand Response. Each RICE may be operated for emergency demand response for
periods in which the Reliability Coordinator under the North American Electric Reliability
Corporation (NERC) Reliability Standard EOP-002-3, Capacity and Energy Emergencies
(incorporated by reference, see 40 CFR 63.14), or other authorized entity as determined by the
Reliability Coordinator, has declared an Energy Emergency Alert Level 2 as defined in the NERC
Reliability Standard EOP-002-3. [Rule 62-204.800(11)(b)82, F.A.C.; and 40 CFR 63.6640(f)(2)(ii)]

(3) Voltage or Frequency Deviations. Emergency stationary RICE may be operated for periods where
there is a deviation of voltage or frequency of 5% or greater below standard voltage or frequency.
[Rule 62-204.800(11)(b)82, F.A.C.; and 40 CFR 63.6640(f)(2)(iii)]

c. Non-emergency Situations. These RICE may be operated for up to 50 hours per calendar year in
nonemergency situations. The 50 hours of operation in non-emergency situations are counted as part of
the 100 hours per calendar year for maintenance and testing and emergency demand response provided in
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