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SECTION 3.  EMISSIONS UNIT SPECIFIC CONDITIONS (FINAL)
A.  EU No. 001 & 002
[bookmark: _GoBack]PERMITTEE
	Madico, Inc.
9251 Belcher Road
Pinellas Park, FL 33782
Authorized Representative:
Shawn Kitchell, President
	Air Permit No. 1030607-001-AC
Permit Expires:  12/31/2019
Minor Air Construction Permit
Madico Pinellas Park
Initial Construction Permit


Project
This is the final air construction permit, which authorizes the initial construction of a new facility.  The proposed work will be conducted at the new Madico Pinellas Park facility, which is a coating and lamination manufacturing facility categorized under Standard Industrial Classification No. 2672.  The new facility will be located in Pinellas County at 9251 Belcher Road in Pinellas Park, Florida.  The UTM coordinates are Zone 17, 329.25 km East and 3082.5 km North.  
This final permit is organized into the following sections:  Section 1 (General Information); Section 2 (Administrative Requirements); Section 3 (Emissions Unit Specific Conditions); and Section 4 (Appendices).  Because of the technical nature of the project, the permit contains numerous acronyms and abbreviations, which are defined in Appendix A of Section 4 of this permit.  As noted in the Final Determination provided with this final permit, only minor changes and clarifications were made to the draft permit.
STATEMENT OF BASIS
This air pollution construction permit is issued under the provisions of:  Chapter 403 of the Florida Statutes (F.S.) and Chapters 62-4, 62-204, 62-210, 62-212, 62-296 and 62-297 of the Florida Administrative Code (F.A.C.).  The permittee is authorized to conduct the proposed work in accordance with the conditions of this permit.  This project is subject to the general preconstruction review requirements in Rule 62-212.300, F.A.C. and is not subject to the preconstruction review requirements for major stationary sources in Rule 62-212.400, F.A.C. for the Prevention of Significant Deterioration (PSD) of Air Quality.
Upon issuance of this final permit, any party to this order has the right to seek judicial review of it under Section 120.68 of the Florida Statutes by filing a notice of appeal under Rule 9.110 of the Florida Rules of Appellate Procedure with the clerk of the Department of Environmental Protection in the Office of General Counsel (Mail Station #35, 3900 Commonwealth Boulevard, Tallahassee, Florida, 32399-3000) and by filing a copy of the notice of appeal accompanied by the applicable filing fees with the appropriate District Court of Appeal.  The notice must be filed within 30 days after this order is filed with the clerk of the Department.


Executed in Hillsborough County, Florida


_________________________________
Pamala Vazquez
Program Administrator
Permitting & Waste Cleanup Program
Southwest District



CERTIFICATE OF SERVICE
The undersigned duly designated deputy agency clerk hereby certifies that this Air Permit package was sent by electronic mail, or a link to these documents made available electronically on a publicly accessible server, with received receipt requested before the close of business on the date indicated below to the following persons.
Shawn Kitchell, Madico, skitchell@madico.com
Mark Felmann, Madico Inc., mfehlmann@madico.com
Stephen Slocomb P.E., Epsilon Associates, sslocomb@epsilonassociates.com
Sherrill Culliver, Pinellas County Air Quality Division, sculliver@pinellascounty.org

Clerk Stamp
FILING AND ACKNOWLEDGMENT FILED, on this date, pursuant to Section 120.52(7), Florida Statutes, with the designated agency clerk, receipt of which is hereby acknowledged.
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FINAL PERMIT

Madico Inc.	Project No. 1030607-001-AC
Madico Pinellas Park	Initial Construction Permit
Page 9 of 9
PROPOSED PROJECT
Madico Pinellas Park is proposing to operate a coating and lamination manufacturing facility.  In the manufacturing process, a variety of different plastics are coated with decorative and functional coatings to produce energy control window films and other industrial products.
This project will add the following emissions units.
	EU No.
	Emission Unit Description

	001
	Coating Line LC-4 and Pilot Coater

	002
	Coating Lines LC-2 and LC-3


Facility Regulatory Classification
· The facility is not a major source of hazardous air pollutants (HAP).
· The facility does not operate units subject to the acid rain provisions of the Clean Air Act (CAA).
· The facility is not a Title V major source of air pollution in accordance with Chapter 62-213, F.A.C.
· This facility is a synthetic non-Title V source for the pollutants VOC, Total HAPs and Individual HAPs.  
· The facility is not a major stationary source in accordance with Rule 62-212.400(PSD), F.A.C.
· The facility does operate units subject to the New Source Performance Standards (NSPS) of Title 40 Part 60 of the Code of Federal Regulations (40 CFR 60). 

PERMIT HISTORY/AFFECTED PERMITS
No previous air permits have been issued for this facility. 


SECTION 1.  GENERAL INFORMATION (FINAL)

ADMINISTRATIVE REQUIREMENTS 

1. Permitting Authority:  The permitting authority for this project is the Southwest District of the Department of Environmental Protection (Department).  The mailing address, phone number and e-mail address is:
Florida Department of Environmental Protection
Southwest District Office
Air and Solid Waste Permitting Program
13051 North Telecom Parkway, Suite 101
Temple Terrace, Florida 33637-0926
Telephone: 813-470-5700
E-mail: SWD_Air_Permitting@dep.state.fl.us

All documents related to applications for permits shall be submitted to the above e-mail address and/or address.
  
2. Compliance Authority - All documents related to compliance activities such as reports, tests, and notifications shall be submitted to the Pinellas County Air Quality Division (PCAQ).  The mailing address, phone number and e-mail address of the Local Air Program is: 
Pinellas County Air Quality Division
509 East Avenue South, Suite 138
Clearwater, Florida  33756
Telephone: 727-464-4422
E-mail: Airquality@pinellascounty.org

3. Appendices:  The following Appendices are attached as a part of this permit:  
· Appendix A (Citation Formats and Glossary of Common Terms); 
· Appendix B (General Conditions); 
· Appendix C (Common Conditions); and 
· Appendix D (Common Testing Requirements)
· Appendix E (40 CFR Part 60, Subpart A)
· Appendix F (40 CFR Part 60, Subpart RR) 
· Appendix G O&M RTO 1 & 2
4. Applicable Regulations, Forms and Application Procedures:  Unless otherwise specified in this permit, the construction and operation of the subject emissions units shall be in accordance with the capacities and specifications stated in the application.  The facility is subject to all applicable provisions of: Chapter 403, F.S.; and Chapters 62-4, 62-204, 62-210, 62-212, 62-213, 62-296 and 62-297, F.A.C.  Issuance of this permit does not relieve the permittee from compliance with any applicable federal, state, or local permitting or regulations.
5. New or Additional Conditions:  For good cause shown and after notice and an administrative hearing, if requested, the Department may require the permittee to conform to new or additional conditions.  The Department shall allow the permittee a reasonable time to conform to the new or additional conditions, and on application of the permittee, the Department may grant additional time.  [Rule 62-4.080, F.A.C.]


6. Modifications:  The permittee shall notify the Compliance Authority upon commencement of construction.  No new emissions unit shall be constructed and no existing emissions unit shall be modified without obtaining an air construction permit from the Department.  Such permit shall be obtained prior to beginning construction or modification.  [Rules 62-210.300(1) and 62-212.300(1)(a), F.A.C.]
7. Construction and Expiration:  The expiration date shown on the first page of this permit provides time to complete the physical construction activities authorized by this permit, complete any necessary compliance testing, and obtain an operation permit.  Notwithstanding this expiration date, all specific emissions limitations and operating requirements established by this permit shall remain in effect until the facility or emissions unit is permanently shut down.  For good cause, the permittee may request that a permit be extended.  Pursuant to Rule 62-4.080(3), F.A.C., such a request shall be submitted to the Permitting Authority in writing before the permit expires.  [Rules 62-4.070(3) & (4), 62-4.080 & 62-210.300(1), F.A.C.]
8. Application for Air Operating Permit:  Subsequent to any construction, reconstruction or modification of a facility or emissions unit authorized by an air construction permit, and demonstration of compliance with the conditions of such air construction permit, the owner or operator of such facility or emissions unit shall obtain an initial air operation permit or revision of an existing air operation permit, whichever is appropriate, in accordance with all applicable provisions of this chapter and Chapter 62-4, F.A.C.  The permittee shall apply for an air operation permit at least 90 days prior to expiration of this permit, but no later than 180 days after commencing operation. To apply for an operation permit, the applicant shall submit:
a. the appropriate permit application form (see current version of Rule 62-210.900, F.A.C. (Forms and Instructions), and/or Florida DEP Division of Air Resource Management website at: https://floridadep.gov/Air);
b. the appropriate operation permit application fee from Rule 62-4.050(4)(a), F.A.C.; 
c. initial compliance test report(s) required by Specific Condition No. A.14., if not previously submitted;
d.  copies of the most recent month of records/logs specified in Specific Condition No. A.15.; and
e. any proposed revisions to the most recently approved O & M Plan (PCAQ).
The application shall be submitted to the appropriate Permitting Authority with copies to the Compliance Authority.  [Rules 62-4.030, 62-4.050 and Chapter 62-210.300(2), F.A.C.]
9. Annual Operating Report (AOR):  The information required by the Annual Operating Report for Air Pollutant Emitting Facility (DEP Form No. 62-210.900(5)) shall be submitted by April 1 of each year, for the previous calendar year, to the Approved Local Program.  All synthetic non-Title V sources shall submit a completed DEP Form 62-210.900(5) unless the annual operating report is submitted using the DEP’s electronic annual operating report software.  Emissions shall be computed in accordance with the provisions of subsection 62-210.370(2), F.A.C.  
[Rule 62-210.370(3), F.A.C.]
{Permitting Note:  Resources to help you complete your AOR are available on the electronic AOR (EAOR) website at:  http://www.dep.state.fl.us/air/emission/eaor.  If you have questions or need assistance after reviewing the information posted on the EAOR website, please contact the Department by phone at (850) 717-9000 or email at eaor@dep.state.fl.us.}
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SECTION 2.  ADMINISTRATIVE REQUIREMENTS (FINAL)

This section of the permit addresses the following emissions unit.
	EU No.
	Emission Unit Description

	001 
	Coating line LC-4 and Pilot Coater
This EU is composed of a main coating line (LC-4), the pilot coater, and associated mixing room activities. LC-4 has two coating heads and two oven/dryers. The pilot coater consists of a coating head and an oven/dryer with 2 burners. LC-4 and the pilot coater can run simultaneously and are exhausted to a regenerative thermal oxidizer (RTO 1). The mixing room can also be exhausted to RTO 1.

After coating is applied, the product is directed to and dried in a multi-zone convection oven. Airflow in the ovens is controlled manually. Oven zones are typically operated between ambient temperature and 350°F. Dried product is rolled and packaged for sale or reprocessing.

	002
	Coating lines LC-3 and LC-2
This EU is composed of LC-2 and LC-3 which are both main coating lines and associated mixing room activities. Both units have a coating zone followed by an oven/dryer. LC-3 has two burners while LC-2 has one. LC-2 and LC-3 exhaust to a regenerative thermal oxidizer (RTO 2). The mixing room can also be exhausted to RTO 2.

After coating is applied, the product is directed to and dried in a multi-zone convection oven. Airflow in the ovens is controlled manually. Oven zones are typically operated between ambient temperature and 350°F. Dried product is rolled and packaged for sale or reprocessing.


Equipment
A.1. Coating Lines:  The permittee is authorized to install three coating lines, a pilot coater, a mixing room and two regenerative thermal oxidizer (RTO).  Each of these coating lines has two coating stations.  Two of these stations have a single oven/dryer and the third station has two ovens/dryers.  Two of these lines exhaust to a one RTO while the third exhausts to a separate RTO. 
[Construction Permit Application No. 1030607-001-AC]
{Permitting Note: This construction and installation of equipment may not commence while Transitions Optical is operating under permit number 1030209-030-AO at this address}
PERFORMANCE RESTRICTIONS
A.2. Authorized Fuel: Natural gas is the only authorized fuel for combustion in both the ovens and the RTO.
[Application No. 1030607-001-AC and Rule 62-210.200(PTE), F.A.C.]
A.3. Hours of Operation/Restricted Operation:  The hours of operation are not limited (8,760 hours/year).      [Rules 62-4.070(3) and 62-210.200(PTE), F.A.C.]
EMISSIONS STANDARDS
A.4. Facility Wide Emissions Standards: The facility wide emissions shall not exceed the following maximum limits: 	
	Pollutant
	Allowable Emissions (tpy)

	VOC
	95 tpy

	Total HAP
	24 tpy

	Individual HAPs
	9.5 tpy


{Permitting Note: The facility is taking these emission limits in order to stay below Major Source Thresholds. For purposes of this application, Madico is using Toluene as representative of the max single HAP since it is currently the largest HAP component of the coating formulations.}
[Construction Permit Application No. 1030607-001-AC]

A.5. VOC RACT Emission Limiting Standard:  VOC emissions from each coating line shall not exceed 4.79 pounds per gallon of solids (2.9 pounds per gal of coating, excluding water), daily or batch average, delivered to the coating applicator from a coating line.  [Rules 62-296.500(6) & 62-296.503(2), F.A.C.]
A.6. VOC RACT Control Technology Standards:  The permittee shall satisfy the requirement of the “VOC RACT Emission Limiting Standard” listed in Specific Condition No. A.5. using the following control technologies; 
0. The application of low solvent content coating technology; or,
0. Incineration, provided that 90 percent of the volatile organic compounds (VOC measured as total combustible carbon) which enter the incinerator (RTO) are oxidized to carbon dioxide and water.
[Rules 62-296.500(6) & 62-296.503(3), F.A.C.]
TESTING REQUIREMENTS
A.7. Initial Compliance Tests:  The emissions unit shall be tested to demonstrate initial compliance with Specific Condition A.6(b). The initial tests shall be conducted within 60 days after achieving permitted capacity, but not later than 180 days after initial operation of the unit.  [Rules 62-4.070(3) and 62-297.310(8)(b)1, F.A.C.]
A.8. Annual Compliance Tests:  During each calendar year (January 1st to December 31st), each enclosure shall be tested to demonstrate compliance with the emissions standards for capture efficiency as listed in Specific Condition A.6(b). [Rule 62-297.310(8)(a)1, F.A.C.]
A.9. Test Requirements:  The permittee shall notify the Compliance Authority in writing at least 15 days prior to any required tests.  Tests shall be conducted in accordance with the applicable requirements specified in Appendix D (Common Testing Requirements) of this permit.  [Rule 62-297.310(9), F.A.C.]
A.10. RTO Destruction Efficiency Test Methods:  VOC emissions testing at the RTO inlet and outlet shall be conducted using EPA Methods 1-4, and 25 or Attachment 3 of EPA 450/2-78-041.  When conducting a compliance test while the line is under actual production using coatings, a sample of each coating shall be taken and an EPA Method 24 test shall be performed.  The coating sample must be at least 1 liter and be representative of the coating as applied to the substrate.  Data provided from the coating formulator may be submitted in lieu of the Method 24 test if the certification form in EPA 450/3-84-019 is properly completed for each affected coating.  [Rules 62-296.503(4), 62-297.620, 62-204.800, F.A.C.; and Appendix A of 40 CFR 60]
A.11. Capture Efficiency:  The permittee shall demonstrate the capture efficiency of the enclosure (for the coating lines) by one of the following methods: 
a. Permanent Total Enclosure.  Show the enclosures continue to meet the requirements given in EPA Method 204 for a Permanent Total Enclosure or 
b. Capture Efficiency Test: Conduct a capture efficiency test for a temporary total enclosure pursuant to Rule 62-297.450, F.A.C.  
[Rules 62-4.070(3), 62-296.503 and 62-297.450, F.A.C.]


A.12. Test Methods:  Required tests shall be performed in accordance with the following reference methods
	Method
	Description of Method and Comments

	1-4
	Traverse Points, Velocity and Flow Rate, Gas Analysis, and Moisture Content

	25A
	Method for Determining Gaseous Organic Concentrations (Flame Ionization)


The above methods are described in Appendix A of 40 CFR 60 and are adopted by reference in Rule 62-204.800, F.A.C.  No other methods may be used unless prior written approval is received from the Department.  [Rules 62-204.800, F.A.C.; and Appendix A of 40 CFR 60]
[bookmark: _Hlk512417632][bookmark: _Hlk512417358]NOTIFICATION REQUIREMENTS 
A.13. [bookmark: _Hlk512417514]Notification of Operation Commencement: The permittee shall notify the Compliance Authority in writing of the date of commencing operation of each emissions unit after completing the modifications authorized by this permit, no later than fifteen (15) days after that date.  The notification should specify which emission unit is commencing operation.  Commencing operation means setting into operation of any emissions unit for any purpose.  [Rules 62-4.070, and 62-210.200, F.A.C., (definition of Commence Operation)]
RECORDS AND REPORTS
A.14. Compliance Test Reports:  The permittee shall prepare and submit reports for all required tests in accordance with the requirements specified in Appendix D (Common Testing Requirements) of this permit.  Additionally, the permittee shall include the following information:
a. The test data and calculations required to demonstrate compliance with Specific Condition No. A.6.b. 
b. The inlet and outlet gas temperature to and from the RTO during the tests and supporting temperature charts (or equivalent). 
c. Utilization rates of the coating(s) and solvents during the tests, in gal/hr.
d. The VOC loading rate to the RTO, in lbs/hr	for the facility during the test period (LC-2, LC-3., LC-4, and the mixing room activities)
e. The VOC outlet concentration from the RTO and supporting calculations.
f. The overall VOC reduction efficiency and VOC capture efficiency results required to demonstrate compliance with Specific Condition No. A.6.b., if applicable.
g. The results of the Method 24 tests, if applicable.
Failure to submit this data or the actual operating conditions may invalidate the test.  
[Rule 62-297.310(10), F.A.C. and Permit Application No. 1030607-001-AC]

A.15. Daily and Monthly Recordkeeping:
1.  Daily Records:* To document compliance with the operating and emissions limitations of Specific Condition Nos. A.4. and A.5., the permittee shall maintain the following records for each coating line:
1. Facility Name, Facility ID (1030607), Emission Unit IDs (001 & 002) and Date.
1. The applicable rule [Rule 62-296.503, F.A.C., Paper Coating (RACT)].
1. The source description (LC-2, LC-3, etc.).
1. The application method and substrate type (metal, plastic, paper, etc.).
1. Each "As Applied" coatings and clean up solvents (by identification number) used, and the amount of each used in gallons.
1. The VOC content, “As Applied”, of each coating used, in lbs VOC/gal of coating and lbs VOC/gal of solids; the VOC content of each clean up solvent and diluent used, in lbs VOC/gal; and the resultant daily average lbs VOC/gal of solids after controls, for coatings plus diluents, based on the latest approved test results.
	{*Permitting note:  Per-batch records shall suffice to meet the daily records requirements}

1.  Monthly Records:  To document compliance with the emissions limitations of Specific Condition No. A.4., the permittee shall maintain the following records (based on the daily records above):
1. Facility Name, Facility ID (1030607), Emission Unit ID (001 & 002) and Date.
1. The source description (Line 1 or Line 2, or facility wide).
1. The monthly VOC usage (lbs).
1. The calculated VOC emissions for the month based on the latest approved test results.
1. The calculated VOC emissions for the month for the most recent consecutive 12-month period based on the latest approved test results. 
Records of all calculations used to determine VOC emissions, and supporting documentation ("As Supplied", "As Applied" sheets, MSDS sheets, EPA data sheets, purchase orders, etc.) shall be kept for each coating and solvent which includes sufficient information to determine VOC solvent emissions.  
[bookmark: _Hlk514410192][Rule 62-4.070(3), F.A.C. and Construction Permit Application No. 1030607-001-AC]
A.16. Operation and Maintenance (O & M) Plan:  The RTOs shall be operated and maintained in accordance with the Operation and Maintenance (O&M) Plans included as Appendix G.  Records of inspections, maintenance, and performance data of control devices and auxiliary equipment shall be retained by the emissions unit for a minimum of two (2) years and shall be made available to the Department and/or the Pinellas County Air Quality Division upon request. The performance parameters shall include operating rates and efficiencies. Such parameters and records shall include, at a minimum, those shown below and that in Appendix G 
a. The operating parameters of the pollution control device.
b. Timetable for the routine maintenance of the pollution control device as specified by the manufacturer.
c. Timetable for routine periodic observations of the pollution control device sufficient to ensure proper operations.
d. A list of the type and quantity of the required spare parts for the pollution control device, which are stored on the premises of the permit applicant.
e. A record log which will indicate, at a minimum:
1. When maintenance and observations were performed.
2. What maintenance and observations were performed.
3. Who performed said maintenance and observations.
4. Acceptable parameter ranges for each operational check.
[Rule 62-4.070(3), F.A.C.; Pinellas County Code, Section 58-128; Construction Permit Application No. 1030607-001-AC]
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