



Permittee:

	US Agri-Chemicals Corporation 
	Permit No.
	1050050-015-AC

	Bartow Chemical Plant

PO Box 1480
Bartow, Florida  33830
	Project:
	Deletion of Bag Collector and Removal of  obsolete conditions 

	
	SIC:
	2874

	Authorized Representative:
	Expires:
	January 30, 2006

	Phong T. Vo, General Manager

Bartow Chemical Plant
	
	


Project and Location:

This air construction permit is for the deletion of the bag collector located at emissions unit (EU) No. 039 and to delete and revise obsolete conditions for EU No. 038 and No. 039 as applicable to the Title V Operation Permit.  Operating parameters removed by this permit, for the scrubber located at EU No. 038, will be addressed in the facility’s Compliance Assurance Monitoring (CAM) Plan as part of the Title V Permit Renewal Permit 1050050-014-AV. Air Construction permit 1050050-009-AC will be modified based upon these changes.  Conditions in project no. 009 will be removed or revised to accommodate the revisions to the current Title V permit.

The facility has stated they are not major for Hazardous Air Pollutants (HAPs), and request to have minor source status.  This permit will also add reporting requirements to the current Title V permit for reasonable assurance the facility will not be applicable to 40 CFR 63 Subpart BB, National Emission Standards for Hazardous Air Pollutants From Phosphate Fertilizers Production Plants.
The US Agri-Chemicals Corporation Bartow Chemical Plant is located on State Road 60, 2 miles West of Bartow, Polk County.  UTM coordinates are Zone 17; 413.2 km E; 3086.3 km N.

Statement of Basis:

This air construction permit is issued under the provisions of Chapter 403 of the Florida Statutes (F.S.), and Chapters 62-4, 62-204, 62-210, 62-212, 62-296 and 62-297 of the Florida Administrative Code (F.A.C.).  The above named permittee is authorized to construct/operate the facility in accordance with the conditions of this permit and as described in the application, approved drawings, plans, and other documents on file with the Department of Environmental Protection (Department).

Attached appendices made a part of this permit:

	Appendix GC
	Construction Permit General Conditions


__________________________

Michael G. Cooke, Director

Division of Air Resource Management
FACILITY DESCRIPTION

This facility consists of a Diammonium phosphate/ Monoammonium phosphate (MAP/DAP) Plant and a MAP/DAP Storage & Loadout.  Also in this permit are miscellaneous unregulated/insignificant emissions units and/or activities.

EMISSIONS UNITS

This permit revision addresses the following emissions units.  

	E.U.  ID No.
	Brief Description

	-038
	Diammonium phosphate/ Monoammonium phosphate (MAP/DAP) Plant

	-039
	MAP/DAP Storage & Loadout


REGULATORY CLASSIFICATION

Because potential emissions of at least one regulated pollutant exceed 100 tons per year, the existing facility is a Title V Source and major source of air pollution in accordance with Chapter 62-213, F.A.C.  Regulated pollutants include pollutants such as nitrogen oxides (NOX), particulate matter (PM/PM10), and sulfur dioxide (SO2).
Based on the Title V permit renewal application received February 28, 2003 and applicant request, this facility is not a major source of hazardous air pollutants (HAPs).  Continuous Assurance Monitoring (CAM) Requirements do apply.  
RELEVANT DOCUMENTS
Construction Permit Application 1050050-015-AC received January 26, 2005, including request for concurrent processing of Title V Air Operation Permit Revision.  The Title V Air Operation Permit Revision will be incorporated into the Title V Air Operation Permit Revision/Renewal project 1050050-014-AV.

1.
Permitting Authority: 

a. For this permit, the permitting authority is the Bureau of Air Regulation (BAR), Florida Department of Environmental Protection (FDEP), at 2600 Blair Stone Road, Tallahassee, Florida 32399-2400, and phone number (850)488-0114.  

b. For future permitting actions, all documents related to applications for permits to construct or modify an emissions unit should be submitted to the Florida Department of Environmental Protection (FDEP), Southwest District, 3804 Coconut Palm Drive, Tampa,  FL 33619-1352 and phone number (813) 744-6100.
2. 
Compliance Authority: All documents related to operation, reports, tests, and notifications should be submitted to the Department of Environmental Protection Southwest District Office at
Department of Environmental Protection 

Southwest District Office 

3804 Coconut Palm Drive
Tampa, Florida, 33619-1352
Telephone:  813/744-6100  Fax:  813/744-6084
3.
General Conditions:  The owner/operator is subject to and shall operate under the attached General Permit Conditions G.1 through G.15 listed in Appendix GC of this permit.  General Permit Conditions are binding and enforceable pursuant to Chapter 403 of the Florida Statutes.  [Rule 62-4.160, F.A.C.]

4.
Terminology:  The terms used in this permit have specific meanings as defined in the corresponding chapters of the Florida Administrative Code. 

5.
Forms and Application Procedures:  The permittee shall use the applicable forms listed in Rule 62-210.900, F.A.C. and follow the application procedures in Chapter 62-4, F.A.C.  
[Rule 62-210.900, F.A.C.]

6.
Modifications: The permittee shall give written notification to the Department when there is any modification to this facility.  This notice shall be submitted sufficiently in advance of any critical date involved to allow sufficient time for review, discussion, and revision of plans, if necessary.  Such notice shall include, but not be limited to, information describing the precise nature of the change; modifications to any emission control system; production capacity of the facility before and after the change; and the anticipated completion date of the change.  [Chapters 62-210 and 62-212, F.A.C.]

7.
New or Additional Conditions:  Pursuant to Rule 62-4.080, F.A.C., for good cause shown and after notice and an administrative hearing, if requested, the Department may require the permittee to conform to new or additional conditions.  The Department shall allow the permittee a reasonable time to conform to the new or additional conditions, and on application of the permittee, the Department may grant additional time.  [Rule 62-4.080, F.A.C.]

8.
Completion of Construction: The permit expiration date is January 30, 2006.  

9.
Permit Expiration Date Extension: The permittee, for good cause, may request that this permit be extended.  Such a request shall be submitted to the Bureau of Air Regulation prior to 60 days before the expiration of the permit.  [Rule 62-4.080, F.A.C.]
10.
Application for Title V Permit Revision:  The Permittee requested concurrent processing of Air Construction Permit Application 1050050-015-AC and Title V Permit Revision/Renewal 1050050-014-AV.

11.
Plant Operation - Problems:  If temporarily unable to comply with any of the conditions of the permit due to breakdown of equipment or destruction by fire, wind or other cause, the permittee shall notify the Compliance Authority as soon as possible, but at least within one working day, excluding weekends and holidays.  The notification shall include:  pertinent information as to the cause of the problem; steps being taken to correct the problem and prevent future recurrence; and, where applicable, the owner’s intent toward reconstruction of destroyed facilities.  Such notification does not release the permittee from any liability for failure to comply with the conditions of this permit or the regulations.  [Rule 62-4.130, F.A.C.]  {Note: Renumbered, too many “13’s”.}
12.
Operating Procedures:  Operating procedures shall include good operating practices and proper training of all operators and supervisors.  The good operating practices shall meet the guidelines and procedures as established by the equipment manufacturers.  All plant operators (including supervisors) of air pollution control devices shall be properly trained in plant specific equipment.  [Rule 62-4.070(3), F.A.C.]

13.
Circumvention:  The permittee shall not circumvent the air pollution control equipment or allow the emission of air pollutants without the applicable air control device operating properly.  [Rule 62-210.650, F.A.C.]

14.
Unconfined Particulate Matter Emissions:  During the construction period, unconfined particulate matter emissions shall be minimized by dust suppressing techniques such as covering and/or application of water or chemicals to the affected areas, as necessary.  [Rule 62-296.320(4)(c), F.A.C.]

15.
Test Notification:  The permittee shall notify the Compliance Authority in writing at least 30 days prior to any initial performance tests and at least 15 days prior to any other required tests.  Notification shall include the date, time, and place of each such test, and the test contact person who will be responsible for coordinating and conducting the test.  [Rule 62-297.310(7)(a)9., F.A.C. and 40 CFR 60.7, 60.8]

16.
Calculation of Emission Rate:  For each emissions performance test, the indicated emission rate or concentration shall be the arithmetic average of the emission rate or concentration determined by each of the three separate test runs unless otherwise specified in a particular test method or applicable rule.  [Rule 62-297.310(3), F.A.C.]

17.
Applicable Test Procedures
a.
Required Sampling Time.  Unless otherwise specified in the applicable rule, the required sampling time for each test run shall be no less than one hour and no greater than four hours, and the sampling time at each sampling point shall be of equal intervals of at least two minutes.  The minimum observation period for a visible emissions compliance test shall be sixty (60) minutes.  The observation period shall include the period during which the highest opacity can reasonably be expected to occur.  


[Rule 62-297.310(4)(a)1. and 2., F.A.C.]

b.
Minimum Sample Volume.  Unless otherwise specified in the applicable rule or test method, the minimum sample volume per run shall be 25 dry standard cubic feet.  [Rule 62-297.310(4)(b), F.A.C.]

c.
Calibration of Sampling Equipment.  Calibration of the sampling train equipment shall be conducted in accordance with the schedule shown in Table 297.310-1, F.A.C.  [Rule 62-297.310(4)(d), F.A.C.]

18.
Determination of Process Variables 
a. 
Required Equipment.  The owner or operator of an emissions unit for which compliance tests are required shall install, operate, and maintain equipment or instruments necessary to determine process variables, such as process weight input or heat input, when such data are needed in conjunction with emissions data to determine the compliance of the emissions unit with applicable emission limiting standards.  


[Rule 62-297.310(5)(a), F.A.C.]

b.
Accuracy of Equipment.  Equipment or instruments used to directly or indirectly determine process variables, including devices such as belt scales, weight hoppers, flow meters, and tank scales, shall be calibrated and adjusted to indicate the true value of the parameter being measured with sufficient accuracy to allow the applicable process variable to be determined within 10% of its true value.  


[Rule 62-297.310(5)(b), F.A.C.] 

19.
Special Compliance Tests:  When the Department, after investigation, has good reason (such as complaints, increased visible emissions or questionable maintenance of control equipment) to believe that any applicable emission standard contained in a Department rule or in a permit issued pursuant to those rules is being violated, it shall require the owner or operator of the emissions unit to conduct compliance tests which identify the nature and quantity of pollutant emissions from the emissions unit and to provide a report on the results of said tests to the Department.  [Rule 62-297.310(7)(b), F.A.C.] 

20.
Stack Testing Facilities: Required stack sampling facilities shall be installed in accordance with Rule 62-297.310(6), F.A.C. [Rule 62-297.310]

21.
Operating Rate During Testing:  Testing of emissions shall be conducted with the emissions unit operating at permitted capacity.  Permitted capacity is defined as 90 to 100 percent of the maximum operation rate allowed by the permit.  If it is impractical to test at permitted capacity, an emissions unit may be tested at less than the maximum permitted capacity; in this case, subsequent emissions unit operation is limited to 110 percent of the test rate until a new test is conducted.  Once the unit is so limited, operation at higher capacities is allowed for no more than 15 consecutive days for the purpose of additional compliance testing to regain the authority to operate at the permitted capacity.  [Rule 62-297.310(2)(b), F.A.C.]  
22.
Records Retention: All measurements, records, and other data required by this permit shall be documented in a permanent, legible format and retained for at least five (5) years following the date on which such measurements, records, or data are recorded.  Records shall be made available to the Department, upon request.  [Rules 62-4.160(14) and 62-213.440(1)(b)2., F.A.C.]
23.
Emissions Performance Test Results Reports:  A report indicating the results of any required emissions performance test shall be submitted to the Compliance Authority no later than 45 days after completion of the last test run.  The test report shall provide sufficient detail on the tested emission unit and the procedures used to allow the Department to determine if the test was properly conducted and if the test results were properly computed.  At a minimum, the test report shall provide the applicable information listed in Rule 62-297.310(8)(c), F.A.C.  [Rule 62-297.310(8), F.A.C.]

24.
Annual Operating Reports:  The permittee is required to submit annual reports on the actual operating rates and emissions from this facility.  Annual operating reports shall be sent to the DEP Southwest District by March 1st of each year.  [Rule 62-210.370(2), F.A.C.]

The following descriptions and specific conditions established in Air Construction Permit, No. 1050050-009-AC are changed as follows.  Additions are highlighted, and deletions are shown by strikethroughs:
	E.U.  ID No.
	      Brief Description




038

MAP/DAP Plant

039

MAP/DAP Storage & Loadout

SPECIFIC CONDITIONS

Condition 1.   (This condition modifies the provisions of Condition A.12 of Title V permit



   1050050-002-AV)
In order to provide reasonable assurance that the MAP/DAP plant’s pollution control equipment is operating properly, the permittee shall comply with the minimum and maximum values of pressure drop and water flowrate that have been established by compliance tests, approved by the Department, and maintained in the Department’s file with the current permit.  This schedule, which is identified as Table 2-1, may be revised upon request from the permittee and written approval from the Department.

[Rule 62-213.440(1), F.A.C.; Air Construction Permit 1050050-004-AC]

Condition 2.  (This condition modifies the provisions of Condition B.8 of Title V permit 



  1050050-002-AV)
In order to provide reasonable assurance that the DAP/MAP storage and loadout facility’s pollution control equipment is operating properly, the permittee shall comply with the minimum and maximum values of pressure drop that have been established by compliance tests, approved by the Department, and maintained in the Department’s file with the current permit.  This schedule, which is identified as Table 2-1, may be revised upon request from the permittee and written approval from the Department.

[Rule 62-213.440(1), F.A.C.; Air Construction Permit 1050050-003-AC]

Condition 3.  (This condition modifies the provisions of Subsection B of Title V permit



  1050050-002-AV)

The MAP/DAP storage and loadout facility has a process input rate of 300 tons per hour. Particulate matter emissions are controlled by a Mikro-pulsaire Model 512K10 baghouse rated at 30,000 acfm and/or application of a dust-suppressing oil to product.
3.A. There shall be less than 5% visible emissions to the ambient atmosphere from any point on the MAP/DAP storage and load-out building when a dust-suppressing oil has been applied to product to control particulate emissions in lieu of operation of the baghouse emission-control device.  [Rules 62-4.070(3) & 62-296.320(4)(c), F.A.C.]

3.B.  Test the baghouse exhaust emissions for visible emissions in each federal fiscal year. (The Department shall waive this test in each year that the permittee submits a statement that—since the last compliance test—(1) dust-suppressing oil has been applied at no less than the minimum rate established by Condition 3.C and (2) the baghouse system has not been used.)  

[Rules 62-297.310(7)(a)4 & (7)(c) and 62-4.070(4), F.A.C.]

3.C. The permittee shall conduct performance tests on all types of dust-suppressing oils that will be used to control generation of dust in the MAP/DAP storage and loadout system. A report of the results of these performance tests shall be submitted to the Department.  For each oil tested, the report shall include at least the following information:

1. The specific type of dust-suppressing oil (include a MSDS sheet on this material, if available);

2. The point of application of the dust-suppressing oil, the minimum rate at which it was applied, and a description of how the rate of application was controlled and measured;

3. A statement of the results of observation of visible emissions from the transfer and load-out building when handling product to which dust-suppressing oil  has been applied at the minimum rate.

Should the permittee decide at some future time to use a dust-suppressing oil (1) for which no performance test has been submitted to the Department or (2) for which any of the conditions of application in Condition 3.C.2, above, has been altered, then additional performance testing shall be conducted within 15 days of the change for the new oil and/or conditions.  A report that contains conditions 1, 2, & 3, above, shall be submitted to the Department within 30 days of the testing.
 [Rules 62-4.070(3) and 62-297.310(7)(c), F.A.C.]

3.D.  The permittee shall create and keep a daily record log. (at least one reading per day) of the operating parameters for the baghouse.  The record log shall contain, at a minimum, the gas pressure drop (inches of water), the date and time of the measurements, and the person responsible for performing the measurements.  If dust-suppressing oil was applied to product, then the lowest rate at which oil was applied shall be entered into the daily record log.  [Rules 62-4.070(3), and 62-210.650, F.A.C.]

{Permitting Note: Daily recordkeeping is required only on days that the load-out system baghouse is operated or the dust-suppressing oil system is used.}

Condition 4.
The permittee shall submit an application to revise Title V permit 1050050-002-AV by April 30, 2001.  Along with the application, the permittee shall submit a copy of the report required by Condition 3.C and a copy of the record log amended by Condition 3.D. [Rule 62-213.420,F.A.C.]

The following descriptions and specific conditions established in the initial Title V Air Operation Permit, No. 1050050-001-AV; and the previous Title V Air Operation Permit Revision, No. 1050050-012-AV; are changed as follows.  Additions are highlighted, and deletions are shown by strikethroughs:
Section III.  Emissions Unit(s) and Conditions.  Subsection A.  

A.12.  In order to provide reasonable assurance that the MAP/DAP plant’s pollution-control equipment is operating properly, the permittee shall comply with the minimum and maximum values of pressure drop and water flowrate that have been established by compliance tests, approved by the Department, and maintained in the Department’s file with the current permit.  This schedule, which is identified as Table 2-1, may be revised upon request from the permittee and written approval from the Department.  (Effective as of the date of revision under Project 012, as shown on page 2 of 10.)

[Rule 62-213.440(1), F.A.C.; Air Construction Permit 1050050-009-AC (as amended under Project 010)]
[Permitting Note: This condition is deleted because of CAM]
Section III. Emissions Unit(s) and Conditions.  Subsection B.

Subsection B.  This section addresses the following emissions unit(s).
	E.U.  ID No.
	Brief Description

	-039
	MAP/DAP Storage & Loadout


The MAP/DAP storage and loadout facility has a process input rate of 300 tons per hour.  Particulate matter emissions are controlled by a Mikro-Pulsaire Model 512K10 baghouse rated at 30,000 acfm and/or application of a dust-suppressing oil to product.  
{Permitting note(s):  This emissions unit is regulated under Rule 62-296.320, F.A.C., General Pollutant Emission Limiting Standards; Rule 62-296.700, F.A.C., RACT Particulate Matter; and Rule 62-296.403, F.A.C., Phosphate Processing; }

The following specific conditions apply to the emissions unit(s) listed above:
Essential Potential to Emit (PTE) Parameters

B.1.  Capacity.  The maximum process/transfer rate for the MAP/DAP storage and loadout facility shall not exceed 300 tons per hour on a 24-hour basis.

[Rule 62-4.160(2), F.A.C. and Rule 62-210.200, F.A.C., Definitions - (PTE), Title V Application dated 6/13/96.]

Emission Limitations and Standards
B.2.  The maximum allowable particulate matter emissions from the MAP/DAP storage and loadout facility shall not exceed 22.7 pounds per hour and 99.43 tons per year.  This particulate matter emission rate limitation qualifies the facility for the PM-RACT exemption per Rule 62-296.700(2)(b), F.A.C.

[Requested by permittee, August 9, 1988, and Rule 62-296.700(2)(b), F.A.C.].

B.3.2.  Visible emissions shall not be equal to or greater than 20% opacity.  However, when a dust-suppressing oil has been applied to product to control particulate emissions in lieu of operation of the baghouse emission-control device, there shall be less than 5% visible emissions to the ambient atmosphere from any point on the MAP/DAP storage and load-out building.  (Effective as of the date of revision under FDEP project 012, as shown on page 2 of 10.)

[Rule 62-4.070(3) and -296.320(4)(b)&(c), F.A.C.; Construction permit 1050050-009-AC (as amended by project no. 010; and Air Construction Permit 1050050-015-AC]
B.4.  Due to the expense and complexity of conducting a stack test on a minor source of particulate matter, and because the MAP/DAP storage and loadout facility is equipped with a baghouse emission control device, the Department, pursuant to the authority granted under Rule 62-297.620(4), F.A.C., hereby establishes a visible emission limitation not to exceed an opacity of 5% from this source’s baghouse exhaust in lieu of a particulate stack test and a 20% opacity standard.  [Rule 62-297.620(4), F.A.C.]

Test Methods and Procedures

B.5.  Test the baghouse exhaust emissions for visible emissions in each federal fiscal year (October 1 – September 30).  The Department shall waive this test in each year that the permittee submits a statement that—since the last compliance test—(1) dust-suppressing oil has been applied at no less than the minimum rate established by performance test and maintained in Table 2-1, and (2) the baghouse emission-control device has not been used. (Effective as of the date of revision under FDEP Project No. 012, as shown on page 2 of 10.)

[Rules 62-4.070(4) and 297.310(7)(a)4 & (7)(c), F.A.C.; Construction permit 1050050-009-AC (as amended by project no. 010)]

B.6.3.  Prior to the use of a dust-suppressing oil for which (1) no performance test has been submitted to the Department or (2) any condition identified by Condition B.10.a, b, & c for a Department-approved oiling procedure has been altered, then additional performance testing shall be conducted within 15 days of the change for the new oil and/or conditions. (Effective as of the date of revision under FDEP Project No. 012, as shown on page 2 of 10.)

 [Rules 62-4.070(4) and 297.310(7)(c), F.A.C.; Construction permit 1050050-009-AC (as amended by project no. 010]

B.7.4.  Test for particulate matter emissions per Condition B.2, on or during the 120 day period prior to the expiration date of this permit.  The visible emissions test shall be conducted as required per by Condition B.6. shall be conducted concurrently with this particulate matter emissions test.  (waived per Condition B.4).  [Rules 62‑297.310(7)(a)3, F.A.C., and Air Construction Permit 1050050-015-AC]

B.8.5.  Compliance with the emission limitations of Conditions B.2., B.3 and B.4 shall be determined using EPA Methods 1, 2, 4, 5, and 9 contained in 40 CFR 60, Appendix A and adopted by reference in Rule 62-297, F.A.C.  The test observation period shall include the period during which the highest opacity emissions can reasonably be expected to occur.  During each federal fiscal year (October 1 – September 30), unless otherwise specified by rule, order, or permit, the owner or operator of each emissions unit shall have a formal compliance test.
 [Rule 62-297, F.A.C., and Air Construction Permit 1050050-015-AC]

Monitoring, Recordkeeping and Reporting Requirements


B.9.  In order to provide reasonable assurance that the MAP/DAP storage and loadout facility’s pollution-control equipment is operating properly, the permittee shall comply with the minimum and maximum values of pressure drop that have been established by compliance tests, approved by the Department, and maintained in the Department’s file with the current permit.  This schedule, which is identified as Table 2-1, may be revised upon request from the permittee and written approval from the Department.  (Effective as of the date of revision under FDEP Project No. 012, as shown on page 2 of 10.)

 [Rule 62-213.440(1), F.A.C.; Air Construction Permit 1050050-009-AC (as amended by project no. 010)]

B.10.6.  In order to assure that the MAP/DAP storage and loadout facility does not produce visible emissions while handling product when the baghouse-emission control device is shutdown, the product shall have been oiled at no less than the minimum rate identified in Condition B.6. and in Table 2-1, Summary of Compliance Requirements.  For each oil tested, a report of all information identified by B.6.a, b, & c, below, shall be submitted to the Department within 30 days of the testing.

a. The specific type of dust-suppressing oil (including a MSDS sheet on this material, if available),

b. The point of application of the dust-suppressing oil, the minimum rate at which it was applied, and a description of how the rate of application was controlled and measured,

c. A statement of the results of observation of visible emissions from the transfer and load-out building when handling product to which dust-suppressing oil has been applied at a minimum rate. 
	Pollution Control Equipment
	Dust-Suppressing Oil
	Minimum Application Rate
	Point of Application
	Method of Measurement

	MAP/DAP Storage & Loadout Unit—Product Oiling
	Dustrol 3064
	0.5 gallons per ton of product
	Cooler; approx. 15” from discharge end
	Mass flow meter/ automatic valve


(Effective as of date of revision under FDEP Project No. 012, as shown on page 2 of 10.)

[Rules 62-4.070(4) and 297.310(7)(a)4 & (7)(c), F.A.C.; Construction permit 1050050-009-AC (as amended by project no. 010) ; and Air Construction Permit 1050050-015-AC]
B.11.7. In order to document compliance with rate limitations of Condition B.1, the permittee shall maintain daily records of the amount of material processed and the total hours of process operations.  Documentation as to how the daily process rates were calculated shall be included as part of the records.  These records log shall be maintained at the facility and shall be made available to the Department upon request.

[Rule 62-4.070(3), F.A.C.]

B.12.8. The permittee shall create and keep a daily record log (at least one reading per day) of the baghouse operating parameters for the baghouse.  The record log shall contain, at a minimum, the gas pressure drop (inches of water), the date and time of the measurements, and the person responsible for performing the measurements.  If  of dust-suppressing oil was applied to product,.  then t The lowest rate at which oil was applied shall be entered into the daily record log. (Effective as of the date of revision under FDEP Project No. 012, as shown on page 2 of 10.)

[Rules 62-4.070(3) and 62-210.650, F.A.C.; Construction permit 1050050-009-AC (as amended by project no. 010),; and Air Construction Permit 1050050-015AC]
{Permitting Note:  Daily recordkeeping is required only on days that the load-out system baghouse is operated and/or the dust-suppressing oil system is used.}
B.13.9.  All test reports submitted to the Department shall include, at a minimum, the following information for the test period:


a.  the material/process rate 


b.
gas pressure drop ("w.g.).

Failure to submit the above information or operating at conditions which do not reflect normal operating conditions may invalidate the test and fail to provide reasonable assurance of compliance.  [Rule 62-4.070(3), F.A.C., and Air Construction Permit 1050050-015-AC]
B.10.  Operating at conditions which do not reflect normal operating conditions may invalidate the test and fail to provide reasonable assurance of compliance.  [Rule 62-4.070(3), F.A.C., and Air Construction Permit 1050050-015-AC]
The following specific conditions are established in this Air Construction Permit, No. 1050050-015-AC.  The specific conditions will be incorporated into the Title V renewal permit.
1. This facility shall not emit more than 9 tons per year of Hydrogen Fluoride or any other Hazardous Air Pollutants regulated under MACT Standards.  Any emissions units emitting Hazardous Air Pollutants will be subject to the provisions in Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210, 62-213, 62-296, and 62-297.  Any emissions units, currently not operating at the facility and resumes operation through a construction permit, will be subject to the same provisions.  (Per applicant request to avoid MACT Standards.)

2. This facility shall not emit more than 24 tons per year of any combinations of Hazardous Air Pollutants regulated under MACT Standards. Any emissions units emitting Hazardous Air Pollutants will be subject to the provisions in Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210, 62-213, 62-296, and 62-297. Any emissions units, currently not operating at the facility and resumes operation through a construction permit, will be subject to the same provisions.  (Per applicant request to avoid MACT Standards.)

3.  In order to document compliance with specific conditions 1 and 2 of this permit, the permittee shall maintain monthly records of the amount of fluoride emitted and the total hours of process operations.  Documentation as to how monthly emissions rates were calculated shall be included as part of the records.  [Rule 62-4.070(3), F.A.C.]

4.  40 CFR 60.224 shall be used to demonstrate compliance with specific conditions 1 and 2 of this permit: 

(a) In conducting the performance tests required in §  60.8, the owner or operator shall use as reference methods and procedures the test methods in appendix A of this part or other methods and procedures as specified in this section, except as provided in §  60.8(b). 

(b) The owner or operator shall determine compliance with the total fluorides standard in §  60.222 as follows: 

(1) The emission rate (E) of total fluorides shall be computed for each run using the following equation: 

[image: image1.png]L
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where: 

E=emission rate of total fluorides, g/Mg (lb/ton) of equivalent P2O5 feed. 

Csi=concentration of total fluorides from emission point "i," mg/dscm (gr/dscf). 

Qsdi=volumetric flow rate of effluent gas from emission point "i," dscm/hr (dscf/hr). 

N=number of emission points associated with the affected facility. 

P=equivalent P2O5 feed rate, Mg/hr (ton/hr). 

K=conversion factor, 1000 mg/g (7,000 gr/lb). 

(2) Method 13A or 13B shall be used to determine the total fluorides concentration (Csi) and volumetric flow rate (Qsdi) of the effluent gas from each of the emission points. The sampling time and sample volume for each run shall be at least 60 minutes and 0.85 dscm (30 dscf). 

(3) The equivalent P2O5 feed rate (P) shall be computed for each run using the following equation: 

P=Mp Rp 

where: 

Mp=total mass flow rate of phosphorus-bearing feed, Mg/hr (ton/hr). 

Rp=P2O5 content, decimal fraction. 

(i) The accountability system of §  60.223(a) shall be used to determine the mass flow rate (Mp) of the phosphorus-bearing feed. 

(ii) The Association of Official Analytical Chemists (AOAC) Method 9 (incorported by reference -- see §  60.17) shall be used to determine the P2O5 content (Rp) of the feed. 
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