AIR CONSTRUCTION PERMIT 1050053-034-AC

SECTION II – ADMINISTRATIVE REQUIREMENTS 

Permittee:

	Cargill Fertilizer, Inc.

4390 County Road 640 West

Bartow, Florida 33830
	DEP Permit No.

Project
	1050053-034-AC

Modification of South DAP Plant

	
	SIC No.
	2874, 2819

	Authorized Representative:
	Expires:
	March 31, 2004

	David B. Jellerson

Environmental Manager
	
	


Project and Location:

Permit to modify the existing South DAP Fertilizer Plant to also produce MAP.

The facility is located at 4390 C.R. 640 West in Polk County, Florida.  

The UTM coordinates are: Zone 17; 409.5 km E and 3080.1 km N.

Statement of Basis:

This construction permit is issued under the provisions of Chapter 403 of the Florida Statutes (F.S.), and Chapters 62-4, 62-204, 62-210, 62-212, 62-296, and 62-297 of the Florida Administrative Code (F.A.C.).  The above named permittee is authorized to construct the facility in accordance with the conditions of this permit and as described in the application, approved drawings, plans, and other documents on file with the Department of Environmental Protection (Department).

Attached AppendiCES made a part of this permit:

	Appendix GC
	Construction Permit General Conditions

	Appendix V
	40 CFR 60, NSPS (Phosphate Fertilizer Industry)

	Appendix BB
	40 CFR 63, NESHAP (Phosphate Fertilizers Production Plants)


__________________________

Joseph Kahn, Acting Director

Division of Air Resources 

  Management

Facility Description

Cargill Fertilizer, Inc. operates a phosphate fertilizer manufacturing facility near Bartow, Polk County, Florida, producing sulfuric acid, wet-process phosphoric acid, ammoniated phosphate fertilizers and related products.    To respond to extreme market pressures, Cargill is requesting interim approval to produce Monoammoniun Phosphate (MAP) at their South Diammonium Phosphate (DAP) Fertilizer Plant.  This process will only require that a portion of the phosphoric acid currently added to the process in the reactor be added to the process in the granulator instead.  The only physical change required would be the addition of a small pipe to the granulator to add the acid.  

Regulatory Classification

Phosphate rock processing plants are listed as a Major Facility Category in Table 62-212.400-1, F.A.C., “Major Facility Categories.”  Therefore, stack and fugitive emissions of over 100 TPY of a regulated pollutant are sufficient to classify the installation as a “Major Facility” per the definitions in Rule 62-210.200, F.A.C., subject to the Significant Emission Rates given in Table 62-212.400-2, F.A.C. and the requirements of Rule 62-212.400, F.A.C., Prevention of Significant Deterioration (PSD) and Best Available Control Technology (BACT).

The Cargill Green Bay Plant is classified as a “Major or Title V Source” per Rule 62-210.200, F.A.C., because it has the potential to emit at least 100 tons per year of particulate matter.

Based on the initial Title V permit application received June 14, 1996, this facility is a major source of hazardous air pollutants (HAPs).

Standards of Performance for the Phosphate Fertilizer Industry: Diammonium Phosphate Plants (40 CFR 60, Subpart V) apply to the South DAP Fertilizer Plant.

The maximum achievable control technology (MACT) standards promulgated by EPA for Phosphate Fertilizers Production Plants (40 CFR 63, Subpart BB) apply to the South DAP Fertilizer Plant.  

Permit Schedule:
· 06-03-03:
Date of Receipt of Application 

· 06-09-03:
Application Complete

· 06-23-03:
Issued Intent to Issue Permit

· 06-25-03:
Notice of Intent published in the Lakeland Ledger

Relevant Documents:

The documents listed below are specifically related to this permitting action and form the basis of the permit.  They are on file with the Department:

· Application received June 3, 2003

· Department’s telephonic request for additional information June 5, 2003

· Applicant’s submittal received June 9, 2003

· Technical Evaluation and Preliminary Determination dated June 19, 2003

1. Regulating Agencies:  All documents related to applications for permits to operate, reports, tests, minor modifications and notifications shall be submitted to the Department’s Southwest District Office, 3804 Coconut Palm Drive, Tampa, Florida 33619-8218.  All applications for permits to construct or modify an emissions unit(s) subject to the Prevention of Significant Deterioration or Nonattainment (NA) review requirements should be submitted to the Bureau of Air Regulation (BAR), Florida Department of Environmental Protection (FDEP), 2600 Blair Stone Road, MS 5505, Tallahassee, Florida 32399-2400 (phone number 850/488-0114).

2. General Conditions:  The owner and operator is subject to and shall operate under the attached General Permit Conditions G.1 through G.15 listed in Appendix GC of this permit.  General Permit Conditions are binding and enforceable pursuant to Chapter 403 of the Florida Statutes. [Rule 62-4.160, F.A.C.]

3. Terminology:  The terms used in this permit have specific meanings as defined in the corresponding chapters of the Florida Administrative Code. 

4. Applicable Regulations, Forms and Application Procedures:  Unless otherwise indicated in this permit, the construction and operation of the subject emissions unit shall be in accordance with the capacities and specifications stated in the application.  The facility is subject to all applicable provisions of Chapter 403, F.S. and Florida Administrative Code Chapters 62-4, 62-110, 62-204, 62-212, 62-213, 62-296, 62-297 and the Code of Federal Regulations Title 40, Part 60, adopted by reference in the Florida Administrative Code (F.A.C.) regulations.  The facility is subject to all applicable provisions of the Code of Federal Regulations Title 40, Part 63, Subpart BB.  The permittee shall use the applicable forms listed in Rule 62-210.900, F.A.C. and follow the application procedures in Chapter 62-4, F.A.C.  Issuance of this permit does not relieve the facility owner or operator from compliance with any applicable federal, state, or local permitting or regulations.  [Rules 62-204.800, 62-210.300 and 62-210.900, F.A.C.]

5. Expiration:  This air construction permit shall expire on March 31, 2004  [Rule 62-210.300(1), F.A.C.].  The permittee may, for good cause, request that this construction permit be extended.  Such a request shall be submitted to the Bureau of Air Regulation prior to 60 days before the expiration of the permit.  However, the permittee shall promptly notify the Department’s Southwest District Office of any delays in completion of the project, which would affect the startup day by more than 90 days. [Rule 62-4.090, F.A.C]

6. Application for Title V Permit:  An application for a Title V operating permit, pursuant to Chapter 62-213, F.A.C., must be submitted to the Department’s Southwest District Office.  [Chapter 62-213, F.A.C.]

7. Permit Approval:  Approval to construct shall become invalid if construction is not commenced within 18 months after receipt of such approval, or if construction is discontinued for a period of 18 months or more, or if construction is not completed within a reasonable time.  The Department may extend the 18-month period upon a satisfactory showing that an extension is justified. [40 CFR 52.21(r)(2)]. 

8. Annual Reports: Pursuant to Rule 62-210.370(2), F.A.C., Annual Operation Reports, the permittee is required to submit annual reports on the actual operating rates and emissions from this facility. Annual operating reports using DEP Form 62-210.900(4) shall be sent to the DEP’s Southwest District office by March 1st of each year.

9. Stack Testing Facilities: Stack sampling facilities shall be installed in accordance with Rule 62-297.310(6), F.A.C.

10. Quarterly Reports: Quarterly excess emission reports, in accordance with 40 CFR 60.7 (a)(7) (c) (1997 version), shall be submitted to the DEP’s Southwest District office.

11. New or Additional Conditions:  For good cause shown and after notice and an administrative hearing, if requested, the Department may require the permittee to conform to new or additional conditions.  The Department shall allow the permittee a reasonable time to conform to the new or additional conditions and on application of the permittee, the Department may grant additional time.  [Rule 62-4.080, F.A.C.]

Subsection A.
South DAP Fertilizer Plant

The Specific Conditions listed in this section apply to the following emission units:

	Emission Unit No.
	       Emission Unit Description

	007
	South DAP Fertilizer Plant


The South DAP/MAP South Plant produces a maximum of 46 tons per hour of phosphorus pentoxide (P2O5) as diammonium phosphate (DAP) or monoammonium phosphate (MAP).  The plant consists of a reactor, granulator, dryer, screens, mills, a rotary product cooler, and other associated process equipment.  Emissions from the reactor and granulator are vented to a common custom design primary venturi/cyclonic acid scrubber which then vents to a secondary custom design pond water scrubber before exhausting to the atmosphere through Stack A.  Emissions from the dryer are vented to an Airetron primary venturi/cyclonic acid scrubber which then vents to a secondary cross-flow pond water scrubber before exhausting to the atmosphere through Stack B.  Emissions from the screens and mills are vented to an Airetron primary venturi/cyclonic acid scrubber which then vents to the same secondary cross-flow pond water scrubber as the dryer before exhausting to the atmosphere through Stack B.  Emissions from the rotary product cooler vent to a venturi/cyclonic acid scrubber before exhausting to the atmosphere through Stack B.  Stack A is located to the west of Stack B.  The dryer may be fired with natural gas, or new No. 2 fuel oil at a maximum heat input rate of 60.0 MMBTU/hr.

{Permitting note(s):  This emissions unit is regulated under Rule 62-296.403, F.A.C., Phosphate Processing (fluorides);  Rule 62-296.320(4), F.A.C., General Particulate Emission Limiting Standards;  and Rule 62-296.320(2),  F.A.C.,  General Pollutant Emission Limiting Standards (objectionable odors), 40 CFR 60, Subpart V – Standards of Performance for the Phosphate Fertilizer Industry: Diammonium Phosphate Plants, 40 CFR 63, Subpart BB – National Emission Standards for Hazardous Air Pollutants from Phosphate Fertilizers Production Plants .}
Construction

1. South DAP Fertilizer Plant Modification Project:  The permittee is authorized to perform the following work to modify the existing South DAP Fertilizer Plant so that it can also produce MAP:  add a pipe that while producing MAP can be used to divert a portion of the phosphoric acid to the granulator that is normally fed only to the reactor when producing DAP. 

[Application dated June 3, 2003]

EMISSION AND PERFORMANCE REQUIREMENTS

2. Capacity:

a. The feed rate of material, expressed as 100% P2O5, to the reactor shall not exceed 46 tons per hour, which corresponds to 100 tons per hour (TPH) DAP and 92 TPH MAP. 

b.
 The annual production rate, expressed as 100% P2O5, shall not exceed 277,667 tons per year. 


[Application dated June 3, 2003; Rules 62-212.300, 62-296.403(2), and 62-210.200(PTE), F.A.C.]

{Permitting note(s): The authorized construction shall not result in any increases in current permitted capacities for this emission unit.}

3. Fuels: The fuel used in the dryer shall be limited to No. 2 Fuel Oil with a maximum sulfur content of 0.05% or natural gas.  

[Application dated June 3, 2003; Rules 62-212.300, 62-296.403(2), and 62-210.200(PTE), F.A.C.]

4. Emissions:


a.
PM and PM10 emissions shall not exceed 0.256 lb/ton of P2O5, which corresponds to an hourly emission limit of 11.8 lb/hr and an annual emission limit of 35.5 TPY from Stacks A and B combined.
b.
F emissions shall not exceed 0.06 lb/ton of P2O5, which corresponds to an hourly emission limit of 2.76 lb/hr and an annual emission limit of 8.33 TPY from Stacks A and B combined.
[Application dated June 3, 2003; Rule 62-296.403(2), F.A.C.; 40 CFR 63.622(a), 63.626(a)(1), and 63.630(a)]
5. Visible Emissions from Stack A and Stack B shall each not be equal to or greater than 20% opacity.

[Rule 62-296.320(4)(b), F.A.C.]

TEST METHODS AND PROCEDURES

6. The compliance test procedures for particulate matter shall be in accordance with EPA Reference Method 5 as published in 40 CFR 60, Appendix A. 

 [Rule 62-297.410(5), F.A.C.]
7. The compliance test procedures for fluorides shall be in accordance with EPA Reference Methods 13A or 13B as published in 40 CFR 60, Appendix A.  

[Rule 62-297.410(13), F.A.C.]
8. The compliance test procedures for visible emissions shall be in accordance with EPA Reference Method 9 as published in 40 CFR 60, Appendix A. 

[Rule 62-297.410(9), F.A.C.]
9. Before this construction permit expires, and annually, the subject emissions units shall be tested for compliance with the applicable emission limits.  For the duration of all tests the emission units shall be operating at permitted capacity.  Permitted capacity is defined as 90-100 percent of the maximum operating rate allowed by the permit.  If it is impracticable to test at permitted capacity, then the emission unit may be tested at less than permitted capacity (i.e., 90% of the maximum operating rate allowed by the permit); in this case, subsequent emission unit operation is limited to 110 percent of the test load until a new test is conducted.  Once the emission unit is so limited, then operation at higher capacities is allowed for no more than 15 consecutive days for the purposes of additional compliance testing to regain the permitted capacity in the permit. 


[Rule 62-297.310, F.A.C.]
10. The Department's Southwest District office shall be notified in writing at least 15 days prior to source testing.  Written reports of the test results shall be submitted to that office within 45 days of test completion. 

 
[Rule 62-297.310, F.A.C.]
MONITORING REQUIREMENTS

11. Each owner or operator of a new or existing diammonium and/or monoammonium phosphate process line or granular triple superphosphate process line subject to the provisions of this subpart shall install, calibrate, maintain, and operate a monitoring system which can be used to determine and permanently record the mass flow of phosphorus-bearing feed material to the process.  The monitoring system shall have an accuracy of ±5 percent over its operating range. 

[Rule 40 CFR 63.625(a)]

12.
Each owner or operator of a new or existing diammonium and/or monoammonium phosphate process line, granular triple superphosphate process line, or granular triple superphosphate storage building using a wet scrubbing emission control system shall install, calibrate, maintain, and operate the following monitoring systems: 

(1)  A monitoring system which continuously measures and permanently records the pressure drop across each scrubber in the process scrubbing system in 15-minute block averages.  The monitoring system shall be certified by the manufacturer to have an accuracy of ±5 percent over its operating range.  

(2)  A monitoring system which continuously measures and permanently records the flow rate of the scrubbing liquid to each scrubber in the process scrubbing system in 15-minute block averages.  The monitoring system shall be certified by the manufacturer to have an accuracy of ±5 percent over its operating range.


[Rule 40 CFR 63.625(c)]

13.
Following the date on which the performance test required in § 63.626 is completed, the owner or operator of a new or existing affected source using a wet scrubbing emission control system and subject to emissions limitations for total fluorides or particulate matter contained in this subpart must establish allowable ranges for operating parameters using the methodology of either paragraph (1) or (2) of this section:

(1) The allowable range for the daily averages of the pressure drop across each scrubber and of the flow rate of the scrubbing liquid to each scrubber in the process scrubbing system is + 20 percent of the baseline average value determined as a requirement of § 63.626(c)(4) or (d)(4).  The Administrator retains the right to reduce the + 20 percent adjustment to the baseline average values of operating ranges in those instances where performance test results indicate that a source’s level of emissions is near the value of an applicable emissions standard, but, in no instance shall the adjustment be reduced to less than + 10 percent.  The owner or operator must notify the Administrator of the baseline average value and must notify the Administrator each time that the baseline value is changed as a result of the most recent performance test.  The baseline average values used for compliance shall be based on the values determined during the most recent performance test.  The new baseline average value shall be effective on the date following the performance test.

(2)  The owner or operator of any new or existing affected source shall establish, and provide to the Administrator for approval, allowable ranges of baseline average values for the pressure drop across and of the flow rate of the scrubbing liquid to each scrubber in the process scrubbing system for the purpose of assuring compliance with this subpart.  Allowable ranges may be based upon baseline average values recorded during previous performance tests using the test methods required in this subpart and established in the manner required in § 63.626(c)(4) or (d)(4).  As an alternative, the owner or operator can establish the allowable ranges of baseline average values using the results of performance tests conducted specifically for the purposes of this paragraph using the test methods required in this subpart and established in the manner required in § 63.626(c)(4) or (d)(4).  The source shall certify that the control devices and processes have not been modified subsequent to the testing upon which the data used to establish the allowable ranges were obtained.  The allowable ranges of baseline average values developed pursuant to the provisions of this paragraph must be submitted to the Administrator for approval.  The owner or operator must request and obtain approval of the Administrator for changes to the allowable ranges of baseline average values.  When a source using the methodology of this paragraph is retested, the owner operator shall determine new allowable ranges of baseline average values unless the retest indicates no change in the operating parameters from previous tests.  Any new allowable ranges of baseline average values resulting from the most recent performance test shall be effective on the date following the retest.  Until changes to allowable ranges of baseline average values are approved by the Administrator, the allowable ranges for use in § 63.624 shall be based upon the range of baseline average values proposed for approval.

[Rule 40 CFR 63.625(f)]
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