PERMITTEE:


International Paper Company
Final Permit No.: 1050076-011-AF


Project:  Permit Renewal

PRIVATE 

PERMITTEE:
Final Permit No:  1050076-011-AF

International Paper Company
County: Polk
525 Recker Highway
Effective Date:      03/04/2009
Auburndale, Florida 33823
Expiration Date:  03/04/2014
Project:  Permit Renewal 

This permit is issued under the provisions of Chapter 403, Florida Statutes (F.S.) and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-204, 62-210, 62-212, 62-213, 62-296, and 62-297. The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the Department, in accordance with the terms and conditions of this permit.

FACILITY REGULARATORY CLASSIFICATION

The facility is considered a Synthetic Non-Title V Source based upon the limitations on volatile organic compounds (VOCs) and hazardous air pollutants (HAPs) emission potentials.  These restrictions are necessary to limit the emissions of the facility below Title V permitting thresholds.

FACILITY DESCRIPTION

Permitted Emission Units

E.U. No. 001 - Uncoated Scrap Collection System – This emission unit is in the corrugated container manufacturing area and is used to collect uncoated (uncontaminated) scrap paperboard resulting from trimming and cutting during the manufacturing process (including the corrugator, cutters, and hoggers).  Particulate matter emissions from this system are controlled by a cyclone separator (Uncoated Scrap Cyclone).  This system is capable of handling scrap from the entire facility (Note: This cyclone has a large diameter vertical exhaust stack with a weather cap.)  Scrap collected in the cyclone is baled and sold offsite.

E.U. No. 003 - 500 HP Process Steam Boiler – This boiler was removed and retired from service in 2006.

E.U. No. 004 - Wax Coated Scrap Collection System - This emission unit is in the corrugated container manufacturing area and is used to collect wax coated (uncontaminated) scrap paperboard from one or both hoggers. Particulate matter emissions from this system are controlled by a cyclone separator (Wax Coated Scrap Cyclone).  (Note: This cyclone’s exhaust has a curved vent which discharges horizontally.)
E.U. No. 005 - Exterior Starch Storage Silo  - This emission unit consists of a 143 ton capacity silo used to store starch, which is delivered by truck and pneumatically conveyed to the silo.  Particulate emissions from the silo generated during silo filling operations are controlled by a 16 bag baghouse dust collector mounted on the top of the silo (baghouse exhaust is a small round stack on top of the baghouse).

E.U. No. 006 - Interior Starch Storage Silos - This emission unit consists of two, 1,672 pound capacity process silos filled pneumatically from the exterior starch storage silo.  Particulate matter emissions from each of the silos generated during silo filling operations are controlled by separate C.P. Environmental Model 84BFD12C baghouse dust collectors which have a combined exhaust vent.

E.U. No. 007 - Container Manufacturing (VOC) - This emission unit consists of the VOC/HAP emitting operations associated with the cardboard container manufacturing at this facility.  These operations include the adhesive mixing and application (water based adhesive), rod coater, stamp mounting (using contact adhesive), and seven (7) printing presses consisting of three (3) Rotary Die Cutters and four (4) Flexo Folder Gluers wide-web flexographic presses*) for printing the containers.  (* Permitting Note: One of the folder gluer flexographic printing units was replaced in September 2002).

E.U. No. 009 -  Process Steam Boiler – This emission unit consists of a Cleaver–Brooks Model CB-LE-200-500-250 PSIG boiler, used to provide process steam. The boiler has a design heat input rate of 24.2 MMBtu/hr. and is fired with natural gas as the primary fuel, and new No. 2 fuel oil as a backup. The sulfur content of new No. 2 fuel oil used by this boiler will be limited to 0.05%, by weight.  At a heat input rate of 24.2 MMBtu/hr., the natural gas flow rate corresponds to approximately 24,000 cuft/hour while the new No. 2 fuel oil flow rate corresponds to approximately 173 gallons/hour. Pollutants generated by this emission unit include PM, PM10, VOC, SO2, NOx and CO. This boiler is subject to New Source Performance Standards (NSPS) Subpart Dc, Standards of Performance for Small Industrial-Commercial-Institutional Steam Generating Units; Rule 62-296.406, F.A.C., Fossil Fuel Steam Generators With Less Than 250 Million Btu/hr Heat Input; and the Best Available Control Technology (BACT) determination dated 11/29/2006.

FACILITY INFORMATION SUMMARY

Location: 525 Recker Highway, Auburndale                             

UTM: 17-422.03 E  3103.3 N                      

Latitude:  28(03’10”    Longitude: 81(47’36”
Facility ID No: 1050076

	Emission Unit ID No.
	Description

	001
	Uncoated Scrap Collection System

	004
	Wax Coated Scrap Collection System

	005
	Exterior Starch Storage Silo (1)

	006
	Interior Starch Storage Silos (2)

	007
	Container Manufacturing (VOC)

	009
	Process Steam Boiler


Note: Please reference Permit No. and appropriate Emissions Unit ID No. in all correspondence, test reports, applications, etc.
Permit History

Replaces Permit No.: 1050076-0010-AF 
Attachments To This Permit

-   Attachment - General Conditions, version dated 11/1/2005

-  Attachment Dc - NSPS Subpart Dc 

-  BACT determination dated 11/29/2006

SPECIFIC CONDITIONS:

A.  FACILITY-WIDE CONDITIONS

A1.  General Conditions - A part of this permit is the attached 15 General Conditions.

[Rule 62-4.160, F.A.C.]

A2.  Other Requirements - Issuance of this permit does not relieve the permittee from complying with applicable emission limiting standards or other requirements of Chapters 62-204, 62-210, 62-212, 62-213, 62-296 and 62-297, F.A.C., or any other requirements under federal, state or local law.   

[Rule 62-210.300, F.A.C.]

Operation and Emission Limitations

A3.  Operating Hours – This facility is permitted to operate continuously (i.e. 8,760 hours per year).

[Permit 1050076-005-AF]

A4.  Visible Emissions - No person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any activity, the density of which is equal to or greater than that designated as Number 1 on the Ringelmann Chart (20 percent) opacity. Specifically, visible emissions (VE) shall be less than 20% opacity for the following emission units:

A. E.U. 001 - Uncoated Scrap Paperboard Collection System;

B. E.U. 004 - Wax Coated Scrap Paperboard Collection System;

C. E.U. 005 - Exterior Starch Storage Silo;

D. E.U. 006 - Interior Starch Storage Silos.

[Rule 62-296.320(4)(b)1., F.A.C. (General facility-wide visible emission limitation)]

A5.  Objectionable Odors - The permittee shall not cause, suffer, allow or permit the discharge of air pollutants which cause or contribute to an objectionable odor.  An objectionable odor is any odor present in the outdoor atmosphere which by itself or in combination with other odors, is or may be harmful or injurious to human health or welfare, which unreasonably interferes with the comfortable use and enjoyment of life or property, or which creates a nuisance.  

[Rules 62-296.320(2) and 62-210.200, F.A.C.]

A6.  Unconfined (Fugitive) Particulate Matter - All reasonable precautions shall be taken to prevent and control generation of unconfined emissions of particulate matter in accordance with the provisions in Rule 62-296.320(4)(c), F.A.C.  These provisions are applicable to any source, including but not limited to, vehicular movement, transportation of materials, construction, alteration, demolition or wrecking, or industrial related activities such as loading, unloading, storing and handling. Reasonable precautions include the following:

a. Paving and maintenance of roads, parking areas and yards.

b. Application of water or chemicals to control emissions from such activities as demolition of buildings, grading roads, construction, and land clearing.

c. Application of asphalt, water, oil, chemicals or other dust suppressants to unpaved roads, yards, open stock piles and similar activities.

d. Removal of particulate matter from roads and other paved areas under the control of the owner or operator of the facility to prevent reentrainment, and from buildings or work areas to prevent particulate from becoming airborne.

e. Landscaping or planting of vegetation.

f. Use of hoods, fans, filters, and similar equipment to contain, capture and/or vent particulate matter.

g. Confining abrasive blasting where possible.

h. Enclosure or covering of conveyor systems.

[Rule 62-296.320(4)(c), F.A.C.]

A7.  Circumvention of Control Devices - The permittee shall not circumvent any air pollution control device or allow the emissions of air pollutants without the applicable air pollution control device (i.e. uncoated scrap collection system cyclone; wax coated scrap collection system cyclone; silo baghouse separators/dust collectors) operating properly.   

(Exception: See Rule 62-210.700 Excess Emissions (Malfunctions), F.A.C.)   

[Rule 62-210.650, F.A.C.]

Compliance Testing Requirements

A8.  Test Date Notifications - At least 15 days prior to the date on which any compliance test is due to begin, the permittee shall provide written notification of the test to the Air Compliance Section of the Department’s Southwest District Office.  The notification must include the following information: the date, time, and location of each test; the name and telephone number of the facility’s contact person who will be responsible for coordinating the test; and the name, company, and telephone number of the person conducting the test.  

{Permitting Note: The notification should also include the relevant emission unit ID No(s)., test method(s); and pollutants to be tested.}

[Rules 62-4.070(3) and 62-297.310(7)(a)9, F.A.C.]
A9.  Special Compliance Tests - When the Department, after investigation, has good reason (such as complaints, increased visible emissions or questionable maintenance of control equipment) to believe that any applicable emission standard contained in a Department rule or in a permit issued pursuant to those rules is being violated, it shall require the owner or operator of the emissions unit to conduct compliance tests which identify the nature and quantity of pollutant emissions from the emissions unit and to provide a report on the results of said tests to the Department.

[Rule 62-297.310(7)(b), F.A.C.]

Reporting Requirements

A10. Annual Operating Report - On or before April 1 of each year, the permittee shall submit a completed DEP Form 62-210.900(5), "Annual Operating Report for Air Pollutant Emitting Facility" (AOR) for the preceding calendar year.  Note, the annual operating report for calendar year 2008 shall be submitted by May 1, 2009.  The report may be submitted electronically in accordance with the instructions received with the AOR package sent by the Department, or a hardcopy may be sent to the Air Compliance section of the Southwest District of the Department.  
[Rule 62-210.370(3), F.A.C.] 

B. CONTAINER MANUFACTURING VOC/HAP EMITTING OPERATIONS (E.U. 007)

Operation and Emission Limitations

B1.  Volatile Organic Compound Emission Limitation - Total volatile organic compound (VOC) emissions from this facility shall not exceed 49.9 tons per any 12 consecutive month period.

[Rule 62-210.200 (Potential to Emit), F.A.C. as requested by permittee; Permit 1050076-005-AF]

B2.  Hazardous Air Pollutant Emission Limitation - Total hazardous air pollutant (HAP) (as defined in Rule 62-210.200, F.A.C.) emissions from this facility shall not exceed 9.9 tons per any 12 consecutive month period.

[Rule 62-210.200 (Potential to Emit), F.A.C. as requested by permittee; Permit 1050076-005-AF]

B3.  Federal NESHAP Applicability - The wide-web flexographic printing presses at this facility are subject to and must meet the applicable area source requirements of the federal National Emission Standards for Hazardous Air Pollutants (NESHAP) 40 CFR 63, Subpart KK - Printing and Publishing Industry (i.e. the requirements of 40 CFR 63.829(d)).
(See Specific Condition Nos.B6. and B7.)   

[Rule 62-204.800(10), F.A.C., and 40 CFR 63.820(2) (Subpart KK Applicability)] 


(NESHAPS & Title V Note:  In accordance with the provisions of 40 CFR 63.820(a)(3), each facility for which the owner or operator chooses to commit to and meets the usage criteria of less than 10 tons per rolling 12 month period of each HAP and less than 25 tons per rolling 12 month period of total HAP’s shall be considered an area source, and is subject only to the provisions of 40 CFR 63.829(d) (Recordkeeping Requirements) and 40 CFR 63.830(b)(1) (Reporting Requirements - Initial Notification) of NESHAP Subpart KK.  Since the limit in Specific Condition No. B2, meets and is more stringent than this criteria, this facility is considered an area source for the purposes of this NESHAP.  As defined in 40 CFR 63.2 (Definitions) of 40 CFR 63 Subpart A, “area source means any stationary source of hazardous air pollutants that is not a major source as defined in this part.”  Therefore, for the purposes of this NESHAP this facility is not considered a major Title V source for HAPs and not required to obtain a Title V Part 70 operation permit.]

(Additional Title V Applicability Note:  Based on the above limitations, the HAP potential to emit (PTE) for the facility is below the Title V major source threshold levels (as defined in Rule 62-210.200, F.A.C.) of 25 tons per year for total HAPs and 10 tons/year for any single HAP (i.e. allowable Total HAP emissions are 9.9 tons/year).  The Federally enforceable conditions contained in this permit for both VOC and HAPs ensure that this facility remains a minor source Title V source as defined in Rule 62-296.210, F.A.C.)

B4.  General Pollutant Limiting Standards for Volatile Organic Compounds - All equipment, pipes, hoses, lids, fittings, etc., shall be operated and maintained in such a manner as to minimize leaks, fugitive emissions and spills of coatings, inks, adhesives, solvents  and other VOC containing materials.  All solvents from solvent washings shall be directed into containers that prevent evaporation into the atmosphere.   

[Rule 62‑296.320(1), F.A.C.]

Compliance Documentation Recordkeeping Requirements

B5.  VOC/HAP Recordkeeping - In order to document compliance with Specific Condition Nos. B.1. and B.2, the permittee shall maintain records of usage* (in pounds) of the following VOC and HAP containing materials:

· Flexographic ink

· Paraffin Wax

· Adhesives

· Starch Additives

· No-Slip Indicator Spray

*  Records based on production related materials purchased and material shipments received are satisfactory for the purposes of meeting this recordkeeping requirement (with the assumptions that all materials purchased or received are used and that all VOC in those materials are emitted).  

Miscellaneous Material Usage – In addition to the totals of the VOC and HAP calculations for the above five materials, the permittee shall add 166 pounds of VOC and 21 pounds of HAP monthly to account for emissions associated with miscellaneous material usage. (Permitting Note:  These assumed values are considered as conservative overestimates by the Department as they represent 10 times the actual values for calendar year 2000.)  If adding this assumed value results in a permit exceedance, the permittee may instead calculate actual usage for all VOC and HAP containing materials on-site.  On an annual basis, the permittee shall review these assumed values and determine if the numbers continue to represent emissions from the facility as calculated above (i.e. approximately 10 times the previous years actual levels).  If the miscellaneous materials VOC and /or HAP estimate needs to be increased the permittee shall notify the Department by letter included with the Annual Operating Report (see Specific Condition. No.  A10.)

No later than the 15th day of each calendar month, a written summary shall be completed for the previous month showing the following:

a. Facility Name, Emission Unit No. (1050076, 007), Month and Year.

b. Total quantity of VOC and HAP containing material purchased or received for the month for the specific materials listed above;

c. Based on the VOC content (by weight) of each listed material, a calculation of the total VOC emissions for the month (pounds or tons/month) which includes the 166 pounds assumed value for miscellaneous material usage, and a calculation of the total for the most recent 12 consecutive month period (tons/12 consecutive month period);

d. Based on the HAP content (by weight) of each listed material, a calculation of the total HAP emissions for the month (pounds or tons/month) which includes the 21 pounds assumed value for miscellaneous material usage, and a calculation of the total for the most recent 12 consecutive month period (tons/12 consecutive month period).
Supporting documentation (MSDS sheets, "As Supplied" sheets, "As Applied" sheets, purchase orders, inventory records, production records, etc.) which includes sufficient information to determine VOC and HAP contents and calculate emissions shall also be kept.  The above records shall be recorded in a permanent form suitable for inspection by the Department upon request and shall be retained at the facility for at least a five (5) year period.   

[Rule 62-4.070(3), F.A.C.; permits 1050076-001-AC and 1050076-005-AF, as requested by permittee in permit amendment request letter dated January 11, 2001]

B6.  NESHAP Area Source Recordkeeping - In accordance with 40 CFR 63.820(a)(3) and 40 CFR 63.829, each owner or operator of an affected area source subject to NESHAP Subpart KK shall maintain records on a monthly basis in accordance with the requirements of 40 CFR 63.10(b)(3) (Subpart A) and 40 CFR 63.829(d):

a. (40 CFR 63.10(b)(3))  

Recordkeeping requirement for applicability determinations.  If an owner or operator determines that his or her stationary source that emits (or has the potential to emit, without considering controls) one or more hazardous air pollutants is not subject to a relevant standard or other requirement established under this part, the owner or operator shall keep a record of the applicability determination on site at the source for a period of 5 years after the determination, or until the source changes its operations to become an affected source, whichever comes first.  The record of the applicability determination shall include an analysis (or other information) that demonstrates why the owner or operator believes the source is unaffected (e.g., because the source is an area source).  The analysis (or other information) shall be sufficiently detailed to allow the Administrator to make a finding about the source's applicability status with regard to the relevant standard or other requirement. If relevant, the analysis shall be performed in accordance with requirements established in subparts of this part for this purpose for particular categories of stationary sources.  If relevant, the analysis should be performed in accordance with EPA guidance materials published to assist sources in making applicability determinations under section 112, if any.  

b. (40 CFR 63.829(d))   

The owner or operator of each facility which commits to the criteria of 40 CFR 63.820(a)(2) (i.e. establishes it as an area source) shall maintain records of all required measurements and calculations needed to demonstrate compliance with these criteria, including the mass of all HAP containing materials used and the mass fraction of HAP present in each HAP containing material used, on a monthly basis. 

The above records shall be recorded in a permanent form suitable for inspection by the Department upon request and shall be retained at the facility for at least a five (5) year period.

[Rule 62-204.800(11), F.A.C. and  40 CFR 63.820 and 63.829 (NESHAP Subpart KK)]

Reporting/Notification Requirements

B7.   NESHAP Major Source Notification - In accordance with 40 CFR 63.9(b)(1)(ii) (Subpart A), if an area source that otherwise would be subject to an emission standard or other requirement established under 40 CFR 63 Subpart KK if it were a major source subsequently increases its emissions of hazardous air pollutants (or its potential to emit hazardous air pollutants) such that the source is a major source (i.e. above the 10/25 tons HAP per rolling 12 month period criteria) that is subject to the emission standard or other requirement, such source shall be subject to the notification requirements of 40 CFR 63.9 .

[Rule 62-204.800(11), F.A.C. and 40 CFR 63.9(b)(1)(ii) (NESHAP Subpart A)]

C.  PROCESS STEAM BOILER (E.U. 009)

Operation and Emission Limitations

C1. Standards of Performance (NSPS) – This boiler is subject to and shall meet all applicable requirements of 40 CFR 60, Subpart Dc, Standards of Performance for Small Industrial-Commercial-Institutional Steam Generating Units.
[Rule 62-204.800(8)(b)4., F.A.C.]

C2.  Maximum Heat Input Rate - This boiler is permitted for a maximum heat input rate of 24.2 MMBtu/hour.

Permitting Note: Hourly rate is for emissions testing only - permittee is not required to show compliance rate during normal operation.

[Rules 62-4.070(3), F.A.C.; Permit 1050076-010-AC]

C3.  Sulfur Dioxide Emissions (NSPS) - Sulfur dioxide emissions for the boiler shall not exceed 0.50 lb/MMBtu heat input.  

[40 CFR 60.42c(d)]

C4.  Permitted Fuels - This boiler is permitted to fire the following fuels only:

	Fuel Type
	Sulfur Limit

	Natural Gas
	N/A

	New No. 2 Distillate Fuel Oil*
	0.05 % sulfur by weight (maximum)



*Note:  this requirement is more stringent than the NSPS requirement of Specific Condition No. C3.

[Rule 62-210.200 (Potential to emit), F.A.C.; BACT determination dated 11/29/2006; Permit 1050076-010-AC]

C5.  Visible Emission Limitation - Visible emissions (VE) from the boiler shall not exceed 20% opacity except for one two-minute period per hour during which opacity shall not exceed 40%.   

[Rule 62-296.406(1), F.A.C.]

Compliance Testing Requirements

C6. VE Test Frequency and Waiver  

A. Annual VE Test(s) 

1. VE tests shall be performed annually between October 1 and September 30 (once per federal fiscal year).  Annual VE compliance test may be waived if certain operation criteria are satisfied (see Specific Condition No. C6.B. below). 

2. Visible emissions compliance test must be conducted within 365 days, but no later than 105 days prior to the expiration date of the operation permit. Annual VE compliance test can be not waived during this period. 

B. Annual VE Test Waiver - Annual VE compliance test may be waived, on a year-by-year basis, if fuel oil has not been fired for more than 400 hours during the previous 12-month period.  If the waiver option is used, then each year, when the VE test reports is due, a copy of the most recent annual compliance test and a letter stating that the above criteria for the waiver have been satisfied, must be sent to the Air Compliance Section of the Department’s Southwest District Office. 

[Rules 62-297.310(7)(a)1., 3., 4. and 5., F.A.C.]

C7. VE Test Method – The boiler exhaust stack shall be tested by a certified observer in accordance with DEP Method 9, for a minimum of 60 minutes in duration. The VE test observation period shall include the period in which the highest opacity emissions can reasonably be expected to occur. The minimum requirements for stationary point source emission test procedures and reporting shall be in accordance with Chapter 62-297, F.A.C. and 40 CFR 60 Appendix A.  

[Rules 62-297.310(4)(a)2. and 62-297.401, F.A.C.]

C8. Operation During Testing – Visible emissions of the boiler shall be conducted as follows:

A. Testing shall be conducted using new No. 2 fuel oil while the boiler is operating within 90-100% of the maximum permitted heat input rate listed in Specific Condition No. C2., if feasible. 

1. Compliance tests submitted with natural gas as the fuel type shall automatically amend the permit limiting the boiler permitted fuel type to nature gas only.  Testing shall be conducted while the boiler is operating within 90-100% of the maximum permitted heat input rate listed in Specific Condition No. C2. With the exception of fuel oil usage that satisfies the requirements for the “Annual VE Test Waiver” of Specific Condition C6.B., once the boiler fuel type is limited to natural gas, operation with No. 2 fuel oil is allowed for no more than 15 consecutive days for the purpose of additional compliance testing to regain the authority to operate with No. 2 fuel oil. 

2. Compliance tests submitted for rates less than 90% of maximum permitted rate shall automatically amend the permit to reflect the tested rate plus 10% as the currently permitted process rate.  Once the unit is so limited, operation at a higher rate is allowed for no more than 15 consecutive days for the purposes of additional compliance testing to regain the authority to operate at the permitted capacity.  (Clarification:  When a unit is limited to an operating rate of 110% of the test rate, the permittee may provide a 15-day notice of its intent to conduct an additional test. The notice may specify a 15-day period during which the unit will be allowed to operate at a higher rate for the purposes of testing.)  
B. Test reports must include the estimated heat-input rate to the boiler and a statement of the fuel type used during the test. Failure to submit this information may invalidate the test and fail to provide reasonable assurance of compliance.  

 [Rules 62-297.310(2) and 62-4.070(3), F.A.C.] 

Recordkeeping Requirements

C9.  Fuel Oil Sulfur Content Record - In order to document continuing compliance with the sulfur content limitation of 0.05% Sulfur, by weight of fuel oil used by the boiler (E.U. No. 009), the permittee shall keep records on either vendor provided as-shipped analysis or on analysis of as-received samples taken at the plant.  The analysis shall be determined by appropriate ASTM methods.  The above records shall be maintained at the facility for a minimum of five (5) years and be made available to the Department upon request.

[Rule 62-4.070(3), F.A.C.]

C10.  Boiler Operation Records - To document compliance with Specific Condition Nos. C4., C6.B., C8., and 40 CFR 60.48c(g),  the permittee shall maintain the following record:

1. Monthly Records – Fuel Oil;
a. Facility Name, Facility ID, Emission Unit No. (009);

b. Hours of operation (start and stop date and time) while firing fuel oil,

c. Calculation of the total hours of operation while firing fuel oil for the month,

d. Calculation of the total hours of operation while firing fuel oil for the most recent 12 consecutive month period,

e. Total quantity of fuel oil used for the month,

f. Total quantity of fuel oil used for the most recent 12 consecutive month period,

2. Monthly Records - Natural Gas;
a. Facility Name, Facility ID, Emission Unit No. (009);

b. Total quantity of natural gas used for the month,

c. Total quantity of natural gas used for the most recent 12 consecutive month period,

3. Heat Input Rate – If the last visible emissions test was conducted at less than 90% of the maximum design heat input rate which equates to 21.78 MMBTU/hour, then record the following:
a. Facility Name, Facility ID, Emission Unit No. (009);

b. Hours of operation (start and stop date and time) for each period of boiler operation;

c. Type of fuel used during each period of operation;

d. On a monthly basis, calculate the quantity of each fuel (i.e. cubic feet of natural gas and gallons of fuel oil) used per month, and calculate the average daily heat input rate in MMBTU/hour. Hourly heat input rate shall be calculated based on the total heat rate input for the month and total hours of operation for the month. 

Monthly entries to the record shall be made by the 15th of the month following the month of record.  All of the above records shall be recorded in a permanent form suitable for inspection by the Department upon request, and shall be retained at the facility for at least the most recent five (5) year period.   

[Rule 62-4.070(3), F.A.C. and 40 CFR 60.48c(g)]

D. FEDERALLY ENFORCEABLE STATE OPERATION PERMIT (FESOP) APPLICATION

D1.  Permit Renewal Application – A completed application to renew the current Federally Enforceable State Operation Permit (FESOP) shall be submitted to the Air Permitting Section of the Department’s Southwest District Office no later than (60) days prior to the expiration date of this permit.  To properly apply for an operation permit renewal, the applicant shall submit the following:

A. The appropriate operation permit application form (see current version of Rule 62-210.900, F.A.C. and /or FDEP Division of Air Resource management website at: http://www.dep.state.fl.us/air/); 

B. The appropriate operation permit application fee (see Rule 62-4.050(4)(a), F.A.C.);

C. Copies of the most recent visible emissions test reports;

D. A copy of the boiler operation records (Specific Condition No. C10.) and a copy of the VOC/HAP records (Specific Condition No. B5.), for the most recent month.

 [Rules 62-4.070(3), 62-4.090, 62-210.300(2) and 62-210.900 F.A.C.]

FLORIDA DEPARTMENT OF

ENVIRONMENTAL PROTECTION

______________________________

Mara Grace Nasca

District Air Program Administrator
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