SECTION 3.  EMISSIONS UNIT SPECIFIC CONDITIONS (DRAFT)DRAFT

C.  EU No. 007 – Five Diesel Fired Emergency Generator
PERMITTEE
	Lakeland Regional Medical Center
1324 Lakeland Hills Blvd 
Lakeland, Florida 33804
Authorized Representative:
Ms. Margaret White, Vice President of Operations
	Air Permit No. 1050095-012-AC
Permit Expires:  10/31/2018
Minor Air Construction Permit
Lakeland Regional Medical Center
Installation of New Boilers and Emergency Generators


Project
This is the final air construction permit, which authorizes the construction of three new boilers and four new emergency generators at the Lakeland Regional Medical Center Facility.  This permit will also reduce the hours of operations for seven existing diesel fired generators.  The proposed work will be conducted at Lakeland Regional Medical Center, which is a hospital categorized under Standard Industrial Classification No. 8062.  The existing facility is located in Polk County at 1324 Lakeland Hills Blvd., Lakeland, Florida.  The UTM coordinates are Zone 17, 406.92 km East and 3104.07 km North.
This final permit is organized into the following sections:  Section 1 (General Information); Section 2 (Administrative Requirements); Section 3 (Emissions Unit Specific Conditions); and Section 4 (Appendices).  Because of the technical nature of the project, the permit contains numerous acronyms and abbreviations, which are defined in Appendix A of Section 4 of this permit.  As noted in the Final Determination provided with this final permit, only minor changes and clarifications were made to the draft permit.
STATEMENT OF BASIS
This air pollution construction permit is issued under the provisions of:  Chapter 403 of the Florida Statutes (F.S.) and Chapters 62-4, 62-204, 62-210, 62-212, 62-296 and 62-297 of the Florida Administrative Code (F.A.C.).  The permittee is authorized to conduct the proposed work in accordance with the conditions of this permit.  This project is subject to the general preconstruction review requirements in Rule 62-212.300, F.A.C. and is not subject to the preconstruction review requirements for major stationary sources in Rule 62-212.400, F.A.C. for the Prevention of Significant Deterioration (PSD) of Air Quality.
Upon issuance of this final permit, any party to this order has the right to seek judicial review of it under Section 120.68 of the Florida Statutes by filing a notice of appeal under Rule 9.110 of the Florida Rules of Appellate Procedure with the clerk of the Department of Environmental Protection in the Office of General Counsel (Mail Station #35, 3900 Commonwealth Boulevard, Tallahassee, Florida, 32399-3000) and by filing a copy of the notice of appeal accompanied by the applicable filing fees with the appropriate District Court of Appeal.  The notice must be filed within 30 days after this order is filed with the clerk of the Department.






Executed in Hillsborough County, Florida

(DRAFT)
_________________________________
Pamala Vazquez
Program Administrator
Permitting & Waste Cleanup Program
Southwest District
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Ms. Margaret White, Lakeland Regional Medical Center, Margaret.White@myLRH.org 
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DRAFT PERMIT
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Lakeland Regional Medical Center	Air Permit No. 1050095-012-AC
	Minor Air Construction Permit
Page 2 of 13
FACILITY DESCRIPTION
The facility is a hospital that includes a regulated boiler and eight regulated diesel fired generators. The facility is a synthetic non-Title V source for the pollutants Nitrogen Oxides (NOx) and Carbon Monoxide (CO). 
Note: This facility was previously classified as a Title V source due to E.U. ID No. 002 (a hospital/medical/infectious waste incinerator) which is designated as a Part 70 source under 40 C.F.R. 70.3(a)(5), adopted and incorporated by reference in Rule 62-204.800, F.A.C.  Effective March 1, 2011, the permittee permanently shut down E.U. ID No. 002 and as a result, the facility is now re-classified as a synthetic non-Title V source.
The existing facility consists of the following emissions units.
	Facility ID No. 1050095

	ID No.
	Emission Unit Description

	005
	750 hp Johnson Boiler

	006
	Seven Diesel Fired Generators

	007
	Diesel Fired Emergency Generator (1502 hp)



PROPOSED PROJECT
The proposed project will add three new Cleaver Brooks Boilers, four new Cummins Emergency Generators and will reduce the hours of operations for the existing Seven Diesel Fired Generators. The construction modifications associated with this project are described below:
1. Emissions Unit No. 006 (Seven Diesel Fired Generators) hours of operation will be reduced as follows:
 From 500 to 400 hours per year.
· The 200 kW generator will be reduced from 500 to 350 hours of operation per any consecutive 12-month period. 
· The 500 kW generator will be reduced from 500 to 350 hours of operation per any consecutive 12-month period.  
· The five 1500 kW generators will each be reduced from 500 to 300 hours per any consecutive 12-month period.  
2. EU No. 007 (1502 hp Diesel Fired Emergency Generator) will be revised to add four additional diesel fired emergency generators.
· The existing1502 hp Caterpillar generator hours of operation will be reduced from 500 to 350 hours of operation per any consecutive 12-month period. 
· The four new 1500 kW generators will each be limited to 500 hours per any consecutive 12-month period.  
3. EU No. 008 (Three Cleaver Brooks 600 Horsepower Boilers) will be added to the facility. 
4. [bookmark: _GoBack]EU Nos. 004 and 005 (two 750 hp boilers) will be removed from the facility.
5. Three 20,000-gallon No. 2 diesel storage tanks will be installed. The tanks will be exempt from permitting.



This project will add and/or modify the following emissions units.
	Facility ID No. 1050095

	ID No.
	Emission Unit Description

	005
	750 hp Johnson Boiler (will be removed)

	006
	Seven Diesel Fired Generator

	007
	Five Diesel Fired Emergency Generator (1 existing and 4 new added)

	008
	Three Cleaver Brooks 600 hp Boilers (3 new)



EXEMPT EMISSION SOURCES/ACTIVITIES
The following emissions units/activities are considered exempt pursuant to Rule 62-210.300(3)(b)1., F.A.C.:
· Diesel Storage Tanks
· Cooling Towers
· Hood, Sink Drain Vents
· Maintenance Activities
· Parts Washing (no halogenated solvents)
· Sterilizers (not applicable to 40 CFR 63, Subpart O)
· Compressors, Refrigeration System, Condensers
Facility Regulatory Classification
· The facility is not a major source of hazardous air pollutants (HAP).
· The facility does not operate units subject to the acid rain provisions of the Clean Air Act (CAA).
· The facility is not a Title V major source of air pollution in accordance with Chapter 62-213, F.A.C.
· The facility is not a major stationary source in accordance with Rule 62-212.400(PSD), F.A.C.
· This facility is a synthetic non-Title V source for the pollutants Carbon Monoxide (CO), Nitrogen Oxides (NOx), Particulate Matter - PM10, Sulfur Dioxide (SO2), and Volatile Organic Compounds (VOC). 

PERMIT HISTORY/AFFECTED PERMITS
This is the facility’s first construction permit since it was issued a Federally Enforceable State Operating Permit (FESOP) after being reclassified from a Title V to a non-Title V facility.  Reference current operation FESOP 1050095-011-AF




SECTION 1.  GENERAL INFORMATION (DRAFT)

1. Permitting Authority:  The permitting authority for this project is the Southwest District of the Department of Environmental Protection (Department).  The mailing address, phone number and e-mail address is:
Florida Department of Environmental Protection
Southwest District Office
Air and Solid Waste Permitting Program
13051 North Telecom Parkway
Temple Terrace, Florida 33637-0926
Telephone: 813-470-5700
E-mail: SWD_Air_Permitting@dep.state.fl.us

All documents related to applications for permits shall be submitted to the above e-mail address and/or address.

2. Compliance Authority:  All documents related to compliance activities such as reports, tests, and notifications shall be submitted to the Florida Department of Environmental Protection (Department), Southwest District Office’s Compliance Assurance Program.  The mailing address, phone number and e-mail address is:
Florida Department of Environmental Protection
Southwest District Office
Compliance Assurance Program
13051 North Telecom Parkway
Temple Terrace, Florida 33637-0926
Telephone: 813-470-5700
E-mail: SWD_Air@dep.state.fl.us 

3. Appendices:  The following Appendices are attached as a part of this permit:  
· Appendix A (Citation Formats and Glossary of Common Terms); 
· Appendix B (General Conditions); 
· Appendix C (Common Conditions);
· Appendix D (Common Testing Requirements); and 

4. Applicable Regulations, Forms and Application Procedures:  Unless otherwise specified in this permit, the construction and operation of the subject emissions units shall be in accordance with the capacities and specifications stated in the application.  The facility is subject to all applicable provisions of: Chapter 403, F.S.; and Chapters 62-4, 62-204, 62-210, 62-212, 62-213, 62-296 and 62-297, F.A.C.  Issuance of this permit does not relieve the permittee from compliance with any applicable federal, state, or local permitting or regulations.

5. New or Additional Conditions:  For good cause shown and after notice and an administrative hearing, if requested, the Department may require the permittee to conform to new or additional conditions.  The Department shall allow the permittee a reasonable time to conform to the new or additional conditions, and on application of the permittee, the Department may grant additional time.  
[Rule 62-4.080, F.A.C.]

6. Modifications:  The permittee shall notify the Compliance Authority upon commencement of construction.  No new emissions unit shall be constructed and no existing emissions unit shall be modified without obtaining an air construction permit from the Department.  Such permit shall be obtained prior to beginning construction or modification.  
[Rules 62-210.300(1) and 62-212.300(1)(a), F.A.C.]

7. Construction and Expiration.  The expiration date shown on the first page of this permit provides time to complete the physical construction activities authorized by this permit, complete any necessary compliance testing, and obtain an operation permit.  Notwithstanding this expiration date, all specific emissions limitations and operating requirements established by this permit shall remain in effect until the facility or emissions unit is permanently shut down.  For good cause, the permittee may request that that a permit be extended.  Pursuant to Rule 62-4.080(3), F.A.C., such a request shall be submitted to the Permitting Authority in writing before the permit expires.  
[Rules 62-4.070(4), 62-4.080 & 62-210.300(1), F.A.C.]

8. Application for Non-Title V Air Operation Permit: This permit authorizes construction or modification of the permitted emissions units and initial operation to determine compliance with Department rules.  A Non-Title V air operation permit is required for continued operation of the permitted emissions unit(s).  The permittee shall apply for a Non-Title V air operation permit at least 90 days prior to expiration of this permit, but no later than 180 days after commencing operation or commencing operation as modified.  Commencing operation means setting into operation of any emissions unit for any purpose.  To apply for a Non-Title V air operation permit, the applicant shall submit the following: 
a. the appropriate permit application form (see current version of Rule 62-210.900, F.A.C. (Forms and Instructions), and/or FDEP Division of Air Resource Management website at: http://www.dep.state.fl.us/air/); 
b. the appropriate operation permit application fee from Rule 62-4.050(4)(a), F.A.C.; 
c. a copy of the initial compliance test report required by Specific Condition No. C.15, if not previously submitted; and
d. copies of the most recent month of records/logs specified in Specific Condition No(s). C.16 and C17.
The application shall be submitted to the Permitting Authority.  
[Rules 62-4.030 and 62-4.050, F.A.C.]

9. Annual Operating Report (AOR):  The information required by the Annual Operating Report for Air Pollutant Emitting Facility (DEP Form No. 62-210.900(5)) shall be submitted by April 1 of each year, for the previous calendar year, to the Department of Environmental Protection’s (DEP) District Office.  All synthetic non-Title V sources shall submit a completed DEP Form 62-210.900(5) unless the annual operating report is submitted using the DEP’s electronic annual operating report software.  Emissions shall be computed in accordance with the provisions of subsection 62-210.370(2), F.A.C.  
[Rule 62-210.370(3), F.A.C.]
{Permitting Note:  Resources to help you complete your AOR are available on the electronic AOR (EAOR) website at:  http://www.dep.state.fl.us/air/emission/eaor.  If you have questions or need assistance after reviewing the information posted on the EAOR website, please contact the Department by phone at (850) 717-9000 or email at eaor@dep.state.fl.us.}


(1) 
(1) 
SECTION 2.  ADMINISTRATIVE REQUIREMENTS (DRAFT)

This section of the permit addresses the following emissions units.
	EU No.
	Emission Unit Description

	006
	Seven Diesel Fired Generators:
This emissions unit consists of the seven following diesel fired emergency generators:
· One 200 kW Diesel Fired Generator – Caterpillar, Model 3208 
· One 500 kW Diesel Fired Generator – Caterpillar, Model 3412  
· Five 1500 kW Diesel Fired Generators – Caterpillar, Model 3516

Note: The seven diesel fired engines in this emissions unit are not subject to 40 CFR 63, Subpart ZZZZ – National Emissions Standards for Hazardous Air Pollutants for Stationary Reciprocating Internal Combustion based on the requirements specified in 40 CFR 63.6585(f)(3).  The engines all commenced construction before June 12, 2006, and are considered “Existing Stationary RICE” (See 40 CFR 63.6590(a)(1)(iii)) and are located at an institutional establishment (i.e., a medical center) and are considered existing institutional emergency stationary RICE located at an area source of HAP emissions.



PERFORMANCE RESTRICTIONS
A.1. Hours of Operation:  The hours of operation for each diesel fired generator are limited as follow:   
· The 200 kW generator is limited to 350 hours of operation per any consecutive 12-month period. 
· The 500 kW generator is limited to 350 hours of operation per any consecutive 12-month period.  
· The five 1500 kW generators are each limited to 300 hours per any consecutive 12-month period.  
[Application No. 1050095-012-AC and Additional Information Received 5-24-16; Rules 62-4.070(3) and 62-210.200(PTE), F.A.C.]

RECORDS AND REPORTS
A.2. Daily and Monthly Recordkeeping: To demonstrate compliance with Hours of Operation restriction in Specific Condition A.1., the permittee shall maintain the following records for each emergency generator:
a. Daily Records (when operating): 
(1) Date & Emission Unit ID No. (006)
(2) The number of hours the emergency generator was operated.
b. Monthly Records:  
(1) Month, Year & Emission Unit ID No. (006)
(2) The total number of hours the emergency generator was operated during the month.
(3) The total number of hours the emergency generator was operated during the most recent consecutive 12 month period.
Daily records shall be completed by the end of the 3rd business day and monthly records shall be completed by the end of the following month.
[Rule 62-4.070(3), F.A.C.]
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SECTION 3.  EMISSIONS UNIT SPECIFIC CONDITIONS (DRAFT)
A.  EU No. 006 – Seven Diesel Fired Emergency Generators

This section of the permit addresses the following emissions unit.
	EU No.
	Emission Unit Description

	007
	Five Diesel Fired Emergency Generator:
This emissions unit consists of the following items: 
· One 1502 hp Caterpillar diesel fired emergency generator. The in-service date for this emergency generator was on 1/16/2008.
· Four 1500 kW (each) diesel emergency generators.

Note: The engines are subject to 40 CFR 60, Subpart IIII - Standards of Performance for Stationary Compression Ignition Internal Combustion Engines.  


Federal Regulations
B.1. Federal Regulatory Requirements:  This emission unit (diesel fired emergency generators) is subject to 40 CFR 60, Subpart IIII – Standards of Performance for Stationary Compression Ignition Internal Combustion Engines, which is adopted by reference in Rule 62-204.800, F.A.C.  Compliance with the emissions limitations of 40 CFR 60, Subpart IIII will be demonstrated by complying with the requirements specified in 40 CFR 60.4211(a).  Specifically, the owner or operator must do all of the following, except as permitted under 40 CFR 60.4211(g):
a. Operate and maintain the stationary CI internal combustion engine and control device according to the manufacturer's emission-related written instructions;
b. Change only those emission-related settings that are permitted by the manufacturer; and
c. Meet the requirements of 40 CFR parts 89, 94 and/or 1068, as they apply to you.
[Rules 62-4.070(3) and 62-204.800(8), F.A.C.; 40 CFR 60.4211(a) Subpart IIII] 

PERFORMANCE RESTRICTIONS
B.2. Hours of Operation: The hours of operation for each diesel fired generator are limited as follow:   
· The 1502 hp Caterpillar generator is limited to 350 hours of operation per any consecutive 12-month period. 
· The four 1500 kW generators are each limited to 500 hours per any consecutive 12-month period.  
[Application No. 1050095-012-AC and Additional Information Received 5-24-16; Rules 62-4.070(3) and 62-210.200(PTE), F.A.C.]

NOTIFICATION REQUIREMENTS 
B.3. Notification of Operation Commencement: The permittee shall notify the Compliance Authority in writing of the date of commencing operation of the EU No. 007 after completing the modifications authorized by this permit, no later than fifteen (15) days after that date. Commencing operation means setting into operation of any emissions unit for any purpose. 
[Rules 62-4.070, and 62-210.200, F.A.C., (definition of Commence Operation)]

RECORDS AND REPORTS
B.4. Daily and Monthly Recordkeeping: To demonstrate compliance with Hours of Operation restriction in Specific Condition B.2., the permittee shall maintain the following records for  each emergency generator:
a. Daily Records (when operating): 
(1) Date & Emission Unit ID No. (007).
(2) The number of hours the emergency generator was operated.
b. Monthly Records:  
(1) Month, Year & Emission Unit ID No. (007)
(2) The total number of hours the emergency generator was operated during the month.
(3) The total number of hours the emergency generator was operated during the most recent consecutive 12 month period.
Daily records shall be completed by the end of the 3rd business day and monthly records shall be completed by the end of the following month.
SECTION 3.  EMISSIONS UNIT SPECIFIC CONDITIONS (DRAFT)
B.  EU No. 007 – Five Diesel Fired Emergency Generator
[Rule 62-4.070(3), F.A.C.]
This section of the permit addresses the following emissions unit.
	EU No.
	Emission Unit Description

	008
	Three Cleaver Brooks Boilers:
This emissions unit consists of three Cleaver Brooks boilers, Model CBEX Elite 200 600. Each boiler has a maximum heat input rate of 24.5 million BTU/hour and is fired with either natural gas or with new fuel oil having a maximum sulfur content of 0.05% by weight.  The maximum heat input rate is based on the maximum allowable fuel usage rates for natural gas and new fuel oil. Emissions from the three boiler exhaust to the atmosphere through three separate stacks.
Note: The facility will typically operate one boiler at a time and the other two will serve a backups.


Federal Regulations
C.1. Federal Regulatory Requirements:  These emissions unit (boiler) are subject to 40 CFR 60, Subpart Dc – Small Industrial-Commercial-Institutional Steam Generating Unit and to 40 CFR 60, Subpart A – General Provisions, which are adopted by reference in Rule 62-204.800, F.A.C.
{Permitting Note:  These boilers are subject to 40 CFR 63, Subpart JJJJJJ – National Emission Standards for Area Sources: Industrial / Commercial / Institutional Boilers; however, at the time this permit was issued, this federal standard had not yet been adopted by the state and therefore the requirements have not been included in the permit. The owner or operator is required to comply with all applicable limitations and requirements of the subpart.}
[Rule 62-204.800(8), F.A.C.] 
OTHER Regulations
C.2. Other Regulatory Requirements:  These emissions unit (boilers) are subject to Rule 62-296.406, F.A.C. - “Fossil Fuel Steam Generators with Less Than 250 Million Btu Per Hour Heat Input, New and Existing Emissions Units”.
[Rule 62-296.406, F.A.C.] 
PERFORMANCE RESTRICTIONS
C.3. Permitted Capacity: 
a. Hourly Fuel Usage Rates - The following hourly usage rates are for the purpose of emissions testing only, the permittee is not required to show compliance with these rate during normal operation: 
(1) The maximum natural gas usage rate is 24,494 ft.3/hr.  (24.5 MMBTU/hr.).
(2) The maximum new fuel oil usage rate is 175 gals./hr. (24.5 MMBTU/hr.).

b. Annual Fuel Oil Usage Rates – For the purpose of limiting the facility’s potential to emit, the fuel oil usage rate of the three boilers combined shall not exceed a combined total of 1.0 million gallons per any consecutive 12 month period. 

c. Annual Natural Gas Usage Rates – For the purpose of limiting the facility’s potential to emit, the natural gas usage rate of the three boilers combined shall not exceed a combined total of 214.6 million standard cubic feet per any consecutive 12 month period. 

d. Fuel Oil and Natural Gas Usage - The equivalent amount of each fuel burned by the boilers during any consecutive 12 month period shall not exceed the maximum annual amount of such fuel, as given in C.3.b and C.3.c., multiplied by a fuel percentage. The fuel percentage is the percentage ratio of the total amount of the fuel burned by the unit during any consecutive 12 month period to the total annual amount of such fuel allowed to be burned by the unit as specified in C.3.b and C.3.c. The sum of the fuel percentages for each fuels burned by the boilers must be less than or equal to 100 percent.
[Rule 62-210.200(PTE), F.A.C.; Permit Application 1050095-012-AC]

C.4. Authorized Fuel:  The boiler is allowed to be only fired with either natural gas or with new fuel oil with a maximum sulfur content of 0.05%, by weight.  No used or recycled oil shall be fired.
[Rules 62-210.200(PTE), 62-296.406, F.A.C.; Best Available Control Technology Determination] 

C.5. Hours of Operation:  The hours of operation are not limited (8760 hours per year).   
[Rules 62-4.070(3) and 62-210.200(PTE), F.A.C.]
EMISSIONS STANDARDS
C.6. Visible Emissions Standard: Visible emissions from each boiler shall not exceed 20% opacity except for one six-minute period per hour during which opacity shall not exceed 27%.
[Rule 62-296.406(1), F.A.C.]

C.7. PM Emissions Standard: Particulate matter emissions shall be limited based on the Best Available Control Technology standard specified in Best Available Control Technology Determination Document issued with Construction Permit 1050095-012-AC.
[Rule 62-296.406(2), F.A.C.]

C.8. Sulfur Dioxide Emissions Standard: Sulfur dioxide matter emissions shall be limited based on the Best Available Control Technology standard specified in the Best Available Control Technology Determination Documents issued with Construction Permit 1050095-012-AC.
[Rule 62-296.406(3), F.A.C.]
EXCESS EMISSIONS
C.9. Excess Emissions: This emissions unit is subject to the excess emissions requirements contained in Rule 62-210.700, F.A.C. (and included in Appendix C, “Common Conditions” of this permit) which cannot vary any requirement of an NSPS, NESHAP or Acid Rain program provision. This emissions unit is also subject to the following NSPS excess emissions requirements: 
a. The opacity standards set forth in 40 CFR 60 shall apply at all times except during periods of startup, shutdown, malfunction, and as otherwise provided in the applicable standard. 
b. At all times, including periods of startup, shutdown, and malfunction, owners and operators shall, to the extent practicable, maintain and operate any affected facility including associated air pollution control equipment in a manner consistent with good air pollution control practice for minimizing emissions.  Determination of whether acceptable operating and maintenance procedures are being used will be based on information available to the Administrator which may include, but is not limited to, monitoring results, opacity observations, review of operating and maintenance procedures, and inspection of the source. 
[Rule 62-210.700, F.A.C. and 40 CFR 60.11(c )&(d) (Subpart Dc)]


TESTING REQUIREMENTS
C.10. Initial Compliance Tests:  The emissions unit (each boiler) shall be tested to demonstrate initial compliance with the visible emissions standards.  The initial tests shall be conducted within 60 days after achieving permitted capacity, but not later than 180 days after initial operation of the unit.  
[Rules 62-4.070(3) and 62-297.310(8)(b)1, F.A.C.]

C.11. Annual Compliance Tests:  During each calendar year (January 1st to December 31st), the emissions unit (each boiler) shall be tested to demonstrate compliance with the visible emissions standard.  Additionally, if the most recent annual visible emissions test was conducted when the boiler was fired with natural gas, then within 60 days of the boiler exceeding the 400th hour of using fuel oil, the emissions unit shall be tested while the boiler is fired with fuel oil.  
[Rule 62-297.310(8)(a)1 & 62-297.310(8)(a)5.f., F.A.C.]

C.12. Test Requirements:  The permittee shall notify the Compliance Authority in writing at least 15 days prior to any required tests.  Tests shall be conducted in accordance with the applicable requirements specified in Appendix D (Common Testing Requirements) of this permit. 
[Rules 62-4.070(3) and 62-297.310(9), F.A.C.]

C.13. Test Methods:  Required tests shall be performed in accordance with the following reference methods:
	Method
	Description of Method and Comments

	9
	Visual Determination of the Opacity of Emissions from Stationary Sources


The above methods are described in Appendix A of 40 CFR 60 and are adopted by reference in Rule 62-204.800, F.A.C.  No other methods may be used unless prior written approval is received from the Department.  
[Rules 62-204.800, F.A.C.; and Appendix A of 40 CFR 60]
NOTIFICATION REQUIREMENTS 
C.14. Notification of Operation Commencement: The permittee shall notify the Compliance Authority in writing of the date of commencing operation of the EU No. 008 after completing the construction authorized by this permit, no later than fifteen (15) days after that date. Commencing operation means setting into operation of any emissions unit for any purpose. 
[Rules 62-4.070, and 62-210.200, F.A.C., (definition of Commence Operation)]
RECORDS AND REPORTS
C.15. Test Reports:  The permittee shall prepare and submit reports for all required tests in accordance with the requirements specified in Appendix D (Common Testing Requirements) of this permit.  Additionally, the compliance test report shall include the following:
a. The actual type of fuel and fuel usage rate during the test period.
b. If fuel oil was fired during the test, then include a copy of the records required by Specific Condition No. C.16, which includes the most recent documentation of the fuel oil's sulfur content.
Failure to submit this data or actual operating conditions may invalidate the test.
[Rule 62-297.310(10), F.A.C.]




C.16. Monthly Records: The following monthly records shall be recorded and maintained:  
a. Fuel Oil: During months of operation when the boilers are fired with fuel oil, 
(1) Facility Name, Emission Unit No. (008).
(2) Month and Year.
(3) Quantity of fuel oil used in the boilers (in gallons).
b. Natural Gas: During months of operations when the boilers is fired with natural gas:  
(1) Facility Name, Emission Unit No. (008).
(2) Month and Year.
(3) Quantity of natural gas used in the boiler (in standard cubic feet).
Monthly records shall be completed by the end of the following month.
[Rules 62-4.070(3) and 62-204.800(8)(b), F.A.C., and 40 CFR 60.48c(g)(2) (Subpart Dc)]

C.17. Fuel Oil Sulfur Content: Compliance with the fuel oil's 0.05%, by weight, sulfur content limitation shall be demonstrated through either:
a. The fuel supplier documentation of fuel oil sulfur content for each shipment of oil delivered for use in the boiler per 40 CFR 60.48c(f).  The records shall include a "fuel supplier certification" (40 CFR 60.48c(f)(2)) consisting of the name of the oil supplier and a statement from the oil supplier that the oil complies with the specifications for fuel oil number 4, as defined by the American Society for Testing and Materials in ASTM D396-78, "Standard Specification for Fuel Oils"; or
b. Actual fuel oil analysis per 40 CFR 60.46c(d)(2).  Fuel sampling and analysis shall be in accordance with 40 CFR 60 Appendix A, Method 19, Section 12.5.2.2 (Liquid Fossil Fuel).
The permittee shall submit semiannual reports of the fuel oil supplier sulfur content certification records for any reporting period during which the boiler is fired with fuel oil.  The semiannual report shall include a certified statement signed by the facility's authorized representative that the records of the fuel supplier certifications submitted represent all of the fuel combusted during the period.  The semiannual reports shall be submitted to the Air Compliance Section of this office within 30 days of the end of the reporting period.  
[Rule 62-204.800(8)(b), F.A.C., and 40 CFR 60.48c(e)(11) (Subpart Dc)]
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