PERMITTEE:                                                                 FINAL
Permit No.:  1050134-007-AO
Heath Funeral Chapel, Inc.
Project: Human and Animal Crematory

Lakeland, FL
             Incinerator Units 


PRIVATE 

PERMITTEE:                                                                 FINAL
Permit No:  1050134-007-AO  
Heath Funeral Chapel, Inc.
County:  Polk

328 South Ingraham Avenue
Effective Date:     02/20/2009
Lakeland, FL 33801
Expiration Date:  02/02/2012

Project:  Animal and Human 


                Crematory Incinerator Units
This permit is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-204, 62-210, 62-212, 62-213, 62-296, 62-297, and Chapter 62-4.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans and other documents, attached hereto or on file with the Florida Department of Environmental Protection, and as described below:

This permit authorizes the operation of animal and human crematory incinerator units as described below.
The Crawford Equipment & Engineering Company, Inc. Model C1000 animal crematory incinerator unit (EU 001)  is designed to incinerate animal remains and associated container material at an average rate of 150 pounds per hour (the average rate is the total weight loaded into the unit divided by the duration of the burn), with a maximum batch charge weight of 500 pounds.  The incinerator consists of primary and secondary (afterburner) chambers each fired on natural gas or propane gas (LPG) with maximum total heat input rate of 1.5 MMBtu/hour (0.5 MMBtu/hr primary chamber and 1.0 MMBtu/hr secondary chamber).  
(Permitting Note:  This unit was previously permitted and operated as a human crematory.  It’s initial operation as an animal crematory was on 10/07/08.)

The B& L Cremation Systems, Inc., Phoenix II series human crematory incinerator unit (EU 002) is designed to incinerate human remains and associated container material at an average rate of 150 pounds per hour.  The incinerator consists of primary and secondary (afterburner) chambers each fired on natural gas or liquid propane gas (LPG) with a maximum total heat input rate of 2.0 MMBtu/hour (1.0 MMBtu/hour primary chamber and 1.0 MMBtu/hour secondary chamber).
Emissions from each of the crematory units are controlled by afterburners, which maintain a minimum secondary chamber combustion zone temperature of 1,600°F prior to and during combustion of material in the primary chamber.  The secondary chamber volumes are designed to provide at least a one (1) second residence time at a gas temperature of 1,800°F.  The secondary chamber temperature is continuously monitored and recorded.  The units are also equipped with UV continuous scanning flame detectors on the burners and opacity sensors which can temporarily suspend operation of the primary chamber burner.

Facility Information Summary

Location:  328 South Ingraham Avenue, Lakeland, Polk County

Facility UTM Coordinates:  17-408.07 E     3101.94 N
Latitude:  28(02’28.2”                Longitude:  81(56’41.0”

Facility ID No.:  1050134               


Emission Unit (EU) ID Nos.: 
001 - Crawford Model C1000 animal crematory incinerator


002 - B&L Cremation Systems Phoenix II series human crematory

Note:
Please reference Permit No. and Emission unit ID No. in all correspondence, test report submittals, applications, etc. 
Affected Permits:  

This operation permit revision replaces previous facility Operation Permit 1050134-004-AO, and incorporates the provisions of Construction Permit 1050134-006-AC into the facility operation permit.  The expiration date for this operation permit revision is the same as that for Operation Permit 1050134-004-AO (i.e., a five year term from the date of issuance of that operation permit). 
Attachments to This Permit:

General Conditions (version dated 11/1/05)
SPECIFIC CONDITIONS:
1.  General Conditions - A part of this permit is the attached 15 General Conditions.       

[Rule 62-4.160, F.A.C.]

2.  Applicable Requirements - Issuance of this permit does not relieve the permittee from complying with applicable emission limiting standards or other requirements of Chapters 62-204, 62-210, 62-212, 62-213, 62-296, and 62-297, F.A.C., or any other requirements under federal, state or local law.   

[Rule 62-210.300, F.A.C.]

Operation Limitations and Requirements
3.  Operating Hours - These crematory incinerators are both permitted for continuous operation (i.e. 8,760 hours/year). 

[Rule 62-210.200 (Potential to Emit), F.A.C.; Construction Permit 1050134-006-AC]
4.  Incinerated Materials -  
A.  EU  001 - Crawford Model C1000 animal crematory incinerator - The crematory incinerator shall be operated as a batch incineration unit with a maximum batch (charge) not to exceed 500 pounds.  This incinerator shall incinerate only dead animals and the bedding and remains associated with the animals placed in leak proof containers.  Containers may contain up to 0.5 percent by weight chlorinated plastics.  The incinerators shall not be used to incinerate dead animals which were used for medical or commercial experimentation.  No other material, including biomedical waste as defined in Rule 62-210.200, F.A.C., shall be incinerated.     


[Rules 62-4.070(3) and 62-296.401(6)(d), F.A.C.]

B.  
EU 002 - B&L Cremation Systems Phoenix II Series Human Crematory  - The crematory incinerator shall be operated as a batch incineration unit.  Each separate batch process cycle shall be uninterrupted, and shall consist exclusively of the remains of one (1) human or fetal body and the associated container material.  The body may be clothed.  For human bodies that weigh over 300 pounds, the permittee shall follow the manufacturer’s special instructions for cremating adult-oversized bodies.  The associated container material shall contain no more than 0.5% by weight chlorinated plastics as demonstrated by the manufacturer's data sheet.  No other material, including biomedical waste as defined in Rule 62-210.200, F.A.C., shall be incinerated.  


[Rules 62-4.070(3) and 62-296.401(5)(d), F.A.C.]
5.  Permitted Fuels - These crematory incinerators are both permitted to be fired with natural gas or liquid propane gas (LPG) only.  

[Rule 62-210.200 (Potential to emit), F.A.C.; Construction Permit 1050134-006-AC]

6.  Afterburner Operating Temperature – For each of these crematory units, the secondary chamber (afterburner) combustion zone shall be maintained at a temperature of no less than 1,600°F throughout the combustion process in the primary chamber.  Cremation in the primary chamber shall not begin unless the secondary chamber (afterburner) combustion zone temperature is equal to or greater than 1,600°F.    

[Rules 62-296.401(5)(c)1. and (6)(c)1., F.A.C.]
7.  Circumvention of Pollution Control Device - The permittee shall not circumvent any air pollution control device or allow the emissions of air pollutants without the applicable air pollution control device (secondary chamber afterburner) operating properly.  The permittee shall not allow any person to circumvent the afterburner.  The afterburner and the temperature monitoring equipment shall be operational and functioning properly prior to the incineration or ignition of the remains, and until all the remains are incinerated.   

[Rules 62‑210.650; 62-296.401(5)(c)1. and (5)(i); 62-296.401(6)(c)1. and (6)(i), F.A.C.] 

8.  Equipment Maintenance Requirements (and Recordkeeping) - All human and animal crematory units shall be maintained in proper working order in accordance with the manufacturer's specifications to ensure the integrity and efficiency of the equipment.  If a crematory unit contains a defect that affects the integrity or efficiency of the unit, the unit shall be taken out of service.  No person shall use or permit the use of that unit until it has been repaired or adjusted.  Repair records on all crematory units shall be maintained onsite for at least two (2) years (see Specific Condition Nos. 25.F and 26.E).  A written plan with operating procedures for startup, shutdown and malfunction of each crematory unit based upon manufacturer’s recommendations shall be maintained onsite and followed during those events.  Each unit’s burners shall be operated with a proper air-to-fuel ratio.  If the unit so allows, the burners’ flame characteristics shall be visually checked at least once during each operating shift and adjusted when warranted by the visual checks.

[Rules 62-296.401(5)(e). and (6)(e), F.A.C.]
9.  Operation and Maintenance Requirements - The permittee shall post the manufacturers operational and maintenance requirements for each the crematory units within view of the operator of the cremation unit.  The manufacturer’s operational and maintenance requirements shall be followed by the operator at all times.

[Rules 62-4.070(3), and 62-296.401(5)(e) and (6)(e), F.A.C.; DEP Consent Order OGC File No. 06-1340]

Emission Limitations

10.  Visible Emissions Limitation - Visible Emissions (VE) from each of these crematory incinerators shall not exceed 5% opacity, except that visible emissions not exceeding 15% opacity shall be allowed for up to six-minutes in any one-hour period.   

[Rules 62-296.401(5)(b)1. and (6)(b)1., F.A.C.]
11.  Particulate Matter Emission Limitation – Particulate Matter (PM) emissions from each of these crematory units shall not exceed 0.080 grains per dry standard cubic foot of flue gas, corrected to 7% O2.  [Rules 62-296.401(5)(b)2. and (6)(b)2., F.A.C.]
12.  Carbon Monoxide Emission Limitations (CO) – Carbon Monoxide (CO) emissions from each of these crematory units shall not exceed 100 parts per million by volume, dry basis, corrected to 7% O2 on an hourly average basis.     

[Rules 62-296.401(5)(b)3. and (6)(b)3., F.A.C.]
13.  General Pollutant Emission Limiting Standards: Objectionable Odor - The permittee shall not cause, suffer, allow or permit the discharge of air pollutants which cause or contribute to an objectionable odor.  An objectionable odor is any odor present in the outdoor atmosphere which by itself or in combination with other odors, is or may be harmful or injurious to human health or welfare, which unreasonably interferes with the comfortable use and enjoyment of life or property, or which creates a nuisance.    

[Rules 62‑210.200, and 62-296.401(1)(b), F.A.C.] 

14.  General Pollutant Emission Limiting Standards: Unconfined Particulates - All reasonable precautions shall be taken to prevent and control generation of unconfined emissions of particulate matter in accordance with the provisions in Rule 62-296.320, F.A.C.  These provisions are applicable to any source, including but not limited to, vehicular movement, transportation of materials, construction, alteration, demolition or wrecking, or industrial related activities such as loading, unloading, storing and handling.    

Rules 62-4.070(3) and 62-296.320(4)(c), F.A.C.] 

Testing and Compliance Documentation Requirements
15.  Visible Emissions (VE) Testing 

A.
In order to document compliance with the visible emissions (VE) limitation of Specific Condition No. 10, the crematory incinerator exhaust stacks shall each be tested for visible emissions (VE) annually during each federal fiscal year (October 1 through September 30).   


B.
The visible emissions tests shall be conducted in accordance with EPA Method 9.  The tests shall be conducted by a certified observer and be a minimum of sixty (60) minutes in duration.  The test observation periods shall include the period during which the highest opacity emissions can reasonably be expected to occur.  This means that the observation periods shall begin with the commencement of combustion in the primary chamber.  

C.
A copy of the test data shall be submitted to the Air Compliance Section of the Department’s Southwest District Office within 45 days of such testing.  The test report and related correspondence shall reference the facility/emission unit identification number "1050134/EU 001 or EU 002".  The minimum requirements for stack sampling facilities, source sampling and reporting, shall be in accordance with Chapter 62-297, F.A.C. and 40 CFR 60, Appendix A. 

[Rules 62-296.401(5)(f) and (5)(h); 62-296.401(6)(f) and (6)(h); 62-297.310(4)(a)2 and (8), F.A.C.]
16.  Particulate (PM) and Carbon Monoxide (CO) Testing - The owner or operator of any human crematory unit shall not be required to conduct compliance tests for PM and CO, except as provided for in Rule 62-297.310(7)(b), F.A.C. (Special Compliance Tests at the request of the Department - see Specific Condition No. 20.).    
[Rules 62-296.401(5)(h)3. and (6)(h)3., F.A.C.]
17.  Operating Conditions During Testing  
A. 
EU  001 - Crawford Model C1000 Animal Crematory Incinerator - Testing of emissions shall be conducted with the unit operating at a capacity that is representative of normal operation and is not greater than the manufacturer’s recommended operating capacity.  For a batch animal crematory unit, the operating capacity shall be a batch load not to exceed 500 pounds.  The testing period shall begin with the commencement of combustion (cremation) in the primary chamber.  Failure to include a statement of the actual weight of the batch charge(s) during the testing with the test report may invalidate the test. 

(continued)

17.  (continued)
B. 
EU 002 - B&L Cremation Systems Phoenix II Series Human Crematory - The crematory incinerator shall be tested in its normal operating mode.  Emission testing shall be conducted during cremation of a batch (human remains plus associated container and clothing) consisting of one (1) adult sized, or adult-oversized human body.  The testing period shall begin with the commencement of combustion (cremation) in the primary chamber.  Failure to include a statement of the weight of the batch during the testing with the test report may invalidate the test.
[Rules 62-4.070(3), 296.401(5)(g) and (6)(g), and 62-297.310(2), F.A.C.]
18.  Test Report - A compliance test report shall contain sufficient detail on the source tested and the test procedures used to allow the Department to determine if the test was properly conducted and the test results properly computed.  At a minimum the test report shall provide the applicable information listed in Rule 62-297.310(8)(c), F.A.C.  Included with the report shall be a copy of the daily operations log (see Specific Condition Nos. 25. and 26.) and the secondary chamber temperature monitor chart for the day(s) of the test.  The start and end times of the cremation cycles and test periods, and the chart temperature scale shall be clearly indicated on the temperature chart.  Failure to submit any of the above information or operating at conditions during the testing which are not representative of normal operating conditions may invalidate the test.      

[Rules 62-4.070(3), and 62-297.310(8), F.A.C]

19.  Compliance Testing Notification - The permittee shall notify the Air Compliance Section of the Department’s Southwest District Office at least 15 days prior to the date on which each compliance test is to begin of the date and time of each such test, and the contact person who will be responsible for coordinating and having the test conducted*.    
 [Rule 62-297.310(7)(a)9, F.A.C.]
(* Notification Note - The notification should also include the relevant emission unit ID No(s)., test method(s) to be used, and pollutants to be tested.)

 20.  Special Compliance Tests - When the Department, after investigation, has good reason (such as complaints, increased visible emissions or questionable maintenance of control equipment) to believe that any applicable emission standard contained in a Department rule or in a permit issued pursuant to those rules is being violated, it shall require the owner or operator of the emission unit to conduct compliance tests which identify the nature and quantity of pollutant emissions from the emissions unit and to provide a report of said tests to the Department.

[Rules 62-296.401(5)(h)3., and 62-297.310(7)(b), F.A.C.] 

Monitoring Requirements
21.  Continuous Temperature Monitor - The permittee shall operate and maintain, in accordance with the manufacturer's instructions, a temperature monitoring system to continuously measure and record the secondary chamber combustion zone temperature at or beyond a point where a 1.0 second gas residence time would be achieved in the secondary chamber for a gas temperature of 1,600°F.

[Rules 62-296.401(5)(i) and (6)(i), F.A.C.]
22.  Calibration - Temperature sensors and recorders shall be calibrated and adjusted to indicate the true value of the temperature being measured with sufficient accuracy to allow the temperature to be determined within 10% of its true value.

[Rule 62-297.310(5)(b), F.A.C.]

23.  Temperature Monitor Chart - The continuous temperature chart shall include, at a minimum, the following documentation: 

A. date and time markings;  
B.
temperature scale markings;

C. operator name (for each cremation shown on chart); and
D.
operator notation of when the primary chamber was charged, and when combustion of material in the primary chamber began and ceased.

Temperature charts shall be retained for at least a five (5) year period, and made available to the Department upon request.    
[Rules 62-296.401(5)(i) and (6)(i), F.A.C.]
24.  Temperature Monitor QA Records - The permittee shall maintain a complete file of all continuous temperature monitor quality assurance related actions, including: 

A. temperature monitoring device performance measurements;
B.
all continuous monitoring system performance evaluations;

C.
all continuous monitoring device calibration checks; and
D.
all adjustments, preventative maintenance and corrective maintenance performed on these systems; 

and all other information required, recorded in a permanent legible format suitable for inspection.  The file shall be retained for at least two (2) years following the date of such measurements, checks or maintenance and made available to the Department upon request.   

[Rules 62-296.401(5)(i) and (6)(i), F.A.C.]
Additional Recordkeeping Requirement
25.  Operation Records for Crawford Model C1000 Animal Crematory Incinerator (EU 001) - In order to document compliance with Specific Condition Nos. 4, 7, and 21, a daily crematory incinerator operating log shall be kept by the operator showing, at a minimum, the following:

A.
date, and name of the operator;

B.
description of material incinerated;

C.
actual weight of dead animals and associated remains charged in the primary chamber for each batch (pounds);

D.
time material was charged and total time to incinerate;

E.
minimum temperature of the secondary chamber during periods when combustion of animal remains is occurring in the primary chamber; and

F.
any maintenance performed on the cremation unit; indicate when, what, why, and by whom it was performed (see also Specific Condition No. 8).
The above records shall be retained for the most recent five (5) year period and made available to the Department upon request.  A copy of the daily log for the day of the test shall be submitted along with each test report.    

[Rule 62-4.070(3), F.A.C.; Construction Permit 1050134-006-AC]

26.  Operation Records for B&L Cremation Systems Phoenix II Series Human Crematory (EU 002) - In order to document compliance with Specific Condition Nos. 4, 7, and 21, a daily crematory incinerator operating log shall be kept by the operator showing, at a minimum, the following:
A. date, and name of the operator;
B. description of material incinerated;
C.
size (child-sized, adult-sized, adult-oversized), and estimated weight of body and container placed in the primary chamber (pounds), along with any special procedures used (for oversize bodies above manufacturer's design capacity);
D.
minimum temperature of the secondary chamber while cremation is in progress; and
E.
any maintenance performed on the cremation unit - indicate when, what, why, and by whom it was performed (see also Specific Condition No. 8). 
The above records shall be retained for the most recent five (5) year period and made available to the Department upon request.  A copy of the daily log for the day of the test shall be submitted along with each test report.      
[Rule 62-4.070(3), F.A.C.; Construction Permit 1050134-006-AC]

27.  Containers - If containers are incinerated, documentation from the manufacturers certifying that they are composed of 0.5% or less by weight chlorinated plastics shall be kept on-file at the site for the duration of their use and for at least two (2) years after their use.     
[Rules 62‑296.401(5)(d) and (6)(d), F.A.C.]
Operation Permit Renewal or General Permit Registration Requirements

28.  Submittal of Operation Permit Renewal Application or General Permit Registrations - The permittee shall submit either of the following to the Air Program of Southwest District Office of the Department no later than 60 days prior to the expiration date of this permit:
A. The appropriate General Permit Registration forms (DEP Forms 62-210.920(2)(c), F.A.C. - Human Crematory Air General Permit Registration Form, and 62-210.920(2)(d), F.A,C. – Animal Crematory Air General Permit Registration Form) (available from the FDEP Air Program website at: http://www.dep.state.fl.us/air/) for each crematory incinerator, along with the appropriate fees (currently $100 for each general permit registration);
  or
B.
An application for an air operation permit renewal using the appropriate application form (see current version of Rule 62-210.900, F.A.C., and the FDEP Division of Air Resource Management website at: http://www.dep.state.fl.us/air/) and the appropriate operation permit application fee in accordance with Rule 62-4.050(4)(a), F.A.C. 
To properly apply for an operation permit renewal or register for general permits, the applicant shall also submit a copy of the most recent VE compliance test reports as required by Specific Condition No. 15. 

[Rules 62-4.050, 62-4.090, 62-210.300(2), 62-210.310, and 62-296.401(5)(h), F.A.C.; as established in Operation Permit 1050134-004-AO]

FLORIDA DEPARTMENT OF 


ENVIRONMENTAL PROTECTION

___________________________  


Mara Grace Nasca


District Air Program Administrator

Southwest District
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