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Project:  Drum Mix Asphalt Plant #2

These permits (one document) are issued under the provisions of Chapter 403, Florida Statutes, and Florida Administrative Code Chapters 62-204 through 62-297 & 62-4.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the department and made a part hereof and specifically described as follows:

For the construction modification and operation of a synthetic non-Title V Cedarapids Model #10028 rotary drum asphalt batch plant designated as Asphalt Plant No. 2.  Specifically, the modifications are to:  A. Reduce the upper halogen limit in the on-specification fuel oil from 4000 ppm to 2000 ppm and B.  Increase the maximum facility wide on-specification fuel oil consumption rate from 749,131 gallons per year to 1.2 million gallons per any consecutive 12-month period.  

{PERMITTING NOTE: The facility's description and specific conditions in these permits (one document) are shown with SHADING for additions and STRIKETHROUGH for deletions, since the issuance of permit 1050151-005-AO.}

This plant is located to the east of Asphalt Plant No. 3 (see 1050151-0028-AO).  Both plants have synthetic operating time, fuel usage, emission, and production permitting limitations in order to avoid triggering the Title V permitting requirements of Chapter 62-213, F.A.C.
Two (2) existing asphalt plants are permitted to operate at the below location under Facility ID Nos. 1050151 (E.U. No. 003 – Plant No. 3) and 7774804 (E.U. No. 001 – Portable Plant).  The conditions in these permits (one document) and in the permits for the existing plants [1050151-008-AO for E.U. 003 – Plant No. 3 and 7774804-004-AC/7774804-005-AO (two permits, one document) for E.U. 001 – Portable Plant] ensure that the three (3) plants, when considered in total, are also a synthetic non-Title V source.
PROCESS DESCRIPTION
Plant No. 2 will operate as follows:

The plant produces a maximum of 240 tons/hr. of conventional (new/virgin) or RAP hot mix asphalt concrete.  Aggregate from the dryer is transferred to a mini-mixing drum which is used to mix liquid asphalt concrete and, when needed, RAP.  Emissions from the mini-mixing drum are ducted back to the combustion air fan on the dryer drum.  The dryer's emissions are then routed to a primary high efficiency inertial separator, which vents to a Flex-Kleen Model #84UDSM704XLA baghouse at a design rate of 30,000 dscfm.

The maximum heat input rate to the dryer is 87.0 MMBTU/hr. and is fired with new No. 5 fuel oil or on-specification used No. 5 fuel oil.  Both types of fuel oil have a maximum sulfur content of 0.6% by weight.  The on-specification used No. 5 fuel oil is a blend of new No. 6 fuel oil and used motor oil.

The plant has a Heatec hot oil heater rated at 1.36 MMBTU/hr. (9.7 gals./hr. max. x 140,000 BTU/gal.) fired with new diesel oil with a maximum sulfur content of 0.5% by weight.  The heater is estimated to use a maximum of 19,400 gals./yr. and is considered an insignificant emission unit, pursuant to Rule 62-4.040, F.A.C.

EMISSION UNIT ID NO. AND DESCRIPTION

	E.U. ID No.
	Description

	002
	Cedarapids Model #10028 rotary drum asphalt batch plant designated as Asphalt Plant No. 2 and associated equipment.


FACILITY INFORMATION SUMMARY
Location: 3350 Reynolds Road, Eaton Park, Polk County

UTM Coordinates:  17-412.5E   

3097.7N

Latitude:
28º0’12”

Longitude: 
81º53’24”
Facility ID: 1050151



NOTE: Please reference the Permit No., Facility ID, and Emission Unit ID in all correspondence, test report submittals, applications, etc.

PERMIT HISTORY
Modifies and Replaces Permit Nos.: 1050151-004-AC 5-AO (Plant No. 2)

Cross reference with 7774804-004-AC/7774804-005-AO (two permits, one document for E.U. 001) and 1050151-0028-AO (E.U. 003 also referred as Plant No. 3)

NOTE:  The following table demonstrates the total combined potential emissions from all emission sources (plants) operating at the above location.  The total combined potential emissions from all three (3) plants will be below the thresholds that would require Title V permitting in accordance with Rule 62-213, F.A.C.  The allowable emission limitations for Plant No. 2 are contained in the Specific Conditions of this permit:

	Pollutant
	Asphalt Concrete Plant No. 1 (E.U. No. 001 – Portable Plant: Facility ID No. 7774804)* (Tons/Year)
	Asphalt Concrete Plant No. 2 (E.U. No. 002: Facility ID No. 1050151)** (Tons/Year)
	Asphalt Concrete Plant No. 3 (E.U. No. 003: Facility ID No. 1050151)*** (Tons/Year)
	Total Facility Potential Emissions (Tons/Year)

	Particulate Matter (PM)
	24.68
	10.97
	36.17
	71.82

	Sulfur Dioxide (SO2)
	14.5
	13.92
	0.51
	28.93

	Nitrogen Oxides (NOx)
	13.75
	13.2
	2.84
	29.79

	Carbon Monoxide (CO)
	32.50
	31.2
	34.09
	97.79

	Total Organic Compounds (TOC)
	8.00
	7.68
	1.71
	17.39

	PM <10um (PM10)
	5.75
	5.52
	2.03
	13.30


*Estimates were obtained from the applicant’s AC/AO application submitted to the Department on 07/12/2004 regarding Facility ID No. 7774804 – E.U. 001.

** Estimates were obtained from the applicant’s AC/AO application submitted to the Department on 07/12/2004 regarding Facility ID No. 1050151 – E.U. 002.

***Estimates were obtained from the construction application submitted by the applicant on January 23, 1998 regarding Facility ID No. 1050151 – E.U. 003.
SPECIFIC CONDITIONS:

1.  General Conditions.  A part of this permit is the attached 15 General Conditions. [Rule 62-4.160, F.A.C.]

2.  Other Requirements.  Issuance of this permit does not relieve the permittee from complying with applicable emission limiting standards or other requirements of Chapters 62-4, 62-204, 62-210, 62-212, 62-213, 62-296 and 62-297 and any other requirements under federal, state or local law.  [Rule 62-210.300, F.A.C.]

OPERATION AND EMISSION LIMITATIONS
23.  New Source Performance Standards (NSPS).  The plant is subject to 40 CFR 60.90, Subpart I - Standards of Performance for Hot Mix Asphalt Facilities, which was adopted by reference in Rule 62-204.800(7), 62-204.800(8)(b)12, F.A.C.

[Rule 62-204.800(8)(b)12, F.A.C.]

34.  Particulate Matter (PM) and Visible Emissions (VE).  The asphalt concrete plant's baghouse shall comply with the following:

A.
PM emissions shall not exceed 0.04 gr/dscf averaged over a 3-hour period (based on an exhaust airflow of 30,000 dscfm the expected equivalent particulate emissions are 10.3 lbs./hr., and 10.3 tons/yr.).

B.
VE shall not be equal to or greater than 20%.

[40 CFR 60 Subpart I, 60.92(a)(1) & (a)(2) and adopted by reference in Rules 62-204.800(8)(b)12, 62-210.300(c)1.d, and 62-210.300(3)(c)1f., F.A.C.]

5.  Excess Emissions.  Excess emissions which are caused entirely or in part by poor maintenance, poor operation, or any other equipment or process failure which may reasonably be prevented during start-up, shutdown, or malfunction shall be prohibited.

[Rule 62-210.700(4), F.A.C.]

6.  Excess Emissions Reporting.  In the case of excess emissions resulting from malfunctions, each owner or operator shall notify the Air Compliance Section of the Department’s Southwest District in accordance with Rule 62-4.130, F.A.C.  A full written report on the malfunctions shall be submitted in a quarterly report, if requested by the Department.  

[Rule 62-210.700(6), F.A.C.]

137.  Unconfined Emissions of Particulate Matter (PM).  All reasonable precautions shall be taken to prevent and control generation of unconfined emissions of particulate matter in accordance with the provisions in Rule 62-296.320, F.A.C. These provisions are applicable to any source, including but not limited to, vehicular movement, transportation of materials, construction, alteration, demolition or wrecking, or industrial related activities such as loading, unloading, storing and handling.  At a minimum, the following precautions shall be taken by the permittee:
A. Stockpile Emissions.  The aggregate surface shall be wetted to prevent wind transport of fine material from the stockpile.

B. Unpaved Roadways.  Water shall be distributed as necessary to reduce unconfined particulate matter emissions.

C. Paved Roadways.  Sweeping may supplement prevention efforts.

(Continued)

7.  Continued

D. Material Handling.  Prevention of emissions from material handling by a loader shall be achieved by reducing the material freefall as the bucket dumps the aggregate.

E. Material Handling-Conveyor(s) & Screens.  Drop heights shall be minimized from the conveyors.  Scalping screens may employ hoppers and extensions of the discharge apron.  Conveyor belts shall be unloaded during significant periods of inactivity.

F. RAP Crushing System.  Water shall be applied through fog nozzles to the crusher and transfer points as necessary to reduce unconfined particulate matter emissions.

{PERMITTING NOTE: If operation experience indicates that these reasonable precautions are not sufficient to control unconfined emissions, the Department reserves the right to require additional measures, such as recordkeeping for water truck gallons applied, etc.}
[Rule 62-4.070(3), F.A.C.; Permit No. 7774804-002-AC]

148.  Fugitive Emissions Opacity Standard.  In order to determine if the reasonable precautions of Specific Condition No. 137 are adequate, visible emissions at the plant's property line shall not exceed 5%.  If this value is exceeded it will not be considered a violation in and of itself, but may be a violation of the reasonable precautions specified in Specific Condition No. 13 an indication that additional control measures and/or practices beyond those outlined in Specific Condition No. 7 may be necessary.  

[Rule 62-4.070(3), F.A.C.]

9.  Circumvention.  No person shall circumvent any air pollution control device, or allow the emission of air pollutants without the applicable air pollution control device operating properly.  

[Rule 62-210.650, F.A.C.]

410.  Objectionable Odor.  The plant shall not cause, suffer, allow or permit the discharge of air pollutants, which cause or contribute to an objectionable odor.  An objectionable odor is any odor present in the outdoor atmosphere, which by itself, or in combination with other odors, is or may be harmful or injurious to human health or welfare, which unreasonably interferes with the comfortable use and enjoyment of life or property, or which creates a nuisance.  

[Rule 62-296.320(2), F.A.C.]

511.  Operational and Sulfur Content/Usage Limits.  The permittee shall comply with the following limitations:

A.
The maximum combined total production rate of conventional or RAP hot mix asphalt concrete is 240 tons/hr. (daily average) and 480,000 tons per any consecutive 12-month period*.

B.
The dryer shall operate a maximum of 2,000 hours per any consecutive 12-month period.

C.
The dryer shall be fired with new No. 5 fuel oil or on-specification No. 5 used fuel oil.

D.
Both types of fuel oils for the dryer shall each have a maximum sulfur content of 0.6% by weight.

E.
The total combined usage of both types of fuel oil shall not exceed 1,200,000 gallons per any consecutive 12-month period.

F.
The total usage of on-specification No. 5 used fuel oil shall be less than 749,131 gallons per any consecutive 12 month period.  This limitation is necessary, and based on the following for residual oil, in order to assure the emission of the hazardous air pollutant "hydrochloric acid (HCl)" does not equal or exceed 10 tons/yr., which would require Title V permitting.


1000 gals. x 8.1 lbs. x 4,000 ppm x 10-6 x 0.8 Cl factor*




     gal.


x 1.03 HCl factor x 1 ton
  = 0.0133488 tons



  Cl
        2,000 lbs.    1,000 gals.


10 tons of HCl emissions x 1,000 gals.    =





           0.0133488 tons


749,131 gals. to produce 10 tons of HCl

*Assume the Total Halogens in the form of 1,1,1 - Trichlorethane (C2H3Cl3) and that 100% of the halogens are converted to HCl.  The total halogens include PCB's.  Based on stoichiometry and the assumption, each pound of total halogens will result in 0.8 lbs. of Cl.The total combined fuel oil usage for all sources (E.U. No. 001 – Portable Plant, E.U. No. 002 – Plant No. 2, and E.U. No. 003 – Plant No. 3) operating at the same location shall not exceed 1,200,000 gallons per any consecutive 12-month period**.

(Continued)
11.  Continued

* 
The maximum combined total production rate of conventional or RAP hot mix asphalt concrete for all combined sources operating at the same location shall not exceed 500,000 tons in any consecutive 12-month period.
**
E.U. 003’s rotary dryer and liquid asphalt heater are permitted to be fired with natural gas only in accordance with Permit No. 1050151-008-AO.
[Rules 62-4.070(3), 62-210.200 - Definitions (PTE), and 62-210.300(3)(c)1.a, F.A.C.; Permittee's request in application dated March 4, 2002 July 7, 2004]

12.  Operating Changes.  Any proposed change to this source that will cause the limitations of this permit to be exceeded--such as design-parameter changes or an increase in emissions--may be considered a modification and must be reported.  The permittee shall notify the Air Permitting Section of this office of any changes and receive written approval from this office of the changes prior to implementing the changes.  [Rules 62-4.070(3) and 62-210.200(169), F.A.C.]

613.  Used/Reclaimed Fuel Oil Specifications.  The permittee shall not burn off-specification used oil.  For each delivery of on-specification used oil, the vendor shall provide an analysis documenting the fuel oil meets the following requirements of 40 CFR 761.20(e)(2) and (3) [July 1, 1993] and 40 CFR 279.11 (July 1, 19932001):



Arsenic shall not exceed
5 ppm



Cadmium shall not exceed 2 ppm



Chromium shall not exceed 10 ppm



Lead shall not exceed 100 ppm



Total Halogens shall not exceed 1000*/42000 ppm



Flash point shall not be less than 100 degrees F.



PCB's shall be less than 2 ppm**

  *
Levels over 1000 ppm require additional testing (ref. 40 CFR 266.40, Subpart E which the U.S. EPA has transferred to 40 CFR 279.11)

  **
In order to be able to fire on-specification used oil during startup and shutdown. Firing of 2ppm or greater PCB containing used/reclaimed oil is prohibited.
Copies of the analysis shall be maintained at the facility for a minimum of 2 years and made available to the Department upon request.  

[Rules 62-4.070(3), 62-210.300(3)(c)1.b. and c, and 62-710.210, F.A.C.]

714.  Fuel Oil Sulfur Content Record.  In order to document continuing compliance with the sulfur content limitation (Specific Condition No. 11), in % by weight, of the fuel oil used in the asphalt concrete plant's dryer, the permittee shall keep records on either vendor provided as-shipped analysis or on analysis of as-received samples taken at the plant.  The analysis shall be determined by ASTM methods ASTM D4057-88 and ASTM D129-91, ASTM D2622-94 or ASTM D4292-90, adopted and incorporated by reference in Rule 62-297.440(1), F.A.C.  The above records shall be maintained at the facility for a minimum of 2 years and made available to the Department upon request.

[Rules 62-4.070(3) and 62-210.300(3)(c)1.b and c, F.A.C.]

COMPLIANCE TESTING REQUIRMENTS
915.  VE and PM Testing.  In order to document compliance with Specific Condition No. 4, concurrently test the plant's baghouse for particulate and visible emissions annuallybetween October 1 and September 30 (once per federal fiscal year).  All required test reports shall be submitted to the Air Compliance Section of this office within 45 days of testing.  [Rules 62-210.300(3)(c)1.i and 62-297.310(7)(a), F.A.C.]

1016.  VE and PM Test Methods.  Testing of particulate emissions shall be determined using EPA Methods 1, 2, 3, 4, and 5 or 5A.  Compliance with the visible emissions limitation shall be determined using EPA Method 9.  These test methods are contained in 40 CFR 60, Appendix A, and adopted by reference in Chapter 62-297, F.A.C.  Note the following:

A.
The minimum requirements for stack sampling facilities, source sampling and reporting, shall be accordance with Rule 62-297, F.A.C. and 40 CFR 60, Appendix A.The permittee shall install and maintain stack sampling facilities (as required), including ports, work platforms, access to work platforms, electrical power, and sampling equipment support.  All stack sampling facilities must meet the requirements of Rule 62-297, F.A.C. and any Occupational Safety and Health Administration (OSHA) Safety and Health Standards described in 29 CFR Part 1910, Subparts D and E.
B.
The visible emission tests shall be at least 30 minutes in duration or if the operation is normally completed within less than 30 minutes and does not recur within that time, the test shall last for the length of the batch cycle or operation completion time.  The visible emission test observation shall include the period in which the highest opacity emissions can be reasonably expected to occur.

[Rules 62-297.310(6), 62-297.401(9)(c), 62-297.401(5) and 62-297.310(4)(a)2.a, F.A.C.]

1117.  Operation Rate During Testing.  The permittee shall comply with the following:

A.
Dryer - If at any time the production rate is more than 10% above the production rate at which the most recent compliance test was conducted, then within 30 days of the date that higher production rate was recorded, the permittee shall conduct new compliance tests.  The new compliance tests shall be conducted at a production rate which is no less than that higher production rate recorded and no greater than 240 tons/hr.  All of the rates above refer to a daily average basis.

B.
Dryer - Since the Department has determined processing only virgin/conventional materials has the greatest potential to generate emissions vs. RAP, a compliance test submitted when processing RAP shall limit the plant to processing only RAP. If the plant is so limited, within 30 days of processing virgin/conventional materials, new compliance tests (particulates & visible emissions) for the dryer's baghouse shall be conducted using only virgin/conventional materials. A compliance test submitted when processing only virgin/conventional materials shall also allow the plant to process RAP.
C.
Failure to submit the following with the compliance test reports, for the test period, may invalidate the test(s):

    
 1.
Production rate of asphalt concrete in tons/hr.  Be sure to include a statement indicating whether virgin/conventional materials or RAP was used.

     
2.
Documentation of the sulfur content of the fuel oil used to fire the dryer.

     
3.
A statement of the type of fuel oil used to fire the dryer. Note, if the dryer was fired with on-specification used oil, also submit documentation that the fuel oil used to fire the dryer meets the limitations in Specific Condition No. 6.

    
 4.
A copy of the records for the month the test was conducted as required by Specific Condition No. 8.

A. 
Testing of emissions shall be conducted with the emission unit operating at capacity, which is defined as 90 to 100 percent of the maximum operation rate allowed by the permit (240.0 tons/hour).  If it is not feasible to test at the permitted capacity, an emission unit may be tested at less than the minimum permitted capacity; however, subsequent emissions unit operation is limited to 110 percent of the test load until a new test is conducted.  Once the unit is so limited, operation at higher capacities is allowed for no more than fifteen (15) 

(Continued)
17.  Continued

consecutive days for the purpose of additional compliance testing to regain the authority to operate at the permitted capacity.  (Clarification Note: When a unit is limited to an operating rate at 110 percent of the tested rate, the permittee may provide notice of an additional test in accordance with Specific Condition No. 20. That notice may specify a 15-day period when the unit will be allowed to operate at higher capacities for the purpose of additional testing.  For example, the 1st two days of the 15-day period may be used to bring the unit up to a higher production level; the next five days may be used for the tests themselves.  After the final test, the unit must be returned to the capacity which existed prior to the most recent test.  Upon written approval by the Department of the most recent test results, the unit may then operate at 110 percent of the most recent test load, not to exceed the maximum rate.)  Acceptance of the test by the Department will automatically constitute an amended permit at the higher tested rate plus 10 percent, but in no case shall the maximum permitted rate of 240.0 tons/hour be exceeded.  Failure to submit the production rate and actual operating conditions in the test report may invalidate the test and fail to provide reasonable assurance of compliance.

B.
A compliance test submitted when processing RAP shall limit the plant to processing only RAP.  If the plant is so limited, within thirty (30) days upon processing virgin materials (conventional hot mix asphalt), a new compliance test shall be conducted using only virgin materials.

C.
A compliance test submitted when processing only virgin materials shall also allow the plant to process RAP.
[Rules 62-4.070(3) and 62-297.310, F.A.C.]

18.  Additional Compliance Testing.  When the Department, after investigation, has good reason (such as complaints, increased visible emissions or questionable maintenance of control equipment) to believe that any applicable emission standard contained in a Department rule or in a permit issued pursuant to those rules are being violated, it may require the owner or operator of the emissions unit to conduct compliance tests which identify the nature and quantity of pollutant emissions from the emissions unit and to provide a report on the results of said tests to the Department.

[Rule 62-297.310(7)(b), F.A.C.]

19.  Required Equipment.  The owner or operator of an emission unit for which compliance tests are required shall install, operate, and maintain equipment or instruments necessary to determine process variables, such as process weight input or heat input, when such data are needed in conjunction with emission data to determine the compliance of emissions units with applicable emission limiting standards.  Equipment or instruments used to directly or indirectly determine process variables, including devices such as belt scales, weigh hoppers, flow meters, and tank scales, shall be calibrated and adjusted to indicate the true value of the parameter being measured with sufficient accuracy to allow the applicable process variable to be determined within 10% of its true value.  [Rule 62-297.310(5), F.A.C.]

1220.  Testing Notification.  The permittee shall notify the Air Compliance Section of this office at least 15 days prior to the date on which each formal compliance test is to begin of the date, time and place of each such test, and the test contact person who will be responsible for coordinating and having such test conducted.  

[Rule 62-297.310(7)(a)9., F.A.C.]

21.  Test Reports.  The owner an air pollution emissions unit, for which compliance tests are required, shall file a report.  The required test report shall be filed with the Air Compliance Section of the Department’s Southwest District as soon as practical but no later than 45 days after each test is completed.  The test report submittal shall meet all applicable requirements of Chapter 62-297, F.A.C.  Include the following for the test period in the test report submittal*:
A.
Facility Name and E.U. Number.

B.        Date.

C.
Production rate of asphalt concrete in tons/hr.  Be sure to include a statement indicating whether virgin/conventional materials or RAP was used.

D.
Documentation of the sulfur content of the fuel oil used to fire the dryer.

E. 
A statement of the type of fuel oil used to fire the dryer. Note, if the dryer was fired with on-specification used oil, also submit documentation that the fuel oil used to fire the dryer meets the limitations in Specific Condition No. 13.

F.
A copy of the records for the month the test was conducted as required by Specific Condition No. 22.

*
Failure to submit this information may invalidate the test.

[Rules 62-4.070(3) and 62-297.310(8), F.A.C.]

MONITORING AND RECORDKEEPING REQUIREMENTS
822.  The following limitations shall apply to this asphalt concrete plant:

A.
When operating, continuously monitor and daily record the pressure drop across the baghouse during normal operations.

B.
When operating, daily record the total production, in tons, for each of the following:

    
 1.
Virgin/conventional asphalt concrete

    
 2.
RAP asphalt concrete

     
 3.
Both types of asphalt concrete combined

C.
When operating, daily record the hours of producing each type of asphalt concrete and the total hours of producing both types of asphalt concrete.

D.
When operating, daily record the daily average production rate of asphalt concrete produced, in tons/hr., for each of the following:

    
 1.
Virgin/conventional asphalt concrete

     
 2.
RAP asphalt concrete

E.
Monthly record the total tons of both types of asphalt concrete produced along with a consecutive 12-month rolling total, in tons.

F.
Daily record each type and quantity of fuel oil (in gallons for each type of fuel oil) used to fire the dryer.
G.
Monthly record each type and quantity of fuel oil used to fire the asphalt concrete plant's dryer along with a consecutive 12-month rolling total for:

1.
Both types of fuel oil combined, in gallons


2.
On-specification used No. 5 fuel oil, in gallons.

H.
Monthly record the total operating hours of the asphalt concrete plant's dryer along with a consecutive 12 month rolling total, in hours.

Daily records shall be completed by the end of the next business day and monthly records shall be completed by the end of the following month.  These records shall be maintained at the facility for at least 2 years and made available to the Department upon request. Recordkeeping.  In order to demonstrate compliance with Specific Condition No. 11, the permittee shall:  

A. Daily record the following:

1. The pressure drop across the baghouse during normal operation, in inches of water.
(Continued)
22.  Continued

2. The production of each of the following, in tons:

a. Virgin asphalt concrete

b. RAP asphalt concrete

c. Both types (A. & B.) combined

3. The hours of operation of producing asphalt concrete.

4. Calculate the production rate of asphalt concrete in tons per hour using the items in Nos. 2 and 3 for compliance with the limit.

5. The quantity, in gallons, of fuel used to fire the dryer.

B. Monthly record the following:

1. The total tons of both types of asphalt concrete produced along with a consecutive 12-month rolling total, in tons.

2. The quantity, in gallons, of fuel used by the asphalt concrete plant’s dryer.  The permittee shall calculate the most recent consecutive 12-month period total, in gallons, of fuel and the total (combined from all sources) amount of fuel.

3. The total hours of operation of the asphalt concrete plant’s dryer. The permittee shall calculate the most recent consecutive 12-month period total hours of operation of the asphalt concrete plant’s dryer.  

All records shall include the Facility Name, Facility ID, Date, Time, and Operator Initials for each measurement.  Daily records shall be completed by the end of the next business day and monthly records shall be completed by the end of the following month.  

[Rules 62-4.070(3) and 62-210.300(3)(c)1.g., F.A.C.]

1523.  Recordkeeping/Start-up/Shutdown/Malfunction.  The permittee shall maintain records of the occurrence and duration of any startup, shutdown, or malfunction in the operation of the asphalt plant; or any malfunction of the air pollution control equipment.  The records shall be recorded in a permanent form suitable for inspection and shall be retained for at least 2 years.  

[Rule 62-204.800(7), F.A.C. and 40 CFR 60.7(b)]

24.  Records Retention.  All records shall be recorded in a permanent form suitable for inspection by the Department upon request and shall be kept at the facility for a minimum of the most recent five (5) year period.  

[Rule 62-210.300(3)(c)1.g, F.A.C.]

25.  Records Submittal.  Within 120 days of the effective date of these permits (one document), the permittee shall submit to the Air Compliance Section of the Department’s Southwest District Office, a copy of the most recent month of records as required by Specific Condition Nos. 21 and 22.  [Rule 62-4.070(3), F.A.C.]

ANNUAL OPERATING REPORT
1626.  AOR.  Submit to the Air Compliance Section of this office for this facility, each calendar year and on or before March 1, an completed annual operating report [DEP Form 62-210.900(5) – Annual Operating Report for Air pollutant Emitting Facility] for the preceding calendar year pursuant to Rule 62-210.370(3), F.A.C.

[Rules 62-210.370(3)(a)4 and 62-210.300(3)(c)1.h, F.A.C.]

OPERATION PERMIT RENEWAL
27.  At least 60 days prior to the expiration date of this permit, the permittee shall submit at least two copies of DEP Form No. 62-210.900(4), Application for non-Title V Air Permit Renewal, along with appropriate processing fee established in Rule 62-4.050(4), F.A.C. to the Air Permitting Section of the Department’s Southwest District Office.

[Rule 62-4.090(1), F.A.C.]Permit Renewal.  A completed application to renew the operating permit shall be submitted to the Air Program of the Southwest District Office of the Department no later than 60 days prior to the expiration date of this permit.  To properly apply for an operation permit, the applicant shall submit the following:

A. The appropriate Department application form (see Rule 62-210.900, F.A.C. (Forms and Instructions));

B. The appropriate operation permit application fee; and

C. Copies of the records specified in Specific Condition Nos. 21 and 22 for the most recent 3 months of operation.

[Rules 62-4.070(3), 62-4.090, 62-210.300(2), 62-210.900, F.A.C.]






FLORIDA DEPARTMENT OF








ENVIRONMENTAL PROTECTION







__________________________








Gerald J. Kissel, P.E.







District Air Program Administrator







Southwest District

Page 1 of 15
Page 15 of 15

