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Expiration Date: 10/31/2009
Project: New Baking Line - Baking Line No. 6 (Bread Oven No. 2)

This permit is issued under the provisions of Chapter 403, Florida Statutes, and Florida Administrative Code Chapters 62-204, 62-210, 62-212, 62-213, 62-296, 62-297, and Chapter 62-4. The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the Florida Department of Environmental Protection and made a part hereof and specifically described as follows: 

Project Description

This is a non-PSD construction permit revision for an existing PSD major facility. This permit authorizes the construction of a new emission unit (Emission Unit No. 017), also termed as Baking Line No. 6 (Bread Oven No. 2). The new Baking Line No. 6 will consist of mixing, dough proofing, baking oven, oven emissions control device (a regenerative thermal oxidizer) and packaging equipment. The line will produce bread which may be either a leavened or unleavened product.  Unleavened product does not have any fermentation step and has minimal emissions. The leavened product utilizes active yeast to initiate fermentation, therefore is a source of volatile organic compound (VOC) emissions.  
After a leavened product recipe is mixed, the resultant dough is cut into pieces and loaded into baking pans.  The dough is then allowed to rise in a warm, moist enclosure (referenced as proofing) for approximately one hour.  After fermentation the baking pans are placed onto a conveyor belt for transport to the oven.  The bread dough then passes through the baking oven on a conveyor in order to bake the bread products.  The new Bread Oven No. 2 will be a Turkington USA oven (Model Number 960). It is a conveyorized oven rated at 13,900 pounds of product per hour. The oven will be direct-fired by 81 natural gas fired burners.  Each burner is rated at 85,000 Btu/hr.  The oven is rated at a maximum heat input of 6.89 MMBtu/hr. The oven will be operated at a negative pressure with respect to the baking room.  

The oven gases, which consist of moisture, fermentation gases and products of combustion from the oven burners, will be vented through six oven exhaust stacks.  The oven exhaust stacks will be combined into a common manifold which will be ducted to a regenerative thermal oxidizer (RTO) to control VOC emissions.  The RTO will be equipped with a single 38-feet high stack.  The RTO will be a Megtec System, Model Number MIL040-95 control unit.  The RTO is designed to achieve a minimum volatile organic compound (VOC) destruction and removal efficiency (DRE) of 95% when operated at normal and steady-state operation.  The RTO will be fired with natural gas at a maximum heat input rate of 0.96 MMBtu/hr.  Air and flue gas in the RTO’s combustion chamber has an approximate flowrate of 3,500 acfm (the RTO design flowrate is 4,000 dscfm), a minimum residence time of 0.33 second and the combustion chamber of the RTO will be maintained at a minimum operating temperature of 1,600 degrees Fahrenheit (oF) during production of leavened product.

The oven will be equipped with a safety system to vent the oven prior to starting the oven burners.  The purge system will include dampers and a separate oven exhaust “bypass” stack.  Oven purging is a safety requirement to avoid the buildup of natural gas or other combustible gases in the ovens and the ducts in the event of an oven shutdown, process interruption, or burner malfunction. 
When making an unleavened product, the oven exhaust may also be ducted to the RTO or alternatively the RTO may be bypassed using the separate by-pass stack.  During prolonged periods of unleavened production or oven down time, the RTO may be operated in idle mode or turned off.

One existing flour silo, S-53, which is authorized to operate under the facility’s Title V Operating Permit 1050174-003-AV but has not been in operation since 1998, will be placed back into operation.

Rule Applicability Note 

1. The facility is a major source of hazardous air pollutants (HAPs) and is classified as a PSD major facility. 

2. VOC and HAP emissions from the new baking line (EU No. 017) will be controlled by a regenerative thermal oxidizer (RTO) and will be tracked through stack testing and recordkeeping in this permit. 

3. The RTO is subject to the Compliance Assurance Monitoring (CAM) requirements, which will be included in the facility’s Title V Operation Permit when it is renewed.  

Facility Information Summary 

Location:   2222 Interstate Drive, Lakeland, Polk County. 

UTM Coordinates:      17-404.34 km East 
3105.57 km North 

Latitude:  28( 04’ 25” North

Longitude:  81( 58’ 56” West

Facility ID No.:    1050174 

Emission Unit (EU) ID No. 017 and Description: Baking Line No. 6 (Bread Oven No. 2) 

Note: Please reference Permit No. and Emission unit ID No. in all correspondence, test report submittals, applications, etc. 

Permit History 

Cross references with Title V Operation Permit No. 1050174-007-AV
Attachment
General Conditions, version 11/1/2005
SPECIFIC CONDITIONS: 

Facility–Wide Conditions 

1. General Conditions - A part of this permit is the attached 15 General Conditions. 
[Rule 62-4.160, F.A.C.] 

2. Other Requirements - Issuance of this permit does not relieve the permittee from complying with applicable emission limiting standards or other requirements of Chapters 62-204, 62-210, 62-212, 62-213, 62-296, and 62-297, F.A.C. or any other requirements under federal, state, or local law.
[Rule 62-210.300, F.A.C.]
Operation and Emission Limitations 

3. {Not federally enforceable} General Pollutant Emission Limiting Standards. Objectionable Odor Prohibited - The permittee shall not cause, suffer, allow or permit the discharge of air pollutants, which cause or contribute to an objectionable odor. An objectionable odor is any odor present in the outdoor atmosphere, which by itself or in combination with other odors, is or may be harmful or injurious to human health or welfare, which unreasonably interferes with the comfortable use and enjoyment of life or property, or which creates a nuisance. 

[Rules 62-296.320(2) and 62-210.200 – Definition of Objectionable Odor, F.A.C.] 

4. General Pollutant Emission Limiting Standards. Volatile Organic Compounds (VOC) Emissions or Organic Solvents (OS) Emissions - The permittee shall allow no person to store, pump, handle, process, load, unload or use in any process or installation, volatile organic compounds (VOC) or organic solvents (OS) without applying known and existing vapor emission control devices or systems deemed necessary and ordered by the Department.  Nothing was deemed necessary and ordered at this time. 
[Rules 62-4.070(3) and 62-296.320(1)(a), F.A.C.] 

5. General Particulate Emission Limiting Standards. General Visible Emissions Standard. - Except for emissions units that are subject to a particulate matter or opacity limit set forth or established by rule and reflected by conditions in this permit, no person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any activity, the density of which is equal to or greater than that designated as Number 1 on the Ringelmann Chart (20 percent opacity). EPA Method 9 is the method of compliance pursuant to Chapter 62-297, F.A.C. 

[Rules 62-296.320(4)(b)1. & 4., F.A.C.] 

6. Unconfined Emissions of Particulate Matter - All reasonable precautions shall be taken to prevent and control generation of unconfined emissions of particulate matter at this facility. These provisions are applicable to any source, including but not limited to, vehicular movement, transportation of materials, or industrial related activities such as loading, unloading, storing, and handling. Reasonable precautions to be taken shall include the following: 

A.  Portable “shop-vac” vacuum collectors and normal “good housekeeping procedures” shall be   used as needed. 

 
B.  Facility roadways and parking areas are paved. 

C.  The flour and sugar storage and handling equipment are enclosed. 
 [Rule 62-296.320(4)(c) 2., F.A.C.] 

7. Compliance Notification to the Department - The permittee shall submit all compliance-related notifications and reports required by this permit to the Department's Southwest District office. 

Department of Environmental Protection
Southwest District Office

13051 N. Telecom Parkway
Temple Terrace, FL  33618

Telephone: 813/632-7600

Fax: 813/632-7668
[Rule 62-4.070(3), F.A.C.]
8.  EPA Notification Requirement - Any reports, data, notifications, certifications, and requests required to be sent to the United States Environmental Protection Agency, Region 4, should be sent to: 

United States Environmental Protection Agency
Region 4
Air, Pesticides & Toxics Management Division
Air & EPCRA Enforcement Branch, Air Enforcement Section
61 Forsyth Street
Atlanta, Georgia 30303
Telephone: 404/562-9155 Fax: 404/562-9163

[Rule 62-4.070(3), F.A.C.]

9. Time Specific Requirement - When appropriate, any recording, monitoring, or reporting requirements that are time-specific shall be in accordance with the effective date of the permit, which defines day one. 
[Rule 62-213.440, F.A.C.] 

10. VE Test - The visible emissions test shall be conducted by a certified observer and be a minimum of thirty minutes in duration, unless otherwise specified within. The test observation period shall include the period during which the highest opacity can reasonably be expected to occur. 
[Rule 62-297.310(4)(a) 2, F.A.C.] 

11. Test Report –

a.  The owner or operator of an emissions unit for which a compliance test is required shall file a report with the Air Compliance Section of Southwest District Office of the Department on the results of each such test.

b.  The required test report shall be filed with the Department as soon as practical but no later than 45 days after the last sampling run of each test is completed or with the operating permit application, whichever is earlier.

c.  The report shall provide sufficient detail on the emissions unit tested (at a minimum, the "Project", "Facility ID" and "Emission Unit ID") and the test procedures used to allow the Department to determine if the test report was properly conducted and the test results properly computed.  Testing procedures shall be consistent with the requirements of Rule 62-297.310, F.A.C.

d.  The test report, other than for an EPA or DEP Method 9 test, as a minimum, shall provide the following information: 
1. The normal type and amount of fuels used and materials processed, and the types and amounts of fuels used and material processed during each test run.

2. The normal operating parameters of air pollution control devices installed on each emission unit (e.g., pressure drop, scrubber liquid flow rate, scrubber liquid pressure, total current, temperature, etc.), and the operating parameters of air pollution control devices during each test run.

Failure to submit the rates and actual operating conditions in the test report may invalidate the test and fail to provide reasonable assurance of compliance.

[Rules 62-297.310(8) and 62-213.440(1), F.A.C.]] 

12. Compliance Test Notification - Unless otherwise required, the permittee shall notify the Air Compliance Section of the Department’s Southwest District Office at least 15 days prior to the date on which each formal compliance test is to begin of the date, time, and place of each such test, and the contact person who will be responsible for coordinating and having such test conducted.
 [Rule 62-297.310(7)(a)9., F.A.C] 

13. Special Compliance Test - When the Department, after investigation, has good reason (such as complaints, increased visible emissions or questionable maintenance of control equipment) to believe that any applicable emission standard contained in a Department rule or in a permit issued pursuant to those rules is being violated, it may require the owner or operator of the emissions unit to conduct compliance tests which identify the nature and quantity of pollutant emissions from the emission unit and to provide a report on the results of the tests to the Department.

[Rule 62-297.310(7)(b), F.A.C.] 

14. Record Retention - All records/logs shall be maintained at the facility for at least a 5-year period and made available to the Department upon request. Daily records/logs required by this permit shall be completed within 7 calendar days. Monthly records/logs required by this permit shall be completed by the end of the following month. 
[Rule 62-213.440(1)(b) 2.b., F.A.C.] 

15. Annual Operating Report (AOR) - Submit to the Air Compliance Section of the Department’s Southwest District Office each calendar year on or before March 1, completed DEP Form 62-210.900(5), "Annual Operating Report for Air Pollutant Emitting Facility," for the preceding calendar year. The report may be submitted electronically in accordance with the instructions received with the AOR package sent by the Department, or a hardcopy may be submitted.

[Rule 62-210.370(3), F.A.C.] 

16. Circumvention - No person shall circumvent any air pollution control device, or allow the emission of air pollutants without the applicable control device operating properly.

[Rule 62-210.650, F.A.C.]

17. Plant Operation Problem Reporting - If the facility is temporarily unable to comply with any of the conditions of the permit due to breakdown or malfunction of equipment or destruction by fire, wind or by other cause, the facility shall notify the Department within 24 hours.  Notification shall include pertinent information as to the cause of the problem, and what steps are taken to correct the problem and to prevent its recurrence, and where applicable, the facility’s intent toward reconstruction of destroyed facilities.  Such notification does not release the permittee from any liability for failure to comply with Department’s rules. A full quarterly report on excess emissions due to malfunctions shall be submitted to the Compliance Section of the Department’s Southwest District within 30 days after the end of each quarter.

[Rules 62-210.700 and 62-4.130, F.A.C.]

18. Title V Air Operation Permit Revision Application - A Title V Air Operation Permit Revision Application shall be submitted to the Air Permitting Section of the Southwest District Office of the Department, in accordance with the requirements of Rule 62-213.420(1)(a), F.A.C.  The Title V operation permit revision application shall be submitted no later than 180 days after commencing operation of Baking Line No. 6 and at least 90 days prior to the expiration date of this permit*. 

To properly apply for a Title V operation permit revision, the applicant shall submit the following: 

1. The appropriate application form (DEP Form No. 62-210.900(1) Application for Air Permit – Title V Source) noting any deviations from the construction permit application;

2. Copies of the monthly records required in Specific Condition No. A11 for the most recent two (2) months.
3. Silo S-53 records required in Specific Condition Nos. B8 and B9 for the most recent two (2) months.

4. A copy of reports of performance tests required in Specific Condition A6 and B5 and the O&M Plan required in Specific Condition A13, if not previously submitted.
(* Important Permitting Note: In order to continue operating under this permit, the Title V operation permit revision must be issued Final prior to the expiration of this construction permit. If necessary, the applicant may request that the construction permit expiration date be extended prior to the expiration date if it becomes necessary.) 
[Rules 62-4.070(3), 62-210.900, 62-213.420(1)(a) and 62-297.310(7)(a)1., F.A.C.] 
Specific Conditions for Emission Unit No. 017 – Bread Oven No. 2 - Baking Line No. 6 

Essential Potential to Emit (PTE) Parameters 

A1. Operating Hours - This emission unit is permitted to operate 8,760 hours per year. 
[As requested by permittee in construction permit application dated June 20, 2007 and Rule 62-210.200 – Definitions (PTE), F.A.C.] 

Emission Limitations and Standards 

A2. Total Volatile Organic Compound (VOC) - Total VOC emissions from the stack of the regenerative thermal oxidizer (RTO) of this emission unit shall not exceed 5.82 tons (expressed as ethanol) during production of leavened product as determined utilizing EPA Test Method 25A, or other Department approved test method, in any consecutive 12-month period.   All emissions testing of the bread oven and RTO must also be conducted in conformance with the testing rate requirements of Specific Condition No. A8 of this permit.
(Permitting Note: Fugitive VOC emissions from Baking Line No. 6 is estimated at one ton per year)  

[As requested by permittee in Response to Additional Information dated August 7, 2007 and Rule 62-210.200, F.A.C. – Definitions (PTE)] 

Operation and Monitoring Limitations 

A3.  Capacity – The maximum process/operation rate for Bread Oven No. 2 (Baking Line No. 6) is 13,900 lbs/hour of product (monthly average basis) and 60,882 tons of product in any consecutive 12-month period. 
[Application dated June 20, 2007; Rules 62-4.160(2) and 62-210.200 – Definition (PTE), F.A.C.] 

A4.  The Regenerative Thermal Oxidizer (RTO) is limited as follows: 

A. The RTO control shall be in operation during the leavened product baking. 

B. The minimum residence time is 0.33 second. 

C. When producing leavened product, the minimum operating temperature must not drop below 1,600 degrees F as measured by at least one of the following sensor outputs:


1.  The average of two thermocouples located in the RTO burner combustion chamber


2.  The “A” ceramic media bed thermocouple


3.  The “B” ceramic-media bed thermocouple

 D. The minimum destruction and removal efficiency (DRE) is 95% when a leavened product is in the oven. 

[Application dated June 20, 2007 and Rule 62-210.200 – Definition (PTE), F.A.C.] 

A5. Visible Emissions – No person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any activity, the density of which is equal to or greater than that designated as Number 1 on the Ringelmann Chart (20% opacity).
[Rule 62-296.320(4)(b)1., F.A.C.]

{Permitting Note: During normal operation of the regenerative thermal oxidizer, the exhaust is expected to have no visible emissions (i.e., 5% opacity or less)}
A6. Test Frequency and Reporting - Within 60 days of commencing operation, this emission unit shall be initially tested when baking a leavened product for the VOC destruction efficiency, residence time, and visible emissions.  The test reports shall be submitted to the Air Compliance Section of the Department’s Southwest District Office within 45 days of testing.  As part of this test report, the permittee may request that the frequency for future test(s) be on a 5 year basis in conjunction with Rule 62-297.310(7)(a)3., F.A.C. 

[Rules 62-297.310(7), 62-297.310(8)(b), and 62-4.070(3), F.A.C.] 

A7. Test Method – The RTO shall be tested with the following test methods: 

A.  EPA Method 25A or other Department approved method shall be used to determine the VOC emission rate and destruction efficiency. 

B.  EPA Methods 1 and 2 shall be used to determine the residence time. 

C.  DEP Method 9 shall be used to determine visible emissions. This test shall be a minimum of 60 minutes in duration. 

The minimum requirements for stack sampling facilities, source sampling, and reporting shall be in accordance with Chapter 62-297, F.A.C., and 40 CFR 60, Appendix A, where appropriate. 
[Rule 62-297, F.A.C.] 

A8. Testing Rate -The thermal oxidizer shall be tested within 90-100% of the maximum allowable production rate of Bread Oven No. 2, which is 13,900 lbs/hr.  Note, the permittee shall initiate the compliance test when a leaved product is placed in the oven. The permittee shall record the production rate of Bread Oven No. 2 for the test period. A compliance test conducted at a rate less than 90% of the above maximum allowable production rate shall automatically constitute an amended production rate at that lesser rate, plus 10% (average lbs./hr. as stipulated in Specific Condition No. A3). Once the unit is so limited, operation at higher capacities is allowed for no more than 15 consecutive days for the purpose of additional compliance testing to regain the authority to operate at the permitted capacity. The test results shall be submitted to the Air Compliance Section of the Department within 45 days of testing.  In no time shall the test be conducted at a rate greater than 13,900 lbs/hr. Testing at conditions which are representative of normal operation conditions may invalidate the test.
[Rules 62-297.310(2), 62-297.310(8)(b), and 62-4.070(3), F.A.C.] 

A9. Temperature Measurement – When baking a leavened product, the permittee shall operate and maintain a monitor to measure the combustion chamber temperature of the Regenerative Thermal Oxidizer.  The temperature measurements will be recorded using a data acquisition and handling system (DAHS).  A strip chart recorder will be used simultaneously as a back-up recording device.  In the event that the primary and back-up methods of temperature recording are not available and the oven is being used to produce leavened product, the facility shall notify the Department within 24 hours and shall manually record the temperature of the RTO using the temperature display located at the oven exit operator control screen once every 30 minutes.

[Rules 62-296.320(1)(a) and 62-4.070(3), F. A. C.] 

A10. Additional Records -Failure to submit the following with any compliance test may invalidate the test and fail to provide reasonable assurance of compliance: 

A.  A copy of the records documenting the average production rate of the Bread oven (lbs/hr) and average air flow rate (cfm) to the thermal oxidizer along with a copy of the record showing VOC destruction rate of the flue gas during the test period. 

B.  A copy of the thermal oxidizer's DAHS output and continuous temperature strip chart during the test period. 

C.  A copy of the logs/records as required by Specific Condition No. A11 for the month the test was conducted. 

D.  The information required to be provided in the Test Reports as part of the General Compliance Test Requirements as required by Rule 62-297.310(8)(c), F.A.C. 

[Rules 62-4.070(3) and 62-297.310, F.A.C.] 

A11. Recordkeeping and Reporting Requirements -The permittee shall keep a monthly log for the facility to document compliance with the limitations of Specific Condition Nos. A2 and A3.  Implementation of the monthly logs (recordkeeping system) shall begin upon startup of the new bread line.  Note, if any month results in total VOCs emissions being within 10% of its associated allowable emission limit as shown in Specific Condition No. A2, the monthly log required below shall be then kept daily.  The daily log shall include a cumulative total to demonstrate compliance with Specific Condition No. A2.  The log shall be retained on file at the facility and shall, at a minimum record the following: 

A.  Facility Name, Facility ID, Emission Unit ID No. and Description (i.e., Pepperidge Farm,

1050174, EU No. 017, Baking Line No. 6 (Bread Oven No. 2))

B.  Month and year

C. Record the monthly quantity, in tons, of product that contains VOC for each category (fermented dough, other VOC-based raw materials, and miscellaneous materials, etc.). Calculate and record production rate, lbs/hr.

D. Calculate and record the most recent consecutive 12-month period cumulative production rate (in tons per consecutive 12-month period).

E.  Record the monthly and the most recent consecutive 12-month total quantity, in tons, for total VOC emissions from the emission unit.  The VOC emission factor used shall be 3.70 lbs VOC (expressed as ethanol)/ton of leavened product, unless otherwise required or approved by the Department in writing.  
F.  Record the total operating hours of the Bread Oven No. 2.

G. Record the total operating hours of the RTO.

H. The monthly logs shall be completed by the end of the following month. Daily logs (if required) shall be completed within 7 calendar days. Supporting documentation (MSD sheets, purchase orders, emission factors, etc.) shall be kept for each material, which includes sufficient information to determine VOC emissions. These records shall be made available to the Department upon request.
[Rule 62-4.070(3), F.A.C.] 

A12. Completion of Construction (COC) Notification – Within 15 days of commencing operation, notify the Air Compliance Section of the Department’s Southwest District Office of the dates of completion of construction and operation commencement of Baking Line No. 6, so that compliance with the Specific Condition Nos. 18, A6, A13 and B5 can be determined. 
[Rule 62-4.070(3), F.A.C.] 

A13.  Operation and Maintenance Plan (O&M Plan) – A detailed site-specific Operation and Maintenance plan for Baking Line No. 6’s RTO shall be submitted to the Air Compliance Section of the Department’s Southwest District Office within 45 days of the RTO’s initial compliance testing (see Specific Condition A6). 
[Rule 62-4.070(3), F.A.C.]

Specific Conditions for Emission Unit No. 007 – Flour Silo S-53 

Flour Silo S-53 is one of seven (7) permitted flour silos at the facility.  This silo is loaded pneumatically from delivery trucks at a maximum silo-loading rate of 60,000 pounds per hour.  Particulate emissions from silo loading operations are controlled by a Reimelt Jet Filter Model JF 1268-52 baghouse collector mounted on the top of silo.  The baghouse collector has a rated airflow rate of 682 acfm and is vented to an enclosure on top of the silo which then exhausts to the atmosphere through two vents.  This silo has not been in operation since November 1998 and the last visible emissions test on this silo was performed on 06/10/1996. 
The above paragraph is descriptive only, and does not represent enforceable conditions.

{Permitting note: This emission unit is exempt from the requirements of Rule 62-296.700, F.A.C., Reasonably Available Control Technology (RACT) Particulate Matter.}

Essential Potential to Emit (PTE) Parameters

B1. Capacity - The maximum silo-loading rate for Silo S-53 shall not exceed 60,000 pounds per hour of flour.

[Rule 62-4.160(2), F.A.C. and Rule 62-210.200, F.A.C., Definitions - (PTE), and Construction Permit AC53-243938]

B2. Hours of Operation - The hours of operation for Silo S-53 shall not exceed 416 hours per year.  Silo operation is defined as any period that flour is being loaded into the silo.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C., and Construction Permit AC53-243938]

Emission Limitations and Standards

B3. Particulate Matter (PM) Emission Limit - Particulate matter emissions from Silo S-53 shall not exceed 0.63 pounds per hour nor 0.13 tons per year.

[Rule 62-296.700(2)(a) and (c), F.A.C., Construction Permit AC53-243938]

B4. Alternative Testing - Due to the expense and complexity of conducting a stack test on a minor source of particulate matter, and because this silo is equipped with a baghouse emission control device, the Department, pursuant to the authority granted under Rule 62-297.620(4), F.A.C., hereby establishes a visible emission limitation not to exceed an opacity of 5% from this source’s baghouse exhaust in lieu of a particulate stack test and a 20% opacity standard.

[Rule 62-297.620(4), F.A.C.]

Test Methods and Procedures

B5.  Visible Emission (VE) Test Frequency - Test Silo S-53 baghouse exhaust vents for visible emissions no later than 60 days after commencing operation of Baking Line No. 6. Additionally, test the silo baghouse exhaust vents for visible emissions at least 240 days prior to and no more than 365 days prior to the expiration date of the facility’s Title V Operation Permit.  The permittee shall visually inspect the baghouse collector on a quarterly basis to ensure that the collectors are in proper working condition.

[Rule 62-297.310(7)(a)4, F.A.C.]

B6.  Visible Emission (VE) Test Method - Compliance with the emission limitations of Conditions B.3 and B.4 shall be determined using EPA Method 9 contained in 40 CFR 60, Appendix A and adopted by reference in Rule 62-297, F.A.C.  The minimum requirements for stationary point source emissions test procedures and reporting shall be in accordance with Rule 62-297, F.A.C. and 40 CFR 60, Appendix A.  The test observation period shall include the period during which the highest opacity can reasonably be expected to occur (this is expected to be the end of the silo loading cycle).

[Rule 62-297, F.A.C.]

Recordkeeping and Reporting Requirements
B7. Compliance Testing Recordkeeping - The permittee shall submit a statement of the silo being loaded, type of material being loaded and the silo filling rate (pounds per hour) as a part of the compliance test report.  In addition, a copy of the silo filling records for the day of the test shall be submitted with each compliance test report.  Failure to submit the process (filling) rate, or operating at conditions which do not reflect the normal operating conditions, may invalidate the test and fail to provide reasonable assurance of compliance.

[Rule 62-4.070(3), F.A.C. and Construction Permit AC53-243938]

B8. Silo Recordkeeping - In order to document compliance with the silo filling rate and hours of operation limitations of Conditions B.1 and B.2, the permittee shall maintain a record of the silo filling operations.  The records of silo filling shall be maintained for all periods of silo filling and shall show the following:


1.
the date;



2.
the silo being filled (silo ID number);


3.
material being loaded to the silo (type of flour);


4.
start and end time of silo filling operation, and resulting silo filling (operating) time (hours);


5.
quantity of material loaded (pounds);


6.  material loading rate (pounds per hour);


7.  on a monthly basis, the cumulative calendar year operating hours for each silo.

[Rule 62-4.070(3), F.A.C. and Construction Permit AC53-243938]

B9.  Maintenance of Records - The permittee shall maintain a record of the date of inspection (See Specific Condition No. B5), signature of the person performing the inspection, and any corrective action taken.  The record shall include a list of spare parts available on site.
[Rule 62-4.070(3), F.A.C.]
STATE OF FLORIDA DEPARTMENT

OF ENVIRONMENTAL PROTECTION

________________________________

Mara Grace Nasca

District Air Program Administrator

Southwest District
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