DRAFT

Certified Mail - Return Receipt Requested
	Allan Wade Smith

General Manager

	Polk Power Partners, L.P., Inc.

	1125 US 98, South, Suite 100

Lakeland, Florida 33801


Re:
DEP File No. 1050217-003-AC, PSD-FL-187A

Modification of Permit No. AC 53-211670, PSD-FL-187

Mulberry Cogeneration Facility

The applicant, Allan Wade Smith, General Manager, Polk Power Partners, L.P., Inc., applied on July 3, 2002, to the Department for a modification to air construction permit number AC 53-211670, PSD-FL-187 for its Mulberry Cogeneration Facility located at 3600 County Road 555, Bartow, Polk County.  The modification request is to remove the annual VOC test requirement; revise the visible emissions limit set by a determination of BACT and eliminate the annual testing requirement; and, allow the use of required 40 CFR Part 75 NOX CEMS as the test method for the gas turbine.  The Department has reviewed the modification request.  The referenced permit is hereby modified as follows:

Request:  It is requested that the PSD permit be revised to remove the annual VOC test requirements (Specific Condition 4).  Specific Condition 4 of the PSD permit appears to have caused some confusion in the drafting of the Initial Title V Operating Permit.  As noted in Specific Condition 2 of the PSD permit there is no applicable VOC emissions limitation.

Response:  The Department agrees that, after December 31, 1997, the VOC standard is removed from Specific Condition 2.  As a result, Specific Condition 4 is changes as follows:

From:  4.  Before this construction permit expires, the cogeneration facility stack and secondary HRSG stack shall be sampled or tested as applicable according to the emissions limits in Specific Condition No. 2.  Annual compliance tests shall be conducted each year thereafter.  Compliance tests shall be run at 95% to 100% of the maximum capacity achievable for the average ambient temperature during the compliance tests.  The turbine manufacturer’s capacity vs. temperature (ambient) curve shall be included with the compliance test results.  Tests shall be conducted using the following reference methods:

NOX:  EPA Method 20

SO2:  Fuel supplier’s sulfur analysis

VE:  EPA Method 9

CO:  EPA Method 10

VOC:  EPA Method 25A

The permittee shall provide sampling ports in the air pollution control equipment outlet duct or stack and shall provide access to the sampling ports in accordance with rule 17-297, F.A.C.  Detailed drawings of the stacks showing testing facilities and sampling port locations as required by Rule 17-297.345 shall be submitted to the Southwest District Office for approval at least 60 days prior to construction of the duct or stack.

To:  4.  Before this construction permit expires, the cogeneration facility stack and secondary HRSG stack shall be sampled or tested as applicable according to the emissions limits in Specific Condition No. 2.  Annual compliance tests shall be conducted each year thereafter.  Compliance tests shall be run at 95% to 100% of the maximum capacity achievable for the average ambient temperature during the compliance tests.  The turbine manufacturer’s capacity vs. temperature (ambient) curve shall be included with the compliance test results.  Tests shall be conducted using the following reference methods:

NOX:  EPA Method 20

SO2:  Fuel supplier’s sulfur analysis

VE:  EPA Method 9

CO:  EPA Method 10

VOC:  EPA Method 25A (prior to December 31, 1997, only)

The permittee shall provide sampling ports in the air pollution control equipment outlet duct or stack and shall provide access to the sampling ports in accordance with rule 17-297, F.A.C.  Detailed drawings of the stacks showing testing facilities and sampling port locations as required by Rule 17-297.345 shall be submitted to the Southwest District Office for approval at least 60 days prior to construction of the duct or stack.

Request:  It is requested that the visible emissions limitation be removed from the BACT Determination and the PSD Permit (Specific Condition 2).  Upon removal the General 20% opacity standard of Rule 62-296.320, F.A.C. would apply.  The basis of the request seeks relief from conducting an annual EPA Method 9 on a natural gas fired combustion turbine.

Response:  The Department has reviewed the request and cannot agree with it, at this time.  BACT for PM/PM10 was determined to be good combustion.  It further states that 10% opacity is the indication of good combustion.  For this reason, no PM/PM10 standard was established.  Irregardless, if the purpose of this request was to eliminate annual visible emissions testing, the fact that a visible emissions standard is established by permit mandates annual testing.  No change will be made to Specific Condition 2.

Request:  It is requested that the PSD permit be revised to include a condition that specifies compliance with the Acid Rain Monitoring requirements of 40 CFR Part 75 for the NOX and oxygen monitors.  It is also requested that the NOX CEMS be specified as the reference method for NOX and that the annual testing (EPA Method 20) requirement (Specific Condition 4) be removed.  This is consistent with current FDEP Guidance (DARM-OGG-08, Guidance Document).

Response:  The Department does not agree that this guidance document applies in this case because the guidance document states that testing is to be imposed when there is a specific rule requirement, as the EPA Method 20 requirement of 40 CFR 60, Subpart GG.  However, the Environmental Protection Agency Region IV has routinely received and approved numerous requests for alternative testing and monitoring procedures under Subpart GG.  These routine alternatives were recently described in a May 26, 2000 letter from Douglas Neeley to the Region IV State and Local Air Directors.  The letter delegates authority to the Florida Department of Environmental Protection for approval of these alternatives.  The request from Polk Power Partners falls within the scope of issues addressed in EPA’s letter.  As a result, Specific Condition 4 is changes as follows:

From:  4.  Before this construction permit expires, the cogeneration facility stack and secondary HRSG stack shall be sampled or tested as applicable according to the emissions limits in Specific Condition No. 2.  Annual compliance tests shall be conducted each year thereafter.  Compliance tests shall be run at 95% to 100% of the maximum capacity achievable for the average ambient temperature during the compliance tests.  The turbine manufacturer’s capacity vs. temperature (ambient) curve shall be included with the compliance test results.  Tests shall be conducted using the following reference methods:

NOX:  EPA Method 20

SO2:  Fuel supplier’s sulfur analysis

VE:  EPA Method 9

CO:  EPA Method 10

VOC:  EPA Method 25A (prior to December 31, 1997, only)

The permittee shall provide sampling ports in the air pollution control equipment outlet duct or stack and shall provide access to the sampling ports in accordance with rule 17-297, F.A.C.  Detailed drawings of the stacks showing testing facilities and sampling port locations as required by Rule 17-297.345 shall be submitted to the Southwest District Office for approval at least 60 days prior to construction of the duct or stack.

To:  4.  Before this construction permit expires, the cogeneration facility stack and secondary HRSG stack shall be sampled or tested as applicable according to the emissions limits in Specific Condition No. 2.  Annual compliance tests shall be conducted each year thereafter.  Compliance tests shall be run at 95% to 100% of the maximum capacity achievable for the average ambient temperature during the compliance tests.  The turbine manufacturer’s capacity vs. temperature (ambient) curve shall be included with the compliance test results.  Tests shall be conducted using the following reference methods:

NOX:  EPA Method 20

SO2:  Fuel supplier’s sulfur analysis

VE:  EPA Method 9

CO:  EPA Method 10

VOC:  EPA Method 25A (prior to December 31, 1997, only)

The permittee shall provide sampling ports in the air pollution control equipment outlet duct or stack and shall provide access to the sampling ports in accordance with rule 17-297, F.A.C.  Detailed drawings of the stacks showing testing facilities and sampling port locations as required by Rule 17-297.345 shall be submitted to the Southwest District Office for approval at least 60 days prior to construction of the duct or stack.  The owner or operator is allowed to make compliance demonstrations for NOx emissions using certified CEM system data, provided that compliance be based on a minimum of three test runs representing a total of at least three hours of data, and that the CEMS be calibrated in accordance with the procedure in section 6.2.3 of Method 20 following each run.  Alternatively, compliance may be demonstrated using data collected during the initial relative accuracy test audit (RATA) performed on the NOx monitor.  The applicable span value specified in 40 CFR Part 75 shall be used instead of that specified 40 CFR 60.335(c). The owner or operator is allowed to make compliance demonstrations for NOx emissions using certified CEM system data, provided that compliance be based on a minimum of three test runs representing a total of at least three hours of data, and that the CEMS be calibrated in accordance with the procedure in section 6.2.3 of Method 20 following each run.  Alternatively, compliance may be demonstrated using data collected during the initial relative accuracy test audit (RATA) performed on the NOx monitor.  The applicable span value specified in 40 CFR Part 75 shall be used instead of that specified 40 CFR 60.335(c).
A copy of this letter shall be filed with the referenced permit and shall become part of the permit.  This permit modification is issued pursuant to Chapter 403, Florida Statutes.

Any party to this order (permit modification) has the right to seek judicial review of it under Section 120.68, F.S., by filing a notice of appeal under Rule 9.110 of the Florida Rules of Appellate Procedure with the clerk of the Department of Environmental Protection in the Office of General Counsel, Mail Station #35, 3900 Commonwealth Boulevard, Tallahassee, Florida, 32399-3000, and by filing a copy of the notice of appeal accompanied by the applicable filing fees with the appropriate District Court of Appeal.  The notice must be filed within thirty days after this order is filed with the clerk of the Department.

Executed in Tallahassee, Florida.

__________________________

Howard L. Rhodes, Director

Division of Air Resource

  Management

CERTIFICATE OF SERVICE

The undersigned duly designated deputy agency clerk hereby certifies that this permit modification was sent by certified mail (*) and copies were mailed by U.S. Mail before the close of business on ______________ to the person(s) listed:

Mr. Allan Wade Smith, Polk Power Partners, LLC*
Mr. Darrel Graziani, PE, Foster Wheeler Environmental Corporation

Mr. Gerald Kissel, PE, FDEP SWD

Mr. Gregg Worley, EPA

Mr. John Bunyak, NPS

Clerk Stamp

FILING AND ACKNOWLEDGMENT FILED, on this date, pursuant to §120.52, Florida Statutes, with the designated Department Clerk, receipt of which is hereby acknowledged.

	(Clerk)
	
	(Date)


