PERMITTEE:





DRAFT PERMIT NO.: 1050254-003-AO

CTL Distribution, Inc.




PROJECT: Sand Storage Silo and

       Sandblasting

PERMITTEE:




Draft Permit No.: 1050254-003-AOPRIVATE 

CTL Distribution, Inc.




County: Polk

    

P.O. Drawer 437




Effective Date:
Mulberry, FL 33680




Expiration Date: 07/21/2010 








Project: Sand Storage Silo & Sandblasting

This permit is issued under the provisions of Chapter 403, Florida Statutes, and Florida Administrative Code Chapters 62-204, 62-210, 62-212, 62-213, 62-296, 62-297, and Chapter 62-4.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the department and made a part hereof and specifically described as follows:

This permit authorizes the renewed operation of a sand storage silo and sandblasting operation at a natural non-Title V facility.

Emission Unit ID No. 001 - Sandblasting: Sandblasting of typically tanker trucks is conducted in a building with three sides and a roof.

Emission Unit ID No. 002 - Sand Storage Silo: Emissions during the pneumatic loading of the sand storage silo are controlled by a baghouse.

Location: 4201 Bonnie Mine Road, Mulberry

UTM Coordinates:  17-407.0E   3080.4N

Latitude: 27(50'35" North

Longitude: 81(56'40" West

Facility ID No.: 1050254

Emission Unit ID: 001 – Sandblasting



        




        002 – Sand Storage Silo

NOTE: Please reference the Permit No., Facility ID, and Emission Unit ID in all correspondence, test report submittals, applications, etc.

Permit History

Replaces Permit No.: 1050254-002-AO

SPECIFIC CONDITIONS:

The following conditions apply facility-wide:

1.  General Conditions: A part of this permit is the attached 15 General Conditions.

[Rule 62-4.160, F.A.C.]

2.  Other Requirements: Issuance of this permit does not relieve the permittee from complying with the applicable emission limiting standards or other requirements of Chapters 62-204, 62-210, 62-212, 62-213, 62-296, and 62-297, F.A.C. or any other requirement under federal, state, or local law.  [Rule 62-210.300, F.A.C.]

3.  General Particulate Emission Limiting Standards.  General Visible Emissions Standard:
Except for emissions units that are subject to a particulate matter or opacity limit set forth or established by rule and reflected by conditions in this permit, no person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any activity, the density of which is equal to or greater than that designated as Number 1 on the Ringelmann Chart (20 percent opacity).  EPA Method 9 is the method of compliance pursuant to Chapter 62-297, F.A.C.  [Rules 62-296.320(4)(b)1. & 4., F.A.C.]

4.  Special Compliance Tests: When the Department, after investigation, has good reason (such as complaints, increased visible emissions or questionable maintenance of control equipment) to believe that any applicable emission standard contained in a Department rule or in a permit issued pursuant to those rules is being violated, it shall require the owner or operator of the emissions unit to conduct compliance tests which identify the nature and quantity of pollutant emissions from the emissions unit and to provide a report on the results of said tests to the Department .  [Rules 62-297.310(7)(a)9. and 62-297.310(7)(b), F.A.C.]

5.  Permit Renewal Application:  An air pollution operation permit renewal application shall be submitted to the Air Permitting Section of this office at least 60 days prior to the expiration date of this operating permit (see page 1).  To properly apply for an operation permit, the applicant shall submit the following:

A.
The appropriate Department application form [see Rule 62-210.900, F.A.C. (Forms and Instructions)];

B.
The appropriate operation permit application fee(s);

C.
Completed copies of the most recent month of logs as required by Specific Condition Nos. A.3. and B.2.

[Rules 62-4.070(3), 62-4.090, 62-210.300(2), and 62-210.900, F.A.C.]

The following conditions apply to EU ID No. 001 - Sandblasing

A.1.  Emissions of Unconfined Particulate Matter: All reasonable precautions shall be taken to prevent and control the generation of unconfined emissions of particulate matter.  Reasonable precautions taken, but not limited to, for this operation shall include the following:

A.
All sandblasting equipment shall be conducted in the building having 3 sides and a roof.

B.
Only one piece of sandblasting equipment shall be used at any one time.

C.
As an indicator the semi-enclosed building is adequate, there shall be no visible emissions (5% opacity) emitted from the building.  If visible emissions are emitted from the building, it will not be a violation in and of itself but an indicator that additional controls/measures may be required.

[Rule 62-296.320(4)(c), F.A.C.]

A.2.  Hours of Operation: The sandblasting operation is allowed to operate a maximum of 3,120 hours/yr.  [Construction permit AC53-260646]

A.3.  Recordkeeping Requirement: In order to demonstrate compliance with Specific Condition No. A.2., monthly record the total hours of sandblasting along with a cumulative calendar year total hours of sandblasting.  The monthly records shall be:

A.
Completed by the end of the following month.

B.
Retained at the facility for at least 3 years.

C.
Available to the Department upon request.

[Rules 62-4.070(3) and 62-4.160, F.A.C.]

The following conditions apply to EU ID No. 002 – Sand Storage Silo

B1.  Operation Limitation: The maximum silo loading rate is 25.0 tons/yr.

[Construction permit AC53-260646]

B.2.  Recordkeeping Requirements: In order to demonstrate compliance with Specific Condition No. B.1., the permittee shall record for each silo loading the following:

A.
The amount of material transferred, in tons.

B.
The start time of material transferred.

C.
The end time of transferring material.

D.
Calculate and record the actual hourly transfer rate of material, in tons/hr.

The records shall be kept at the facility for at least 3 years and made available to the Department upon request.  [Rule 62-4.070(3), F.A.C.]

B.3.  Reasonable Assurance:  No person shall circumvent any air pollution control device, or allow the emission of air pollutions without the applicable air pollution control device operating properly.  In order to determine that the control device (baghouse) is operating properly, visible emissions shall not exceed 5% opacity.  If this value is exceeded, it shall not be considered a violation of an opacity standard, but an indicator that the baghouse is not operating properly.

[Rule 62-4.070(3), F.A.C.]

B.4.  Visible Emission Testing Requirement: In order to renew this permit and demonstrate compliance with Specific Condition Nos. 3 and B.3., test the baghouse's emissions for visible emissions during the period of July 22, 2009, to April 6, 2010.

[Rule 62-297.310(7)(a)4., F.A.C.] 

B.5.  Test Method:  Visible emission testing shall be conducted in accordance with EPA Method 9 contained in 40 CFR 60, Appendix A, and adopted by reference in Chapter 62-297, F.A.C.  The minimum requirements for stationary point source emissions test procedures and reporting shall be in accordance with Chapter 62-297, F.A.C. and 40 CFR 60, Appendix A.  The test observation period shall be at least 30 minutes in duration and include the period during which the highest opacity can reasonably be expected to occur (this is expected to be the end of the silo loading cycle).

[Rule 62-297.310(4), F.A.C.]

B.6. Testing Rate:  Visible emission testing shall be conducted at 90 – 100% of the maximum permitted silo loading rate of 25.0 tons/hr.  A compliance test submitted at a rate less than 90% of a maximum permitted loading rate shall automatically constitute an amended maximum permitted silo loading rate at that lesser rate plus 10%.  During the next silo loading after recording the silo has been loaded at a rate above the amended maximum permitted silo loading rate, a new compliance test shall be conducted at no less than that higher recorded rate, but not exceeding 25.0 tons/hr.

[Rule 62-297.310(2), F.A.C.]

B.7.  Test Report Requirements:  Visible emission test reports shall be submitted to the Air Compliance Section of this office within 45 days of testing.  The test report shall include a copy of the silo's loading rate recorded during the test as required by Specific Condition No. B.2.

[Rule 62-297.310(8), F.A.C.]

B.8.  Test Notification:  The permittee shall notify the Air Compliance Section of this office at least 15 days prior to the date on which each formal compliance test is to begin of the date, time, and place of each such test, and the contact person who will be responsible for coordinating and having such test conducted.

[Rule 62-297.310(7)(a)9., F.A.C.]
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