PERMITTEE:
FINAL PERMIT No.: 1050364-002-AF

Rubber Applications, Inc.

PROJECT:  Rubber Lining Applications

PERMITTEE:
FINAL Permit No:  1050364-002-AF

Rubber Applications, Inc.
County:  Polk 

610 North Industrial Parkway
Effective Date:     06/26/2008
Mulberry, Florida 33860-6558
Expiration Date:  06/26/2013

Project:  Rubber Lining Applications

This permit is issued under the provisions of Chapter 403, Florida Statutes, and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-204, 62-210, 62-212, 62-213, 62-296, and 62-297.  The above-named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans and other documents, attached hereto or on file with the Florida Department of Environmental Protection (DEP):

This Federally Enforceable State Operation Permit (FESOP) authorizes the operation of a facility that performs rubber lining and painting of industrial piping and vessels for corrosive exposure service.  On the basis of the hazardous air pollutant (HAP) and volatile organic compound (VOC) emission limitations included in this permit, this facility’s allowable emissions are below the major source emission criteria that would require a Title V Operation Permit.  This facility is therefore considered a synthetic non-Title V source.

This facility applies protective rubber lining to pieces of equipment that are used for various types of acids typically used in the phosphate, pulp/paper, power, and other industries.  The rubber lining protects the metal from corrosion.  The process typically consists of the following steps:  removal of rubber, metal repairs, sand blasting, cleaning, cementing, rubber lining, curing of inner surfaces, and sandblasting and painting of the outer surfaces.  The majority of the work is performed off-site.  Off-site activities are not included in this permit; off-site HAP and VOC emissions should be tracked separately for each off-site facility.

A natural gas fired boiler provides steam in the autoclave for curing.  Painting is done with conventional Binks airless paint spray guns.  Paint gun nozzles are cleaned with cleanup solvent.  Cleanup solvents are directed to closed containers to be reused.  Finally, the spent solvents are placed in a 55-gallon satellite drum supplied by a hazardous waste vendor for proper disposal.

The air emission sources at this facility are as described below:

Permitted Emission Units
Emission Unit ID No. 001 – Surface Coating, Rubber Lining, and Painting

This emission unit collectively regulates all coating operations, rubber lining, curing, painting and cleanup solvent usage.  HAP and VOC generated are all emitted fugitively.

Emission Unit ID No. 002 – Sand Storage Silo and Sand Blasting

The sand storage silo delivery system is controlled with a 3’ x 2’ Trinco Deluxe baghouse with a side vent attached to the displacement vent of the silo.  The efficiency of the baghouse is 99%.  Estimated particulate matter (PM) emissions from the baghouse are less than 1 ton per year.

PM emits from the sand blasting operation fugitively.

Rule Applicability Notes
The rubber application facility is a synthetically minor for HAPs and VOCs.

Exempt Emission Source
The following emission source at this facility is deemed insignificant and exempt from permitting:

· Distral natural gas fired boiler, Model No. D3B150150.  This is a 150-HP boiler and categorically exempted per Rule 62-210.300(3)(a)33., F.A.C.

The steam supplied to the autoclave for curing the rubber lining is from this exempted boiler.

Facility Information Summary
Location:  610 North Industrial Park Road, Mulberry, Polk County

UTM Coordinates:  Zone 17
401.93 East
3086.75 North

Latitude:  27o54(07( North



Longitude:  81o59(47( West

Facility ID No.:  1050364

Emission Unit (EU) ID Nos. and Descriptions:

001 – Surface Coating, Rubber Lining and Painting


002 – Sand Storage Silo and Sandblasting

 Note: Please reference Permit No. and Emission Unit ID No. in all correspondence, test report submittals, applications, etc.

Permit History

This permit replaces and modifies the terms and conditions of FESOP No. 1050364-001-AF.
Specific Conditions

Facility-wide Conditions

1. General Conditions:  A part of this permit is the attached 15 General Conditions.

[Rule 62-4.160, F.A.C.]
2. Other Requirement:  Issuance of this permit does not relieve the permittee from complying with applicable emission limiting standards or other requirements of Chapters 62-204, 62-210, 62-212, 62-213, 62-296, and 62-297, or any other requirements under federal, state, or local law.  

[Rule 62-210.300, F.A.C.]

Operation and Emission Limitations 

3. Operating Hours:  This facility is permitted to operate continuously (i.e. 8,760 hours per year).


[Rule 62-210.200 (Definition “Potential to Emit”), F.A.C.; FESOP 1050364-001-AF]

4. General Pollutant Limiting Standards - Objectionable Odor:  No person shall cause, suffer, allow, or permit the discharge of air pollutants, which cause or contribute to an objectionable odor.  An objectionable odor is any odor present in the outdoor atmosphere, which by itself or in combination with other odors, is or may be harmful or injurious to human health or welfare, which unreasonably interferes with the comfortable use and enjoyment of life or property, or which creates a nuisance.

[Rules 62-210.200 (Definition “Objectionable Odor”) and 62-296.320(2), F.A.C.]

5. General Pollutant Limiting Standards - Unconfined Emissions of Particulate Matter:  All reasonable precautions shall be taken to prevent and control generation of unconfined emissions of particulate matter (PM).  These provisions are applicable to any source, including but not limited to, vehicular movement, transportation of materials, construction, alteration, demolition or wrecking, or industrial-related activities such as loading, unloading, storing, and handling.  Reasonable precautions shall include, but not be limited to, the following:

A. Paved parking and trafficked areas shall be maintained and kept free of PM build-up; and
B. Sprinkling with water shall be used as necessary on paved areas, unpaved areas, storage piles, sand stockpiles, and during loading/unloading operations.

[Rules 62-4.070(3) and 62-296.320(4)(c), F.A.C.; FESOP 1050364-001-AF]

6. Fugitive Emissions Opacity Standard:  In order to provide reasonable assurance that the precautions and practices taken at the facility are adequate, all sources of unconfined particulate matter visible emissions (VE) at the facility’s property line should not exceed ten percent (10%) opacity.  Exceedance of this limit shall not be considered a violation in and of itself, but may be a violation of the precautions specified in Specific Condition No. 5.

[Rule 62-4.070(3), F.A.C.; FESOP 1050364-001-AF]

7. Volatile Organic Compounds Emissions:  The permittee shall not store, pump, handle, process, load, unload or use in any process or installation, organic solvents (OS) or VOC without applying known and existing vapor emission control devices or systems deemed necessary and ordered by the Department.

[Rule 62-296.320(1)(a), F.A.C.]

8. Operation Practice:  The following procedure shall be utilized to minimize pollutant emissions:

A. Maintain tightly fitting cover, lids, etc. on all containers of OS/VOCs when they are not being handled, tapped, etc.

B. Prevent excessive air turbulence across exposed OS/VOCs.

C. Where possible and practical, procure/fabricate a tightly fitting cover for any open trough, bath, etc. of OS/VOCs so that it can be covered when not in use.

D. All fittings, valve lines, etc. shall be properly maintained.

E. All OS/VOC spills shall be attended to immediately and the waste properly disposed of, recycled, etc.

[Rules 62-4.070(3) and 62-296.320(1), F.A.C.]

9. Circumvention of Control Equipment:  No person shall circumvent any air pollution control device, or allow the emission of air pollutants without the applicable control device operating properly.

[Rule 62-210.650, F.A.C.]

10. General Pollutant Limiting Standards - Visible Emission Limit:  No person shall cause, permit, let, suffer, or allow to be discharged into the atmosphere the emissions of air pollutants from any activity, the density of which is equal to or greater than that designated as Number 1 on the Ringelmann Chart (20 percent opacity).

[Rule 62-296.320(4)(b)1., F.A.C.]

11. Special Compliance Tests:  When the Department, after investigation, has good reason (such as complaints, increased VE, or questionable maintenance of control equipment) to believe that any applicable emission standard contained in a Department rule or in a permit issued pursuant to those rules is being violated, it may require the owner or operator of the emissions unit to conduct compliance tests which identify the nature and quantity of pollutant emissions from the emissions unit and to provide a report on the results of said tests to the Department.

[Rule 62-297.310(7)(b), F.A.C.]

Compliance Testing Requirements

12. Testing Notification:  The permittee shall notify the Air Compliance Section of the Department’s Southwest District Office in writing at least 15 days prior to the date on which each formal compliance test is to begin of the date, time and place of each such test, and the test contact person who will be responsible for coordinating and having such test conducted.

[Rule 62-297.310(7)(a)9., F.A.C.]

Recordkeeping and Reporting Requirements
13. Record Retention:  All records required by this permit shall be maintained at the facility for at least five (5) years and made available to the Department upon request.

[Rule 62-4.070(3) F.A.C.; FESOP 1050364-001-AF]

14. Frequency:  Daily records shall be completed within three (3) business days and monthly records shall be completed by the end of the following month.

[Rule 62-4.070(3) F.A.C.; FESOP 1050364-001-AF]

15. Annual Operating Report:  Submit to the Air Compliance Section of the Department’s Southwest District Office, each calendar year and on or before March 1, an annual operating report (AOR) (DEP Form 62-210.900(5)) for the preceding calendar year.

[Rule 62-210.370(3), F.A.C.]

Operation Permit Renewal

16. Federally Enforceable State Operation Permit Renewal Application:  The permittee shall submit a complete renewal application to the Air Permitting Section of the Department's Southwest District Office at least 60 days prior to the expiration date of this operation permit.  To properly apply for an operation permit renewal, the applicant shall submit the following:

A. The appropriate operation permit application form (see current version of Rule 62-210.900, F.A.C. and/or FDEP Division of Air Resource Management website at http://www.dep.state.fl.us/air/);
B. The appropriate operation permit application fee in accordance with Rule 62-4.050(4)(a), F.A.C.; and
C. A copy of the operations records for the most recent month of operation (see Specific Conditions Nos. 19 and 25) and a copy of the most recent test report for VE (see Specific Condition No. 23).


[Rules 62-4.070(3), 62-4.090(1), and 62-210.300(2), F.A.C.]

Emission Unit No. 001 – Surface Coating, Rubber Lining and Painting
Operation and Emission Limitations
17. Volatile Organic Compound Limitation:  Total VOC emissions from this facility shall not exceed 16.0 tons per any 12 consecutive month period.


[Rule 62-210.200 (Definition “Potential to Emit”), F.A.C.; FESOP 1050364-001-AF]
18. Hazardous Air Pollutant Limitation:  Any individual HAP emission from this facility shall not exceed 9.72 tons per any 12-consecutive month period and total HAP emissions from this facility shall not exceed 16.0 tons per any 12-consecutive month period.


[Rule 62-210.200 (Definition “Potential to Emit”), F.A.C.; FESOP 1050364-001-AF]


(Permitting/Title V Applicability Note:  The above limitations on VOC, individual HAP, and total HAP emissions will ensure that emissions from this facility will not exceed the Title V permitting thresholds for any single HAP, total HAPs, and total VOCs.)
Recordkeeping and Reporting Requirements

19. Recordkeeping Requirement:  A monthly log shall be kept for this emission unit to document compliance with the limitations of Specific Condition Nos. 17 and 18.  The logs may be based on the beginning and ending inventories, deliveries, shipments, etc.  “Purchases” may be considered to be equivalent to “usage” at the permittee’s option provided that no materials are used which are not purchased.  The monthly logs shall include at least the following information:

A. Facility ID No. (1050364), Emission Unit ID No. (E.U. 001) and Description;
B. Date;
C. Name of each paint, coating, and solvent used in conjunction with the surface coating, cementing, and general solvent cleanup for this facility, and usage (gallons or pounds);
D. Emission factor(s) for VOC, each individual HAP, and total HAPs for each item in 19.C, used to calculate emissions;
E. Monthly total VOC emissions (tons);
F. Monthly emissions (tons) for each individual HAP and for total HAPs; and
G. Cumulative totals for VOC, each individual HAP, and total HAPs emissions (tons) for the most recent consecutive 12-month period.

If any 12-month period calculation results in any pollutant being within ten percent (10%) of its associated allowable emission limit as shown in Specific Condition Nos. 17 and 18, the logs required above (e.g. Specific Condition No. 19. A – G) shall be then kept daily until the cumulative 12-month total is less than ten percent (10 %) of the associated emission limit.  The daily logs shall include a cumulative 12-month period total to demonstrate compliance with Specific Condition Nos. 17 and 18.  If so required, these daily logs shall not utilize “purchase” records to demonstrate compliance.
Supporting documentation (“As Supplied” sheets, “As Applied” sheets, Material Safety Data Sheets (MSDS), EPA data sheets, purchase orders, etc.) shall be kept for each material used which includes sufficient information to determine HAP and VOC emissions and compliance.  The logs shall be made available to the Department upon request.

[Rule 62-4.070(3), F.A.C.; FESOP 1050364-001-AF]

Emission Unit No. 002 – Sand Storage Silo and Sandblasting
Operation and Emission Limitations
(Rule Applicability Note:  This operation/emission unit is not subject to the Process Weight table requirements of Rule 62-296.320(4)(a), F.A.C., since there is no chemical or physical change which takes place as part of the sand storage silo and sandblasting operation.)

20. Silo Loading Limitation:  The loading rate for the storage silo shall not exceed 260.0 tons per any consecutive 12-month period.
[Rules 62-4.070(3) and 62-210.200 (Definition “Potential to Emit”), F.A.C.]

21. Visible Emissions:  In order to provide reasonable assurance that the silo baghouse is being properly operated, VE from the silo baghouse should not exceed five percent (5%) opacity.  Exceedance of the five percent (5%) limit shall not be considered a violation in and of itself, but an indication that the silo baghouse is not functioning properly.


[Rule 62-4.070(3), F.A.C.; FESOP 1050364-001-AF]

22. Sandblasting Area Reasonable Precautions:  Operation of the sandblasting area has been determined by the Department to be regulated in accordance with Rule 62-296.320(4)(c), F.A.C.  Therefore, the reasonable precautions that shall be implemented to control unconfined emissions of particulate matter are as follows:

A. At all times, only sand blasting material with a dust suppressant shall be used, in quantities consistent with the supplier’s recommendation; and
B. At all times, the permittee shall cease operation if the VE at the property line exceed ten percent (10%) as addressed in Specific Condition No. 6.


[Rule 62-4.070(3), F.A.C.; FESOP 1050364-001-AF]

Compliance Testing Requirements

23. Visible Emissions Testing:  In order to demonstrate compliance with Specific Condition No. 21, the permittee shall test the baghouse emission for VE each federal fiscal year (October 1st – September 30th).  The emission test report shall be submitted to the Air Compliance Section of the Department’s Southwest District Office within 45 days of the testing and shall include the silo loading rate and its method of determination.

[Rules 62-297.310(7)(a)4. and (8)(b), F.A.C.]

24. Visible Emission Test Methods:  Compliance with the VE limitations of Specific Condition No. 19. shall be determined using EPA Method 9 contained in Rule 62-297.401(9), F.A.C.  The VE test shall be conducted by a certified observer and be a minimum of 30 minutes in duration.  The test observation period shall include the period during which the highest opacity emissions can reasonably be expected to occur.  The silo loading rate during the test shall be 25 tons per hour, unless such rate is unachievable in practice.  The minimum requirements for stationary point source emission test procedures and reporting shall be in accordance with Chapter 62-297, F.A.C. and 40 CFR 60 Appendix A.


[Rules 62-297.310(4)(a)2. and 62-297.401, F.A.C.]

25. Recordkeeping Requirement:  A monthly log shall be kept for this emission unit to document compliance with the limitations of Specific Condition No. 20.  The logs may be based on the beginning and ending inventories, deliveries, shipments, etc.  “Purchases” may be considered to be equivalent to “usage” at the permittee’s option provided that no materials are used which are not purchased.  The monthly logs shall include at least the following information:

A. Facility ID No. (1050364), Emission Unit ID No. (E.U. 002) and Description;

B. Date;

C. Monthly total amount of sand loaded into silo (tons); and
D. Cumulative total amount loaded into silo (tons) for the most recent consecutive 12-month period.


[Rule 62-4.070(3), F.A.C.]

FLORIDA DEPARTMENT OF

ENVIRONMENTAL PROTECTION

______________________________

Mara Grace Nasca
District Air Program Administrator




Southwest District

Page 1 of 2
Page 8 of 8

