Coca-Cola North America 
Permit:  1050366-003-AO
Main Street Auburndale Plant
Project: Process Steam Boilers (3)



PERMITTEE:
Permit No:  1050366-003-AO
PRIVATE 

Coca-Cola North America 
County:  Polk

705 Main Street
Effective Date:      07/23/2008
Auburndale, Florida  33823
Expiration Date:   07/23/2013

Project: Three (3) Steam Boilers 

This permit is issued under the provisions of Chapter 403, Florida Statutes, and Florida Administrative Code Chapters 62-204, 62-210, 62-212, 62-213, 62-296, 62-297, and Chapter 62-4.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans and other documents, attached hereto or on file with the Florida Department of Environmental Protection:

This permit authorizes the operation of three (3) identical 800 HP York Shipley Model 596-SPH-800-N process steam boilers which are fired with natural gas as the primary fuel, with propane (LPG) as a backup fuel during periods of natural gas curtailment.  The boilers are fired at a maximum design heat input rate of 34.53 MMBtu/hour (this corresponds to a firing rate of approximately 33.52 x103 cuft/hour).  These boilers are used to provide process steam, at a maximum design rate of up to 27,600 pounds steam/hour, to a food production facility that packages fruit juice, juice drinks and other beverages.  Typical operation is no more than two boilers in service at any time, with one boiler held in standby as a backup unit.

(Federal NSPS Applicability Note - These boilers are subject to Federal New Source Performance Standards (NSPS) Subpart Dc (Standards of Performance for Small Industrial-Commercial-Institutional Steam Generating Units) as they apply to natural gas/propane (LPG) fired only units.)
Facility Information Summary:
Location:  705 Main Street, Auburndale, Polk County
UTM:   17-422.82 E   3103.26 N               Latitude:  28(03’08.86”   Longitude: 81(47”07.16”
Facility ID No:  1050366                                        Emission Unit (EU) ID Nos.:
001 - Boiler No. 1


002 - Boiler No. 2


003 - Boiler No. 3
 Note: Please reference Permit No. and Emission unit ID No. in  all correspondence, test report submittals, applications, etc.                                                                                    

Permitting History/Affected Permits:    
This permit replaces Operation Permit 1050366-002-AO, the initial air operation permit for these boilers.
Attachments to This Permit:


- General Conditions (version dated 11/1/05)

- Boiler BACT Determination (for all three boilers) for PM and SO2 in accordance with Rule 296.406(2) & (3), F.A.C. dated 01/14/03.

SPECIFIC CONDITIONS:

1.  General Conditions - A part of this permit is the attached 15 General Conditions.    

[Rule 62-4.160, F.A.C.]

2.  Other Requirements - Issuance of this permit does not relieve the permittee from complying with applicable emission limiting standards or other requirements of Chapters 62-2 through 62-297, Florida Administrative Code (F.A.C.), or any other requirements under federal, state or local law.    

[Rule 62-210.300, F.A.C.]

Operation and Emission Limitations
4.  Permitted Operating Hours - These boilers are each permitted to operate continuously (i.e. the emission units may operate 8,760 hours/year).  

[Rule 62-210.200 (Potential to Emit), F.A.C.; Construction Permit 1050366-001-AC] 

5.  Permitted Fuels - These boiler shall be fired only with natural gas, with propane (LPG) as a backup fuel during periods of natural gas curtailment.

[Rule 62-210.200 (Potential to Emit), F.A.C.; Construction Permit 1050366-001-AC; BACT Determination (dated 01/14/03) for particulate matter and sulfur dioxide emissions in accordance with Rule 62-296.406, F.A.C.]

6.  Applicable NSPS  - These boilers are subject to and shall meet the applicable (for natural gas/LPG only fired boilers*) requirements of the Federal New Source Performance Standards (NSPS) 40 CFR 60 Subpart Dc - Standards of Performance for Small Industrial-Commercial-Institutional Steam Generating Units.  (See Specific Condition No. 13.)
[Rule 62-204.800(7), F.A.C.; and 40 CFR 60.40c through 60.48c]
(* NSPS Subpart Dc Note:  40 CFR 60.41c (definitions for Subpart Dc) defines natural gas as including LPG (liquefied petroleum gas or propane).)

7.  Visible emissions - Visible emissions (VE) from these boilers shall not exceed 20% opacity, except for one six-minute period per hour during which the opacity shall not exceed 27%. 

[Rule 62-296.406(1), F.A.C.; Construction Permit 1050366-001-AC]

8.  Objectionable Odors - The permittee shall not cause, suffer, allow or permit the discharge of air pollutants which cause or contribute to an objectionable odor.  An objectionable odor is any odor present in the outdoor atmosphere which by itself or in combination with other odors, is or may be harmful or injurious to human health or welfare, which unreasonably interferes with the comfortable use and enjoyment of life or property, or which creates a nuisance.

[Rules 62-210.200 (definition of Objectionable Odor), and 62-296.320(2), F.A.C.]
Compliance Testing Requirements

9.  Visible Emissions Testing - These boilers shall each be tested for visible emissions (VE) during the 180 day period prior to the submittal of an operation permit renewal application.  A copy of the test report shall be submitted to the Air Compliance Section of the Southwest District Office of the Department within 45 days after the test is completed.  (See also Specific Condition No. 12 for additional information to be submitted with the test reports.)  

[Rules 62-297.310(7)(a)3., and 62-297.310(8)(b), F.A.C.]

10.  VE Compliance Test Method - Compliance with the visible emission limitation of Specific Condition No. 7 shall be determined using DEP Method 9 and shall be conducted by a certified observer and be a minimum of sixty (60) minutes in duration.  Testing of emissions to show compliance shall be conducted when the boiler is cycling up to a normal high firing rate.  The test observation period shall include the period during which the highest opacity emissions can reasonably be expected to occur.  The minimum requirements for stack sampling facilities, source sampling and reporting, shall be in accordance with Chapter 62-297, F.A.C. and 40 CFR 60, Appendix A.  

[Rules 62-297.310(4)(a)2., and 62-297.401(9)(c), F.A.C.]

11.  Test Date Notification - The permittee shall notify the Air Compliance Section of the Southwest District Office of the Department at least 15 days prior to the date on which each formal compliance test is to begin of the date, time, and place of each such test, and the test contact person who will be responsible for coordinating and having such test conducted.    
[Rule 62-297.310(7)(a)9., F.A.C.]
12.  Tested Fuel and Operating Rate Statement - The permittee shall submit a statement of the estimated fuel heat input rate and a description of the fuel in use as a part of the compliance test report.  Failure to submit the estimated heat input rate, or operating at conditions which do not reflect the normal operating conditions, may invalidate the test and fail to provide reasonable assurance of compliance.    

[Rules 62-4.070(3), and 62-297.310(8)(c), F.A.C.]

Recordkeeping Requirements
13.  Monthly Fuel Usage Records - Pursuant to 40 CFR 60.48c(g) of NSPS Subpart Dc (Standards of Performance for Small Industrial-Commercial-Institutional Steam Generating Units), the permittee is required to maintain records of the type and amount of fuel combusted by these boilers.  In accordance with 40 CFR 60.48(g)(2), since this unit is permitted to combust natural gas and LP gas only, records of the amount of each fuel burned during each calendar month shall be kept.  An entry shall be made in the log no later than 21 days after the end of each calendar month.  These records shall be recorded in a permanent form suitable for inspection onsite by the Department upon request, and shall be retained for at least a three (3) year period. 
[Rules 62-4.160(14)(b), and 62-204.800(8)(b), F.A.C.; NSPS Subpart Dc - 40 CFR 60.48c(g)(1) and (2)]
Operation Permit Renewal

14.  Operation Permit Renewal Application – A minimum of applications to renew this operating permit shall be submitted to the Air Program of the Southwest District Office of the Department no later than sixty (60) days prior to the expiration date of this permit.  To properly apply for an operation permit, the applicant shall submit the following:


A.
the appropriate application form (see current version of Rule 62-210.900, F.A.C., and/or FDEP Division of Air Resource Management website at: http://www.dep.state.fl.us/air/);
B. the appropriate operation permit application fee in accordance with Rule 62-4.050(4)(a);
C. a copy of the fuel usage records for the most recent  two (2) months (see Specific Condition No. 12)

D.
copies of the visible emissions test reports (see Specific Condition No. 9). 

[Rules 62-4.050(4)(a), 62-4.070(3), 62-4.090(1), 62-210.300(2), and 62-210.900, F.A.C.]  

                            
FLORIDA DEPARTMENT OF 
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___________________________

                         
Mara Grace Nasca

District Air Program Administrator


Southwest District
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