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APPLICANT
Conrad Yelvington Distributors, Inc.
2401 Bonnie Mine Road
Bartow, Florida 33830

Conrad Yelvington Bartow
Facility ID No. 1050390



PROJECT
Project No. 1050390-004-AC
Application for Minor Source Air Construction Permit
Permit Exemption


COUNTY
Bartow County, Florida



PERMITTING AUTHORITY
Florida Department of Environmental Protection
Air and Solid Waste Permitting
Southwest District Office
Temple Terrace, Florida 33637-0926


November 28th, 2016


Prepared by Jonathan Alicea






1. GENERAL PROJECT INFORMATION
Air Pollution Regulations
Projects at stationary sources with the potential to emit air pollution are subject to the applicable environmental laws specified in Section 403 of the Florida Statutes (F.S.).  The statutes authorize the Department of Environmental Protection (Department) to establish regulations regarding air quality as part of the Florida Administrative Code (F.A.C.), which includes the following applicable chapters:  62-4 (Permits); 62-204 (Air Pollution Control – General Provisions); 62-210 (Stationary Sources – General Requirements); 62-212 (Stationary Sources – Preconstruction Review); 62-213 (Operation Permits for Major Sources of Air Pollution); 62-296 (Stationary Sources - Emission Standards); and 62-297 (Stationary Sources – Emissions Monitoring).  Specifically, air construction permits are required pursuant to Chapters 62-4, 62-210 and 62-212, F.A.C.
In addition, the U. S. Environmental Protection Agency (EPA) establishes air quality regulations in Title 40 of the Code of Federal Regulations (CFR).  Part 60 specifies New Source Performance Standards (NSPS) for numerous industrial categories.  Part 61 specifies National Emission Standards for Hazardous Air Pollutants (NESHAP) based on specific pollutants.  Part 63 specifies NESHAP based on the Maximum Achievable Control Technology (MACT) for numerous industrial categories.  The Department adopts these federal regulations in Rule 62-204.800, F.A.C.
Facility Description and Location
Conrad Yelvington Bartow is an existing crushed and broken limestone mining and quarrying facility, which is categorized under Standard Industrial Classification Code No. 1422.  The existing Conrad Yelvington Bartow facility is located in Polk County at 2401 Bonnie Mine Road in Bartow, Florida.  The UTM coordinates of the existing facility are Zone 17, 407.07 km East, and 3080.69 km North.  This site is in an area that is in attainment (or designated as unclassifiable) for all air pollutants subject to Ambient Air Quality Standards (AAQS).
Facility Regulatory Categories
· The facility is not a major source of hazardous air pollutants (HAP).
· The facility does not operate units subject to the acid rain provisions of the Clean Air Act.
· The facility is not a Title V major source of air pollution in accordance with Chapter 62-213, F.A.C.
· The facility is not a major stationary source in accordance with Rule 62-212.400, F.A.C. for the Prevention of Significant Deterioration (PSD) of Air Quality.
Project Description
This project is to provide the Conrad Yelvington Bartow facility with an air permit exemption for insignificant emissions.
Processing Schedule
11/28/16	Received the application for a minor source air pollution construction permit.
[bookmark: _GoBack]22/28/16	Application complete.
2. DEPARTMENT REVIEW
· Process and Controls. Pebble lime arrives at the facility by railcar and flows out of the bottom onto the railcar to truck conveyors.  The material travels on the conveyor and is dropped into a tanker truck.  The maximum number of trucks that can be loaded in an hour is 4 trucks at 25 tons per truck and only one railcar to truck transfer system can be used at a time, which has 2 transfer points. Fugitive particulates from the receiving end of each conveyor are controlled by a baghouse.  The snorkel on the discharge end of the conveyor has a sealing device where it engages the opening in the tanker truck. There is also a railcar to pile conveyor system that is used for gravel and aggregate. This system has 4 transfer points: from the railcar to the pit, from the feed belt to the telastacker section 1, from telestacker 1 to telastacker section 2, and from telastacker section 2 to the storage pile. The maximum throughput of the gravel and aggregate conveyor system is 400,000 tons/yr. An emission factor of 0.003 lbs/ton from AP-42 Table 11.19.2-2, which is for an uncontrolled conveyor transfer point, was used to calculate the emissions from these units.
· Emissions. The emissions from the railcar to truck transfer systems is particulate matter (PM). The uncontrolled (without the baghouse) emissions from the railcar to truck transfer systems are 2.63 tons per year each, however, only one may operate at a time. The emissions from the railcar to pile conveyor system are 2.4 tons per year. The facility wide emissions are 5.03 tons per year (tpy).
· Exemption. The facility is exempt pursuant to rule 62-210.300(3)(b)2., F.A.C. (Generic Facility Exemption).
3. CONCLUSION
Pursuant to Rule 62-210.300(3)(b)2. of the Florida Administrative Code (F.A.C.) and for the reasons previously stated, the Department determines that the activity is exempt from the requirement to obtain an air permit.  This determination may be revoked if the proposed activity is substantially modified or the basis for the exemption is determined to be materially incorrect. Jonathan Alicea is the project engineer responsible for reviewing the application and drafting the permit.  Additional details of this analysis may be obtained by contacting the project engineer at the Department’s Air and Solid Waste Permitting Section in the Southwest District Office, 13051 North Telecom Parkway, Temple Terrace, Florida 33637-0926, phone 813-470-5748, or by email Jonathan.Alicea@dep.state.fl.us.
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