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  Crushing System
This permit is issued under the provisions of Chapter 403, Florida Statutes, and Florida Administrative Code (F.A.C.) Chapters 62-204, 62-210, 62-212, 62-213, 62-296, 62-297, and Chapter 62-4.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the department and made a part hereof and specifically described as follows:

This permit authorizes the construction of a stationary limestone and aggregate crushing system located at a synthetic non-Title V facility.  The stationary crushing system is proposed to be located at 13300 Howard Blvd., Kathleen, Polk County, where re-locatable Asphalt Plant No. 49 (7775202), re-locatable recycled asphalt pavement (RAP) crushing system (7775202) for Plant No. 49, and re-locatable Asphalt Plant No. 67 (7775350) may also operate.  The facility is synthetic for the pollutants particulate matter less than 10 microns (PM10), sulfur dioxide (SO2), carbon monoxide (CO), and nitrogen oxides (NOx).
The stationary limestone and aggregate crushing system crushes a maximum of 250,000 tons of material in any consecutive 12-month period at a maximum crushing rate of 120 tons/hour (daily average).  The crushing system also utilizes three (3) exempt pieces of equipment: 1) a 300 HP engine; 2) a 230 HP engine; and 3) a diesel generator.  All three pieces of equipment only use new diesel fuel oil with a maximum sulfur content of 0.05% by weight.
The stationary limestone and aggregate crushing system is subject to Title 40, Code of Federal Regulations (CFR), Part 60, Subparts A and OOO (New Source Performance Standards (NSPS) – General Provisions and Standards of Performance for Nonmetallic Mineral Processing Plants), which is adopted by reference in Rule 62-204.800(8), F.A.C.
Exempt Emission Source(s)

The emissions from the following emission sources at this facility are deemed insignificant and exempt from permitting:

       -
300 HP engine fired with new diesel fuel oil having an expected maximum sulfur content of 0.05% by weight, pursuant to Rule 62-210.300(3)(b)1., F.A.C.
       -
230 HP engine fired with new diesel fuel oil having an exempted maximum sulfur content of 0.05% by weight, pursuant to Rule 62-210.300(3)(b)1., F.A.C.
       -
Generator fired with new diesel fuel oil having an expected maximum sulfur content of 0.05% by weight, pursuant to Rule 62-210.300(3)(b)1., F.A.C.

Facility Information Summary

Location: 13300 Howard Blvd., Kathleen
UTM Coordinates:  17-393.83E   3124.28N

Latitude: 28(14'30" North

Longitude: 82(05'35" West

Facility ID No.: 1050400
Emission Unit ID: 001 – Limestone and Aggregate Crushing System
NOTE: Please reference the Permit No., Facility ID, and Emission Unit ID in all correspondence, test
report submittals, applications, etc.

Permit History

This is the first permit for the Limestone and Aggregate Crushing System
Cross reference with Permit Nos: 7775202-005-AO for Asphalt Plant No. 49

  7775202-006-AC for a Portable Recycled Asphalt (RAP) Crushing System associated with Asphalt Plant No. 49, and

7775350-001-AC for Asphalt Plant No. 67
Attachments to this permit:

GENERAL CONDITIONS, version dated 11/1/2005

ATTACHMENT NSPS - New Source Performance Standards (NSPS) of Title 40 Code of Federal Regulations (CFR) Part 60, Subpart OOO - Standards of Performance for Nonmetallic Mineral Processing Plants

GENERAL PROVISIONS - Title 40 Code of Federal Regulations Part 60, Subpart A
NOTE:  The following table (for informational purposes) from the permittee's consultant, Bottorf Associates, Inc.'s correspondence dated April 30, 2007, demonstrates the total combined potential emissions from all emission sources operating at the above location.  The total combined potential emissions from two (2) asphalt plants and two (2) crushing systems will be below the thresholds that would require Title V permitting in accordance with Chapter 62-213, F.A.C.  The allowable emission limitations for only the Limestone and Aggregate Crushing System are contained in the Specific Conditions of this permit:
	EMISSION SOURCE
	Particulate (PM) (tons/year)
	Particulate (PM10) (tons/year)
	Sulfur Dioxide (SO2) (tons/year
	Carbon Monoxide (CO) (tons/year)
	Nitrogen Oxide (NOX) (tons/year)
	Volatile Organic Compounds (VOC)
 (tons/year)

	7775202-005-AO Asphalt Plant 49 
	23.92
	5.75
	21.75
	21.90
	11.00*
	8.00

	7775202-005-AO 725 KW Generator 
	0.7161
	0.7161
	2.31
	2.1945
	10.1871
	0.8316

	7775202-005-AO 113 KW Generator 
	0.2604
	0.2604
	0.84
	0.798
	3.7044
	0.3024

	7775350-001-AC Asphalt Plant 67
	37.54
	5.75
	60.99
	32.50
	13.75
	8.00

	7775350-001-AC Asphalt Cement Heating System
	0.13
	0.07
	8.76
	0.31
	1.25
	0.02128067

	7775202-006-AC RAP Crushing System
	3.7
	1.33375
	0
	0
	0
	0

	7775202-006-AC 100 KW Generator
	0.2914
	0.2914
	0.476
	0.893
	4.1454
	0.3384

	7775202-006-AC 320 HP Engine
	0.6944
	0.6944
	1.134
	2.128
	9.8784
	0.8064

	1050400-001-AC Limestone & Aggegate Crushing
	8.975
	3.3375
	0
	0
	0
	0

	1050400-001-AC 300 HP Engine
	0.296205
	0.296205
	0.047775
	0.907725
	4.213755
	0.34398

	1050400-001-AC 230 HP Engine
	0.264306
	0.264306
	0.04263
	0.80997
	3.759966
	0.306936

	1050400-001-AC Diesel Generator
	0.341775
	0.341775
	0.055125
	1.047375
	4.862025
	0.3969

	TOTAL FACILITY
	77.13
	19.10
	96.40
	63.49
	66.75
	19.35


 *

This value is based on an emission factor of 0.055 lbs. of NOx/ton of hot mix asphalt produced from Table 11.1-7 in AP-42 and a maximum of 400,000 tons of hot mix asphalt produced.  Therefore, 400,000 tons of hot mix asphalt/year x 0.055 lbs. of NOx/ton of hot mix asphalt x 1 ton/2000 lbs. = 11.00 tons of NOx/yr.  This value could be 13.75 if the two (2) generators did not operate.
SPECIFIC CONDITIONS:

The following conditions apply facility-wide:

1.  General Conditions: A part of this permit is the attached 15 General Conditions.

[Rule 62-4.160, F.A.C.]

2.  Other Requirements: Issuance of this permit does not relieve the permittee from complying with the applicable emission limiting standards or other requirements of Chapters 62-204, 62-210, 62-212, 62-213, 62-296, and 62-297, F.A.C. or any other requirement under federal, state, or local law.

[Rule 62-210.300, F.A.C.]

3.  General Visible Emission Limitation: Except for emissions units that are subject to a particulate matter or opacity limit set forth or established by rule and reflected by conditions in this permit, no person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any activity, the density of which is equal to or greater than that designated as Number 1 on the Ringelmann Chart (20 percent opacity).  EPA Method 9 is the method of compliance pursuant to Chapter 62-297, F.A.C.

[Rules 62-296.320(4)(b)1. & 4., F.A.C.]

4.  Hours of Operation: The emission units/activities at this facility are permitted to operate 8,760 hours per year.

[Rule 62-210.200(PTE), F.A.C.]

5.  General Particulate Emission Limiting Standards: Unconfined Emissions of Particulate Matter - The owner or operators shall not cause, let, permit, suffer or allow the emissions of unconfined particulate matter from any source whatsoever, including, but not limited to, vehicular movement, transportation of materials, construction, alteration, demolition or wrecking, or industrially related activities such as loading, unloading, storing or handling, without taking reasonable precautions to prevent such emission.  Reasonable precautions to prevent emissions of unconfined particulate matter from this emission unit include:  


A.
Paved parking and trafficked areas shall be maintained and kept free of particulate matter build-up;

   
B.
Sprinkling with water and the application of water shall be used, if necessary, on paved areas, unpaved areas, stockpiles and during loading/unloading operations;

   
C.
Removal of particulate from roads to prevent re-entrainment, and from building and work areas to prevent particulates from becoming airborne;

   
D.
Landscaping or planting of vegetation;

   
E.
Prevent emissions from material handling by a loader shall be achieved by reducing the material freefall as the bucket dumps the material.  Drop heights shall be minimized where applicable; and

   
F.
Water shall be applied to the crusher and transfer points, if necessary.

[Rules 62.4.070(3) and 62-296.320(4)(c), F.A.C.]

6.  Reasonable Assurance: In order to provide reasonable assurance that the precautions and practices required in Specific Condition No. 5 are adequate, emissions of unconfined particulate matter from the non-process emission sources should not exceed 10 percent opacity.  Exceedance of this limit shall not be considered a violation in and of itself, but an indication that additional control precautions and/or practices may be necessary.

[Rule 62-4.070(3), F.A.C.]

7.  Excess Emissions: Excess emissions resulting from startup, shutdown, or malfunction are permitted providing: (1) best operational practices to minimize emissions are adhered to and; (2) the duration of excess emissions shall be minimized but in no case exceed two hours in any 24 hour period unless specifically authorized by the Department for longer duration.  Excess emissions which are caused entirely or in part by poor maintenance, poor operation, or any other equipment or process failure which may reasonably be prevented during startup, shutdown, or malfunction shall be prohibited.  In case of excess emissions resulting from malfunctions, the permittee shall notify the Department in accordance with Rule 62-4.130, F.A.C.  A full written report on the malfunctions shall be submitted in a quarterly report, if requested by the Department.

{Permitting Note: This rule cannot vary any requirement of an applicable NSPS or NESHAP provision.}

[Rule 62-210.700, F.A.C.]

8.  Special Testing Requirement: When the Department, after investigation, has good reason (such as complaints, increased visible emissions or questionable maintenance of control equipment) to believe that any applicable emission standard contained in a Department rule or in a permit issued pursuant to those rules is being violated, it may require the owner or operator of the emissions unit to conduct compliance tests which identify the nature and quantity of pollutant emissions from the emissions unit and to provide a report on the results of the said tests to the Department.

[Rule 62-297.310(7)(b), F.A.C.]

9.  Annual Operating Report Requirement: Submit to the Air Compliance Section of the Department's Southwest District Office each calendar year on or before March 1, completed DEP Form 62-210.900(5), "Annual Operating Report for Air Pollutant Emitting Facility," for the preceding calendar year.  The report may be submitted electronically in accordance with the instructions received with the AOR package sent by the Department, or a hardcopy may be submitted.

[Rule 62-210.370(3)(a)2., F.A.C.]

10.  Other Requirements: The 300 HP engine, 230 HP engine, and diesel generator shall not become subject to 40 CFR 60, Subpart IIII – Standards of Performance for Stationary Compression Ignition Internal Combustion Engines without first obtaining an air pollution construction permit from the Department.  Asphalt Plant Nos. 49 and 67 shall not operate simultaneously at this site (Kathleen Site).
[Rules 62-212.300, 62-210.300(1), and 62-204.800(8), F.A.C.]
11.  Operating Permit Application: An air pollution operating permit application for this crushing system shall be submitted in conjunction with the visible emission test reports required by Specific Condition No. A.7. below.  Be sure to include with the application the following:

   A.
The appropriate Department application form [see Rule 62-210.900, F.A.C. (Forms and Instructions)];

   B.
The appropriate operation permit application fee(s);

   C.
Copies of the most recent month of logs as required by Specific Condition No. A.4.

[Rules 62-4.050, 62-62-297.310(7), 62-210.300(2), and 62-210.900, F.A.C.]

The following conditions apply to the Limestone and Aggregate Crushing System (NSPS & non-NSPS) - Emission Unit No. 001:

A.1.  Federal Rule Applicability (NSPS Subpart OOO) - In accordance with 40 CFR 60.670(a)(1) this emission unit is subject to the attached 40 CFR 60, Subparts A and OOO (New Source Performance Standards (NSPS) – General Provisions and Standards of Performance for Nonmetallic Mineral Processing Plants).  (see attachments ATTACHMENT NSPS and GENERAL PROVISIONS)
[Rules 62-204.800(8)(b) and (d), F.A.C.; 40 CFR 60, Subparts A and OOO]

A.2.  Permitted Capacity: The maximum transfer (crushing) rate of limestone and/or aggregate is 120 tons/hr. (based on a daily average) and 250,000 ton per any consecutive 12-month period.

[Rule 62-210.200(PTE), F.A.C.]

A.3.  Visible Emissions Limitations: In accordance with Rule 62-296.320(4)(b), F.A.C., visible emissions (VE) from fugitive particulate matter emissions from Emission Point Nos. 1, 14, 17, and 19, as shown below, shall not exceed the maximum allowable VE limit as shown in the Table below.  In accordance with 40 CFR 60.670(a)(1), 60.672(b), 60.672(c), and 60.672(h)(1), on and after the sixtieth day after achieving the maximum production rate at which the affected facility will be operated, but not later than 180 days after initial startup as required under 40 CFR 60.11, VE from fugitive particulate matter emissions from Emission Point Nos. 2, 3, 4, 5, 6, 7, 8, 9, 10, 11, 12, 13, 15, 16, and 18 as shown below shall not exceed the maximum allowable VE limit as shown in the Table below.  
	Emission Point No.
	Brief Description
	Max.VE Limit

(% Opacity)

	1
	Material from outdoor storage pile(s) transferred by front-end loader(s) to Feeder Hopper
	<20*

	2
	Feeder Hopper to Jaw Crusher
	15***

	3
	Jaw Crusher to Discharge Conveyor
	10**

	4
	Discharge Conveyor to Impact Crusher Feeder Hopper
	10**

	5
	Close Loop Conveyor to Impact Crusher Feeder Hopper
	10**

	6
	Impact Crusher
	15***

	7
	Impact Crusher to Discharge Conveyor
	10**

	8
	Discharge Conveyor to Feed Conveyor
	10**

	9
	Feed Conveyor to Dry Screen
	10**

	10
	Dry Screen
	10**

	11
	Dry Screen to Transfer Conveyor
	10**

	12
	Dry Screen to Close Loop Conveyor
	10**

	13
	Dry Screen to ¼" Minus Conveyor
	10**

	14
	¼" Minus Conveyor to Stockpile
	<20*

	15
	Transfer Conveyor to Wet Screen
	10**

	16
	Wet Screen to 89 Stone Wet Conveyor
	0****

	17
	89 Stone Wet Conveyor to  89 Stone Stockpile
	<20*

	18
	Wet Screen to 57 Stone Wet Conveyor
	0****

	19
	57 Stone Wet Conveyor to 57 Stone Stockpile
	<20*


{Permitting Note: Emission Point Nos. 1, 14, 16, 17, 18, and 19 do not require regular scheduled VE compliance testing.}
[Rule 62-296.320(4)(b), F.A.C.* and 40 CFR 60.672(b)**, (c)***, and (h)(1)****]

A.4.  Recordkeeping Requirements: In order to demonstrate compliance with Specific Condition No. A.2. and to continue to document the facility is a synthetic non-Title V facility, the permittee shall record the following:

DAILY

A.
Facility Name, Facility ID No. (1050400), Emission Unit ID No. (001)


B.
Date: Day/Month/Year

C.
Hours of operation.


D.
Quantity of material handled, in tons.  As proposed in the permittee's letter dated February 5, 2007, in order to determine the quantity of material handled a daily survey shall be conducted.  The survey shall determine the material stockpile(s) diameter, height, and slope of the sides.  From this information, the cubic yards associated with each stockpile shall be determined along with the weight, in tons.

E.
From the information in Specific Condition Nos. A.4.C. and A.4.D., calculate and record the daily average material transfer rate, in tons/hr.


F.
Equipment or instruments used to directly or indirectly  determine process variables, including devices such as belt scales, weight hoppers, flow meters, and tank scales, shall be calibrated and adjusted to indicate the true value of the parameter being measured with sufficient accuracy to allow the applicable process variable to be determined within 10% of its true value.

MONTHLY


G.
Facility Name, Facility ID No. (1050400), Emission Unit ID No. (001)


H.
Date: Month/Year


I.
The most recent consecutive 12-month period total quantity of material transferred, in tons.


J.
For all the emission activities at this facility (including the exempt emission unit activities), record separately the total emissions of PM, PM10, SO2, CO, NOx, and VOC along with the associated most recent consecutive 12-month total emissions of PM, PM10, SO2, CO, NOx, and VOC.  (also see Specific Condition No. 29.B.4. of permit 7775202-004-AC/7775202-005-AO)
Daily records shall be completed within 7 calendar days and monthly records shall be completed by the end of following month.  The records shall be maintained at the facility for at least three (3) years and made available to the Department upon request.
[Rules 62-4.070(3) and 62-297.310(5)(b), F.A.C.]

A.5.  Required Visible Emissions (VE) Compliance Testing: In order to determine compliance with the visible emission limitations of Specific Condition No. A.3., the permittee shall test Emission Point Nos. 2, 3, 4, 5, 6, 7, 8, 9, 10, 11, 12, 13, and 15 for visible emissions within 60 days* of initial operation and annually thereafter during each federal fiscal year (October 1 – September 30).

*
NSPS Permitting Note: This requirement is more stringent than and therefore satisfies the 40 CFR 60.8(a) performance testing requirement to test the emission source subject to 40 CFR 60  Subpart OOO within 60 days after achieving the maximum production rate, but not later than 180 days after initial startup.
[Rules 62‑297.310(7)(a)1. and 4., F.A.C.]
A.6.  Visible Emission Testing Requirement: Visible emission testing shall comply with the following:


A.
Testing shall be conducted when material (limestone and/or aggregate) is being transferred within 90-100% of the maximum permitted material (crushing) transfer rate of 120 tons/hr.  If it is impracticable to test at the maximum permitted material transfer rate, then the emission point(s) may be tested at a lesser rate.  In this case subsequent material transfer rate operation is limited to 110 percent of the tested material transfer rate until a new test is conducted.  Once the unit is so limited, then operation at a higher material transfer rate is allowed for no more than 15 consecutive days for the purposes of additional compliance testing to regain the maximum permitted material transfer rate.  In no case shall the maximum permitted material transfer rate of 120 tons/hr. (based on a daily average) be exceeded.

B.
Each visible emission test shall be conducted in accordance with EPA Method 9, contained in 40 CFR 60, Appendix A, which is adopted and incorporated by reference in Rule 62-204.800(8), F.A.C. [40 CFR 60.675(c)(1)]


C.
The minimum distance between the observer and the emission source shall be 15 feet.

[40 CFR 60.675(c)(1)(i)]


D.
The observer shall, when possible, select a position that minimizes interference from other fugitive emission sources (e.g., road dust).  The required observer position relative to the sun (Method 9, Section 2.1) must be followed.  [40 CFR 60.675(c)(1)(ii)]


E.
Regarding the initial visible emission tests:


1.
Emission Point Nos. 3, 4, 5, 7, 8, 9, 10, 11, 12, 13, and 15: The duration of each visible emission test may be reduced from 3 hours (thirty 6-minute averages) to 1 hour (ten 6-minute averages) only if the following conditions apply:



a.
There are no individual readings greater than 10 percent opacity; and 



b.
There are no more than 3 readings of 10 percent for the 1-hour period.



[40 CFR 60.675(c)(3)]


2.
Emission Point Nos. 2 and 6: The duration of the test visible emission test may be reduced from 3 hours (thirty 6-minute averages) to 1 hour (ten 6-minute averages) only if the following conditions apply:



a.
There are not individual readings greater than 15 percent opacity; and



b.
There are no more than 3 readings of 15 percent for the 1-hour period.



[40 CFR 60.675(c)(4)]


F.
Regarding visible emission testing after the initial tests: Each subsequent annual visible emission test shall be at least 30 minutes in duration.  [Rule 62-297.310(4), F.A.C.]


G.
If emissions from two or more of Emission Point Nos. 2, 3, 4, 5, 6, 7, 8, 9, 10, 11, 12, 13, and 15 cannot be read, either of the following procedures may be used:


1.
Use for the combined emission stream the highest fugitive opacity standard applicable to any of the emission points contributing to the emission stream.


2.
Separate the emissions so that the opacity of emissions from each emission point can be read.



[40 CFR 60.675(e)(1)]


H.
The test observation period shall include the period during which the highest opacity emissions can reasonably be expected to occur.  The minimum requirements for stationary point source emissions test procedures and reporting shall be in accordance with Chapter 62-297, F.A.C. and 40 CFR 60, Appendix A.

[Rules 62-204.800(8), 62-297.310(4), and 62-297.401, F.A.C.]

A.7.  Test Report Requirements: Visible emission test reports shall be submitted to the Air Compliance Section of the Department's Southwest District Office within 45 days of testing in conjunction with the operation permit application required by Specific Condition No. 11 above.  Be sure the test report includes the following:

A.
The actual transfer rate during the test(s) period.


B.
A copy of the daily operation record as required by Specific Condition No. A.4. above for the test day.

[Rules 62-4.070(3) and 62-297.310(8), F.A.C.]

A.8.  Test Notifications: The permittee shall comply with the following:


A.
For each initial visible emission tests: The permittee shall notify the Air Compliance Section of the Department's Southwest District Office of the test date on which each formal compliance test is to begin, of the date, time, and place of each such test, and the test contact person who will be responsible for coordinating and having such test conducted for the owner or operator.  The notification shall be postmarked not less than 30 days prior to such date.

B.
For each annual visible emission test after the initial test: The permittee shall notify the Air Compliance Section of the Department's Southwest District Office at least 15 days prior to the test date on which each formal compliance test is to begin, of the date, time, and place of each such test, and the test contact person who will be responsible for coordinating and having such test conducted for the owner or operator.

[40 CFR 60.7(a)(6) and Rule 62-297.310(7)(a)9., F.A.C.]

A.9.  NSPS Notification Requirements: In accordance with the requirements of 40 CFR 60.7 and 60.676(h), the permittee shall submit written notification of the following to the Air Compliance Section of the Department's Southwest District Office:


A.  The date construction is commenced postmarked no later than 30 days after such date.

B.
The actual date of initial startup postmarked within 15 days after such date.

[Rule 62-204.800(8)(d), F.A.C.; 40 CFR 60.7 and 60.676(i)]
A.10.  Other NSPS Requirements: The permittee shall comply with the following:


A.
When an existing emissions source (one that is not subject to 40 CFR 60 Subpart OOO) is replaced by a piece of equipment of equal or smaller size, as defined in 40 CFR 60.671, having the same function as the existing emission source, the emission source is exempt from the provisions of 40 CFR 60.672, Standard for Particulate Matter; 60.674, Monitoring of Operations; and 60.675, Test Methods and Procedures, but it is not exempt from any other requirements of Department rules or this permit.  If the permittee replaces all existing emission sources in a production line with new emission sources, the new emission sources become subject to and must comply with 40 CFR 60 Subpart OOO.  Prior to the replacement, the permittee shall submit the information required by 40 CFR 60.676(a) to the Air Compliance Section of the Department's Southwest District Office. The requirements based on 40 CFR 60.676(a) are given below:

	PRIVATE 
60.676 Reporting and Recordkeeping.
(a) Each owner or operator seeking to comply with Specific Condition No. 25 shall submit to the
Air Compliance Section of the Department’s Southwest District Office, the following information about the existing facility being replaced and the replacement piece of equipment. 
 (1) For a crusher, grinding mill, bucket elevator, bagging operation, or enclosed truck or railcar       loading station: 

     (i) The rated capacity in tons per hour of the existing facility being replaced and 

    (ii) The rated capacity in tons per hour of the replacement equipment. 

 (2) For a screening operation: 

     (i) The total surface area of the top screen of the existing screening operation being replaced and

    (ii) The total surface area of the top screen of the replacement screening operation. 

 (3) For a conveyor belt: 

     (i) The width of the existing belt being replaced and 

    (ii) The width of the replacement conveyor belt. 

 (4) For a storage bin: 

     (i) The rated capacity in tons of the existing storage bin being replaced and 

    (ii) The rated capacity in tons of replacement storage bins. 


[Rule 62-204.800, F.A.C.; 40 CFR 60.670(d)]


B.
A screening operation, bucket elevator, or belt conveyor that processes unsaturated material but subsequently processes saturated material shall submit a report of this change to the Air Compliance Section of the Department's Southwest District Office within 30 days following such change.  The screening operation, bucket elevator, or belt conveyor is then subject to the no visible emission limit as stipulated in 40 CFR 60.672(h)(1).

[Rule 62-204.800(8)(b)64., F.A.C.; 40 CFR 60.676(g)]
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