Mizkan Americas, Inc.                                                            FINAL 
Permit No.: 1050418-001-AC 

Lake Alfred Plant 

Project:  Vinegar Generation Units



             (with Process Steam Boiler)


PRIVATE 

PERMITTEE:                                                             FINAL
Permit No:  1050418-001-AC
Mizkan Americas, Inc.
Effective Date:      08/13/2008
1661 Feehanville, Suite 300
Expiration Date:   05/31/2009
Mt. Prospect, IL  60056
County:  Polk


Project:  Vinegar Generation Units 


                (with Process Steam Boiler)

This permit is issued under the provisions of Chapter 403, Florida Statutes, and Florida Administrative Code Chapters 62-204, 62-210, 62-212, 62-213, 62-296, 62-297, and Chapter 62-4.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans and other documents, attached hereto or on file with the Florida Department of Environmental Protection:

This permit authorizes the initial operation of the vinegar generation units and associated equipment under the ownership of Mizkan Americas, Inc. at this Lake Alfred vinegar and wine processing facility.   Based on the limitation on vinegar production rate, this facility is considered a synthetic minor non-Title V source for the pollutant volatile organic compounds (VOC).

The facility under the ownership of Mizkan Americas, Inc.* consists of a process steam boiler, vinegar generation units, and the exempt emission sources/activities as described below. 
(* Permitting Note: This Lake Alfred facility also contains emission sources owned and operated by Imperial Brands, Inc. (dba Florida Distillers Company) permitted under facility ID 1050090.  The total facility includes four (4) boilers (three owned by Imperial Brands, Inc. and one by Mizkan Americas, Inc.), distillery operations (Imperial Brand,  Inc.), vinegar generation operations (Mizkan Americas, Inc.) and miscellaneous exempt emission activities (both Imperial Brands, Inc. and Mizkan Americas, Inc.) 

Permitted Emission Units (EU’s)

The Clark 300 HP bottling plant process steam boiler (EU 001) is fired exclusively on natural gas at a maximum rated heat input rate of 12.55 MMBtu/hour (corresponds to a fuel firing rate of approximately 12 x 103 cu. ft./hour).  

(Federal NSPS Applicability Note -  This boiler is subject to Federal New Source Performance Standards (NSPS) Subpart Dc (Standards of Performance for Small Industrial-Commercial-Institutional Steam Generating Units) as they apply to a natural gas fired only units.)
Vinegar generation units (acetators) (4) (EU 002) - This process consists of oxidizing ethyl alcohol with a continuous stream of air to form acetic acid (vinegar).  The vinegar is then filtered, stored and shipped.  VOC emissions from three older acetators are controlled by one medium efficiency (80%+) counter current packed bed wet scrubber - a Heinrich Frings Inc. Model Type II, WV325-120 (with a design air flow capacity of 325 acfm).  Emissions from the newer acetator are controlled by a second medium efficiency (80%+) counter current packed bed wet scrubber - a Heinrich Frings Inc. Model Type I, WV177-120 (with a design airflow capacity of 177 acfm).

Exempt Emission Sources/Activities (for reference only)
Also referenced on this permit for information only are the following minor VOC emitting activities which are exempt from permitting in accordance with Rule 62-210.300(3)(b)1 (Generic Emissions Unit Exemption), F.A.C. on the basis that VOC emissions from these activities are below the exemption threshold level:


Vinegar Storage Tanks - nineteen (19) tanks of various storage capacities (from 2,000 to 30,000 gallons).  (Estimated total potential to emit (PTE) of 1.36 TPY of VOC.)

Vinegar Shipping Operations with VOC emissions resulting from filling of 55-gallon drums and tank trucks.  (Estimated total PTE of 0.515 TPY of VOC).

Vinegar Bottling Operations 


Vinegar Concentration Operations
Wine Fermentation
Wine Cutting/Blending

Wine Bottling

The following  two (2) standby emergency generators are exempt from permitting in accordance with the provisions of Rule 62-210.300(3)(a)35, F.A.C. (emergency generators).

- a 65 kw Detroit Diesel Allison standby emergency generator*

- a 125 kw Caterpillar standby emergency generator*

(* NSPS Subpart IIII Applicability Note -  NSPS 40 CFR 60 Subpart IIII (Standards of Performance for Stationary Compression Ignition Internal Combustion Engines) does not apply to these engines based on their date of manufacture being before the applicability dates specified in Subpart IIII.  These emergency generators are older units that have been located at this facility for an extensive period of time.)
Facility Information Summary:

Location: Lake Alfred Plant at 445 North Dakota Avenue, Lake Alfred, Polk County 

    (Note:  This is same location as Imperial Brands, Inc.\Florida Distillers Company Facility ID 1050090.)
UTM:  17-429.05 E    3108.24 N                
Latitude:  28(05’51.78”   Longitude: 81(43’19.97”

Facility ID No: 1050418


Emission Unit (EU) ID Nos.:
001 - 300 HP Clark Process Steam Boiler *

002 - Vinegar Generation Units (acetators)(4) *
(* Emission Unit ID Note:  The 300 HP Clark Boiler and vinegar generation units were previously designated as Emission Units 004 and 006, respectively, under facility ID 1050090 when they were under the ownership of Imperial Brands, Inc./Florida Distillers Company.)

 Note: Please reference Permit No. and Emission unit ID No. in all correspondence, test report submittals, applications, etc.                                                                                    

Permitting History/Affected Permits:    

This is the first air permit for these emission sources under the ownership of Mizkan Americas, Inc.

These emission units were previously permitted as EU’s 004 and 006 on the following construction permits with Florida Distillers Company as the owner/permittee.  This permit replaces those permits as they relate to these emission units.   
    - AC53-241925 (construction permit for the 300 HP Clark boiler (EU 004))
    - 1050090-003-AC (construction permit for the vinegar generation operations (EU 006))
This permit also modifies Imperial Brands/Florida Distillers Company operation permit 1050090-008-AF by removing Emission Units 004 and 006 and their associated requirements from that permit.  
(Permitting Note:  At the time of processing this Mizkan Americas, Inc. construction permit, the application for renewal of operation permit 1050090-008-AF was also being processed under DEP ARMS Project 1050090-012-AF.  When issued, this operation permit renewal for Imperial Brands/Florida Distillers Company will no longer include EU’s 004 and 006.)
Attachments to This Permit:


- General Conditions (version dated 11/1/05)
- Boiler BACT Determination for PM and SO2 in accordance with Rule 296.406(2) & (3), F.A.C.
SPECIFIC CONDITIONS:
1.  General Conditions - A part of this permit is the attached 15 General Conditions.

[Rule 62-4.160, F.A.C.]

2.  Other Applicable Requirements - Issuance of this permit does not relieve the permittee from complying with applicable emission limiting standards or other requirements of Chapters 62-204, 62-210, 62-212, 62-296 and 62-297, or any other requirements under federal, state or local law.  All applicable rules of the Department and design discharge limitations specified in the application must be adhered to.  [Rule 62-210.300, F.A.C.]

300 HP Clark Process Steam Boiler (EU 001)
Boiler Operational and Emission Limitations

3.  Permitted Operating Hours – This boiler is permitted for continuous operation (i.e. 8,760 hours/year).

[As requested by the applicant in construction permit application dated 05/02/08]

4.  NSPS Applicability – This boiler is subject to and shall meet the applicable (for a natural gas fired only boiler) requirements of the Federal New Source Performance Standards (NSPS) 40 CFR 60 Subpart Dc - Standards of Performance for Small Industrial-Commercial-Institutional Steam Generating Units*.  (* This consists only of a recordkeeping requirement - see Specific Condition No. 12. )  
[Rule 62-204.800(8)(b), F.A.C.; NSPS Subpart Dc - 40 CFR 60.40c through 60.48c]

5.  Permitted Fuels - The 300 HP Clark Boiler (E.U. 001) is permitted to fire natural gas only. 

[BACT Determination for particulate matter (PM) and sulfur dioxide (SO2) emissions made for this boiler in accordance with Rule 296.406(2) & (3), F.A.C.)]
(Permitting Note - This is the same BACT Determination made for this boiler when it was originally permitted at this facility in 1994 on construction permit AC53-241925 issued to Florida Distillers Company (Facility ID 1050090).)  

6.  Visible Emissions Limitation - Visible emissions from the boiler shall not exceed 20% opacity, except for one two-minute period per hour during which opacity shall not exceed 40%.  

[Rule 62-296.406(1), F.A.C.] 

Boiler Compliance Testing Requirements

7.  Boiler Visible Emissions (VE) Testing Requirements - The exhaust stack for the boiler shall be tested for visible emissions during the 180-day period prior to applying for renewal of the initial operation permit for this facility*.  A copy of the test report shall be submitted to the Air Compliance Section of the Southwest District office of the Department within 45 days of testing.  (See also Specific Condition No. 11 for additional information to be submitted with the test report.)
[Rules 62-4.070(3) and 62-297.310 F.A.C.]

(* Permitting and VE Testing Note - The initial operation permit for this emission unit under Mizkan Americas, Inc. ownership has not yet been issued (see Specific Condition No. 22 for operation permit application submittal requirement ).  In accordance with Imperial Brands, Inc./Florida Distillers Company operation permit 1050090-008-AF, this boiler was tested for visible emissions on May 29, 2008.  This testing will satisfy the Rule 62-297.310(7)(a)1 , F.A.C. testing requirement for the initial operation permit for this boiler for Mizkan Americas, Inc.   In accordance with Rule 62-297.310(7)(a)(3), F.A.C., the next visible emission test will be required prior to applying for a renewal of the initial operation permit.)
8.  Visible Emissions (VE) Test Method - Compliance with the visible emissions (VE) limitation of Specific Condition No. 6 shall be determined using DEP Method 9 as shown in Rule 62-297.401, F.A.C. The VE test shall be conducted by a certified observer and be a minimum of sixty (60) minutes in duration.  The VE test observation period shall include the period during which the highest opacity emissions can reasonably be expected to occur.  The minimum requirements for stationary point source emission test procedures and reporting shall be in accordance with Rule 62-297.310, F.A.C. and 40 CFR 60 Appendix A.    
[Rules 62-297.310(4)(a)(2), and 62-297.401(9)(c), F.A.C.]
9.  Test Date Notification - The permittee shall notify the Air Compliance Section of the Southwest District office of the Department at least 15 days prior to the date on which each formal compliance test is to begin.  The notification shall include the date, time, and place of each such test, and the test contact person who will be responsible for coordinating and having such test conducted.    

[Rule 62-297.310(7)(a)(9), F.A.C.]

10.  Boiler Operating Rate During Testing - The visible emissions compliance tests shall be conducted while operating the boiler at a high firing rate that is within 90-100% of the maximum rated heat input rate for this boiler. 
[Rule 62-297.310(2), F.A.C.]
11.  Test Report Fuel and Operating Rate Statement - The permittee shall submit a statement of the fuel being used and the estimated fuel heat input rate during the test period as a part of the compliance test report.  Failure to submit the fuel type and heat input rate, or operating at conditions which do not reflect the normal operating conditions, may invalidate the test and fail to provide reasonable assurance of compliance.    

[Rules 62-4.070(3), and 62-297.310(8)(c), F.A.C.]

Boiler Compliance Recordkeeping Requirements
12.   Monthly Fuel Usage Records - Pursuant to 40 CFR 60.48c NSPS Subpart Dc (Standards of Performance for Small Industrial-Commercial-Institutional Steam Generating Units), the permittee is required to maintain records of the amount of natural gas (or any other fuel) combusted in the boiler.  In accordance with 40 CFR 60.48(g)(2), since this unit is permitted to combust natural gas only, records of the amount of each fuel burned during each calendar month shall be kept.  An entry shall be made in the log no later than 21 days after the end of each calendar month.  These records shall be recorded in a permanent form suitable for inspection onsite by the Department upon request, and shall be retained for at least a three (3) year period. 
[Rules 62-4.160(14)(b), and 62-204.800(8)(b), F.A.C.; NSPS Subpart Dc - 40 CFR 60.48c(g)(1) and (2)] 

Vinegar Generation Units (Acetators) (EU 002) 
Vinegar Generation Essential Potential To Emit (PTE) Limitations
13.  Permitted Operating Hours - The vinegar generation units (acetators) are permitted for continuous operation (i.e. 8,760 hours per year).   

[As requested by the applicant in construction permit application dated 05/02/08]

14.  Maximum Production Rate - The maximum combined production rate from the four (4) vinegar generation units (acetators) shall not exceed a total of 17,200 grain gallons per day* (a grain gallon is one gallon of 10% acetic acid (vinegar) by volume).  (See Specific Condition No. 16 for recordkeeping requirements associated with this condition.)

[Rules 62-4.070(3), 62-210.200 (definition of Potential to Emit), F.A.C., to limit potential volatile organic compound  (VOC)  emissions from the vinegar generation operations; construction permit application dated 05/02/08]

(* VOC Potential To Emit (PTE) Note - VOC emissions are the primary air pollutant which results from operation of the vinegar generation units (acetators) and are controlled by the two scrubbers.  The VOC emission rate is based upon the vinegar production rate and the airflow through the generation units and exhausted from the scrubber control devices (the VOC emission factor for this 
model acetator is 1.76 grams per cubic meter/hr of air flow).   Based upon the above operating hour and production rate limitations, and the maximum total design airflow from the two scrubbers (502 acfm), the maximum PTE for VOC from this emission unit is 14.7 tons per year.  This maximum production rate limit is the same as that for the vinegar generation units when they were permitted on operation permit 1050090-008-AF under the ownership of  Imperial Brands, Inc./Florida Distillers Company.) 

15.  Circumvention of Air Pollution Control Equipment - The permittee shall not circumvent any air pollution control device or allow the emissions of air pollutants without the applicable air pollution control devices (i.e., wet scrubbers) operating properly.  In order to insure that the scrubbers are operating effectively, the ethanol content of the scrubber monitor liquid shall not exceed 0.8% ethanol* during periods when a vinegar generation unit (acetator) controlled by that scrubber is in operation.

(See Specific Condition No. 17 for associated recordkeeping requirements.)
[Rules 62-4.070(3), and 62-210.650, F.A.C.]
(* Permitting Note -  This is the same requirement for the scrubber emission control devices contained in Imperial Brands, Inc.\Florida Distillers Company operation permit 1050090-008-AF, the previous air permit for these vinegar generation units.)
(Operations Note for Specific Condition No. 16 - Efficient operation of the scrubbers is essential to Mizkan Americas, Inc. in order to maintain good production results.)

Vinegar Generation Compliance Recordkeeping Requirements
16.  Vinegar Production Records - In order to document compliance with Specific Condition No. 14, the permittee shall maintain a record of the total daily vinegar (acetic acid) production rate in terms of grain gallons per day (a grain gallon is one gallon of 10% acetic acid (vinegar) by volume).  These records shall be recorded in a permanent form suitable for inspection onsite by the Department upon request, and shall be retained for at least a three (3) year period. 

[Rules 62-4.070(3), and 62-4.160(14)(b), F.A.C.; construction permit 1050090-003-AC]

17.  Scrubber Operating Parameter Records - In order to document compliance with Specific Condition No. 15, the permittee shall maintain a daily log of scrubber monitor liquid ethanol content (in % ethanol). A reading shall be taken for each scrubber at a minimum once each day during which the vinegar generation unit(s) (acetators) controlled by that scrubber are in operation.  These records shall be recorded in a permanent form suitable for inspection onsite by the Department upon request, and shall be retained for at least a three (3) year period. 

[Rules 62-4.070(3), and 62-4.160(14)(b), F.A.C.]
(Permitting Note - This recordkeeping requirement  is the same as that for the vinegar generation units when they were permitted on operation permit 1050090-008-AF under the ownership of  Imperial Brands, Inc./Florida Distillers Company.)
General Facility Conditions

Emission Limitations

18.  Visible Emissions (VE) Limitation - No person shall cause, let, permit or allow to be discharged into the atmosphere the emissions of air pollutants from any activity, the density of which is equal to or greater than 20 per cent opacity.

[Rule 62-296.320(4)(b)1 (General Visible Emission Standard), F.A.C.]

19.  Objectionable Odor - The permittee shall not cause, suffer, allow, or permit the discharge of air pollutants which cause or contribute to an objectionable odor.  An objectionable odor is any odor present in the outdoor atmosphere which by itself or in combination with other odors, is or may be harmful or injurious to human health or welfare, which unreasonably interferes with the comfortable use and enjoyment of life or property, or which creates a nuisance.      [Rule 62-296.320(2), F.A.C.] 

General Reporting Requirements
20.  Annual Operating Report (AOR) - The permittee shall submit to the Air Program of the Southwest District Office of the Department each calendar year on or before March 1, a completed DEP Form 62-210.900(5), "Annual Operating Report for Air Pollutant Emitting Facility" (AOR) for the preceding calendar year.  The report may be submitted electronically in accordance with the instructions received with the AOR package sent by the Department, or a hardcopy may be sent to the Air Compliance section of the Southwest District Office of the Department.

[Rule 62-210.370(3), F.A.C.]

Operation Permit Application
21.  Initial Operation Permit Application Submittal – A complete application for an operation permit for these emission units shall be submitted to the Air Program of the Southwest District Office of the Department no later than ninety (90) days prior to the expiration date of this permit.  To properly apply for an operation permit, the applicant shall submit the following:


A.
the appropriate application form (see current version of Rule 62-210.900, F.A.C., and/or FDEP Division of Air Resource Management website at: http://www.dep.state.fl.us/air/);


B.
the appropriate operation permit application fee in accordance with Rule 62-4.050(4)(a), F.A.C.; 


C.
copies of the vinegar production rate and scrubber operating parameter records (see Specific Condition Nos. 16 and 17) for the most recent month.
[Rules 62-4.050(4)(a), 62-4.070(3), 62-210.300(2), and 62-210.900, F.A.C.]  
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