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The owner or operator shall comply with all applicable provisions of 40 CFR 60 Subpart A, which is 
available at the following link: 

Link to NSPS Subpart A  

http://ecfr.gpoaccess.gov/cgi/t/text/text-idx?c=ecfr&rgn=div6&view=text&node=40:6.0.1.1.1.1&idno=40�
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The owner or operator shall comply with all applicable provisions of 40 CFR 63 Subpart A, which is 
available at the following link: 

Link to NESHAP Subpart A  
 

http://ecfr.gpoaccess.gov/cgi/t/text/text-idx?c=ecfr&rgn=div6&view=text&node=40:9.0.1.1.1.1&idno=40�
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ASTM standard for biodiesel is defined as the mono alkyl esters of long chain fatty acids derived from 
vegetable oils or animal fats, for use in compression-ignition (diesel) engines. This specification is for pure 
(100%) biodiesel prior to use or blending with diesel fuel.  
 

Standards for Biodiesel ASTM D-6751 IS 15607 : 2005 
Density Not Mentioned 860 - 900 Kg / m3 
Ester Content Not Mentioned 96.5 % 
Flash point (closed cup) 130°C min. (150°C average) 120°C 
Water and sediment 0.050% by vol., max. 500 mg / Kg, max. 
Kinematic viscosity at 40°C 1.9-6.0 mm2/s 2.5-6.0 mm2/s 

Oxidation Stability Not Mentioned 6 hours min, at 
110°C 

Ramsbottom carbon residue, % mass  0.10   
Sulfated ash 0.020% by mass, max.   
Sulfur 0.0015% by mass, max*. 50 mg / Kg max 
Copper strip corrosion 3 hrs. 50°C No. 3 max Class 1 
Cetane 47 min. 51 min. 
Carbon residue 0.050% by mass, max.   
Acid number, mg KOH/g 0.80 max. 0.50 max. 
Methanol or Ethanol Not Mentioned 0.2 % m/m, max 
Free glycerin  0.020 % mass 0.020 % mass 
Total glycerine (free glycerine and 
unconverted glycerides combined) 0.24% by mass, max. 0.25% by mass, max. 

Group I Metal (Na+K) 5 mg/Kg, max 5 mg/Kg, max 
Group II Metal (Ca+Mg) Not Mentioned 5 mg/Kg, max 
Phosphorus content 0.001 max. % mass 10 mg/Kg, max 
Distillation 90% @ 360°C Not Mentioned 

* S 15 Grade Biodiesel is required for the Geoplasma Project to meet the fuel sulfur requirements of 40 CFR 60, NSPS 
Subpart IIII. 
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Unless otherwise specified in the permit, the following conditions apply to all emissions units and activities at 
the Geoplasma facility. 

EMISSIONS AND CONTROLS 
1. Plant Operation - Problems:  If temporarily unable to comply with any of the conditions of the permit due to 

breakdown of equipment or destruction by fire, wind or other cause, the permittee shall notify each 
Compliance Authority as soon as possible, but at least within one working day, excluding weekends and 
holidays.  The notification shall include:  pertinent information as to the cause of the problem; steps being 
taken to correct the problem and prevent future recurrence; and, where applicable, the owner’s intent 
toward reconstruction of destroyed facilities.  Such notification does not release the permittee from any 
liability for failure to comply with the conditions of this permit or the regulations.  [Rule 62-4.130, F.A.C.] 

2. Circumvention:  The permittee shall not circumvent the air pollution control equipment or allow the 
emission of air pollutants without this equipment operating properly.  [Rule 62-210.650, F.A.C.] 

3. Excess Emissions Allowed:  Excess emissions resulting from startup, shutdown or malfunction of any 
emissions unit shall be permitted providing (1) best operational practices to minimize emissions are adhered 
to and (2) the duration of excess emissions shall be minimized but in no case exceed 2 hours in any 24-hour 
period unless specifically authorized by the Department for longer duration.  Pursuant to Rule 62-
210.700(5), F.A.C., the permit subsection may specify more or less stringent requirements for periods of 
excess emissions.  Rule 62-210-700(Excess Emissions), F.A.C., cannot vary or supersede any federal NSPS 
or NESHAP provision.  [Rule 62-210.700(1), F.A.C.] 

4. Excess Emissions Prohibited:  Excess emissions caused entirely or in part by poor maintenance, poor 
operation, or any other equipment or process failure that may reasonably be prevented during startup, 
shutdown or malfunction shall be prohibited.  [Rule 62-210.700(4), F.A.C.] 

5. Excess Emissions - Notification:  In case of excess emissions resulting from malfunctions, the permittee 
shall notify the Compliance Authority in accordance with Rule 62-4.130, F.A.C.  A full written report on 
the malfunctions shall be submitted in a quarterly report, if requested by the Department.   
[Rule 62-210.700(6), F.A.C.] 

6. VOC or OS Emissions:  No person shall store, pump, handle, process, load, unload or use in any process or 
installation, volatile organic compounds (VOC) or organic solvents (OS) without applying known and 
existing vapor emission control devices or systems deemed necessary and ordered by the Department.  
[Rule 62-296.320(1), F.A.C.] 

7. Objectionable Odor Prohibited:  No person shall cause, suffer, allow or permit the discharge of air 
pollutants, which cause or contribute to an objectionable odor.  An “objectionable odor” means any odor 
present in the outdoor atmosphere which by itself or in combination with other odors, is or may be harmful 
or injurious to human health or welfare, which unreasonably interferes with the comfortable use and 
enjoyment of life or property, or which creates a nuisance.   
[Rules 62-296.320(2) and 62-210.200(Definitions), F.A.C.] 

8. General Visible Emissions:  No person shall cause, let, permit, suffer or allow to be discharged into the 
atmosphere the emissions of air pollutants from any activity equal to or greater than 20% opacity.  This 
regulation does not impose a specific testing requirement.  [Rule 62-296.320(4)(b)1, F.A.C.] 

9. Unconfined Particulate Emissions:  No person shall cause, let, permit, suffer or allow the emissions of 
unconfined particulate matter from any activity, including vehicular movement; transportation of materials; 
construction, alteration, demolition or wrecking; or industrially related activities such as loading, 
unloading, storing or handling; without taking reasonable precautions to prevent such emissions.  During 
the construction period, unconfined particulate matter emissions shall be minimized by dust suppressing 
techniques such as covering and/or application of water or chemicals to the affected areas, as necessary.  
[Rule 62-296.320(4)(c), F.A.C.] 
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RECORDS AND REPORTS 
10. Records Retention:  All measurements, records, and other data required by this permit shall be documented 

in a permanent, legible format and retained for at least 5 years following the date on which such 
measurements, records, or data are recorded.  Records shall be made available to the Department upon 
request.  [Rule 62-213.440(1)(b)2, F.A.C.] 

11. Emissions Computation and Reporting: 
a. Applicability.  This rule sets forth required methodologies to be used by the owner or operator of a 

facility for computing actual emissions, baseline actual emissions, and net emissions increase, as 
defined at Rule 62-210.200, F.A.C., and for computing emissions for purposes of the reporting 
requirements of subsection 62-210.370(3) and paragraph 62-212.300(1)(e), F.A.C., or of any permit 
condition that requires emissions be computed in accordance with this rule.  This rule is not intended to 
establish methodologies for determining compliance with the emission limitations of any air permit. 

b. Computation of Emissions.  For any of the purposes set forth in subsection 62-210.370(1), F.A.C., the 
owner or operator of a facility shall compute emissions in accordance with the requirements set forth in 
this subsection.  
(1) Basic Approach.  The owner or operator shall employ, on a pollutant-specific basis, the most 

accurate of the approaches set forth below to compute the emissions of a pollutant from an 
emissions unit; provided, however, that nothing in this rule shall be construed to require installation 
and operation of any continuous emissions monitoring system (CEMS), continuous parameter 
monitoring system (CPMS), or predictive emissions monitoring system (PEMS) not otherwise 
required by rule or permit, nor shall anything in this rule be construed to require performance of 
any stack testing not otherwise required by rule or permit.  
(a) If the emissions unit is equipped with a CEMS meeting the requirements of paragraph 62-

210.370(2)(b), F.A.C., the owner or operator shall use such CEMS to compute the emissions 
of the pollutant, unless the owner or operator demonstrates to the department that an 
alternative approach is more accurate because the CEMS represents still-emerging 
technology.  

(b) If a CEMS is not available or does not meet the requirements of paragraph 62-210.370(2)(b), 
F.A.C, but emissions of the pollutant can be computed pursuant to the mass balance 
methodology of paragraph 62-210.370(2)(c), F.A.C., the owner or operator shall use such 
methodology, unless the owner or operator demonstrates to the department that an alternative 
approach is more accurate.  

(c) If a CEMS is not available or does not meet the requirements of paragraph 62-210.370(2)(b), 
F.A.C., and emissions cannot be computed pursuant to the mass balance methodology, the 
owner or operator shall use an emission factor meeting the requirements of paragraph 62-
210.370(2)(d), F.A.C., unless the owner or operator demonstrates to the department that an 
alternative approach is more accurate.  

(2) Continuous Emissions Monitoring System (CEMS).  
(a) An owner or operator may use a CEMS to compute emissions of a pollutant for purposes of 

this rule provided:  
1) The CEMS complies with the applicable certification and quality assurance 

requirements of 40 CFR Part 60, Appendices B and F, or, for an acid rain unit, the 
certification and quality assurance requirements of 40 CFR Part 75, all adopted by 
reference at Rule 62-204.800, F.A.C.; or  
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2) The owner or operator demonstrates that the CEMS otherwise represents the most 
accurate means of computing emissions for purposes of this rule.  

(b) Stack gas volumetric flow rates used with the CEMS to compute emissions shall be obtained 
by the most accurate of the following methods as demonstrated by the owner or operator:  
1) A calibrated flowmeter that records data on a continuous basis, if available; or  
2) The average flow rate of all valid stack tests conducted during a five-year period 

encompassing the period over which the emissions are being computed, provided all 
stack tests used shall represent the same operational and physical configuration of the 
unit.  

(c) The owner or operator may use CEMS data in combination with an appropriate f-factor, heat 
input data, and any other necessary parameters to compute emissions if such method is 
demonstrated by the owner or operator to be more accurate than using a stack gas volumetric 
flow rate as set forth at subparagraph 62-210.370(2)(b)2., F.A.C., above.  

(3) Mass Balance Calculations.  
(a) An owner or operator may use mass balance calculations to compute emissions of a pollutant 

for purposes of this rule provided the owner or operator:  
1) Demonstrates a means of validating the content of the pollutant that is contained in or 

created by all materials or fuels used in or at the emissions unit; and  
2) Assumes that the emissions unit emits all of the pollutant that is contained in or created 

by any material or fuel used in or at the emissions unit if it cannot otherwise be 
accounted for in the process or in the capture and destruction of the pollutant by the 
unit’s air pollution control equipment.  

(b) Where the vendor of a raw material or fuel which is used in or at the emissions unit publishes 
a range of pollutant content from such material or fuel, the owner or operator shall use the 
highest value of the range to compute the emissions, unless the owner or operator 
demonstrates using site-specific data that another content within the range is more accurate.  

(c) In the case of an emissions unit using coatings or solvents, the owner or operator shall 
document, through purchase receipts, records and sales receipts, the beginning and ending 
VOC inventories, the amount of VOC purchased during the computational period, and the 
amount of VOC disposed of in the liquid phase during such period.  

(4) Emission Factors.  
a. An owner or operator may use an emission factor to compute emissions of a pollutant for 

purposes of this rule provided the emission factor is based on site-specific data such as stack 
test data, where available, unless the owner or operator demonstrates to the department that an 
alternative emission factor is more accurate. An owner or operator using site-specific data to 
derive an emission factor, or set of factors, shall meet the following requirements.  

1) If stack test data are used, the emission factor shall be based on the average emissions 
per unit of input, output, or gas volume, whichever is appropriate, of all valid stack tests 
conducted during at least a five-year period encompassing the period over which the 
emissions are being computed, provided all stack tests used shall represent the same 
operational and physical configuration of the unit.  

2) Multiple emission factors shall be used as necessary to account for variations in 
emission rate associated with variations in the emissions unit’s operating rate or 
operating conditions during the period over which emissions are computed.  
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3) The owner or operator shall compute emissions by multiplying the appropriate emission 
factor by the appropriate input, output or gas volume value for the period over which the 
emissions are computed.  The owner or operator shall not compute emissions by 
converting an emission factor to pounds per hour and then multiplying by hours of 
operation, unless the owner or operator demonstrates that such computation is the most 
accurate method available.  

b. If site-specific data are not available to derive an emission factor, the owner or operator may 
use a published emission factor directly applicable to the process for which emissions are 
computed. If no directly-applicable emission factor is available, the owner or operator may use 
a factor based on a similar, but different, process.  

(5) Accounting for Emissions During Periods of Missing Data from CEMS, PEMS, or CPMS.  In 
computing the emissions of a pollutant, the owner or operator shall account for the emissions 
during periods of missing data from CEMS, PEMS, or CPMS using other site-specific data to 
generate a reasonable estimate of such emissions.  

(6) Accounting for Emissions During Periods of Startup and Shutdown.  In computing the emissions of 
a pollutant, the owner or operator shall account for the emissions during periods of startup and 
shutdown of the emissions unit.  

(7) Fugitive Emissions.  In computing the emissions of a pollutant from a facility or emissions unit, the 
owner or operator shall account for the fugitive emissions of the pollutant, to the extent 
quantifiable, associated with such facility or emissions unit.  

(8) Recordkeeping.  The owner or operator shall retain a copy of all records used to compute emissions 
pursuant to this rule for a period of five years from the date on which such emissions information is 
submitted to the department for any regulatory purpose.  

c. Annual Operating Report for Air Pollutant Emitting Facility 
(1) The Annual Operating Report for Air Pollutant Emitting Facility (DEP Form No. 62-210.900(5)) 

shall be completed each year for the following facilities:  
(a) All Title V sources.  
(b) All synthetic non-Title V sources.  
(c) All facilities with the potential to emit ten (10) tons per year or more of volatile organic 

compounds or twenty-five (25) tons per year or more of nitrogen oxides and located in an 
ozone nonattainment area or ozone air quality maintenance area.  

(d) All facilities for which an annual operating report is required by rule or permit.  
(2) Notwithstanding paragraph 62-210.370(3)(a), F.A.C., no annual operating report shall be required 

for any facility operating under an air general permit.  
(3) The annual operating report shall be submitted to the appropriate Department of Environmental 

Protection (DEP) division, district or DEP-approved local air pollution control program office by 
April 1 of the following year.  

(4) Beginning with 2007 annual emissions, emissions shall be computed in accordance with the 
provisions of subsection 62-210.370(2), F.A.C., for purposes of the annual operating report.  

[RULE 62-210.370, F.A.C.] 
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CEMS OPERATION PLAN 

1. CEMS Operation Plan:  The owner or operator shall create and implement a facility-wide plan for the 
proper installation, calibration, maintenance and operation of each CEMS required by this permit.  The 
owner or operator shall submit the CEMS Operation Plan to the Bureau of Air Monitoring and Mobile 
Sources for approval at least 60 days prior to CEMS installation.  The CEMS Operation Plan shall become 
effective 60 days after submittal or upon its approval.  If the CEMS Operation Plan is not approved, the 
owner or operator shall submit a new or revised plan for approval. 

{Permitting Note:  The Department maintains both guidelines for developing a CEMS Operation Plan and 
example language that can be used as the basis for the facility-wide plan required by this permit.  Contact 
the Emissions Monitoring Section of the Bureau of Air Monitoring and Mobile Sources at (850)488-0114.} 

INSTALLATION, PERFORMANCE SPECIFICATIONS AND QUALITY ASSURANCE 

2. Timelines: 

a. New and Existing Emission Units.  For new emission units, the owner or operator shall install each 
CEMS required by this permit prior to initial startup of the unit.  The owner or operator shall conduct 
the appropriate performance specification for each CEMS within 90 operating days of achieving 
permitted capacity as defined in Rule 62-297.310(2), F.A.C., but no later than 180 calendar days after 
initial startup. 

3. Installation:  All CEMS shall be installed such that representative measurements of emissions or process 
parameters from the facility are obtained.  The owner or operator shall locate the CEMS by following the 
procedures contained in the applicable performance specification of 40 CFR part 60, Appendix B. 

4. Span Values and Dual Range Monitors:  The owner or operator shall set appropriate span values for the 
CEMS.  The owner or operator shall install dual range monitors if required by and in accordance with the 
CEMS Operation Plan. 

5. Continuous Flow Monitor:  For compliance with mass emission rate standards, the owner or operator shall 
install a continuous flow monitor to determine the stack exhaust flow rate.  The flow monitor shall be 
certified pursuant to 40 CFR part 60, Appendix B, Performance Specification 6. 

6. Diluent Monitor:  If it is necessary to correct the CEMS output to the oxygen concentrations specified in 
this permit’s emission standards, the owner or operator shall either install an oxygen monitor or install a 
CO2 monitor and use an appropriate F-Factor computational approach. 

7. Moisture Correction:  If necessary, the owner or operator shall determine the moisture content of the 
exhaust gas and develop an algorithm to enable correction of the monitoring results to a dry basis (0% 
moisture). 

{Permitting Note:  The CEMS Operation Plan will contain additional CEMS-specific details and 
procedures for installation.} 

8. Performance Specifications:  The owner or operator shall evaluate the acceptability of each CEMS by 
conducting the appropriate performance specification, as follows.  CEMS determined to be unacceptable 
shall not be considered installed for purposes of meeting the timelines of this permit. 

a. SO2 CEMS:  The SO2 CEMS shall be certified, operated, and maintained in accordance with the 
requirements of 40 CFR 60, Appendices A and F.   

b. CO Monitors:  For CO monitors, the owner or operator shall conduct Performance Specification 4 or 
4A of 40 CFR part 60, Appendix B 

c. NOX Monitor:  For a NOX monitor, the owner or operator shall conduct Performance Specification 2 
of 40 CFR part 60, Appendix B. 
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d. Hg Monitor:  The Hg CEMS shall be certified pursuant to the requirements in Performance 
Specification 12A (PS-12A), “Specifications and Test Procedures for Total Vapor phase Mercury 
Continuous Monitoring Systems in Stationary Sources,” or that has passed verification tests 
conducted under the auspices of the U.S. Environmental Protection Agency’s (EPA) Environmental 
Technology Verification (ETV) Program.   

e. COMS:  In accordance with 40 CFR 60.48b(a) the permittee shall install, calibrate, operate and 
maintain a continuous opacity monitor (COM) to continuously monitor and record opacity from the 
steam generating unit.  The COMS shall be certified pursuant to 40 CFR 60 Appendix B, Performance 
Specification 1.   

9. Quality Assurance:  The owner or operator shall follow the quality assurance procedures of 40 CFR part 
60, Appendix F. 

a. CO Monitors:  The required relative accuracy test audit (RATA) tests shall be performed using EPA 
Method 10 in Appendix A of 40 CFR part 60 and shall be based on a continuous sampling train. 

b. NOX Monitors:  The required RATA tests shall be performed using EPA Method 7E in Appendix A of 
40 CFR part 60.  NOX shall be expressed “as NO2.” 

c. SO2 Monitors:  The required RATA tests shall be performed using EPA Method 6C in Appendix A of 
40 CFR part 60. 

d. Hg Monitor:  After certification the owner or operator will begin reporting Hg concentration 
emissions data.  The owner or operator shall adhere to the calibration drift and quarterly performance 
evaluation procedures and ongoing data quality assurance procedures in 40 CFR Part 60, Appendix F 
or 40 CFR Part 75, Appendix B.  The mass emissions shall be estimated based on the actual data 
collected no later than 10 days following the end of the month.  The mercury monitoring data results 
shall be submitted quarterly.  The CEMS shall only be used as the method of compliance if the owner 
or operator, at a minimum, meets the requirements of 40 CFR 60.58b(n).  Prior to use of the Hg-
CEMS as the method to demonstrate compliance, the owner or operator shall submit written notice to 
the Department, and receive approval for missing data substitution and a data calculation approach 
plans. 

10. Substituting RATA Tests for Compliance Tests:  Data collected during CEMS quality assurance RATA 
tests can substitute for annual stack tests, and vice versa, at the option of the owner or operator, provided 
the owner or operator indicates this intent in the submitted test protocol and follows the procedures 
outlined in the CEMS Operation Plan. 

CALCULATION APPROACH 

11. CEMS Used for Compliance:  Once adherence to the applicable performance specification for each CEMS 
is demonstrated, the owner or operator shall use the CEMS to demonstrate compliance with the long term 
12 month rolling mean emission limits for NOX, SO2, CO and Hg emission standards as specified by this 
permit. 

12. CEMS Data:  Each CEMS shall monitor and record emissions during all periods of operation and 
whenever emissions are being generated, including during episodes of startups, shutdowns, and 
malfunctions.  All data shall be used, except for invalid measurements taken during monitor system 
breakdowns, repairs, calibration checks, zero adjustments and span adjustments, and except for allowable 
data exclusions as per Condition 19 of this appendix. 

13. Operating Hours and Operating Days:  For purposes of this appendix, the following definitions shall apply.  
An hour is the 60-minute period beginning at the top of each hour.  Any hour during which an emissions 
unit is in operation for more than 15 minutes is an operating hour for that emission unit.  A day is the 24-
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hour period from midnight to midnight.  Unless otherwise specified by this permit, any day with at least 
one operating hour for an emissions unit is an operating day for that emission unit. 

14. Valid Hourly Averages:  Each CEMS shall be designed and operated to sample, analyze and record data 
evenly spaced over the hour at a minimum of one measurement per minute.  All valid measurements 
collected during an hour shall be used to calculate a 1-hour block average that begins at the top of each 
hour. 

a. Hours that are not operating hours are not valid hours. 

b. For each operating hour, the 1-hour block average shall be computed from at least two data points 
separated by a minimum of 15 minutes. If less than two such data points are available, there is 
insufficient data, the 1-hour block average is not valid, and the hour is considered as “monitor 
unavailable.” 

15. Calculation Approaches:  The owner or operator shall implement the calculation approach specified by this 
permit for each CEMS, as follows: 

a. Rolling12-month average, rolled monthly:  Compliance shall be determined after each operating 
month by calculating the arithmetic average of all the valid hourly averages from that operating month 
and the prior x-1 operating months. 

MONITOR AVAILABILITY 

16. NOX, SO2 and CO Monitor Availability:  The quarterly excess emissions report shall identify monitor 
availability for each quarter in which the unit operated.  Monitor availability for each CEMS shall be 95% 
or greater in any calendar quarter in which each unit operated for more than 760 hours.  In the event the 
applicable availability is not achieved, the permittee shall provide the Department with a report identifying 
the problems in achieving the required availability and a plan of corrective actions that will be taken to 
achieve 95% availability.  The permittee shall implement the reported corrective actions within the next 
calendar quarter.  Failure to take corrective actions or continued failure to achieve the minimum monitor 
availability shall be violations of this permit.  

17. Initial Hg Monitor Availability:  During the initial four quarters of operation, the quarterly excess 
emissions report shall identify Hg CEMS availability for each calendar quarter in which the unit is 
operated.  Monitor availability for the Hg CEMS shall be 85% or greater in any of the initial four calendar 
quarters in which the unit operated for more than 760 hours.  In the event the availability is not achieved, 
the permittee shall provide the Department with a report identifying the problems in achieving the required 
availability and a plan of corrective actions that will be taken to achieve 85% availability.  The permittee 
shall implement the reported corrective actions within the next calendar quarter.  Failure to take corrective 
actions or continued failure to achieve the minimum monitor availability shall be violations of this permit. 

18. Subsequent Hg Monitor Availability:  During subsequent calendar quarters of operation, the Hg CEMS 
availability shall be 95% or greater in any calendar quarter in which the unit is operated for more than 760 
hours.  The reporting and corrective actions along with actions that shall be considered violations of this 
permit are specified in Specific Condition 17 of this appendix. 

EXCESS EMISSIONS 

19. Definitions: 

a. Startup is defined as the commencement of operation of any emissions unit which has shut down or 
ceased operation for a period of time sufficient to cause temperature, pressure, chemical or pollution 
control device imbalances, which result in excess emissions. 

b. Shutdown means the cessation of the operation of an emissions unit for any purpose. 

c. Malfunction means any unavoidable mechanical and/or electrical failure of air pollution control 
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equipment or process equipment or of a process resulting in operation in an abnormal or unusual 
manner. 

20. Excess Emissions Prohibited:  Excess emissions caused entirely or in part by poor maintenance, poor 
operation or any other equipment or process failure that may reasonably be prevented during startup, 
shutdown or malfunction shall be prohibited. 

21. Data Exclusion Procedures for SIP Compliance:  As per the procedures in this condition, limited amounts 
of CEMS emissions data may be excluded from the corresponding compliance demonstration, provided 
that best operational practices to minimize emissions are adhered to and the duration of data excluded is 
minimized.  The data exclusion procedures of this condition apply only to SIP-based emission limits. 

a. Excess Emissions.  Data in excess of the applicable emission standard may be excluded from 
compliance calculations if the data are collected during periods of permitted excess emissions (for 
example, during startup, shutdown or malfunction).  The maximum duration of excluded data is 2 
hours in any 24-hour period, unless some other duration is specified by this permit.  For the CEMS on 
the TO stack, mass based excess emissions of NOX, CO, SO2 and Hg during periods of startup, 
shutdown and malfunction cannot be excluded.  This is due to the long term nature (12 month rolling) 
of the emission limits.  

b. Limited Data Exclusion.  If the compliance calculation using all valid CEMS emission data, as 
defined in Condition 12 of this appendix, indicates that the emission unit is in compliance, then no 
CEMS data shall be excluded from the compliance demonstration. 

c. Event Driven Exclusion.  The underlying event (for example, the startup, shutdown or malfunction 
event) must precede the data exclusion.  If there is no underlying event, then no data may be excluded.  
Only data collected during the event may be excluded. 

d. Reporting Excluded Data.  The data exclusion procedures of this condition are not necessarily the 
same procedures used for excess emissions as defined by federal rules.  Quarterly or semi-annual 
reports required by this permit shall indicate not only the duration of data excluded from SIP 
compliance calculations but also the number of excess emissions as defined by federal rules. 

22. Notification Requirements:  The owner or operator shall notify the Compliance Authority within one 
working day of discovering any emissions that demonstrate noncompliance for a given averaging period.  
Within one working day of occurrence, the owner or operator shall notify the Compliance Authority of any 
malfunction resulting in the exclusion of CEMS data.  For malfunctions, notification is sufficient for the 
owner or operator to exclude CEMS data. 

ANNUAL EMISSIONS 

23. CEMS Used for Calculating Annual Emissions:  All valid data, as defined in Condition 12 of this 
appendix, shall be used when calculating annual emissions. 

a. Annual emissions shall include data collected during startup, shutdown and malfunction periods. 

b. Annual emissions shall include data collected during periods when the emission unit is not operating 
but emissions are being generated (for example, when firing fuel to warm up a process for some 
period of time prior to the emission unit’s startup). 

c. Annual emissions shall not include data from periods of time where the monitor was functioning 
properly but was unable to collect data while conducting a mandated quality assurance/quality control 
activity such as calibration error tests, RATA, calibration gas audit or RAA.  These periods of time 
shall be considered missing data for purposes of calculating annual emissions. 



SECTION 4.  APPENDIX CEMS 
CONTINUOUS EMISSIONS MONITORING (CEMS) REQUIREMENTS 

St. Lucie Plasma Gasification Project DEP File No. 1110138-001-AC 
WTE Facility St. Lucie County 

Page CEMS-5 

d. Annual emissions shall not include data from periods of time when emissions are in excess of the 
calibrated span of the CEMS.  These periods of time shall be considered missing data for purposes of 
calculating annual emissions. 

24. Accounting for Missing Data:  All valid measurements collected during each hour shall be used to 
calculate a 1-hour block average.  For each hour, the 1-hour block average shall be computed from at least 
two data points separated by a minimum of 15 minutes.  If less than two such data points are available, the 
owner or operator shall account for emissions during that hour using site-specific data to generate a 
reasonable estimate of the 1-hour block average. 

25. Emissions Calculation:  Hourly emissions shall be calculated for each hour as the product of the 1-hour 
block average and the duration of pollutant emissions during that hour.  Annual emissions shall be 
calculated as the sum of all hourly emissions occurring during the year. 

 



SECTION 4.  APPENDIX CF 
CITATION FORMATS AND GLOSSARY OF COMMON TERMS 

St. Lucie Plasma Gasification Project DEP File No. 1110138-001-AC 
WTE Facility St. Lucie County 

Page CF-1 

CITATION FORMATS 

The following illustrate the formats used in the permit to identify applicable requirements from permits and 
regulations. 

Old Permit Numbers 

Example: Permit No. AC50-123456 or Permit No. AO50-123456 

Where: “AC” identifies the permit as an Air Construction Permit 
“AO” identifies the permit as an Air Operation Permit 
“123456” identifies the specific permit project number 

New Permit Numbers 

Example: Permit Nos. 099-2222-001-AC, 099-2222-001-AF, 099-2222-001-AO, or 099-2222-001-AV 

Where: “099” represents the specific county ID number in which the project is located 

“2222” represents the specific facility ID number for that county 

“001”identifies the specific permit project number 

“AC” identifies the permit as an air construction permit 

“AF” identifies the permit as a minor source federally enforceable state operation permit 

“AO” identifies the permit as a minor source air operation permit 

“AV” identifies the permit as a major Title V air operation permit 

PSD Permit Numbers 

Example: Permit No. PSD-FL-317 

Where: “PSD” means issued pursuant to the preconstruction review requirements of the Prevention of 
Significant Deterioration of Air Quality 

“FL” means that the permit was issued by the State of Florida 

“317” identifies the specific permit project number 

Florida Administrative Code (F.A.C.) 

Example: [Rule 62-213.205, F.A.C.] 

Means: Title 62, Chapter 213, Rule 205 of the Florida Administrative Code 

Code of Federal Regulations (CFR) 

Example: [40 CRF 60.7] 

Means: Title 40, Part 60, Section 7 



SECTION 4.  APPENDIX CF 
CITATION FORMATS AND GLOSSARY OF COMMON TERMS 

St. Lucie Plasma Gasification Project DEP File No. 1110138-001-AC 
WTE Facility St. Lucie County 

Page CF-2 

GLOSSARY OF COMMON TERMS 

° F:  degrees Fahrenheit 

acfm:  actual cubic feet per minute 

ARMS:  Air Resource Management System 
(Department’s database) 

BACT:  best available control technology 

Btu:  British thermal units 

CAM:  compliance assurance monitoring 

CEMS:  continuous emissions monitoring system 

cfm:  cubic feet per minute 

CFR:  Code of Federal Regulations 

CO:  carbon monoxide 

COMS:  continuous opacity monitoring system 

DEP:  Department of Environmental Protection 

Department:  Department of Environmental 
Protection 

dscfm:  dry standard cubic feet per minute 

EPA:  Environmental Protection Agency 

ESP:  electrostatic precipitator (control system for 
reducing particulate matter) 

EU:  emissions unit 

F.A.C.:  Florida Administrative Code 

F.D.:  forced draft 

F.S.:  Florida Statutes 

FGR:  flue gas recirculation 

F:  fluoride 

ft2:  square feet 

ft3:  cubic feet 

gpm:  gallons per minute 

gr:  grains 

HAP:  hazardous air pollutant 

Hg:  mercury 

I.D.:  induced draft 

ID:  identification 

kPa:  kilopascals 

lb:  pound 

MACT:  maximum achievable technology 

MMBtu:  million British thermal units 

MSDS:  material safety data sheets 

MW:  megawatt 

NESHAP:  National Emissions Standards for 
Hazardous Air Pollutants 

NOX:  nitrogen oxides 

NSPS:  New Source Performance Standards 

O&M:  operation and maintenance 

O2:  oxygen 

Pb:  lead 

PM:  particulate matter 

PM10:  particulate matter with a mean aerodynamic 
diameter of 10 microns or less 

PSD:  prevention of significant deterioration 

psi:  pounds per square inch 

PTE:  potential to emit 

RACT:  reasonably available control technology 

RATA:  relative accuracy test audit 

SAM:  sulfuric acid mist 

scf:  standard cubic feet 

scfm:  standard cubic feet per minute 

SIC:  standard industrial classification code 

SNCR:  selective non-catalytic reduction (control 
system used for reducing emissions of nitrogen 
oxides) 

SO2:  sulfur dioxide 

TPH:  tons per hour 

TPY:  tons per year 

UTM:  Universal Transverse Mercator coordinate 
system 

VE:  visible emissions 

VOC:  volatile organic compounds 
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Application  

Geoplasma:  Geoplasma-St Lucie, LLC  

TO: Thermal Oxidizer 

Snygas:  synthetic gas  

HRSG:  heat recovery steam generators  

STG:  Steam Turbine Electrical Generator  

CEMS:  continuous emissions monitoring system    

COMS:  continuous opacity monitoring system  
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Unless otherwise specified in the permit, the following testing requirements apply to all emissions units at the 
Geoplasma facility. 

COMPLIANCE TESTING REQUIREMENTS 
1. Operating Rate During Testing:  Testing of emissions shall be conducted with the emissions unit operating 

at permitted capacity.  If it is impractical to test at permitted capacity, an emissions unit may be tested at 
less than the maximum permitted capacity; in this case, subsequent emissions unit operation is limited to 
110 percent of the test rate until a new test is conducted.  Once the unit is so limited, operation at higher 
capacities is allowed for no more than 15 consecutive days for the purpose of additional compliance testing 
to regain the authority to operate at the permitted capacity.  Permitted capacity is defined as 90 to 100 
percent of the maximum operation rate allowed by the permit.  [Rule 62-297.310(2), F.A.C.] 

2. Applicable Test Procedures - Opacity Compliance Tests.  When either EPA Method 9 or DEP Method 9 is 
specified as the applicable opacity test method, the required minimum period of observation for a 
compliance test shall be sixty (60) minutes for emissions units which emit or have the potential to emit 100 
tons per year or more of particulate matter, and thirty (30) minutes for emissions units which have potential 
emissions less than 100 tons per year of particulate matter and are not subject to a multiple-valued opacity 
standard.  The opacity test observation period shall include the period during which the highest opacity 
emissions can reasonably be expected to occur. Exceptions to these requirements are as follows: 
a. For batch, cyclical processes, or other operations which are normally completed within less than the 

minimum observation period and do not recur within that time, the period of observation shall be equal 
to the duration of the batch cycle or operation completion time. 

b. The observation period for special opacity tests that are conducted to provide data to establish a 
surrogate standard pursuant to Rule 62-297.310(5)(k), F.A.C., Waiver of Compliance Test 
Requirements, shall be established as necessary to properly establish the relationship between a 
proposed surrogate standard and an existing mass emission limiting standard. 

c. The minimum observation period for opacity tests conducted by employees or agents of the 
Department to verify the day-to-day continuing compliance of a unit or activity with an applicable 
opacity standard shall be twelve minutes.  

[Rule 62-297.310(4), F.A.C.] 
3. Determination of Process Variables 

a. Required Equipment.  The owner or operator of an emissions unit for which compliance tests are 
required shall install, operate, and maintain equipment or instruments necessary to determine process 
variables, such as process weight input or heat input, when such data are needed in conjunction with 
emissions data to determine the compliance of the emissions unit with applicable emission limiting 
standards. 

b. Accuracy of Equipment.  Equipment or instruments used to directly or indirectly determine process 
variables, including devices such as belt scales, weight hoppers, flow meters, and tank scales, shall be 
calibrated and adjusted to indicate the true value of the parameter being measured with sufficient 
accuracy to allow the applicable process variable to be determined within 10% of its true value. 

[Rule 62-297.310(5), F.A.C.] 
4. Frequency of Compliance Tests:  The following provisions apply only to those emissions units that are 

subject to an emissions limiting standard for which compliance testing is required. 
a. General Compliance Testing. 
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1. The owner or operator of a new or modified emissions unit that is subject to an emission limiting 
standard shall conduct a compliance test that demonstrates compliance with the applicable emission 
limiting standard prior to obtaining an operation permit for such emissions unit. 

2. The owner or operator of an emissions unit that is subject to any emission limiting standard shall 
conduct a compliance test that demonstrates compliance with the applicable emission limiting 
standard prior to obtaining a renewed operation permit.  Emissions units that are required to 
conduct an annual compliance test may submit the most recent annual compliance test to satisfy the 
requirements of this provision.  
In renewing an air operation permit pursuant to sub-subparagraph 62-210.300(2)(a)3.b., c., or d., 
F.A.C., the Department shall not require submission of emission compliance test results for any 
emissions unit other than the emergency flare system (EU 003)that, during the year prior to 
renewal: 

(a) Did not operate; or 
(b) In the case of a fuel burning emissions unit, burned liquid and/or solid fuel for a total of no 

more than 400 hours, 
3. During each federal fiscal year (October 1 – September 30), unless otherwise specified by rule, 

order, or permit, the owner or operator of each emissions unit shall have a formal compliance test 
conducted for visible emissions, if there is an applicable standard. 

4. The owner or operator shall notify the Department, at least 15 days prior to the date on which each 
formal compliance test is to begin, of the date, time, and place of each such test, and the test contact 
person who will be responsible for coordinating and having such test conducted for the owner or 
operator. 

b. Special Compliance Tests.  When the Department, after investigation, has good reason (such as 
complaints, increased visible emissions or questionable maintenance of control equipment) to believe 
that any applicable emission standard contained in a Department rule or in a permit issued pursuant to 
those rules is being violated, it shall require the owner or operator of the emissions unit to conduct 
compliance tests which identify the nature and quantity of pollutant emissions from the emissions unit 
and to provide a report on the results of said tests to the Department. 

[Rule 62-297.310(7), F.A.C.] 

RECORDS AND REPORTS 
5. Test Reports:  The owner or operator of an emissions unit for which a compliance test is required shall file 

a report with the Department on the results of each such test.  The required test report shall be filed with the 
Department as soon as practical but no later than 45 days after the last sampling run of each test is 
completed.  The test report shall provide sufficient detail on the emissions unit tested and the test 
procedures used to allow the Department to determine if the test was properly conducted and the test results 
properly computed.  As a minimum, the test report shall provide the following information.   
a. The type, location, and designation of the emissions unit tested. 
b. The facility at which the emissions unit is located. 
c. The owner or operator of the emissions unit. 
d. The normal type and amount of fuels used and materials processed, and the types and amounts of fuels 

used and material processed during each test run. 
e. The means, raw data and computations used to determine the amount of fuels used and materials 

processed, if necessary to determine compliance with an applicable emission limiting standard. 
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f. The date, starting time and end time of the observation. 
g. The test procedures used. 
h. The names of individuals who furnished the process variable data, conducted the test, and prepared the 

report. 
i. The applicable emission standard and the resulting maximum allowable emission rate for the emissions 

unit plus the test result in the same form and unit of measure. 
j. A certification that, to the knowledge of the owner or his authorized agent, all data submitted are true 

and correct.  The owner or his authorized agent shall certify that all data required and provided to the 
person conducting the test are true and correct to his knowledge. 

[Rule 62-297.310(8), F.A.C.] 
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A 216 mmBtu/hr auxiliary boiler firing natural gas that will be used to produce steam when the gasifier is not in 
operation is regulated under this NSPS.  It is designated as Emissions Unit 007.  

The entire regulation is accessible at the following link: 

Link to NSPS Subpart Db    

 

 

http://ecfr.gpoaccess.gov/cgi/t/text/text-idx?c=ecfr&sid=e9f625393bd01a4cc6d880adae4af25b&rgn=div6&view=text&node=40:6.0.1.1.1.11&idno=40�
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Applicability of 40CFR60, Subpart Eb- Standards of Performance for Large Municipal Waste Combustors 
for Which Construction is Commenced After September 20, 1994 or for Which Modification or Reconstruction 
is Commenced After June 19, 1996. 

The proposed Geoplasma facility is a new Large Municipal Waste Combustor (Large MWC) because it is a 
waste combustion unit that is capable of combusting more than 250 tons per day (TPD) of municipal solid 
waste (MSW). 

The rules applicable to Large MWC’s are given at 40CFR60, Sections 60.50b through 60.59b.  More 
specifically, the SLPG facility utilizes gasification of MSW to generate electrical power.  The emission limits 
applicable to this category of MWC are specified by in the relevant sections, paragraphs and tables that address 
individual pollutants including CO, NOX, SO2, HCl, PM, dioxin/furan, opacity, Cd, Hg, Pb, and various 
emission monitoring and operational parameters. 

The Department has insured that the Permit is at least as stringent, and in most case much more stringent, than 
the requirements of Subpart Eb, including the use of Hg-CEMS. 

A link to 40 CFR 60, Subpart Eb is available below. 

Link to NSPS Subpart Eb 

 

http://ecfr.gpoaccess.gov/cgi/t/text/text-idx?c=ecfr&sid=e62a6113b2c8fd1679806489b479eab4&rgn=div6&view=text&node=40:6.0.1.1.1.15&idno=40�
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The permittee shall comply with the following general conditions from Rule 62-4.160, F.A.C. 

1. The terms, conditions, requirements, limitations, and restrictions set forth in this permit are "Permit 
Conditions" and are binding and enforceable pursuant to Sections 403.161, 403.727, or 403.859 through 
403.861, Florida Statutes.  The permittee is placed on notice that the Department will review this permit 
periodically and may initiate enforcement action for any violation of these conditions. 

2. This permit is valid only for the specific processes and operations applied for and indicated in the approved 
drawings or exhibits.  Any unauthorized deviation from the approved drawings, exhibits, specifications, or 
conditions of this permit may constitute grounds for revocation and enforcement action by the Department. 

3. As provided in Subsections 403.087(6) and 403.722(5), Florida Statutes, the issuance of this permit does not 
convey and vested rights or any exclusive privileges.  Neither does it authorize any injury to public or private 
property or any invasion of personal rights, nor any infringement of federal, state or local laws or regulations.  
This permit is not a waiver or approval of any other Department permit that may be required for other aspects 
of the total project which are not addressed in the permit. 

4. This permit conveys no title to land or water, does not constitute State recognition or acknowledgment of 
title, and does not constitute authority for the use of submerged lands unless herein provided and the 
necessary title or leasehold interests have been obtained from the State.  Only the Trustees of the Internal 
Improvement Trust Fund may express State opinion as to title. 

5. This permit does not relieve the permittee from liability for harm or injury to human health or welfare, 
animal, or plant life, or property caused by the construction or operation of this permitted source, or from 
penalties therefore; nor does it allow the permittee to cause pollution in contravention of Florida Statutes and 
Department rules, unless specifically authorized by an order from the Department. 

6. The permittee shall properly operate and maintain the facility and systems of treatment and control (and 
related appurtenances) that are installed or used by the permittee to achieve compliance with the conditions 
of this permit, as required by Department rules.  This provision includes the operation of backup or auxiliary 
facilities or similar systems when necessary to achieve compliance with the conditions of the permit and 
when required by Department rules. 

7. The permittee, by accepting this permit, specifically agrees to allow authorized Department personnel, upon 
presentation of credentials or other documents as may be required by law and at a reasonable time, access to 
the premises, where the permitted activity is located or conducted to: 

a. Have access to and copy and records that must be kept under the conditions of the permit; 
b. Inspect the facility, equipment, practices, or operations regulated or required under this permit, and, 
c. Sample or monitor any substances or parameters at any location reasonably necessary to assure 

compliance with this permit or Department rules. 

Reasonable time may depend on the nature of the concern being investigated. 

8. If, for any reason, the permittee does not comply with or will be unable to comply with any condition or 
limitation specified in this permit, the permittee shall immediately provide the Department with the following 
information: 

a. A description of and cause of non-compliance; and 

b. The period of noncompliance, including dates and times; or, if not corrected, the anticipated time the 
non-compliance is expected to continue, and steps being taken to reduce, eliminate, and prevent 
recurrence of the non-compliance. 

The permittee shall be responsible for any and all damages which may result and may be subject to 
enforcement action by the Department for penalties or for revocation of this permit. 
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9. In accepting this permit, the permittee understands and agrees that all records, notes, monitoring data and 
other information relating to the construction or operation of this permitted source which are submitted to the 
Department may be used by the Department as evidence in any enforcement case involving the permitted 
source arising under the Florida Statutes or Department rules, except where such use is prescribed by 
Sections 403.73 and 403.111, Florida Statutes.  Such evidence shall only be used to the extent it is consistent 
with the Florida Rules of Civil Procedure and appropriate evidentiary rules. 

10. The permittee agrees to comply with changes in Department rules and Florida Statutes after a reasonable time 
for compliance, provided, however, the permittee does not waive any other rights granted by Florida Statutes 
or Department rules. 

11. This permit is transferable only upon Department approval in accordance with Florida Administrative Code 
Rules 62-4.120 and 62-730.300, F.A.C., as applicable.  The permittee shall be liable for any non-compliance 
of the permitted activity until the transfer is approved by the Department. 

12. This permit or a copy thereof shall be kept at the work site of the permitted activity. 

13. This permit also constitutes: 

a. Determination of Best Available Control Technology (  ); 
b. Determination of Prevention of Significant Deterioration (  ); and 
c. Compliance with New Source Performance Standards (X). 

14. The permittee shall comply with the following: 

a. Upon request, the permittee shall furnish all records and plans required under Department rules.  During 
enforcement actions, the retention period for all records will be extended automatically unless otherwise 
stipulated by the Department. 

b. The permittee shall hold at the facility or other location designated by this permit records of all 
monitoring information (including all calibration and maintenance records and all original strip chart 
recordings for continuous monitoring instrumentation) required by the permit, copies of all reports 
required by this permit, and records of all data used to complete the application or this permit.  These 
materials shall be retained at least three years from the date of the sample, measurement, report, or 
application unless otherwise specified by Department rule. 

c. Records of monitoring information shall include: 

1) The date, exact place, and time of sampling or measurements; 
2) The person responsible for performing the sampling or measurements; 
3) The dates analyses were performed; 
4) The person responsible for performing the analyses; 
5) The analytical techniques or methods used; and 
6) The results of such analyses. 

15. When requested by the Department, the permittee shall within a reasonable time furnish any information 
required by law which is needed to determine compliance with the permit.  If the permittee becomes aware 
that relevant facts were not submitted or were incorrect in the permit application or in any report to the 
Department, such facts or information shall be corrected promptly. 
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A 500 kW or less emergency generator (EU ID 005) and a 335 hp or less fire pump (EU-005) are proposed for 
the Geoplasma facility and are subject to the applicable requirements of 40 CFR 60, Subpart IIII--Standards of 
Performance for Stationary Compression Ignition Internal Combustion Engines.  The provisions of this Subpart 
may be provided in full upon request and are also available at the following link:   

Link to NSPS Subpart IIII  

 

http://ecfr.gpoaccess.gov/cgi/t/text/text-idx?c=ecfr&sid=05a6f2b47c2c137bba5667e242516351&rgn=div6&view=text&node=40:6.0.1.1.1.99&idno=40�
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A 500 kW or less emergency generator (EU ID 005) and a 335 hp or less fire pump (EU-005) are proposed for 
the Geoplasma facility and they are subject to the requirements of 40 CFR 63, Subpart ZZZZ--National Emission 
Standards for Hazardous Air Pollutants for Stationary Reciprocating Internal Combustion Engines.  The complete 
provisions of Subpart ZZZZ may be provided in full upon request and are also available beginning at Section 
63.6580 at: 
 
Link to NESHAP Subpart ZZZZ   
 

http://ecfr.gpoaccess.gov/cgi/t/text/text-idx?c=ecfr&rgn=div6&view=text&node=40:13.0.1.1.1.1&idno=40�

	[Rule 62-210.370, F.A.C.]
	CITATION FORMATS

