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Florida Department of

Memorandum
Environmental Protection
TO:
Rick Bradburn
THROUGH:
Armando Sarasua, P.E.
FROM:  
Angelia Jackson

DATE:
April 2, 2010

SUBJECT:
Evaluation Summary for Tindle Enterprises, Milton Plant (#2), 1130015-004-AO, Santa Rosa County

We recommend issuing a renewal permit to Tindle Enterprises to operate their Milton Plant.  This renewal permit follows permit 1130015-002-AO (formerly Gulf Coast Paving & Grading, Inc., effective January 31, 2005).

Note:  As of June 9, 2009 this facility is currently in a temporary shut down.  This permit also allows the use of No. 4 Fuel Oil at 0.6 % sulfur content by weight based on facility inspection report and information received from the facility.
Process Description.  This facility is a 175 TPH capacity drum mix asphalt plant.  Aggregate is stored in piles throughout the plant site and is transferred from these piles to aggregate storage bins via front-end loaders.  Aggregate is fed from storage bins onto a conveyor, and carried to an oiled-fired rotary drum dryer with a heat input of 50.75 MMBtu/hr.  In the rotary dryer, aggregate is dried and liquid asphalt is added.  The plant is also equipped to use up to 25% recycled asphalt product (RAP).  The liquid asphalt and RAP are added midway down the drum, and the mixed aggregate is conveyed through a batcher to a storage bin and loaded into trucks.  Fines removed by the baghouse are returned to the dryer.  The stored liquid asphalt is heated with an electric heater.  

Pollution Control Equipment.  

Particulate (PM) emissions are controlled by an Astec model SBH42 baghouse.
Environmental Impact.  

	Airborne Contaminant

Emitted
	FAC Rule
	Estimated Emissions
	Allowable Emissions

	
	
	lbs/hr
	T/yr
	lb/hr
	T/yr

	PM
	N/A
	N/A
	16.25
	N/A
	0.04 gdscf

	SO2
	N/A
	N/A
	55.63
	N/A
	<100

	VOC
	N/A
	N/A
	0.78
	N/A
	<100

	NOx
	N/A
	N/A
	13.75
	N/A
	<100

	CO
	N/A
	N/A
	32.50
	N/A
	<100

	Objectionable Odors
	62-296.320(2)
	N/A
	N/A
	None allowed off plant property

	VE
	N/A
	N/A
	N/A
	Not more than 20% opacity


Applicable Rules & Regulations.

The source is regulated under NSPS, 40CFR Part 60, Subpart I (Standards of Performance for Hot Mix Asphalt Facilities, provided the facility was built or last modified on or after June 11, 1973) and Rule 62-210.300(3)(c)2., F.A.C. (Conditional Exemptions from Title V Permitting).  The facility is a synthetic minor source with annual throughput limited to 500,000 tons of asphalt concrete per year.  The fuel oil consumption for the asphalt concrete plant and portable RAP crusher is limited to 1.2 million gallons in 

any consecutive 12-month period and the sulfur content of the fuel oil shall not exceed 0.6 percent, by weight, utilizing No. 2 or 4 fuel oil.  On-spec used oil may also be used.

Compliance Monitoring.  

Tests shall be conducted for visible emissions and PM within 30 days of startup.  Also, annually for PM and VE, annual AOR.

Compliance History.  

An annual inspection report for 2010 and 2009 the facility was noted to be “In-compliance”.  In 2008 facility received a “Minor Non-compliance” status.  At the time of the inspection the required records were not available for review.  Annual inspection reports from 2007 – 2005 noted the facility to be “In-Compliance.”  Facility has not operated since June 9, 2009.

Fee Summary.  This is an AO2A ($1,500 fee) minor source with a stack test.  
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