Table II

Allowable Emissions

Florida Rock Industries








Pollutant
Bact Emission Limit
Emission Rate *
Basis


lb/ton clinker
lb/ton dry feed
lb/hr
ton/yr


PM (kiln)
0.31
0.20
30.00
110.50
BACT

PM10 (kiln)
0.26
0.17
25.50
93.93
BACT

PM (cooler)
0.16
0.10
14.99
55.70
BACT-NSPS

PM10 (cooler)
0.13
0.09
12.71
47.34
BACT

SO2 (kiln)+
0.28
0.18
28.82
108.55
BACT

NOx (kiln)**
2.80
1.80
268.30
1018.00
BACT

H2SO4 (kiln)
0.0025
0.0016
0.25
1.00
BACT

CO (kiln)
3.60
2.30
346.38
1288.60
BACT

VOC (kiln)
0.12
0.08
11.55
42.90
BACT

Beryllium
TO BE DETERMINED BY FUTURE STACK TESTS
BACT

Notes:

*
The kiln emission rate includes fuel oil combustion emissions from the raw mill air heater.

**
After startup and until December 31, 2001, the kiln shall not exceed a NOX limit of 3.8 lb/ton clinker and 2.8 lb/ton clinker thereafter (30-day rolling average).  A compliance demonstration with the 2.8 lb/ton limit for the first 30-day period following December 31 (January 1-30, 2002) shall be submitted by Florida Rock to the Northeast District Office by February 15, 2002.  The Department may revise the limit to less than 2.8 lb/ton clinker (30-day rolling average) based on continuous emission monitoring data covering the period January 1-March 31, 2002 to be submitted by Florida Rock to the Department’s Northeast District by April 15, 2002.

+
The Department may revise the SO2 limit to less than 0.28 lb/ton clinker based on compliance test and continuous monitoring data.







