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SECTION I. FACILITY INFORMATION.

Subsection A. Facility Description.

Florida Rock Industries, Inc. - Thompson S. Baker Cement Plant - Newberry is a Portland cement plant.
This facility consists of raw material handling and storage, raw mill systems, kiln systems clinker
handling, finish grinding operations, cement handling, loading, and bagging operations, and coal
handling and grinding operations.

Also included in this permit are miscellaneous unregulated/insignificant emissions units and/or
activities.

Based on the initial Title V permit application received October 1, 1999, this facility is a major source of
hazardous air pollutants (HAPs).

Subsection B. Summary of Emissions Units.

E.U.

ID No. Brief Description

001 Raw Materials Handling and Storage

002 Raw Mill System Line 1

003 Kiln system Line 1

004 Clinker Handling Line 1

005 Finish Grinding Operations Line 1

006 Cement Handling, Loading, and Bagging Operations
007 Coal Handling and Grinding Operation Line 1
008 Clinker to Railcar/ Truck Conveyor

009 Raw Mill System Line 2

010 In line Kiln/Raw Mill- Line 2

011 Clinker Handling- Line 2

012 Finish Grinding Operation- Line 2

013 Cement Load-Out Silos 6 & 7

014 Coal Handling and Grinding operations

017 Three Emergency Engines

Subsection C. Applicable Regulations.

Based on the Title V air operation permit renewal application received June 7, 2011, this facility is a
major source of hazardous air pollutants (HAP). Because this facility operates stationary reciprocating
internal combustion engines, it is subject to regulation under 40 CFR 63, Subpart ZZZZ, - National
Emissions Standards For Hazardous Air Pollutants For Stationary Reciprocating Internal Combustion
Engines. The existing facility is a PSD major source of air pollutants in accordance with Rule 62-
212.400, F.A.C.

Florida Rock Industries, Inc. Permit No. 0010087-041-AV
Thompson S. Baker Cement Plant Title V Air Operation Permit Renewal
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SECTION I. FACILITY INFORMATION.

A summary of applicable regulations is shown in the following table.

Regulation EU No(s).

40 CFR 60, Subpart A, NSPS General Provisions 001, 002, 003, 004, 005, 006,
007, 008, 009, 010, 011, 012,
013, 014

40 CFR 60, Subpart F 002, 003, 004, 005, 006 and
008, 009, 010, 011, 012, 013

40 CFR 60, Subpart Y 007, 014

40 CFR 60, Subpart OOO 001

40 CFR 63, Subpart A, NESHAPS General Provisions 002, 003, 004, 005, 006 and
008, 009, 010, 011, 012, 013

40 CFR 63, Subpart LLL 002, 003, 004, 005, 006, 008,
009, 010, 011, 012, 013

40 CFR 63, Subpart ZZZ7Z 017

State Rule Citations (Rule 62-62-204, 62-296.407, Rule 62-212.400, BACT) | 001, 002, 003, 004, 005, 006,
007, 008, 009, 010, 011, 012,
013, 014

{Permitting Note: The facility is also subject to the federal requirements of the Greenhouse Gas
Reporting Program codified at 40 CFR 98. This is not a requirement of the State of Florida.}

Florida Rock Industries, Inc. Permit No. 0010087-041-AV
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SECTION II. FACILITY-WIDE CONDITIONS.

The following conditions apply facility-wide to all emission units and activities:

FW1. Appendices. The permittee shall comply with all documents identified in Section IV,
Appendices, listed in the Table of Contents. Each document is an enforceable part of this permit
unless otherwise indicated. [Rule 62-213.440, F.A.C.]

Emissions and Controls

FW2. Not federally Enforceable. Objectionable Odor Prohibited. No person shall cause, suffer, allow
or permit the discharge of air pollutants, which cause or contribute to an objectionable odor. An
“objectionable odor” means any odor present in the outdoor atmosphere which by itself or in
combination with other odors, is or may be harmful or injurious to human health or welfare, which
unreasonably interferes with the comfortable use and enjoyment of life or property, or which
creates a nuisance. [Rule 62-296.320(2) and 62-210.200(Definitions), F.A.C.]

FW3. General Volatile Organic Compounds (VOC) Emissions or Organic Solvents (OS) Emissions.
The permittee shall allow no person to store, pump, handle, process, load, unload or use in any
process or installation, volatile organic compounds or organic solvents without applying known
and existing vapor emission control devices or systems deemed-necessary and ordered by the
Department. [Rule 62-296.320(1), F.A.C., Initial Title V permit application received October 1, 1999]

{Permitting Note: Nothing is deemed necessary and ordered at this time.}

FWA4. General Visible Emissions. No person shall cause, let, permit, suffer or allow to be discharged
into the atmosphere the emissions of air pollutants from any activity equal to or greater than 20%
opacity. EPA Method 9 is the method of compliance pursuant to Chapter 62-297, F.A.C. This
regulation does not impose a specific testing requirement. [Rule 62-296.320(4)(b)1, F.A.C.]

FWS5. Unconfined Particulate Matter. No person shall cause, let, permit, suffer or allow the emissions
of unconfined particulate matter from any activity, including vehicular movement; transportation
of materials; construction; alteration; demolition or wrecking; or industrially related activities such
as loading, unloading, storing or handling; without taking reasonable precautions to prevent such
emissions. Reasonable precautions to prevent emissions of unconfined particulate matter at this
facility include:

The material handling activities at the plant covered by this protocol include loading and unloading,
storage and conveying of:

e Limestone and overburden
e Iron oxide source (coal ash, iron ore, feldspar, gasified slag or other)

e Gypsum
e Coal
e Petcoke

e High-carbon flyash

Florida Rock Industries, Inc. Permit No. 0010087-041-AV
Thompson S. Baker Cement Plant Title V Air Operation Permit Renewal
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SECTION II. FACILITY-WIDE CONDITIONS.

Reasonable precautions to prevent emissions of unconfined particulate matter at this facility include:

e All materials at the plant will be stored under roof on compacted clay or concrete.

e The plant area will be paved to limit the generation of UPM from truck and equipment traffic.

e A sweeper truck will be maintained and operated at the plant to limit dust buildup on paved
surfaces.

e All materials are to be received and used with excess surface moisture.

e Water supply lines, hoses and sprinklers will be located near all material stockpiles.

e All plant equipment operators will be trained in basic environmental compliance, and will perform
visual inspections of materials before handling. If the visual inspections indicate a lack of excess
surface moisture, the materials will be wetted with the sprinklers. Such wetting will continue until
the materials can be handled without generating UPM.

e The permittee shall “immediately collect” any spilled CKD to prevent fugitive emissions.

[Rule 62-296.320(4)12., F.A.C.; and, Proposed by applicant in the initial Title V permit application

received [10/01/99]

EU001- Raw Material Handling and Storage Operation (Unconfined Particulate Matter). Reasonable
precautions may include, but shall not be limited to the following;:
1. All materials will be received and used with excess surface moisture.
2. If visual inspections of materials indicate a lack of surface moisture, the materials will be
wetted with sprinklers to prevent generation of unconfined particulate matter.
[Rule 62-296.320(4)13, F.A.C., Unconfined Emissions of Particulate Matter]

EUO008- Clinker to Railcar/Truck Conveyor (Unconfined Particulate Matter). Reasonable precautions to
prevent emissions of unconfined particulate matter at this facility include:

1. Clinker will not be transferred unless the dust collector is in operation.

2. Conveyors will remain covered when transferring clinker.

3. Clinker will be transferred to closed trucks or covered railcars. If an open bed is loaded, shrouds
will be in place on the spout before transfer begins. If necessary, the open bed will be covered to
prevent fugitive emissions.

4. Seals on enclosures, hopper, and spout will be maintained

[Title V Air Application Permit Renewal received July 11, 2006.]

Annual Reports and Fees
See Appendix RR, Facility-wide Reporting Requirements for additional details.

FW6. Annual Operating Report. The permittee shall submit an annual report that summarizes the
actual operating rates and emissions from this facility. Annual operating reports shall be submitted
to the Compliance Authority by April 1st of each year. [Rule 62-210.370(3), F.A.C.]

FW7. Annual Emissions Fee Form and Fee. The annual Title V emissions fees are due (postmarked) by
March 1st of each year. The completed form and calculated fee shall be submitted to: Major Air
Pollution Source Annual Emissions Fee, P.O. Box 3070, Tallahassee, Florida 32315-3070. The forms
are available for download by accessing the Title V Annual Emissions Fee On-line Information
Center at the following Internet web site: http:/ /www.dep.state.fl.us/air/emission/tvfee.htm.
[Rule 62-213.205, F.A.C.]

Florida Rock Industries, Inc. Permit No. 0010087-041-AV
Thompson S. Baker Cement Plant Title V Air Operation Permit Renewal
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SECTION II. FACILITY-WIDE CONDITIONS.

FW8. Annual Statement of Compliance. The permittee shall submit an annual statement of
compliance to the compliance authority at the address shown on the cover of this permit within 60
days after the end of each calendar year during which the Title V permit was effective. [Rules 62-
213.440(3)(a)2. & 3. and (3)(b), F.A.C]

FW9. Prevention of Accidental Releases (Section 112(r) of CAA). If and when the facility becomes
subject to 112(r), the permittee shall:

a. Submit its Risk Management Plan (RMP) to the Chemical Emergency Preparedness and
Prevention Office (CEPPO) RMP Reporting Center. Any Risk Management Plans, original
submittals, revisions or updates to submittals, should be sent to: RMP Reporting Center, Post
Office Box 10162, Fairfax, VA 22038, Telephone: (703) 227-7650.

b. Submit to the permitting authority Title V certification forms or a compliance schedule in
accordance with Rule 62-213.440(2), F.A.C.

[40 CFR 68]
Florida Rock Industries, Inc. Permit No. 0010087-041-AV
Thompson S. Baker Cement Plant Title V Air Operation Permit Renewal
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SECTION III. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection A.: This section addresses the following emissions unit(s).

EU No. Brief Description

-001 Raw Material Handling and Storage. This emissions unit shall be controlled by the
application of water sprays, as needed.

EP01: Raw Material Unloading.

EP02: Raw Material Handling and Unloading.
EP03: Below-Water Rock Crusher.

EP04: Above Water-Rock Crusher.

EP05: Mobile Crusher.

C09 & C10 (Conveyors).

EP10: Mobile Powerscreen. The Powerscreen is a track-mounted, mobile scalping screen
with a short discharge conveyor. This EP will sort oversized coal or raw material that
would otherwise jam the feed hoppers or exceed grinding-mill capacity

EP11: Mobile Powerscreen Conveyor
EP13: Conveyor segment (C20) on the South end of existing conveyor C10.

EP14: A 100-ft long stacker conveyor (C22) on the South end of the new conveyor
segment (C11).

EP15: A covered surge-bin/ feeder (C21) that will receive rock from the C22 conveyor
and place it onto conveyor C20. The interchange of C22 and C20.

EP10 and EP11 will also be occasionally used at EU007- Coal Handling and Grinding
Operation, under different EP numbers EP04 & EPO05.

{Permitting note(s): This emissions unit is regulated under NSPS - Subpart OOO, Standards , Standards of
Performance for Nonmetallic Mineral Processing Plants adopted and incorporated by reference in Chapter 62-204,
F.A.C.; NSPS- 40 CFR 60 Subpart A- General Provisions, Appendix A and Appendix B. For the purposes of 40
CFR 60 Subpart OOO, the affected sources were constructed prior to April 22, 2008.

The following specific conditions apply to the emissions unit(s) listed above:

ESSENTIAL POTENTIAL TO EMIT (PTE) PARAMETERS

GENERAL

A.0. Table I- Allowable Opacity Limitation and Table II- Allowable Emissions, as revised in Permit
0010087-006-AC/PSD-FL-228C, are incorporated by reference.

[ACO01-267311/PSD-FL-228; and, Air Construction Permit No0.0010087-006-AC/PSD-FL-228C]

Florida Rock Industries, Inc. Permit No. 0010087-041-AV
Thompson S. Baker Cement Plant Title V Air Operation Permit Renewal
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SECTION III. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

A.1. Hours of Operation. The hours of operating are listed below and shall not be exceeded without
prior Department approval.

EU/ EP HOURS RULE
EP01, EP02, EPO3, 8760 hours per | Rules 62-4.160(2) and 62-210.200(PTE),
EP04, year F.A.C.
EP13, EP14, EP15, NOTE (1)
C09 & C10
EP05 480 hours per Rules 62-4.160(2) and 62-210.200(PTE),
year F.A.C.
NOTE (2)
EP10 & EP11 8760 hours per | Rules 62-4.160(2) and 62-210.200(PTE),
year F.A.C.
NOTE (3)

NOTE (1) These emissions units/ EPs are allowed to operate continuously, i.e., 8,760 hours/year.

[Air Construction Permit No. 0010087-017-AC, Air Construction Permit No. 0010087-019-AC; and Air
Construction Permit No. 0010087-029-AC]

NOTE (2) The hours of operation are limited and shall be recorded (8 hours per day x 60 days per
year).
[Air Construction Permit No. 0010087-017-AC].

NOTE (3) The operating schedule (8,760 HPY) shall not be affected by the occasional use of the (EP10)
Mobile Powerscreen and EP11 Mobile Powerscreen Conveyors.

[Air Construction Permit No. 0010087-019-AC]

EMISSION LIMITATIONS AND STANDARDS

{Permitting Note: Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information
for convenience purposes only. This table does not supersede any of the terms or conditions of this
permit.

{Permitting Note: Unless otherwise specified, the averaging time(s) for Specific Condition(s) A.2.-A.3.
are based on the specified averaging time of the applicable test method.}

A.2. Visible Emissions. Visible emissions shall not exceed 10 percent opacity at each of the following
Emissions Points:

EP01: Raw Material Processing

EP02: Raw Material Handling and Unloading
C09 and C10 Conveyors

EP10: Mobile Powerscreen

EP11: Mobile Powerscreen Conveyors

Florida Rock Industries, Inc. Permit No. 0010087-041-AV
Thompson S. Baker Cement Plant Title V Air Operation Permit Renewal
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SECTION III. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

A.2. continued:

e EP13: C20- Conveyor
e EP14: C22-100" Stacker Conveyor
e EP15: C21 Covered Surge-bin/ Feeder.

[Permit No. AC01-267311/PSD-FL-228; 40 CFR 60.62(c); 40 CFR 60.672(b), Table 3 to Subpart OO0 —
Fugitive Emission Limits (Row 1), 40 CFR 63.1343 subsumed, Air Construction Permit No. 0010087-017-
AC, Air Construction Permit No. 0010087-019-AC, and Air Construction Permit No. 0010087-031-AC].

A.3. Visible Emissions (Crusher). Visible emissions shall not exceed 15 percent opacity at each of the
following Emissions Points:

e Primary Crusher

e Below-water Rock Crusher (EP03)

e Mobile Crusher (EP05)

e Above water-Rock Crusher (EP04)

[Permit No. AC01-267311/PSD-FL-228, 40 CFR 60.672(b), Table 3 to Subpart OOO — Fugitive Emission
Limits (Row 1), and Air Construction Permit No. 0010087-017-AC].

Truck dumping of nonmetallic minerals into any screening operation, feed hopper, or crusher is exempt
from the requirements of this section.

[40 CFR 60.672(d)]

A.4. Permitted Capacity: The maximum operating rates are listed below and shall not be exceeded
without prior Department approval.

MATERIAL EMISSION UNIT/ POINT RATE
Raw Materials | EP01, EP02, EP03, EP04, EP10 & 1330 TPH
EP11 NOTE (3)
EP13, EP14 & EP15 510 tons per hour/ 4,467,600 TPY

Annual average in any consecutive
12-month period

NOTE (1)
Conveyor C09 & C10 1330 TPH
Systems
Mobile Crusher & EP05 72,000 TPY NOTE (2)
Conveyors
Florida Rock Industries, Inc. Permit No. 0010087-041-AV
Thompson S. Baker Cement Plant Title V Air Operation Permit Renewal
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SECTION III. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

A 4. continued:

NOTE (1) Annual rate based on the average processing rate of 510 TPH x 8,760 hrs per year.
Requested maximum capacity by Applicant Air Construction Permit No. 0010087-017-AC,
Air Construction Permit No. 0010087-029-AC., Air Construction Permit No. 0010087-031-
AC., and Rule 62-210.200, F.A.C., Definitions - potential to emit (PTE)]

NOTE (2) Annual rate based on 480 hours per year x 150 TPH processing rate. [Air Construction
Permit No. 0010087-017-AC.]

NOTE (3) Emission Unit 001 capacity shall not be affected by the occasional use of the (EP10) Mobile
Powerscreen and EP11 Mobile Powerscreen Conveyors.

[Air Construction Permit No. 0010087-019-AC]

[Note: The applicant has estimated that the potential to emit from crushing, transfer and unloading
operations is: PM 3.0, and PMio 1.3 tons per year.]

{Permitting note: Table 2-1, Summary of Compliance Requirements, summarizes information for
convenience purposes only. This table does not supersede any of the terms or conditions of this
permit.}

TEST METHODS AND PROCEDURES

A.5.a. Visible Emissions (EP01 and EP02). The test method for visible emissions shall be EPA Method
9 in accordance with 40 CFR 60 Appendix A. A test shall be conducted at each emissions point on an
annual basis, once each federal fiscal year.

[40 CFR 60.64(b)(4); AC01-267311/ PSD-FL-228; Rule 62-297.310(7)(a)4., F.A.C.]

A.5.b. Visible Emissions Fugitive Emissions (EP03, EP04, EP05, EP13, EP14, EP15, C09, C10). The test
method for visible emissions shall be EPA Method 9 of Appendix A-4 of 40 CFR 60 and the procedures
in §60.11, with the following additions. A test shall be conducted at each emissions point on an annual
basis, once each federal fiscal year.

(@)(1) In determining compliance with the particulate matter standards in §60.672(b) or
§60.672(e)(1), the owner or operator shall use Method 9 of Appendix A-4 of 40 CFR 60 and
the procedures in §60.11, with the following additions:

(i) The minimum distance between the observer and the emission source shall be 4.57
meters (15 feet).

(ii) The observer shall, when possible, select a position that minimizes interference from
other fugitive emission sources (e.g., road dust). The required observer position
relative to the sun (Method 9 of 40 CFR 60 Appendix A-4, Section 2.1) must be

followed.
Florida Rock Industries, Inc. Permit No. 0010087-041-AV
Thompson S. Baker Cement Plant Title V Air Operation Permit Renewal
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SECTION III. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

A.5.b. continued:

(iif) For affected facilities using wet dust suppression for particulate matter control, a
visible mist is sometimes generated by the spray. The water mist must not be confused
with particulate matter emissions and is not to be considered a visible emission. When
a water mist of this nature is present, the observation of emissions is to be made at a
point in the plume where the mist is no longer visible.

(2) When determining compliance with the fugitive emissions standard for any affected
facility described under §60.672(b) or §60.672(e)(1) of this subpart, the duration of the
Method 9 (40 CFR part 60, Appendix A-4) observations must be 30 minutes (five 6-minute
averages). Compliance with the applicable fugitive emission limits in Table 3 of this
subpart must be based on the average of the five 6-minute averages.

(b) The owner or operator may use the following as alternatives to the reference methods and
procedures specified in this section:

(1) For the method and procedure of paragraph (b) of this section, if emissions from two or
more facilities continuously interfere so that the opacity of fugitive emissions from an
individual affected facility cannot be read, either of the following procedures may be used:

(i) Use for the combined emission stream the highest fugitive opacity standard applicable
to any of the individual affected facilities contributing to the emissions stream.

(ii) Separate the emissions so that the opacity of emissions from each affected facility can
be read.

(2) A single visible emission observer may conduct visible emission observations for up to
three fugitive, stack, or vent emission points within a 15-second interval if the following
conditions are met:

(i) No more than three emission points may be read concurrently.

(ii) All three emission points must be within a 70 degree viewing sector or angle in front
of the observer such that the proper sun position can be maintained for all three
points.

(iii) If an opacity reading for any one of the three emission points equals or exceeds the
applicable standard, then the observer must stop taking readings for the other two
points and continue reading just that single point.

(c) For performance tests involving only Method 9 (40 CFR part 60 Appendix A-4) testing, the
owner or operator may reduce the 30-day advance notification of performance test in
§60.7(a)(6) and 60.8(d) to a 7-day advance notification.

[40 CFR 60.675(a); (c)(1), (c)(3); (e)(1), (e)(2); and (g); Air Construction Permit No. 0010087-017-AC., Air
Construction Permit No. 0010087-019-AC; Rule 62-297.310(7)(a)4.a., F.A.C.; 62-4.070(3) and Air
Construction Permit No. 0010087-031-AC]

Florida Rock Industries, Inc. Permit No. 0010087-041-AV
Thompson S. Baker Cement Plant Title V Air Operation Permit Renewal
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SECTION III. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

A.5.c. Visible Emissions Fugitive Emissions (EP10 and EP11). The test method for visible emissions
shall be EPA Method 9 in accordance with 40 CFR 60 Appendix A. The V.E. tests for EP10 and EP11
must be conducted annually at EU001 or EU0O07.

[40 CFR 60.64(b)(4); AC01-267311/PSD-FL-228; Rule 62-297.310(7)(a)4., F.A.C.]

A.6. Pursuant to 40 CFR 60.676 Reporting and Recordkeeping:

(@) The owner or operator of any affected facility shall submit written reports of the results of all
performance tests conducted to demonstrate compliance with the standards set forth in §60.672
of this subpart, including reports of opacity observations made using Method 9 (40 CFR part 60,
Appendix A-4) to demonstrate compliance with §60.672(b).

(b) The owner or operator of any wet material processing operation that processes saturated and
subsequently processes unsaturated materials, shall submit a report of this change within 30
days following such change. At the time of such change, this screening operation, bucket
elevator, or belt conveyor becomes subject to the applicable opacity limit in §60.672(b) and the
emission test requirements of §60.11.

[Air Construction Permit No. 0010087-031-AC; 40 CFR 60.676(f),(g)]

A.7. Test Reports. In each test report, submit the maximum input/production rate at which this source
was operated since the most recent test.

[Air Construction Permit No. 0010087-017-AC, Air Construction Permit No. 0010087-019-AC.]

A.8. Recordkeeping (EP03, EP04, EP05, C09, C10, EP10 and EP11). The owner or operator shall make
and maintain records showing the monthly processing rate of the crusher. Records of the processing
rate for each month shall be made no later than 10 days following the end of the month.

[Rule 62-4.070(3), F.A.C., Air Construction Permit No. 0010087-031-AC]

A.9. Common Condition J.0 - J.13.
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SECTION III. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection B.: This section addresses the following emissions unit

EU No. | Brief Description

-002 Raw Mill System Line 1. This emissions unit consists of:
EP01: Raw Meal and Kiln ESP Dust to Homogenization Silo (E-28)
EP03: Raw Meal and Kiln ESP Dust into homogenization silo (G-07)

EP04: Raw Meal and Kiln ESP Dust to preheater all controlled by fabric filters
(H-08).

The Raw Mill-Line 1 is controlled by EU003. EP01, EP03 and EP04 have individual fabric filters
which are addressed in this Section.

{Permitting note(s): This emissions unit is regulated under 40 CFR 63, Subparts A and LLL (National
Emission Standards for Hazardous Air Pollutants - General Provisions and National Emission
Standards for Hazardous Air Pollutants from the Portland Cement Manufacturing Industry), NSPS- 40
CFR 60 Subpart F - Standards of Performance for Portland Cement Plants, Subpart A - General
Provisions, Appendix A and Appendix B, and PSD Regulations.

The following conditions apply to the emissions unit(s) listed above:

{Permitting note: Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information
for convenience purposes only. This table does not supersede any of the terms or conditions of this
permit.}

GENERAL
B.0. Table I- Allowable Opacity Limitation and Table II- Allowable Emissions, as revised in Permit

0010087-006-AC/PSD-FL-228C, are incorporated by reference.
[Permit No. AC01-267311/PSD-FL-228; and, 0010087-006-AC/PSD-FL-228C]

ESSENTIAL POTENTIAL TO EMIT (PTE) PARAMETERS

B.1. Capacity. The maximum throughput rate for this emissions unit shall not exceed 255 tons per hour
of Kiln ESP dust plus raw meal (peak).

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.; and, Permit 0010087-006-AC/PSD-FL-228C Table I]

{Permitting note: The maximum rates have been placed in each permit section to identify the capacity
of each unit for the purposes of confirming that emissions testing is conducted within 90 to 100 percent
of the unit’s rated capacity (or to limit future operation to 110 percent of the test load), to establish
appropriate emission limits and to aid in determining future rule applicability.}
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SECTION III. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

B.2. Methods of Operation - (i.e. Fuels). A maximum of 283.8 gallons per hour and 2,486,000 gallons
per year of “unused No. 2” fuel oil is allowed to be fired in the Raw Mill Air Heater. Natural Gas firing
shall not exceed 40 MMBtu/ hr in the Raw Mill Air Heater.

[Rule 62-213.410, F.A.C., AC01-267311/PSD-FL-228 and Air Construction Permit No. 0010087-015-AC]

B.3. Hours of Operation. This emissions unit is allowed to operate continuously, i.e., 8,760 hours/year.

[Rules 62-4.160(2) and 62-210.200(239), F.A.C.]

EMISSION LIMITATIONS AND STANDARDS

{Permitting note: Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information
for convenience purposes only. This table does not supersede any of the terms or conditions of this
permit.}

B.4. Visible Emissions (Each EP). Visible emissions at each emissions point at this emissions unit shall
not exceed 5 percent opacity.

[Rule 62-212.400, F.A.C., Permit No. AC01-267311/PSD-FL-228; 40 CFR 60.62(c) subsumed; 40 CFR
60.62(d); 40 CFR 63.1345]

{Permitting Note: The averaging time for Condition B.4. is based on the run time of the specified test
method.}

B.5. Particulate Matter. Particulate Matter emissions at each emission point at this emissions unit shall
not exceed 0.01 gr/dscf.

[BACT and Permit No. AC01-267311/PSD-FL-228].

{Permitting Note: The averaging time for Condition B.5. is based on the run time of the specified test
method.}

B.6. Sulfur Content - Fuel Oil. Sulfur content of the “unused No. 2” fuel oil shall not exceed 0.05% by
weight.

[BACT and Permit No. AC01-267311/PSD-FL-228]

TEST METHODS AND PROCEDURES

{Permitting note: Table 2-1, Summary of Compliance Requirements, summarizes information for
convenience purposes only. This table does not supersede any of the terms or conditions of this
permit.}
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SECTION III. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

B.7. Visible Emissions (Each EP). The test method for visible emissions shall be EPA Method 9 of 40
CFR 60 appendix A-4. The Permittee shall conduct a visible emissions test at each emissions point on
an annual basis, once each federal fiscal year.

In accordance with Rule 62-297.310(4)(a)2, F.A.C., the duration of the Method 9 performance is 30-
minutes for emissions points <100 tpy of particulate matter and are not subject to a multiple-valued
opacity standard or 1-hour if > 100 tpy.

Initial VE after 9/9/2013 only, the duration of the Method 9 performance test must be 3 hours (30 6-
minute averages), except that the duration of the Method 9 performance test may be reduced to 1 hour
if the conditions of paragraphs (b)(2)(i) through (b)(2)(ii) of this section apply. For batch processes that
are not run for 3-hour periods or longer, compile observations totaling 3 hours when the unit is
operating.

(1) There are no individual readings greater than 10 percent opacity;

(2) There are no more than three readings of 10 percent for the first 1-hour period.

[Permit No. AC01-267311/PSD-FL-228, Rule 62-297.310(7)(a)4., F.A.C.; 40 CFR 60.64(b)(3); 40 CFR
63.1349(b)(2)]

B.8. Particulate Matter. Compliance shall be demonstrated by conducting the visible emissions test
required under specific condition B.7. The Permittee shall demonstrate compliance at each emissions
point on an annual basis, once each federal fiscal year. Because of the expense and complexity of
conducting a stack test on a minor source of particulate matter, and because these sources are equipped
with a Fabric Filter control device, the Department, pursuant to the authority granted under Rule 62-
297.620(4), F.A.C,, hereby establishes a visible emission limitation not to exceed an opacity of 5% in lieu
of the particulate stack test.

[Rule 62-297.620(4), F.A.C.; Rule 62-297.310(7)(a)4., F.A.C.]

B.9. Sulfur Dioxide (unused No. 2 fuel oil). Compliance with the SO, emissions limit shall be
demonstrated by certified ASTM fuel oil analysis or certified by fuel supplier in lieu of a stack test.

[Rule 62-212.400, F.A.C., Permit Nos. AC01-267311/PSD-FL-228 and 0010087-015-AC]

B.10. a. Opacity Monitoring Requirements- EPs 01, 03, 04. Now and until 9/8/2013, sources subject to
a limitation on opacity under §63.1348, (2006 NESHAP) you must conduct required emissions
monitoring in accordance with §63.1350 paragraphs (a)(4)(i)- (a)(4)(iv)Procedures to be used to
periodically monitor affected sources subject to opacity standards under §§63.1346 and 63.1348. Such
procedures must include the provisions of paragraphs (a)(4)(i) through (a)(4)(iv) of this section.

(i)The owner or operator must conduct a monthly 1-minute visible emissions test of each affected
source in accordance with Method 22 of Appendix A to part 60 of this chapter. The test must be
conducted while the affected source is in operation.
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SECTION III. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

B.10.a. continued:

(ii)If no visible emissions are observed in six consecutive monthly tests for any affected source, the
owner or operator may decrease the frequency of testing from monthly to semi-annually for that
affected source. If visible emissions are observed during any semi-annual test, the owner or operator
must resume testing of that affected source on a monthly basis and maintain that schedule until no
visible emissions are observed in six consecutive monthly tests.

(iii)If no visible emissions are observed during the semi-annual test for any affected source, the owner
or operator may decrease the frequency of testing from semi-annually to annually for that affected
source. If visible emissions are observed during any annual test, the owner or operator must resume
testing of that affected source on a monthly basis and maintain that schedule until no visible emissions
are observed in six consecutive monthly tests.

(iv)If visible emissions are observed during any Method 22 test, the owner or operator must conduct a
6-minute test of opacity in accordance with Method 9 of appendix A to part 60 of this chapter. The
Method 9 test must begin within one hour of any observation of visible emissions.

(v)The requirement to conduct Method 22 visible emissions monitoring under this paragraph shall not
apply to any totally enclosed conveying system transfer point, regardless of the location of the transfer
point. “Totally enclosed conveying system transfer point” shall mean a conveying system transfer point
that is enclosed on all sides, top, and bottom. The enclosures for these transfer points shall be operated
and maintained as total enclosures on a continuing basis in accordance with the facility operations and
maintenance plan.

(vi)If any partially enclosed or unenclosed conveying system transfer point is located in a building, the
owner or operator of the Portland cement plant shall have the option to conduct a Method 22 visible
emissions monitoring test according to the requirements of paragraphs (a)(4)(i) through (iv) of this
section for each such conveying system transfer point located within the building, or for the building
itself, according to paragraph (a)(4)(vii) of this section.

(vii)If visible emissions from a building are monitored, the requirements of paragraphs (a)(4)(i) through
(iv) of this section apply to the monitoring of the building, and you must also test visible emissions
from each side, roof and vent of the building for at least 1 minute. The test must be conducted under
normal operating conditions.

B.10. b. Opacity Monitoring Requirements- EPs 01, 03, 04. On and after 9/9/2013, sources subject to a
limitation on opacity under §63.1345 must conduct required emissions monitoring in accordance with
the provisions of paragraphs (f)(1)(i) through (f)(1)(vii) of §63.1350 and in accordance with the
operation and maintenance plan developed in accordance with §63.1347. You must also develop an
opacity emissions monitoring plan in accordance with paragraphs (0)(1) through (0)(4) and paragraph
(0)(5), if applicable, of §63.1350.
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SECTION III. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

B.10.b. continued:

(1)(i) You must conduct a monthly 10-minute visible emissions test of each affected source in
accordance with Method 22 of appendix A-7 to part 60 of this chapter. The performance test must be
conducted while the affected source is in operation.

(ii) If no visible emissions are observed in six consecutive monthly tests for any affected source, the
owner or operator may decrease the frequency of performance testing from monthly to semi-annually
for that affected source. If visible emissions are observed during any semi-annual test, you must
resume performance testing of that affected source on a monthly basis and maintain that schedule until
no visible emissions are observed in six consecutive monthly tests.

(iif) If no visible emissions are observed during the semi-annual test for any affected source, you may
decrease the frequency of performance testing from semi-annually to annually for that affected source.
If visible emissions are observed during any annual performance test, the owner or operator must
resume performance testing of that affected source on a monthly basis and maintain that schedule until
no visible emissions are observed in six consecutive monthly tests.

(iv) If visible emissions are observed during any Method 22 performance test, of appendix A-7 to part
60 of this chapter, you must conduct five 6-minute averages of opacity in accordance with Method 9 of
appendix A-4 to part 60 of this chapter. The Method 9 performance test, of appendix A-4 to part 60 of
this chapter, must begin within 1 hour of any observation of visible emissions.

(v) The requirement to conduct Method 22 visible emissions monitoring under this paragraph do not
apply to any totally enclosed conveying system transfer point, regardless of the location of the transfer
point. “Totally enclosed conveying system transfer point” must mean a conveying system transfer
point that is enclosed on all sides, top, and bottom. The enclosures for these transfer points must be
operated and maintained as total enclosures on a continuing basis in accordance with the facility
operations and maintenance plan.

(vi) If any partially enclosed or unenclosed conveying system transfer point is located in a building,
you must have the option to conduct a Method 22 performance test, of appendix A-7 to part 60 of this
chapter, according to the requirements of paragraphs (f)(1)(i) through (f)(1)(iv) of this section for each
such conveying system transfer point located within the building, or for the building itself, according to
paragraph (f)(1)(vii) of this section.

(vii) If visible emissions from a building are monitored, the requirements of paragraphs (f)(1)(i)

through (f)(1)(iv) of this section apply to the monitoring of the building, and you must also test visible
emissions from each side, roof, and vent of the building for at least 10 minutes.

(2) (Not Applicable)
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SECTION III. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

B.10.b. continued:

(3) Corrective actions. If visible emissions are observed during any Method 22 visible emissions test
conducted under paragraphs (f)(1) or (f)(2) of §63.1350, you must initiate, within one-hour, the
corrective actions specified in the site specific operating and maintenance plan provisions in §63.1347.

[40 CFR 63.1350(f)( 1), (f)(3); 40 CFR 60.64(b)(4)]

B.11. Common Condition 1.0 - 1.4

B.12. Common Condition J.0 - J.13.

B.13. Common Condition K.0.- K.4.
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SECTION III. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection C.: This section addresses the following emissions unit

EU No. Brief Description

-003 Kiln System Line 1. The kiln system (or pyroprocessing system) includes the 156.5-
foot kiln, a four-stage preheater tower, a 25,300 cubic foot multi-stage combustion
(MSC) calciner, a tire feed system, two coal burners and ancillary equipment. A high
efficiency electrostatic precipitator controls particulate emissions.

Selective Non-Catalytic Reduction System (SNCR) is a nitrogen oxides control
technology. This (SNCR) will provide an alternate/backup/additional control
technology at the facility to achieve compliance with the best available control
technology (BACT). This can be used in conjunction with or in lieu of the strategy of
staged combustion in the calciner and tire introduction at the kiln inlet. The process
utilizes injection of ammonia solutions near the lowest preheater cyclone. The
equipment consists of a storage tank, piping, pumps, compressed air delivery and
injectors.

{Permitting note(s): This emissions unit is regulated under NESHAPS- 40 CFR 63, Subparts A and LLL
(National Emission Standards for Hazardous Air Pollutants - General Provisions and National
Emission Standards for Hazardous Air Pollutants from the Portland Cement Manufacturing Industry).
40 CFR 60, Subpart F - Standards of Performance for Portland Cement Plants, Subpart A - General
Provisions, Appendix A and Appendix B, and PSD regulations.

Pursuant to 40 CFR 63.1356, if an affected facility subject to 40 CFR 63 Subpart LLL has a different
emission limit or requirement for the same pollutant under another regulation in title 40 of the CFR, the
owner or operator of the affected facility must comply with the most stringent emission limit or
requirement and is exempt from the less stringent requirement.}

The following conditions apply to the emissions unit(s) listed above:

{Permitting note: Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information
for convenience purposes only. This table does not supersede any of the terms or conditions of this
permit.}

GENERAL

C.0. Table I - Allowable Opacity Limitation and Table II-Allowable Emissions as revised in Permit
0010087-006-AC (PSD-FL-228C) are incorporated by reference.

[Permit Nos. AC01-267311/PSD-FL-228; and, 0010087-006-AC (PSD-FL-228C)]
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SECTION III. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

ESSENTIAL POTENTIAL TO EMIT (PTE) PARAMETERS

C.1.a. Capacity (Preheater). The preheater dry feed rate is the mass of material (on a dry basis) entering
the preheater/kiln. The preheater dry feed rate is limited to 183.4 TPH on a 24-hr rolling average, 191.4
TPH (peak hourly rate), and 1,331,000 TPY.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.; Permit No. 0010087-006-AC PSD-FL-228C]

{Permitting note: The maximum rates have been placed in each permit to identify the capacity of each
unit for the purposes of confirming that emissions testing is conducted within 90 to 100 percent of the
unit’s rated capacity (or to limit future operation to 110 percent of the test load), to establish
appropriate emission limits and to aid in determining future rule applicability.}

C.1.b. Capacity (Kiln). The Kiln clinker production rate shall not exceed 110.2 tons per hour (TPH) on
a 24-hr rolling average, 115.0 TPH (peak hourly rate), and 2650 tons per day (TPD). On an annual
basis, the clinker production rate shall not exceed 800,000 tons per year (TPY). The clinker production
rate will be determined as a function of the preheater dry feed rate.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.; Permit No. 0010087-006-AC (PSD-FL-228C)]

C.2. a. Ammonia. Upon malfunction or unavailability of the SNCR system, the operator shall, as soon
as practicable, effect a reducing atmosphere in the calciner or inject tires as needed to maintain NOx
control.

[Rule 62-210.650, E.A.C.; Air Construction Permit No. 0010087-021-AC]

C.2.b. Ammonia. The concentration of stored ammonia solutions shall be less than 20 percent (%) by
weight.

[Air Construction Permit No. 0010087-021-AC]

{Permitting Note: This limitation avoids the requirement to prepare a Risk Management Plan pursuant to
Section 112r of the Clean Air Act for this activity.}

C.2. c. Ammonia Injection. The ammonia injection rate shall not exceed 150 pounds per hour (1-hour
block as 100% ammonia) in order to minimize ammonia emissions (slip). To demonstrate compliance,
the owner or operator shall continuously monitor and record the ammonia injection rate. The injection
rate of ammonia solution measured in terms of volumetric flow rate shall be converted to pounds per
hour as 100% ammonia.

{Note: the maximum ammonia injection rate is equivalent to an NH3/NOx molar ratio of 1.0
presuming baseline uncontrolled NOx emissions of 4 1b/ton of clinker.}

[Air Construction Permit No. 0010087-021-AC]
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SECTION III. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

C.3. Methods of Operation - (i.e. Fuels). Fuels fired in the pyroprocessing system (kiln and calciner)
shall not exceed a total maximum heat input of 364 MMBtu/hr and shall consist only of coal, (usage
rate shall not exceed 14.0 TPH), whole tires, propane, petroleum coke, and fly ash, and natural gas and
unused No. 2 fuel oil which may also be fired in the Raw Mill Air Heater. Propane usage is limited to
startup and in lieu of tires in the first stage of the MSC. The burning of RCRA hazardous waste or used
oil is prohibited. All fuel usage shall be in compliance with the following limits and conditions:

[Rule 62-210.200, F.A.C. (Definition. Potential to Emit); Rule 62-210.200(PTE), F.A.C.]

Coal e The sulfur content shall not exceed 1.75% by weight.! The maximum
usage rate shall not exceed 14.0 tons per hour. The sulfur content shall
be determined by ASTM Method D-2234, D-3173, D-3176, D-3177 or D-
4239.

Whole Tires e The maximum feed rate shall not exceed 109.2 MMBtu/hour (30% of
the total kiln fuel input) or 4.2 tons per hour (approximately 400 tires
per hour) and 36,792 tons per year.

e The tires shall be fed into the kiln system at the transition section
between the base of the precalciner and the point where gases exit the
kiln. The tire feeder mechanism shall consist of a rotary feeder, which
seals the tire entry point from the atmosphere.

e Prior to initiating tire firing, the gases exiting the kiln ahead of the
calciner burner shall be maintained at a minimum of 1,400 °F for at
least one hour. The facility shall maintain records of the exit
temperature and duration time of the exit gases to verify compliance
with this requirement.

No. 2 Fuel Oil e  Shall be fired and the sulfur content shall not exceed 0.05% by
(unused) weight (certified by fuel supplier). The maximum usage rate shall

not exceed 125,000 gallons per year for kiln startup.

Propane e Limited to startup and in lieu of tires in the first stage of the MSC.

Fly Ash e The permitted fly ash feed rate shall exceed neither 19 MMBtu/hr
nor 5% of total kiln heat input.

Pet coke e The permitted petroleum coke feed rate shall exceed neither 91
MMBtu/hr nor 25% percent of total kiln heat input.

Natural Gas Natural gas fired shall not exceed 364 MMBtu/hr in the kiln.

1 This permit authorizes the use of up to 1.75 percent sulfur coal. This limit replaces that of all previous air
construction and Title V permits. Unless otherwise specified, the emissions unit remains subject to all other
applicable conditions from previous air construction and Title V permits. [Rule 62-4.070(3), F.A.C.]

[Rule 62-213.410, F.A.C., Permit Nos. AC01-267311/PSD-FL-228; 0010087-003-AC/PSD-FL-228 A and
0010087-015-AC]

C.4. Hours of Operation. Continuous operation is allowed (8,760 hours per year), as long as the
800,000 TPY clinker limit is not exceeded.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C., Permit No. 0010087-006-AC (PSD-FL-228C)]
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SECTION III. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

EMISSION LIMITATIONS AND STANDARDS

{Permitting note: Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information
for convenience purposes only. This table does not supersede any of the terms or conditions of this
permit.}

C.5.a. Mercury (Hg) 2006 NESHAP. Total input of mercury compounds (as Hg) in all materials and
fuel kiln system shall not exceed 200 pounds per year until 09/08/2013.

[Permit No. AC01-267311/PSD-FL-228]

C.5.b. Mercury (Hg) 2010 NESHAP. On and after 09/09/2013, Mercury Emissions (Hg) shall not
exceed 10 ug/dscm during startup and shutdown and 55 Ib/ MM tons clinker during normal operation.

[40 CFR 63.1343(b)(1)]

Pursuant to 40 CFR 63.1351(c), the compliance date for existing sources for (Hg) emissions that
became effective on November 8, 2010 will be September 9, 2013. On September 9, 2013, the
previous limit of Specific Condition No. C.5.a. no longer applies.

C.6. a. Visible Emissions (Kiln) 2006 NESHAP. Until 9/8/2013, Visible emissions from the kiln shall
not exceed 10 percent opacity.

[Permit No. AC01-267311/PSD-FL-228; BACT; 40 CFR 63.1343(b)(2) subsumed].

{Permitting Note: The averaging time for Condition C.6.a. is based on the run time of the specified test
method.}

C.6.b. Visible Emissions (Kiln) 2010 NESHAP. After 9/9/2013, the VE limitation on the kiln will no
longer be applicable because of the PM CEMS.

C.7.a. Particulate Matter 2006 NESHAP. Until 9/8/2013, Particulate Matter emissions shall not exceed
0.14 pounds per ton of dry feed to the preheater and 0.23 pounds per ton of clinker, and 25.9 Ib/hr and
94 ton/yr.

[Permit No. 0010087-006-AC (PSD-FL-228C); BACT, 40 CFR 63.1343(b)(1) subsumed, 40 CFR
60.62(a)(1)(i) subsumed, 40 CFR 60.62(d)]

{Permitting Note: The averaging time for Condition C.7. a. is based on the run time of the specified test
method until 9/8/2013. On and after 9/9/2013, CEMS is required for compliance and the average time is
30-day rolling average (40 CFR 63.1343(a))}
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SECTION III. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

C.7. b. Particulate Matter for Kiln 1 (2010 NESHAP). On and after 9/9/2013, Particulate Matter
emissions shall not exceed 0.04 pounds per ton of clinker (normal operation) and 0.004 gr/dscf (startup
and shutdown).

[40 CFR 63.1343(b)(1) Table 1, 40 CFR 63.1343(b)(1) subsumed, 40 CFR 60.62(a)(1)(i) subsumed, 40 CFR
60.62(d)]

Pursuant to 40 CFR 63.1351(c), the compliance date for existing sources for PM emissions that
became effective on November 8, 2010 will be September 9, 2013. On September 9, 2013, the
previous limit of Specific Condition No. C.7.a. no longer applies.

{Permitting Note: The averaging time for Condition C.7.b. is based on the run time of the specified test
method until 09/08/2013. On and after 09/09/2013, CEMS is required for compliance and average
time is 30-day rolling average (40 CFR 63.1343(a).}

C.7.c. Particulate Matter (PMio) 2006 NESHAP. Until 9/8/2013, PM;o emissions shall not exceed 0.12
pounds per ton of dry feed to the preheater and 0.20 pounds per ton of clinker, and 22.1 Ib/hr and 80
ton/yr. After 9/9/2013, the PM standard (0.04 1b/ton clinker) is more stringent than the current PM10
standard. Therefore, after 09/09/2013 the PM10 standard is no longer applicable

[Permit No. 0010087-006-AC (PSD-FL-228C)]

{Permitting Note: The averaging time for Condition C.7.c. is based on the run time of the specified test
method.}

C.8. Kiln 1 New Emissions Limits for HCL and THC (2010 NESHAP):

Pollutant Emissions Limit Rule Compliance Date
33 ppmvd at 7% O2
Hydrogen Chloride | during normal 40 CFR 63.1343(b)(1) The compliance date for existing
HCL operation. No O2 sources for HCL and THC
correction during emissions will be September 9,
startup and 2013.
shutdown
Total Hydrocarbon 24 12 ppmvd 40 CFR 63.1343(b)(1)
THC

1 Measured as propane and corrected to 7% O2 during normal operation. No O2 correction during startup and shutdown.

2 Any source subject to the 24 ppmvd THC limit may elect to meet an alternative limit of 9 ppmvd for total organic HAP. If the
source demonstrates compliance with the total organic HAP under the requirements of §63.1349 then the source's THC limit
will be adjusted to equal the average THC emissions measured during the organic HAP compliance test.

3If the kiln does not have a HCl CEM, the emissions limit is zero.

[40 CFR 63.1343(b)(1)Table 1 (Rows 1-4)]
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SECTION III. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

C.9. Sulfur Dioxide. Sulfur dioxide emissions shall not exceed 0.10 1b/ton of dry feed to the preheater
and 0.16 pounds per ton of clinker (24-hr rolling average), and 17.7 Ib/hr and 64 ton/yr.

[Permit No. 0010087-006-AC (PSD-FL-228C)]

C.10. NOx. NOx emissions shall not exceed 1.50 Ib/ton of dry feed to the preheater and 2.45 pounds
per ton of clinker and 271 Ib/hr (30-day rolling average) and 980 ton/yr.

[Permit No. 0010087-006-AC (PSD-FL-228C)]

C.11. Carbon Monoxide. Carbon Monoxide emissions shall not exceed 1.55 Ib/ton of dry feed to the
preheater and 2.50 pounds per ton of clinker and 276 Ib/hr (1-hr average), and 1000 ton/yr.

[Permit No. 0010087-006-AC (PSD-FL-228C)]

C.12. VOC (2006 NESHAP). Until 9/8/2013, VOC emissions shall not exceed 0.075 1b/ton of dry feed to
the preheater and 0.11 pounds per ton of clinker and 11.8 Ib/hr (1-hr average), and 43 ton/year.
Beginning 09/09/ 2013, in accordance with 40 CFR 63, Subpart LLL, this EU will be subject to the THC
limit in Specific Condition No. C.8.

[Permit No. 0010087-006-AC (PSD-FL-228C)]

C.13. Sulfuric Acid Mist (SAM). SAM emissions shall not exceed 0.0016 1b/ton dry feed to the
preheater and 0.0025 1b/ ton clinker, and 0.25 Ib/hr and 1.00 ton/year.

[Permit No. 0010087-006-AC (PSD-FL-228C)]

C.14. DIOX (D/F). Emissions shall not exceed 0.20 ng per dscm (8.7 X 10 -11 gr per dscf)(TEQ) corrected
to 7 percent oxygen; or 0.40 ng per dscm (1.7 x 1010 gr / dscf)(TEQ) corrected to 7 percent oxygen, when
the average of the performance test run average temperatures at the inlet of the particulate matter
control device is 204° C (400° F) or less.

[Rule 40CFR 63.1343(b)(1)]

OPERATIONS

C.15. Tires. The Permittee shall not place waste tires on the ground. Waste tires shall be received in
closed vans and unloaded directly into the tire-feeding hopper. In an effort to control mosquitoes at
the site, waste tires shall be sprayed with an insecticide prior to receipt at the facility.

[AC01-267311/PSD-FL-228]
C.16. Cement Kiln Dust (CKD). The permittee shall “immediately collect” any spilled CKD to prevent
fugitive emissions.

[AC01-267311/PSD-FL-228]
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C.17. Cement Kiln Dust (CKD). CKD collected in the kiln electrostatic precipitator (ESP) will be
returned to the process. Any CKD not returned to the process shall be handled in accordance with
Subtitle C rules under development by EPA. In the interim, the Permittee shall operate under the
contingent management practice plan for the storage, sale, or disposal of any CKD not reused.

[AC01-267311/PSD-FL-228]

TEST METHODS AND PROCEDURES

{Permitting note: Table 2-1, Summary of Compliance Requirements, summarizes information for
convenience purposes only. This table does not supersede any of the terms or conditions of this
permit.}

C.18. The permittee shall test the emissions from the Kiln/Raw Mill System for the following pollutants

as described below:

Description Pollutant Fuel(s) EPA Testing Time Min. Compliance
m Reference | Frequency or Test Duration
Method Average Time for
CEMS [y
Kiln/ Raw VE Coal/Oil/ Fly 9/COM Annual/COM 3; | 30 minutes
Mill Ash
Propane/WTDEF/ After After 09/09/2013 | After 09/09/2013 -
Pet Coke/ Natural | 09/09/2013 | COM, However, | COM, However, No
Gas CoM, No limit because | limit because of PM
However, of PM CEMS CEMS
No limit
because of
PM CEMS
Kiln/ Raw PM/PMjp Coal/Oil/ Fly 5 Annual 3 one hour runs
Mill Ash
Propane/WTDE/
Pet Coke/ Natural CEMSyg After 09/09/2013 | Continuous
Gas - 30-day rolling
during normal
operations / 7-day
rolling average
during start
up/shutdown
Kiln/ Raw SOz 151 Coal/Oil/ Fly CEMS Daily average Continuous/Daily
Mill Ash average with CEMS
Propane/ WTDEF/
Pet Coke/ Natural
Gas

Florida Rock Industries, Inc.
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SECTION III. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

C.18.continued:
Description Pollutant Fuel(s) EPA Testing Time Min. Compliance
[1] Reference Frequency or Test Duration
Method Average Time for
CEMS [2]
Kiln/ Raw NOx ] Coal/Oil/ Fly CEMS 30-day average Continuous
Mill Ash with CEMS
Propane/WTDEF/
Pet Coke/ Natural
Gas
Kiln/ Raw CcO Coal/Oil/ Fly 10 Quarterly 4, 5] 3 one hour runs
Mill Ash
Propane/ WTDEF/
Pet Coke/ Natural
Gas
Kiln/ Raw VOC Coal/Oil/ Fly 25/25A/ Annual 3 one hour runs
Mill Replaced Ash CEM 7
by THC Propane/WTDE/
limit on Pet Coke/ Natural
and after Gas
9/9/2013.
Kiln/ Raw SAM Coal/Oil/ Fly 8 Annual 3 one hour runs
Mill Ash
Propane/WTDE/
Pet Coke/ Natural
Gas
Kiln/ Raw D/F Coal/Oil/ Fly 23 Every 30 months 3 three hour runs
Mill Ash
Propane/WTDE/
Pet Coke/ Natural
Gas
Kiln/ Raw HCL v CEMSqq - Continuous
Mill
After 09/09/2013
- 30-day rolling
during normal
operations / 7-day
rolling average
during start
up/shutdown
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SECTION III. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

C.18.continued:
Description Pollutant Fuel(s) EPA Testing Time Min. Compliance
[1] Reference Frequency or Test Duration
Method Average Time for
CEMS [2]
Kiln/ Raw THC “ 25/ 25A / Annual until Continuous
Mill CEM until 9/9/2013
09/08/2013
CEMS on After 09/09/2013
and after - 30-day rolling
09/09/2013 during normal
(1] operations / 7-day
rolling average
during start
up/shutdown
Kiln/ Raw Hg v CEMSpiz; | Material balance Continuous
Mill only until
09/08/2013. On
and after
09/09/2013, then
CEMS. - 30-day
rolling during
normal operations
/ 7-day rolling
average during
start
up/shutdown

[1] {Rule 62-297.310(7)(a)4., F.A.C., establishes the test frequency. Annual testing of emissions shall be conducted according to
common condition J.9. Fuels to be burned are specified in Specific Condition C.3.}

[2] {Rule 62-297.310(7)(a)4, F.A.C. allows the permittee to conduct a formal compliance test anytime during the federal fiscal
year (October 1- September 30).}

[3] Pursuant to 40 CFR 63.1350(c)(1), Subpart LLL 2006 NESHAP, installed, maintained, and continuously operate a COM
located at the outlet of the PM control device to continuously monitor the opacity. The COM shall be installed, maintained,
calibrated, and operated as required by Subpart A, general provisions of this part, and according to PS-1 of Appendix B to
Subpart 60 of this chapter. The compliance date for existing sources for visible emissions that became effective on November
8, 2010 will be September 9, 2013. After September 9, 2013 has passed, the previous requirement for a COM will still be
applicable as per AC01-267311/PSD-FL-228.

[4] Continuous process monitors for CO and/or O; to optimize combustion conditions for pollution control shall be part of
the process.

[5] SOz - The continuous emission monitor (CEM) data shall be used for the Kiln compliance requirement. The CEM
calibration and maintenance shall meet the applicable requirements of 40 CFR 60, Appendix B and Appendix F.

[6] NOy - The continuous emission monitor (CEM) data shall be used to demonstrate compliance with the kiln emissions
limits. The CEM calibration and maintenance shall meet the applicable requirements of 40 CFR 60, Appendix B.

[7] THC CEMs.

[8] CO in-stack emission compliance testing shall be performed on a quarterly basis using EPA Method 10. The quarterly CO
test reports shall be filed with the Department in accordance with Rule 62-297.310(8), F.A.C. This test shall be conducted while
firing a representative mixture of fuels (0 to 100% coal, 0 to 25% petroleum coke, 0 to 30% tires, and 0 to 5% fly ash), and while
all continuous monitoring systems are functioning properly, and with all process units are operating at their permitted
capacity. [Air Permit No. 0010087-015-AC]
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C.18.continued:

[9] PM CEMS, on and after 9/9/2013 you must install and operate a continuous emissions monitor in accordance with
Performance Specification 11 of appendix B and Procedure 2 of appendix F to part 60 of this chapter. The performance test
method and the correlation test method for Performance Specification 11 must be Method 5 or Method 5i of appendix A to
Part 60 of this chapter.

[10] HCI CEMS - See Specific Condition No. C.33.c.

[11] THC CEMS - THC continuous emission monitoring system in accordance with Performance Specification 8 of appendix B
to part 60 of this chapter and comply with all of the requirements for continuous monitoring systems found in the general
provisions, subpart A of this part.

[12] Mercury CEMS on and after 9/9/2013 you must install and operate a mercury continuous emissions monitoring system
(Hg CEMS) in accordance with Performance Specification 12A of appendix B to part 60 of this chapter or a sorbent trap-based
integrated monitoring system in accordance with Performance Specification 12B of appendix B to part 60 of this chapter.

[Rule 62-297.310(7)(a)4, F.A.C.; 40 CFR 63.1349 and 40 CFR 63.1350]

C.19. Stack Test Conditions. The manual stack test shall be conducted while firing a representative
mixture of fuels (0 to 100% coal, 0 to 25% petroleum coke, 0 to 30% tires, and 0 to 5% fly ash), and while
all continuous monitoring systems are functioning properly, and with all process units operating at
their permitted capacity. Permitted capacity is defined as 90-100 % of the maximum operating rate
allowed by the permit. If it is impracticable to test at permitted capacity, then the units may be tested
at less than 90% of the maximum operating rate allowed by the permit. In this case, subsequent source
operation is limited to 110% of the test load until a new test is conducted. Once the units are so limited,
then operation at higher capacities (with prior notification provided to the Department) is allowed for
no more than 15 consecutive days for the purpose of additional compliance testing to regain the
permitted capacity in the permit.

[Rule 62-297.310(2)(b), F.A.C., and Air Permit No. 0010087-015-AC]

If the kiln is tested while firing less than 30% tires, subsequent operation is limited to 110% the
percentage of tires burned during the test, not to exceed 30% of the total heat input. Once the kiln is so
limited, then operation at greater tire burning rate (with prior notification provided to the Department)
is allowed for no more than 15 consecutive days for the purpose of additional compliance testing to
regain the permitted capacity in the permit.

[Permit No. AC01-267311/ PSD-FL-228; Rule 62-297.310(2)(b), F.A.C.; and Permit No. 0010087-003-
AC/PSD-FL-228A]

If the kiln is tested while firing less than 25% petroleum coke, subsequent operation is limited to 110%
the percentage of petroleum coke fired during the test, not to exceed 25% of the total kiln heat input.
Once the kiln is so limited, then operation at a greater petroleum coke firing rate, with prior notification
provided to the Department, is allowed for not more than 15 consecutive days for the purpose of
additional compliance testing to regain the permitted capacity in the permit.
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C.19.continued:

If the kiln is tested while firing less than 5% fly ash, subsequent operation is limited to 110% the
percentage of fly ash fired during the test, not to exceed 5% of the total kiln heat input. Once the kiln is
so limited, then operation at a greater fly ash firing rate, with prior notification provided to the
Department, is allowed for not more than 15 consecutive days for the purpose of additional compliance
testing to regain the permitted capacity in the permit.

[Air Construction Permit Nos. 0010087-001-AC and 0010087-015-AC]

C.20.a. Visible Emissions (Kiln) 2006 NESHAPS. Until 09/08/2013, compliance shall be demonstrated
with use of a continuous opacity monitor. The continuous opacity monitor must comply with 40 CFR
63.1350(c)(3) which states “ to remain in compliance, the opacity must be maintained such that the 6-
minute average opacity for any 6-minute block period does not exceed 20 percent. If the average
opacity for any 6-minute block period exceeds 20 percent, this shall constitute a violation of the
standard”.

[Permit No. AC01-267311/PSD-FL-228; 40 CFR 63.1349(b)(1)(v); 40 CFR 63.1350(c)(3)].

C.20.b. Visible Emissions (Kiln). The test method for visible emissions shall be EPA Method 9 in
accordance with 40 CFR 60 Appendix A.

Pursuant to 40 CFR 63.1351(c), the compliance date for existing sources for visible emissions that
became effective on November 8, 2010 will be September 9, 2013. On September 9, 2013, the
previous limit of Specific Condition No. C.20.a. no longer applies.

[40 CFR 63.1349(b)(2)]

C.21. Particulate Matter 2010 NESHAPS. The test method for particulate matter emissions shall be
EPA Method 5 in accordance with 40 CFR 60 Appendix A and 40 CFR 63.1349 NESHAP for Portland
Cement Manufacturing Industry. On and after 09/09/2013, PM compliance shall be demonstrated by
CEMS.

[Permit No. AC01-267311/PSD-FL-228 and BACT; 40 CFR 60.64, 40 CFR 60.64(b)(2) and 40 CFR
63.1349(b)(1) subsumed]

C.22. Particulate Matter (PMjo). The test method for PM1 emissions shall be EPA Method 5 in
accordance with 40 CFR 60 Appendix A, with all PM assumed to be PMx.

[Permit No. AC01-267311/PSD-FL-228 and BACT; 40 CFR 60.64 subsumed].

C.23. Sulfur Dioxide. Compliance shall be determined with an in-stack continuous emissions
monitoring system.
[Permit No. AC01-267311/PSD-FL-228 and BACT]
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SECTION III. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

C.24. NOx. Compliance shall be determined with an in-stack continuous emissions monitoring system.

[Permit No. AC01-267311/PSD-FL-228 and BACT]

C.25. Carbon Monoxide. The test method for carbon monoxide emissions shall be EPA Method 10.
[Permit No. AC01-267311/PSD-FL-228 and BACT]

C.26. VOC. Prior to 9/8/13, the test method for VOC emissions shall be EPA Method 25 or Method
25A. On and after 9/9/13, VOC compliance will be based on THC CEMS.

[Permit No. AC01-267311/PSD-FL-228 and BACT]

C.27. Sulfuric Acid Mist (SAM). The test method for SAM emissions shall be EPA Method 8 in
accordance with 40 CFR 60, Appendix A.

[Permit No. AC01-267311/PSD-FL-228 and BACT]

C.28. DIOX/Furan (D/F). The test method for D/F emissions shall be Method 23 in accordance with 40
CFR 60, Appendix A-7.

(a)(i) Each performance test must consist of three separate runs conducted under representative
conditions. The duration of each run must be at least 3 hours, and the sample volume for each run must
be at least 2.5 dscm (90 dscf).

(ii) The temperature at the inlet to the kiln or in-line kiln/raw mill PMCD, and, where applicable, the
temperature at the inlet to the alkali bypass PMCD must be continuously recorded during the period of
the Method 23 test, and the continuous temperature record(s) must be included in the performance test
report.

(iii) Hourly average temperatures must be calculated for each run of the performance test.

(iv) The run average temperature must be calculated for each run, and the average of the run average
temperatures must be determined and included in the performance test report and will determine the
applicable temperature limit in accordance with §63.1344(b).

(b) Performance test frequency. Except as provided in §63.1348(b), performance tests are required for

affected sources that are subject to a dioxin, total organic HAP, or HCl, emissions limit and must be
repeated every 30 months except for pollutants where that specific pollutant is monitored using CEMS.

[40 CFR 63.1349(b)(3),(c)]
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MONITORING REQUIREMENTS

C.29. Flow. The Permittee shall install and operate a continuous flow monitor.

[Permit No. AC01-267311/PSD-FL-228 and BACT]

C.30. NOx and SO, CEMS. Permittee shall operate the NOx and SO, continuous monitoring

equipment in accordance with the following:

(@)

During each relative accuracy test run of the continuous emission monitoring system
required by Performance Specification 2 in Appendix B of 40 CFR 60, adopted by
reference at Rule 62-204.800(7)(e), F.A.C., data shall be collected concurrently by both
the continuous emission monitors and the reference test methods.

(b) The span value of the continuous emission monitoring system shall be no less than

©)

150 percent and no greater than 250 percent of the maximum permitted emissions of
the inline kiln/raw mill.

The 24-hour daily arithmetic averages shall be calculated from 1-hour arithmetic
averages expressed in parts per million by volume (dry basis). The 1-hour arithmetic
averages shall be calculated using the one-minute data points generated by the
continuous emission monitoring system. At least two data points separated by a
period of 15 minutes or more shall be used to calculate each 1-hour arithmetic
average.

(d) Ata minimum, valid continuous emission monitoring system hourly averages shall

be obtained for 95 percent of the operating hours per calendar quarter that the plant
is producing clinker. If less than 95 percent of the hourly averages for the operating
hours for any given calendar quarter is available, within 45 days following the end of
the quarter, the permittee will provide a report with corrective actions.

All valid continuous emission monitoring system data must be used in calculating
the emissions averages. When continuous emission data are not obtained because of
continuous emission monitoring system breakdowns, repairs, calibration checks, and
zero and span adjustments, for periods of time in excess of those described in
specific condition 3(d), emissions data shall be obtained using other monitoring
systems as approved by the Department (e.g., the reference methods in 40 CFR 60
Appendix A, Method 19, such as equation 19-19 where Ey; is in terms of 1bs/ton
clinker) to provide, as necessary, reasonable assurance.

In the event the plant is not in operation and there is no data, the system records
zeroes. In the event the plant is firing fuel but producing no clinker, the system
records pollutant mass emissions rates (i.e., Ibs/hour), but the system records zeroes
for the production-normalized emission rates (i.e., Ibs/ton clinker). These zeroes are
not included in the calculations of rolling averages, and are removed from the
tabulation.
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C.30. continued:

(g) 30-day NOx rolling average is calculated through the integrated and automated data
acquisition and handling system of the continuous emission monitoring system,
according to the procedures in 40 CFR 60 Appendix A, Method 19.

{Permitting note: This specific condition is in addition to the requirements of Tables I and II of this
permit as well as Specific Condition 6 of the original Air Construction Permit AC01-267311
(renumbered 0010087-001-AC as amended in August 2001), as incorporated into the final Title V
Air Operation Permit No. 0010087-002-AV..}

C.31. CO and/or O, CEMS. Continuous monitors shall be installed for CO and/or O- for use in
determining plant operating parameters to optimize emissions of CO, NO,, and SO,. These monitors
(CO and/or Oy) are process monitors and are not subject to 40 CFR 60, Appendix B.

[Permit No. AC01-267311/PSD-FL-228]

C.32. a. Continuous Opacity Monitors (COM). COMs shall be installed, operated, and maintained at
the kiln/raw mill ESP stack pursuant to 40 CFR 60.63, and 40 CFR 60, Appendix B, Performance
Specification 1 (1995 version).

[Permit No. AC01-267311/PSD-FL-228; 40 CFR 63.1350(c)(1)].

C.32. b. PM Emissions Tests (Continuous Emissions Monitors). On and after 9/9/2013, you must
install, operate, calibrate, and maintain a PM CEMS in accordance with the requirements in §63.1350(b).
You must determine, record, and maintain a record of the accuracy of the volumetric flow rate
monitoring system according to the procedures in §63.1350(n). The initial compliance test must be
based on the first 30 operating days in which the affected source operates using a CEMS. Hourly PM
concentration and stack gas volumetric flow rate data must be obtained. You must determine the
clinker production rate using the methods in §63.1350(d). § 63.1350 PM monitoring requirements for
sources using PM CEMS. (1) For a kiln or clinker cooler subject to emissions limitation on particulate
matter emissions in §63.1343(b) and using a PM CEMS, you must install and operate a continuous
emissions monitor in accordance with Performance Specification 11 of appendix B and Procedure 2 of
appendix F to part 60 of this chapter. The performance test method and the correlation test method for
Performance Specification 11 must be Method 5 or Method 5i of appendix A to Part 60 of 40 CFR 60.
You must also develop an emissions monitoring plan in accordance with paragraphs (0)(1) through
(0)(4) of § 63.1350.

[40 CFR 63.1349(b); 40 CFR 63.1350(b)]
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C.32. c. HCL Emissions Tests (Continuous Emissions Monitors). On and after 9/9/2013, you must
conduct performance testing by the following method:

(A) You must operate a CEMS in accordance with the requirements of §63.1350(1)(1). The initial
performance test must be the first 30 operating days you use the CEMS.

(B) The initial compliance test must be based on the 30 operating days in which the affected
source operates using a CEMS. Hourly HCI concentration and stack gas volumetric flow
rate data must be obtained.

[40 CFR 63.1349(b)(6) (ii)(A); 63.1349(b) (6)(ii)(B )]

C.32.d. THC Emissions Tests (Continuous Emissions Monitors).
THC CEMS

(A) Prior to 09/08/2013, THC monitoring is subject to 2006 NESHAP, you must operate a
continuous emissions monitoring system (CEMS) in accordance with the requirements in
§63.1350(h)(1)-(h)(3):

(1) The owner or operator shall install, operate and maintain a THC continuous emission
monitoring system in accordance with Performance Specification 8A, of appendix B to part 60 of
this chapter and comply with all of the requirements for continuous monitoring systems found
in the general provisions, subpart A of this part.

(2) The owner or operator is not required to calculate hourly rolling averages in accordance with
section 4.9 of Performance Specification 8A if they are only complying with the 50 ppmv THC
emissions limit.

(3) For facilities complying with the 50 ppmv THC emissions limit, any thirty-day block average
THC concentration in any gas discharged from a greenfield raw material dryer, the main
exhaust of a greenfield kiln, or the main exhaust of a greenfield in-line kiln/raw mill, exceeding
50 ppmvd, reported as propane, corrected to seven percent oxygen, is a violation of the
standard.

(B) On and after 09/09/2013, you must operate a continuous emissions monitoring system
(CEMS) in accordance with the requirements in 2010 NESHAP §63.1350(i). For the purposes of
conducting the accuracy and quality assurance evaluations for CEMS, the THC span value (as propane)
is 50 ppmvd. You demonstrate compliance with a RATA when the accuracy between the CEMS and the
test audit is within 20 percent or when the test audit results are within 10 percent of the standard.

The initial compliance test must be based on the first 30 operating days of operation following
09/09/2013 in which the affected source operates using a CEMS.
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C.32.d. continued:

(i) Total organic HAP emissions tests. Instead of conducting the performance test specified in
paragraph (b)(4)(i) of §63.1349., you may conduct a performance test to determine emissions of total
organic HAP by following the procedures in paragraphs (b)(4)(iii) through (b)(4)(iv) of §63.1349

(if) Method 320 of appendix A to this part or ASTM D6348-03 (incorporated by reference — See §63.14)
must be used to determine emissions of total organic HAP. Each performance test must consist of three
separate runs under the conditions that exist when the affected source is operating at the representative
performance conditions in accordance with §63.7(e). Each run must be conducted for at least 1 hour.

(iif) At the same time that you are conducting the performance test for total organic HAP, you must
also determine THC emissions by operating a CEMS in accordance with the requirements of
§63.1350(j). The duration of the performance test must be 3 hours and the average THC concentration
(as calculated from the 1-minute averages) during the 3-hour test must be calculated.

[40 CFR 63.1349(b)]

C.32.e. THC Monitoring Requirements: On and after 09/09/2013, THC emissions must comply with
the monitoring requirements of paragraphs (i)(1) and (i)(2) and (m)(1) through (m)(4) of §63.1350. You
must also develop an emissions monitoring plan in accordance with paragraphs (p)(1) through (p)(4) of
§63.1349.

(1) On and after 9/9/2013, you must install, operate, and maintain a THC continuous emission
monitoring system in accordance with Performance Specification 8 of appendix B to part 60 of 40 CFR
60 and comply with all of the requirements for continuous monitoring systems found in the general
provisions, subpart A of this part. The owner or operator must operate and maintain each CEMS
according to the quality assurance requirements in Procedure 1 of appendix F in part 60 of 40 CFR 60.

[40 CFR 63. 1350(i)]

C.32.f. Mercury (Hg Continuous Emissions Monitors). On and after 9/9/2013 you must operate a
mercury CEMS in accordance with the requirements of §63.1350(k). The initial compliance test must be
based on the first 30 operating days after 9/9/2013 in which the affected source operates using a CEMS.
Hourly mercury concentration and stack gas volumetric flow rate data must be obtained. If you use a
sorbent trap monitoring system, daily data must be obtained with each day assumed to equal the daily
average of the sorbent trap collection period covering that day.

(i) If you are using a mercury CEMS, you must install, operate, calibrate, and maintain an instrument
for continuously measuring and recording the exhaust gas flow rate to the atmosphere according to the
requirements in §63.1350(k)(4).
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C.32.f. continued:

(if) The emission rate must be computed by dividing the average mercury emission rate by the
clinker production rate during the same 30-day rolling period using the equation 5 of this
section:

E=(C,Q)AFE)  (Eq.5)

Where:

E = emission rate of mercury, Ib/million tons of clinker production;
Cs= concentration of mercury, g/scm;

Q<= volumetric flow rate of effluent gas, where Csand Qs are on the same basis (wet or dry),
scm/hr;

P = total kiln clinker production rate, million ton/hr; and
K = conversion factor, 1000 g/kg (454 g/1b).

Permitting Note: Requirement effective on the September 9, 2013 Compliance Date

[40 CFR 63.1349(b)(5)]

C.33. VOC- Continuous Emissions Monitors. Permittee shall install, calibrate, maintain and operate a
continuous emission monitoring system (CEMS) in the kiln/raw mill stack to measure and record the
emissions of total hydrocarbons (THC as propane) to provide reasonable assurance that the facility will
continue to meet the VOC emission limit established by permit. The CEMS system shall be installed,
certified, operated and maintained in accordance with Performance Specification 8A of Appendix B of
40 CFR 60, except that the span of the THC CEMS shall be 50 ppmvd (as propane) in accordance with
the requirement of Condition C.32.d. The CEMS shall be used in conjunction with a flow rate sensor
certified in accordance with Performance Specification 6 of Appendix B, 40 CFR 60 to calculate THC
emission rates. The owner or operator shall report no later than the 15t day following each calendar
quarter a summary of the 30-day rolling average THC emission rates reported by the CEMS for the
days of that calendar quarter to the Department’s Northeast District Office. The daily averages used to
compute the 30-day rolling averages shall also be provided in the summary. These results should be
reported as pounds per hour of THC, and pounds of THC per ton of clinker. After 9/9/2013, there will
be a THC limit in lieu of a VOC limit.

[Rule 62-4.070, F.A.C.]
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C.34. Continuous Temperature Monitor. Now and after 9/9/2013, the owner shall install, calibrate,
maintain, and continuously operate a continuous monitor to record the temperature of the exhaust
gases from the kiln, in- line kiln/raw, at the inlet to, or upstream of, the kiln, in-line kiln/raw mill PM
control device.

[40 CFR 63.1350(f)(1) 2006 NESHAP; 40 CFR 63.1350(g)1 2010 NESHAP]

C.35. Inspection. Inspect the components of the combustion system of each kiln and each in-line kiln
raw mill located at the facility at least once per year.

[40 CFR 63.1347(a)(3)]
REPORTING

C.36. Excess Emissions. As required by §63.10(e)(3), the owner or operator of an affected source
equipped with a continuous emission monitor shall submit an excess emissions and continuous
monitoring system performance report for any event when the continuous monitoring system data
indicate the source is not in compliance with the applicable emission limitation or operating parameter
limit.

(1) The owner or operator shall submit a summary report semiannually which contains the
information specified in 40 CFR 63.10(e)(3)(vi). In addition, the summary report shall include:

(i) All exceedances of maximum control device inlet gas temperature limits specified in 40 CFR
63.1344(a) and (b);

(ii) All failures to calibrate thermocouples and other temperature sensors as required under 40
CFR 63.1350(f)(7); and

(iii) (Not applicable.)

(iv)  The results of any combustion system component inspections conducted within the
reporting period as required under 40 CFR 63.1350(i).

(v)  All failures to comply with any provision of the operation and maintenance plan
developed in accordance with 40 CFR 63.1350(a).

(vi) On and after 9/9/2013, monthly rolling average mercury, THC, PM, and HCI (if applicable)
emissions levels in the units of the applicable emissions limit for each kiln, clinker cooler, and
raw material dryer.

(2) 1If the total continuous monitoring system downtime for any (CEM) or any continuous monitoring
system (CMS) for the reporting period is ten percent or greater of the total operating time for the
reporting period, the owner or operator shall submit an excess emissions and continuous monitoring
system performance report along with the summary report.

[40 CFR 63.1354(b)(8-10)]
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RECORDKEEPING

C.37. Tires. The Permittee shall document the number of tires burned during a week and then
establish storage and inventory based on a typical weekly requirement. The Permittee shall keep all
documentation concerning tire inventory at the site and make the information available for Department
review during inspections.

[Permit No. AC01-267311/PSD-FL-228]

C.38. Coal, Tires, Raw Materials and Fuel Oil. An operating log shall be established and maintained
for the weight of tires fired. The log shall include the daily tire usage, a monthly running total of the
tire usage, and a cumulative annual running total to ensure that the annual limit is not exceeded. The
log shall be maintained on file for at least five (5) years and shall be made available to the Department
upon request. Records of the quantity and analysis of coal, petroleum coke, fly ash, natural gas,
propane, fuel oil consumed and invoices for all fuel purchases along with logs for all raw materials and
products shall be kept for a minimum of 5 years. Periods of startup, shutdown, and process
malfunctions shall be noted on the same logs used for tires.

[Permit No. AC01-267311/PSD-FL-228 and Air Permit No. 0010087-015-AC]

C.39. Mercury Compounds (as Hg). Until 9/8/2013, monthly sampling and analysis shall be conducted
of the raw mill feed, coal, petroleum coke, fly ash and tires to demonstrate compliance with specific
condition C.5.a., SW-846 Method 7471 or an approved EPA, DEP or ASTM test methods shall be used
and records shall be maintained for inspection. After 9/9/2013, Hg compliance is by CEMS.

{Permitting Note: Mercury in Natural gas is approximately nil.}

[Permit No. AC01-267311/PSD-FL-228 and Air Permit No. 0010087-015-AC]

C.40. Common Condition 1.0 - 1.4
C.41. Common Condition J.0 - J.13.
C.42. Common Condition K.0. -K.4.

In accordance with 40 CFR 63 Subpart LLL 2010 NESHAPS, (EU003 Kiln) is considered an existing
source (construction was commenced on or prior May 6, 2009) and the standards for a new source are
not applicable to these units.
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Subsection D.: This section addresses the following emissions unit

EU No. Brief Description

-004 Clinker Handling Line 1. This emissions unit consists of:
EPO01: Clinker Cooler Discharge (L-01) and breaker conveyor
EP02: Clinker Silo North (L-06)

EP03: Clinker Cooler (ESP)

These silos are controlled by fabric filters and the Clinker Cooler by an electrostatic
precipitator.

{Permitting note(s): This emissions unit is regulated under 40 CFR 63, Subparts A and LLL (National Emission
Standards for Hazardous Air Pollutants - General Provisions and National Emission Standards for Hazardous
Air Pollutants from the Portland Cement Manufacturing Industry), Subpart F - Standards of Performance for
Portland Cement Plants, NSPS- 40 CFR 60 Subpart A - General Provisions, Appendix A and Appendix B, and
PSD Regulations.

Pursuant to 40 CFR 63.1356, if an affected facility subject to 40 CFR 63 Subpart LLL has a different emission limit
or requirement for the same pollutant under another regulation in title 40 of the CFR, the owner or operator of the
affected facility must comply with the most stringent emission limit or requirement and is exempt from the less
stringent requirement.}

The following conditions apply to the emissions unit(s) listed above:

{Permitting note: Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information
for convenience purposes only. This table does not supersede any of the terms or conditions of this
permit.}

GENERAL
D.0. Table I- Allowable Opacity Limitation and Table II- Allowable Emissions, as revised by Permit

0010087-006-AC/PSD-FL-228C, are incorporated by reference.
[Permit No. AC01-267311/PSD-FL-228; and, 0010087-006-AC (PSD-FL-228C)]

ESSENTIAL POTENTIAL TO EMIT (PTE) PARAMETERS

D.1. Capacity. The maximum production rate for the kiln clinker shall not exceed 110.2 tons per hour
(24-hr rolling average), 115.0 tons per hour (peak hourly rate) and 2650 tons per day and 800,000 tons
per year. The clinker production rate shall be determined as a function of the preheater dry feed rate.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C, Permit No. 0010087-006-AC (PSD-FL-228C)]

{Permitting note: The maximum rates have been placed in each permit to identify the capacity of each unit for the
purposes of confirming that emissions testing is conducted within 90 to 100 percent of the unit’s rated capacity (or
to limit future operation to 110 percent of the test load), to establish appropriate emission limits and to aid in
determining future rule applicability.}
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D.2. Hours of Operation. This emissions unit is allowed to operate continuously, i.e., 8,760 hours/year
as long as the 800,000 ton per year clinker limit is not exceeded.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C., Permit No. 0010087-006-AC (PSD-FL-228C)]

EMISSION LIMITATIONS AND STANDARDS

{Permitting note: Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information
for convenience purposes only. This table does not supersede any of the terms or conditions of this
permit.}

D.3.a. Particulate Matter (Clinker Cooler-EP03) 2006 NESHAPS. Until 9/8/2013, Particulate Matter
emissions from the Clinker Cooler shall not exceed 0.08 pounds per ton of feed (dry basis) to the
preheater and 0.14 pounds per ton of clinker. The PM shall also not exceed 15.4 Ibs/hr and 56
tons/year.

[Permit No. AC01-267311/PSD-FL-228 and BACT, 40 CFR 60.62(b)(1), 40 CFR 60.62(d), 40 CFR
63.1345(a)(1) Permit No. 0010087-006-AC (PSD-FL-228C)]

{Permitting Note: The averaging time for Condition D.3.a. is based on the run time of the specified test
method.}

D.3.b. Particulate Matter (Clinker Cooler-EP03) 2010 NESHAPS. On and after 9/9/2013, Particulate
Matter emissions from the Clinker Cooler shall not exceed 0.04 pounds per ton of clinker under normal
operation and 0.004 gr/dscf under startup and shutdown.

[40 CFR 63.1343(b)(1) Table 1(Rows 9 and 10)]

Pursuant to 40 CFR 63.1351(c), the compliance date for existing sources for PM emissions that
became effective on November 8, 2010 will be September 9, 2013. On September 9, 2013, the
previous limit of Specific Condition No. D.3.a. no longer applies.

{Permitting Note: The averaging time for Condition D.3.b is based on the run time of the specified test
method.}

D.4. Particulate Matter (PMjo) 2006 NESHAPS . Until 9/8/2013, PM;y emissions from the cooler shall
not exceed 0.12 pounds per ton of clinker.

[Permit No. AC01-267311/PSD-FL-228 BACT, and 0010087-006-AC (PSD-FL-228C)]

{Permitting Note: The averaging time for Condition D.4. is based on the run time of the specified test
method. After 9/9/2013, the PM standard (0.04 1b/ton clinker) will be more stringent than the current
PM10 standard. Therefore, after 09/09/2013, the PM10 standard is no longer applicable}.
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SECTION III. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

D.5. Particulate Matter. Particulate Matter emissions from the EPP01 and EP02 shall not exceed 0.01
grains per dry standard cubic foot.

[Permit No. AC01-267311/PSD-FL-228]

{Permitting Note: The averaging time for Condition D.5. is based on the run time of the specified test
method.}

D.6. Visible Emissions (Clinker Cooler-EP03) 2006 NESHAPS. Until 9/8/2013, visible emissions from
the Clinker Cooler shall not exceed 10 percent opacity. Thereafter, a PM CEMS will be installed 2010
NESHAPS.

[Permit No. AC01-267311/PSD-FL-228 and BACT; 40 CFR 60.62(b)(2)]

D.7. Visible Emissions (EP01, EP02). Visible emissions shall not exceed 5 percent opacity from the
Fabric Filters.

[Permit No. AC01-267311/PSD-FL-228]

{Permitting Note: The averaging time for Condition D.7. is based on the requirement of 40 CFR
63.1349(b)(2) and 63.1350(f)(1).}

TEST METHODS AND PROCEDURES

{Permitting note: Table 2-1, Summary of Compliance Requirements, summarizes information for
convenience purposes only. This table does not supersede any of the terms or conditions of this
permit.}

D.8.a. Visible Emissions. The permittee shall test the emissions from EP 01 and EP 02 for the following
pollutants annually:

Visible Emissions (V.E.)
(See Condition D.7.)
[Rule 62-297.310(7)(a)4, F.A.C/]
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D.8.b. Opacity Monitoring Requirements (EP01, EP02).

On and after 9/9/2013, sources subject to a limitation on opacity under §63.1345, you must conduct
required emissions monitoring in accordance with the provisions of paragraphs (f)(1)(i) through
(f)(1)(vii) of §63.1350 and in accordance with the operation and maintenance plan developed in
accordance with §63.1347. You must conduct emissions monitoring in accordance with paragraphs
(£)(2)(i) through (f)(2)(iii) of §63.1350 and in accordance with the operation and maintenance plan
developed in accordance with (p)(1) through (p)(4) of this section. You must also develop an opacity
emissions monitoring plan in accordance with paragraphs (0)(1) through (0)(4) and paragraph (0)(5), if
applicable, of §63.1350.

(1)) You must conduct a monthly 10-minute visible emissions test of each affected source in
accordance with Method 22 of appendix A-7 to part 60 of 40 CFR 60. The performance test must be
conducted while the affected source is in operation.

(i) If no visible emissions are observed in six consecutive monthly tests for any affected source, the
owner or operator may decrease the frequency of performance testing from monthly to semi-annually
for that affected source. If visible emissions are observed during any semi-annual test, you must
resume performance testing of that affected source on a monthly basis and maintain that schedule until
no visible emissions are observed in six consecutive monthly tests.

(iif) If no visible emissions are observed during the semi-annual test for any affected source, you may
decrease the frequency of performance testing from semi-annually to annually for that affected source.
If visible emissions are observed during any annual performance test, the owner or operator must
resume performance testing of that affected source on a monthly basis and maintain that schedule until
no visible emissions are observed in six consecutive monthly tests.

(iv) If visible emissions are observed during any Method 22 performance test, of appendix A-7 to part
60 of 40 CFR 60, you must conduct five 6-minute averages of opacity in accordance with Method 9 of
appendix A-4 to part 60 of 40 CFR 60. The Method 9 performance test, of appendix A-4 to part 60 of 40
CFR 60, must begin within 1 hour of any observation of visible emissions.

(v) The requirement to conduct Method 22 visible emissions monitoring under this paragraph do not
apply to any totally enclosed conveying system transfer point, regardless of the location of the transfer
point. “Totally enclosed conveying system transfer point” must mean a conveying system transfer
point that is enclosed on all sides, top, and bottom. The enclosures for these transfer points must be
operated and maintained as total enclosures on a continuing basis in accordance with the facility
operations and maintenance plan.

(vi) If any partially enclosed or unenclosed conveying system transfer point is located in a building,
you must have the option to conduct a Method 22 performance test, of appendix A-7 to part 60 of 40
CFR 60, according to the requirements of paragraphs (f)(1)(i) through (f)(1)(iv) of this §63.1350 for each
such conveying system transfer point located within the building, or for the building itself, according to
paragraph (f)(1)(vii) of §63.1350.
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D.8.b. continued:

(vii) If visible emissions from a building are monitored, the requirements of paragraphs (f)(1)(i)
through (f)(1)(iv) of this §63.1350 apply to the monitoring of the building, and you must also test visible
emissions from each side, roof, and vent of the building for at least 10 minutes.

(2) Corrective actions. If visible emissions are observed during any Method 22 visible emissions test
conducted under paragraphs (f)(1) or (f)(2) of this section, you must initiate, within one-hour, the
corrective actions specified in the site specific operating and maintenance plan provisions in

§63.1347.[40 CFR 63.1350(£)(1)(i)- (vii), (2),(3)]

{Permitting Note: Prior to 09/08/2013, sources subject to a limitation on opacity under §63.1348, (2006 NESHAP)
(1) ) The owner or operator must conduct a monthly 1-minute visible emissions test of each affected source
in accordance with Method 22 of Appendix A to part 60 of this chapter. The test must be conducted while the
affected source is in operation.}

D.9. a. Visible Emissions (Clinker Cooler) 2006 NESHAPS. Until 9/8/2013, compliance shall be
demonstrated with use of a continuous opacity monitor. Thereafter, there will be a PM CEMS in lieu of
a VE limit 2010 NESHAPS.

[Permit No. AC01-267311/PSD-FL-228]

D.9. b. Visible Emissions (Clinker Cooler). Until 9/8/2013, the test method for visible emissions shall
be EPA Method 9 in accordance with 40 CFR 60 Appendix A.

[40 CFR 63.1349(b)(2)]

D.10.a. Visible Emissions (EP01, EP02). The test method for visible emissions shall be EPA Method 9
in accordance with 40 CFR 60 Appendix A.

[Permit No. AC01-267311/PSD-FL-228]

In accordance with Rule 62-297.310(4)(a)2, F.A.C., the duration of the Method 9 performance is 30-
minutes for emissions points <100 tpy of particulate matter and are not subject to a multiple-valued
opacity standard or 1-hour if > 100 tpy.

Initial VE after 9/9/2013 only, the duration of the Method 9 performance test must be 3 hours (30 6-
minute averages), except that the duration of the Method 9 performance test may be reduced to 1 hour
if the conditions of paragraphs (b)(2)(i) through (b)(2)(ii) of this section apply. For batch processes that
are not run for 3-hour periods or longer, compile observations totaling 3 hours when the unit is
operating.

(1) There are no individual readings greater than 10 percent opacity;
(2) There are no more than three readings of 10 percent for the first 1-hour period.

[40 CFR 63.1349(b)(2)]
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D.10.b. Visible Emissions (EP01, EP02). The test method for monthly visible emissions shall be EPA
Method 22.

[Rule 62-297.401(22), F.A.C.]

D.11. Particulate Matter (EP03). The test method for particulate matter emissions shall be EPA Method
5 in accordance with 40 CFR 60 Appendix A, and set forth in 40 CFR 60.64 of the NSPS for Portland
Cement Plants and 40 CFR 63.1349 NESHAP for Portland Cement Manufacturing Industry.

After 09/09/2013, compliance shall be determined with a PM CEMS.

[Permit No. AC01-267311/PSD-FL-228 and BACT; 40 CFR 60.64, 40 CFR 63.1350 subsumed].

D.12. Particulate Matter (PMio) (EP03). Until 9/9/2013, the test method for PMy emissions shall be EPA
Method 5 in accordance with 40 CFR 60 Appendix A (with all PM assumed to be PM10).

[Permit No. AC01-267311/PSD-FL-228 and BACT]

D.13. Particulate Matter (EP01, EP02). Compliance with the visible emissions standard specified in
condition D.7 shall be considered compliance with the particulate matter standard established in
condition D.5.

[Rule 62-297.620(4), F.A.C.]

MONITORING REQUIREMENTS

D.14.a. Continuous Opacity Monitors (COM). Now and after 09/09/2013, COMs shall be installed,
operated, and maintained at the Clinker Cooler ESP stack.

[Permit No. AC01-267311/PSD-FL-228; 40 CFR 63.1350(d)(1)

D.14.b. Continuous Emission Monitors (CEM) 2010 NESHAPS. On and after 09/09/2013, install a PM
CEMS:

(1) For a clinker cooler subject to emissions limitation on particulate matter emissions in §63.1343(b)
and using a PM CEMS, you must install and operate a continuous emissions monitor in accordance
with Performance Specification 11 of appendix B and Procedure 2 of appendix F to part 60 of this
chapter. The performance test method and the correlation test method for Performance Specification 11
must be Method 5 or Method 5i of appendix A to Part 60 of this chapter. You must also develop an
emissions monitoring plan in accordance with paragraphs (0)(1) through (0)(4) of this section.

2) You must perform Relative Response Audits annually and Response Correlation Audits every 3
p p y P y
years.
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D.14.b. continued:

(3) If you are using a PM CEMS, you must install, operate, calibrate, and maintain an instrument for
continuously measuring and recording the exhaust gas flow rate to the atmosphere according to the
requirements in paragraphs (n)(1) through (n)(10) of this section.

(4) In order to calculate the 30-day or 7-day rolling average, collect readings at least every 15 minutes.
Sum the hourly data to daily data and then into a 30-day rolling average. You must use all data, except
those recorded during monitoring system malfunctions, repairs associated with monitoring system
malfunctions, or required monitoring system quality assurance or control activities, in calculations.

[40 CFR 63.1350(b)]

REPORTING

D.15. Excess Emissions. As required by 40 CFR 63.1354(b)(8-10), the owner or operator of an affected
source equipped with a continuous emission monitor shall submit an excess emissions and continuous
monitoring system performance report for any event when the continuous monitoring system data
indicate the source is not in compliance with the applicable emission limitation or operating parameter
limit. The owner or operator shall submit a summary report semiannually which contains the
information specified in 40 CFR 63.10(e)(3)(vi). In addition, the summary report shall include:

(i) (Not applicable)
(ii) (Not applicable)

(iii) (Not applicable.)
iv) The results of any combustion system component inspections conducted within the reportin
y Yy p P P g
period as required under 40 CFR 63.1350(i).

(v) All failures to comply with any provision of the operation and maintenance plan developed in
accordance with 40 CFR 63.1350(a).

If the total continuous monitoring system downtime for any (CEM) or any continuous monitoring
system (CMS) for the reporting period is ten percent or greater of the total operating time for the
reporting period, the owner or operator shall submit an excess emissions and continuous monitoring
system performance report along with the summary report.

[40 CFR 63.1354(b)(8-10)]
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D.16. Clinker Material Storage and Handling Activities. On and after 9/9/2013, if clinker material
storage and handling activities occur more than 1,000 feet from the facility property-line you must
comply with the following:

(1) Utilize a three-sided barrier with roof, provided the open side is covered with a wind fence
material of a maximum 20 percent porosity, allowing a removable opening for vehicle access. The
removable wind fence for vehicle access may be removed only during minor or routine
maintenance activities, the creation or reclamation of outside storage piles, the importation of
clinker from outside the facility, and reclamation of plant clean-up materials. The removable
opening must be less than 50 percent of the total surface area of the wind fence and the amount of
time must be minimized to the extent feasible.

(2) Contain storage and handling of material that is immediately adjacent to the three-sided
barrier within an area next to the structure with a wind fence on at least two sides, with at least a 5-
foot freeboard above the top of the storage pile to provide wind sheltering, and completely cover
the material with an impervious tarp, revealing only the active disturbed portion during material
loading and unloading activities.

(3) Storage and handling of other active clinker material must be conducted within an area
surrounded on three sides by a barrier or wind fences with one side of the wind fence facing the
prevailing wind and at least a 5-foot freeboard above the top of the storage pile to provide wind
sheltering. The clinker must remain completely covered at all times with an impervious tarp,
revealing only the active disturbed portion during material loading and unloading activities. The
barrier or wind fence must extend at least 20 feet beyond the active portion of the material at all
times.

(4) Inactive clinker material may be alternatively stored using a continuous and impervious tarp,
covered at all times, provided records are kept demonstrating the inactive status of such stored
material.
(a) If clinker material storage and handling activities occur 1,000 feet or less from the facility
property-line these activities must be in an enclosed storage area that meets the emissions limits
specified in §63.1345.

[40 CFR 63.1343 (c)-(d)]

D.17. Common Conditions 1.0 - I.4.

D.18. Common Conditions J.0 - J.13.

D.19. Common Condition K.0. - K.4.
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Subsection E.: This section addresses the following emissions unit

EU No. Brief Description

-005 Finish Grinding Operations- Line1. = Emission Points are identified as follows:
EP02: Clinker to Finish Mill - M-08

EP03: Finish Mill Air Separator- N-09

EP04: Finish Mill- N-12

EP05: Cement Handling Bucket Conveyor in the Finish Mill- N-91

EP06: Cement Storage Silo West- Q-25

EP07: Cement Storage Silo East-Q-26

Fabric filters control particulate matter emissions.

{Permitting note(s): This emissions unit is regulated under 40 CFR 63, Subparts A and LLL (National Emission Standards for
Hazardous Air Pollutants - General Provisions and National Emission Standards for Hazardous Air Pollutants from the
Portland Cement Manufacturing Industry), NSPS- 40 CFR 60 Subpart F - Standards of Performance for Portland Cement
Plants, Subpart A - General Provisions, Appendix A and Appendix B. Pursuant to 40 CFR 63.1356, if an affected facility
subject to 40 CFR 63 Subpart LLL has a different emission limit or requirement for the same pollutant under another
regulation in title 40 of the CFR, the owner or operator of the affected facility must comply with the most stringent emission
limit or requirement and is exempt from the less stringent requirement.}

The following conditions apply to the emissions unit(s) listed above:

{Permitting note: Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information
for convenience purposes only. This table does not supersede any of the terms or conditions of this
permit.}

GENERAL
E.0. Table I- Allowable Opacity Limitation and Table II-Allowable Emissions as revised by Permit

0010087-006-AC (PSD-FL-228C) are incorporated by reference.
[Permit Nos. AC01-267311/PSD-FL-228; and 0010087-006-AC (PSD-FL-228C)]

ESSENTIAL POTENTIAL TO EMIT (PTE) PARAMETERS

E.1. Capacity. The maximum process rate for this emissions unit shall not exceed 150 tons per hour of
cement output.

[Rules 62-4.160(2), 62-210.200(PTE), F.A.C and Air Construction Permit No. 0010087-018-AC]

{Permitting note: The maximum rates have been placed in each permit to identify the capacity of each
unit for the purposes of confirming that emissions testing is conducted within 90 to 100 percent of the
unit’s rated capacity (or to limit future operation to 110 percent of the test load), to establish
appropriate emission limits and to aid in determining future rule applicability.}
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E.2. Hours of Operation. This emissions unit is allowed to operate continuously, i.e., 8,760 hours/ year.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]

EMISSION LIMITATIONS AND STANDARDS

{Permitting note: Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information
for convenience purposes only. This table does not supersede any of the terms or conditions of this
permit.}

E.3. Particulate Matter (each EP). Particulate Matter emissions from the Fabric Filters shall not exceed
0.01 grains per dry standard cubic foot.

[Permit No. AC01-267311/PSD-FL-228]

{Permitting Note: The averaging time for Condition E.3. is based on the run time of the specified test
method.}

E.4. Visible Emissions (each EP). Visible emissions shall not exceed 5 percent opacity.

[Permit No. AC01-267311/PSD-FL-228; 40 CFR 63.1345(subsumed)]

{Permitting Note: The averaging time for Condition E.4. is based on the run time of the specified test
method.}

CONTINUOUS COMPLIANCE REQUIREMENTS

E. 5.a. Opacity Monitoring Requirements. (EP’s 02, 05, 06 & 07). Prior to 09/08/2013, if you were
subject to a limitation on opacity under §63.1348, (2006 NESHAP) you must conduct required
emissions monitoring in accordance with §63.1350 paragraphs (a)(4)(i)- (a)(4)(iv)Procedures to be used
to periodically monitor affected sources subject to opacity standards under §§63.1346 and 63.1348. Such
procedures must include the provisions of paragraphs (a)(4)(i) through (a)(4)(iv) of this section.

(i) The owner or operator must conduct a monthly 1-minute visible emissions test of each affected
source in accordance with Method 22 of Appendix A to part 60 of this chapter. The test must be
conducted while the affected source is in operation.

(ii) If no visible emissions are observed in six consecutive monthly tests for any affected source, the
owner or operator may decrease the frequency of testing from monthly to semi-annually for that
affected source. If visible emissions are observed during any semi-annual test, the owner or operator
must resume testing of that affected source on a monthly basis and maintain that schedule until no
visible emissions are observed in six consecutive monthly tests.
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SECTION III. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

E.5.a. continued:

(iif) If no visible emissions are observed during the semi-annual test for any affected source, the owner
or operator may decrease the frequency of testing from semi-annually to annually for that affected
source. If visible emissions are observed during any annual test, the owner or operator must resume
testing of that affected source on a monthly basis and maintain that schedule until no visible emissions
are observed in six consecutive monthly tests.

(iv) If visible emissions are observed during any Method 22 test, the owner or operator must conduct a
6-minute test of opacity in accordance with Method 9 of appendix A to part 60 of this chapter. The
Method 9 test must begin within one hour of any observation of visible emissions.

(v) The requirement to conduct Method 22 visible emissions monitoring under this paragraph shall not
apply to any totally enclosed conveying system transfer point, regardless of the location of the transfer
point. “Totally enclosed conveying system transfer point” shall mean a conveying system transfer point
that is enclosed on all sides, top, and bottom. The enclosures for these transfer points shall be operated
and maintained as total enclosures on a continuing basis in accordance with the facility operations and
maintenance plan.

(vi) If any partially enclosed or unenclosed conveying system transfer point is located in a building, the
owner or operator of the Portland cement plant shall have the option to conduct a Method 22 visible
emissions monitoring test according to the requirements of paragraphs (a)(4)(i) through (iv) of this
section for each such conveying system transfer point located within the building, or for the building
itself, according to paragraph (a)(4)(vii) of this section.

(vii) If visible emissions from a building are monitored, the requirements of paragraphs (a)(4)(i)
through (iv) of this section apply to the monitoring of the building, and you must also test visible
emissions from each side, roof and vent of the building for at least 1 minute. The test must be
conducted under normal operating conditions.

E.5.b. Opacity Monitoring Requirements. (EP’s 02, 05, 06 & 07). On and after 09/09/2013,
sources subject to a limitation on opacity under §63.1345, (2010 NESHAP) you must conduct required
emissions monitoring in accordance with the provisions of paragraphs (f)(1)(i) through (f)(1)(vii) of
§63.1350 and in accordance with the operation and maintenance plan developed in accordance with
§63.1347. You must conduct emissions monitoring in accordance with paragraphs (f)(2)(i) through
(H)(2)(iii) of §63.1350 and in accordance with the operation and maintenance plan developed in
accordance with (p)(1) through (p)(4) of §63.1350. You must also develop an opacity emissions
monitoring plan in accordance with paragraphs (0)(1) through (0)(4) and paragraph (0)(5), if
applicable, of §63.1350.

(1)) You must conduct a monthly 10-minute visible emissions test of each affected source in
accordance with Method 22 of appendix A-7 to part 60 of 40 CFR 60. The performance test must be
conducted while the affected source is in operation.
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SECTION III. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

E.5.b. continued:

(ii) If no visible emissions are observed in six consecutive monthly tests for any affected source, the
owner or operator may decrease the frequency of performance testing from monthly to semi-annually
for that affected source. If visible emissions are observed during any semi-annual test, you must
resume performance testing of that affected source on a monthly basis and maintain that schedule until
no visible emissions are observed in six consecutive monthly tests.

(iif) If no visible emissions are observed during the semi-annual test for any affected source, you may
decrease the frequency of performance testing from semi-annually to annually for that affected source.
If visible emissions are observed during any annual performance test, the owner or operator must
resume performance testing of that affected source on a monthly basis and maintain that schedule until
no visible emissions are observed in six consecutive monthly tests.

(iv) If visible emissions are observed during any Method 22 performance test, of appendix A-7 to part
60 of 40 CFR 60, you must conduct five 6-minute averages of opacity in accordance with Method 9 of
appendix A-4 to part 60 of 40 CFR 60. The Method 9 performance test, of appendix A-4 to part 60 of 40
CFR 60, must begin within 1 hour of any observation of visible emissions.

(v) The requirement to conduct Method 22 visible emissions monitoring under this paragraph do not
apply to any totally enclosed conveying system transfer point, regardless of the location of the transfer
point. “Totally enclosed conveying system transfer point” must mean a conveying system transfer
point that is enclosed on all sides, top, and bottom. The enclosures for these transfer points must be
operated and maintained as total enclosures on a continuing basis in accordance with the facility
operations and maintenance plan.

(vi) If any partially enclosed or unenclosed conveying system transfer point is located in a building,
you must have the option to conduct a Method 22 performance test, of appendix A-7 to part 60 of 40
CFR 60, according to the requirements of paragraphs (f)(1)(i) through (f)(1)(iv) of this §63.1350 for each
such conveying system transfer point located within the building, or for the building itself, according to
paragraph (f)(1)(vii) of §63.1350.

(vii) If visible emissions from a building are monitored, the requirements of paragraphs (f)(1)(i)
through (f)(1)(iv) of §63.1350 apply to the monitoring of the building, and you must also test visible
emissions from each side, roof, and vent of the building for at least 10 minutes.

(2) (Not applicable)
(3) Corrective actions. If visible emissions are observed during any Method 22 visible emissions test
conducted under paragraphs (f)(1) or (f)(2) of this section, you must initiate, within one-hour, the

corrective actions specified in the site specific operating and maintenance plan provisions in §63.1347.

The maximum 6-minute average opacity exhibited during the performance test period must be used to
determine whether the affected source is in compliance with the standard.
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E.5.b. continued:

Corrective actions must be initiated within one hour of detecting visible emissions.

[40 CFR 63.1350(f)(1)(i)- (vii), (f)(2), (f)(3); 40 CFR 60.64(b)(4); 40 CFR 63.1348(b)(3), (b)(3)(i)]

E.5.c. Opacity Monitoring Requirements. (EP’s 03 & 04). Now and after 09/09/2013, you are

subject to a limitation on opacity under §63.1347(2006 & 2010 NESHAP), you must conduct the
following required emissions monitoring;:

(1)(i) For a raw mill or finish mill, you must monitor opacity by conducting daily visual emissions
observations of the mill sweep and air separator particulate matter control devices (PMCD) of these
affected sources in accordance with the procedures of Method 22 of appendix A-7 to part 60 of 40 CFR
60. The duration of the Method 22 performance test must be 6 minutes.

(if) Within 24 hours of the end of the Method 22 performance test in which visible emissions were
observed, the owner or operator must conduct a follow up Method 22 performance test of each stack
from which visible emissions were observed during the previous Method 22 performance test.

(iii) If visible emissions are observed during the follow-up Method 22 performance test required by
paragraph (f)(2)(ii) of §63.1350 from any stack from which visible emissions were observed during the
previous Method 22 performance test required by paragraph (f)(2)(i) of the §63.1350, you must conduct
a visual opacity test of each stack from which emissions were observed during the follow up Method 22
performance test in accordance with Method 9 of appendix A-4 to part 60 of 40 CFR 60. The duration of
the Method 9 test must be 30 minutes.

(2) Corrective actions. If visible emissions are observed during any Method 22 visible emissions test
conducted under paragraphs (f)(1) or (f)(2) of §63.1350, you must initiate, within one-hour, the
corrective actions specified in the site specific operating and maintenance plan provisions in §63.1347.

[(2006 NESHAPS) 40 CFR 63.1350(e)(1) and (e)(2); (2010 NESHAPS) 40 CFR 63.1350(f)(1)(i)- (vii), (2),(3)]

TEST METHODS AND PROCEDURES

{Permitting Note: Table 2-1, Summary of Compliance Requirements, summarizes information for
convenience purposes only. This table does not supersede any of the terms or conditions of this
permit.}
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SECTION III. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

E.6. Visible Emissions- Compliance Testing Frequency (Each EP). The permittee shall conduct a
visible emissions test at each emissions point on an annual basis, once during each federal fiscal year
(October 1 - September 30).

[Rule 62-297.310(7)(a)4, F.A.C.]

E.7. Visible Emissions- Test Method (Each EP). The test method for visible emissions shall be EPA
Method 9 in accordance with 40 CFR 60 Appendix A-4.

In accordance with Rule 62-297.310(4)(a)2, F.A.C., the duration of the Method 9 performance is 30-
minutes for emissions points <100 tpy of particulate matter and are not subject to a multiple-valued
opacity standard.

Initial VE after 9/9/2013 only, the duration of the Method 9 performance test must be 3 hours (30, 6-
minute averages), except that the duration of the Method 9 performance test may be reduced to 1 hour
if the conditions of paragraphs(i) through (ii) of this condition apply. For batch processes that are not
run for 3-hour periods or longer, compile observations totaling 3 hours when the unit is operating.

(i) There are no individual readings greater than 10 percent opacity;
(ii) There are no more than three readings of 10 percent for the first 1-hour period.
[Permit No. AC01-267311/PSD-FL-228, 40 CFR 60.64(a)(4); 40 CFR 63.1349(b)(2)]

E.8. Particulate Matter. Compliance with the visible emissions standard specified in condition E.4.a.
shall be considered compliance with the particulate matter standard established in condition E.3.

[Rule 62-297.620(4), F.A.C., Permit No. AC01-267311/PSD-FL-228 and BACT]

E.9. Common Conditions J.0 - J. 13.

E.10. Common Condition K.0 - K.4.
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SECTION III. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection F.: This section addresses the following emissions unit

EU No. | Brief Description

-006 Cement Handling, Loading, and Bagging. Emission Points are controlled by
Fabric Filters and are identified as follows:

EPO01: Cement Silo South Loadout - Q-14
EP02: Cement Silo North Loadout - Q-17
EPO03: Cement Silo Railcar Loadout- Q-21
EP04: Cement Bagging Operation- R-12

{Permitting note(s): This emissions unit is regulated under 40 CFR 63, Subparts A (National Emission
Standards for Hazardous Air Pollutants General Provisions), and LLL (National Emission Standards
for Hazardous Air Pollutants - General Provisions and National Emission Standards for Hazardous Air
Pollutants from the Portland Cement Manufacturing Industry), NSPS- 40 CFR 60 Subpart A - General
Provisions, Appendix A and Appendix B, and NSPS- 40 CFR 60 Subpart F, Standards of Performance
for Portland Cement Plants adopted and incorporated by reference in Chapter 62-204, F.A.C. Pursuant
to 40 CFR 63.1356, if an affected facility subject to 40 CFR 63 Subpart LLL has a different emission limit
or requirement for the same pollutant under another regulation in title 40 of the CFR, the owner or
operator of the affected facility must comply with the most stringent emission limit or requirement and
is exempt from the less stringent requirement.}

The following conditions apply to the emissions unit(s) listed above:

{Permitting note: Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information
for convenience purposes only. This table does not supersede any of the terms or conditions of this
permit.}

GENERAL

F.0. Table I- Allowable Opacity Limitation and Table II- Allowable Emissions, as revised by Permit
0010087-006-AC (PSD-FL-228C), are incorporated by reference.

[Permit Nos. AC01-267311/PSD-FL-228; and 0010087-006-AC (PSD-FL-228C)]
ESSENTIAL POTENTIAL TO EMIT (PTE) PARAMETERS

F.1. Capacity. The maximum process rate for this emissions unit shall not exceed 500 tons per hour of
cement Silo unloading.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C]
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SECTION III. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

{Permitting note: The maximum rates have been placed in each permit to identify the capacity of each
unit for the purposes of confirming that emissions testing is conducted within 90 to 100 percent of the
unit’s rated capacity (or to limit future operation to 110 percent of the test load), to establish
appropriate emission limits and to aid in determining future rule applicability.}

F.2. Hours of Operation. This emissions unit is allowed to operate continuously, i.e., 8,760 hours/ year.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]

EMISSION LIMITATIONS AND STANDARDS

{Permitting note: Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information
for convenience purposes only. This table does not supersede any of the terms or conditions of this
permit.}

F.3. Particulate Matter (each EP). Particulate Matter emissions from the Fabric Filters shall not exceed
0.01 grains per dry standard cubic foot.

[Permit No. AC01-267311/PSD-FL-228]

{Permitting Note: The averaging time for Condition F.3. is based on the run time of the specified test
method.}
F.4. Visible Emissions (each EP). Visible emissions shall not exceed 5 percent opacity.

[Permit No. AC01-267311/PSD-FL-228; 40 CFR 60.62(c) subsumed; 40 CFR 60.62(d), 40 CFR 63. 1345
subsumed]

{Permitting Note: The averaging time for Condition F.4. is based on the run time of the specified test
method.}

CONTINUOUS COMPLIANCE REQUIREMENTS

F.5.a. Opacity Monitoring Requirements (each EP). Prior to 09/08/2013, sources subject to a limitation
on opacity under §63.1348, (2006 NESHAP) you must conduct required emissions monitoring in
accordance with §63.1350 paragraphs (a)(4)(i)- (a)(4)(iv)Procedures to be used to periodically monitor
affected sources subject to opacity standards under §§63.1346 and 63.1348. Such procedures must
include the provisions of paragraphs (a)(4)(i) through (a)(4)(iv) of this section.

(i) The owner or operator must conduct a monthly 1-minute visible emissions test of each affected
source in accordance with Method 22 of Appendix A to part 60 of this chapter. The test must be
conducted while the affected source is in operation.
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SECTION III. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

F.5.a. continued:

(ii) If no visible emissions are observed in six consecutive monthly tests for any affected source, the
owner or operator may decrease the frequency of testing from monthly to semi-annually for that
affected source. If visible emissions are observed during any semi-annual test, the owner or operator
must resume testing of that affected source on a monthly basis and maintain that schedule until no
visible emissions are observed in six consecutive monthly tests.

(iii) If no visible emissions are observed during the semi-annual test for any affected source, the owner
or operator may decrease the frequency of testing from semi-annually to annually for that affected
source. If visible emissions are observed during any annual test, the owner or operator must resume
testing of that affected source on a monthly basis and maintain that schedule until no visible emissions
are observed in six consecutive monthly tests.

(iv) If visible emissions are observed during any Method 22 test, the owner or operator must conduct a
6-minute test of opacity in accordance with Method 9 of appendix A to part 60 of this chapter. The
Method 9 test must begin within one hour of any observation of visible emissions.

(v) The requirement to conduct Method 22 visible emissions monitoring under this paragraph shall not
apply to any totally enclosed conveying system transfer point, regardless of the location of the transfer
point. “Totally enclosed conveying system transfer point” shall mean a conveying system transfer point
that is enclosed on all sides, top, and bottom. The enclosures for these transfer points shall be operated
and maintained as total enclosures on a continuing basis in accordance with the facility operations and
maintenance plan.

(vi) If any partially enclosed or unenclosed conveying system transfer point is located in a building, the
owner or operator of the Portland cement plant shall have the option to conduct a Method 22 visible
emissions monitoring test according to the requirements of paragraphs (a)(4)(i) through (iv) of this
section for each such conveying system transfer point located within the building, or for the building
itself, according to paragraph (a)(4)(vii) of this section.

(vii) If visible emissions from a building are monitored, the requirements of paragraphs (a)(4)(i)
through (iv) of this section apply to the monitoring of the building, and you must also test visible
emissions from each side, roof and vent of the building for at least 1 minute. The test must be
conducted under normal operating conditions.
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F.5.b. Continuous Opacity Compliance. On and after 9/9/2013, sources subject to a limitation
on opacity under §63.1345, (2010 NESHAP) you must conduct required emissions monitoring
in accordance with the provisions of paragraphs (f)(1)(i) through (f)(1)(vii) of §63.1350and in
accordance with the operation and maintenance plan developed in accordance with §63.1347.
You must conduct emissions monitoring in accordance with paragraphs (f)(2)(i) through
(f)(2)(iii) of §63.1350 and in accordance with the operation and maintenance plan developed in
accordance with (p)(1) through (p)(4) of §63.1350. You must also develop an opacity emissions
monitoring plan in accordance with paragraphs (0)(1) through (0)(4) and paragraph (0)(5), if
applicable, of §63.1350.

(1)(i) You must conduct a monthly 10-minute visible emissions test of each affected source in
accordance with Method 22 of appendix A-7 to part 60 of 40 CFR 60. The performance test must be
conducted while the affected source is in operation.

(ii) If no visible emissions are observed in six consecutive monthly tests for any affected source, the
owner or operator may decrease the frequency of performance testing from monthly to semi-annually
for that affected source. If visible emissions are observed during any semi-annual test, you must
resume performance testing of that affected source on a monthly basis and maintain that schedule until
no visible emissions are observed in six consecutive monthly tests.

(iif) If no visible emissions are observed during the semi-annual test for any affected source, you may
decrease the frequency of performance testing from semi-annually to annually for that affected source.
If visible emissions are observed during any annual performance test, the owner or operator must
resume performance testing of that affected source on a monthly basis and maintain that schedule until
no visible emissions are observed in six consecutive monthly tests.

(iv) If visible emissions are observed during any Method 22 performance test, of appendix A-7 to part
60 of this chapter, you must conduct five 6-minute averages of opacity in accordance with Method 9 of
appendix A-4 to part 60 of 40 CFR 60. The Method 9 performance test, of appendix A-4 to part 60 of 40
CFR 60, must begin within 1 hour of any observation of visible emissions.

(v) The requirement to conduct Method 22 visible emissions monitoring under this paragraph do not
apply to any totally enclosed conveying system transfer point, regardless of the location of the transfer
point. “Totally enclosed conveying system transfer point” must mean a conveying system transfer
point that is enclosed on all sides, top, and bottom. The enclosures for these transfer points must be
operated and maintained as total enclosures on a continuing basis in accordance with the facility
operations and maintenance plan.
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E.5.b. continued:

(vi) If any partially enclosed or unenclosed conveying system transfer point is located in a building,
you must have the option to conduct a Method 22 performance test, of appendix A-7 to part 60 of 40
CFR 60, according to the requirements of paragraphs (f)(1)(i) through (f)(1)(iv) of §63.1350 for each such
conveying system transfer point located within the building, or for the building itself, according to
paragraph (f)(1)(vii) of §63.1350.

(vii) If visible emissions from a building are monitored, the requirements of paragraphs (f)(1)(i)
through (f)(1)(iv) of §63.1350 apply to the monitoring of the building, and you must also test visible
emissions from each side, roof, and vent of the building for at least 10 minutes.

(2) (Not applicable)

(3) Corrective actions. If visible emissions are observed during any Method 22 visible emissions test
conducted under paragraphs (f)(1) or (f)(2) of §63.1350, you must initiate, within one-hour, the
corrective actions specified in the site specific operating and maintenance plan provisions in §63.1347.

The maximum 6-minute average opacity exhibited during the performance test period must be used to
determine whether the affected source is in compliance with the standard.

Corrective actions must be initiated within one hour of detecting visible emissions.

{Permitting note: Now and after 09/09/2013, in accordance with Rule 62-297.310(4)(a)2, F.A.C., the
duration of the Method 9 performance is 30-minutes for emissions points <100 tpy of particulate matter
and are not subject to a multiple-valued opacity standard or 1-hour if > 100 tpy.

Initial VE after 9/9/2013 only, the duration of the Method 9 performance test must be 3 hours (30 6-
minute averages), except that the duration of the Method 9 performance test may be reduced to 1 hour
if the conditions of paragraphs (b)(2)(i) through (b)(2)(ii) of this section apply. For batch processes that
are not run for 3-hour periods or longer, compile observations totaling 3 hours when the unit is
operating.

(1) There are no individual readings greater than 10 percent opacity;
(2) There are no more than three readings of 10 percent for the first 1-hour period.}

[40 CFR 63.1348(b)(1), (b)(3), (b)(3)(i); 40 CFR 63.1349(b)(2); and 40 CFR 63.1350(f)(1)(i)- (vii), (2),(3; ]

TEST METHODS AND PROCEDURES

{Permitting note: Table 2-1, Summary of Compliance Requirements, summarizes information for
convenience purposes only. This table does not supersede any of the terms or conditions of this
permit.}

Florida Rock Industries, Inc. Permit No. 0010087-041-AV
Thompson S. Baker Cement Plant Title V Air Operation Permit Renewal
Page 56 of 117



SECTION III. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

F.6. Visible Emissions- Compliance Testing Frequency (Each EP). The permittee shall conduct a
visible emissions test at each emissions point on an annual basis, once during each federal fiscal year
(October 1 - September 30).

[Rule 62-297.310(7)(a)4, F.A.C.]

F.7. Visible Emissions- Test Method (Each EP). The test method for visible emissions shall be EPA
Method 9 in accordance with 40 CFR 60 Appendix A-4.

In accordance with Rule 62-297.310(4)(a)2, F.A.C., the duration of the Method 9 performance is 30-
minutes for emissions points <100 tpy of particulate matter and are not subject to a multiple-valued
opacity standard.

Initial VE after 9/9/2013 only, the duration of the Method 9 performance test must be 3 hours (30, 6-
minute averages), except that the duration of the Method 9 performance test may be reduced to 1 hour
if the conditions of paragraphs(i) through (ii) of this condition apply. For batch processes that are not
run for 3-hour periods or longer, compile observations totaling 3 hours when the unit is operating.

(i) There are no individual readings greater than 10 percent opacity;

(ii) There are no more than three readings of 10 percent for the first 1-hour period.

[Permit No. AC01-267311/PSD-FL-228, 40 CFR 60.64(a)(3), 40 CFR 63.1349(b)(2)]

F.8. Particulate Matter. Compliance with the visible emissions standard specified in Condition F.4 shall

be considered compliance with the particulate matter standard established in Condition F.3.
[Permit No. AC01-267311/PSD-FL-228 BACT; and Rule 62-297.620(4) subsumed|]

F.9. Common Condition J.0 - J.13.

F.10. Common Condition K.0-K.4.
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Subsection G.: This section addresses the following emissions unit

EU Brief Description
No.
-007 | Coal Handling and Grinding- Line 1. Emission Points are controlled by
Fabric Filters and are identified as follows:

EP01: Coal & Petroleum Coke Mill. The coal handling and grinding operation
includes coal and petroleum coke S-17

EP02: Pulverized coal, petroleum coke, and fly ash storage bin- S-21 and
fugitive emissions from the coal handling and storage operations.

EP04: Mobile Powerscreen

EP05: Mobile Powerscreen Conveyor. The Mobile Powerscreen & Mobile
Powerscreen Conveyor will operate at ELI007-Coal Handling and Grinding
Operation and will also service EU 001- Raw Material Handling and Storage. The
Powerscreen will be a track-mounted, mobile scalping screen with a short discharge
conveyor. This EP will sort oversized coal or raw material that would otherwise jam
the feed hoppers or exceed grinding-mill capacity.

{Permitting note(s): This emissions unit is regulated under NSPS- 40 CFR 60 Subpart A - General
Provisions, Appendix A and Appendix B, and NSPS - 40 CFR 60, Subpart Y, Standards of Performance
for Coal Preparation Plants adopted and incorporated by reference in Chapter 62-204, F.A.C.}

The following conditions apply to the emissions unit(s) listed above:

{Permitting note: Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information
for convenience purposes only. This table does not supersede any of the terms or conditions of this
permit.}

GENERAL

G.0. Table I- Allowable Opacity Limitation and Table II- Allowable Emissions, as revised by Permit
0010087-006-AC (PSD-FL-228C), are incorporated by reference.

[Permit No. AC01-267311/PSD-FL-228; and, 0010087-006-AC (PSD-FL-228C)]
ESSENTIAL POTENTIAL TO EMIT (PTE) PARAMETERS

G.1. Capacity. The maximum throughput rate for this emissions unit shall not exceed 14 tons per hour
of pulverized coal. Emission Unit 007 capacity shall not be affected by the occasional use of the (EP04)
Mobile Powerscreen & (EP05) Mobile Powerscreen Conveyors.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C]
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{Permitting note: The maximum rates have been placed in each permit to identify the capacity of each
unit for the purposes of confirming that emissions testing is conducted within 90 to 100 percent of the
unit’s rated capacity (or to limit future operation to 110 percent of the test load), to establish
appropriate emission limits and to aid in determining future rule applicability.}

G.2. Hours of Operation. This emissions unit is allowed to operate continuously, i.e., 8,760 hours/year.
Emission Unit 007 operating schedule (8,760 HPY) shall not affected by the occasional use of the (EP04)
Mobile Powerscreen & (EP05) Conveyors.

[Rules 62-4.160(2); 62-210.200(PTE), F.A.C. and Air Permit No. 0010087-019-AC]

EMISSION LIMITATIONS AND STANDARDS

{Permitting note: Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information
for convenience purposes only. This table does not supersede any of the terms or conditions of this
permit.}

G.3. Visible Emissions (EP01 and EP02). Visible emissions shall not exceed 5 percent opacity for each
identified emission point.

[Permit No. ACO01-267311/PSD-FL-228; and BACT subsumed]

{Permitting Note: The averaging time for Condition G.3. is based on the run time of the specified test
method.}

G.4. Visible Emissions (EP04 & EP05). Visible emissions shall not exceed 10 percent opacity for each
identified emission point. The more restrictive (10% Opacity) requirements of 40 CFR 60.672(b) shall
apply to EP04 & EP05 while operating at EU007 which has a 20% Opacity VE limit.

[Air Construction Permit No. 0010087-019-AC]

G.5. Visible Emissions (Fugitive). An opacity of less than 5 percent shall be maintained at each
storage pile, handling equipment, etc., except during times when coal is being added, moved or
removed from the coal pile when the opacity shall be no more than 20 percent.

[Permit No. AC01-267311/PSD-FL-228 and BACT; 40 CFR 60.252]

{Permitting Note: The averaging time for Condition G.4. is based on the run time of the specified test
method.}

G.6.a. Particulate Matter. Particulate Matter emissions from coal, petroleum coke, and fly ash handling
facilities shall be minimized by following the procedures stated in Section II. Facility-wide Conditions,
Condition No. FW5 and these listed below:
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SECTION III. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

G.6.a. continued:

e All conveyors and transfer points shall be enclosed to preclude particulate emissions (except those
directly associated with coal petroleum coke, and fly ash stacking/reclaiming).

e Coal, petroleum coke, and fly ash storage piles shall be shaped, compacted and oriented to
minimize wind erosion.

e Water sprays or chemical wetting agents and stabilizers shall be applied to storage piles, handling
equipment, etc., during dry periods and as necessary to all facilities to maintain an opacity of that
stated in Specific Condition G.5.

[Permit No. AC01-267311/PSD-FL-228 and BACT]

G.6.b. Particulate Matter (each EP). Particulate Matter emissions from the Fabric Filters shall not
exceed 0.01 grains per dry standard cubic foot.

[Permit No. AC01-267311/PSD-FL-228]

TEST METHODS AND PROCEDURES

{Permitting note: Table 2-1, Summary of Compliance Requirements, summarizes information for
convenience purposes only. This table does not supersede any of the terms or conditions of this
permit.}

G.7. The permittee shall test the emissions from the Coal Handling and Grinding for the following
pollutants annually:

a. Visible Emissions (V.E.) EP01, EP02 & EP04 & EP05. (See Condition G.3.)

NOTE 1: V.E. tests for EP04 & EP05 must be tested annual at EU001 or EUQ07.

NOTE 2: Particulate Matter. Compliance with the visible emissions standard specified in condition G.5
shall be considered compliance with the particulate matter standard established in condition G.6.

[Rule 62-297.310(7)(a)4, F.A.C.; Permit Nos. AC01-267311/PSD-FL-228 and 0010087-019-AC]
G.8. Visible Emissions (EP01, EP02, EP04 & EP05). The test method for visible emissions shall be EPA

Method 9 in accordance with 40 CFR 60 Appendix A.
[Permit No. AC01-267311/PSD-FL-228, 40 CFR 60.254(b)(2) and 40 CFR 60.64(b)(4)]

MONITORING

G.9. Temperature. A continuous monitor for temperature shall be installed, operated, and maintained
at Emission Point 01 pursuant to 40 CFR 60.253(a)(1).

[Permit No. AC01-267311/PSD-FL-228]
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SECTION III. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

G.10. Recordkeeping (EP10): The owner or operator shall maintain records to document the monthly
and the twelve-month rolling totals of tons of coal crushed, conveyed and the hours of operation for
each emissions point. These records shall be retained for five years.

[Rule 62-4.070(3), F.A.C. and Air Construction Permit No. 0010087-019-AC.]

G.11. Common Condition J.0-J.13.
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SECTION III. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection H.: This section addresses the following emissions unit

EU No. | Brief Description

-008 Clinker-to-Railcar/ Truck Transfer Conveyor. Emission points are controlled
by Fabric Filters and are defined as follows:

EP01:- Conveyors
EP02: Head Chute
EP03: Railcar/ Truck- Loading spout

{Permitting note(s): This emissions unit is regulated under 40 CFR 63, Subparts A and LLL: National
Emission Standards for Hazardous Air Pollutants- General Provisions and Portland Cement
Manufacturing Industry and BACT dated December 12, 1996.}

The following conditions apply to the emissions unit(s) listed above:

{Permitting note: Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information
for convenience purposes only. This table does not supersede any of the terms or conditions of this
permit.}

ESSENTIAL POTENTIAL TO EMIT (PTE) PARAMETERS

H. 1. Hours of Operation (Railcar and Truck). The total hours of transfer operation are limited to 600
hours/year and shall be recorded.

[Rules 62-4.160(2), 62-210.200(PTE), F.A.C., Air Construction Permit No. 0010087-014-AC, dated August
22,2005.]

H.2. Permitted Capacity. The maximum operating rates are listed below and shall not be exceeded
without prior Department approval.

MATERIAL EMISSION UNIT/ POINT RATE
Cement Clinker EU008 400 TPH and 120,000 TPY NOTE (1)

NOTE (1) 400 TPH is the conveyor’s design rate
[Air Construction Permit No. 0010087-014-AC, dated August 22, 2005.]
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SECTION III. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

H.3. Permitted Maximum Allowable Emission Rate. The permitted maximum allowable emission
rate for each pollutant is as follows:

EMISSION RATE
POLLUTANT | LOCATION LBS/HR TPY RULE
VE EU008 5% Opacity BACT
EPs 01-03
NOTE (1)

NOTE (1) 10% Opacity from 40 CFR 63.1348 (2006 NESHAPS) & 40 CFR 63.1345 (2010 NESHAPS) is
subsumed by BACT dated December 12, 1996.

TEST METHODS AND PROCEDURES

H.4. Visible Emissions (EP01, EP02 & EP03). The test method for visible emissions shall be EPA
Method 9 in accordance with 40 CFR 60 Appendix A.

[40 CFR 63.1349(a) and Air Construction Permit No. 0010087-014-AC].

CONTINUOUS COMPLIANCE REQUIREMENTS

H.5. Continuous Opacity Compliance (Each EP). The permittee shall demonstrate continuous
compliance with the opacity emissions standards by using the monitoring methods and procedures in
§63.1350(f). See Specific Condition H.6.

Continuous compliance is demonstrated by conducting specified visible emissions observations and
follow up opacity readings, as indicated in §63.1350(f)(1) and (f)(2).

The maximum 6-minute average opacity exhibited during the performance test period must be used to
determine whether the affected source is in compliance with the standard.

Corrective actions must be initiated within one hour of detecting visible emissions.

[40 CFR 63.1348(b)(3), (b)(3)(i)]

H.6.a. Opacity Monitoring Requirements (each EP) 2010 NESHAPS). Prior to 09/08/2013, sources
subject to a limitation on opacity under §63.1348, (2006 NESHAP) you must conduct required
emissions monitoring in accordance with §63.1350 paragraphs (a)(4)(i)- (a)(4)(iv)Procedures to be used
to periodically monitor affected sources subject to opacity standards under §§63.1346 and 63.1348. Such
procedures must include the provisions of paragraphs (a)(4)(i) through (a)(4)(iv) of this section.

(i) The owner or operator must conduct a monthly 1-minute visible emissions test of each affected
source in accordance with Method 22 of Appendix A to part 60 of this chapter. The test must be
conducted while the affected source is in operation.
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SECTION III. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

H.6.a. continued:

(ii) If no visible emissions are observed in six consecutive monthly tests for any affected source, the
owner or operator may decrease the frequency of testing from monthly to semi-annually for that
affected source. If visible emissions are observed during any semi-annual test, the owner or operator
must resume testing of that affected source on a monthly basis and maintain that schedule until no
visible emissions are observed in six consecutive monthly tests.

(iii) If no visible emissions are observed during the semi-annual test for any affected source, the owner
or operator may decrease the frequency of testing from semi-annually to annually for that affected
source. If visible emissions are observed during any annual test, the owner or operator must resume
testing of that affected source on a monthly basis and maintain that schedule until no visible emissions
are observed in six consecutive monthly tests.

(iv) If visible emissions are observed during any Method 22 test, the owner or operator must conduct a
6-minute test of opacity in accordance with Method 9 of appendix A to part 60 of this chapter. The
Method 9 test must begin within one hour of any observation of visible emissions.

(v) The requirement to conduct Method 22 visible emissions monitoring under this paragraph shall not
apply to any totally enclosed conveying system transfer point, regardless of the location of the transfer
point. “Totally enclosed conveying system transfer point” shall mean a conveying system transfer point
that is enclosed on all sides, top, and bottom. The enclosures for these transfer points shall be operated
and maintained as total enclosures on a continuing basis in accordance with the facility operations and
maintenance plan.

(vi) If any partially enclosed or unenclosed conveying system transfer point is located in a building, the
owner or operator of the Portland cement plant shall have the option to conduct a Method 22 visible
emissions monitoring test according to the requirements of paragraphs (a)(4)(i) through (iv) of this
section for each such conveying system transfer point located within the building, or for the building
itself, according to paragraph (a)(4)(vii) of this section.

(vii) If visible emissions from a building are monitored, the requirements of paragraphs (a)(4)(i)
through (iv) of this section apply to the monitoring of the building, and you must also test visible
emissions from each side, roof and vent of the building for at least 1 minute. The test must be
conducted under normal operating conditions.

H.6.b. Opacity Monitoring Requirements (each EP) 2010 NESHAPS).

On and after 9/9/13, sources subject to a limitation on opacity under §63.1345, you must conduct
required emissions monitoring in accordance with the provisions of paragraphs (f)(1)(i) through
(f)(1)(vii) of §63.1350 and in accordance with the operation and maintenance plan developed in
accordance with §63.1347. You must conduct emissions monitoring in accordance with paragraphs
(£)(2)(i) through (f)(2)(iii) of §63.1350 and in accordance with the operation and maintenance plan
developed in accordance with (p)(1) through (p)(4) of §63.1350. You must also develop an opacity
emissions monitoring plan in accordance with paragraphs (0)(1) through (0)(4) and paragraph (0)(5), if
applicable, of §63.1350.
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SECTION III. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

H.6.b. continued:

(1)) You must conduct a monthly 10-minute visible emissions test of each affected source in
accordance with Method 22 of appendix A-7 to part 60 of this chapter. The performance test must be
conducted while the affected source is in operation.

(ii) If no visible emissions are observed in six consecutive monthly tes