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	The Northeast Florida State Hospital application for a Title V Permit to operate three high temperature hot water boilers each of which is rated for a maximum heat input of 15.75 MMBtu per hour near Macclenny, Baker County, was reviewed by the Northeast District Air Program in Jacksonville.  The Draft Title V Permit was distributed on January 23, 1997.  The Notice of Intent was published in the Baker County Press on February 13, 1997.  Copies of the described package were available for inspection at the Department’s Northeast District office in Jacksonville.



	Comments were submitted by Stephen L. Alexander, P.E., representing Northeast Florida State Hospital.



	A Proposed Permit Determination (attached) was prepared and distributed to interested parties on March 17, 1997.  It included revisions to the draft permit conditions related to fuel oil grade, RACT applicability, source test methods, exempt emissions units, and unregulated emissions units.



	No adverse comments were submitted by the U.S. Environmental Protection Agency.



	Therefore, the Draft Title V Permit, is modified and finalized as follows and in accordance with the proposed permit determination.
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1.   R: 	The Department agrees that for the purposes of cold start-up of the boilers that a different grade of fuel may be used as long as the sulfur content remains below 2.84% by weight as specified in the BACT.



As a result of this comment, Condition # A.3. is hereby changed:



From:  No. 6 fuel oil shall be used and the sulfur content shall not exceed 2.84% by weight.

	[BACT dated July 30, 1987]



    To: 	No. 6 fuel oil shall be used and the sulfur content shall not exceed 2.84% by weight.  A different grade fuel oil may be used for cold start-up of the boilers provided the sulfur content does not exceed 2.84% by weight.

	[BACT dated July 30, 1987]





2.   R:	The Department agrees that the facility falls outside the boundary line of RACT and therefore is not subject to its limitations.  



As a result of this comment, Condition # A.5. is hereby changed:



From:	Particulate Matter.  Particulate matter emissions shall not exceed 0.1 pound per million Btu heat input, as measured by applicable compliance methods.

	[Rule 62-296.702(2)(a), F.A.C.]



    To:	Particulate Matter.  Particulate matter emissions shall be subject to the standard set forth in BACT.  The equivalent particulate matter emissions shall not exceed 3.1 pounds per hour nor 13.5 tons per year.

	[BACT dated July 30, 1987]



	 	

3.   R:	The Department agrees that the facility falls outside the boundary line of RACT and therefore is not subject to its limitations.  Therefore, Table 1.1 should be corrected to show the equivalent emissions based upon BACT.



As a result of this comment, Table 1.1. is hereby changed:



From:	See Attachment 1.



    To:	See Attachment 2.
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4.   R:	The Department agrees that the facility falls outside the boundary line of RACT and therefore is not subject to its limitations.



As a result of this comment, Condition # A.9. is hereby changed:



From:	Particulate Matter.   The test methods for particulate emissions shall be EPA Methods 17, 5, 5B, or 5F, incorporated by reference in Chapter 62-297, F.A.C.  The minimum sample volume shall be 30 dry standard cubic feet.  EPA Method 5 may be used with filter temperature no more than 320 degrees Fahrenheit.  For EPA Method 17, stack temperature shall be less than 375 degrees Fahrenheit.  The owner or operator may use EPA Method 5 to demonstrate compliance.  EPA Method 3 or 3A with Orsat analysis shall be used when the oxygen based F-factor is computed according to EPA Method 19 is used in lieu of heat input.  Acetone wash shall be used with EPA Method 5 or 17.

	[Rule 62-296.720(3)(b), F.A.C.]



    To:	Condition deleted.





5.   R:	The Department agrees that the incorrect rule reference was used for Visible Emissions test method.



As a result of this comment, Condition # A.10. is hereby changed:



From:	Visible Emissions.  The test method for visible emissions shall be DEP Method 9, incorporated in Chapter 62-297, F.A.C.  A transmissometer may be used and calibrated according to Rule 62-297.520, F.A.C.

	[Rule 62-296.702(3)(a), F.A.C.]



    To:	Visible Emissions.  The test method for visible emissions shall be DEP Method 9, incorporated in Chapter 62-297, F.A.C.  A transmissometer may be used and calibrated according to Rule 62-297.520, F.A.C.

	[Rule 62-296.406(1), F.A.C.]





6.   R:	The Department agrees that the vendor certification of sulfur content was omitted as a compliance method in Table 2.1.  Additionally, as a result of response 4, the compliance testing requirements in Table 2.1. have been deleted.



As a result of this comment, Table 2.1. is hereby changed:
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From:	See Attachment 3.



    To:	See Attachment 4.





7.   R:	The Department agrees that the reference to the amount of kerosene used is not relevant to this exempted activity.



As a result of this comment, Appendix E-1, # 20 is hereby changed:



From:	Small parts cleaner using kerosene in amounts less than 110 gallons per year.



    To:	Small parts cleaner using kerosene.





8.   R:	The Department agrees that the reference to the amount of gallons used is not relevant to this unregulated emissions units.



As a result of this comment, Appendix U-1 is hereby changed:



From:	Emergency generators with a total fuel consumption of 9,170 gallons per year of diesel fuel.

	

    To:	Emergency generators using diesel fuel.



9.   R:	The Department agrees that the reference to the amount of gallons used is not relevant to this unregulated emissions units.



As a result of this comment, Appendix U-1 is hereby changed:



From:	Pilot flame ignition pilot fuel (propane and sometimes a mixture of diesel) with consumption of 8,991 gallons per year of propane.

	

    To:	Pilot flame ignition using pilot fuel (propane and sometimes a mixture of diesel).





10. R:	Pursuant to the application instructions the List of Equipment Regulated Under 			Title VI is listed in the application.  This equipment will not be listed in the Title V 			Permit.


