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Statement of Basis


Title V Air Operation Permit Renewal

Permit No. 0050009-038-AV

Applicant

The applicant for this project is WestRock CP, LLC.  The applicant’s responsible official and mailing address are:  Mr. Tommy Martin, General Manager, WestRock CP, LLC, Panama City Mill, One Everitt Avenue, Panama City, Florida 32401.

Facility Description

The applicant operates the Panama City Mill, which is located in Bay County at One Everitt Avenue in Panama City, Florida.

This facility is a Kraft pulp and paper mill that consists of major activities areas such as: wood handling, pulping, bleaching, chemical recovery, power house, paper machines, and associated processes and equipment.
Corporate Name Change:  On July 1, 2015, RockTenn CP, LLC, the parent company of Permittee, entered into a business combination with MeadWestvaco Corporation.  As a result of this business combination, RockTenn CP became a wholly owned subsidiary of a new entity named WestRock CP, LLC.  In conjunction with the completion of the business combination, the legal name of Permittee was changed from RockTenn CP.LLC to WestRock CP, LLC, effective September 1, 2015.

Boiler MACT: This Title V renewal permit includes requirements for compliance with 40 CFR 63, Subpart DDDDD.  Combination Boilers Nos. 3 and 4 (EU 015 and EU 016) are subject to the Industrial Boiler MACT requirements for the Hybrid Suspension Grate subcategory, and compliance is required by January 31, 2016
Permit No. 0050009-036-AC, issued February 28, 2013, is complete and is a part of this renewal project.  This air construction permit authorized replacement of the bark bin serving the No. 4 Combination Boiler, and resulted in an increase wood/bark usage and a decrease in coal usage.
Permit No. 0050009-037-AC, issued August 19, 2014, is complete and is a part of this renewal project.  This permit authorizes the facility to replace the No. 4 Combination Boiler biomass fuel distributor with air swept biomass feed spouts, install new analyzers at the combination boilers, and upgrade the existing Prism System used for monitoring operations data required for compliance with 40 CFR 63, Subpart DDDDD (Boiler MACT).
No.1 and No. 2 Recovery Boilers (EU 001 and EU 019) each have a maximum heat input of 721 MMBtu/hr, equivalent to 123,700 lb/hr of black liquor solids (BLS) assuming 5,830 Btu/lb of BLS.  Natural gas, No. 2 fuel oil, or No. 6 fuel oil with a maximum of 2.4% sulfur by weight may be used as backup or supplemental fuels.  Electrostatic precipitators control particulate matter (PM) emissions.  Total reduced sulfur (TRS) emissions are monitored with a continuous emissions monitor (CEM).  The recovery boilers are regulated by Rule 62-296.404, F.A.C., Kraft Pulp Mills and 40 CFR 63, Subpart MM - NESHAP for Chemical Recovery Combustion Sources.

No. 3 Combination Boiler (EU 015) burns wood, bark, primary clarified wood fibers, secondary solids (residuals) from the aerated stabilization basin, natural gas and/or No. 2 fuel oil or No. 6 fuel oil.  The No. 3 Combination Boiler serves as a control device for the condensate stripper off-gases (SOG) and as a backup control device to the Lime Kiln for the non-condensable gases (NCG) from the Multiple Effect Evaporator (MEE) System and from the batch digester system (BDS).  PM emissions are controlled by a fly ash arrestor, followed by a variable throat venturi wet scrubber.  Sulfur dioxide (SO2) emissions are controlled by limiting the sulfur content of the fuel oil to a maximum of 2.4% by weight and are monitored by an SO2 CEM.  TRS emissions and Hazardous air pollutant (HAP) emissions are controlled by injecting the gases into the boiler in the flame zone with the primary fuel or with the combustion air.  This boiler is regulated by Rule 62-296.410, F.A.C.  - Carbonaceous Fuel Burning Equipment, Rule 62-296.404, F.A.C.  - Kraft Pulp Mills and 40 CFR 63, Subpart S - NESHAP for Pulp and Paper Industry.  This boiler is also subject to 40 CFR 63, Subpart DDDDD (Boiler MACT); compliance date is January 31, 2016).
Note: The five year actual emissions monitoring and reporting requirement specified by Permit No. 0050009-023-AC, Specific Condition A.12. Recordkeeping and Reporting Requirements, no longer apples for this boiler and is not included in this renewal.  The five year emissions monitoring and reporting period, required by Permit No. 0050009-023-AC, issued May 22, 2006, has ended.
No. 4 Combination Boiler (EU 016) burns wood, bark, primary clarified wood fibers, secondary solids (residuals) from the aerated stabilization basin, coal, natural gas, and/or No. 2 fuel oil or No. 6 fuel oil.  The No. 4 Combination Boiler serves as a control device for the SOG and as a backup control device to the Lime Kiln for the NCG from the MEE System and from the BDS.  PM emissions are controlled by a fly ash arrestor followed by a wet scrubber.  HAP and TRS emissions are controlled by injecting the gases into the boiler in the flame zone with the primary fuel or with the combustion air.  This boiler is regulated by Rule 62-296.410, F.A.C., Carbonaceous Fuel Burning Equipment, Rule 62-296.404, F.A.C., Kraft Pulp Mills and 40 CFR 63, Subpart S - NESHAP for Pulp and Paper Industry.  This boiler is also subject to Boiler MACT; compliance date is January 31, 2016.
No. 1 and No. 2 Smelt Dissolving Tanks (EU 021 and EU 022) dissolve smelt in weak wash to yield green liquor.  Operating rates are limited by the operating rate of each Recovery Boiler.  PM emissions are controlled by venturi scrubbers.  TRS emissions are controlled using weak wash as the scrubber media.  The weak wash scrubber flow is monitored as a surrogate compliance parameter.  The smelt dissolving tanks are regulated by Rule 62-296.404, F.A.C., Kraft Pulp Mills and 40 CFR 63, Subpart MM - NESHAP for Chemical Recovery Combustion Sources.
The Lime Kiln (EU 004) burns petcoke with up to 8.0% sulfur as the primary fuel, blended with natural gas, or No. 2 fuel oil, or No. 6 fuel oil with a maximum of 2.4% sulfur by weight.  The maximum heat input rate for the petcoke burner system is 180 MMBtu per hour.  For flame stability, petcoke is co-fired with fuel oil or natural gas and constitutes up to 90% of the maximum heat input rate to the Lime Kiln.  The Lime Kiln has a maximum operating rate of 85,000 pounds per hour of lime mud and is the primary control device for thermal destruction of the NCG from the MEE System and from the BDS.  TRS, SO2, nitrous oxide (NOX), and PM emissions are controlled by a venturi wet scrubber manufactured by Chemico, followed by a cyclone.  TRS and NOx emissions are monitored with a CEMS.  The Lime Kiln is regulated by 40 CFR 64 - CAM plan for SO2, 40 CFR 60, Subpart BB - Kraft Pulp Mills, and Rule 62-296.404, F.A.C.
Note: The five year actual emissions monitoring and reporting requirement specified by Permit No. 0050009-028-AC, Specific Condition 22. Annual TRS and PM Emissions Reports, no longer apples for this emissions unit and is not included in this renewal.  The five year emissions monitoring and reporting period, required by Permit No. 0050009-028-AC, issued September 26, 2007, has ended.
The Multiple Effect Evaporator (MEE) System (EU 026) consists of a Pre-Evaporator, the No. 1A Evaporator set, the No. 3 Evaporator set, and associated equipment.  The No. 1A Evaporator set and the No. 3 Evaporator set include two four-stage MEE systems and associated condensers, hot wells and concentrators.  The evaporators are used to concentrate the weak black liquor prior to firing in the recovery furnaces.  The maximum operating rate is 359,400 pounds of dry black liquor solids per hour.  The off-gases (TRS/HAP/VOC) from these sources are collected in the low volume high concentration (LVHC) NCG collection system.  The NCG gases are primarily controlled by incineration in the Lime Kiln or in the No. 4 Combination Boiler, or in the No. 3 Combination Boiler as backup.  The MEE system is regulated by Rule 62-296.404, F.A.C., 40 CFR 60, Subpart BB - Kraft Pulp Mills, and 40 CFR 63, Subpart S - NESHAP for Pulp and Paper Industry.

The Digester System (EU 027) consists of 22 batch digesters, 5 blow tanks, an accumulator tank with both an upstream and a downstream condenser, and a turpentine recovery system (decanter, condenser and storage tank).  The off-gases (TRS/HAP/VOC) from these sources are collected in the LVHC NCG collection system.  TRS/HAP/VOC emissions are primarily controlled by incineration in the Lime Kiln or in the No. 4 Combination Boiler, or in the No. 3 Combination Boiler as backup.  The digester system is regulated by Rule 62-296.404, F.A.C., 40 CFR 60, Subpart BB - Kraft Pulp Mills, and 40 CFR 63, Subpart S - NESHAP for Pulp and Paper Industry.

The Lime Slaker (EU 005) reacts lime (CaO) from the Lime Kiln and green liquor (Na2CO3, Na2S, and Na2SO4) to form white liquor (NaOH and Na2S) used for cooking wood chips.  Lime mud is formed as a byproduct that is recovered and regenerated to lime in the Lime Kiln.  The maximum operating rate is 81.6 tons per hour of green liquor solids and lime (60.39 tons per hour green liquor and 21.18 tons per hour lime).  PM emissions are controlled by a wet walled cyclone scrubber.  The lime slaker is regulated by Rules 62-296.404, F.A.C., Kraft Pulp Mills and 62-296.320, F.A.C., General Pollutant Limiting Standards.

The Woodyard (EU 030) receives hardwood chips, softwood chips, round wood (as short wood or long wood), scrap wood, and bark.  Scrap wood and bark (as received or generated on-site by debarking round wood) are used in steam generation.  The chipping process begins by passing logs through a debarker to remove bark, which is collected and transferred via conveyors and hogged to obtain a desired size.  After processing, the bark is stored in piles, transferred to the bark bin, and then used as a fuel for the boilers at the facility.  The logs are then chipped and the chips screened for proper size.  Both purchased chips and manufactured chips are conveyed and stored in chip reclaimer storage piles.  The facility has one softwood chip reclaimer storage pile and one hardwood chip reclaimer storage pile.  Three cyclones associated with the bark transfer and conveying system are used to pneumatically convey the bark and to control PM emissions.  Conveyors are covered and roads are paved and maintained to minimize PM entrainment.  Four cyclones are used in the Screening Room to separate fines from the conveying air stream and to control PM emissions.  The Woodyard is regulated by Rules 62-296.320(4)(b)1 & 4, F.A.C.  - General Pollutant Emission Limiting Standards.

The Bleaching System (EU 033) has a maximum process capacity of 1,250 tons per day of air dried unbleached pulp (ADUP).  The facility has a 40-ton per day chlorine dioxide generator and associated chlorine dioxide storage tank.  The bleaching towers have been modified to allow for a 100 percent chlorine dioxide substitution capability to comply with MACT standards.  HAP/VOC emissions from the bleach plant are controlled with a wet alkaline (using weak wash or white liquor) scrubber.  A closed vent system is used to collect HAP/VOC emissions from the washers, the towers, and the filtrate tanks where chlorine dioxide or chlorinated compounds are used and, subsequently, treated in the scrubber.  The chlorine dioxide storage tank is vented to the chlorine dioxide plant scrubber.  The bleaching system is regulated by 40 CFR 63, Subpart S - NESHAP for Pulp and Paper Industry.

The Pulping System (EU 034) collects LVHC NCG from the turpentine decanter, the turpentine condenser, the turpentine storage tank, the foul condensate storage tank blow heat recovery, multiple effect evaporators and the batch digester system, which are primarily combusted in the Lime Kiln or in the No. 4 Combination Boiler or the No. 3 Combination Boiler as back-up.  A steam-heated condensate stripper treats the foul condensate streams from the blow heat accumulator tank, the turpentine system, the pre-evaporator, and the NCG system.  The stripper system has a design capacity of 500 gallons per minute and consists of the following equipment: a foul condensate storage tank, a fiber filter, a stripper feed preheater, a condensate stripper, a primary reflux condenser and a trim condenser.  The non-condensed vapors from the reflux condenser are routed to the trim condenser and finally to the No. 3 Combination Boiler or the No. 4 Combination Boiler for thermal destruction.  The pulping system is regulated by 40 CFR 63, Subpart S - NESHAP for Pulp and Paper Industry.

Petcoke Handling and Storage (EU 038) receives ground petcoke by truck and/or rail car, which is pneumatically conveyed to a 250-ton ground petcoke storage silo with a baghouse to control PM emissions.  The ground petcoke is dropped from the storage silo into a weigh bin then transferred in an enclosed conveyor to the Lime Kiln.  A blower and an eductor are used to deliver the ground petcoke to the kiln burner.  Displaced air from the weigh bin is redirected to the storage silo with a baghouse.  Petcoke handling and storage is regulated by Rules 62-296.320(4)(b)1 & 4, F.A.C.  - General Pollutant Emission Limiting Standards.

Reciprocating Internal Combustion Engines (EU 039):  The facility operates six emergency stationary reciprocating internal combustion engines (RICE): Old Diesel Fire Pump at 250 Hp, New Diesel Fire Pump at 265 Hp, Caustic Area Generator at 156 Hp, Kiln Emergency Drive at 115 Hp, Main Office Generator at 156 Hp, and Engineering/Maintenance Building Generator at 15 Hp.  These engines have a rating of less than 500 Hp, are located at a major source of HAP emissions, and were constructed before June 12, 2006.  Therefore, they are existing emergency stationary RICE, pursuant to 40 CFR 63.6590(a)(1)(ii), and must comply with the emission limitations in Table 2c to Subpart ZZZZ of Part 63 - Requirements for Existing Compression Ignition Stationary RICE Located at a Major Source of HAP Emissions and Existing Spark Ignition Stationary RICE ≤500 HP Located at a Major Source of HAP Emissions.
Also included in this permit are miscellaneous unregulated/insignificant emissions units and/or activities.

Project DESCRIPTION

The purpose of this permitting project is to renew the existing Title V permit for the above referenced facility, and incorporate Title V air construction permit No. 0050009-036-AC, which authorizes replacement of the bark bin serving the No. 4 Combination Boiler; and Permit No. 0050009-037-AC, which authorizes replacement of the No. 4 Combination Boiler biomass fuel distributor with air swept biomass feed spouts.
Processing Schedule and Related Documents

Renewed Title V Air Operation Permit effective October 18, 2010

Title V Air Operation Permit Transfer of Ownership issued July 7, 2011

Title V Air Operation Permit Revision issued March 14, 2013

Application for a Title V Air Operation Permit Renewal received March 3, 2015
Notice of Intent to Issue Air Permit issued June 19, 2015

Revised Notice of Intent to Issue Air Permit issued October 13, 2015 
Public Notice Published [Month day, year]
Note:  After the Notice of Intent was issued on June 19, 2015, the Applicant requested FDEP to revise the draft Title V renewal permit to include their new corporate name (effective September 1, 2015), modify the permit conditions for EU 015 and EU 016 (Boilers 3 and 4) to include conditions for compliance with the Boiler MACT, and update the NCG Venting Contingency Plan.  Applicant waived the 90 day time limit to allow time for these changes.
Primary Regulatory requirements

Title III:  The facility is identified as a major source of hazardous air pollutants (HAP).

Title V:  The facility is a Title V major source of air pollution in accordance with Chapter 62-213, Florida Administrative Code (F.A.C.).

PSD:  The facility is a Prevention of Significant Deterioration (PSD)-major stationary source of air pollution in accordance with Rule 62-212.400, F.A.C.

NSPS:  The facility operates units subject to the New Source Performance Standards (NSPS) of 40 Code of Federal Regulations (CFR) 60.

NESHAP:  The facility operates units subject to the National Emissions Standards for Hazardous Air Pollutants (NESHAP) of 40 CFR 63.

CAIR:  The facility is not subject to the Clean Air Interstate Rule (CAIR) set forth in Rule 62-296.470, F.A.C.

CAM:  Compliance Assurance Monitoring (CAM) applies to Emissions Unit 015 (No. 3 Combination Boiler) for PM (fly arrestor and wet scrubber) and SO2 (wet scrubber), Emissions Unit 016 (No. 4 Combination Boiler) for PM (fly arrestor and wet scrubber) and SO2 (wet scrubber), Emissions Unit 001 (No. 1 Recovery Boiler) for TRS (two-stage heavy black liquor oxidation system), Emissions Unit 019 (No. 2 Recovery Boiler) for TRS (two-stage heavy black liquor oxidation system), Emissions Unit 004 (Lime Kiln) for SO2 (venturi scrubber), and Emissions Unit 005 (Lime Slaker) for PM (wet cyclonic scrubber).

PROJECT REVIEW

This project renews Title V air operation permit No. 0050009-032-AV, effective October 18, 2010, and incorporates Permit No. 0050009-036-AC, issued February 8, 2013 and Permit No. 0050009-037-AC, issued August 19, 2014.  Changes made as part of this renewal also include updates to the Title V permit template, including new facility-wide conditions for electronic annual operating reports and fees (EAOR) and use of the new Appendix RR in the combined appendices section.

Conclusion

This project renews Title V air operation permit No. 0050009-032-AV, which was issued on October 18, 2010.  This Title V air operation permit renewal is issued under the provisions of Chapter 403, Florida Statues (F.S.), and Chapters 62-4, 62-210 and 62-213, F.A.C.
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