STATEMENT OF BASIS

Title V PROPOSED Permit Revision No.:  0050031-007-AV 

Bay County

Bay Resource Management Center


This Title V air operation permit revision is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Chapters 62-4, 62-210, and 62-213, F.A.C.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit revision.

The revision reflects a change of auxiliary fuel use from distillate fuel oil to natural gas.  The construction permit modification that reflected this change was 0050031-006-AC, issued by the Department on May 30, 2001.  By this permit revision, the following changes are made to two specific conditions of the FINAL Title V air operations permit. 
From:

A.5.1.1.  The only fuels allowed to be burned in the MWCs are municipal solid waste and wood waste, with distillate fuel oil as an auxiliary fuel.  Other wastes shall not be burned without written prior approval from the Department.  The wood waste utilization rate shall not exceed 160 tons per day for the facility.  Wood waste shall be used when sufficient MSW is not available to maintain a steady heat rate.

[PSD-FL-129]

To:

A.5.1.1.  The only fuels allowed to be burned in the MWCs are municipal solid waste and wood waste, with natural gas as an auxiliary fuel.  Other wastes shall not be burned without written prior approval from the Department.  The wood waste utilization rate shall not exceed 160 tons per day for the facility.  Wood waste shall be used when sufficient MSW is not available to maintain a steady heat rate.

[PSD-FL-129, and 0050031-006-AC]

From:

A.5.2.0.  Auxiliary Fuel Burners.  These devices shall be used at startup during the introduction of MSW fuel until design furnace gas temperature is achieved.  They shall be fueled only with distillate fuel oil or natural gas.  If the annual capacity value for distillate fuel oil or natural gas is greater than 10%, as determined by 40 CFR 60.43b(e), the facility shall be subject to 40 CFR 60.44b, Standards for Nitrogen Oxides.

[Rules 62-4.160(2), 62-210.200, and 62-213.440(1), F.A.C.; and, PSD-FL-129]

To:

A.5.2.0.  Auxiliary Fuel Burners (one burner in each Combustion Boiler Unit).  This burner device (one burner in each combustor/boiler unit) shall be used at startup during the introduction of MSW fuel until design furnace gas temperature is achieved.  The burner shall be fueled only with natural gas.  If the annual capacity value for natural gas is greater than 10%, as determined by 40 CFR 60.43b(e), the facility shall be subject to 40 CFR 60.44b, Standards for Nitrogen Oxides.

[Rules 62-4.160(2), 62-210.200, and 62-213.440(1), F.A.C.; and, PSD-FL-129 and 0050031-006-AC]

